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ASSEMBLY INSTRUCTIONS 



Volume: IRMX" 86 PROGRAMMER'S REFERENCE MANUAL, PART II 
Order No: 146196-001 



INTRODUCTION 

This sheet describes how to assemble this IRMX 86 literature packet. The 
assembly is simple and takes less than 5 minutes. 

This literature packet contains: 

• The literature in the volume, including this instruction sheet 
and these manuals: 

- iRMX 86 APPLICATION LOADER REFERENCE MANUAL 

- iRMX 86 HUMAN INTERFACE REFERENCE MANUAL 

- iRMX 86 UNIVERSAL DEVELOPMENT INTERFACE REFERENCE MANUAL 

- GUIDE TO WRITING DEVICE DRIVERS FOR THE iRMX 86 AND iRMX 88 

I/O SYSTEMS 

- iRMX 86 PROGRAMMING TECHNIQUES 

- iRMX 86 TERMINAL HANDLER REFERENCE MANUAL 

- IRMX 86 DEBUGGER REFERENCE MANUAL 

- iRMX 86 SYSTEM DEBUGGER REFERENCE MANUAL 

- IRMX 86 CRASH ANALYZER REFERENCE MANUAL 

- iRMX 86 BOOTSTRAP LOADER REFERENCE MANUAL 

• The first of two cardboard separators. 

• Ten divider tabs, one for each manual. 

• The bottom cardboard separator. 

If your binder package is missing one or more of these items, contact 
Intel immediately. 



ASSEMBLY 

Assembling the volume involves inserting the literature packet into its 
three-ring binder and placing an appropriately labeled divider tab at the 
front of each manual in the volume. 

At this point you have torn open the shrink wrapping, removed the entire 
literature packet, and extracted this sheet from the packet. Set this 
sheet aside. You will be referring to it as you go. 

To put the volume together, follow these steps: 



(over) 



ASSEMBLY INSTRUCTIONS (continued) 



Separate the divider tabs from the rest of the literature packet. 
Discard the cardboard. The divider tabs have these labels and match 
these manuals: 



Label 



Manual 



Application Loader 
Human Interface 

UDI 

Device Drivers 

Programming Techniques 
Terminal Handler 
Debugger 
Crash Analyzer 
System Debugger 
Bootstrap Loader 



iEUIX 86 APPLICATION LOADER REFERENCE MANUAL 
IRMX 86 HUMAN INTERFACE REFERENCE MANUAL 
iRMX 86 UNIVERSAL DEVELOPMENT INTERFACE 

REFERENCE MANUAL 
GUIDE TO WRITING DEVICE DRIVERS FOR THE 

iRMX 86 AND IRMX 88 I/O SYSTEMS 
IRMX 86 PROGRAMMING TECHNIQUES 
iRMX 86 TERMINAL HANDLER REFERENCE MANUAL 
IRMX 86 DEBUGGER REFERENCE MANUAL 
IRMX 86 CRASH ANALYZER REFERENCE MANUAL 
iRMX 86 SYSTEM DEBUGGER REFERENCE MANUAL 
IRMX 86 BOOTSTRAP LOADER REFERENCE MANUAL 



2. Find Page xiv, which is at the end of the Volume Contents. Open the 
binder rings and insert the Front Cover up to and including Page xiv 
into the left side of the open rings,. The top page of the literature 
packet is now the "Application Loader" title page, which looks like this: 



3. Insert the divider tab labeled "Application Loader" into the left 
side of the open rings. 

4. Insert the text of the Application Loader manual into the left side 
of the binder rings. The last page of the Application Loader manual 
is "Application Loader Index-2." The top page of the literature 
packet should now be the title page of the Human Interface manual. 

5. Repeat the process for the remaining manuals, matching divider tabs 
with manuals. 

6. Close the binder rings. Discard the shrink wrapping and this 
instruction sheet. 
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VOLUME PREFACE 



This volume, the IRMX 86 PROGRAMMER'S REFERENCE MANUAL, PART II, contains 
detailed information about iRMX 86 Operating System programming utilities 
and advanced programming techniques for writing application and system 
programs . 



MANUALS IN THIS VOLUME 

This section briefly describes each iRMX 86 manual in the order they 
appear in this volume. 



iRMX'" 86 APPLICATION LOADER REFERENCE MANUAL 

Tab Label: Application Loader 

This manual describes the iRMX 86 Application Loader, which loads code 
from secondary storage into RAM for execution. The manual contains 
detailed descriptions of the system calls available with the Application 
Loader. 

iRMX™ 86 HUMAN INTERFACE REFERENCE MANUAL 

Tab Label: Human Interface 

This manual documents system calls used to retrieve and interpret the 
constituent parts of commands entered at a keyboard terminal. This 
manual describes the system calls used for parsing and processing 
commands, and for high-level I/O operations to a terminal. 

iRMX'" 86 UNIVERSAL DEVELOPMENT INTERFACE REFERENCE MANUAL 

Tab Label: UDI 

This manual outlines general programming considerations for using the 

Universal Development Interface (UDI) and describes in detail the UDI 
system calls in the iRMX 86 Operating System. 

GUIDE TO WRITING DEVICE DRIVERS FOR THE iRMX'" 86 AND iRMX'" 86 I/O SYSTEMS 
Tab Label: Device Drivers 

This manual shoves how to write device drivers that can be incorporated 

into the iRMX 86 Operating System. This applies to devices for which the 
iRMX 86 Operating System does not already supply device drivers. 




VOLUME PREFACE 
(continued) 



IRMX'" 86 PROGRAMMING TECHNIQUES 

Tab Label: Programming Techniques 

This manual provides a number of programming techniques that can reduce 
the time spent designing and implementing an iRMX 86-based application 
system. It includes discussions on PL/M--86 size controls, interface 
procedures, assembly language programming, inter-job communication, and 
stack sizes. 

iRMX'" 86 TERMINAL HANDLER REFERENCE MANUAL 
Tab Label: Terminal Handler 

This document describes the iRMX 86 Terminal Handler, which provides 

basic character echoing and line editing functions. The Terminal Handler 
is typically used with iRMX 86 Operating Systems that do not include the 
Basic I/O System. 

iRMX'" 86 DEBUGGER REFERENCE MANUAL 
Tab Label: Debugger 

This manual describes the Dynamic Debugger, an interactive debugging tool 

used with the iRMX 86 Operating System. The Debugger is especially 
useful because it is "sensitive" to iRMX 86 objects, and it lets you 

debug one or more tasks while the rest of the system continues to run. 
The manual includes descriptions of iRI-lX 86 Debugger commands. 

iRMX'" 86 SYSTEM DEBUGGER REFERENCE MANUAL 

Tab Label: System Debugger 

This manual describes the System Debugger (SDB), a static debugging tool 
that is useful in diagnosing system crashes and other "freeze" 
situations. The System Debugger, like the Dynamic Debugger, is attuned 
to iRMX 86 objects. The SDB is an extension of the iSDM 86 and 286 
System Debug Monitors. The manual includes descriptions of System 
Debugger commands. 
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IRMX™ 86 CRASH ANALYZER REFERENCE MANUAL 
Tab Label: Crash Analyzer 

This manual describes the IRMX 86 Crash Analyzer, a utility used to 
produce post-mortem memory dumps and to print a formatted display. The 
display utility shows iElMX 86 objects (memory segments, tasks, jobs, 
etc.) along with the state of each object at the time the system failed. 

iRMX™ 86 BOOTSTRAP LOADER REFERENCE MANUAL 

Tab Label: Bootstrap Loader 

This manual describes the IRMX 86 Bootstrap Loader, a start-up utility 
that loads user-selected code into memory for execution after system 
reset. 



IRMX'" 86 PUBLICATIONS 



Because the IRMX 86 documentation set is packaged in bound volumes, you 

can no longer order manuals individually. Instead, you must order a 
complete volume to get a manual contained in that volume. (Individual 
manuals no longer have order numbers.) 

When ordering a volume, use the order number that appears on the spine of 
the binder. This number is also provided in the following list. A 
second number appears on the inside front cover of each volume, but it 
can be ignored because it is a manufacturing part number used internally 
at Intel. 

The following list shows volume titles, order numbers, and individual 

manuals in each of the volumes. Manuals are listed in the order they 
appear in the volumes. This volume is indicated by boldface type. 



1. iRMX'" 86 INTRODUCTION AND OPERATOR'S REFERENCE MANUAL 
Order Number: 146545-001 

• Introduction to the iRMX'" 86 Operating System 

• iRMX™ 86 Operator's Manual 

• iRMX'" 86 Disk Verification Utility Reference Manual 
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2. iRMX™ 86 PROGRAMMER'S REFERENCE MANUAL, PART I 
Order Number: 146546-001 

• IRMX'" 86 Nucleus Reference Manual 

• iRMX™ 86 Basic I/O System Reference Manual 

• iRMX'" 86 Extended I/O System Reference Manual 



3. iRMX'" 86 PROGRAMMER'S REFERENCE MANUAL, PART II 
Order Number: 146547-001 



iRMX" 86 Application Loader Reference Manual 
iRMX'" 86 Human Interface Reference Manual 

iRMX™ 86 Universal Development Interface Reference Manual 
Guide to Writing Device Drivers for the iRMX'" 86 and 

iRMX"* 88 I/O Systems 
iRMX"* 86 Programming Techniques 

iRMX'" 86 Terminal Handler Reference Manual 
iRMX"" 86 Debugger Reference Manual 

iRMX"* 86 Crash Analyzer Reference Manual 
iRMX*" 86 System Debugger Reference Manual 
iElMX"" 86 Bootstrap Loader Reference Manual 



iRMX'" 86 INSTALLATION AND CONFIGURATION GUIDE 
Order Number: 146548-001 

• iRMX'" 86 Installation Guide 

• iRMX'" 86 Configuration Guide 



Master Index for Release 6 of the iRMX 86 Operating System 



RELATED PUBLICATIONS 



iAPX 86,88 Family Utilities User's Guide, Order Number: 121616 

lAPX 86,88 User's Manual, Order Number: 210201 

PL/M-86 User's Guide, Order Number: 121636 

8086 Relocatable Object Module Formats, Order Number: 121748 

iSDM'" 86 System Debug Monitor Reference Manual, Order Number: 
146165 

iSDM'" 286 System Debug Monitor Reference Manual, Order Number: 
145804 
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CHAPTER 1 

INTRODUCTION TO THE 

APPLICATION LOADER 



The Application Loader is a part of the Operating System, and is used to 

load programs under the control of IRMX 86 tasks — tasks that are part 

of the Operating System, and tasks that are part of applications programs 
you write. 

The Loader provides system calls that load programs from secondary 
storage into memory. The Loader system calls give you several 
advantages. They allow programs to run in systems that haven't enough 
memory to accommodate all of their programs at one time. They allow 
programs that are seldom used to reside on secondary storage rather than 
in primary memory. Finally, they make it easier for you to add new 
programs to the system. 

Also, the Loader allows you to implement large programs by using 
overlays. For example, suppose that your application system includes a 
large compiler. By dividing the compiler into several parts, you can 
avoid keeping the entire compiler in RAM. One of the parts, called the 
root , remains in RAM as long as the compiler is running. The root uses 
the Loader to load the other parts, called overlays . 

This chapter is designed to help you understand the capabilities of the 
Loader by providing you with background information. The chapter 
consists of five main parts: 

Loader terminology 

Loader features 

Configuration options 

Preparing code for loading 

How the Loader works 

After reading this chapter, you should be able to understand the system 
call descriptions In Chapter 2. 



LOADER TERMINOLOGY 

Before attempting to read about the system calls of the Loader, you must 
become familiar with the terminology used to describe them. The 
following terms are used fairly frequently in describing system calls: 

• object code, object module, and object file 

• absolute code, position-independent code (PIC), and load-time 
locatable code (LTL) 
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• f Ixup 

• synchronous system calls, and asynchronous system calls 

• I/O job 

• overlay, root module, and overlay module 

The following sections define these terras or refer you to documents in 
which you can find definitions. 

OBJECT CODE 

The term object code is used to distinguish between the program that goes 
into a translator (compiler or an assembler) and the program that comes 
out of a translator. However, in this manual, object code refers to the 
following three categories of code: 

• output of a translator 

• output of the LINKS 6 command 

• output of the LOC86 command 

An object module is the output of a single compilation, a single 
assembly, or a single invocation of the LINK86 or LOC86 commands, and an 
object file is a named file in secondary storage that contains object 
code in one or more modules. 



TYPES OF OBJECT CODE 

The Loader can load absolute code , position-independent code , and 
load-time-locatable code. These are defined here. 



Absolute Code 

Absolute code, and an absolute object module, is code that has been 
processed by LOC86 to run only at a specific location in memory. The 
Loader loads an absolute object module only into the specific location 
the module must occupy. 
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Position-Independent Code (PIC) 

Position-independent code (conmonly referred to as PIC) differs from 
absolute code in that PIC can be loaded Into any memory location. The 
advantage of PIC over absolute code is that PIC does not require you to 
reserve a specific block of memory. When the Loader loads PIC, it 
obtains iRMX 86 memory segments from the pool of the calling task's job 
and loads the PIC into the segments. 

A restriction concerning PIC is that, as in the PL/M-86 COMPACT model of 
segmentation (described later in this chapter), it can have only one code 
segment and one data segment, rather than letting the base addresses of 
these segments, and therefore the segments themselves, vary dynamically. 
This means that PIC programs are necessarily less than 64K bytes in 
length. 

PIC code can be produced by means of the BIND control of LINK86. 



Load-Time-Locatable (LTL) Code 

Load-time locatable code (commonly referred to as LTL code) is the third 
form of object code. LTL code is similar to PIC in that LTL code can be 
loaded anywhere in memory. However, when loading LTL code, the Loader 
changes the base portion of pointers so that the pointers are independent 
of the initial contents of the registers in the microprocessor. Because 
of this fixup (adjustment of base addresses), LTL code can be used by 
tasks having more than one code segment or more than one data segment. 
This means that LTL programs may be more than 64K bytes in length. 
FORTRAN 86 and Pascal 86 automatically produce LTL code, even for short 
programs. 

LTL code can be produced by means of the BIND control of LINK86. 



SYNCHRONOUS AND ASYNCHRONOUS SYSTEM CALLS 

A synchronous system cal l is one in which the calling task cannot 
continue running while the invoked system call is running. For example, 
if a task invokes a synchronous Loader system call, the calling task will 
resume running only after the loading operation has either failed or 
succeeded. 

An asynchronous system call is one in which the calling task can run 
concurrently with the invoked system call. For a detailed explanation of 
the behavior of asynchronous system calls, refer to Appendix C. 
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I/O JOB 

An I/O job Is a special type of job for tasks that perforin I/O using the 
Extended I/O System. In fact, If a task is not in an I/O job, it cannot 
successfully use all of the system calls in the Extended I/O System. 

The notion of an I/O job relates to the Loader because some of the system 
calls provided by the Loader use the Extended I/O System. Specifically, 
the A$LOAD$IO$JOB and the S$L0AD$I0$JOB system calls can be invoked only 
by tasks running in an I/O job. 

If you are unfamiliar with I/O jobs, refer to the iRMX 86 EXTENDED I/O 
SYSTEM REFERENCE MANUAL for a definition. 



OVERLAY 

The term "overlay," when used as a verb., refers to the process of loading 
object code that generally resides in RAM only for short periods of 
time. For example, suppose that you are building a compiler that is very 
large. You can design the compiler in either of the following ways: 

• The compiler can be structured as a monolithic program that 
resides on secondary storage until it is needed. Once needed, 
the entire collection of object code must be loaded into RAM. 

• If the compiler is an overlaid program, pieces (overlays) of the 
compiler reside on secondary storage; Individual overlays are 
loaded as they are needed. In this way, the compiler can run in 
a much smaller area of memory. Note that the compiler might be 
slower if it uses overlays, depending upon how it uses the time 
when the overlays are being loaded. 

In order to implement an overlaid program using the Loader, you divide 
the program into two kinds of modules — a root module , and one or more 
overlay modules. 

A root module is an object module that controls the loading of overlays. 
Let's again use an overlaid compiler as an example. Suppose that you are 
developing an application system incorporating the compiler. When the 
compiler is invoked, your application system can load the root module of 
the compiler using A$LOAD$IO$JOB or S$LOAD$IO$JOB. (These system calls 
are described in the next chapter.) The root module can then use the 
S$OVERLAY system call to load overlay modules as they are needed. 

For more information regarding the notion of overlays, root module, and 
overlay module, refer to the iAPX 86,88 FAMILY UTILITIES USER'S GUIDE. 
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LOADER FEATURES 

The iRMX 86 Loader provides several features that make It valuable in any 
application system that loads programs from secondary storage into RAM. 
Some of these features are: 

• Device Independence 

• Synchronous and Asynchronous System Calls 

• Support for Overlaid Programs 

• Configurability 

The following sections briefly discuss each of these features. 

DEVICE INDEPENDENCE 

The Loader can load object code from any device if the device supports 
IRMX 86 named files and an IRMX 86-compatlble device driver is available 
for it. See the IRMX 86 CONFIGURATION GUIDE for a complete list of 
devices for which Intel supplies device drivers. If you wish to load 
from a device for which Intel does not yet supply a device driver, you 
can write your own device driver. Refer to the GUIDE TO WRITING DEVICE 
DRIVERS FOR THE IRMX 86 AND IRMX 88 I/O SYSTEMS for directions. 



SYNCHRONOUS AND ASYNCHRONOUS SYSTEM CALLS 

The Loader provides you with both synchronous system calls and 
asynchronous system calls. If you want your tasks to explicitly control 
the overlapping of processing with loading operations, you can use 
asynchronous system calls. On the other hand, if you prefer ease of use 
to explicit control, you can use synchronous system calls. 



SUPPORT FOR OVERLAID PROGRAMS 

The Loader contains a system call that is explicitly designed to simplify 
the process of loading overlay modules. By using the S$OVERLAY system 
call, your root module can easily load overlay modules contained in the 
same object file as the root module. 



CONFIGURABILITY 

The Loader is configurable. You can select the features of the Loader 
that your application system needs. If you don't need all of the 
capabilities of the Loader, you can leave out some options and use a 
smaller, faster version of it. Configurable features are summarized in 
Chapter 3 and are discussed in detail in the IRMX 86 CONFIGURATION GUIDE. 
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PREPARING CODE FOR LOADING 

Two factors govern the methods you must use to prepare code for loading. 
They are: 

• The PL/M-86 model of segmentation to which you are adhering. 

• Whether you want the loaded calls to be able to invoke IRMX 86 
system calls. 

In addition to these factors, you must ensure that the object code 
specifies an entry point and deals with stack size. The following 
sections address these issues. 



PL/M-86 MODELS OF SEGMENTATION AND TYPES OF OBJECT CODE 

When you compile your source code, you must (explicitly or implicitly) 
specify a PL/M-86 model of segmentation (specified at compile time by the 
SIZE control). The model you specify affects the kind of object code 
generated. The purpose of this section is to correlate the model of 
segmentation with the kind of code generated. 

The PL/M-86 programming language offers four models of segmentation: 
SMALL, MEDIUM, LARGE, and COMPACT. The IRMX 86 Operating System does not 
support the SMALL model. Do not use it to generate any code that you 
plan to load with the Loader. Table I--1 explains what you must (or must 
not) do, in addition to selecting a model of segmentation, in order to 
produce object code of a particular type. 

For more information regarding models of segmentation and their effect on 
the IRMX 86 Operating System, refer to the IRMX 86 PROGRAMMING TECHNIQUES 
manual. 



INVOKING IRMX" 86 SYSTEM CALLS 

If you want your loadable code to invoke IRMX 86 system calls, you must 
use LINK86 to link the loadable object modules to the iRMX 86 interface 
procedures. Refer to the IRMX 86 PROGRAMMING TECHNIQUES manual for 
details. 



ENTRY POINTS 

Generally, when your tasks Invoke the Loader, the Loader must be able to 
determine the entry point for the loaded object code. (The entry point, 
also known as the start address , is the location at which execution is to 
begin.) The Loader uses this information when creating a job in which 
the loaded code is to run as a task. 



Application Loader 1-6 



Table 1-1. 



INTRODUCTION TO THE APPLICATION LOADER 



User Actions Required To Match PL/M-86 Model Of 
Segmentation With Object Code Type 





Model of Segmentation 


Code Type 


Medium or Large 


Compact 


Absolute 
Code 


Use LINK86 without the 
BIND control to link code 
together. Use LOC86 to 
locate the code absolutely. 


Use LINK86 without the 
BIND control to link code 
together. Use LOC86 to 
locate the code absolutely. 


Position- 
Independent 
Code 


Not applicable. That is, 
you cannot produce PIC 
using the MEDIUM or LARGE 
model. 


Use LINK86 with the BIND 
control to link code 
together. Do not use the 
INITIAL or DATA statement 
to initialize a pointer. 
Do not exceed 64K bytes. 


Load-Time 

Locatable 

Code 


Use LINK86 with the BIND 
control to link code 
together. Do not locate 
with LOC86. 


Use LINK86 with the BIND 
control to link code 
together. Either use the 
INITIAL or DATA statement 
to initialize a pointer 
or exceed 64K bytes. 



Using A Main Module 

The easiest way to ensure that your object file contains an entry point 
is to write your source code as a main module; a main module always 
contains an entry point. Further, if your code is either PIC or LTL 
code, it must be a main module. 



Writing A Procedure To Be Loaded By The Loader 

In certain unusual circumstances there are advantages to writing your 
source code as a procedure rather than as a main module. Such code will 
have to be loaded using the A$LOAD system call. The mechanics of this 
loading method are outlined in the description of A$LOAD in the next 
chapter. 
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STACK SIZES 

When linking (using the LINK86 command) or locating (using the LOC86 
command) your code, you must use the SE;GSIZE(STACK(.. .) ) control to 
assign an appropriate stack size. When linking, you must also use the 
MEMPOOL control if your program issues any Nucleus system calls that 
create iRMX 86 objects dynamically. The SEGSIZE control is described in 
the lAPX 86,88 FAMILY USER'S GUIDE. 



HOW THE LOADER WORKS 

If the Loader is configured into your system, the root job will create 
the Loader job during initialization of the system. Once created, the 
Loader job initializes the Loader code and then deletes itself. The 
Loader code then remains in memory, where it executes as a task whenever 
a Loader system call is invoked. 



** A 
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CHAPTER 2 
APPLICATION LOADER SYSTEM CALLS 



This chapter describes the PL/M-86 calling sequences for the system calls 
of the Application Loader. The calls are listed alphabetically. For 
example, A$LOAD precedes A$L0AD$I0$JOB. This shorthand notation is 
language-independent and should not be confused with the actual form of 
the PL/M-86 call. The precise format of each call is defined as part of 
the detailed description. 

These IRMX 86 system calls are declared external procedures in the 
PL/M-86 language. When you write a program in PL/M-86, you use these 
procedures to invoke the system calls of the Loader. 

Although the system calls are described as PL/M-86 procedures, your tasks 
can invoke these system calls from assembly language. Refer to the 
iRMX 86 PROGRAMMING TECHNIQUES manual for Information about making system 
calls in assembly language. 

PL/M-86 data types, such as BYTE, WORD, and SELECTOR, are used throughout 
the chapter. They are always capitalized and their definitions are found 
in Appendix A. Also, the IRMX 86 data type TOKEN is capitalized 
throughout the chapter. If your compiler supports the SELECTOR data 
type, a TOKEN can be declared literally as SELECTOR or WORD. The word 
"token" in lower case refers to a value that the IRMX 86 Operating System 
returns to a TOKEN (the data type) when it creates the object. 



RESPONSE MAILBOX PARAMETE R 

Two system calls described in this chapter are asynchronous. These are 
the A$LOAD and the A$LOAD$IO$JOB system calls. Your task must specify a 
mailbox whenever It invokes an asynchronous system call. The purpose of 
this mailbox is to receive a Loader Result Segment. 

In general the Loader Result Segment indicates the result of the loading 
operation. The format of a Loader Result Segment depends upon which 
system call was invoked, so details about Loader Result Segments are 
included in descriptions of the A$LOAD and A$LOAD$IO$JOB system calls. 

Avoid using the same response mailbox for more than one concurrent 
invocation of asynchronous system calls. This is necessary because it is 
possible for the Loader to return Loader Result Segments in an order 
different than the order of invocation. On the other hand, it is safe to 
use the same mailbox for multiple invocations of asynchronous system 
calls If only one task invokes the calls and the task always obtains the 
result of one call via RQ$RECEIVE$MESSAGE before making the next call. 
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CONDITION CODES 

The Loader returns a condition code whenever a system call is invoked. 
If the call executes without error, the Loader returns the code E$OK. If 
an error occurs, the Loader returns an exception code. 

This chapter includes, for each of the Application Loader's system calls, 
descriptions of the condition codes that the system call can return. The 
system call chapters in manuals for the. other layers of the iRMX 86 
Operating System do the same thing for those layers. You can use the 
condition code information to write code to handle exceptional conditions 
that arise when system calls fail to perform as expected. See the 
IRMX 86 NUCLEUS REFERENCE MANUAL for a discussion of condition codes and 
how to write code to handle them. 



CONDITION CODES FOR SYNCHRONOUS SYSTEM CALLS 

For system calls that are synchronous (S$LOAD$IO$JOB and S$OVERLAY) , the 
Loader returns a single condition code each time the call is invoked. If 
your system has an exception handler, it will receive these codes when 

exceptional conditions occur, depending upon how the exception mode is 
set. 



CONDITION CODES FOR ASYNCHRONOUS SYSTEM CALLS 

For system calls that are asynchronous (A$LOAD and A$LOAD$IO$JOB), the 
Loader returns two condition codes each time the call is invoked. One 
code is returned after the sequential part of the system call is 
executed, and the other is returned after the concurrent part of the call 
is executed. Your task must process these two condition codes separately. 

Appendix C describes the sequential and concurrent portions of 
asynchronous system calls. 



Sequential Condition Codes 

The Application Loader returns the sequential condition code in the word 
pointed to by the except$ptr parameter. If your system has an exception 
handler, it will receive these codes when exceptional conditions occur, 
depending upon how the exception mode is set. 
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Concurrent Condition Codes 

The Loader returns the concurrent condition code in the Loader Result 
Segment it sends to the response mailbox. If the code is E$OK, the 
asynchronous loading operation ran successfully. If the code is other 
than E$OK, a problem occurred during the asynchronous loading operation, 
and your task must decide what to do about the problem. Regardless of 
the exception mode setting for the application, the exception handler is 
not invoked by concurrent condition codes, so your program must handle it. 



SYSTEM CALL DICTIONARY 

The following list is a summary of the IRMX 86 Loader system calls, 
together with a brief description of each call and the page where the 
description of the call begins. 



Name 


Description 


Type 


Page 


A$LOAD 


Loads object code or data into 
memory. 


Asynchronous 


2-4 


A$LOAD$IO$JOB 


Creates an I/O job, loads the 
job's code, and caxises the job's 
task to run. 


Asynchronous 


2-15 


S$LOAD$IO$JOB 


Creates an I/O job, loads the 
job's code, and causes the job's 
task to run. 


Synchronous 


2-25 


S$OVERLAY 


Loads an overlay into memory. 


Synchronous 


2-32 
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The A$LOAD system call loads an object code or data file from secondary 
storage Into memory. 



CALL RQ$A$LOAD( connection, response$mbox, except$ptr); 



INPUT PARAMETERS 
connection 



A TOKEN for a connection to the file that the 
Loader is to loadi. The connection must satisfy all 
of the following requirements: 

• It must have been created in the calling task's 
job. 

• It must be a connection to a named file. 

• When the file was created by CREATE$FILE or 
ATTACH$FILE, the specified user object must 
have had READ access to the file. 



response$mbox 



• It must be closed. 

If the connection does not satisfy all four of 

these requirements, the Loader returns an exception 
code. 

A TOKEN for the mailbox to which the Loader sends 
the Loader Result Segment after the concurrent part 
of the system call finishes running. The format of 
the Loader Result Segment is given in the following 
DESCRIPTION sectic^n. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the Loader is to place 
the condition code generated by the sequential part 
of the system call. 
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DESCRIPTION 

A$LOAD allows your task to load object code files or data files from 
secondary storage into main memory. Unlike the A$LOAD$IO$JOB and 
S$LOAD$IO$JOB system calls, A$LOAD doesn't automatically cause the code 
to be executed as a task. The calling task must explicitly cause the 
code to be executed. The following sections explain how to use A$LOAD to 
load main modules or to load procedures and they give guidelines for 
calling CREATE$TASK, CREATE$JOB, or CREATE$IO$JOB to run the loaded code. 



Using A$LOAD to Load a Main Module 

If you are using the A$LOAD system call to load a main module that will 
run as a task, there are two cases. 

1. The usual case is when you are loading PIC or LTL code , or you 
are loading absolute code generated with the NOINITCODE control 
of the LOC86 command. In this case, the Loader returns, in the 
Loader Result Segment, parameters defining the entry point and 
stack requirements for the loaded code. Your application needs 
these parameters when invoking the CREATE$TASK, CREATE$JOB , or 
CREATE$IO$JOB system call. 

If the Loader has been configured to load only absolute code, it 
will not load main modules generated with the NOINITCODE 
control. In this event, the Loader returns the E$LOADER$SUPPORT 
condition code. (See Chapter 3 and the iRMX 86 CONFIGURATION 
GUIDE for information about configuring the Loader. ) 

2. The unusual case is when your object code is absolute code 
generated without the NOINITCODE control of the LOC86 command. 
In this case, you must allow the IRMX 86 Nucleus to create a 
stack for you. To do this, specify 0:0 for the stack pointer 
parameter of the CREATE$TASK or the CREATE$JOB system call. 

This action causes the Nucleus to create a stack for the loaded 
code. However, because the loaded code contains a main module, 
it also contains code that switches the stack register values so 
the the Nucleus-created stack is ignored. This stack switching 
allows the loaded code to use the stack allocated by the SEGSIZE 
control. 

To minimize the amount of memory wasted by stack switching, 
specify a small stack size (128 decimal bytes) in CREATE$TASK, 
CREATE$JOB, or CREATE$IO$JOB system calls. This stack need not 
be large because it is used only if the task is interrupted and 
stack switching occurs. 
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Stack switching has an undesirable but avoidable side effect. If 
you use the IRMX 86 Debugger, it will always indicate that the 
stack for the loaded code has overflowed. The overflow 
indication is caused by the main module switching stacks, rather 
than by an actual overflow. This means that you cannot tell 
whether overflow actually has occurred. To avoid this side 
effect, write your source code as a procedure or use the L0C86 
NOINITCODE control. 



Using A$LOAD To Load A Procedure 



If you write code as a procedure that you intend to load and run, it can 
be loaded only by A$LOAD. Although the process of loading a procedure is 
more restrictive than that of loading a main module, you can avoid the 
stack-switching side effects described In the previous section. 

To successfully load code that is writtian as a procedure, adhere to the 
following rules: 

• Generate the procedure as absolute code and do not use the 
NOINITCODE control of the LOC86 command. 

• Adhere to the PL/M-86 LARGE model of segmentation. This means 
that you must either compile the procedure using the LARGE size 
control, or you must follow the calling conventions of the LARGE 
model. For information about the PL/M-86 LARGE model of 
segmentation, refer to the PL/M-86 USER'S GUIDE. 

• When invoking the LOC86 command to assign absolute addresses to 
your object code, use the START control to select one of the 
PUBLIC sjmibols in your procedure as an entry point. Also specify 
SEGSIZE(STACK(0)) to set the stack to zero length. For more 
information about the START and SEGSIZE controls, refer to the 
iAPX 86,88 FAMILY UTILITIES USER'S GUIDE. 

• When you Invoke the CREATE$TASK, CREATE$JOB, or CREATE$IO$JOB 
system call, allow the Operating System to allocate a stack for 
the new task. Do this by setting the stack pointer parameter to 
0:0. Be certain that you specify a stack size parameter that is 
large enough for the task. For guidelines to determining stack 
sizes, refer to the iRMX 86 PROGRAMMING TECHNIQUES manual. 

• When you invoke the CREATE$TASK., GREAT E$ JOB , or CREATE$IO$JOB 
system call, set the data segment base parameter to 0, The 
reason for this is that a procedure adhering to the LARGE model 
of segmentation always initiallsies its own data segment. 

For information about the CREATE$TASK or the CREATE$JOB system calls 
refer to the iRMX 86 NUCLEUS REFERENCE MANUAL. For information about the 
CREATE$IO$JOB system call, refer to the IRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL. For Information about the iRMX 86 Debugger, refer to 
the iRMX 86 DEBUGGER REFERENCE MANUAL. 
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Asynchronous Behavior 

The A$LOAD system call is asynchronous. It allows the calling task to 
continue running while the loading operation is in progress. When the 
loading operation is finished, the Loader sends a Loader Result Segment 
to the mailbox designated by the response$mbox parameter. Refer to 
Appendix C for an explanation of how asynchronous system calls work. 



File Sharing 

The Loader does not expect exclusive access to the file. However, other 
tasks sharing the file are affected by the following: 

• The other tasks should not attempt to share the connection passed 
to the Loader, but instead should obtain their own connections to 
the file. 

• The Loader specifies "share with readers only" when opening the 
connection, so, during the loading operation, other tasks can 
access the file only for reading. 



Considerations Relating To Code Type 

If the file being loaded contains absolute code, the Loader will not 
create IRMX 86 segments for the code. Rather, it will simply load the 
program into the memory locations specified for the target file. It is 
the user's responsibility to prevent code from loading over existing 
information, including the Operating System code. Refer to the iRMX 86 
CONFIGURATION GUIDE to see how to do this by reserving areas of memory. 

In contrast, if the file being loaded is position-independent code or 
load-time locatable code, the Loader will create IRMX 86 segments for 
containing the loaded program. However, the Loader does not delete these 
segments; when your task no longer needs the loaded program, your task 
should delete the segments. 



Effects Of Model Of Segmentation 

The Loader will return (in the Loader Result Segment) a token for each of 
the code, data, and stack segments. This is enough segment information 
for programs conpiled as COMPACT, because only one segment of each type 
will be created. But if the program adheres to the LARGE or MEDIUM model 
of segmentation, more than one code segment and more than one data 
segment can be created, although only one token will be returned for each 
in the Loader Result Segment. 

This means that if the code follows the LARGE or MEDIUM model, the 
calling task cannot know the location of all of the loaded program's code 
or data segments. Consequently, the calling task cannot delete all of 
the data or code segments after the program has executed. 
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You can avoid this problem in either of two ways. Either be certain that 
the program being loaded adheres to the COMPACT model of segmentation, or 
use the A$LOAD$IO$JOB or S$LOAD$IO$JOB system calls Instead of the A$LOAD 
system call. 



Format Of The A$LOAD Loader Result Segment 

The Loader uses memory from the pool of the calling task's job to create 
the Loader Result Segment for this system call. The calling task should 
delete the segment after it is no longer needed. Creating multiple 
segments without deleting them can result in an E$MEM exception code. 

The Loader Result Segment has the following form: 



STRUCTURE 



(except$code 

record$count 

e r ror$ r ec$ t ype 

undef ined$ref 

init$ip 

code$seg$base 

stack$off set 

stack$seg$base 

stack$size 

data$seg$base 



WORD, 

WORD, 

BYTE, 

WORD, 

WORD, 

WORD or SELECTOR, 

WORD, 

WORD or SELECTOR, 

WORD, 

WORD or SELECTOR); 



where: 

except$code 

record$count 



error$rec$type 



undef ined$- 
ref 



A WORD containing the condition code for the 
concurrent part of the system call. If the code is 
other than E$OK, some problem occurred during the 
loading operation. 

A WORD containing the number of records read by the 
Loader on this invocation of A$LOAD. If the the 
loading operation terminates prematurely, 
record$count contains the number of the last record 
read. 

A BYTE identifying the type of record causing 
premature termination of the loading operation, 
except that a value of means no record caused 
premature termination. Object record types are 
documented in the Intel publication 8086 RELOCATABLE 
OBJECT MODULE FORJ^ATS. 

A WORD specifying whether the Loader found undefined 
external references while loading the job. An 
undefined external reference usually results from a 
linking error. Tine Loader continues to run even if 
a target file contains undefined external references. 
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The value of undef ined$ref depends upon your 
configuration of the Loader. (See Chapter 3 and the 
IRMX 86 CONFIGURATION GUIDE for information about 
configuring the Loader.) 

• If the Loader is configured to load LTL and 
overlay code, as well as PIC and absolute code, 
undef ined$ref contains the number of undefined 
external references detected during the loading 
operation. (Note that undef ined$ref equals the 
number of undefined external references even if 
the Loader is loading PIC or absolute code. ) 

• If the Loader is configured to load only absolute 
code or only PIC or absolute code, the Loader 
sets undefined$ref to 1 or to 0. It is 1 if the 
Loader finds undefined external references; 
otherwise, it is 0. 

init$ip A WORD containing the initial value for the loaded 

program's instruction pointer (IP register). The 
calling task can use this information in either of 
two ways: 

• When invoking the CREATE$TASK, CREATE$JOB, or 
CREATE$IO$JOB system call. 

• As the destination of a jump within the code 
segment of the loaded program. 

Init$lp is if the file does not specify an initial 
value for the instruction pointer, as can happen 
when the file contains no main module. 

code$seg$base A WORD or SELECTOR containing the base address for 

the code segment with the entry point. The value in 
code$seg$base can be used with lnit$ip as a POINTER 
to the entry point of the loaded program. The 
Loader places into this field if the loaded 
program does not contain a main module. If you are 
using a compiler that supports the data type 
SELECTOR, code$seg$base should be declared a 
SELECTOR. 

stack$offset A WORD containing the offset of the bottom of the 
stack, relative to the beginning of the stack 
segment. The calling task can use the sum of this 
value and the stack$size to initialize the stack 
pointer (SP register). 

The Loader sets stack$offset to zero under each of 
thesse circumstances: 
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stack.$seg$base 



stack$size 



data$seg$base 



• The stack actually starts at offset 0, 

• There Is no main module. 

• The loaded code is a main module that 
dynamically initializes the SP and SS registers. 

A WORD or SELECTOR containing the base of the stack 
segment for the loaded program. The calling task 
can use this value to initialize the stack segment 
(SP register). Stack$seg$base should be declared a 
SELECTOR if your compiler supports the SELECTOR 
data type. 

The Loader sets stack$seg$base to under each of 
these circumstanc€'.s: 

• If there is no main module. (In this case, the 
target file does not specify a stack base). 

• If the loaded code is a main module that 
dynamically initializes the SP and SS registers. 

A WORD specifying the number of bytes required for 
the loaded program's stack. The calling task can 
initialize the stack pointer (SP register) to the 
sum of stack$offset and stack$size when invoking 
the CREATE$TASK, CREATE$JOB, or CREATE$IO$JOB 
system call. 

The Loader sets this value to whenever both the 
stack$offset and stack$seg$base are 0. When all 
three stack-related parameters are and the target 
file contains a main module, the loaded code must 
set the stack pointer (SP register) and stack 
segment (SS register). 

A WORD or SELECTOR containing the initial base 
address of the data segment (DS register). If your 
conpiler supports the SELECTOR data type, 
data$seg$base should be declared a SELECTOR, 

The Loader sets this value to under each of these 
circumstances: 

• If the target file contains no main module. 

• If the main module dynamically sets the DS 
register after the program starts running. 
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CONDITION CODES 

The A$LOAD system call can return condition codes at two different 
times. Codes returned to the calling task immediately after invocation 
of the system call are sequential condition codes. Codes returned after 
the concurrent part of the system call has finished running are 
concurrent condition codes. The following list is divided into two parts 
— one for sequential codes and one for concurrent codes: 



A$LOAD 



Sequential Condition Codes 

The Loader can return any of the following condition codes to the WORD 
pointed to by the except$ptr parameter of this system call. 



E$OK 
E$BAD$HEADER 

E$CHECKSUM 
E$CONN$NOT$OPEN 

E$CONN$OPEN 
E$EXIST 



E$FACCESS 

E$FLUSHING 

E$IO$HARD 

E$IO$OPRINT 

E$IO$SOFT 



No exceptional conditions. 

The target file does not begin with a valid header 
record for a loadable object module. Possibly the 
file is a directory. 

The header record of the target file contains a 
checksum error. 

The Loader opened the connection but some other 
task closed the connection before the loading 
operation was begun. 

The calling task specified a connection that was 
already open. 

At least one of the following is true: 

• The connection parameter is not a token for an 
existing object. 

• The msg$mbox parameter did not refer to an 
existing object. 

The specified connection did not have "read" access 
to the file. 

The device containing the target file is being 
detached. 

A hard I/O error occurred. This means that another 
try is probably useless. 

The device containing the target file was 
off-line. Operator intervention is required. 

A soft I/O error occurred. This means that the I/O 
System tried to perform the operation and failed, 
but another try might still be successful. 
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E$IO$UNCLASS 
E$IO$WRPROT 

E$LIMIT 



E$LOADER$ SUPPORT 

E$MEM 

E$NOT$FILE$CONN 
E$SHARE 

E$ SUPPORT 
E$TYPE 



An unknown type of I/O error occurred. 

The volume Is writie-protected. 

At least one of the following Is true: 

• The calling task's job has already reached its 
object limit. 

• Either the calling task's job, or the job's 
default user object, is already Involved in 255 
(decimal) I/O oiperations. 

To load the target file requires capabilities not 
configured into the Loader. For example, it might 
be attempting to load PIC when configured to load 
only absolute code,. 

The memory available to the calling task's job or 
the Basic I/O System is not sufficient to complete 
the call. 

The calling task specified a connection to a device 
rather than to a named file. 

The calling task tried to open a connection to a 
file already being used by some other task, and the 
file's sharing attribute is not compatible with the 
open request. 

The specified connection was not created by the 
calling task's job. 

The connection parameter is a token for an object 
that is not a connection. 



Concurrent Condition Codes 

After the Loader attempts the loading operation, it returns a condition 
code in the except$code field of the Loader Result Segment. The Loader 
can return the following condition codes in this manner. 



E$OK 
E$BAD$GROUP 

E$BAD$SEaylENT 

E$CHECKSUM 



No exceptional conditions. 

The target file contains an invalid group 
definition record. 

The target file contains an invalid segment 
definition record. 

At least one record of the target file contains a 
checksum error. 
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E$EOF 
E$EXIST 



E$FIXUP 
E$FLUSHING 

E$IO$HARD 

E$IO$0 PRINT 

E$IO$SOFT 

E$IO$UNCLASS 

E$IO$WRFROT 

E$LIMIT 

E$NO$LOADER$MEM 
E$NO$MEM 



E$NOSTART 

E$PARAM 
E$REC$FORMAT 



The call encountered an unexpected end-of-file. 
At least one of the following is true: 

• The mailbox specified in the response$mbox 
parameter was deleted before the loading 
operation was completed. 

• The device containing the file to be loaded was 
detached before the loading operation was 
completed. 

The target file contains an invalid fixup record. 

The device containing the target file is being 
detached. 

A hard I/O error occurred. This means that another 
try is probably useless. 

The device containing the target file was 
off-line. Operator intervention is required. 

A soft I/O error occurred. This means that the I/O 
System tried to perform the operation and failed, 
but another try might still be successful. 

An unknown type of I/O error occurred. 

The volume is write-protected. 

The calling task's job has already reached its 
object limit. 

The memory pool of the newly created I/O job does 
not currently have a block of memory large enough 
to allow the Loader to run. 

The Loader attempted to load PIC or LTL groups or 
segments, but the memory pool of the calling task's 
job does not currently contain a block of memory 
large enough to accommodate these groups or 
segments. 

The target file does not specify the entry point 
for the program being loaded. 

The target file has a stack smaller than 16 bytes. 

At least one record in the target file contains a 
format error. 



Application Loader 2-13 



A$LOAD 



E$REC$LENGTH 



The target file contains a record longer than the 
Loader's internal buffer. The Loader's buffer 
length is specified during the configuration of the 
Loader. See Chapter 3 and the IRMX 86 
CONFIGURATION GUIDE for information about 
configuring the Loader. 



E$REC$TYPE 



At least one of the following is true: 

• At least one record in the target file is of a 
type that the Loader cannot process. 



E$SEG$BOUNDS 



• The Loader encountered records in a sequence 
that it cannot process. 

The Loader created a segment into which to load 
code. One of the data records specified a load 
address outside of that segment. 
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A$LOAD$IO$JOB 



The A$LOAD$IO$JOB system call reads the header record of an executable 
file in secondary storage and creates an I/O job. The job's initial task 
then performs the concurrent part of the call, which is the loading of the 
remainder of the file. 



job = RQ$A$LOAD$IO$JOB( connection, pool$lower$bound, pool$upper$bound, 

except$handler, job$flags, task$prlority, 
task$flags, msg$mbox, except$ptr); 



INPUT PARAMETERS 



connection 



pool$lower$- 
bound 



pool$upper$- 
bound 



A TOKEN for a connection to the file that the Loader 
will load. The connection must be a connection to a 
named file. Also, the connection must be closed, 
the user object specified when the connection was 
created must have had READ access, and the 
connection must have been created in the calling 
task's job. 

The Loader opens the connection for sharing with 
readers only, so, during the loading operation, 
other tasks may access the file only for reading. 

A WORD containing a value the Loader uses to 
compute the pool size for the new I/O job. See the 
DESCRIPTION section for details. 

A WORD containing a value the Loader uses to 
compute the pool size for the new I/O job. See the 
DESCRIPTION section for details. 



except$handler A POINTER to a structure of the following form: 



STRUCTUREC 

except ion$handler$off set 
except ion$handle r$bas e 
exception$mode 



WORD, 

WORD or SELECTOR, 

BYTE) 



The Loader expects you to designate one exception 
handler to be used both for the new task and for 
the new job's default exception handler. If you 
want to designate the system default exception 
handler, you can do so by setting 
exception$handler$base to zero. If you set the 
base to any other value, then the Loader assumes 
that the first two words of this structure point to 
the first instruction of your exception handler. 
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Exceptlon$handler$base should be declared a 
SELECTOR if the compiler you are using supports the 
SELECTOR data type. 

Set the except ion$mode to specify when control is 
to pass to the nev; task's exception handler. 
Encode the mode as follows: 



job$flags 



Value 


1 
2 
3 



When Control Passes 
To Exception Handler 

Control never passes to handler 
On programmer errors only 
On environmental conditions only 
On all exceptional conditions 



For more information regarding exception handlers 
and the exception mode, refer to the IRMX 86 
NUCLEUS REFERENCE MANUAL. 

A WORD specifying whether the Nucleus is to check 
the validity of objects used as parameters in 
system calls. Setting bit 1 (where bit is the 
low-order bit) to specifies that the Nucleus is 
to check the validity of objects. All bits other 
than bit 1 must be set to 0. 



task$priority 



task$flags 



A BYTE which, 

• if equal to 0, indicates that the new job's 
initial task is to have a priority equal to the 
maximum priority of the initial job of the 
Extended I/O System. 

• if not equal to 0, contains the priority of the 
initial task of the new job. If this priority 
is higher (numerically lower) than the maximum 
priority of the initial job of the Extended I/O 
System, an E$PARAM error occurs. 

A WORD indicating whether the initial task uses 
floating-point instructions, and whether to start 
the task immediate: ly. 

Set bit (the loiir-order bit) to 1 if the task uses 
floating-point instructions; otherwise set it to 0. 

Bit 1 indicates whether the initial task in the job 
should run immediately, or whether it should be 
suspended until a START$IO$JOB system call is 
issued to start it. Set it to if the task is to 
be made ready immediately; set it to 1 if the task 
is to be suspended. 

Set bits 2 through 15 to 0. 
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ms g$mbox 



A TOKEN for a mailbox that serves two purposes. 
The first purpose is to receive the Loader Result 
Segment after the loading operation is completed. 
The format of the Loader Result Segment is provided 
later in this description. 

The second purpose is to receive an exit message 
from the newly created I/O job. The description of 
the CREATE$IO$JOB system call in the iRMX 86 
EXTENDED I/O SYSTEM REFERENCE MANUAL shows the 
format of an exit message. 



OUTPUT PARAMETERS 
except$ptr 

job 



A POINTER to a WORD where the Loader is to place 
the condition code generated by the sequential part 
of the system call. 

A TOKEN, returned by the Loader, for the newly 
created I/O job. This token is valid only if the 
Loader returns an E$OK condition code to the WORD 
pointed to by the except$ptr parameter. 



DESCRIPTION 

This system call operates in two phases. The first phase occurs during 
the sequential part of this system call. (Refer to Appendix C for a 
discussion of the sequential and concurrent parts of an asynchronous 
system call.) During this first phase, the Loader does the following: 

• Checks the validity of the header record of the target file. 

• Creates an I/O job. This I/O job is a child of the calling 
task's job. (Refer to the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for a definition of I/O jobs.) 

• Returns a condition code reflecting the success or failure of the 
first phase. The Loader places this condition code in the WORD 
pointed to by the except$ptr parameter. 

The second phase occurs during the concurrent part of the system call. 
This part runs as the initial task in the new job and does the following: 

• Loads the file designated by the connection parameter. 

• Creates the task that will execute the loaded code. If there are 
no errors while the file is being loaded and if bit 1 of the 
task$flags parameter is 0, the concurrent part makes the task in 
the new job ready to run. 
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Sends a Loader Result Segment to the mailbox specified by the 
msg$mbox parameter. One element In this segment is a condition 
code indicating the success or failure of the second phase. 

Deletes itself. 



Restriction 

This system call should be invoked only by tasks running within I/O 
jobs. Failure to heed this restriction causes a sequential exception 
condition. 



Pool Size For The New Job 

The Loader uses the following information to compute the size of the 
memory pool for the new I/O job: 

• The pool$lower$bound parameter, as a number of 16-byte paragraphs. 

• The pool$upper$bound parameter, as a number of 16-byte paragraphs. 

• A Loader configuration parameter specifying the default dynamic 
memory requirements. (Refer to Chapter 3 and the IRflX 86 
CONFIGURATION GUIDE for information about configuring the Loader.) 

• Memory requirements specified in the target file. 

The Loader gives you three options for setting the size of the I/O job's 
memory pool: 

1. You can set both pool$lower$ bound and pool$upper$bound to 0. If 
you do this, the Loader decides how large a pool to allocate to 
the new I/O job. The Loader uses the requirements of the target 
file and the default memory pool size — established when the 
system is configured — to make this decision. Unless you have 
unusual requirements, you should choose this option. 

2. You can use either or both of the bound parameters to override 
the Loader's decision on pool size. If the Loader's decision 
lies outside the bound(s) that you specify, the Loader adjusts 
its decision so that it conplles with your bounds. 

3. If you set pool$upper$bound to OFFFFH, the Loader allows the new 
I/O job to borrow memory from the calling task's job. The 
initial size of the memory pool is based on the pool$lower$bound 
parameter. 
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If you select Option 1 or 2, the Loader creates an I/O job with the 
minimum pool size equal to the maximum pool size. This means that the 
new I/O job will not be able to borrow memory from the calling task's 
job. If you want the I/O job to be able to borrow memory, select 
Option 3. 

This system call is asynchronous. It allows the calling task to continue 
running while the loading operation is in progress. When the loading 
operation is finished the Loader sends a Loader Result Segment to the 
mailbox designated by the msg$mbox parameter. Refer to Appendix C for a 
detailed description of asynchronous system call behavior. 



Format Of The Loader Result Segment 

The Loader Result Segment has the form described below. This structure 
is deliberately compatible with the structure of the message returned 
when an I/O job exits. (See the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for a description of exit messages.) 

STRUCTURE (termination$code WORD, 

except$code WORD, 

job$ token TOKEN, 

return$data$len BYTE, 

record$count WORD, 

error$rec$type BYTE, 

undeflned$ref WORD, 

raem$requested WORD, 

mem$received WORD); 



where: 

termination$code 



except$code 

j ob$ t oken 
return$dat a$len 



A WORD indicating the success or failure of the 
loading operation. 

• A value of lOOH indicates that the loading 
operation succeeded. 

• A value of 2 indicates that the loading 
operation failed. In this case, your system 
should delete the newly created I/O job; the 
Loader doesn't do so. 

A WORD containing the concurrent condition code. 
Codes and interpretations follow this description. 

A TOKEN for the newly created I/O job. 

A BYTE that is always set to 9, 
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record$count 



A WORD containing the number of records read by 
the Loader. If the loading operation terminates 
prematurely, this value indicates the last record 
read. 



error$rec$type 



A BYTE identifying the reason the loading 
operation terminated. 

• A value of means that no record caused 
termination. 

• A non-0 value is the type of the record that 
caused premature termination. Object record 
types are documented in the Intel 
publication. 8086 RELOCATABLE OBJECT MODULE 
FORMATS . 



undef ined$- 
ref 



mem$requested 



mem$received 



This value tells whether the Loader found 
undefined external references while loading the 
job. An undefined external reference usually 
results from a linking error. The Loader 
continues to run even if an target file contains 
undefined external references. The value of 
undefined$ref depends upon the configuration of 
the Loader. (See Chapter 3 and the iRMX 86 
CONFIGURATION GUIDE for information about 
configuring the Loader.) 

• If the Loader is configured to load LTL 
code, as W€.ll as PIC and absolute code, 
undef ined$ref contains the number of 
undefined e'.xternal references the Loader 
detected during the loading operation. 
(Note that undef ined$ref equals the number 
of undefined external references even if the 
Loader is loading PIC or absolute code.) 

• If the Loader is configured to load only PIC 
or absolute code or only absolute code, the 
Loader sets undef ined$ref to 1 or to 0. It 
is 1 if the Loader found undefined external 
references; otherwise, it is 0. 

A WORD indicating the number of 16-byte 
paragraphs the target file requested for the new 
job, including the memory needed for all segments 
and that needed for the job's memory pool. 

A WORD indicating the number of 16-byte 
paragraphs actually allocated to the new job. 
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CONDITION CODES 

This system call can return condition codes at two different times. 
Codes returned to the calling task immediately after the invocation of 
the system call are considered sequential condition codes. Codes 
returned after the concurrent part of the system call has finished 
running are considered concurrent condition codes. The following list is 
divided into two parts — one for sequential codes and one for concurrent 
codes. 



Sequential Condition Codes 

The Loader returns one of the following condition codes to the WORD 
pointed to by the except$ptr parameter: 



E$OK 
E$BAD$HEADER 

E$CHECKSUM 
E$CONN$NOT$OPEN 

E$CONN$OPEN 

E$CONTEXT 

E$EXIST 



E$FACCESS 

E$FLUSHING 

E$IO$HARD 



No exceptional conditions. 

The target file does not begin with a valid 
header record for a loadable object module. 
Possibly the file is a directory. 

The header record of the target file contains a 
checksum error. 

The Loader opened the connection, but some other 
task closed the connection before the loading 
operation was begun. 

The specified connection was already open. 

The calling task's job is not an I/O job. 

At least one of the following is true: 

• The connection parameter is not a token for 
an existing object. 

• The calling task's job has no global job. 
Refer to the iRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL for a definition of global 
Job. 

• The msg$mbox parameter does not refer to an 
existing object. 

The specified connection does not have "read" 
access to the file. 

The device containing the target file is being 
detached. 

A hard I/O error occurred. This means that 
another try is probably useless. 
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E$IO$OPRINT 
E$IO$SOFT 

E$IO$UNCLASS 

E$IO$WRPROT 

E$JOB$PARAM 

E$JOB$SIZE 
E$LOADER$SUPPORT 



E$MEM 

E$NO$LOADER$MEM 

E$NOT$CONFIGURED 

E$NOT$FILE$CONN 

E$PARAM 

E$ SHARE 

E$ SUPPORT 

E$TIME 
E$TYPE 



The device containing the target file is 
off-line. Operator intervention is required. 

A soft I/O error occurred. This means that the 
I/O System tried to perform the operation and 
failed, but another try might still be successful. 

An unknown type of I/O error occurred. 

The volume is write-protected. 

The pool$upper$bound parameter is both non-zero 
and smaller than the pool$lower$bound parameter. 

The pool$upper$bound parameter is non-0 and too 
small for the target file. 

The target file requires capabilities not 
configured into the Loader. For example, the 
loader might be attempting to load PIC code when 
configured to load only absolute code. 

The memory available to the calling task's job or 
the Basic I/O System is not sufficient to 
complete the call. 

The memory pool of the newly created I/O job does 
not currently have a block of memory large enough 
to allow the Loader to run. 

This system call is not part of the present 
configuration. 

The specified connection is to a device rather 
than to a named file. 

Ilie value of the except$mode field within the 
except$handler structure lies outside the range 
through 3. 

The calling task tried to open a connection to a 
file already being used by some other task, and 
the file's sharing attribute is not compatible 
with the open request. 

The specified connection was not created in this 
job. 

The calling task's job is not an I/O job. 

The connection parameter is a token for an object 
that is not a connection. 
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Concurrent Condition Codes 

After the Loader attempts the loading operation, it returns a condition 
code in the except$code field of the Loader Result Segment. The Loader 
can return the following condition codes in this manner: 



E$OK 
E$BAD$GROUP 

E$BAD$SEG!MENT 

E$CHECKSUM 

E$EOF 
E$EXIST 



E$FACCESS 

E$FIXUP 
E$FLUSHING 

E$IO$HARD 

E$IO$0 PRINT 

E$IO$SOFT 

E$IO$UNCLASS 

E$IO$WRPROT 

E$LIMIT 



No exceptional conditions. 

The target file contains an invalid group 
definition record. 

The target file contains an invalid segment 
definition record. 

At least one record of the target file contains a 
checksum error. 

The call encountered an unexpected end-of-file. 

At least one of the following is true: 

• The mailbox specified in the msg$mbox 
parameter was deleted before the loading 
operation was completed. 

• The device containing the target file was 
detached before the loading operation was 
completed. 

The default user of the newly created I/O job 
does not have "read" access to the target file. 

The target file contains an invalid fixup record. 

The device containing the target file is being 
detached. 

A hard l/O error occurred. This means that 
another try is probably useless. 

The device containing the target file Is 
off-line. Operator intervention is required. 

A soft I/O error occurred. This means that the 
I/O System tried to perform the operation and 
failed, but another try might still be successful. 

An unknown type of I/O error occurred. 

The volume is write-protected. 

At least one of the following is true: 
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E$NO$LOADER$MEM 



• The task$pi:±ority parameter is higher 
(numerically lower) than the newly-created 
I/O job's maximum priority. This maximum 
priority is specified during the 
configuration of the Extended I/O System (if 
the job is a descendant of the Extended I/O 
System) or during configuration of the Human 
Interface (if the job is a descendant of the 
Human Interface). 

• Either the newly created I/O job, or its 
default user, is already Involved in 255 
(decimal) I/O operations. 

There is not sufficient memory available to the 
newly created I/O job or the Basic I/O System to 
allow the Loader to run. 



E$NO$MEM 



The Loader is attempting to load PIC or LTL 
groups or segments, but the memory pool of the 
newly created I/O job does not currently contain 
a block of memory large enough to accommodate 
these groups or segments. 



E$NOSTART 

E$PARAM 
E$REC$FORMAT 



The target file does not specify the entry point 
for the program being loaded. 

The target file has a stack smaller than 16 bytes. 

At least one record in the target file contains a 
format error. 



E$REC$LENGTH 



E$REC$TYPE 



E$SEG$BOUNDS 



The target file contains a record longer than the 
Loader's internal buffer. The internal buffer 
length is specified during the configuration of 
the Loader. Refer to Chapter 3 and the iRMX 86 
CONFIGURATION GUIDE for information about 
configuring the Loader. 

At least one of the following Is true: 

• At least one record in the target file is of 
a type that the Loader cannot process. 

• The Loader encountered records in a sequence 
that it cannot process. 

The Loader created a segment into which to load 
code. One of the data records specified a load 
address outside of the new segment. 
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The S$LOAD$IO$JOB system call creates an I/O job containing the Loader 
task, which loads the code for the user task from secondary storage. 



job = RQ$S$LOAD$IO$JOB(path$ptr, pool$lower$bound, pool$upper$bound, 

except$handler, job$flags, ta8k$priority , 
task$flags, rasg$mbox, except$ptr); 



INPUT PARAMETERS 
path$ptr 



pool$lower$- 
bound 



pool$upper$- 
bound 



except$handler 
STRUCTURE 



A POINTER to a STRING containing a path name for the 
named file with the object code to be loaded. The 
path name must conform to the Extended I/O System 
path syntax for named files. If you are not 
familiar with iRl'lX 86 path syntax, refer to the 
iRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL. 

A WORD containing a value that the Loader uses to 
compute the pool size for the new I/O job. See the 
DESCRIPTION section for details. 

A WORD containing a value that the Loader uses to 
compute the pool size for the new I/O job. See the 
DESCRIPTION section for details. 

A POINTER to a structure of the following form: 



(exception$handler$offset 
except ion$handler$base 
except ion$mode 



WORD, 

WORD or SELECTOR, 

BYTE) 



The Loader expects you to designate an exception 
handler to be used both for the new task and for 
the new job's default exception handler. If you 
want to designate the system default exception 
handler, do so by setting exception$handler$base to 
0. If you set the base to any other value, then 
the Loader assumes that the first two words of this 
structure point to the first instruction of your 
exception handler. 

Exceptlon$handler$base should be declared as a 
SELECTOR if the compiler you are using supports the 
SELECTOR data type. 
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except$handler (continued) 



Set the exceptlon$mode to tell the Loader when to 
pass control to the new task's exception handler. 
Encode the mode as follows: 



Value 


1 
2 
3 



When Control Passes 
To Exception Handler 

Control never passes to handler 
On programmer errors only 
On environmental conditions only 
On all exceptional conditions 



job$flags 



For more information regarding exception handlers 
and the exception mode, refer to the iRMX 86 
NUCLEUS REFERENCE MANUAL. 

A WORD specifying whether the Nucleus is to check 
the validity of objects used as parameters in 
system calls. Setting bit 1 (where bit is the 
low-order bit) to specifies that the Nucleus is 
to check the validity of objects. All bits other 
than bit 1 must be set to 0. 



task$priority 



task$flags 



A BYTE which, 

• if equal to 0, indicates that the new job's 
initial task is to have a priority equal to the 
the maximum priority of the initial job of the 
Extended I/O System. 

• if not equal to 0, contains the priority of the 
initial task of the new job. If this priority 
is higher (numerically lower) than the maximum 
priority of the initial job of the Extended I/O 
System, an E$PARAM error occurs. 

A WORD indicating whether the initial task uses 
floating-point instructions, and whether to start 
the task immediately. 

Set bit (the loiij-order bit) to 1 if the task uses 
floating-point instructions; otherwise set it to 0. 

Bit 1 indicates whether the initial task in the job 
should run immediately, or whether it should be 
suspended until a START$IO$JOB system call is 
issued to start it. Set bit 1 to if the task is 
to be made ready Immediately; set it to 1 if the 
task is to be suspended. 

Set bits 2 through 15 to 0. 
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msg$mbox 



A TOKEN for a mailbox that receives an exit message 
from the newly created I/O job. The description of 
the CREATE$IO$JOB system call In the IRMX 86 
EXTENDED I/O SYSTEM REFERENCE MANUAL documents the 
format of an exit message. 



OUTPUT PARAMETERS 
except$ptr 

job 



A POINTER to a WORD where the Loader Is to place a 
condition code. 

A TOKEN, returned by the Loader, for the newly 
created I/O job. This token is valid only if the 
Loader returns an E$OK condition code to the WORD 
specified by the except$ptr parameter. 



DESCRIPTION 

This system call performs the same function as A$LOAD$IO$JOB. The only 
difference between the calls is that S$LOAD$IO$JOB is synchronous. That 
is, the calling task resumes running only after the call has completed 
its attempt to create an I/O job and a user task in that job. 

The Loader does not necessarily have exclusive access to the file being 
loaded. During the loading operation, however, If other tasks are also 
using the file, they may access the file only for reading. 



NOTE 
This system call should be invoked only 
by tasks running within I/O jobs. 
Failure to heed this restriction causes 
the Loader to return an E$CONTEXT 
exception code. 



Pool Size For The New Job 

The Loader uses the following Information to compute the size of the 
memory pool for the new I/O job: 

• The pool$lower$bound parameter, as a number of 16-byte paragraphs. 

• The pool$upper$bound parameter, as a number of 16-byte paragraphs. 

• A Loader configuration parameter specifying the default dynamic 
memory requirements. (Refer to Chapter 3 and the IRMX 86 
CONFIGURATION GUIDE for Information about configuring the Loader.) 

• Memory requirements specified in the target file. 
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The Loader gives you three options for setting the size of the I/O job's 
memory pool: 

1. You can set both pool$lower$bound and pool$upper$ bound to zero. 
If you do this, the Loader decides how large a pool to allocate 
to the new I/O job. The Loader uses the requirements of the 
target file and the default memory pool size — established when 
the system is configured — to make this decision. Unless you 
have unusual requirements, you should choose this* option. 

2. You can use either or both of the bound parameters to override 
the Loader's decision on pool size. If the Loader's decision 
lies outside the bound(s) that you specify, the Loader adjusts it 
to comply with your bounds. 

3. If you set pool$upper$bound to OFFFFH, the Loader allows the new 
I/O job to borrow memory from the calling task's job. The 
Initial size of the memory pool Is equal to pool$lower$bound. 

If you select Option 1 or 2, the Loader creates an I/O job with the 
minimum pool size equal to the maximum pool size. This means that the 
new I/O job will not be able to borrow memory from the calling task's 
job. If you want the I/O job to be able; to borrow memory, select 
Option 3. 



CONDITION CODES 

The Loader returns one of the following condition codes to the WORD 
specified by the except$ptr parameter of this system call: 



E$OK 
E$BAD$GROUP 

E$BAD$HEADER 

E$BAD$SEGMENT 
E$CHECKSUM 

E$CONTEXT 
E$EOF 



No exceptional conditions. 

The target file contains an invalid group 
definition record. 

The target file does not begin with a valid header 
record for a loadable object module. 

The target file contains an invalid segment 
definition record. 

At least one record in the target file contains a 
checksum error. 

The calling task's job is not an I/O job. 

The call encountered an unexpected end-of-file. 
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E$EXIST 



E$F ACCESS 

E$FIXUP 
E$FNEXIST 

E$FLUSHING 

E$INVALID$FNODE 

E$IO$HARD 

E$IO$JOB 
E$IO$OPRINT 

E$IO$SOFT 

E$IO$UNCLASS 

E$IO$WRPROT 

E$JOB$PARAM 

E$JOB$SIZE 



At least one of the following is true: 

• The msg$mbox parameter is not a token for an 
existing object. 

• The calling task's job has no global job. 
(Refer to the IRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL for a definition of global 
job.) 

• The device containing the target file was 
detached. 

The default user object for the new I/O job does 
not have "read" access to the specified file. 

The target file contains an invalid fixup record. 

The specified target file, or some file in the 
specified path, does not exist or is marked for 
deletion. 

The device containing the target file is being 
detached. 

The fnode for the specified file is Invalid, so the 
file must be deleted. 

A hard I/O error occurred. This means that another 
try is probably useless. 

The calling task's job is not an I/O job. 

The device containing the target file is off-line. 
Operator intervention is required. 

A soft I/O error occurred. This means that the I/O 
System tried to perform the operation and failed, 
but another try might still be successful. 

An unknown type of I/O error occurred. 

The volume is write-protected. 

The pool$upper$bound parameter is nonzero and 
smaller than the pool$lower$bound parameter. 

The pool$upper$ bound parameter is nonzero and too 
small for the target file. 
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E$LIMIT 



E$LOADER$SUPPORT 



E$MEM 



At least one of the following is true: 

• The task$priority parameter is higher 
(numerically lower) than the newly-created I/O 
job's maximum priority. This maximum priority 
is specified during the configuration of the 
Extended I/O System (if the job is a descendant 
of the Extended I/O System) or of the Human 
Interface (if the job is a descendant of the 
Human Interface). 

• Either the newly created I/O job or its default 
user object is already involved in 255 
(decimal) I/O operations. 

The target file r inquires capabilities not 
configured into the Loader. For example, it might 
be attempting to load PIC when configured to load 
only absolute code. 

The memory available to the calling task's job is 
not sufficient to complete the call. 



E$NO$LOADER$MEM The memory pool of the newly created I/O job does 

not currently have a block of memory large enough 
to allow the Loader to run. 



E$NOMEM 



The target file contains either PIC segments or 
groups, or LTL segments or groups. In any case, 
the memory pool of the new I/O job does not have a 
block of memory large enough to allow the Loader to 
load these records. 



E$NOSTART 

E$NOT$CONFIGURED 

E$PARAM 



E$PATHNAME$- 
SYNTAX 

E$REC$FORMAT 



The target file does not specify the entry point 
for the program being loaded. 

This system call is not part of the present 
configuration. 

At least one of the following is true: 

• The value of the except$mode field within the 
except$handler structure lies outside the range 
through 3, 

• The target file requested a stack smaller than 
16 bytes. 

The specified pathname contains one or more invalid 
characters. 

At least one record in the target file contains a 
format error. 
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E$REC$LENGTH 



E$REC$TYPE 



The target file contains a record longer than the 
Loader's Internal buffer. The Loader's buffer 
length is specified during the configuration of the 
Loader. (See Chapter 3 and the IRMX 86 
CONFIGURATION GUIDE for information about 
configuring the Loader. ) 

At least one of the following is true: 



• At least one record in the target file is of a 
type that the Loader cannot process. 

• The Loader encountered records in a sequence 
that it cannot process. 



E$SEG$ BOUNDS 



The Loader created a segment into which to load 
code. One of the data records specified a load 
address outside of the new segment. 
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S$OVERLAY 



In programs with overlays, the root module of the program calls S$OVERLAY 
to load overlay modules. 



CALL RQ$S$OVERLAY(name$ptr, except$ptr); 



INPUT PARAMETER 
name$ptr 



A POINTER to a STRING containing the name of an 
overlay. The overlay name should have only 
upper-case letters;, both In this string and when 
you specify the name in the LINKS 6 OVERLAY 
control. For information about LINK86, refer to 
the iAPX 86,88 FAMILY UTILITIES USER'S GUIDE. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD in which the Loader will place 
a condition code. 



DESCRIPTION 

Root modules issue this system call when they want to load an overlay 
module. Chapter 1 describes overlays. 



Synchronous Behavior 

This system call is synchronous. The calling task resumes running only 
after the system call has coii5)leted its attenpt to load the overlay. 



File Sharing 

The Loader does not expect exclusive access to the file containing the 
overlay module. However, while the overlay is being loaded, if other 
tasks are also using the file, they can access the file only for reading. 
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CONDITION CODES 

The Loader returns one of the following condition codes to the calling 
task: 



E$OK 
E$CHECKSUM 

E$EOF 
E$EXIST 
E$FIXUP 
E$FLUSHING 

E$IO$HARD 

E$IO$OPRINT 

E$IO$SOFT 

E$IO$UNCLASS 

E$IO$WRPROT 

E$LIMIT 

E$NOMEM 



No exceptional conditions. 

At least one record in the target overlay contains 
a checksum error. 

The call encountered an unexpected end-of-file. 

The specified device does not exist. 

The target file contains an invalid fixup record. 

The device containing the target file is being 
detached. 

A hard I/O error occurred. This means that another 
try is probably useless. 

The device containing the target overlay is 
off-line. Operator intervention is required. 

A soft I/O error occurred. This means that the I/O 
System tried to perform the operation and failed, 
but another try might still be successful. 

An unknown type of I/O error occurred. 

The volume is write-protected. 

Either the calling task's job, or its default user 
object, is already involved in 255 (decimal) I/O 
operations. 

The overlay module contains either PIC segments or 
groups, or LTL segments or groups. In any case, 
the memory pool of the new I/O job does not have a 
block of memory large enough to allow the Loader to 
load the overlay module. 



E$NOT$CONFIGURED This system call is not part of the present 

configuration. 



E$REC$FORMAT 
E$REC$LENGTH 



At least one record in the target overlay contains 
a format error. 

The target overlay contains a record longer than 
the Loader's maximum record length. The Loader's 
maximum record length is a parameter specified 
during the configuration of the Loader. 
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E$REC$TYPE 



At least one of the following is true: 

• At least one record in the target overlay is of 
a type that the Loader cannot process. 

• The Loader encountered records in a sequence 
that it cannot process. 



E$OVERLAY 



The overlay name indicated by the name$ptr 
parameter does not match any overlay module name, 
as specified with the OVERLAY control of the LINK86 
command. 



E$SEG$BOUNDS 



The Loader created a segment into which to load 
code. One of the data records specified a load 
address outside of the new segment. 



*** 
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CHAPTER 3 

CONFIGURATION OF THE 

APPLICATION LOADER 



The Application Loader is a configurable layer of the Operating System. 
It contains several options that you can adjust to meet your specific 
needs. To help you make configuration choices, the IRMX 86 manual set 
provides three kinds of information: 

• A list of configurable options. 

• Detailed information about the options. 

• Procedures to allow you to specify your choices. 

The sections that follow describe the configurable options. To obtain 
the second and third categories of information, refer to the IRMX 86 
CONFIGURATION GUIDE. 



TYPES OF JOB-LOADING SYSTEM CALLS 

You can select the set of job^loading system calls in your configuration 
of the Loader. You have these options: 

• A$LOAD, which you can choose if you do not Intend to load any 10 
jobs. 

• A$LOAD and A$LOAD$IO$JOB, if you do Intend to load 10 jobs, and 
if you intend to use only asynchronous loading operations. 

• A$L0AD, A$L0AD$I0$J0B, and S$L0AD$I0$J0B, if you want all three 
options. 



LOADER IN ROM 

If you intend to place the Loader in ROM, you specify this when you 
configure your system. If the Loader is not in ROM, it will itself have 
to be loaded into RAM memory. 
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TYPE OF CODE TO BE LOADED 

You can select the type of code that the Loader can load. The options 
are: 

• Absoliate code only 

• Position-Independent code and absolute code 

• Load-time locatable code, absolute code, and position-independent 
code 

• Overlays, as well as absolute, position-independent, and 
load-time-lo cat able code 



DEFAULT MEMORY POOL SIZE 

You must specify the default size of the memory pool for jobs that are 
created by the A$LOAD$IO$JOB and S$LOAD$IO$JOB system calls. This value 
can be over-ridden by specifying the memory pool size when using LINK86. 



SIZE OF APPLICATION LOADER BUFFERS 

You can specify the size of two buffers that the Loader uses to load your 
programs. The first is called the Read Buffer, and the second is called 
the Internal Buffer. 



A** 
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DATA TYPES 



The following data types are recognized by the IRMX 86 Operating System: 



BYTE 
WORD 
INTEGER 

POINTER 



OFFSET 

SELECTOR 
TOKEN 

STRING 

DWORD 



An unsigned, elght-blt binary number. 

An unsigned, two-byte, binary number. 

A signed, two-byte, binary number. Negative numbers 
are stored In two's -complement form. 

Two consecutive words containing the base address of a 
(64K-byte processor) segment and an offset In the 
segment. The offset Is In the word having the lower 
address. 

A word whose value represents the distance from the 
base address of a segment. 

The base address of a segment. 

A word or selector whose value Identifies an object. 
A token can be declared literally a WORD or a SELECTOR 
depending on your needs. 

A sequence of consecutive bytes. The value contained 
in the first byte Is the number of bytes that follow 
It In the string. 

A 4-byte unsigned binary number. 



*** 
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APPENDIX B 
CONDITION CODES 



The IJRMX 86 Application Loader uses two kinds of condition codes to 
Inform your tasks of any problems that occur during the execution of a 
system call — sequential condition codes and concurrent condition 
codes. The distinguishing feature between the two kinds of codes Is the 
method that the Loader uses to return the code to the calling task. For 
a discussion of the difference between these kinds of codes, refer to 
Appendix C. 

The meaning of a specific condition code depends upon the system call 
that returns the code. For this reason, this appendix does not list 
Interpretations, Refer to Chapter 2 for an Interpretation of the codes. 

The purpose of this appendix Is to provide you with the numeric value 
associated with each condition code the Loader can return. To use the 
condition code values In a symbolic manner, you can assign (using the 
PL/M-86 LITERALLY statement) a meaningful name to each of the codes. 

The following list correlates the name of a condition code with the value 
returned by the Extended I/O System, The list Is divided Into three 
parts: one for the normal condition code, one for exception codes 
Indicating a programming error, and one for exception codes Indicate an 
environmental problem. No distinction Is drawn between sequential and 
concurrent errors because most of the codes can be returned as either. 

Be aware that this list covers only the condition codes returned by the 
system calls of the Loader. Additional condition codes can be found In 
the appendices of one or more of the following manuals: 

• IRMX 86 NUCLEUS REFERENCE MANUAL 

• IRMX 86 BASIC I/O SYSTEM REFERENCE MANUAL 

• IRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL 



NORMAL CONDITION CODE 

NAME OF CONDITION HEXADECIMAL VALUE 

E$OK OH 
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PROGRAMMER ERROR CODES 

NAME OF CONDITION HEXADECIMAL VALUE 

E$JOB$PARAM 806 OH 

ENVIRONMENTAL PROBLEM CODES 

NAME OF CONDITION HEXADECIMAL VALUE 

E$NOT$CONFIGURED 8H 

E$IO$JOB 47H 

E$IO$UNCLASS 50H 

E$IO$SOFT 51H 

E$IO$HARD 52H 

E$ 10$ PRINT 53H 

E$IO$WRPROT 54H 

E$ABS$ADDRESS 60H 

E$BAD$GROUP 61H 

E$BAD$HEADER 62H 

E$BAD$SEGDEF 63H 

E$CHECKSUM 64H 

E$EOF 65H 

E$FIXUP 66H 

E$JOB$SIZE 6DH 

E$LOADER$ SUPPORT 6FH 

E$NO$LOADER$MEM 67H 

E$NO$MEM 68H 

E$NO$START 6CH 

E$OVERLAY 6EH 

E$REC$FORMAT 69H 

E$REC$LENGTH 6AH 

E$REC$TYPE 6BH 

E$SEG$ BOUNDS 7 OH 



AAA 
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APPENDIX C 
ASYNCHRONOUS SYSTEM CALLS 



The iRMX 86 Application Loader provides two types of system calls: 
synchronous and asynchronous. Synchronous calls return control to the 
calling task after all operations are completed, either successfully or 
unsuccessfully. But asynchronous calls are more complex. This Appendix 

describes the operation of IRMK 86 asynchronous system calls. 

Each asynchronous system call has two parts — one sequential, and one 
concurrent. As you read the descriptions of the two parts, refer to 
Figure C-1 to see how the parts relate. 

• the sequential part 

The sequential part behaves in much the same way as the fully 
synchronous system calls. Its purpose is to verify parameters, 
check conditions a and prepare the concurrent part of the system 
call. Also, it returns a condition code. The sequential part 
then returns control to your application. 

• the concurrent part 

The concurrent part runs as an iRMX 86 task. The task is made 
ready by the sequential part of the call, and it runs only when 
the priority-based scheduling of the iRMX 86 Operating System 
gives it control of the processor. The concurrent part also 
returns a condition code. 

The reason for splitting the asynchronous calls into two parts is 
performance. The functions performed by these calls are somewhat 
time-consuming because they involve mechanical devices such as disk 
drives. By performing these functions concurrently with other work, the 
Loader allows your application to run while the Loader waits for the 
mechanical devices to respond to your application's request. 

Let's look at a brief example showing how your application can use 
asynchronous calls. Suppose your application must load a program that is 
stored on disk. The application issues the A$LOAD system call to have 
the Loader load the program into memory. Let's trace the action one step 
at a time: 

1. Your application issues the A$LOAD system call. (Asynchronous 
calls require that your application specify a response mailbox 
for communication with the concurrent part of the system call.) 

2. The sequential part of the A$LOAD call begins to run. This part 
checks the parameters for validity. 
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APPLICATION CODE 



APPLICATION LOADER CODE 




DO 
CONCURRENT 
PROCESSING 



RECEIVE 

MESSAGE FROM 

RESPONSE MAILBOX 



EXAMINE 

CONDITION 

CODE 



DO ERROR 
PROCESSING 



Figure C-1. Behavior Of An Asynchronous System Call 
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3. If the Operating System detects a problem, It places a sequential 
exception code in the word to which your except$ptr parameter 
points. It then returns control to your application. It does 
not make the Loader task ready. 

4. Your application receives control. Its behavior at this point 
depends on the condition code returned by the sequential part of 
the system call. Therefore, the application tests the sequential 
condition code. If the code is E$OK, the application continues 
running until it must use the program loaded from the disk. It 
is at this point that your application can take advantage of the 
asynchronous and concurrent behavior of the Loader. For example, 
your application can use this opportunity to perform computations. 

On the other hand, if your application finds that the sequential 
condition code is other than E$OK, the application can assume 
that the Loader did not make ready a task to perform the function. 

For the balance of this example, we will assume that the 
sequential part of the system call returned an E$OK sequential 
condition code. 

5. Your application now may use the loaded program. But first, your 
application must verify that the concurrent part of the A$LOAD 
system call ran successfully. The application issues a 
RECEIVE$MESSAGE system call to check the response mailbox that 
the application specified when it Invoked the A$LOAD system call. 

By using the RECEIVE$MESSAGE system call, the application obtains 
a Loader Result Segment containing a condition code for the 
concurrent part of the A$LOAD system call. If this condition 
code is E$OK, then the loading operation was successful, and the 
application can use the loaded program. On the other hand, if 
the code is not E$OK, the application should analyze the code and 
attempt to determine why the loading operation was not successful. 

In the foregoing example, we used a specific system call (A$LOAD) to show 
how asynchronous calls allow your application to run concurrently with 
loading operations. Now let's look at some generalities about all 
IRMX 86 asynchronous calls: 

• All of the asynchronous system calls consist of two parts — one 
sequential and one concurrent. The Loader will activate the 
concurrent part only If the sequential part runs successfully 
(returns E$OK). 

• Every asynchronous system call requires that your application 
designate a response mailbox for communication with the 
concurrent part of the system call. 
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• Whenever the sequential part of an asynchronous system call 
returns a condition code other than E$OK, your application should 
not attenpt to receive a message from the response mailbox. 
There can be no message because the Application Loader cannot run 
the concurrent part of the system call. 

• Whenever the sequential part of an asynchronous system call 
returns E$OK, your application can count on the Loader running 
the concurrent part of the system call. Your application can 
take advantage of the concurrency by doing some processing before 
receiving the message from the response mailbox. 

• Whenever the concurrent part of a system call runs, the Loader 
signals its completion by sending an object to the response 
mailbox. The precise nature of the object depends upon which 
system call your application invoked. You can find out what kind 
of object comes back from a particular system call by looking up 
the call in Chapter 2 of this manual. 

• Whenever the Loader returns a segment to your application's 
response mailbox, your application must delete the segment when 
it is no longer needed. The Loader uses memory for such 
segments, so if your application fails to delete the segment, it 
might run short of memory. 



*** 
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CHAPTER 1 
OVERVIEW 



The iRMX 86 Human Interface is a layer of the Operating System that 
allows console operators to load and execute program files (also called 
commands) from terminals. When the Human Interface begins running, it: 

• Creates an iRMX 86 Job for each terminal configured in the Human 
Interface. This job (also called the interactive job ) furnishes 
the application environment; all commands entered by the operator 
run as offspring jobs of the operator's interactive job. 

• Assigns an area of main memory for the operator (this occurs as 
part of creating the interactive job). Any commands that the 
operator runs use this area of memory. 

• Starts an initial program (this also occurs as part of creating 
the interactive job). The initial program is the operator's 
interface to the Operating System. It is a command line 
interpreter (CLI)j, a program that reads its instructions from the 
terminal. The Human Interface supplies a standard initial 
program which reads commands from the terminal and invokes the 
commands based on that terminal input . You can also supply your 
own initial programs. In fact, there can be a separate initial 
program for each terminal, if necessary. 

When an operator enters information at a Human Interface terminal, the 
operator communicates with the Initial program. With the standard 
initial program, the operator invokes a command by specifying the 
pathname of the file that contains the command (and optionally specifying 
parameters). The initial program reads the Information from the terminal 
and invokes Human Interface system calls to load the command into main 
memory from secondary storage, create an iRMX 86 job for the command (as 
an offspring of the operator's interactive job), and begin command 
execution. 

The Human Interface provides several features that aid both operators and 
programmers. These features include: 

• A set of Intel-supplied commands. 

• A group of system calls to aid programmers in writing their own 
commands. 

• A standard command line interpreter (CLI). 

• Multi-access support. 

• Support for wild-card pathnames. 

This chapter provides an overview of these features. 
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RESIDENT HUMAN INTERFACE COMMANDS 

In addition to the code for the resident Human Interface, Intel has 
written a variety of commands which you can use with any application 
system that includes the Human Interface. Included are: 

• File management commands (such as COPY, DELETE, BACKUP, RESTORE, 
and others) 

• Device and volume management coimuands (such as ATTACHDEVICE, 
FORMAT, DISKVERIFY, and others) 

• General Utility commands (such as DEBUG, DATE, SUBMIT, and others) 

The iRMX 86 OPERATOR'S MANUAL contains complete descriptions of all 
commands supplied with the Human Interface. 



HUMAN INTERFACE SYSTEM CALLS 

The Human Interface provides a set of system calls that programmers can 
use in commands they write. The following categories of system calls are 
available: 

• Command-parsing system calls 

• I/O and message-processing system calls 

• Command-processing system calls 

• Program control system calls 

The command parsing system calls provide the ability to parse the command 
line, allowing you to isolate and identify the parameters in a command 
line. They also allow you to determine the command name and parse other 
buffers of text. Chapter 3 provides further discussion of the command 
parsing system calls. 

The I/O and message processing system calls allow you to establish 
connections to input and output files, communicate with the terminal, and 
format exception codes into a ready-to-display form. Chapter 4 provides 
a further discussion of the I/O and message processing system calls. 

The command processing system calls allow you to invoke interactive 
commands programmatically. Chapter 5 provides a further discussion of 
the command processing system calls. 

The program control system call allows you to override the default 
Control-C handling task provided by the Human Interface. Chapter 6 
provides a further discussion of program control. 
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STANDARD INITIAL PROGRAM 

As stated previously, when an operator activates a terminal, the Human 
Interface assigns an initial program to the operator. This initial 
program is the first program to run. The identity of this initial 
program is determined by a privileged operator (normally called the 
system manager ) when adding new users to the system. This process is 
described in the IRMX 86 CONFIGURATION GUIDE. 

Although the initial program can be almost anything — from an editor to 
a Basic interpreter — the Human Interface supplies a standard initial 
program called the Human Interface command line interpreter (CLI). The 
function of the Human Interface CLI is to read input from the terminal 
and invoke commands based on that input. This CLI (or a user-supplied 
CLI) is required to allow an operator to invoke commands. 



MULTI-ACCESS SUPPORT 

The Basic I/O System supports multiple terminals by providing device 
drivers that communicate with multiple-terminal hardware. The Human 
Interface adds to this support by providing identification and protection 
of users based on user IDs. This support is called multi-access support. 

With multi-access support, multiple operators can communicate with the 
Operating System. The Human Interface assigns each operator a unique 
identification, called a user ID, and a separate area of memory in which 
to run commands. When an operator creates files or attaches devices, the 
Human Interface marks the operator as the owner of those files or 
devices. Access to the files by other users depends on the permission 
granted those users by the owner. 

To run a multi-access Human Interface, a privileged operator (the system 

manager) must first set up the proper directory structure and provide 
several files containing information about the operators that can access 
the system. This process is described in the IRMX 86 CONFIGURATION GUIDE. 

Programmers who write commands do not have to write their code 
differently for a multi-access Human Interface than for a single-access 
Human Interface. The only difficulty a command might experience in a 
multi-access environment that it wouldn't experience in a single-access 
environment involves accessing files and devices. When a command is 
invoked by an operator, the command inherits the operator's user ID. 
Thus the command can perform operations only on files and devices to 
which the invoking operator has access. 
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WILD-CARD PATHNAMES 

The Human Interface supports the use of wild-card characters in file 
names. This gives the operator a shorthand method of specifying several 
files in a single reference. The wild-card characters supported by the 
Human Interface are: 

? Matches any single character 

* Matches any sequence of characters (including zero characters) 

The iRMX 86 OPERATOR'S MANUAL describes how an operator can use wild-card 
characters when entering commands- 
Programmers who write their own Human Interface commands do not have to 
provide special code to support wild-card pathnames as long as they use 
the Human Interface system calls C$GET$INPUT$PATHNAME and 
C$GET$OUTPUT$PATHNAME to obtain the file names from the command line. 
The Human Interface contains the mechanism to interpret the wild cards 
and return the correct file name to the calling command. Refer to 
Chapter 3 for more information about these system calls. 



*** 
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CHAPTER 2 
SUPPORTING MULTIPLE TERMINALS 



The IRMX 86 Operating System provides two ways for you to Implement 
multiple-terminal support on your application system. You can: 



• 



Write application tasks that use the system calls of the Basic 
and Extended l/O Systems to communicate directly with multiple 
terminals. 

• Use the multi-access Human Interface. 

This chapter discusses both methods. 



COMMUNICATING WITH TERMINALS VIA THE BASIC AND EXTENDED l/O SYSTEMS 

One method of providing multiple terminal support is to omit the Human 
Interface from your system, write your own application programs that 
access the terminals directly, and configure these programs as tasks in 
the Operating System. The Basic I/O System provides device drivers that 
allow tasks to communicate with multiple terminals. Therefore, if your 
system contains the necessary hardware, your application tasks can use 
Basic and Extended l/O System calls to communicate with each terminal in 
your system. 

If you communicate with the terminals directly, without using the Human 
Interface, you can tailor your terminal interface to meet your exact 
needs. This might result in smaller, faster code than the Human 
Interface (but at the expense of an increased program development 
effort). This method requires you to write a great deal of code that the 
Human Interface already supplies. 

If you plan to use this method of providing multiple terminal support, 
none of the information contained in this manual applies to you. Refer 
to the iRMX 86 BASIC l/O SYSTEM REFERENCE MANUAL and the iRMX 86 EXTENDED 
I/O SYSTEM REFERENCE MANUAL for information about the system calls you 
can use to communicate with terminals. 



USING THE MULTI-ACCESS HUtlAN INTERFACE 

The other method of providing multiple-terminal support is to use the 
multi-access support provided by the Human Interface. The multi-access 
support includes code required to communicate with multiple terminals. 
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It uses the same Basic and Extended 1/(3 System calls that you would have 
to use if you implemented the method described in the previous section. 
However, the multi-access Human Interface also provides high-level 
support for this communication. For example, from a terminal in a 
multi-access system, an operator can execute commands, run development 
programs (like editors, compilers, and so on), and run other application 
programs. If you decide to use the multi-access support features of the 
Human Interface, you can still tailor your system to meet your individual 
needs. An important way of doing this is by selecting, for each 
operator, the initial program that runs when that operator accesses the 
Human Interface. There are two choices: the initial program supplied 
with the Human Interface (the standard CLI) or initial programs that you 
write. The user description files maintained by the system manager 
identify this choice to the Human Interface (refer to the IRMX 86 
CONFIGURATION GUIDE for more Information). By selecting the Initial 
program, you can greatly influence the operator's interface to the Human 
Interface. 



STANDARD INITIAL PROGRAM 

The Human Interface supplies a command line interpreter (CLI) as the 
standard initial program. During initialization, the Human Interface CLI 
performs the following operations: 

• Displays a sign-on message. 

• Creates an IRMX 86 object called a command connection in which it 
places information received from the terminal. Refer to Chapter 
5 for more information about command connections. 

• Attaches or creates the operator's :PROG: directory. 

• Submits the file :PROG:R?LOGON for processing. 

After this initial processing, the Human Interface CLI performs the 
following operations: 

• Displays the Human Interface prompt (-) and reads input from the 
terminal (using the Human Interface system call 
C$SEND$CO$RESPONSE) . 

• Places the information it reads into the command connection 
(using the Human Interface system call C$SEND$COMMAND) . After 
receiving a complete command, the command connection removes the 
command name portion, loads the file containing the command, and 
passes the parameters to the command. 

• Recognizes the ampersand (&) mark in a command line and displays 
a different prompt (**) when a continuation line is required. 

• Displays error messages in the event of certain operator errors. 
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This is the user environment described in the iRMX 86 OPERATOR'S MANUAL. 
If it satisfies the needs of your application system, you can assign the 
Human Interface CLI to each operator as an initial program. 



CUSTOMIZED INITIAL PROGRAMS 

If the standard initial program does not meet your needs, you have the 
option of providing your own initial programs. These initial programs 
might be similar to the Human Interface CLI, or they might be completely 
different kinds of programs. For example, you could write a CLI that 
allows access to files in selected directories only. This would prevent 
an operator from accidentally modifying other files. Or if you want a 
particular operator to use only Basic-language programs, a Basic 
Interpreter might be the Initial program for that operator. You can 
select the initial program for each operator. You specify this selection 
in the user description files maintained by the system manager (refer to 
the IRMX 86 CONFIGURATION GUIDE). 

If you provide your own initial program, this program must obey the 
following rules: 

• It must perform Input and output via logical names :CI: and :C0:. 

• If it requires the ability to run Human Interface commands, it 
must create an IRMX 86 object called a command connection (via 
the C$CREATE$COMMAND$CONNECTION system call). If the initial 
program does not create a command connection, it (and any other 
application tasks) cannot use the following Human Interface 
system calls: 

C$GET$INPUT$PATHNAME 

C$GET$OUTPUT$PATHNAME 

C$SEND$CO$RESPONSE 

C$SEND$EO$RESPONSE 

C$SEND$ COMMAND 

C$DELETE$COMMAND$CONNECTION 

• If it does not create a command connection but still wishes to 
use the Human Interface system calls C$GET$PARAMETER and 
C$GET$CHAR, it must first invoke the C$SET$PARSE$BUFFER system 
call. 

• If it receives an end-of-file indication from the terminal, it 
must terminate processing. 

• It must invoke the Extended I/O System call EXIT$IO$JOB to 
terminate processing. It must not use the PL/M-86 or ASM86 
RETURN statement for this purpose. 

Refer to Chapter 8 for detailed descriptions of the Human Interface 
system calls mentioned in this section. Refer to the IRMX 86 EXTENDED 
I/O SYSTEM REFERENCE MANUAL for information about the EXIT$IO$JOB system 
call. 
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CHAPTER 3 
COMMAND PARSING 



Whenever a Human Interface operator enters characters at a terminal to 
Invoke a command, an Initial program associated with that operator reads 
that information and causes the Operating System to invoke the command. 
When it Invokes the command, the Operating System places the parameters 
into a parsing buffer . One of the first things that the command must do 
is to read the parsing buffer, break the command line into individual 
parameters, and determine the correct action to take based on the number 
and meaning of the parameters. 

The Human Interface provides several sjrstem calls to parse command lines 
that follow a standard structure. It also provides other system calls to 
process nonstandard formats. This chapter: 

Defines the standard structure of command lines 



Describes the system calls used to parse commands having this 
structure 

Discusses how to switch from one parsing buffer to another 
parsing buffer 

Describes system calls you can use to parse nonstandard commands 

Describes a system call that you can use to obtain the command 
name the operator used when invoking the command 



STANDARD COMMAND-LINE STRUCTURE 

The standard structure of a Human Interface command line consists of a 
number of elements separated by spaces. It is recommended that your 
commands follow this structure. However, if you require a different 
structure, refer to the "Parsing Nonstandard Command Lines" section of 
this chapter. The standard structure is as follows (square brackets [] 
Indicate optional portions): 

command-name [inpath-llst [preposition outpath-list] ] [parameters] cr 

where : 



c omman d- n ame 



Pathname of the file containing the command's 
executable object code. 
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Inpath-list 



preposition 



One or more pathnames, separated by commas, of files 
that the Human Interface reads as input during command 
execution. Individual pathnames can contain wild-card 
characters to signify multiple files. Refer to the 
iRMX 86 OPERATOR'S MANUAL for a description of the 
wild-card characters and their usage. You can use the 
C$GET$INPUT$PATHNAM]J system call to process this 
Inpath-llst. 

A word that tells the Human Interface how to handle 
the output. The standard structure supports the 
following prepositions: 



TO 



The Human Interface writes the output 
to a new file indicated by the output 
pathname. If the file already exists, 
the Human Interface queries the 
operator as follows: 

<pathname>, already exists, OVERWRITE? 

If thie operator enters a Y or an R 
(uppercase or lowercase), the Human 
Interface replaces the existing file 
with the new output. Any other 
character causes the Human Interface to 
proceed with the next pair of input and 
output files. 



OVER The Human Interface writes the output 
to the file indicated by the output 
pathname. It overwrites any 
information that currently exists in 
the file. 



outpath-list 



AFTER The Human Interface appends the output 
to the end of the file indicated by the 
output pathname. 

You can use the C$GET$ OUTPUT $ PATHNAME system call to 
process the preposition. 

One or more pathnames, separated by commas, of files 
that are to receive the output during command 
execution. The total number of pathnames in this list 
and the number of wild cards used depends on the 
inpath-list. Refer to the iRMX 86 OPERATOR'S MANUAL 
for more information. You can use the 
C$GET$OUTPUT$ PATHNAME system call to process the 
outpath-list. 
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parameters Parameters that cause the command to perform 

additional or extended services during command 
execution. The standard structure supports parameters 
with the following formats: 

value-list The parameter consists solely of 

one or more groups of characters 
(called values) separated by 
commas. When the value-list is 
present in the command line, the 
command performs the service 
Indicated by the values. 

keyword=value-list A kejword with an associated value 

(or list of values, separated by 
commas). The keyword portion 
identifies the kind of service to 
perform, and each value supplies 
further information about the 
service request. 

keyword(value-list) Alternate form of the previous 

format. 

kejrword value-list A keyword with an associated value 

(or list of values, separated by 
commas). Like the previous two 
formats, the keyword portion 
identifies the kind of service to 
perform and each value portion 
provides more information about 
the service. However, the keyword 
must be identified to the command 
as a preposition (refer to the 
description of the C$GET$PARAMETER 
system call for more information). 

You use the C$GET$PARAMETER system call to process the 
parameter. 

cr Line terminator character. The RETURN (or CARRIAGE 

RETURN) key and NEW LINE (or LINE FEED) key are both 
line terminators. 

The Human Interface also supports the following special characters: 

continuation An ampersand character (&). When an operator includes 
character an ampersand in the command line as the last character 
before the line terminator, the Human Interface 
assumes that the command invocation continues on the 
next line. If the standard Human Interface command 
line interpreter (or any custom command line 
interpreter that uses C$SEND$COMMAND to invoke 
commands) processes the operator's command entry, the 
ampersand (and the line terminator that follows) are 
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edited out of the peirsing buffer. Then the 
continuation line Isj read and appended to the parsing 
buffer. This process continues until the operator 
enters a line without a continuation character. 
Therefore, when the command receives control, its 
parsing buffer contains a single command Invocation, 
without intermediate continuation characters or line 
terminators. 



comment A semicolon character ( ; ) . The Human Interface 
character considers this character and all text that follows it 
on a line to be a non-executable comment. If the 
standard Human Interface command line interpreter (or 
any custom command line interpreter that uses 
C$SEND$COMMAND to Invoke commands) processes the 
operator's command entry, all comments are edited out 
of the parsing buffeir. Therefore, individual commands 
do not have to search for and discard comments. 

quoting Two single-quote (') or double-quote (") characters 
characters remove the semantics of special characters they 

surround (but you must use the same character for both 
the beginning and ending quote). If a command line 
contains quoted characters, the Human Interface system 
calls that invoke the command and parse the command 
line do not perform any special functions associated 
with the surrounded characters. For example, an 
ampersand surrounded by double quotes is Interpreted 
as a single ampersand and not a continuation character. 

The quotes remove the semantics of characters that are 
special to the Human Interface but not special to 
other layers of the Operating System. Therefore 
quotes do not remove the semantics of characters such 
as :, /, and |, which are special to the I/O System. 

To include the quoting character in the quoted string, 
the operator must specify the character twice or use 
the other quoting character. For example: 



or 



"can't" 



causes: 

can't 
to be entered in the; command line. 
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PARSING THE COMMAND LINE 

When a command begins executing, a parjjing buffer associated with the 
command contains all the parameters that the operator entered when 
invoking the command (everything except the command-name portion of the 
invocation line). The Human Interface maintains a pointer for this 
parsing buffer which initially points to the first parameter. By 
invoking any of the following Human Interface system calls, the command 
can read the parameters from the parsing buffer: 

C $GET $ INPUT$PATHNAME 
C $GET$ OUTPUT $ PATHNAME 
C$GET$PARAMETER 
C$GET$CHAR 

Each of the first three system calls reads an entire parameter and causes 
the Human Interface to move the pointer to the next parameter. These 
system calls understand quoting characters, remove the special meaning 
from quoted characters, and discard the quote characters. 

The last system call, C$GET$CHAR, sees the parsing buffer as a string of 
characters. It reads a single character and causes the Human Interface 
to move the pointer to the next character. It does not understand the 
notion of quoting characters; therefore it does not remove the special 
meaning from quoted characters, nor does it skip over the quotes. Except 
for positioning the parsing pointer to a particular place in the buffer, 
C$GET$CHAR should not be used with the first three system calls. 



PARSING INPUT AND OUTPUT PATHNAMES 



If you restrict the invocation lines of the commands you write to a form 
that is similar to the standard format discussed earlier in this chapter, 
you can use the system calls C$GET$ I NPUT$ PATHNAME and 

C$GET$OUTPUT$PATHNAME to identify the input and output pathnames in the 
command line. Since the command line can contain multiple pathnames, you 
might have to invoke these system calls several times to obtain all the 
pathnames. However, the first call to C$GET$INPUT$ PATHNAME reads the 
entire inpath-list (the list of pathnames separated by commas) into a 
buffer, moves the parsing pointer to the next parameter, and returns the 
first pathname to the command. Likewise, the first call to 
C$GET$OUTPUT$PATHNAME notes the preposition (TO, OVER, or AFTER), reads 
the entire outpath-llst into a buffer, moves the parsing pointer to the 
parameter after the outpath-list, and returns the first pathname to the 
command. Succeeding C$GET$INPUT$PATHNAME and C$GET$OUTPUT$PATHNAME calls 
return additional pathnames from the buffers created previously, but they 
do not move the parsing pointer to the next parameter. 

For example. If the parsing buffer contains: 

A,B TO C,D 
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the first call to C$GET$INPUT$ PATHNAME obtains both input pathnames (A 
and B) and returns the first one (A) to the caller. The first call to 
C$GET$OUTPUT$ PATHNAME obtains both output pathnames (C and D) and returns 
the first one (C) to the caller. C$GET$OUTPUT$PATHNAME also identifies 
TO as the preposition. 

These system calls handle single pathnsunes, lists of pathnames, and 
pathnames containing wild-card characters. However, because of this 
versatility and because output pathnames are dependent on input pathnames 
when both use wild-card characters, you must make calls to 
C$GET$INPUT$PATHNAME and C$GET$OUTPUT$ PATHNAME in a particular order. To 
use these system calls effectively, obey the following rules: 

1. Always call C$GET$INPUT$PATHNA^[E to obtain the input pathname 
before calling C$GET$OUTPUT$PATHNAME to obtain the corresponding 
output pathname. This is necessary because with wild-card 
characters, the identity of the output pathname depends on the 
identity of the input pathname. Therefore, C$GET$OUTPUT$PATHNAME 
cannot determine the output pathname until C$GET$INPUT$PATHNAME 
determines the corresponding input pathname. 

2. Always alternate your calls to C$GET$INPUT$PATHNAME and 
C$GET$OUTPUT$ PATHNAME. This is necessary to handle wild-card 
characters and lists of pathnames. If you invoke two calls to 
C$GET$INPUT$PATHNAME without an intermediate call to 
C$GET$OUTPUT$PATHNAME, you will not be able to obtain the first 
output pathname. Similarly, if you Invoke two calls to 
C$GET$OUTPUT$PATHNAME without an Intermediate call to 
C$GET$INPUT$ PATHNAME, the second call returns invalid information. 

C$GET$INPUT$PATHNAME and C$GET$OUTPUT$PATHNAME return the pathnames in 
the form of lElMX 86 strings . Each string is a group of bytes in which 
the first byte contains the number of ASCII bytes that follow. For these 
system calls, the remaining bytes in the string contain the pathname. If 
C$GET$INPUT$PATHNAME returns a zero-length string (that is, the first 
byte is zero), you know that there are no more pathnames to obtain. 

After calling C$ GET $ INPUT $PATHNAME and C$GET$OUTPUT$PATHNAME to obtain 
the input file and corresponding output file, you can use the system 
calls C$GET$INPUT$CONNECTION and C$GET$OUTPUT$CONNECTION to obtain 
connections to those files. Chapter 4 contains more Information about 
C$GET$INPUT$ CONNECTION and C$GET$OUTPUT$CONNECTION. Upon obtaining 
connections to the files, you can perform the necessary I/O operations. 

Figure 3-1 contains an example of a program that uses 
C$GET$INPUT$ PATHNAME and C$GET$OUTPUT$PATHNAME in its command-line 
parsing (it also uses C$GET$INPUT$CONNECTION and C$GET$OUTPUT$CONNECTION 
to obtain connections to the files. This command is a partial example of 
a COPY command that you could implement . 
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* This example demonstrates the use of the following Human Interface * 

* system calls: * 

* * 

* rq$C$get$input$ pathname * 

* rq$C$get$output$pathname * 

* rq$C$get$input$connection * 

* rq$C$get$output$connection * 

* * 

* This program is a possible implementation of a COPY utility whose * 

* purpose is to copy data from successive input files to corresponding * 

* output files. For example, to copy file A to file B, file C to file * 

* D, and file E to file F, an operator could specify the following * 

* command line: * 

* * 

* COPY A,C,E TO B,D,F * 
*************************************************************************/ 

copy: DO; 

$include (hexcep.lit) 
$lnclude (iexioj.ext) 
$include (hgticn.ext) 
$include (hgtipn.ext) 
$include (hgtocn.ext) 
$include (hgtopn.ext) 

DECLARE (input$pathname, out put$ pathname) structure ( 

length byte, 
char (41) byte ), 

output$prep byte, 

(input$ token, output$ token) word, 

excep word, 

exitexcep word; 

/* Get the first input pathname string */ 

CALL rq$C$get$input$ pathname (@input$ pathname, SIZE(input$pathname) , 

@excep); 
IF excep <> E$OK THEN 

CALL rq$exit$io$ job (exitexcep, 0, Sexcep); 

DO WHILE (input$pathname. length <> 0); /* A zero length Indicates no more 

input parameters. */ 

/* Get the corresponding output pathname string */ 
output$prep = rq$C$get$output$pathname (@output$pathname, 

SIZE(output$pathname), 
@(7,'T0 :C0:'), Sexcep); 
IF excep <> E$OK THEN 

CALL rq$exit$io$job (exitexcep, 0, @excep) ; 

Figure 3-1. C$GET$INPUT$PATHNAME And C$GET$OUTPUT$PATHNAME Example 
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/* Establish connection with the pair of input and output files */ 

input$token = rq$C$get$input$connection (@input$pathname, @excep); 
IF excep <> E$OK THEN 

CALL rq$exit$io$job (exitexcep, 0, Sexcep); 

output$token = rq$C$get$output$connectlon (@output$pathname, 

output$prep, @excep); 
IF excep <> E$OK THEN 

CALL rq$exit$io$ job (exitexcep, 0, @excep); 



Code to copy data and close both files 



/* Get the next input pathname string */ 

CALL rq$C$get$input$pathnarae (@input$pathname, SIZE(input$pathname), 

@excep) ; 
IF excep <> E$OK THEN 

CALL rq$exit$io$ job (exitexcep., 0, @excep); 

END /* DO WHILE */ 

/* Finish I/O processing */ 

CALL rq$exit$io$ job (exitexcep, 0, @excep); 

END copy; 



Figure 3-1. C$GET$INPUT$PATHNAME And C$GET$OUTPUT$PATHNAME Example 

(continued) 



WILD-CARD CHARACTERS IN INPUT AND OUTPUT PATHNAMES 

Wild-card characters provide a shorthand notation for specifying several 
files in a single reference. The Human Interface supports two wild-card 
characters for use in the last component of input or output pathnames. 
The wild-card characters are: 

? The question mark matches any single character. For example, 
the name "FILE?" could imply all of the following names (and 
more) : 

FILEl 
FILE 2 
FILEX 
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* The asterisk matches any sequence of characters (Including 

zero characters). For example, the name "*FILE" could imply 
all of the following files (and more): 

OBJECTFILE 
FILE 

V1.2FILE 
AFILE 

The IRMX 86 OPERATOR'S MANUAL describes how to use wild-card characters 
when entering commands. It also discusses restrictions and operational 
characteristics of which an operator should be aware. Refer to that 
manual for more information about using wild-card characters in file 
names. 

The C$GET$INPUT$PATHNAME and C$GET$OUTPUT$ PATHNAME system calls 
automatically handle pathnames that contain wild-card characters. They 
treat a wild-carded pathname as a list of pathnames. 

C$GET$INPUT$PATHNAME matches wild cards. That is, each time you call it, 
it compares the wild-carded component with the files in the specified 
directory and returns the pathname of the next file that matches. For 
example, if an input pathname is: 

:PROG:PLM/A* 

C$GET$INPUT$PATHNAME searchs the :PROG;;PLM directory and returns the 
pathname of the next file that begins with the letter "A." 

C$GET$OUTPUT$ PATHNAME generates wild cards. Each time you call it, it 
compares the wild-carded output pathname with the wild-carded input 
pathname and with the most recent pathname returned by 

C$GET$INPUT$PATHNAME. Then it generates a corresponding output pathname 
based on that information. The output pathname could refer to an 
existing file or to a file which does not yet exist. 

As an example, suppose an operator's default directory contains the 
following files: 

ALPHA BETA 
All Bll 
ADAM Gil 

Now suppose that you have written a command called REFINE that reads some 
information from an input file, adjusts that information in some manner, 
and writes the information to an output file. Assuming that you 
interleaved the calls to C$GET$INPUT$PATHNAME and C$GET$OUTPUT$PATHNAME 
correctly when you wrote the command, an operator could enter a command 
line as follows: 

REFINE A*,B* TO G*,D* 
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In this case, C$GET$INPUT$PATHNAME and C:$GET$OUTPUT$PATHNAME return 
pathnames as follows: 



Pathname list returned 
by C$GET$INPUT$ PATHNAME 

ALPHA 

All 

ADAM 

BETA 

Bll 



Corresponding pathname list 
returned by C$GET$OUTPUT$PATHNAME 

CLPHA 

Cll 

CDAM 

DETA 

Dll 



PARSING OTHER PARA METERS 

The C$GET$PARAMETER system call is also available for parsing command 
lines of the standard format. You can use this system call for the 
following purposes: 

• To parse parameters which appear after the input and output 
pathnames. 

• To parse all parameters, if the command does not use input and 
output files. 

• To parse the input and output pathnames, if the command requires 
a preposition other than TO, OVER, or AFTER. 

If you use C$GET$ PARAMETER to parse input and output pathnames, you must 
provide additional code to handle wild-card characters that may appear in 
the command line. This is unlike C$GET$INPUT$PATHNAME and 
C$GET$OUTPUT$PATHNAME which handle wild-card characters automatically. 
For example, suppose a command line contains the pathname: 

FILE* 

If you use C$GET$INPUT$PATHNAME to parse this parameter, the system call 
assumes that FILE* is a wild-carded pathname. It searches the operator's 
default directory and returns the pathname of the first file whose name 
starts with the characters "FILE". Subsequent calls to 
C$GET$INPUT$ PATHNAME return other pathnames that meet the conditions. 

However, if you use C$GET$PARAMETER to parse the same parameter, the 
system call returns the value: 

FILE* 

It does not know that the characters represent a pathname, nor does it 
know that the asterisk represents a wild card. 

When called, C$GET$ PARAMETER parses a single parameter and moves the 
pointer of the parsing buffer to the next parameter. The parameter 
returned as a result of this call can be in any of the following forms: 
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value-list 



keyword = value-list 

or 
keyword (value-list) 



keyword value-list 



A value or group of values separated by 
commas. The system call returns the entire 
list in the form of a string table 
(described in Appendix C). It places each 
of the values in the value list in a 
separate string. 

A keyword indicating the kind of parameter, 
followed by a value (or group of values, 
separated by commas). The presence of the 
equal sign or the parentheses lets the 
system call recognize keyword parameters 
without foreknowledge of the keywords. It 
also Informs the system call that the 
characters following the equal sign (or the 
characters in parenthesis) represent a 
value-list and not a separate parameter. 
The system call returns the keyword in a 
string and the value-list In a string table. 

A keyword indicating the kind of parameter, 
followed by a value (or group of values, 
separated by commas). In this case, since 
the keyword and value-list are separated by 
spaces instead of by an equal sign or 
parentheses, the keyword is referred to as a 
preposition. In order for the system call 
to recognize that this structure is a 
keyword/value-list instead of two separate 
parameters, you must supply, as input to the 
system call, a string table containing all 
the possible prepositions that could occur. 
The system call checks this list to 
determine whether a group of characters 
separated by spaces is a preposition keyword 
or a separate parameter. 



Individual parameters are separated by spaces. 

In general, the value-list of a parameter is either a single value or a 
list of values separated by commas. C$GET$PARAMETER returns each of 
these values as a string in a string table. However, an individual value 
can itself consist of a value-list. If a group of values (separated by 
commas) is enclosed in parentheses, C$GET$ PARAMETER treats the values as 
a single value, returning them in single string. For example, in the 
following value-list: 

A,(B,C,D),E 

C$GET$ PARAMETER considers "B,C,D" as a single value. Therefore, the 
value-list consists of three values: "A", "B,C,D", and "E". 

Figure 3-2 contains an example of a program that uses C$GET$ PARAMETER in 
its command-line parsing. 
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* This example demonstrates the use of the following Human Interface * 

* system call: 

* * 

* rq$C$get$parameter * 

* * 

* This program makes use of rq$C$get$parameter to parse a keyword * 

* parameter in a command line. Here,, the kejrword, "SIZE", is parsed * 

* and its value portion converted to a word value and placed in * 

* "size$val". For example, an operator could specify the following * 

* command line: * 

* * 

* PROGl SIZE = 400 * 

* * 

* Note that if the "SIZE" parameter is not present, "size$val"receives * 

* a default value. * 
*************************************************************************/ 

progl: DO; 

$include (hexcep.lit) 
$ include (hgtpar.ext) 

DECLARE STRING LITERALLY 'STRUCTURE (len BYTE, str (1) BYTE)', 
STRING$TABLE LITERALLY 'STRUCTURE (num$entries BYTE, 

entries (1) BYTE)', 
PARAMETER$KEYWORD$MAX LITERALLY '20', 
VALUE $TABLE$MAX LITERALLY '80', 
DEFAULT$SIZE LITERALLY '100'; 

DECLARE value$table$buf (VALUE$TABLE$M>\X) BYTE, /* Receives string table 

value */ 
value$table STRING$TABLE AT (f?value$table$buf ) , 
value$str$ptr POINTER, 

value$str BASED value$str$ptr STRING; /* For referencing strings 

in the string table */ 

DECLARE parameter$keyword$buf (PARAMETSR$KEYWORD$MAX) BYTE, /* Receives 

the kejrword 
string */ 

parameter$keyword STRING AT (@parameter$keyword$buf ) , 

excep WORD, 

(size$val, i) WORD; 

Figure 3-2. C$GET$P;\RAMETER Example 
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/* Get the next parameter, if present */ 

IF (rq$C$get$parameter (@parameter$keyword, PARAMETER$KEYWORD$MAX, 

(?value$ table, VALUE$TABLE$MAX, 
0,0, 

@excep) ) THEN 
IF (parameter$keyword.str(0) = 'S') AND /* Is the keyword 'SIZE'? */ 
(parameter$keyword.str(l) = 'I') THEN 
DO; 
value$str$ptr = @value$table. entries; /* Point to 1st entry in 

table */ 
size$val = 0; 

DO i = to value$str.len - 1; /* Convert number string to word 

value */ 
size$val = size$val * 10; 

size$val = size$val + (value$str.str(i) - 30H); 
END; 
END; 
ELSE 

size$val = DEFAULT$SIZE; /*If the 'SIZE' parameter is not present, 

use the default size. */ 



Continue with the rest of the program 



Figure 3-2. C$GET$PARAMETER Example (continued) 



PARSING NONSTANDARD COMMAND LINES 

If the command line you write follows the recommended structure described 
earlier in this chapter, you can use C$GET$INPUT$PATHNAME, 
C$GET$OUTPUT$PATHNAME, and C$ GET $ PARAMETER to parse the command line. 
However, if you require the invocation line to be of a different form, 
you might not be able to use these system calls. The following sections 
discuss two types of nonstandard command lines: one that is similar to 
the standard and one that is completely different. 



VARIATIONS ON THE STANDARD COMMAND LINE 

The "Standard Command-Line Structure" section of this chapter recommends 
that the first parameters of your commands be a list of input pathnames, 
a preposition, and a list of output pathnames. With this convention, 
commands always call C$GET$INPUT$PATHNME and C$GET$OUTPUT$PATHNAME 
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first, before obtaining any optional parameters. Therefore, the input 
and output pathnames are the only position-dependent parameters in your 
commands; other parameters can appear In any order and can be optional. 

However, suppose you want to structure your commands so that other 
parameters appear before the input and output pathnames. You can still 
use C$GET$INPUT$PATHNAME and C$GET$0UT:PUT$PATHNAME to parse the input and 
output pathnames. But, you have to ensure that your command knows which 
of the parameters contain the input and output pathnames. You can do 
this in several ways. Two of them are: 



• 



Enforce a rigid structure on the command line. For example, 
suppose you want two parameters to appear before the input and 
output pathnames, such as: 

command pi p2 input-pathname prep output-pathname 

Your command could use C$GET$PARAMETER to parse the first and 
second parameters. Then it could use C$GET$INPUT$PATHNAME and 
C$GET$OUTPUT$PATHNAME to parse the input and output pathnames. 
If you do this, pi and p2 are position-dependent parameters which 
must be included whenever the command is invoked. 

• Use a separate parameter as a switch to inform the command that 
the parameters that follow are input and output pathnames. This 
method requires more code to Implement but it can allow you to 
make all your parameters (including the input and output 
pathnames) position-independent. 

For example, you could implement your command such that whenever 
the operator entered a parameter called FROM, it would signal the 
command that the next parameters were input and output 
pathnames. This command could contain a main loop that used 
C$GET$PARAMETER to parse paramesters. Then, whenever it received 
a parameter whose value was "FROM", it could call another portion 
of code that used C$GET$INPUT$PATHNAME and 

C$GET$OUTPUT$PATHNAME . After retrieving the input and output 
pathnames, the code could return to the main loop to continue 
processing parameters. 

A hypothetical command of this sort might be called RETRIEVE, a 
command that retrieves information from various data bases. The 
operator could Invoke this comnuand with a command line such as: 

RETRIEVE NAMES ADDRESSES PHONES FROM filel TO file2 

In this command, operators can specify what they want to retrieve 
before they specify where to get the information. 
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OTHER NONSTANDARD COMMAND LINES 

In some instances, you might want your command line to look completely 
different from that described earlier in this chapter. For example, 
suppose you require a syntax in which the following rules apply: 

• Spaces have no significance and can be omitted between parameters. 

• You must place a prefix character before each parameter (a $ 
indicates an input file, an Q indicates an output file, and a - 
indicates all other parameters. 

With this kind of syntax, a user could invoke a command (in this example 
the command is again called REFINE) as follows: 

REFINE $lnflle-medium(aoutflle 

Where Infile is the file from which to read information, outfile is the 
file in which REFINE should place its output, and medium is a parameter 
that further directs the processing. 

If you require the syntax outlined in this example (or any other 
nonstandard syntax), you cannot use C$GET$INPUT$PATHNAME, 
C$GET$OUTPUT$PATHNAME, and C$GET$PARAMETER to parse the individual 
parameters. Any of these system calls would return the entire parameter 
list as a single parameter. 

For cases such as this, you can use the C$GET$CHAR system call to parse 
the command line. This system call performs a single, simple operation. 
It returns a single character from the command line and moves the pointer 
to the next character. It does not understand the notion of parameters 
as explained earlier in this chapter. Nor does it understand wild-card 
characters or quoting characters. 

C$GET$CHAR requires you to provide the parsing algorithm in your own 
program, because it makes no assumptions about the structure or order of 
parameters. However, by using C$GET$CHAR you can enforce any command 
syntax you choose. 

Because C$GET$CHAR moves the pointer character by character, not 
parameter by parameter, you should take care when using C$GET$CHAR in the 
same program with C$GET$INPUT$PATHNAME, C$GET$OUTPUT$PATHNAME, and 
C$GET$PARAMETER. You must ensure that C$GET$CHAR leaves the pointer 
pointing at the beginning of a parameter (or at blank characters which 
immediately precede the parameter) before invoking any of the other 
system calls. 



SWITCHING TO ANOTHER PARSING BUFFER 

When a command begins execution, it has a parsing buffer that is set up 
by the Human Interface to contain the parameters of the command. The 
command parsing system calls listed in this chapter operate on that 
parsing buffer. This allows the command to parse its parameters. 
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Some commands might require the ability to parse additional lines of text 
(for example, an editor needs to parse individual editor commands) after 
the original command invocation. A comiaand such as this cannot use the 
Human Interface-provided parsing buffer because it has no way of placing 
information In the buffer, and because it cannot reset the parsing 
pointer to the beginning of the buffer. 

To meet the needs of commands such as this, the Human Interface provides 
a system call to change the parsing buffer from the one the Human 
Interface provides to one that the command provides. This system call, 
C$SET$PARSE$BUFFER, switches the parsing buffer and sets the parsing 
pointer to the beginning of the buffer. 

One of the parameters of the C$SET$PARSE;$BUFFER system call (buff$p) is a 
pointer to a buffer containing the text to be parsed. This buffer can 
contain text read from the terminal, text read from a file, or even text 
that you "hard code" into the command. After the call to 
C$SET$PARSE$BUFFER, the following command parsing system calls obtain 
information from the new parsing buffer: 

C$GET$PARAMETER 
C$GET$CHAR 

The other command parsing calls (C$GET$ INPUT $ PATHNAME and 
C$GET$OUTPUT$PATHNAME) are not affected by calls to C$SET$PARSE$BUFFER. 
These calls always obtain pathnames from the original parsing buffer (the 
command line). 

When you establish a new parsing buffer, G$SET$PARSE$BUFFER sets the 
parsing pointer to the beginning of the buffer. This allows you to use 
one buffer for parsing many lines of text. For example, suppose your 
command has several sub-commands. Each time the operator enters a 
sub-command, your command reads the sub-command into a buffer, calls 
C$SET$PARSE$BUFFER to reset the parsing pointer, and parses the 
sub-command. The program flow for an operation like this could be: 

1. Read the information from the terminal into a buffer (use 
C$SEND$CO$RESPONSE, C$SEND$EO$RESPONSE, or an Extended I/O System 
call). 

2. Call C$SET$PARSE$BUFFER to set the parsing buffer to the buffer 
containing the sub-command. This sets the parsing pointer to the 
beginning of the buffer. 

3. Parse the sub-command using C$GET$PARAMETER or C$GET$CHAR system 
calls. 

4. Perform the operations requested by the sub-command. 

5. Go back to step 1. Continue this loop until the operator exits 
from the command. 
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If you specify a zero valiie for the buff$p parameter of 
C$SET$PARSE$ BUFFER, the parsing buffer switches back to the original 
command line buffer. However, the parsing pointer does not reset to the 
beginning of the buffer; it remains pointing at the next parameter in the 
command line. This allows you, if you wish, to parse part of the command 
line, switch buffers and parse a portion of another buffer, and switch 
back to the command line. 

There is one problem with switching back and forth between parsing 
buffers. Except when you switch to the command line buffer, every time 
you call C$SET$PARSE$BUFFER, the parsing pointer moves to the start of 
the buffer. Therefore, you lose your place in the buffer. However, 
C$SET$PARSE$BUFFER returns, in its offset parameter, a value that 
indicates the position of the pointer in the previous buffer. This value 
specifies the offset of the pointer, in bytes, from the beginning of the 
buffer. If you intend to switch back to that buffer (by again calling 
C$SET$PARSE$BUFFER), you can use this value to move the pointer to its 
previous position. 

One way to do this is to use the C$GET$CHAR system call to move the 
parsing pointer back to its previous position. After switching back to 
the original buffer, call C$GET$CHAR the number of times specified in the 
offset parameter of the first C$SET$PARSE$BUFFER call (not the one that 
switched back to the buffer). This positions the pointer to its previous 
location. You can then continue parsing parameters from the point at 
which you left off. 

Another way to do this is by treating your parsing buffer as an array of 
characters (an array called CHAR, for example). When you call 
C$SET$PARSE$BUFFER the first time, you can specify the buff$p parameter 
to point to the first element of the array (CHAR(O), for example). Then, 
when you switch parsing buffers, C$SET$PARSE$BUFFER returns, in the 
offset parameter, the number of bytes already parsed. When you switch 
back to the first parsing buffer, you can use this offset value as an 
index into the array; that is, have the buff$p parameter point to 
CHAR(offset). 



OBTAINING THE COMMAND NAME 

A user invokes a command by specifying the pathname of the file 
containing its object code and any parameters the command requires. The 
Human Interface places the parameters in a parsing buffer, which the 
command can access by invoking the system calls described earlier in this 
chapter. In addition, the Human Interface places the command name in 
another buffer. The command can obtain this name by calling 
C$GET$COMMAND$NAME . 

C$GET$COMMAND$NAME does not operate on the parsing buffer used by the 
other command parsing system calls. Nor is it affected by the 
C$SET$PARSE$BUFFER system. It can be called multiple times; each time it 
returns the same command name. 
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If the operator enters the complete pathname of the command (including 
the logical name), the command-name buffer contains exactly what the 
operator entered. HoweveKj if the operator enters a command name without 
a logical name, the Human Interface automatically searches a number of 
directories for the command. In this case, the command-name buffer 
contains not only the name the operator entered, but also the directory 
containing the command (such as :SYSTEM:, :PROG:, or :$:). 

Therefore, a command can use the value returned by C$GET$COMMAND$NAME and 
the ampersand pathname separator (&) to access the directory in which it 
resides. For example, if " command-name'." is the name received from 
C$GET$COMMAND$NAME, a command could access its directory by using the 
pathname: 

comraand-name& 

It could access another file in the directory by specifying the pathname: 

command-name&f lie 



*** 



Human Interface 3-18 




CHAPTER 4 

I/O AND 

MESSAGE PROCESSING 



The Human Interface provides several system calls that establish 
connections to input and output files, communicate with the operator's 
terminal, and format exception codes into messages that can be sent to 
the operator. This chapter discusses these system calls. 



ESTABLISHING INPUT AND OUTPUT CONNECTIONS 

The Human Interface provides two system calls for establishing 
connections to input and output files: C$GET$INPUT$CONNECTION and 
C$GET$OUTPUT$CONNECTION. These system calls are structured so that you 
can use the output from C$GET$INPUT$PA:CHNAME and C$GET$OUTPUT$PATHNAME as 
input to these system calls. 



USING C$GET$INPUT$C0NNECTI0N 

C$GET$INPUT$C0NNECTI0N obtains a connection to a file and opens that 
connection for reading. One of the parameters of C$GET$INPUT$CONNECTI0N 
is a pointer to a string containing the pathname of the file for which 
the connection is sought. This pathname can be the pathname returned by 
C$GET$INPUT$PATHNAME or it can be the pathname of any other file to which 
you want a connection. If C$GET$INPUT$CONNECTION cannot obtain a 
connection to the specified file for any reason, it returns an exception 
code and writes a message to :C0: (normally the operator's terminal) to 
indicate the type of problem. For example, if the specified input file 
does not exist, C$GET$INPUT$CONNECTION displays the following message: 

<pathname>, file not found 

The system call displays similar messages in other situations. Refer to 
the description of C$GET$INPUT$CONNECTION in Chapter 7 for more 
information. 

Because C$GET$INPUT$CONNECTION returns messages to the operator in the 
event of an exceptional condition, your command does not have to return 
additional messages unless you require them. The command only has to 
decide whether to abort or to continue with processing. 



USING C$GET$OUTPUT$CONNECTION 

C$GET$OUTPUT$CONNECTION obtains a connection to a file and opens that 
connection for writing. As in the case of C$GET$INPUT$CONNECTION, one of 
the parameters of C$GET$OUTPUT$CONNECTION is a pointer to a string 
containing the pathname of the file for which a connection is sought. 
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This pathname can be the pathname returned by C$GET$OUTPUT$PATHNAME or It 
can be the pathname of any other file to which you want a connection. 
There is another parameter in C$GET$OUTPUT$CONNECTION which specifies the 
type of preposition to use when writing to the output file (TO, OVER, or 
AFTER). This preposition governs how data gets written to the file. 

If you specify the TO preposition and the pathname of an existing file, 
C$GET$OUTPUT$CONNECTION prompts the operator for permission to delete the 
existing file. This prompt appears as: 

<pathnarae>, already exists, OVERWRITE? 

If the operator enters a "Y" or "y", the system call obtains the 
connection to the existing file. If the operator enters "N" or "n", the 
system call returns an exception code without obtaining a connection to 
the file. 

If you specify the OVER preposition, C$GET$OUTPUT$CONNECTION obtains the 
connection without prompting the operator for permission. 

If you specify the AFTER preposition, C$GET$OUTPUT$CONNECTION obtains the 
connection without prompting the operator for permission. It also seeks 
to the end of file before returning control. Thus any information you 
write to the file will not overwrite the existing information. This is 
unlike TO and OVER which cause C$GET$OUTPUT$CONNECTION to leave the file 
pointer at the beginning of the file. 

If the operator does not have the proper access rights to the file, or if 
for some reason C$GET$OUTPUT$CONNECTIOH cannot obtain a connection to the 
file, C$GET$OUTPUT$CONNECTION returns an exception code and displays a 
message at the operator's terminal. Refer to the description of 
C$GET$OUTPUT$CONNECTION in Chapter 7 for more information. 



EXAMPLE PROGRAM SCENARIO 

A normal scenario for using C$GET$INPUT$CONNECTION and 
C$GET$OUTPUT$CONNECTION is as follows: 



DO; 



Obtain input pathname from comraand line with C $ GET $ INPUT $ PATHNAME 

Obtain output pathname from command line with 
C$GET$OUTPUT$ PATHNAME 

Obtain connection to input file with C$GET$INPUT$CONNECTION 

Obtain connection to output file with C$GET$OUTPUT$CONNECTION 

Read information from input file 

Perform command operations on information 
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Write Information to output file 

Delete connections to Input and output files 

UNTIL no more Input and output pathnames remain 

The program listing in Figure 3-1 shows an implementation of this 
scenario. 

COMMUNICATING WITH THE OPERATOR'S TERMINAL 

The Human Interface provides two system calls that ease the process of 
communicating with the operator's terminal. They are C$SEND$CO$RESPONSE 
and C$SEND$EO$RESPONSE. Each of these system calls combines into a 
single system call several operations that you would normally perform 
when communicating with the terminal. 

In its general form, C$SEND$CO$RESPONSE establishes connections to :CI: 
(console input) and :C0: (console output), writes a message to :C0:, and 
reads a message from :CI:. As input to this system call, you can specify 
the message to be sent, the size of the message to be received, and the 
buffer to receive the message. Depending on the values you choose for 
the parameters, you can either: 

• Send a message and receive a message 

• Send a message without waiting to receive a message 

• Receive a message without sending anything 

If you use C$SEND$CO$RESPONSE, you do not have to invoke other system 
calls to attach, open, read from, or write to the operator's terminal. 

There is a difference between C$SEND$CO$RESPONSE and C$SEND$EO$RESPONSE. 
C$SEND$CO$RESPONSE deals specifically with the logical names :CI: and 
:C0:. Therefore, its input and output can be redirected to files by 
changing the pathnames represented by these logical names. This is what 
happens when an operator places a command in a SUBMIT file; SUBMIT 
assumes that :CI: is the SUBMIT file and that :C0: is the output file 
specified in the SUBMIT command. On the other hand, while 
C$SEND$EO$RESPONSE performs the same operations as C$SEND$CO$RESPONSE, 
C$SEND$EO$RESPONSE always reads information from and writes information 
to the operator's terminal. Input and output cannot be redirected with 
C$SEND$EO$RESPONSE . 

C$SEND$EO$RESPONSE is especially useful if you have multiple tasks 
communicating with a single terminal. If a task uses either of these 
system calls and requests a response from the terminal, no other output 
Is displayed at the terminal until the operator enters a response to the 
first system call. After the operator responds, tasks can send further 
information to the terminal. This mechanism, when used by all the tasks 
which communicate with the terminal, prevents the operator from receiving 
several requests for information before being able to respond to the 
first one. 
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FORMATTING MESSAGES BASED ON EXCEPTION CODES 

Whenever you include IRMX 86 system calls in the code of a command that 
you write, it Is possible for those system calls to encounter exceptional 
conditions. Exceptional conditions are divided into two categories: 
programming errors and environmental conditions. Programming errors 
occur when the iRMX 86 Operating System detects a condition that normally 
can be avoided by correct coding. Environmental conditions, in contrast, 
are generally outside the control of the application program. 

Even the most thoroughly debugged commands can encounter exceptional 
conditions. The exceptional conditions can arise from invalid operator 
entries, lack of secondary storage space, media errors, and other 
problems over which the command has no control. The Human Interface 
provides a default exception handler to handle exceptional conditions in 
commands that you write. This exception handler receives control on the 
occurrence of all exceptional conditions. It displays the exception code 
value and mnemonic at the operator's terminal and aborts the command. 

In many cases, you might want to provide your own exception handling, 
either to pass additional information to the operator or to allow the 
operator another chance to enter correct Information. In such cases, you 
can use the Nucleus system calls GET$EXCEPTION$HANDLER and 
SET$EXCEPTION$HANDLER to assign your own exception handler or to cancel 
the effect of the default exception handler on some or all exceptions 
that occur in your command. Refer to the iRMX 86 NUCLEUS REFERENCE 
MANUAL for more information about these system calls. 

When you perform your own exception handling, you will probably create 
special messages that you return to the operator in the event of certain 
exceptional conditions. However, you might not want to create messages 
for all possible exception codes. For this situation, the Human 
Interface provides the the C$FORMAT$EXCEPTION system call. 

C$FORMAT$EXCEPTION accepts an exception code value as input and returns a 
string whose contents describe the exceptional condition. You can use 
this string as input to a system call such as C$SEND$CO$RESPONSE to write 
the information to the operator terminal. By using C$FORMAT$EXCEPTION, 
you can return a message to the operator for all exceptional conditions, 
but you do not have to enlarge your program by including the text of 
these messages in the code of your command. 

The text portion of the string produced by C$FORMAT$EXCEPTION consists of 
the exception code value and mnemonic in the following format: 

value : mnemonic 

You can display this string as is, or you can place additional 
explanatory text in the string before displaying it. 



**A 
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When you write your own command, you might want to perform an operation 
that Is already provided In another command (such as copying one file to 
another, displaying a directory, etc.)« Instead of duplicating the code 
for this operation In your command, you can Invoke Human Interface system 
calls to Issue the commands themselves. The effect of making these 
system calls Is the same as that produced by an operator entering a 
command line at the terminal. The Human Interface provides three system 
calls to facilitate this process of programmatic command Invocation: 
C$CREATE$COMMAND$CONNECTION, C$SEND$COMMAND, and 
C$DELETE$COMMAND$CONNECTION. 

Invoking commands programmatlcally Involves the following operations: 

• Creating an object (called a command connection) to store the 
command Invocation lines 

• Sending the command line to the command connection and Invoking 
the command 

• Deleting the command connection 

This chapter discusses these operations and provides an example of how 
the IRMX 86 system calls appear In a program. 



CREATING A COMMAND CONNECTION 

Before you can send a command line to the Operating System to be Invoked, 
you must create an object (called a command connection) to store the 
command line. The C$CREATE$COMMAND$CONNECTION system call creates this 
object and returns a token for the command connection. The token can be 
used In calls to C$SEND$ COMMAND (to send command lines to the object) and 
In calls to C$DELETE$COMMAND$CONNECTION (to delete the object after using 
It). 

When you call C$CREATE$COW[MAND$CONNECTION, you also specify tokens for 
the connections that serve as command Input and command output for the 
Invoked command. This allows you to redirect Input and output for the 
Invoked command to secondary storage files. Or you can specify the 
normal :CI: and :C0:. 

The command connection Is necessary to support the processing of 
multiple-line commands without Interference from other tasks. If not for 
the command connections, the Operating System would be unable to 
determine which continuation line went with which command when many tasks 
were sending command lines to be processed. The command connection 
provides a place to store command lines until the command is complete. 
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SENDING COMMAND LINES TO THE COMMAND CONNECTION AND INVOKING THE COMMAND 

The C$SEND$COMMAND system call sends command lines to a command 
connection and, when the command invocation is complete, invokes the 
command. One of the parameters of this system call is the token for a 
command connection, which identifies the command connection to use. 
Another parameter is a pointer to a string which must contain a command 
line. The format of the command line Is the same as the format for 
entering the command line at a terminal. The command can be any IRMX 86 
Human Interface command (as described in the IRMX 86 OPERATOR'S MANUAL) 
or any command that you write. 

If the string specified as a parameter to C$SEND$COMMAND contains a 
complete command invocation, C$SEND$C0]^1MAND places the command line in 
the command connection and invokes the command. 

However, if the string does not contaia the entire command invocation 
(that is, it contains the "&" as a continuation character), 
C$SEND$C0MMAND places the command line in the command connection without 
invoking the command. It also returns a condition code Informing the 
calling program that the command is continued. Additional C$SEND$COMMAND 
calls place continuation lines in the command connection, combining them 
with the command lines already there. When C$SEND$COMMAND sends the last 
portion of the command invocation (a line without a continuation 
character), it also invokes the entire command. 

Once you call C$SEND$COMMAND enough times to place a complete command 
invocation in the command connection, C$SEND$COMMAND invokes the 
command. This involves loading the command from secondary storage and 
starting it running. The C$SEND$COMMAND call that invokes the command 
does not return control until the invoked command finishes processing. 
Once the command finishes processing, you can use the command connection 
for invoking other commands. 

The C$SEND$COMMAND system call contains two pointers to words that 
receive IRMX 86 condition codes. One of these (called except$ptr in the 
system call description) points to a word that receives the status of the 
C$SEND$COMMAND system call. An E$OK indicates that C$SEND$COMMAND 
received the full command invocation and invoked the command. An 
E$CONTINUED indicates that the command invocation is not complete (the 
last line contained a continuation character). Other exception codes 
indicate other problems with the system call. 

The other pointer (called command$except$ptr in the system call 
description) points to a word that receiives the status of the invoked 
command. This allows you to determine the status of the invoked command. 
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DELETING THE COMMAND CONNECTION 

After you have finished invoking commands programmatically, you must 
delete the command connection. The C$DELETE$COMMAND$CONNECTION system 
call performs this operation. You do not need to delete the command 
connection after each command invocation, because the command connection 
is re-usable. However, you should delete the command connection after 
performing all C$SEND$COMMAND operations. This frees the memory used by 
the data structures of the command connection. 



EXAMPLE 

Figure 5-1 contains an example of a program that uses 

C$CREATE$COMMAND$CONNECTION, SEND$COMMAND, and DELETE $COMMAND$CONNECTION. 
It invokes the Human Interface COPY coimnand programmatically. 



* * 

* This example demonstrates the use of the following Human Interface * 

* advanced standard functions: * 

* * 

* rq$C$create$command$connection * 

* rq$C$send$command * 

* rq$C$delete$command$connection * 

* * 

* This program uses the previous system calls to invoke the command * 

* COPY :F1:0LD to :F1:NEW from within and then continue normal * 

* processing. The program is invoked with the command line: * 

* * 

* PR0G2 * 
************************************************************************* / 

prog2: DO; 

$include (hexcep.lit) 
$include (hcrccn.ext) 
$ include (hsndcmd.ext) 
$include (hdlccn.ext) 
$include (iexioj.ext) 
$lnclude (hgtlncn.ext) 
$include (hgtocn.ext) 

DECLARE (ci$token, co$tok.en, command$connection$token) WORD, 

(excep, comexcep, exexcep) WORD; 
DECLARE output$prep BYTE; 



Figure 5-1. Command Connection Example 
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/* Invoke utility to copy file OLD to file NEW */ 

/* Get tokens for CI and CO */ 

ci$token = rq$C$get$input$connection(@(4, ' :CI: ' ) , @excep); 

IF excep <> E$OK THEN 

CALL rq$exit$io$ job (excep, 0, exexcep); 
co$token = rq$C$get$output$connection(@(4, ' :C0: ' ) , output$prep, @excep); 
IF excep <> E$0K THEN 

CALL rq$exit$io$ job (excep, 0, exexcep); 

/* Create command connection */ 

command$connection$tok = rq$C$create$coDraiand$connection (@ci$token, 

co$token, 0, 
@excep); 

/* Send command to copy files */ 

CALL rq$C$send$command (command$connection$tok, 

@(23,'C0PY :F1:0LD TO :F1:NEW'), 

@comexcep, @excep); 
IF excep <> E$0K THEN 

CALL rq$exit$io$ job (excep, 0, exexcep); 

/* Delete command connection */ 

CALL rq$C$delete$comraand$connection (co[iimand$connectlon$tok, @excep); 

IF excep <> E$0K THEN 

CALL rq$exit$io$ job (excep, 0, exexcep); 



Rest of program 



/* Finish I/O processing */ 

CALL rq$exit$io$ job (excep, 0, @exexcep) ; 

END prog2; 



Figure 5-1. Command Connection Example (continued) 



*** 
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CHAPTER 6 
PROGRAM CONTROL 



Normally, when a Human Interface command is executing, an operator cannot 
communicate with the command (or with the application system in general) 
unless the command Initiates the communication by requesting input from 
the terminal. This can present problems If an operator Inadvertently 
enters the wrong command, or if the operator decides while the command is 
executing that the command is unnecessary. Under these circumstances, 
the operator can enter a Control-C character. In the default case, the 
Control-C causes the Human Interface to abort the currently-executing 
command. However, you can override the default Control-C mechanism by 
providing your own code to process Control-C characters. This chapter 
discusses how to do this. 



HOW THE DEFAULT CONTROL-C MECHANISM WORKS 



When the operator enters a Control-C, the Operating System sends a unit 
to a semaphore. In the default case, it sends the unit to a semaphore 
established by the Human Interface. A Human Interface task waits at that 
semaphore to receive the unit. When it receives the unit, it aborts the 
command that is currently executing and returns control to the operator. 
The Human Interface task then waits at the semaphore for another unit. 

This Control-C facility allows operators to cancel commands while the 
commands are executing. It is a valuable facility that can be used with 
your commands without requiring you to provide special implementation 
code. 



PROVIDING YOUR OWN CONTROL-C MECHANISM 

With some commands that you write, you might want to override the default 
Control-C mechanism. For example, suppose you write a text editor. An 
operator Invokes the editor with a Human Interface command and then 
specifies edit commands to enter text into a buffer and modify that 
text. While using the editor, the operator does not want a Control-C 
character to abort the entire editing session, destroying text in the 
editing buffer that may have taken an hour or more to create. Instead, 
the operator might want a Control-C to abort an Individual editor 
command, but not abort the entire editor. In order to provide this 
facility, your Human Interface command (the editor) must override the 
default Control-C mechanism and provide its own code to handle Control-C 
entries. 

To override the default Control-C mechanism, you must change the 
semaphore to which the Operating System sends the unit when the operator 
enters a Control-C. By changing the semaphore to one that you create, 
you circumvent the Control-C task of the Human Interface. 
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You can use the S$SPECIAL system call of the Extended I/O System to 
replace the Control-C semaphore. This system call is described in the 
iRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL. However, it has three 
parameters that are important when changing the semaphore. They are: 

connection This parameter should contain the token for a 
connection to the operator's terminal. 

function This parameter should contain the value 6 to indicate 
the set signal character function. 

data$ptr This parameter should point to a structure of the 
following form: 

DECLARE signal$pair STRUCTURE( 
semaphore WORD, 
character BYTE); 

where: 

semaphore A token for your new Control-C 
semaphore. 

character The character code for the 

Control-C character. If you use 
the ASCII code (03), the Operating 
System will place a unit in the 
semaphore when an operator enters 
Control-C. If you use the ASCII 
code plus 20H (23H), the Operating 
System clears out the terminal's 
input buffers in addition to 
placing the unit In the semaphore. 

If your command task switches the Control-C semaphore, it must also 
service that semaphore. It can do this either by creating a task that 
waits continually at the semaphore for a unit or by containing in-line 
code that periodically checks the semaphore. Once the job for the 
initial command is deleted by the Human Interface, then Control-C once 
again becomes the default method for program control. The Human 
Interface reactivates Control-C by resetting a semaphore when the 
original command finishes. For example, once the text editor we used as 
an example terminates, then the Human Interface resets the semaphore so 
that Control-C becomes active. 

In either case, when a unit is sent to the semaphore, the command (or the 
task) must perform the necessary Control-C operation. 

The program flow of such a command would be: 

1. Call CREATE $ SEMAPHORE to create the Control-C semaphore. 

2. If you plan to create a Control-C task to service the semaphore, 
call CATALOG$OBJECT to catalog the token for the semaphore in an 
object directory. 
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3. Call S$ATTACH$FILE to obtain a connection to the terminal. Use 
logical name :CI: as the pathname parameter. 

4. Call S$OPEN to open the connection to the terminal for reading 
only (mode 1). 

5. If you plan to use a Control-C task, have the program call 
CREATE$TASK to start the Control-C task. 

6. Call S$SPECIAL to switch the Control-C semaphore to the one just 
created. Use the token for the connection to the terminal as 
input. 

7. Continue with command processing. If you are servicing the 
Control-C semaphore in-line, periodically check the semaphore (by 
calling RECEIVE$UNITS) to determine if it contains any units. If 
you obtain a unit from the semaphore, perform the necessary 
Control-C processing. 

To service the Control-C with a task, the program flow of the Control-C 
task would be: 

1. Call LOOKUP$OBJECT to obtain the token for the semaphore. 

2. Do forever: 

a. Call RECEIVE$UNITS to obtain a unit from the semaphore. 

b. Perform the operation that must occur when the operator 
enters a Control-C. 

Each method of servicing the Control-C semaphore has advantages and 
disadvantages. 

If your code services the Control-C semaphore with in-line code, you can 
perform any operation that you want. You can branch to various 
locations, you can start new tasks running, you can abort the command, or 
you can perform any other function that you wish. However, in order to 
service the Control-C semaphore with in-line code, you must check the 
semaphore periodically, to see if it contains a unit. When doing this, 
you must ensure that you place the checks inside all program loops that 
perform operations an operator might want to abort. Also, because you 
can check the semaphore only periodically, you cannot guarantee a quick 
response to the Control-C in all cases. 

If you use a Control-C task, you can guarantee quick service because the 
task is always waiting at the semaphore. However, because a separate 
task services the Control-C, you can perform only a limited number of 
operations in response to the Control-C. 

• The task can send a message to the command, but then the command 
would have to periodically check a mailbox. This has the same 
disadvantages as in-line servicing with none of the advantages. 
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• The task can delete the command. However, the task has no way of 
knowing what operations the command was performing when the 
operator entered the Control-C. If the command was updating an 
Internal table, deleting the command could corrupt your entire 
system. 

Therefore, unless you have a specific reason for using a Control-C task, 

this manual recommends that you use in-line code to service the Control-C 
semaphore. 



*** 
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CHAPTER 7 

CREATING HUMAN 

INTERFACE COMMANDS 



This chapter discusses the steps that you must perform to create your own 
Human Interface commands. It discusses the necessary elements of a 
command as well as how to compile (or assemble) and link your code. 

To perform the operations described in this chapter you must have either 
an iAPX 86-based Microcomputer Development System (such as a Series III) 
or an iRMX 86-based system that includes the Human Interface commands. 
Either system must have an editor, the necessary compiler or assembler, 
and the utility programs (such as LINK.86). 



ELEMENTS OF A HUMA N INTE RFACE COMMAND 

This section discusses the rules that every command you write must obey. 
It also suggests some programming practices to make coding and using your 
command easier. 



PARSING THE COMMAND LINE 

If you are going to allow the operator to enter parameters when invoking 
the command, the first thing your command should do is parse the command 
line. Chapter 3 describes the Human Interface system calls that you can 
use for this. To support lists of pathnames and wild-carded pathnames, 
the flow of a program that uses input and output files should be: 

1. Call C$GET$INPUT$PATHNAME to obtain the first input pathname. 

2. Call C$GET$OUTPUT$PATHNAME to obtain the preposition and first 
output pathname. 

3. Call C$GET$PARAMETER as many times as necessary to get all the 
parameters. 

4. Do until no more input pathnames remain: 

a. Call C$GET$INPUT$CONNECTION to obtain a connection to the 
input file. 

b. Call C$GET$OUTPUT$CONNECTION to obtain a connection to the 
output file. 

c. Read the information from the input file, perform the command 
operations based on that Input, and write information to the 
output file. 
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d. Call S$DELETE$CONNECTION (Extended I/O System call) to delete 
the connections to the Input and output files. 

e. Call C$GET$INPUT$PATHNAME and C$GET$OUTPUT$PATHNAME to obtain 
the next input and output pathnames. 



AVOIDING THE USE OF CERTAIN SYSTEM CALLS 

When you write the code for your Human Interface command, you can use any 
of the iRMX 86 system calls, depending on the requirements of your 
command. However, some system calls are Intended primarily for use in 
system-level jobs (those jobs that you configure into the Operating 
System rather than invoking as Human Interface commands). In the 
descriptions of system calls, the iRMX 86 reference manuals contain 
cautions concerning those system calls that you should avoid using. 

In particular, avoid iRMX 86 objects (and their associated system calls) 
that, by their use, make your command immune to deletion. Regions and 
extension objects (described in the iRMX 86 NUCLEUS REFERENCE MANUAL) are 
examples of such objects. If your command becomes immune to deletion, a 
Control-C that an operator enters to cancel the command will have no 

effect; also the operator's terminal may lock up when the command 
finishes processing. 



TERMINATING THE COMMAND 

When the operator invokes a command, the Operating System loads the 
command into memory and creates an I/O job as the environment in which 
the command runs. (The iRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL 
discusses l/O jobs.) Until the command finishes processing, the operator 
is unable to run any other commands. In order to finish processing 
correctly, any task in the command that exits must do so by calling 
EXIT$IO$JOB (an Extended I/O System call., described in the IRMX 86 
EXTENDED I/O SYSTEM REFERENCE MANUAL). This system call causes the 
Operating System to delete the I/O job containing the command, therefore 
returning control to the operator. If the command omits the call to 
EXIT$IO$JOB, the operator might not be able to enter further commands. 



INCLUDE FILES 

When you write the source code for your commands, you can use $INCLUDE 
statements to include the following kinds of Information: external 
declarations of system calls, literal definitions of exception codes, and 
common pieces of code that you declare. 
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As part of writing the code for your commands, you must declare each 
IRMX 86 system call as an external procedure. Instead of writing this 
code yourself, you can use the $INCLUDE statement to include this 
information from files on one of the IRMX 86 release diskettes. This 
diskette contains a file for each system call, with the external 
declaration of that system call as the contents of the file. To use 
these files, simply determine the system calls that your command uses and 
place into your source code $INCLUDE statements for the corresponding 
external declaration files. 

You also require literal definitions of exception codes so that you can 
refer to the exception codes by their mnemonics Instead of by their 
values (for example, E$MEM instead of 2H) . The Include Files release 
diskette contains several files (one for each layer of the Operating 
System) consisting of LITERALLY statements. Each file defines all the 
IRMX 86 condition code mnemonics used in that layer. You should copy 
these files, delete entries if you can guarantee that the deleted 
exception codes will never appear, and use $INCLUDE statements to include 
them in the compilation of your command. 

Refer to the IRMX 86 INSTALLATION GUIDE for information about the release 
diskettes and the files contained in them. Refer to the PL/M-86 USER'S 
GUIDE for Information about the $INCLUDE statement. 



PRODUCING AN EXECUTABLE COMMAND 

After you have written the source code for your command, you must produce 
object code that can be executed in an IRMX 86 environment. This 
involves the following procedure: 

1. Compile (or assemble) the command using the appropriate 
translators. When you do this, ensure that the names you specify 
in $INCLUDE statements specify the correct devices and 
directories. 

2. Using LINK86, link the code to IRMX 86 interface libraries (and 
any other libraries that you require) and produce a relocatable 
object module that the Operating System can load anywhere in 
memory. The format of the LINK86 command is: 

LINK86 & 

command-pathname , & 

;dir:HPIFC.LIB, & 

:dir:LPIFC.LIB, & 

:dir:EPIFC.LIB, & 

:dir:IPIFC.LIB, & 

:dir:RPIFC.LIB, & 

:dlr:other.lib & 

TO output-pathname & 

PRINT(mapfile-pathname) SYMB0LC0LUMNS(2) & 

OBJECTCONTROLS(PURGE) & 

BIND SEGSIZE(STACK(stacksize)) MEMPOOL(minsize,maxsize) 
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where: 

command- Complete pathname of the file containing your 
pathname compiled (or assembled) command. You can link in 

several files or libraries at this point, if 

necessary. 

other. lib Any other files or libraries that you need to 
link with your command. 

output- Complete pathname of the file in which LINK86 
pathname places the linked command. 

mapf lie- Complete pathname of the file on which LINK86 
pathname places the link. map. 

stacksize Size, in bytes, of the stack needed by the 

command and any system calls that the command 
makes. The Human Interface uses this value when 
it creates a job for the command. Be sure the 
stack is large enough to handle both user and 
system requirements. Refer to the iRMX 86 
PROGRAMMING TECHNIQUES manual for information 
about stack requirements of the system calls. 

mlnsize Minimum and maximum amount of dynamic memory, 
maxsize in bytes, required by the command. The command 
uses this memory when it creates iRMX 86 
objects. The Human Interface uses the mlnsize 
and maxsize values when it creates a job for the 
command. Be sure that these values are large 
enough to satisfy the needs of your command and 
small enough to allow the command to be loaded 
into the operator's memory partition. 

This command produces relocatable code that the Operating 
System can load into any available memory. If you require 
your command to be available as absolute code, you can use 
LINK86 and LOC86 to produce this code. Refer to the 
iAPX 86, 88 FAMILY UTILITIES USER'S GUIDE for more 
information about LINK86 and LOC86. If you require absolute 
code for your commands, you must also configure the Operating 
System in such a way that it reserves the memory locations 
required by the command. If it does not, the command, when 
loaded into the system, could overwrite Operating System or 
user information. Refer to the IRMX 86 CONFIGURATION GUIDE 
for more information about Operating System configuration. 

If you are using an iRMX 86-based system to compile and link your 
command, the command is now ready for execution. An operator can invoke 
the command by entering the pathname of the file containing the linked 
command (the out put- pathname in the LINK86 command). 
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If you are using a Microcomputer Development System to compile or link 
your command, you must connect the development system to your iRMX 86 
application system via the monitor and use the Human Interface UPCOPY 
command to copy the linked command from the development system disk to an 
iRMX 86 secondary storage device. The UPCOPY command is described in the 
iRMX 86 OPERATOR'S MANUAL. After you transfer the linked command to an 
iRMX 86 secondary storage device, an operator can invoke the command by 
entering its pathname. 



**A 
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CHAPTER 8 

HUMAN INTERFACE 

SYSTEM CALLS 



The Human Interface system calls described in this chapter are presented 
in alphabetical sequence without regard to functional organization. A 
functional grouping of the calls according to type is provided in the 
System Call Dictionary in Table 8-1. For each call, the information is 
organized into the following categories: 

Brief functional description. 

Calling sequence format. 

Input parameter definitions, if applicable. 

Output parameter definitions, if applicable. 

Considerations and consequences of call usage. 

Potential exception codes, and their possible causes. 

This chapter refers to PL/M-86 data types such as BYTE, WORD, and 
SELECTOR and iRMX 86 data types such as STRING. These words, when used 
as data types, are always capitalized; their definitions are found in 
Appendix A. This chapter also refers to an iRMX 86 data type called 
TOKEN. If your compiler supports the SELECTOR data type, you can declare 
a TOKEN to be literally a SELECTOR or a WORD. The word "token" in lower 
case refers to a value that the iRMX 86 Operating System assigns to an 
object. The Operating System returns this value to a TOKEN (the data 
type) when it creates the object. 

If you are a new user of the Human Interface calls, it is suggested that 
you review the parsing considerations in Chapter 3 before writing your 
source code. You should also review the format of the released Human 
Interface commands. They are described in the iRMX 86 OPERATOR'S MANUAL. 

This chapter assumes that you are familiar with several terms and 
concepts that are common to the iRMX 86 Operating System. If you are 
not, you should read INTRODUCTION TO THE iRMX 86 OPERATING SYSTEM and the 
chapters in the iRMX 86 NUCLEUS REFERENCE MANUAL that refer to the terms 
"memory pool" and "catalog." 
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Table 8-1. System Call Dictionary 



System Call 


Synopsis 


Page 


I/O Processing Calls 


C$GET$INPUT$CONNECTION 


Return an EIOS connection for 






the specified input file. 


8-15 


C$GET$OUTPUT$CONNECTION 


Return an EIOS connection for 






the specified output file. 


8-25 




Command Parsing Calls 




C$GET$CHAR 


Get a character from the command line 


8-11 


C$GET$INPUT$PATHNAME 


Parse the cooimand line and return an 






input pathname. 


8-20 


C$ GET $ PARAMETER 


Parse the conmiand line for the next 
parameter and return it as a 






keyword name and a value. 


8-34 


C$GET$OUTPUT$PATHNAME 


Parse the command line and return 






an output pathname. 


8-31 


C$SET$PARSE$BUFFER 


Parse a buffer other than the 






current command line. 


8-51 


C$GET$COMMAND$NAME 


Return the command name by which the 






the current command was invoked 


8-13 


Message Processing Calls 


C$FORMAT$EXCEPTION 


Create a default message for an 
exception code and place it in a 






user buffer. 


8-9 


C$SEND$CO$RESPONSE 


Send a message to the command 
output (CO) and read a response 






from the command input (CI). 


8-45 


C$SEND$EO$RESPONSE 


Send a message to the operator's 
terminal and return a response from 






that terminal. 


8-48 
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Table 8-1. System Call Dictionary (continued) 



System Call 


Synopsis 


Page 


Command Processing Calls 


C$CREATE$COMMAND$CONNECTION 


Create a command connection and 






return a token. 


8-4 


C$DELETE$COMMAND$CONNECTION 


Delete a specific command 






connection. 


8-8 


C$SEND$COMMAND 


Concatenate command lines into 
the data structure created by 
CREATE$COMMAND$CONNECTION and 






then invoke the command. 


8-38 
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C$CREATE$COMMAND$CONNECTION 



C$CREATE$COMMAND$CONNECTION, a command processing call, creates an IRMX 
86 object called a command connection that is required in order to invoke 
commands programmatically. 



command$conn = RQ$C$CREATE$COMMAND$CONNECTION(default$ci, default$co, 

flags, except$ptr); 



INPUT PARAMETERS 
default$ci 



A TOKEN for a coanection that is used as the :CI: 
(console input) for any commands you invoke using 
this command connection. 



default$co 



A TOKEN for a connection that is used as the :C0! 
for any commands you invoke using this command 
connection. 



flags 



A WORD used to indicate that the Human Interface 
should return an E$ERROROUTPUT exception code if 
the system call C$SEND$EO$RESPONSE is used by any 
task. If the user wants the exception code, then 
the parameter is set to one (1); otherwise, the 
parameter must equal zero (0). 



OUTPUT PARAMETERS 
command$conn 



A TOKEN which receives a token for the new command 
connection. 



except$ptr 



A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 



You can use this call when you want to invoke a command programmatically 
instead of interactively. It provides a place to store command lines 
until the command invocation is complete. 

The call creates an iRMX 86 object called a command connection and 
returns a token for that command connection. The C$ SEND $ COMMAND system 
call can use this token to send command lines to the command connection, 
where they are stored until the command invocation is complete. The 
command connection also defines default :CI: and :C0: connections that 
are used by any commands invoked via this command connection. 
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Although a job can contain multiple command connections, the tasks in a 
job cannot create command connections simultaneously. Attempts to do 
this result in an E$CONTEXT exception code. Therefore, it is advisable 
for one task to create the command connections for all tasks in the job. 

A possible application where the parameter "flags" might be set to one 
is when you want to write a custom CLI to perform batch jobs in the 
background. When any of the background batch jobs attempt to communicate 
with the terminal through C$SEND$EO$RESPONSE, the Human Interface issues 
an exception code. In this way, the Human Interface keeps all the jobs 
in the background. Note — the Human Interface CLI does not provide 
resident background or batch processing capability. 



EXCEPTION CODES 



E$OK 



No exceptional conditions were encountered. 



E$ALREADY$ ATTACHED While creating a STREAM file, the Extended I/O 

System was unable to attach the : STREAM: device 
because another task had already invoked a Basic 
l/O system call to attach the : STREAM: device. 



E$CONTEXT 



At least one of the following is true: 



• Two command connections were being created 
simultaneously by two tasks in the same job. 

• The calling task's job is not an I/O job. (Refer 
to the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for information about I/O jobs.) 



E$DEV$DETACHING 



The : STREAM: device, the default$ci device, or the 
default$co device was in the process of being 
detached. 



E$DEVFD 



E$EXIST 
E$FNEXIST 



The Extended I/O System attempted the physical 
attachment of the : STREAM: device. This device had 
formerly been only logically attached. In the 
process, the Extended I/O System found that the 
device and the device driver specified in the 
logical attachment were incompatible. The 
Operating System would not have returned this 
exception code if the : STREAM: device had been 
properly configured. 

The default$ci or default$co parameter is not a 
token for an existing job. 

The : STREAM: file does not exist or is marked for 
deletion. 
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E$INVALID$FNODE 



E$IOMEM 



E$IFDR The Extended I/O System attempted to obtain 

information about the default$ci or default$co 
connection. However, the request for information 
resulted in an invalid file driver request. 

The fnode associated with the specified file is 
invalid. Delete the file. 

The Basic l/O System Job does not currently have a 
block of memory large enough to allow the Human 
Interface to create a stream file. 

E$LIMIT At least one of the following is true: 

• The object directory of the calling task's Job 
has already re.ached the maximum object directory 
size. 

• The calling task's job has exceeded its object 
limit. 

• The calling task's job (or that Job's default 
user object) is already involved in 255 
(decimal) I/O operations. 

• The calling task's job is not I/O job. (Refer 
to the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for information about I/O jobs.) 

E$LOG$NAME$NEXIST The call was unable to find the logical name 

: STREAM: in the object directories of the local 
job, the global job, or the root job. 



E$MEM 



The memory available to the calling task's job is 
not sufficient to complete the call. 



E$NO$ PREFIX 
E$NOT$CONNECTION 
E$NOT$LOG$NAME 
E$NO$USER 



The calling task's job does not have a valid 
default prefix. 

The default$ci or default$co parameter is a token 
for an object, not a connection to a file. 

The logical name : STREAM: refers to an object that 
is not a file or device connection. 

The calling task' s job does not have a valid 
default user object. 
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E$PARAM The system call forced the Extended I/O System to 

attempt the physical attachment of the : STREAM: 
device, which had formerly been only logically 
attached. In the process, the Extended l/O System 
found that the stream file driver is not properly 
configured into your system, so the physical 
attachment is not possible. 

E$SUPPORT The default$ci or default$co connection was not 

created by this job. 
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C$DELETE$COMMAND$CONNECTION 



C$DELETE$C0M1'IAND$C0NNECTI0N, a command processing call, deletes a command 
connection object and frees the memory used by the command connection's 
data structures. 



CALL RQ$C$DELETE$COMMAND$CONNECTION(command$conn, except$ptr); 



INPUT PARAMETER 
command$conn 



A TOKEN for a valid command connection. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

This call deletes a command connection object previously defined in a 
C$CREATE$COMMAND$CONNECTION call and releases the memory used by the 
command connection's data structures. 



EXCEPTION CODES 
E$OK 
E$EXIST 

E$TYPE 



No exceptional conditions were encountered. 

The command$conn parameter is not a token for an 
existing object. 

The command$conn parameter is a token for an object 
that is not a command connection object. 
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C$FORMAT$EXCEPTION 



C$FORMAT$EXCEPTION, a message processing call, creates a default message 
for a given exception code and writes that message into a user-provided 
string. 



CALL RQ$C$FORMAT$EXCEPTION(buff$p, buff$max, exception$code, 

reserved$byte, except$ptr); 



INPUT PARAMETERS 
buf f$max 

exception$code 
reserved$byte 



A WORD that specifies the maximum number of bytes 
that may be contained in the string pointed to by 
buff$p. 

A WORD containing the exception code value for which 
a message is to be created. 

A BYTE reserved for future use. Its value must be 
one (1). 



OUTPUT PARAMETER 
buff$p 

except$ptr 



A POINTER to a STRING into which the Human Interface 
concatenates the formatted exception message. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

C$FORMAT$EXCEPTION causes the Human Interface to create a message for the 
exception code. The message consists of the exception code value and 
exception code mnemonic in the following format: 

value : mnemonic 

where the mnemonics are provided by the Human Interface from an internal 
table and are listed in Appendix B of this manual. 

The call concatenates the message to the end of the string pointed to by 
the buff$p pointer and updates the count byte to reflect the addition. If 
a string is not already present in the buffer, the first byte of the 
buffer must be a zero. The message added by C$FORMAT$EXCEPTION will not 
be longer than 30 characters (not including the length byte). 
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EXCEPTION CODES 

E$OK No exceptional conditions were encountered, 

E$PARAM An undefined exception code value was specified. 

E$STRING The message to be returned exceeds the length limit 

of 255 characters. 

E$STRING$BUFFER The buffer pointed to by the buff$p parameter is 

not large enough to contain the exception message. 



Human Interface 8-10 



C$GET$CHA. 



C$GET$CHAR 



C$GET$CHAR, a command parsing call, gets a character from the parsing 
buffer. 



char = RQ$C$GET$CHAR(except$ptr); 



OUTPUT PARAMETERS 
char 



except$ptr 



A BYTE in which the Human Interface places the next 
character of the parsing buffer. A null (OOH) 
character is returned when parsing buffer's pointer 
is at the end of the buffer. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

When an operator invokes a command, the command's parameters are placed 
in a parsing buffer. The C$GET$CHAR system call gets a single character 
from that buffer and moves the parsing pointer to the next character. 
Consecutive calls to C$GET$CHAR return consecutive characters from the 
parsing buffer. 



EXCEPTION CODES 
E$OK 
E$ CONTEXT 

E$LIMIT 



No exceptional conditions were encountered. 

The calling task's job is not an I/O job. Refer to 
the IRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL 
for information about I/O jobs. 

At least one of the following situations occurred. 

• The object directory of the calling task's job 
has already reached the maximum object directory 
size. 

• The calling task's job has exceeded its object 
limit. 
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• The calling task's job is not an l/O job. Refer 
to the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for information about I/O jobs. 



E$MEM 



The memory available to the calling task's job is 
not sufficient to complete the call. 



Human Interface 8-12 



C$GET$COMMAND$NAME 



C$GET$COMMAND$NAME 



C$GET$COMMAND$NAME, a command parsing call, obtains the pathname of the 
command that the operator used when invoking the command. 



CALL RQ$C$GET$COMMAND$NAME (path$name$p, name$max, except$ptr); 



INPUT PARAMETER 
name$max 



A WORD that specifies the length in bytes of the 
string pointed to by the path$name$p parameter. 



OUTPUT PARAMETERS 
path$name$p 

except$ptr 



A POINTER to a STRING that receives the name of the 
command (the last component of the pathname). 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

If a command needs to know the name under which it was invoked, the 
C$GET$COMMAND$NAME returns this information. This information is 
available to each command and is stored in a buffer that is separate from 
the parsing buffer. Therefore, calling C$GET$COMMAND$NAME does not 
obtain information from the parsing buffer, nor does it move the parsing 
pointer. 

If the operator invokes the command without specifying a logical name, 
the Human Interface automatically searches a number of directories for 
the command. In such cases, the value returned by C $ GET $ COMMAND $ NAME 
also includes the directory name (such as -.SYSTEM:, :PROG:, or :$:) as a 
prefix to the command name. 



EXCEPTION CODES 
E$OK 
E$LIMIT 



No exceptional conditions were encountered. 

The calling task's job was not created by the Human 
Interface. 
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E$PATHNAME$SYNTAX The specified pathname contains invalid characters. 

E$STRING$BUFFER The buffer pointed to by the path$name$p parameter 

is not large enough to contain the command name. 

E$TIME The calling task's job was not created by the Human 

Interface. 



Human Interface 8-14 



C$GET$INPUT$CONNECTIOL 



C$GET$INPUT$CONNECTION 

C$GET$INPUT$CONNECTION, an l/O processing call, returns an Extended I/O 
System connection to the specified input file. 



connection = RQ$C$GET$INPUT$CONNECTION(path$name$p, except$ptr); 



INPUT PARAMETER 
path$name$p 



A POINTER to a STRING containing the pathname of 
the file to be accessed. 



OUTPUT PARAMETERS 
connection 

except$ptr 



A TOKEN in which the Operating System returns the 
token for the connection to the specified pathname. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

C$GET$INPUT$CONNECTION obtains a connection to the specified file. This 
connection is open for reading and has the following attributes: 

• Read only 

• Accessible to all users 

• Has two 1024-byte buffers (The buffer size may be different than 
the default value of 1024 bytes.) 

C$GET$INPUT$CONNECTION causes an error message to be displayed at the 
operator's terminal (:C0O whenever the Operating System encounters an 
exceptional condition. The exceptional condition that triggers the error 
message can either be one of those listed for C$GET$INPUT$CONNECTION or 
it can be one of those associated with the Extended I/O System calls 
S$ATTACH$FILE and S$OPEN. The following messages can occur: 

• <pathname>, file does not exist 
The input file does not exist. 
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<pathname>. Invalid file type 

The input file was a data file and a directory was required, or 
vice versa. 



<pathname>, invalid logical name 

The input pathname contains a logical name that is longer than 12 
characters, that contains unmatched colons, or that contains 
invalid characters. 



<pathname>, logical name does not exist 

The input pathname contains a logical name that does not exist. 

<pathname>, READ access required 

The user does not have read access to the input file. 

<pathname>, <exception value>: <exception mnemonic> 

An exceptional condition occurred when C$GET$INPUT$CONNECTION 
attempted to obtain the input connection. The <exception value> 
and <exception mnemonlc> portions of the message indicate the 
exception code encountered. Refer to "Exception Codes" in this 
call description and to the descriptions of S$ATTACH$FILE and 
S$OPEN in the IRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL. 



EXCEPTION CODES 

E$OK 

E$ALREADY$- 
ATTACHED 

E$CONTEXT 



No exceptional conditions were encountered. 

The device containing the file specified in the 
path$name$p parameter is already attached. 

At least one of the following is true: 

• The calling task's job is not an I/O job. 
(Refer to the iRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL for information about l/O jobs.) 

• The calling task's job was not created by the 
Human Interface. 



E$DEV$DETACHING The device specified in the path$name$p parameter 

is in the process of being detached. 
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E$DEVFD 



E$ EXIST 
E$FACCESS 



The call attempttid the physical attachment of a 
device that had formerly been only logically 
attached. In the process, the call found that the 
device and the device driver specified in the 
logical attachment were incompatible. 

The specified device does not exist. 

The specified connection does not have read access 
to the file. 



E$FNEXIST 



E$FTYPE 



E$ILLVOL 



E $ INVALID $- 
FNODE 

E$IO$HARD 



E$IOMEM 



E$IO$OPRINT 



At least one of the following is true: 

• The target file does not exist or is marked for 
deletion. 

• While attaching the file pointed to by the 
path$name$p parameter, the call attempted the 
physical attachment of the device as a named 
device. It could not complete this process 
because the device specified when the logical 
attachment was made was not defined during 
configuration. 

The path pointed to by the path$name$p parameter 
contained a file name that should have been the 
name of a directory, but is not. (Except for the 
last file, each file in a pathname must be a named 
directory. 

The call attempted the physical attachment of the 
specified device as a named device. This device 
had formerly been only logically attached. The 
call found that the volume did not contain named 
files. This prevented the call from completing 
physical attachment because the named file driver 
was requested during logical attachment. 

The fnode for the specified file is invalid, so the 
file must be deleted. 

While attempting to access the file specified in 

the path$name$p parameter, the call detected a hard 

I/O error. This means that another call is 
probably useless. 

While attempting to create a connection, the call 
needed memory from the Basic I/O subsystem's memory 
pool. However, the Basic I/O System job does not 
currently have a block of memory large enough to 
allow this call to run to completion. 

While attempting to access the file specified in 
the path$name$p parameter, the call found that the 
device was off-line. Operator intervention is 
required when given this code. 
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E$IO$SOFT 



E$IO$UNCLASS 



E$LIMIT 



E$LOG$NAME$- 
NEXIST 



E$LOG$NAME$- 
SYNTAX 



E$MEDIA 
E$MEM 

E$NO$PREFIX 

E$NOT$LOG$NAME 

E$NO$USER 
E$PARAM 



While attempting to access the file specified in 
the path$narae$p parameter, the call detected a soft 
I/O error. It tried the operation again but was 
unsuccessful. Another try might be successful. 

An unknown type of I/O error occurred while this 
call tried to access the file given in the 
path$name$p parameter. 

At least one of the following is true: 

• The calling task's job or the job's default user 
object is already involved in 255 (decimal) I/O 
operations. 

• The calling task's Job was not created by the 
Human Interface. 

The pathname for the specified device contains an 
explicit logical name. The call was unable to find 
this name in the object directories of the local 
job, the global Job, or the root job. 

The pathname pointed to by the path$name$p parameter 
contains a logical name. However, the logical name 
contains an unmatched colon, is longer than 12 
characters, has zero (0) characters, or contains 
invalid characters. 

The specified device was off-line. 

The memory available to the calling task's job is 
not sufficent to complete the call. 

The calling task's Job does not have a valid 
default prefix. 

The logical name specified by the path$name$p 
parameter does not refer to a file or device 
connection. 

The calling task's job does not have a valid 
default user. 

At least one of the following is true: 
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The connection to the specified file cannot be 
opened for reading. 



E$PATHNAME$- 
SYNTAX 



The specified pathname contains invalid characters. 



E$ SHARE 



The files sharing attribute currently does not 
allow new connections to the file to be opened for 
reading. 



E$STREAM$SPECIAL The call attempted to attach a stream file and in 

so doing issued an invalid stream file request. 
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C$GET$INPUT$PATHNAME 



C$GET$INPUT$ PATHNAME, a conmand parsing call, gets a pathname from the 
list of input pathnames in the parsing buffer. 



CALL RQ$C$GET$INPUT$PATHNAME(path$name$p, path$name$max, except$ptr); 



INPUT PARAMETER 
path$name$max 



A WORD that specifies the length in bytes of the 
string pointed to by the path$name$p parameter. 
The maximum length that you can specify is 256 
bytes (255 characters for the pathname and one byte 
for the count). 



OUTPUT PARAMETERS 
path$name$p 

except$ptr 



A POINTER to a STRING which receives the next 
pathname in the pathname list. A zero-length 
string indicates that there are no more pathnames. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

The first call to C$GET$INPUT$ PATHNAME retrieves the entire input 
pathname list and moves the parsing pointer to the next parameter. 
C$GET$INPUT$PATHNAME stores the list in an internal buffer and returns 
the first pathname to the string pointed to by the path$name$p 
parameter. Succeeding calls to C$GET$INPUT$PATHNAME return additional 
pathnames from the input pathname list but do not move the parsing 
pointer. C$GET$INPUT$PATHNAME denotes the end of the pathname list by 
returning a zero-length string. 

C$GET$INPUT$PATHNAME accepts wild-card characters in the last component 
of a pathname. It treats a wild-carded pathname as a list of pathnames. 
To obtain each pathname, it searches in the parent directory of the 
wild-carded component, comparing the wild-carded name with the names of 
all files in the directory. It returns the next pathname that matches. 

The pathname returned by C$GET$INPUT$PATHNAME can be used for any 
purpose. However, it is most often used in a call to 
C$GET$INPUT$CONNECTION, to obtain a connection. 
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EXCEPTION CODES 

E$OK 

E$ ALREADY $- 
ATTACHED 

E$CONTEXT 



E$DEV$DETACHING 
E$DEVFD 



E$EXIST 



E$FACCESS 
E$FLUSHING 



No exceptional conditions were encountered. 

The device containing the file pointed to by the 
path$name$p parameter Is already attached. 

At least one of the following Is true: 

• The calling task's job Is not an I/O job. 
(Refer to the IRMX 86 EXTENDED l/O SYSTEM 
REFERENCE MANUAL for more Information about I/O 
jobs.) 

• The task called C$GET$OUTPUT$PATHNAME before 
calling C$GET$INPUT$PATHNAME. 

The device pointed to by the path$name$p parameter 
Is In the process of being detached. 

The Extended I/O System attempted the physical 
attachment of a device that had formerly been only 
logically attached. In the process, the Extended 
I/O System found that the device and the device 
driver specified In the logical attachment were 
Incompatible. 

At least one of the following Is true: 

• The connection to the parent directory of the 
file pointed to by the path$name$p parameter. Is 
not a token for the existing job. 

• The calling task's job was not created by the 
Human Interface. 

The connection used to open the directory does not 
have read access to the directory. 

The device containing the directory was In the 
process of being detached. 
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E$FNEXIST 



E$FTYPE 



E$IFDR 
E$ILLVOL 



At least one of the following is true: 

• The target file does not exist or is marked for 
deletion. 

• While attaching the parent directory of the file 
pointed to by the path$name$p parameter, the I/O 
System attempted the physical attachment of the 
device as a named device. It could not complete 
this process because the device specified when 
the logical attachment was made was not defined 
during configuration. 

The path pointed to by the path$name$p parameter 
contained a file name that should have been the 
name of a directory, but is not. (Except for the 
last file, each file in a pathname must be a named 
directory. 

The specified file is a stream or physical file. 
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E$INVALID$- 
FNODE 



The fnode for the specified file is invalid, so the 
file must be deleted. 



E$IO$HARD 



E$IOMEM 



E$IO$OPRINT 



While attempting to access the parent directory of 
the file pointed to by the path$name$p parameter, 
the call detected a hard I/O error. This means 
that another call is probably useless. 

While attempting to create a connection, this call 
needed memory from the Basic I/O subsystem's memory 
pool. However, the Basic I/O System job does not 
currently have a block of memory large enough to 
allow this call to run to completion. 

While attempting to access the parent directory of 
the file pointed to by the path$name$p parameter, 
this call detected that the device was off-line. 
Operator intervention is required. 

C$FORMAT$EXCEPTION returns the value E$IO$NOT$READY 
for this code. 



Human Interface 8-22 



C$GET$INPUT$PATHNAME 



E$IO$SOFT 



E$IO$UNCLASS 



E$LIMIT 



While attempting to access the parent directory of 
the file pointed to by the path$name$p parameter, 
this call detected a soft I/O error. It tried the 
operation again, but was unsuccessful. Another try 
might be successful. 

An unknown type of I/O error occurred while this 
call tried to access the parent directory of the 
file pointed to by the path$name$p parameter. 

At least one of the following Is true: 

• The calling task's job has already reached its 
object limit. 

• The calling task's job or the job's default user 
object is already involved in 255 (decimal) I/O 
operations. 

• The calling task's job was not created by the 
Human Interface. 



E$LIST 



E$LOG$NAME$- 
NEXIST 



E$LOG$NAME$- 
SYNTAX 



The last value of the input pathname list is 
missing. For example, "ABLE , BAKER , " has no value 
following the second comma. 

The pathname for the specified device contains an 
explicit logical name. The call was unable to find 
this name in the object directory of the local job, 
the global job, or the root job. 

The pathname pointed to by the path$name$p parameter 
contains a logical name. However, the logical name 
contains an unmatched colon, is longer than 12 
characters, has zero (0) characters, or contains 
invalid characters. 



E$MEDIA 
E$MEM 

E$NO$PREFIX 

E$NOT$LOG$NAME 



The specified device was off-line. 

The memory available to the calling task's job is 
not sufficient to complete the call. 

The calling task's job does not have a valid 
default prefix. 

The logical name specified by the path$name$p 
parameter does not refer to a file or device 
connection. 



E$NO$USER 



The calling task's job does not have a valid 
default user object. 
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E$PARAM 



At least one of the following is true: 

• The Extended I/O System attempted the physical 
attachment of the device pointed to by the 
path$name$p parameter. This device had formerly 
been only logically attached. In the process, 
the Extended l/O System found that the logical 
attachment referred to a file driver (named, 
physical, or stream) that is not configured into 
your system, so the physical attachment is not 
possible. 



E$PARSE$TABLES 



E$PATHNAME$- 
SYNTAX 



• The connection to the parent directory cannot be 
opened for reading. 

The call detected an error in an internal table 
used by the Human Interface. 

The specified pathname contains invalid characters. 



E$SHARE 



E$STREAM$- 
SPECIAL 



E$ STRING 



The connection to the parent directory cannot be 
opened for reading. 

The Extended l/O System attempted to attach a 
stream file and in so doing issued an invalid 
stream file request. 

The pathname to be returned exceeds the length 
limit of 255 characters. 



E$STRING$BUFFER 



The buffer pointed to by the path$name$p parameter 
was not large enough for the pathname to be 
returned. 



E$SUPPORT 



This call attempted to read the parent directory of 
the pathname pointed to by the path$name$p 
parameter. However, the file driver corresponding 
to that directory does not support this operation. 



E$WILD$CARD 



The pathname to be returned contains an invalid 
wild-card specification. 
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C$GET$OUTPUT$CONNECTION 



C$GET$OUTPUT$CONNECTION, an I/O processing call, parses the command line 
and returns an Extended I/O System connection referring to the requested 
output file. 



connection = RQ$C$GET$OUTPUT$CONNECTION(path$name$p, preposition, 

except$ptr); 



INPUT PARAMETERS 
path$name$p 

preposition 



A POINTER to a STRING containing the pathname of 
the file to be accessed. 

A BYTE that defines which preposition to use to 
create the output file. Use one of the following 
values to specify the preposition mode: 



Value 



1 
2 
3 

4-255 



Meaning 

Use same preposition as was 
returned by the last 
C$GET$OUTPUT$PATHNAME call 

TO 

OVER 

AFTER 

Undefined, results in an error 



OUTPUT PARAMETERS 
connection 

except$ptr 



A TOKEN in which the Human Interface returns a 
token for the connection to the output file. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

C$GET$OUTPUT$CONNECTION obtains a connection to the specified file, 
connection is open for writing and has the following attributes: 

• Write only 

• Accessible to all 



This 
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If the call to C$GET$OUTPUT$CONNECTION specifies the TO preposition and 
the output file already exists, C$GET$OUTPUT$CONNECTION issues the 
following message to the terminal (:C0;;): 

<pathname>, already exists, OVERWRITE? 

If the operator enters Y, y, R, or r, G$GET$OUTPUT$CONNECTION returns a 
connection to the existing file, allowing the command to write over the 
file. Any other response causes C$GET$OUTPUT$CONNECTION to generate an 
E$FILEACCESS exception code. 

C$GET$OUTPUT$CONNECTION causes an error message to be displayed at the 
operator's terminal (:C0:) whenever an exceptional condition occurs. The 
exceptional condition that triggers the error message can be either one 
of those listed for C$GET$OUTPUT$CONNECriON or one of those associated 
with an Extended I/O System call. The following messages can occur: 

• <pathnarae>, DELETE access required 

The user does not have delete access to an existing file. 



• <pathname>, directory ADD entrjf access required 

The user does not have add entry access to the parent directory. 

• <pathname>, file does not exist 
The output file does not exist.. 

• <pathnarae>, invalid file type 

The output file was a data file and a directory was required, or 
vice versa. 

• <pathname>, invalid logical name 

The output pathname contains a logical name that is longer than 
12 characters, that contains unmatched colons, or that contains 
invalid characters. 

• <pathname>, logical name does not exist 

The output pathname contains a logical name that does not exist. 
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<pathname>, <exceptlon value>:<exception mnemonic> 

An exceptional condition occurred when C$GET$OUTPUT$CONNECTION 
attempted to obtain the input connection. The <exception value> 
and <exception mnemonic> portions of the message Indicate the 
exception code encountered. Refer to "Exception Codes" in this 
call description and to the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL. 



EXCEPTION CODES 
E$OK 

E$ALREADY$- 
ATTACHED 

E$ CONTEXT 

E$DEV$DETACHING 



E$DEVFD 



E$EXIST 
E$FACCESS 



No exceptional conditions were encountered. 

The Extended I/O System was unable to attach the 
device containing the file because the Basic I/O 
System has already attached the device. 

The calling task's job was not created by the Human 
Interface. 

The device referred to by the path$name$p parameter 
was in the process of being detached. 

The call attempted the physical attachment of a 
device that had formerly been only logically 
attached. In the process, the call found that the 
device and the device driver specified in the 
logical attachment were Incompatible. 

The connection parameter for the device containing 
that file is not a token for an existing object. 

At least one of the following is true: 

• The default user for the calling task's job did 
not have update access to an existing file 
and/or add-entry access to the parent directory. 

• The TO or OVEIR preposition was specified and the 
default user for the calling task's job did not 
have the ability to truncate the file. 
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E$FNEXIST 



At least one of the following is true: 

• The target file does not exist or is marked for 
deletion. 



E$FTYPE 



E$IFDR 



E$ILLVOL 



E$INVALID$- 
FNODE 



• While attaching the file pointed to by the 

path$name$p parameter, the Extended I/O System 
attempted the physical attachment of the device 
as a named device. It could not complete this 
process because the device specified when the 
logical attachment was made was not defined 
during configuration. 

The path pointed to by the path$name$p parameter 
contained a file name that should have been the 
name of a directory, but is not. (Except for the 
last file, each file in a pathname must be a named 
directory. 

The call requested information about the specified 
file, but the request was an invalid file driver 
request. 

The call attempted the physical attachment of the 
specified device as a named device. This device 
had formerly been only logically attached. The 
call found that the volume did not contain named 
files. This prevented the call from completing 
physical attachment because the named file driver 
was requested during logical attachment. 

The fnode for the specified file is invalid, so the 
file must be deleted. 



E$IO$HARD 



While attempting to access the file specified in 
the path$name$p parameter, the call detected a hard 
I/O error. This means that another try is probably 
useless. 



E$IOMEM 



E$IO$OPRINT 



While attempting to create a connection, this call 
needed memory from the Basic I/O subsystem's memory 
pool. However, the Basic I/O System job does not 
currently have a block of memory large enough to 
allow this call to run to completion. 

While attempting to access the file specified in 
the path$name$p parameter, the call detected that 
the device was off-line. Operator intervention is 
required. 
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E$IO$SOFT 



E$IO$UNCLASS 



E$IO$WRPROT 



E$LIMIT 



E$LOG$NAME$- 
NEXIST 



E$LOG$NAME$- 
SYNTAX 



E$MEDIA 
E$MEM 

E$NO$PREFIX 

E$NOT$LOG$NAME 



While attempting to access the file specified in 
the path$name$p parameter, the call detected a soft 
I/O error. It tried the operation again but was 
unsuccessful. Another try might be successful. 

An unknown type of l/O error occurred while this 
call tried to access the file given in the 
path$name$p parameter. 

While attempting to obtain an input connection to 
the file specified in the path$name$p parameter, 
this call found that the volume containing the file 
is write-protected. 

At least one of the following is true: 

• The calling task's job or the job's default user 
object is already involved in 255 (decimal) l/O 
operations. 

• The calling task's job is not an I/O job. 
(Refer to the IRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL for more information about l/O 
jobs.) 

The specified pathname contains an explicit 
logical name. The call was unable to find this 
name in the object directory of the local job, the 
global job, or the root job. 

The pathname pointed to by the path$name$p parameter 
contains a logical name. However, the logical name 
contains unmatched colons, is longer than 12 
characters, or contains invalid characters. 

The specified device was off-line. 

The memory available to the calling task's job is 
not sufficient to complete the call. 

The calling task's job does not have a valid 
default prefix. 

The logical name specified by the path$name$p 
parameter does not refer to a file or device 
connection. 



E$NO$USER 



The calling task's job does not have a valid 
default user object. 
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E$PARAM 



E$PATHNAME$- 
SYNTAX 

E$ PREPOSITION 



E$ SHARE 
E$SPACE 



E$STREAM$ 
SPECIAL 



The system call forced the Extended l/O System to 
attempt the physical attachment of the device 
referenced by the path$name$p parameter. The 
device had formerly been only logically attached. 
In the process, the Extended I/O System found that 
the logical attachment referred to a file driver 
(named, physical, or stream) that is not configured 
into your system, so the physical attachment is not 
possible. 

The specified pathname contains invalid characters. 



One of the following is true: 

• The command line contained an invalid 
preposition value (a value greater than 3). 

• The command line contained a zero as the 
preposition value. This indicated that the same 
preposition was to be used as in the last 
C$GET$OUTPUT$ PATHNAME call. However, this is 
the first call to C$GET$OUTPUT$PATHNAME. 

The new connection cannot be opened for writing. 

One of the following is true: 

• The volume is full. 

• The volume already contains the maximum number 
of files. 

The Extended I/O System attempted to attach a 
stream file and in so doing issued an invalid 
stream file request. 
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C$GET$OUTPUT$PATHNAME 



C$GET$OUTPUT$ PATHNAME, a command parsing call, gets a pathname from the 
list of output pathnames in the parsing buffer. 



preposition = RQ$C$GET$OUTPUT$PATHNAME(path$name$p, path$name$max, 

default$output$p, except$ptr); 



INPUT PARAMETERS 



path$name$max 



default$output$p 



A WORD that specifies the length in bytes of the 
string pointed to by the path$name$p parameter. 
The maximum length that you can specify is 256 
bytes (255 characters for the pathname and one byte 
for the count). 

A POINTER to a STRING containing the command's 
default standard output. If the first invocation 
of this system call does not encounter a 
TO/OVER/AFTER preposition, the text of this 
parameter will be used as though it had appeared In 
the command line. The text must specify TO, OVER, 
or AFTER for the output mode. Examples: TO :C0: 
or TO :LP:. 



OUTPUT PARAMETERS 
preposition 



A BYTE describing the preposition type that 
C$GET$OUTPUT$PATHNAME encountered. You can pass 
this value to C$GET$OUTPUT$CONNECTION when 
obtaining an output connection to the file. The 
value will be one of the following: 



Value 



Meaning 



1 


TO 


2 


OVER 


3 


AFTER 



path$name$p 
except$ptr 



A POINTER to a STRING that receives the next 
pathname in the pathname list. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 
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DESCRIPTION 

You should not call C$ GET $ OUTPUT $ PATHNAME before first calling 
C$GET$INPUT$PATHNAME. 

The first call to C$GET$OUTPUT$ PATHNAME retrieves the preposition 
(TO/OVER/AFTER) and the entire output pathname list; it then moves the 
parsing pointer to the next parameter. If the parsing buffer does not 
contain a preposition and pathname list, C$GET$OUTPUT$PATHNAME uses the 
default pointed to by the default$output$p parameter (and does not move 
the parsing pointer). After retrieving the pathname list, 
C$GET$OUTPUT$ PATHNAME stores it in an Internal buffer, returns the first 
pathname in the string pointed to by the path$name$p parameter, and 
returns the preposition in the preposition parameter. Succeeding calls 
to C$ GET $ OUTPUT $ PATHNAME return additional pathnames from the output 
pathname list (as well as the preposition), but they do not move the 
parsing pointer. C$GET$INPUT$ PATHNAME denotes the end of the pathname 
list by returning a zero-length string in the string pointed to by 
path$name$p. 

C$GET$OaTPUT$PATHNAME accepts wild-card characters in the last component 
of a pathname. It generates each output pathname based on this 
wild-carded pathname, the corresponding wild-carded pathname that was 
input to C$GET$INPUT$PATHNAME, and the most recent input pathname 
returned by C$GET$INPUT$PATHNAME. 

The pathname returned by C$GET$OUTPUT$ PATHNAME can be used for any 
purpose. However, it is most often used in a call to 

C$GET$OUTPUT$CONNECTION to obtain a connection to the file. In such a 
case, C$GET$OUTPUT$CONNECTION processes the TO/OVER/AFTER preposition. 
If the pathname is used as input to a system call other than 
C$GET$0UTPUT$C0NNECTI0N, the interpretation of the TO/OVER/AFTER 
preposition is the user's responsibility. 



EXCEPTION CODES 
E$OK 
E$ CONTEXT 



No exceptional conditions were encountered. 

The calling task's job was not created by the Human 
Interface. 



E$DEFAULT$S0 



The default output string pointed to by 
default$output$p contained an invalid preposition 
or pathname. 
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E$LIMIT 



At least one of the following is true: 

• The calling task's job has already reached its 
limit. 

• The calling task's job was not created by the 
Human Interface. 



E$MEM 



E$PATHNAME$- 
SYNTAX 



The memory available to the calling task's job is 
not sufficient to complete the call. 

The specified pathname contains invalid characters. 



E$STRING 



The pathname to be returned exceeds the length 
limit of 255 characters. 



E$STRING$- 
BUFFER 



The buffer pointed to by the path$name$p parameter 
was not large enough for the pathname to be 
returned. 



E$UNMATCHED$- 
LISTS 



The numbers of files in the input and output lists 
are not same. 



E$WILDCARD 



The output pathname contains an invalid wild-card 
specification. 
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C$GET$PARAMETER 



GET$PARAMETER, a command parsing call, gets a parameter from the parsing 
buffer. 



more = RQ$C$GET$PARAMETER(name$p, name$max, value$p, value$max, 

index$p, predict$list$p, except$ptr); 



INPUT PARAMETERS 
name$max 



value$max 



predict$list$p 



A WORD that specifies the length in bytes of the 
string pointed to by the name$p parameter. The 
maximum length is 256 bytes (255 characters for the 
name and one byte for the count). 

A WORD that specifies the length in bytes of the 
string pointed to by the value$p parameter. The 
maximum length is 65535 decimal bytes. 

A POINTER to a STRING$TABLE , as described in 
Appendix C, that specifies the values that this 
system call accepts as prepositions. The 
predict$list$p POINTER should be zero if you do not 
intend to retrieve parameters that use prepositions. 



OUTPUT PARAMETERS 



more 



name$p 



value$p 



A BYTE value that indicates whether or not the 
current call to C:$GET$PARAMETER returned a 
parameter. A value of OOh indicates that there are 
no more parameters (and that no parameter was 
returned); a value of OFFh indicates that a 
parameter was returned. 

A POINTER to a STRING that receives the keyword 
portion of the parameter. If this parameter does 
not contain a keyword portion, the Human Interface 
returns a null (zero-length) string. 

A POINTER to a STRING$TABLE, as described in 
Appendix C, that receives the value portion of the 
parameter. If the value portion contains a list of 
values separated by commas, the Human Interface 
returns the values to the string table one value 
per string. 
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lndex$p A POINTER to a BYTE that receives the Index to the 

list of prepositions pointed to by predlct$llst$p. 
This index Identifies the name$p keyword as a 
preposition and identifies it out of the list of 
possible prepositions. If the predict$llst$p list 
is empty, or if the keyword name is not contained 
in the predict$llst$p list, the system call returns 
a value of zero for the index. That is, the index 
will be non-zero only if a keyword exists and It is 
one of the prepositions in the predlct$list$p list. 

except$ptr A POINTER to a WORD in which the Human Interface 

returns a condition code. 



DESCRIPTION 

C$GET$PARAMETER retrieves one parameter from the parsing buffer and moves 
the parsing pointer to the next parameter. The parameter can be one of 
the following: 

• kejrword/value-list parameter using parentheses 

• ke3rword/value-list parameter using an equal sign 

• keyword/value-list parameter with the keyword as a preposition 

• value-list without a keyword 

A description of the types, format, and syntax of acceptable parameters 
is provided In Chapter 3. 

C$GET$PARAMETER places the keyword portion of the parameter in the string 
pointed to by name$p; it places the keyword list in the string table 
pointed to by value$p. 

Without input from you, C$GET$PARAMETER cannot determine whether groups 
of characters separated by spaces are separate parameters or a single 
parameter that uses a preposition. C$GET$PARAMETER uses the list of 
prepositions that you supply in the string table pointed to by 
predict$list$p to determine the prepositions that can appear. When 
C$ GET $ PARAMETER retrieves a parameter, it obtains from the parsing buffer 
the next group of characters that are separated by spaces. Then it 
checks those characters against those In the predict$llst$p list. If the 
characters match one of the values in the list, C$GET$PARAMETER realizes 
that the characters represent a preposition and not an entire parameter; 
it then obtains the next group of characters separated by spaces as the 
value portion of the parameter. 



EXCEPTION CODES 

E$OK No exceptional conditions were encountered. 
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I 



E$ CONTEXT 



E$CONTINUED 



E$LIMIT 



E$LIST 



The calling task's job was not an I/O job. Refer 
to the IRMX 86 EXTENDED l/O SYSTEM REFERENCE MANUAL 
for information about I/O jobs. 

The call found a continuation character in the 
parse buffer. Command lines should not contain 
continuation characters. 

At least one of the following is true: 

• The calling task's job has already reached its 
object limit. 

• The calling task's job was not an I/O job. 
Refer to the IRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MASIUAL for information about I/O jobs. 

At least one of the following is true: 

• The parameter contains an unmatched parenthesis. 

• A value in the value list is missing or an 
Improper value was entered. Examples of both 
these conditions follow: 



Value 

A,B, 
A,B=C,D 

A,B(C,E),F 



Comments 

No value following second comma. 
The equal sign can not be used 
unless it is between quotes: 'B=C' 
is valid. 

The parentheses can not be used in 
a value unless it is between 
quotes or set off by commas. 
A,B,(C,E),F is valid. 



E$LITERAL 



The call found a literal (quoted string) in the 
parsing buffer with no closing quote. This 
condition should not occur in the command line 
buffer. 



E$MEM 
E$PARAM 



The memory available to the calling task's job is 
not sufficient to complete the call. 

The predict$list!?p parameter pointed to a string 
table, but the index$p parameter was set to zero 
(0). 
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E$PARSE$TABLES 
E$SEPARATOR 



E$STRING 



E$STRING$BUFFER 



The call found an error in an Internal table used 
by the Human Interface. 

The call found an invalid command separator in the 
parsing buffer. This condition should not occur in 
the coiranand line buffer. The following is a list 
of invalid command separators: X, <>, ||, |, [, 
and ] . 

The string to be returned as the parameter name or 
one of the parameter values exceeds the length 
limit of 255 characters. 



The string to be returned as the parameter name or 
one of the parameter values exceeds the buffer size 
provided in the call. 
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C$SEND$ COMMAND 



C$SEND$COMMAND, a command processing call, sends command lines to a 
command connection created by C$CREA.TE$COMMAND$CONNECTION and, when the 
command is complete, invokes the command. 



CALL RQ$C$SEND$COMMAND(command$connj 

except$ptr); 



line$p, command$except$ptr, 



INPUT PARAMETERS 
c omma nd$ c onn 

llne$p 



A TOKEN for the command connection that receives 
the command line . 

A POINTER to a STRING containing a command line to 
execute. 



OUTPUT PARAMETERS 

command$ex- 
cept$ptr 



except$ptr 



A POINTER to a WORD In which the Human Interface 
returns a condition code indicating the status of 
the invoked command. This parameter is undefined 
if an exceptional condition code is returned in the 
word pointed to by except$ptr. 

A POINTER to a WORD in which the Human Interface 
returns a condition code indicating the status of 
the C$SEND$COMMAND system call. 



DESCRIPTION 

You can use this system call when you v;ant to invoke a command 
programmatically Instead of interactively. It stores a command line in 
the command connection created by the C$CREATE$COMMAND$CONNECTION call, 
concatenates the command line with any others already stored there, and 
(if the command invocation is complete) Invokes the command. The command 
can be any standard Human Interface command (as described in the IRMX 86 
OPERATOR'S MANUAL) or a command that you create. 

As described in greater detail in Chapter 3, a command Invocation can 
contain several continuation marks. The continuation mark (&) indicates 
that the command line is continued on the next line. If the command line 
sent by C$SEND$C0MI'1AND is continued on another line (that is, contains a 
continuation mark), the Human Interface returns an E$CONTINUED exception 
code and does not invoke the command. You can then call C$SEND$COMMAND 
any number of times to send the continuation lines. 
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C$SEND$ COMMAND concatenates the original command line and all 
continuation lines into a single command line in the command connection. 
It removes all continuation marks and all comments from this ultimate 
command line. 

When the command invocation is complete (that is, the line sent by 
C$SEND$COMMAND does not contain a continuation mark) the Human Interface 
parses the command pathname from the command line. If no exception 
conditions halt the process at this point, the Human Interface requests 
the Application Loader to load and execute the command. 

An Application Loader call creates an I/O job for the command. Then the 
Application Loader validates the header, group definition and segment 
definition records of the command's object file. Refer to the 8086 
FAMILY UTILITIES USER'S GUIDE for explanations of segments, groups and 
object file formats. 

C$ SEND $ COMMAND returns two condition codes: one for the C$SEND$ COMMAND 
call and one for the invoked command. The word pointed to by the 
except$ptr parameter returns the C$SEND$COMMAND conditions, as described 
under the EXCEPTION CODES heading in this command description. The word 
pointed to by the command$except$ptr returns the invoked command's 
condition codes; the values returned depend on the command invoked. The 
E$CONTROL$C exception code can be returned at either place. 



EXCEPTION CODES 

E$OK 

E$ALREADY$- 
ATTACHED 

E$BAD$GROUP 

E$BAD$HEADER 

E$BAD$SEGMENT 



No exceptional conditions were encountered. 

The Extended I/O System was unable to attach the 
device containing the object file because the Basic 
I/O System has already attached the device. 

The object file represented by the command's 
pathname contained an invalid group definition 
record. 

The object file represented by the command's 
pathname does not begin with a header record for a 
loadable object module. 

The object file represented by the command's 
pathname contains an invalid segment definition 
record. 



E$CHECKSUM 



E$CONTEXT 



At least one record of the object file represented 
by the command's pathname contains a checksum 
error. This situation could occur if the CHECKSUM 
amount calculated during the read operation did not 
match the CHECKSUM field of the record being read. 

The calling task's job was not created by the Human 
Interface. 



Human Interface 8-39 



C$SEND$COMMAND 



E$ CONTINUED 



E$DEV$DETACHING 
E$DEVFD 



E$EOF 



E$EXIST 



E$FACCESS 
E$FIXUP 



E$FLUSHING 



The Operating SyEJtem detected a continuation 
character while sscanning the command line pointed 
to by the llne$p parameter. This condition should 
occur if the conmiand line is to continue on the 
next line. 

The device containing the object file was in the 
process of being detached. 

The Extended I/O System attempted the physical 
attachment of a device that had formerly been only 
logically attached. In the process, the Extended 
I/O System found that the device and the device 
driver specified in the logical attachment were 
incompatible. 

The Application Loader encountered an unexpected 
end of file on the object file represented by the 
command's pathname. 

At least one of the following is true: 

• The call detached the device containing the 
object file before completing the loading 
operation. 

• The command$conn parameter is not the token for 
a command connection. 

The default user for the calling task's job does 
not have read access to the object file. 

When the Application Loader loads an LTL 
(load-time-locatable) program, the Loader must 
adjust some of the addresses used in the code to 
reflect actual loaded code addresses. This 
adjustment is known as a fixup and is contained on 
a fixup record. The Application Loader detected an 
invalid fixup record in the object file. Refer to 
the IRMX 86 LOADER REFERENCE MANUAL for an 
explanation of LTL code. 

The device containing the object file was being 
detached. 
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E$FNEXIST 



E$FTYPE 



E$ ILL VOL 



E$INVALID$- 
FNODE 

E$IO$HAiU) 



E$IOIffiM 



E$IO$OPRINT 



E$IO$SOFT 



E$IO$UNCLASS 



At least one of the following is true: 

• The file in the command's pathname is either 
marked for deletion or does not exist. 

• While attaching the file specified in the line$p 
parameter, the Extended l/O System attempted the 
physical attachment of the device as a named 
device. It could not complete this process 
because the device specified when the logical 
attachment was made was not defined during 
configuration. 

The path pointed to by the path$name$p parameter 
contained a file name that should have been the 
name of a directory, but is not. (Except for the 
last file, each file in a pathname must be a named 
directory. 

The call attempted the physical attachment of the 
specified device as a named device. This device 
had formerly been only logically attached. The 
call found that the volume did not contain named 
files. This prevented the call from completing 
physical attachment because the named file driver 
was requested during logical attachment. 

The fnode for the specified file is Invalid, so the 
file must be deleted. 

While attempting to access the object file, this 
call detected a hard I/O error. This means that 
another try is probably useless. 

The Basic I/O System does not currently have a 
block of memory large enough to allow the Human 
Interface to create the connection necessary to 
allow this call to run to completion. 

While attempting to access the object file, this 
call found that the device was off-line. Operator 
intervention is required. C$FORMAT$EXCEPTION 
returns the value E$IO$NOT$READY when given this 
code. 

While attempting to access the object file, this 
call detected a soft I/O error. It tried again, 
but was not successful. Another try might be 
successful. 

An unknown type of I/O error occurred while this 
call tried to access the object file. 



I 
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E$IO$WRPROT 



E$LIMIT 



While attempting to obtain an input connection to 
the object file, the call found that the volume 
containing the file is wrlte-protected. 

At least one of the following is true: 



E$LITERAL 



E$LOG$NAME$- 
NEXIST 



E$LOG$NAME$- 
SYNTAX 



• The calling task's job has already reached its 
object limit. 

• The calling task's job , or the job's default 
user object, Is already involved in 255 
(decimal) I/O operations. 

• The new l/O job, or its default user, is already 
involved in 255 (decimal) I/O operations. 

• The calling task's job is not an I/O job. Refer 
to the iRMX 8(3 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for information about I/O jobs. 

The call found a literal (quoted string) with no 
closing quote while scanning the contents of the 
command line pointed to by the line$p parameter. 

The command's pathname contains an explicit logical 
name but the call was unable to find this name in 
the object directory of the local job, the global 
job, or the root job. 

The pathname pointed to by the path$name$p parameter 
contains a logical name. However, the logical name 
contains an unmatched colon, is longer than 12 
characters, has aero (0) characters, or contains 
invalid characters. 



E$MEDIA 
E$MEM 



The device containing the object file was off-line. 

The memory available to the calling task's job, the 
new I/O job, or the Basic I/O System job is not 
sufficient to complete the call. 



E$NO$LOADER$MEM At least one of the following is true: 

• The memory pool of the newly-created I/O job 
does not currently have a block of memory large 
enough to allow the Loader to run. 

• The memory pool of the Basic I/O System's job 
does not currently have a block of memory large 
enough to allow the Application Loader to run. 
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E$NO$MEM 



The Application Loader attempted to load PIC or LTL 
groups or segments. However, the memory pool of the 
newly-created l/O job does not currently contain a 
block of memory large enough to accommodate these 
groups or segments. Refer to the iRMX 86 LOADER 
REFERENCE MANUAL for an explanation of loading PIC or 
LTL groups or segments. 



E$NO$PREFIX The calling task's job does not have a valid default 

prefix. 

E$NO$START The object file represented by the command-pathname 

does not specify the entry point for the program 
being loaded. 

E$NOT$CONNECTION The default$ci or default$co parameter is a token for 

an object that is not a file connection. 

E$NOT$LOG$NAME The conmiand pathname contains a logical name. The 

logical name of an object that is neither a device 
connection nor a file connection. 

E$NO$USER The calling task's job does not have a valid default 

user. 



E$PARAM 



E$PARSE$TABLES 

E$PATHNAME$- 
SYNTAX 



The Extended l/O System attempted the physical 
attachment of a device containing the object file. 
This device had formerly been only logically 
attached. While attempting this, the Extended I/O 
System found that the logical attachment referred to 
a file driver (named, physical, or stream) that is 
not configured into your system. Hence the physical 
attachment is not possible. 

The call found an error in an internal table. 

The command's pathname contains invalid characters. 



E$REC$FORMAT 



At least one record in the object file contains a 
record format error. 



E$REC$ LENGTH 



The object file contains a record that is longer than 
the Loader's maximum record length. The Loader's 
maximum record length is a parameter specified during 
the configuration of the Loader. Refer to the 
iRMX 86 CONFIGURATION GUIDE for details. 



E$REC$TYPE 



At least one of the following is true: 

• At least one record in the file being loaded is of 
a type that the Application Loader cannot process. 

• The Application Loader has encountered records in 
a sequence that it cannot process. 
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E$SEG$BOUNDS 

E$SEPARATOR 

E$STRING 
E$STRING$BUFFER 

E$TIME 
E$TYPE 



The Application Loader created multiple segments in 
which to load information. One of the data records 
in the object file specified a load address outside 
of the created segments. 

The call found an invalid separator while scanning 
the command line. The following is a list of the 
invalid command separators: X, <>, ||, |, [, and ]. 

The size of the command's pathname exceeds the 
length limit of 255 (decimal) characters. 

The size of the command's pathname exceeds the size 
of the command name buffer specified during the 
configuration of the Human Interface. 

The calling task's job was not created by the Human 
Interface. 

The command$conn parameter is token for an object 
that is not a command connection. 
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C$SEND$CO$RESPONSE, a message processing call, sends a message to :C0! 
and reads a response from :CI:. 



CALL RQ$C$SEND$CO$RESPONSE(response$p, response$max, message$p, 

except$ptr); 



INPUT PARAMETERS 
message$p 

response$max 



A POINTER to a STRING containing the message to be 
sent to :C0:. If zero, no message is sent. 

A WORD that specifies the length in bytes of the 
string pointed to by the response$p parameter. If 
response$max is s:ero, no response from :CI: will be 
requested; control returns to the calling task 
immediately. 



OUTPUT PARAMETERS 
response$p 

except$ptr 



A POINTER to a STRING that receives the operator's 
response from :CI:. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

When used with all its features, C$SEND$CO$RESPONSE sends the string 
pointed to by message$p to :C0: and waits for a response from :CI:. It 
places this response in the string pointed to by response$p. However, If 
message$p is zero, C$SEND$CO$RESPONSE omits sending the message to :C0:; 
if either response$max or response$p is zero, it does not wait for a 
response from :CI:. Therefore, the operations performed by 
C$SJEND$CO$RESPONSE depend on the values of the message$p and response$max 
parameters, as follows: 



message$p 

zero 
zero 

non-zero 
non-zero 



response$max 

zero 

non-zero 
non-zero 
zero 



Action 

Perform no I/O 

Send no message, wait for input 
Send message, wait for input 
Send message, don't wait 
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If C$SEND$CO$RESPONSE requests a response from :CI:, output from other 
tasks can be displayed at :C0: while the system waits for a response from 
:CI:. 

The main distinction between C$SEND$CO$RESPONSE and C$SEND$EO$RESPONSE 
calls is that C$SEND$EO$RESPONSE always sends messages to and receives 
messages from the operator's terminal; input and output cannot be 
redirected to another device. In contrast, C$SEND$CO$RESPONSE sends 
messages to :C0: and receives messages from :CI:; therefore, programs 
such as SUBMIT can redirect this input and output. 



EXCEPTION CODES 
E$OK 
E$ CONTEXT 



E$CONNECTION$- 
OPEN 



No exceptional conditions were encountered. 

The calling task's job was not created by the Human 
Interface. 

At least one of the following is true: 



E$EXIST 
E$FLUSHING 
E$IO$HARD 
E$IO$OPRINT 



• The connection to :CI: was not open for reading 
or the connection to :C0: was not open for 
writing. 

• The connection to :CI: or :C0: was not open. 

• The connection to :CI: or :C0: was opened with 
A$0PEN rather than S$0PEN. 

The token value for :CI: or :C0: is not a token for 
an existing object. 

The device containing the :CI: and :C0: files was 
being detached. 

While attempting to access the :CI: or :C0: file, 
the Operating System detected a hard l/O error. 

While attempting to access the :CI: or :C0: file, 
this call found that the device was off-line. 
Operator intervention is required. 

C$FORMAT$EXCEPTION returns the value E$IO$NOT$READY 
for this code. 
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E$IO$SOFT 

E$IO$UNCLASS 
E$IO$WRPROT 

E$LIMIT 



E$MEM 
E$NOT$CONNECTION 

E$PARM 
E$ SPACE 



E$STREAM$SPECIAL 

E$SUPPORT 

E$TIME 



While attempting to access the :CI: or :C0: file, 
this call detected a soft l/O error. It tried 
again, but was unsuccessful. Another try might be 
successful. 

An unknown type of I/O error occurred while this 
call tried to access the :CI: or :C0: file. 

While attempting to obtain a connection to the :C0: 
file, this call found that the volume containing 
the file is write-protected. 

At least one of the following is true: 

• The calling task's job has already reached its 
object limit. 

• The calling task's job, or the job's default 
user object, is already involved in 255 
(decimal) I/O operations. 

• The calling task's job was not created by the 
Human Interface. 

The memory available to the calling task's job is 
not sufficient to complete the call. 

The call obtained a token for an object that should 
have been a connection to :CI: or :C0: but was not 
a file connection. 

The call attempted to write beyond the end of a 
physical file. 

One of the following is true: 

• The output volume is full. 

• The call attempted to write beyond the end of a 
physical file. 

When attempting to read or write to :CI: or :C0:, 
the Extended I/O System issued an invalid stream 
file request. 

The connection to :CI: or :C0: was not created by 
this job. 

The calling task' s job was not created by the Human 
Interface. 
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C$SEND$EO$RESPONSE 



C$SEND$EO$RESPONSE, a message processing call, sends a message to and 
reads a response from the operator's terminal. 



CALL RQ$G$SEND$EO$RESPONSE(response$p, response$max, raessage$p, 

except$ptr); 



INPUT PARAMETERS 
message$p 

response$max 



A POINTER to a STRING containing the message to be 
sent to the operator's terminal. If zero, no 
message is sent. 

A WORD that specifies the length in bytes of the 
string pointed to by the response$p parameter. If 
response$max is zero, no response from the 
operator's terminal will be requested; control 
returns to the calling task immediately. 



OUTPUT PARAMETERS 
response$p 

except$ptr 



A POINTER to a STRING that receives the operator's 
response from the terminal. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

When used with all its features, C$SEND$EO$RESPONSE sends the string 
pointed to by message$p to the operator's terminal and waits for a 
response from the operator. It places this response in the string 
pointed to by response$p. However, if message$p is zero, 
C$SEND$EO$RESPONSE omits sending the message to the operator; if either 
response$max or response$p is zero, it does not wait for a response. 
Therefore, the operations performed by C$SEND$EO$RESPONSE depend on the 
values of the message$p and response$max parameters, as follows: 



message$p 

zero 
zero 

non-zero 
non-zero 



response$max 

zero 

non-zero 
non-zero 
zero 



Action 

Perform no I/O 

Send no message, wait for input 
Send message, wait for input 
Send message, don't wait 
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If C$SEND$EO$RESPONSE requests a response from the terminal, no other 
output can be displayed at the terminal until C$SEND$EO$RESPONSE receives 
a line terminator from the operator. However, the operator can choose to 
Ignore the displayed message by entering a line terminator only. 

The main distinction between C$SEND$CO$RESPONSE and C$SEND$E0$RESPONSE 
calls is that C$SEND$EO$RESPONSE always sends messages to and receives 
messages from the operator's terminal; input and output cannot be 
redirected to another device. In contrast, C$SEND$CO$RESPONSE sends 
messages to :C0: and receives messages from :CI:; therefore programs such 
as SUBMIT can redirect this input and output. 



EXCEPTION CODES 
E$OK 

E$CONNECTION$- 
OPEN 



E$CONTEXT 

E$ERROR$- 
OUTPUT 

E$EXIST 

E$FLUSHING 

E$IO$OPRINT 



No exceptional conditions were encountered. 
At least one of the following is true: 



• The connection to :CI: was not open for reading 
or the connection to :C0: was not open for 
writing. 

• The connection to :CI: or :C0: was not open. 

• The connection to :CI: or :C0: was opened with 
A$0PEN rather than S$0PEN. 

The calling task's job was not created by the Human 
Interface. 

Attempted to call SEND$EO$RESPONSE through an 
invalid method. 

The token value for :CI: or :C0: is not a token for 
an existing object. 

The device containing the :CI: and :C0: files was 
being detached. 

While attempting to access the terminal, this call 
found that the device was off-line. Operator 
intervention is required. C$F0RMAT$EXCEPTI0N 
returns the value E$I0$N0T$READY when given this 
code. 
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E$LIMIT 



E$MEM 



At least one of the following is true: 

• The calling task's job has already reached its 
object limit. 

• The calling task's job or the job's default user 
object is already involved in 255 (decimal) I/O 
operations. 

• The calling task's job was not created by the 
Human Interface. 

The memory pool of the calling task's job does not 
currently have block of memory large enough to 
allow this system call to run to completion. 



E$NOT$ CONNECTION The call obtained a token for an object that should 

have been a connection to :CI: or :C0: but was not 
a file connection. 



E$PARAM 



The call attempted to write beyond the end of a 
physical file. 



E$STREAM$ SPECIAL When attempting to read or write to :CI: or :C0:, 

the Extended I/O System issued an Invalid stream 
file request. 



E$SUPP0RT 
E$TIME 



The connection to the terminal was not created by 
this job. 

The calling task's job was not created by the Human 
Interface. 
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C$SET$PARSE$BUFFER 



C$SET$PARSE$BUFFER, a command parsing call, permits parsing the contents 
of a buffer other than the command line buffer whenever the parsing 
system calls are used. 



offset = RQ$C$SET$PARSE$BUFFER(buff$p, buff$max, except$ptr); 



INPUT PARAMETERS 
buff$p 

buff$max 



A POINTER to a buffer containing the text to be 
parsed. If the buff$p is zero, the buffer used for 
parsing reverts to the command line buffer and the 
buff$max parameter is ignored. 

A WORD that specifies the length in bytes of the 
string pointed to by the buff$p parameter. 



OUTPUT PARAMETERS 
offset 

except$ptr 



A WORD in which the Human Interface places the byte 
offset from the start of the parsing buffer of the 
last byte parsed In the previous parsing buffer. 

A POINTER to a WORD in which the Human Interface 
returns a condition code. 



DESCRIPTION 

C$SET$PARSE$BUFFER allows you to parse buffers other than the command 
line. You can change buffers at will; you can also revert to the command 
line parsing buffer by calling C$SET$PARSE$BUFFER with buff$p=0. 
However, only one parsing buffer per job can be active at any given time. 

When called, C$SET$PARSE$ BUFFER sets the parsing pointer to the beginning 
of the specified buffer. However, it also returns a value (in the offset 
parameter) that identifies the last byte parsed in the previous parsing 
buffer. This gives you the ability, when switching back to the previous 
buffer, of positioning the parsing pointer to its previous position with 
successive calls to C$GET$CHAR. 



Note that C$SET$PARSE$BUFFER does not affect the buffer from which 
C$GET$INPUT$PATHNAME and C$GET$OUTPUT$PATHNAME retrieve pathnames, 
system calls always obtain their pathnames from the command line. 



These 
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EXCEPTION CODES 
E$OK 
E$CONTEXT 

E$LIMIT 



E$MEM 



No exceptional conditions were encountered. 

The calling task's job is not an I/O job. Refer to 
the IRMX 86 EXTEKDED I/O SYSTEM REFERENCE MANUAL 
for information about I/O jobs. 

At least one of the following is true: 

• The calling task's Job has already reached its 
object limit. 

• This indicates! that the calling task's job was 
not created by the Human Interface. 

The memory available to the calling task' s job is 
not sufficient to complete the call. 



*** 
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CHAPTER 9 

CONFIGURATION OF 

THE HUMAN INTERFACE 



The Human Interface is a configurable part of the Operating System. It 
contains several options that you can adjust to meet your specific 
needs. To help you make configuration choices, Intel provides three 
kinds of information: 

• A list of configurable options 

• Detailed information about the options 

• Procedures to allow you to specify your choices 

The balance of this chapter provides the first category of Information. 
To obtain the second and third categories of Information, refer to the 
IRMX 86 CONFIGURATION GUIDE. 

Human Interface configuration consists of two parts: resident 
configuration and nonresident configuration. Resident configuration 
involves configuring the portion of the Human Interface that resides in 
system memory at all times. This configuration takes place during the 
configuration of the entire Operating System, when you adjust parameters, 
include or exclude layers of the Operating System, and generate an 
executable version of the Operating System. You cannot change the 
resident configuration without reconfiguring the entire Operating 
System. Nonresident configuration involves setting up an iRMX 86 
directory structure and placing information about users into IRMX 86 
files. The nonresident configuration information must be present when 
the application system starts running, but you can modify the information 
in the nonresident configuration files while the system is running. For 
the new nonresident configuration to take effect, you must reinitialize 
your application system. 



RESIDENT CONFIGURATION 

When you perform the resident Human Interface configuration, you can 
modify parameters of the Human Interface that affect all Human Interface 
users. These Include: 

• Information about the Human Interface's Initial job, such as 
minimum and maximum memory pool size and whether jobs created by 
the Human Interface expect to use the 8087 Numeric Processor 
Extension. 

• Information about the Initial user (or single user, if a 
single-access system), including terminal name, user ID, maximum 
priority, pathname of initial j)rogram, and default directory. 
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• Information about the jobs created by the Human Interface, 
including minimum and maximum memory pool sizes. 

• Initial size of the buffer that the Human Interface uses when 
constructing commands. 

• Maximum length of a command pathname. 

• List of directories that the Huiaian Interface automatically 
searches, in order, when trying to find a command. 

• Pathname of the directory assigned to the logical name : SYSTEM: 
and a list of pathnames and the logical names that you want the 
Human Interface to assign upon initialization. 

• Whether the Human Interface includes an initial program that is 
linked to the Human Interface and used for all operators 
(resident initial program), or whether a separate initial program 
is used for each operator. If you include a resident initial 
program, you can also specify its pathname. 



NONRESIDENT CONFIGURATION 

The nonresident configuration involves specifying information about the 
terminals and users that access a multi -access Human Interface. 

For each terminal in the system you can specify: 

Terminal name 

Associated user name 

Memory partition size 

Maximum priority 

Pathname of the initial program 
For each user in the system you can specify 

User ID 

Password 

Memory partition size 

Default prefix 

Pathname of the initial program 

Maximum job priority 
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APPENDIX A 

HUMAN INTERFACE 

TYPE DEFINITIONS 



The type definitions used in Human Interface system call description are 
defined in Table A-1. 



Table A-1. Type Definitions 



Type 



Definition 



BYTE 
WORD 
INTEGER 

POINTER 
SELECTOR 
TOKEN 
STRING 



STRING$TABLE 



An unsigned, eight-bit, binary number. 

An unsigned, two-byte, binary number. 

A signed, two-byte, binary number that is stored in 
two's complement form. 

Two consecutive words containing the base of a segment 
and the offset into that segment. The offset must be 
In the word having the lower address. 

A 16-bit quantity that is equivalent to the base 
portion of a pointer. Your PL/M compiler may not 
support this data type. 

A word or selector whose value identifies an object. 
A TOKEN can be declared literally a WORD or a 
SELECTOR, depending on your needs. 

A sequence of consecutive bytes. The value contained 
in the first byte is the number of bytes in the rest 
of the string. Since a string contains only a single 
byte in which to store the count, the maximum number 
of characters that a string can contain is 255. A 
zero count specifies a null string. 

A count byte followed by a sequence of consecutive 
strings. The value contained in the count byte is the 
number of strings in the rest of the string table. 
Since the string table contains only a single byte in 
which to store the count, the maximum number of 
strings that a string table can contain is 255. A 
zero count specifies a null string table. 



Human Interface A-1 




APPENDIX B 
HUMAN INTERFACE 
EXCEPTION CODES 



Like other iRMX 86 software systems, the Human Interface returns a 
condition code whenever a Human Interface call is invoked. If the call 
executes without error, the Human Interface returns the code E$OK. When 
an error is encountered during call execution, an exceptional condition 
code is returned. The exceptional condition code may be returned either 
from the Human Interface or from one of the other iRMX 86 layers residing 
below it. The exception codes listed in Table B-1 are unique to the 
Human Interface. 



Table B-1. Human Interface Exception Codes 



Programmer Errors: 


E$PARSE$TABLES 


8080H 




E$JOB$TABLES 


8081H 




E$DEFAULT$SO 


8083H 




E$ STRING 


8084H 




E$ERROR$OUTPUT 


8085H 




Environmental Errors: 


E$OK 


OOOOH 




E$LITERAL 


0080H 




E$STRING$BUFFER 


008 IH 




E$ SEPARATOR 


0082H 




E$CONTINUED 


0083H 




E$INVALID$NUMERIC 


0084H 




E$LIST 


0085H 




E$ WILDCARD 


0086H 




E$PREPOSITION 


0087H 




E$PATH 


0088H 




E$CONTROL$C 


0089H 




E$ CONTROL 


008AH 




E$UNMATCHED$LISTS 


008BH 




E$DATE 


008CH 




E$NO$ PARAMETER 


008DH 




E$VERSION 


008EH 




E$GET$PATH$ORDER 


008FH 
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The values of condition codes fall Into ranges based on the IRMX 86 layer 
which first detects the condition. Table B-2 lists the layers and their 
respective ranges, with numeric values expressed In hexadecimal 
notation. Table B-3 lists all the exception codes for the operating 
system. All the exception codes are listed to their type (environmental 
errors, Nucleus programming errors, etc.). For more Information on the 
exception codes, consult the manual which describes the layer from which 
the exception code originates. 



Table B-2. Condition Code Ranges 



Layer 


Environmental 
Condition!? 


Programming 
Errors 


Nucleus 


OH to IFH 


8000H to 801FH 


I/O Systems 


20H to -'iFH 


8020H to 805FH 


Application Loader 


60H to 7FH 


8060H to 807FH 


Human Interface 


80H to AFH 


8080H to 80AFH 


Universal Development 
Interface 


COH to DFH 


80C0H to 80DFH 


Reserved for Intel * 


EOH to 3FFFH 


80E0H to BFFFH 


Reserved for users 


4000H to 7FFFH 


COOOH to FFFFH 


Note: * Exception codes in this range (130 to 14FH; 8130 to 814FH) 

could occur if you are a user of an IRMX system with IMMX 800 
software. Refer to IMMX 800 MULTIBUS MESSAGE EXCHANGE 


REFERENCE MANUAL for an explanation of exception conditions 
within this range. 
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Table B-3. Conditions And Their Codes 



Category/ 




Numeric Code 






Mnemonic 


Meaning 


Hex 


Decimal 


E$OK 


The most recent systeim call was 








successful. 


OH 





Nucleus Environmental Conditions 


E$TIME 


A time limit (possibly a limit of 
zero time) expired without a task's 








request being satisfied. 


IH 


1 


E$MEM 


There is not sufficient memory avail- 








able to satisfy a task's request. 


2H 


2 


E$BUSY 


Another task currently has access to the 








data protected by a region. 


3H 


3 


E$LIMIT 


A task attempted an operation which, 
if it had been successful, would have 








violated a Nucleus-enforced limit. 


4H 


4 


E$ CONTEXT 


A system call was issued out of context 
or the Operating System was asked to 








perform an impossible operation. 


5H 


5 


E$EXIST 


A token parameter has a value which is 








not the token of an existing object. 


6H 


6 


E$ STATE 


A task attempted an operation which 
would have caused an impossible 








transition of a task's state. 


7H 


7 


E$NOT$CON- 


This system call is not part of the 






FIGURED 


present configuration. 


8H 


8 


E$INTER- 


An interrupt task has accumulated the 






RUPT$ SAT- 


maximum allowable number of SIGNAL$IN- 






URATION 


TERRUPT requests. 


9H 


9 


E$INTKR- 


An interrupt task has accumulated more 






RUPT$OV- 


than the maximum allowable amount of 






ERFLOW 


SIGNAL$INTERRUPT requests. 


OAH 


10 
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Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 



Meaning 



Numeric Code 



Hex Decimal 



I/O System Environmental Conditions 



E$FEXIST 

E$FNEXIST 

E$DEVFD 

E$SUPPORT 

E$EMPTY$- 
ENTRY 

E$DIR$END 

E$FACCESS 

E$FTYPE 

E$ SHARE 

E$SPACE 
E$IDDR 

E$IO 
E$FLUSHING 

E$ILLVOL 



E$DEV$OFF- 
LINE 

E$IFDR 



The specified file already exists. 

The specified file does not exist. 

The device driver and file driver are 
Incompatible. 

The combination of parameters entered 
is not supported. 

The specified entry In a directory file 
is empty. 

The specified directory entry index is 
beyond the end of the directory file. 

The connection does not have the correct 
access to the file. 

The requested operation is not valid for 
this file type. 

The requested operation attempted an 
Improper kind of file sharing. 

There Is no space left on the volume. 

An invalid device driver request 
occurred. 

An I/O error occurred. 

The connection specified in the call was 
deleted before the operation completed. 

The device contains an invalid or 
improperly-formatted volume. 

The device being accessed is now offline. 



An invalid file driver request occurred. 



2 OH 
21H 

22H 

23H 

24H 

25H 

26H 

27H 



2CH 

2DH 
2EH 

2FH 



32 
33 

34 

35 

36 

37 

38 

39 



28H 


40 


29H 


41 


2AH 


42 


2BH 


43 



44 

45 
46 

47 
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Table B-3. Conditions And Their Codes (continued) 



Category/ 


■'-■'". . ■ ...■-■■.-■ 


Numeric Code 






Mnemonic 


Meaning 


Hex 


Decimal 


I/O 


System Environmental Conditions (continued) 




E$FRAGMENT- 


The file Is too fragmented to be 






ATION 


extended. 


30H 


48 


E$DIR$NOT$- 


The call is attempting to delete a 






EMPTY 


directory that is not empty. 


31H 


49 


E$NOT$FILE$- 


The connection parameter is not a 






CONN 


file connection, but it should be. 


32H 


50 


E$NOT$DEV- 


The connection parameter is not a device 






ICE$CONN 


connection, but it should be. 


33H 


51 


E$CONN$NOT$- 


The connection is either closed or it is 






OPEN 


open for access not compatible with the 








current request. 


34H 


52 


E$CONN$OPEN 


The task attempted to open a connection 








that is already open. 


35H 


53 


E$BUFFERED$- 


The specified connection was opened by 






CONN 


the EIOS, which specified one or more 








buffers for the connection. 


36H 


54 


E$OUTSTAND- 


A soft detach was specified, but 






ING$CONNS 


connections to the device still exist. 


37H 


55 


E$ALREADY$- 


The specified device Is already attached. 






ATTACHED 




38H 


56 


E$DEV$- 


The file specified Is on a device that 






DETACHING 


the Operating System is detaching. 


39H 


57 


E$NOT$SAME$- 


The existing pathname and the new path- 






DEVICE 


name refer to different devices. You 
cannot simultaneously rename a file and 








move it to another device. 


3AH 


58 


E$ILLOGICAL$- 


The call is attempting to rename a di- 






RENAME 


rectory to a new path containing Itself. 


3BH 


59 
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Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 


Meaning 


Numeric Code 


Hex 


Decimal 


I/O 


System Environmental Conditions (continued) 






E$STREAM$- 
SPECIAL 


A stream file request is out of context. 
Either it is a query request and another 
query request is already queued, or it is 
a satisfy request and either the request 
queue is empty or a query request is 
queued. 


3CH 


60 


E$INVALID$- 
FNODE 


The connection refers to a file with an 
invalid fnode. You should delete this 
file. 


3DH 


61 


E$PATHNAME$- 
SYNTAX 


The specified pathname contains invalid 
characters. 


3EH 


62 


E$FNODE$LIMIT 


The volume already contains the maximum 
number of files. No more fnodes are 
available for new files. 


3F 


63 


E$LOG$NAME$- 
SYNTAX 


The specified pathname starts with a 
colon (:), but it does not contain a 
second, matching colon. 


40H 


64 


E$IOMEM 


The Basic I/O System has insufficient 
memory to process a request. 


42H 


66 


E$MEDIA 


The device containing a specified file 
is not on-line. 


44H 


68 


E$LOG$NAME$- 
NEXIST 


The Extended I/O System was unable to 
find the specified logical name in the 
object directories that it checks. 


45H 


69 


E$NOT$OWNER 


The user who attempt€;d to detach the 
device is not the owner of the device. 


46H 


70 


E$IO$JOB 


The Extended I/O System cannot create an 
I/O job because the size specified for 
the object directory Is too small. 


47H 


71 


E$IO$UNCLASS 


An unknown type of I/O error occurred. 


5 OH 


80 
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Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 


Meaning 


Numeric Code 


Hex Decimal 


I/O System Environmental Conditions (continued) 


E$IO$SOFT 

E$IO$HARD 

E$IO$OPRINT 

E$IO$WRPROT 
E$IO$NO$DATA 

E$IO$MODE 


A soft I/O error occurred. A retry might 
be successful. 

A hard I/O error occurred. A retry is 
probably useless. 

The device was off-line. Operator 
intervention is required. 

The volume Is write-protected. 

A tape drive attempted to read the next 
record, but it found no data 

A tape drive attempted a read (write) 
operation before the previous write 
(read) completed 


51H 81 

52H 82 

53H 83 
54H 84 

55H 85 
56H 86 


Application Loader Environmental Conditions 


E$BAD$GROUP 

E$BAD$HEADER 

E$BAD$SEGDEF 

E$CHECKSUM 

E$EOF 

E$FIXUP 

E$NO$LOADER$- 
MEM 


The group definition record contains an 
invalid group component. 

The object file contains an invalid 
header record. 

The object file contains an invalid 
segment definition record. 

A checksum error occurred while reading 
a record. 

The Application Loader encountered an 
unexpected end-of-flle while reading 
a record. 

The file contains an invalid fixup 
record. 

There is insufficient memory to satisfy 
the memory requirements of the 
Application Loader. 


61H 97 
62H 98H 
63H 99H 
64H 100 

65H 101 
66H 102 

67H 103 
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Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 


Meaning 


Numeric Code 


Hex Decimal 


Application Loader Environmental Conditions (continued) 


E$NO$MEM 

E$REC$FORMAT 

E$REC$LENGTH 

E$REC$TYPE 
E$NO$ START 

E$JOB$SIZE 

E$OVERLAY 

E$LOADER$- 
SUPPORT 

E$SEG$BOUNDS 


There is insufficient memory to create 
PIC/LTL segments. 

The file contains an invalid record 
format. 

The record length exceeds the configured 
size of the Application Loader buffer. 

The file contains an invalid record type. 

The Application Loader could not find the 
start address. 

The maximum memory-pool size of the job 
being loaded is smaller than the amount 
of memory required to load its object 
file. 

The overlay name does not match any of 
the overlay module names. 

The file requires features not supported 
by the Application Loader as configured. 

One of the data records in a module 
loaded by the Application Loader referred 
to an address outside the segment created 
for it. 


68H 104 

69H 105 

6AH 106 
6BH 107 

6CH 108 

6DH 109 
6EH 110 
6FH 111 

70H 112 


Human Interface Environmental Conditions 


E$LITERAL 

E$STRING$BUF- 
FER 

E$SEPARATOR 


The parsing buffer contains a literal 
with no closing quote. 

The string to be returned exceeds the 
size of the buffer the user provided in 
the call. 

The parsing buffer contains a command 
separator. 


80H 128 

- 

81H 129 
82H 130 



Human Interface B-8 



HUMAN INTERFACE EXCEPTION CODES 



Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 


Meaning 


Numeric Code 


Hex 


Decimal 


Human 


Interface Environmental Conditions (continued) 




E$CONTINUED 


The parse buffer contains a continuation 
character. 


83H 


131 


E$INVALID$- 
NUMERIC 


A numeric value contains invalid 
characters. 


84H 


132 


E$LIST 


A value in the value list is missing. 


85H 


133 


E$WILDCARD 


A wild-card character appears in an 
invalid context, such as in an inter- 
mediate component of a pathname. 


86H 


134 


E$PREPOSITION 


The command line contains an invalid 
preposition. 


87H 


135 


E$PATH 


The command line contains an invalid 
pathname. 


88H 


136 


E$CONTROL$C 


The user typed a CONTROL-C to abort the 
command „ 


89H 


137 


E$CONTROL 


The command line contains an invalid 
control. 


8AH 


138 


E$UNMATCHED$- 
LISTS 


The number of files in the input and 
output pathname lists is not the same. 


8BH 


139 


E$DATE 


The operator entered an invalid date. 


8CH 


140 


E$NO$PARAM- 
ETERS 


A command expected parameters, but 
the operator didn't supply any. 


8DH 


141 


E$VERSION 


The Human Interface is not compatible 
with the version of the command the 
operator invoked. 


8EH 


142 


E$GET$PATH$- 
ORDER 


A command called C$GET$OUTPUT$PATHNAME 
before calling C$GET$ INPUT $ PATHNAME 


8FH 


143 


UDI Environmental Conditions 


E$UNKNOWN$EXIT 


The program exited normally. 


OCOH 


192 
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HUMAN INTERFACE EXCEPTION CODES 



Table B-3. Conditions And Their Codes (continued) 



Category/ 




Numeric 


Code 






Mnemonic 


Meaning 


Hex Decimal 


UDI Environmental Conditions (continued) 


E$WARNING$EXIT 


The program Issued warning messages. 


OCIH 


193 


E$ERROR$EXIT 


The program detected errors. 


0C2H 


194 


E$FATAL$EXIT 


A fatal error occurred In the program. 


0C3H 


195 


E$ABORT$EXIT 


The Operating System aborted the 
program. 


0C4H 


196 


E$UDI$INTERNAL 


A UDI Internal error occurred. 


0C5H 


197 


Nucleus Prograiriaer Errors 


* E$ZERO$- 


A task attempted a divide In which 






DIVIDE 


the quotient was larger than 16 bits. 


8000H 


32768 


* E$OVERFLOW 


An overflow Interrupt occurred. 


8001H 


32769 


E$TYPE 


A token parameter referred to an 
existing object that is not of the 








required type. 


8002H 


32770 


E$PARAM 


A parameter that Is neither a token 








nor an offset has an invalid value. 


8004H 


32772 


E$BAD$CALL 


An OS extension received an invalid 








function code. 


8005H 


32773 


* E$ARRAY$- 


Hardware or software has detected an 






BOUNDS 


array overflow. 


8006H 


32774 


* E$NDP$STATUS 


A Numeric Processor Extension (NPX) 
error has occurred. OS extensions 
can return the status of the NPX to 








the exception handler. 


8007H 


32775 


* E$ILLEGAL$- 


The lAPX 186 or 286 processor tried 


8008H 


32776 


OPCODE 


to execute an Invalid instruction 






* For lAPX 2 


36-based systems, a CPU trap caused this 


exceptional 


condition. 
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HUMAN INTERFACE EXCEPTION CODES 



Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 



Meaning 



Numeric Code 



Hex Decimal 



Nucleus Programmer Errors (continued) 



* E$EMULATOR$- 
TRAP 



* E$INTERRUPT$- 
TABLE$LIMIT 



* E$CPUXFER$- 
DATA$LIMIT 



* E$SEG$WRAP$- 
AROUND 



E$CHECK$EX- 
CEPTION 



The lAPX 186 or 286 processor tried 
to execute an ESC Instruction with 
the "emulator" bit set in the 
relocation register (lAPX 186) or 
the machine status word (lAPX 286). 

An lAPX 286 LIDT Instruction changed 
the Interrupt table limit to a value 
between 20H and 42H. 

For an lAPX 286 processor, the 
processor extension data transfer 
exceeded the offset of OFFFFH in a 
segment. 

For an lAPX 286 processor, either a 
word operation attempted a segment 
wraparound at offset OFFFFH; or a 
PUSH, CALL, or INT Instruction 
attempted to execute while SP = 1. 

A Pascal task has exceeded the bounds 
of a CASE statement. 



8009H 



800AH 



800BH 



800CH 



8017H 



32777 



32778 



32779 



32780 



32791 



I/O System Programmer Errors 



E$NOUSER 

E$NOPREFIX 

E$NOT$LOG$NAME 

E$NOT$DEVICE 



No default user Is defined. 

No default prefix is defined. 

The specified object is not a device 
connection or file connection. 

A token parameter referred to an 
existing object that is not, but 
should be, a device connection. 



8021H 
8022H 

8040H 
8041H 



32801 
32802 

32832 
32833 



* For lAPX 286-based systems, a CPU trap caused this exceptional 
condition. 
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Table B-3. Conditions And Their Codes (continued) 



Category/ 
Mnemonic 


Meaning 


Numeric Code 


Hex Decimal 


I/O System Programmer Errors (continued) 


E$NOT$CON- 
NECTION 


A token parameter referred to an 
existing object that is not, but 
should be, a file conaection. 


8042H 32834 


Application Loader Programmer Error 


E$JOB$PARAM 


The maximum memory pool size specified 
for the job is less than the minimum 
memory pool size specified. 


8060H 32864 


Human Interface Programmer Errors 


E$PARSE$TABLES 
E$JOB$TABLES 

E$DEFAULT$SO 
E$ STRING 
E$ERROR$OUTPUT 


There is an error in the internal 
parse tables. 

An internal Human Interface table 
was overwritten, causing it to 
contain an invalid value. 

The default output name string 
is invalid. 

The pathname to be returned exceeds 
255 characters in length. 

The command Invoked by C$ SEND $ COMMAND 
Includes a call to C$:3END$E0$RESP0NSE , 
but the command connection does not 
permit C$SEND$EO$RESPONSE calls. 


8080H 32896 

8081H 32897 
8083H 32898 
8084H 32899 

8085H 32900 


UDI Programmer Errors 


E$RESERVE$- 
PARAM 

E$OPEN$PARAM 


The calling program tried to reserve 
memory for more than 12 files or 
buffers. 

The calling program requested more 
than two buffers when opening a file. 


80C6H 32966 
80C7H 32967 
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APPENDIX C 
STRING TABLE FORMAT 



The iRMX 86 Operating System uses structures called strings to store 
groups of ASCII characters (such as pathnames). The Operating System 
assumes a string to be a series of consecutive bytes broken into two 
portions: a count byte and text bytes. The first byte in the string is 
the count byte; its value is set to the number of bytes in text portion 
of the string. The text bytes contain the substance of the string. 

The Operating System also uses another structure called a string table. 
A string table consists of a count byte and a series of consecutive 
strings. As with the string, the first byte in the string table is the 
count byte; its value is set to the number of strings in the string 
table. The diagram in Figure C-1 shows the string$table parameter format, 



BYTE: number of entries (n) | 


STRING: 


string 1 


STRING: 


string 2 


STRING: 


string 3 



STRING: string n 



Extra space, if any 



Figure C-1. String Table Format 
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STRING TABLE FORMAT 



EXAMPLE : 



Assume you wish to generate a string table containing the words HAPPY, 
GLAD, and SAD. The following declarations would be needed: 



DECLARE 

p$table(*) BYTE DATA(3, 



/* NUMBER OF STRINGS */ 
5, 'HAPPY', 
4, 'GLAD', 
3, 'SAD' ); 



*** 
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INDEX 



Primary references are underscored. 



AFTER preposition 3-2 
ampersand (&) 3-3 

Basic I/O System 2-1 
BYTE data type A-1 

C$CREATE$COMMAND$CONNECTION system call 2-3, 5-1, 8-4 
C$DELETE$COMMAND$CONNECTION system call 2-3, 5-3, 8-8 
C$FORMAT$EXCEPTION system call 4-4, 8-9 
C$GET$CHAR system call 3-15, 3-17, 8-11 
C$GET$COMMAND$NAME system call 3-17, S^JlJ 
C$GET$INPUT$CONNECTION system call 3-6, 4-1, 7-1, 8-15 
C$GET$INPUT$PATHNAME system call 1-4, 2-3, 3-5, 7-1, 8-20 
C$GET$OUTPUT$CONNECTION system call 3-6, 4-1, 7-1, 8-25 
C$GET$OUTPUT$PATHNAME system call 1-4, 2-3, 3-5, 7-1, 8-31 
C$GET$PARAMATER system call 2-3, 3-10, 7-1, 8-34 
changing the parsing buffer 3-15 
characters 8-11 
:CI: 8-45 
CLI 1-1, 2-2 
:C0: 8-45 
command connection 2-2, 8-38 

creating 5-1, 8-4 

deleting 8-8 

example 5-3 

sending commands 8-38 
command creation 7-1 
command line 

Interpreter (CLI) 1-1, 2-2 

parsing 3-1, 7-1 

structure 3-1 
command name 3-1; 3-17, 8 -13 
command processing system calls 5-1 

example 5-3 
commands 1-2 
comment characters 3-4 

communicating with the terminal 2-1, 4-3 
condition codes B-1 
configuration 9-1 
connections 4-1 

input 4-1, 8-15 

output 4-1, 8-25 
continuation characters 3-3, 8-38 
continuation lines 2-2 
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Control-C handling 6-1 

creating command connections 5-1, 8-4 

creating conraiands 7-1 

C$SEND$CO$RESPONSE system call 2-2, 4-3, 8-45 

C$SEND$COMMAND system call 2-2, 2-3, 3--3, 5-2, 8-38 

C$SEND$EO$RESPONSE system call 4-3, 8;2^t8 

C$SET$PARSE$BUFFER system call 2-3, 3-1.6, 8-51 

customized initial program 2-3 

data types A-1 

deleting command connections 5-3, 8-8 
dictionary of system calls 8-2 
displaying exception codes 4-4, 8-9 
dynamic memory size 7-4 

errors B-1 

exception code formatting 4-4, 8-9 

exception codes B-1 

EXIT$IO$JOB system call 2-3, 7-2 

Extended I/O System 2-1 

extension objects 7-2 

I/O and message processing 4-1 

INCLUDE files 7-2 

initial program 1-1, 1-3, 2-2 

customized 2-3 

standard 2-2 
inpath-list 3-2 
input 

connections 4-1, 8-15 

pathnames 8-20 
INTEGER data type A-1 
interactive job 1-1 

keyword 3-3, 3-11, 8-34 

LINK86 command 7-3 
L0C86 command 7-4 
logon file 2-2 

message processing system calls 4-1 
messages 8-9, 8-15, 8-26 
multi-access support 1-3, 2-1 

nonresident configuration 9-2 
nonstandard command lines 3-13 

object code 7-3 

obtaining a command name 3-17 

outpath-list 3-2 

output 

connection 4-1, 8-25 

pathnames 8-31 
OVER preposition 3-2 
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overview 1-1 



parameters 3-3, 8-34 
parsing 

buffer 3-1 . 3-15, 8-51 

commands 3-1, 7-1 

input and output pathnames 3-5 

nonstandard command lines 3-13 

parameters 3-10 
pathnames 

input 8-20 

output 8-31 
POINTER data type A-1 
preposition 3-2, 3-11, 8-31, 8-35 
:PROG: directory 2-2 
program control 6-1 

quoting characters (' or ") 3-4 

R7L0G0N file 2-2 

ranges of exception codes B-2 

regions 7-2 

resident configuration 9-1 

restricted system calls 7-2 

S$SPECIAL system call 6-2 

SELECTOR data type A-1 

semaphore 6-1 

semicolon ( ; ) 3-4 

sending command lines to command connections 5-2 

SET$EXCEPTION$HANDLER system call 4-4 

stack size 7-4 

standard initial program 1-3, 2-2 

stream file 8-5 

STRING$TABLE data type A-1, C-1 

strings 3-6, A-1 

structure of command lines 3-1 

supplied commands 1-2 

supporting multiple terminals 2-1 

system call dictionary 8-2 

system calls 1-2, 8-1 

command-parsing 1-2, 3-1 

command-processing 1-2, 5-1 

I/O and message-processing 1-2, 4-1 

program control 1-2, 6-1 
system manager 1-3 

terminal 

communications 4-3 

messages 8-45, 8-48 
terminating the command 7-2 
TO preposition 3-2 
TOKEN data type A-1 
type definitions A-1 
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wild-card characters 1-4, 3-8, 8-20 
WORD data type A-1 
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CHAPTER1 

INTRODUCTION TO THE 

UNIVERSAL DEVELOPMENT INTERFACE 



Intel's Universal Development Interface (known In this manual as the UDI) 
is a set of system calls that is compatible with each of Intel's 
operating systems. If an application system makes UDI system calls but 
no explicit calls to the resident Intel operating system, the application 
can be transported between operating systems. Figure 1-1 illustrates the 
relationship between application code, the processing hardware, and the 
layers of software that lie in between. 



APPLICATION CODE IN INTEL APPLICATION LANGUAGE(S) 



RUN-TIME LIBRARIES 

FOR 

NON-MATHEMATICAL FEATURES 



UDI LIBRARIES 

M^- 



* 



OPERATING SYSTEM 

* 



iAPX 86, 88, 186, 188 OR 2«6 



8087 
OR 

80287 
SUPPORT 
LIBRARY 



8087 

OR 

80287 



x-636 



Figure 1-1. The Application-Software-Hardware Model 
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In Figure 1-1, the downward arrows represent command flow and data flow 
from the application code down to the hardware, where the commands are 
ultimately executed. (Not shown in the figure is another set of arrows 
showing the upward flow of data from the hardware to the application 
code.) Note that one of the downward arrows is crossed out, signifying 
that the application code does not make direct calls to the operating 
system. Rather, all interaction between the application code and the 
operating system is done through the UDI software. 

By letting the UDI serve as the link between an application and the 
operating system, it is possible to switch operating systems simply by 
changing the Interface between the UDI and the operating system. In 
other words, all that is necessary to make an application transportable 
between operating system environments is a UDI library for each operating 
system. This library always presents the same interface to the 
application, but its interface with the operating system is designed 
specifically and exclusively for that operating system. Intel provides 
UDI libraries for the IRMX 86, iRMX 88, Series III, and Series IV 
operating systems. 

The UDI system calls, while presenting a standard Interface to user 
programs, behave somewhat differently when used in different operating 
system environments. The reason for this is that the operating systems 
each have many unique characteristics, and some of them are reflected in 
the results of the UDI calls. For information about the UDI and the 
minor behavioral differences it exhibits between operating systems, refer 
to the RUN-TIME SUPPORT MANUAL FOR lAPX 86,88 APPLICATIONS. 

The next chapter discusses the UDI in the context of the IRMX 86 
Operating System. 



:kifk 
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CHAPTER 2 

UDI SYSTEM CALLS IN 

THE iRMX^^ 86 ENVIRONMENT 



The purpose of this chapter is to describe the requirements and behavior 
of UDI system calls in the iRMK 86 environment. 



SYSTEM CALL DICTIONARY 

This section presents, in Table 2-1, a list of the UDI calls, arranged by 
functional category. Each entry in the list includes the name of the 
call, a concise description of its purpose, and its page number in this 
chapter. 



Table 2-1. System Call Dictionary 



SYSTEM CALL 


FUNCTION PERFORMED 


PAGE 




PROGRAM-CONTROL CALLS 


DQ$EXIT 


Exits from the current application job. 


2-20 


DQ$OVERLAY 


Causes the specified overlay to be loaded. 


2-37 


DQ$TRAP$CC 


Assigns Control-C procedure. 


2-51 


MEMORY-MANAGEMENT CALLS 


DQ$ALLOCATE 


Requests a memory segment of a specified size. 


2-8 


DQ$FREE 


Returns a memory segment to the system. 


2-25 


DQ$GET$SIZE 


Returns the size of a memory segment. 


2-31 


DQ$RESERVE$- 


Requests memory to be set aside for 


2-42 


IO$MEMORY 


overhead to be incurred by I/O operations. 
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Table 2-1. System Call Dictionary (continued) 



SYSTEM CALL 


FUNCTION PERFORMED 


PAGE 


FILE-HANDLING CALLS 


DQ$ATTACH 


Creates a connection to a file. 


2-9 


DQ$CHANGE$- 
ACCESS 


Changes the access rights associated with a 
file or directory. 


2-10 


DQ$CHANGE$- 
EXTENSION 


Changes the extension of a file name. 


2-12 


DQ$CLOSE 


Closes a file connection. 


2-13 


DQ$CREATE 


Creates a file. 


2-14 


DQ$DELETE 


Deletes a file. 


2-18 


DQ$DETACH 


Closes a file and deletes a connection to it. 


2-19 


DQ$FILE$INFO 


Returns data about a file connection. 


2-22 


DQ$GET$CON- 
NECTION$ STATUS 


Returns the status of a file. 


2-28 


DQ$OPEN 


Opens a file connection. 


2-34 


DQ$READ 


Reads the next sequence of bytes from a file. 


2-39 


DQ$RENAME 


Renames a file. 


2-41 


DQ$SEEK 


Moves the current position pointer of a file. 


2-44 


DQ$SPECIAL 


Sets the line-edit mode for a terminal. 


2-46 


DQ$TRUNCATE 


Truncates a file to a specified length. 


2-53 


DQ$WRITE 


Writes a sequence of bytes to a file. 


2-54 
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Table 2-1. System Call Dictionary (continued) 



SYSTEM CALL 


FUNCTION PERFORMED 


PAGE 


EXCEPTION-HANDLING CALLS 


DQ$DECODE$- 
EXCEPTION 


Converts an niimeric exception code into its 
equivalent mnemonic. 


2-15 


DQ$GET$EXCEPT- 
ION$ HANDLER 


Returns a POINTER to the current exception 
handler. 


2-30 


DQ$TRAP$- 
EXCEPTION 


Identifies a custom exception handler to 
replace the current handler. 


2-52 


UTILITY CALLS 


DQ$DECODE$TIME 


Returns system time and date in both binary 
and ASCII-character format. 


2-16 


DQ$GET$ARGUMENT 


Returns an argument from a command line. 


2-26 


DQ$GET$- 
SYSTEM$ID 


Returns the name of the underlying 
operating system supporting the UDI. 


2-37 


DQ$GET$TIME 


(Obsolete: Included for compatability. ) 


2-33 


DQ$SWITCH$BUFFER 


Selects a new buffer to contain command 
lines. 


2-49 
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OVERVIEW 

This section discusses the functions of the many of the system calls, 
highlighting the interrelationships, if any, among the calls in the 
functional groups of Table 2-1. 



MEMORY MANAGEMENT SYSTEM CALLS 

When the IRMX 86 Operating System loads and runs a program, the program is 
allocated memory, in an amount that depends upon how the program was 
configured. The portion of memory not occupied by loaded code and data — 
the free space pool — is available to the program dynamically, that Is, 
while the program runs. The Operating System manages memory as segments 
that programs can obtain, use, and return. 

Programs can use the UDI system calls named DQ$ALLOCATE and DQ$FREE to get 
memory segments from the pool, and to reiturn segments to the pool, 
respectively. They can also call DQ$GET$SIZE to receive information about 
allocated memory segments. 



FILE-HANDLING SYSTEM CALLS 

About one-half of UDI system calls are used to manipulate files. Figure 
2-1 shows the chronological relationships among the most frequently used 
file-handling system calls. 
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Figure 2-1. Chronology Of System Calls 
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The key to using IRMX 86 files Is the connection . A program wanting to 
use a file first obtains (a token for) a connection to the file and then 
uses the connection to perform operations on the file. Other programs can 
simultaneously have their own connections to the same file. Each program 
having a connection to a file uses its connection as if it has exclusive 
access to the file. 

A program obtains a connection by calling DQ$ATTACH (if the file already 
exists) or DQ$CREATE (to create a new file). When the program no longer 
needs the connection, it can call DQ$DETACH to delete the connection. To 
delete both the connection and the file, the program calls DQ$DELETE. 

Once a program has a connection, it can call DQ$OPEN to prepare the 
connection for input/output operations. The program performs input or 
output operations by calling DQ$READ and DQ$WRITE. It can move the file 
pointer associated with the connection by calling DQ$SEEK. When the 
program has finished doing input and output to the file, it can close the 
connection by calling DQ$CLOSE. Note that the program opens and closes 
the connection , not the file. Unless the program deletes the connection, 
it can continue to open and close the connection as necessary. 

If a program calls DQ$DELETE to delete a file, the file cannot be deleted 
while other connections to the file exist. In that case, the file is 
marked for deletion and is not actually deleted until the last of the 
connections is deleted. During the time that a file is marked for 
deletion, no new connections to it may be created. 



CONDITION CODES AND EXCEPTION HANDLING CALLS 

Every UDI call except DQ$EXIT returns a numeric condition code specifying 
the result of the call. Each condition code has a unique mnemonic name by 
which it is known. For example, the code 0, indicating that there were no 
errors or unusual conditions, has the name E$OK. Any other condition 
means there was a problem, so these conditions are called exceptions. 

Exception conditions are classified as: 

• Environmental Conditions . These are generally caused by 
conditions outside the control of a program; for example, device 
errors or insufficient memory. 

• Programmer Errors . These are typically caused by mistakes in 
programming (for example, "bad parameter"), but "divide- by-zero", 
"overflow", "range check", and errors detected by the 8087 80287 
Numeric Processor Extension (hereafter referred to generically as 
the NPX ) are also classified as programmer errors. 

The IRMX 86 NUCLEUS REFERENCE MANUAL contains a list of condition codes 
that the iRMX 86 Operating System can return, with the mnemonic and 
meaning of each code. 
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When an exception condition is detected, the normal (default) system 
action is to display an error message at the console and terminate the 
program. However, your program can establish its own exception handler by 
calling DQ$TRAP$EXCEPTION. The exception handler can interpret condition 
codes that are returned by calling DQ$I)ECODE$EXCEPTION. The rest of this 
section provides some facts that you need in order to write your own 
exception handler. 

After an exception condition occurs and before your exception handler gets 
control, the IRMX 86 Operating System does the following: 

1. Pushes the condition code onto the stack of the program that made 
the system call having the exception condition. 

2. Pushes the number of the parameter that caused the exception onto 
the stack (1 for the first parameter, 2 for the second, etc.). 

3. Pushes a word onto the stack (reserved for future use). 

4. Pushes a word for the NPX onto the stack. 

5. Initiates a long call to the exception handler. 

If the condition was not caused by an erroneous parameter, the responsible 
parameter number is zero. If the exception code is E$NDP, the fourth item 
pushed onto the stack is the NPX status word, and the NPX exceptions have 
been cleared. 

Programs compiled under the SMALL model of segmentation cannot have an 
alternate exception handler, but must use the default system exception 
handler. This is because alternate exception handlers must have a LONG 
POINTER, which is not available in the SMALL model. 



MAKING UDI CALLS FROM PL/M-86 AND ASMS 6 PROGRAMS 

This section describes how to make UDI calls from a program, using the 
DQ$ALLOCATE system call as an example. You can easily generalize from 
this example to see how to make the other UDI calls. There are two 
examples: one for a call from a PL/M-86 program and one for a call from 
an ASM86 program. 

The way this chapter shows the DQ$ALLOCATE system call syntax is the 
following: 

base$addr = DQ$ALLOCATE (size, exci2pt$ptr) ; 

There are three parameters: size (which has the WORD data type), 
except$ptr (which has the POINTER data type) , and base$addr (which has 
WORD data type or the SELECTOR data type, depending on the version of 
PL/M-86). 

Each of the examples that follow request 128 bytes of memory and point to 
a WORD named "ERR" where the condition code is to be returned. 
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EXAMPLE PL/M-86 CALLING SEQUENCE 

DECLARE ARRAYJBASE WORD, (or SELECTOR) 
ERR WORD; 



ARRAYBASE = DQ$ALLOCATE (128, (aERR); 



EXAMPLE ASM86 CALLING SEQUENCE 

MOV AX, 128 

PUSH AX ; first parameter 

LEA AX, ERR 

PUSH DS ; second parameter 

PUSH AX ; 

CALL DQALLOCATE 

MOV ARRAYBASE, AX ; returned value 

This example Is applicable to programs assembled according to the COMPACT, 
MEDIUM, and LARGE models of segmentation. For the SMALL model, omit 
pushing the DS segment register. 



DESCRIPTIONS OF SYSTEM CALLS 

This section contains descriptions of the UDI system calls, which are 
arranged alphabetically. Every system call description contains the 
following information in this order: 

The name of the system call. 

A brief summary of the function of the call. 

The form of the call as it is invoked from a PL/M-86 program, with 
sjnmbolic names for each parameter. 

Definition of input and output parameters. 

A complete explanation of the system call, including any 
information you will need to use the system call. 
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DQ$ALLOCATE 



DQ$ALLOCATE requests a memory segment from the free memory pool. 



base$addr = DQ$ALLOCATE (size, except$ptr); 



INPUT PARAMETER 



size 




OUTPUT PARAMETERS 
base$addr 



except $ptr 



A WORD which, 

if not zero, contains the size, in bytes, of 
the requested segment. If the size parameter 
is not a multiple of 16, it will be rounded up 
to the nearest multiple of 16 before the 
allocation request is processed. 

if zero, indicates that the size of the request 
is 65536 (64K) bytes. 



A SELECTOR, into which the Operating System places 
the base address of the memory segment. If the 
request fails because the memory requested is not 
available, this value will be OFFFFH, and the 
system will return an E$MEM exception code. 

A POINTER to a WORD where the system places the 

condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

The DQ$ALLOCATE system call is used to request additional memory from the 
free space pool of the program. Tasks may use the additional memory for 
any desired purpose. 



UDI 2-8 



DQ$ATTACH 



DQ$ATTACH 



The DQ$ATTACH system call creates a connection to an existing file. 



connection = DQ$ATTACH (path$ptr, except$ptr); 



INPUT PARAMETER 
path$ptr 



A POINTER to a STRING containing the pathname of 
the file to be attached. 



OUTPUT PARAMETERS 
connection 
except$ptr 



A TOKEN for the connection to the file. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call allows a program to obtain a connection to any existing 
file. When the DQ$ATTACH; call returns a connection, all existing 
connections to the file remain valid. 

Your program can use the DQ$RESERVE$I0$MEMORY call to reserve memory that 
the UDI can use for its internal data structures when the program calls 
DQ$ATTACH and for buffers when the program calls DQ$OPEN. The advantage 
of reserving memory is that the memory is guaranteed to be available when 
needed. If memory is not reserved, a call to DQ$ATTACH might not be 
successful because of a memory shortage. See the description of 
DQ$RESERVE$IO$MEMORY later In this chapter for more Information about 
reserving memory. 
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DQ$CHANGE$ACCESS 



The DQ$CHANGE$ ACCESS lets you change the access rights of the owner of a 
file (or directory), or the access rights of the WORLD user. 



CALL DQ$CHANGE$ACCESS (path$ptr, user, access, except$ptr); 



INPUT PARAMETERS 
path$ptr 



A POINTER to a STRING containing a pathname of the 
file. 



user 



access 



A BYTE specifying the user whose access Is to be 
change d : 



Value 



User 



Owner of the file 

1 WORLD (all users on the system) 

A BYTE specifying the type of access to be granted 
the user. This word is to be encoded as follows. 
(Bit Is the low-order bit.) 

Bit Meaning 

User can delete the file or directory 

1 Read (the file) or List (the 
directory) 

2 Append (the file) or Add entry (to 
the directory) 

3 Update (read and write to the file) 
or Change Access (to the directory) 

4-7 Should be zero 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described In 
Appendix B, 
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DESCRIPTION 

In the general IRMX 86 environment, every program is associated with a 
user object, usually referred to as the default user for the program. 
The default user consists of one or more user IDs. Each file has an 
associated collection of user ID-access mask pairs, where each mask 
defines the access rights the corresponding user ID has to the file. 
When the program calls DQ$CREATE to create a file or DQ$ATTACH to get 
another connection to a file, the resulting connection receives all 
access rights corresponding to user IDs that are both associated with the 
file and in the default user. The purpose of the DQ$CHANGE$ACCESS system 
call is to change, for a particular file, the access rights associated 
with a particular user ID. This has the effect of changing the access 
granted when the program makes subsequent calls to DQ$ATTACH to get 
further connections to the file. 

In the UDI subset of the IRMX 86 environment, a default user has two 
IDs. One of them, called the owner ID , is associated with the program. 
The other, called the WORLD , is associated universally with all 
programs. DQ$CHANGE$ACCESS can change, for the file, the access mask of 
either the owner ID or the WORLD. 

Changing the access rights for a user ID have no effect on connections 
already obtained by the program. Howciver, all subsequently-obtained 
connections reflect the changed access rights. 

For more information about user IDs, default users, access masks, WORLD, 
access rights, owner IDs, and how connections are related to all of these 
entities, refer to the IRMX 86 BASIC I/O SYSTEM REFERENCE MANUAL. 



NOTE 

DQ$CHANGE$ ACCESS affects only 
connections made after the call is 
issued. It does not affect existing 
connections to the file. 
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DQ$CHANGE$EXTENSION 



DQ$CHANGE$EXTENSION changes or adds the extension at the end of a file 
name stored in memory (not the file name on the mass storage volume). 



CALL DQ$CHANGE$ EXTENSION (path$ptr, extension$ptr, except$ptr) ; 



INPUT PARAMETERS 
path$ptr 



A POINTER to a STRING containing a pathname of the 
file to be renamed. 



extension$ptr 



A POINTER to a series of three bytes containing 
the characters to be added to the pathname. This 
is not a STRING. You must include three bytes, 
even if some are blank. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This is a facility for editing strings that represent file names in 
memory. If the existing file name has an extension, DQ$CHANGE$EXTENSION 
replaces that extension with the specified three characters. Otherwise, 
DQ$CHANGE$EXTENSION adds the three characters as an extension. 

For example, a compiler can use DQ$CHANGE$EXTENSION to edit a string 
containing the name, such as :AFD1:FILE., SRC , of a source file to the 
name, such as :AFD1: FILE. OBJ, of an object file, and then create the 
object file. 

Note that iRMX 86 file names may contain multiple periods, but if they 
do, the extension, if any, consists of the characters following the last 
period. Note also that an extension ma]/^ contain more than three 
characters, but any extension created or changed by DQ$CHANGE$EXTENSION 
has at most three (non-blank) characters. 

The three-character extension may not contain delimiters recognized by 
DQ$GET$ARGUMENT but may contain trailing blanks. If the first character 
pointed to by extension$ptr is a space, DQ$CHANGE$EXTENSION deletes the 
existing extension, if any, including the period preceding the extension. 
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DQ$CLOSE 



DQ$CLOSE waits for completion of I/O operations (If any) taking place on 
the file, empties output buffers, and frees all buffers associated with 
the connection. 



CALL DQ$CLOSE (connection, except$ptr) ; 



INPUT PARAMETER 
connection 



A TOKEN for a file connection that is currently 
open. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

The DQ$CLOSE system call closes a connection that has been opened by the 
DQ$OPEN system call. It performs the following actions, in order: 

1. Waits until all currently-running I/O operations for the 
connection are completed. 

2. Ensures that Information, if any, in a partially-filled output 
buffer is written to the file. 

3. Releases all buffers associated with the connection. 

4. Closes the connection. The connection is still valid, and can be 
re-opened if necessary. 
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DQ$CREATE 



DQ$CREATE creates a new file and establishes a connection to the file. 



connection = DQ$CREATE (path$ptr, except$ptr); 



INPUT PARAMETER 
path$ptr 



A POINTER to a STRING containing a pathname of the 
file to be created. 



OUTPUT PARAMETERS 
connection 
except$ptr 



A TOKEN for the connection to the file. 

A POINTER to a WORD where the system places the 

condition code. Condition codes are described In 
Appendix B. 



DESCRIPTION 



This call creates a new file with the name you specify and returns a 
connection to It. If a file of the same name already exists. It Is 
truncated to zero length and the data in It Is destroyed. 

To prevent accidentally destroying a file, call DQ$ATTACH before calling 
DQ$CREATE. If the file does not exist, DQ$ATTACH returns an E$FNEXIST 
exception code. 
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DQ$DECODE$EXCEPTION 



DQ$DECODE$EXCEPTION translates an exception code into its mnemonic. 



CALL DQ$DECODE$ EXCEPTION (except$code, buff$ptr, except$ptr): 



INPUT PARAMETER 
except$code 



A WORD containing the numeric exception code that 
is to be translated. 



OUTPUT PARAMETERS 
buff$ptr 

except$ptr 



A POINTER to a buffer (at least 81 bytes long) 
into which the system returns the mnemonic in a 
STRING. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

Your program can call DQ$DECODE$EXCEPTION to exchange a numeric exception 
code for its hexadecimal equivalent followed by its mnemonic. For 
example, if you pass DQ$DECODE$EXCEPTION a value of 2 in the except$code 
parameter, the system returns the following string to the area pointed to 
by the buff$ptr parameter: 

0002: E$MEM 

The hexadecimal values and mnemonics for condition codes are listed in 
Appendix B. 
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DQ$DECODE$TIME 



DQ$DECODE$TIME returns the current system time and date as a Double Word 
Integer and as a series of ASCII character bytes. 



CALL DQ$DECODE$TIME (time$ptr, except$ptr); 



OUTPUT PARAMETERS 
tlme$ptr 



except$ptr 



A POINTER to a structure of the following form: 

DECLARE DT STRUCTURE( 

SYSTEM$TIME DWORD, 

DATE (8) BYTE, 

TIME (8) BYTE); 

If the value in SYSTEM$TIME is when 
DQ$DECODE$TIME :Ls called, DQ$DECODE$TIME returns 
the current date and time in the DT structure, as 
follows, (See the following DESCRIPTION section 
for format information.): 

SYSTEM$TIME receives the time as the number of 
seconds since midnight, January I, 1978. 

DATE receives the date portion of the time, in 
the form of ASCII characters. 

TIME receives the time-of-day portion of the 
time, in the form of ASCII characters. 

If the value in SYSTEM$TIME is not when 
DQ$DECODE$TIME is called, DQ$DECODE$TIME accepts 
that value as the number of seconds since 
midnight, January 1, 1978, decodes the value, and 
returns it in the DATE and TIME fields. 

A POINTER to a WORD where the system places the 

condition code. Condition codes are described in 
Appendix B. 
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DESCRIPTION 

This system call returns the indicated date and time, each as a series of 
ASCII bytes. (Note that they are not STRINGs.) 

DATE has the form MM/DD/YY for month, day, and year. The two slashes (/) 
are in the third and sixth bytes. For example, the date January 15th of 
1982 would be returned as: 

01/15/82 

TIME has the form HH:MM:SS for hours, minutes, and seconds, with 
separating colons (:). The value for hours ranges from through 23. 
For example, the time 20 seconds past 3:12 PM would be returned as: 

15:12:20 

If, when you call DQ$DECODE$TIME, the SYSTEM$TIME parameter is zero, the 
call first gets the system time (number of seconds since midnight, 
January 1, 1978) and then decodes it into the series of bytes as just 
described. 

But if SYSTEM$TIME is not zero on input, DQ$DECODE$TIME uses _it as the 
time to decode. 

One thing your program can do with DQ$DECODE$TIME is first to call 
DQ$FILE$INFO to get two DWORD values associated with a file (the last 
time the file was updated and the time the file was created). Then the 
program can call DQ$DECODE$TIME to interpret the times. 
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DQ$DELETE 



DQ$DELETE deletes an existing file. 



CALL DQ$DELETE (path$ptr, exGept$ptr); 



INPUT PARAMETER 
path$ptr 



A POINTER to a STRING containing a pathname of the 
file to be deleted. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

A program can use this system call to delete a file. The Immediate 
action this call takes is to mark the file for deletion. It does this 
rather than abruptly deleting the file, because it will not delete any 
file as long as there are existing connections to the file. DQ$DELETE 
will delete the file only when there are no longer any connections to the 
file, that is, when all existing connections have been detached. On the 
other hand, once the file Is marked for deletion, no more connections may 
be obtained for the file by way of DQ$ATTACH. 
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DQ$DETACH 



DQ$DETACH deletes a connection (but not the file) established by 
DQ$ATTACH or DQ$CREATE. 



CALL DQ$DETACH (connection, except$ptr); 



INPUT PARAMETER 
connection 



A TOKEN for the file connection to be deleted. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described In 
Appendix B. 



DESCRIPTION 

This system call deletes a file connection. If the connection Is open, 
the DQ$DETACH system call automatically closes It first (see DQ$CLOSE). 
DQ$DETACH also deletes the file if the file has been marked for deletion 
and this Is the last existing connection to the file. 
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DQ$EXIT 



DQ$EXIT transfers control from your program to the IRMX 86 Operating 
System. It does not return any value to the calling program, not even a 
condition code. 



CALL DQ$EXIT (end$code); 



INPUT PARAMETERS 
end? code 



A WORD containing the encoded reason for 
termination of the program. See the following 
description for information about this value. 




DESCRIPTION 

DQ$EXIT terminates a program. Before the actual termination, all of the 
program's connections are closed and detached, and all memory allocated to 
the program by DQ$ALLOCATE is returned to the memory pool. 

DQ$EXIT does not return a condition code to the calling program. 

If the calling program is running as an I/O job, the calling task, 
normally the command line Interpreter (CLI), receives an IRMX 86 condition 
code based on the value your program supplied in the end$code field when 
it called DQ$EXIT. This assumes the following sequence of events: 

1. The CLI calls RQ$ CREATE? 10$ J OB, specifying a response mailbox in 
the call. 

2. Your program, running as a task in the created I/O job, performs 
its duties and then calls DQ$EXIT, specifying an end$code value. 

3. DQ$EXIT converts the end$code value into an iRMX 86 condition 
code, as follows: 





iRMX 86 




end$code 
Value 


Condition 
Code 


Associated 
Mnemonic 



1 


OCOH 
OCIH 


E$UNKN0WN$EXIT 
E$WARNIN(J$EXIT 


2 
3 
4 
5-65535 


0C2H 
0C3H 
0C4H 
OCOH 


E$ERR0R$EXIT 
E$FATAL$EXIT 
E$AB0RT$EXIT 
E$UNKN0WN$EXIT 



Meaning 

Termination was normal. 
Warning messages were 
issued. 

Errors were detected. 
Fatal errors were detected. 
The job was aborted. 
Cause of termination not 
known. 
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4. DQ$EXIT calls RQ$EXIT$IO$JOB, specifying the IRMX 86 condition 
code In the user$f ault$code flcild. 

5. RQ$EXIT$IO$JOB places the condition code into the user$f ault$code 
field of a message. Then RQ$EXIT$IO$JOB sends the message to the 
response mailbox set up by the earlier call to RQ$ CREATE $10$ J OB. 

6. The CLI, when it obtains the message from the response mailbox, 
can take appropriate actions. Note that it can call 
DQ$DECODE$EXCEPTION first, to convert the condition code into its 
associated mnemonic. 

The CLI program supplied with the IRMX 86 Operating System ignores these 
UDI condition codes when they are returned in the user$f ault$code field 
of the response message. Therefore, if you want the CLI to take actions 
based on that code, you must provide your own CLI. 

For more information about RQ$CREATE$IO$JOB, RQ$EXIT$IO$JOB, and the 
format of the response message, see the IRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL. 
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DQ$FILE$INFO 



DQ$FILE$INFO returns information about a file. 



CALL DQ$FILE$INFO (connection, mode, f ile$inf o$ptr, except$ptr); 



INPUT PARAMETERS 
connection 
mode 



OUTPUT PARAI'lETERS 
f ile$info$ptr 



A TOKEN containing a connection for the file. 

An encoded BYTE specifying whether DQ$FILE$INFO is 
to return the Usjer ID of the owner of the file. 
Encode as follov;s: 

Value Me aning 

Do not return owner's User ID. 

1 Return the owner's User ID. 



A POINTER to a structure into which the requested 
information is to be returned. The form of the 
structure is: 

DECLARE FDATA STRUCTURE( 

0WNER(15) STRING, 

LENGTH DWORD, 

TYPE BYTE , 

OWNER$ ACCESS BYTE, 

WORLD$ACCESS BYTE, 

CREATE$TIME DWORD, 

LAST$MOD$TIME DWORD, 

RESERVED(20) BYTE); 

wher e : 

OTOER A STRING containing (if requested) 
the User ID of the file owner. 

TYPE A value indicating the type of file, 
as follows: 

Value File Type 

Data file 

1 Directory file 
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OWNER$ACCESS 



An encoded BYTE whose bits 
specify the type of access 
granted to the owner, as 
follows. When a bit Is set, it 
means the type of access Is 
granted; otherwise the type of 
access is denied. (Bit is the 
low-order bit.) 



WORLD$ACCESS 



Bit Associated Type of Access 

Delete 

1 Read (the data file) or 
Display (the directory) 

2 Append (to the data file) 
or Add Entry (to the 
directory) 

3 Update (read and write to 
the file) or Change Access 
(to the directory) 

An encoded BYTE whose bits 
specify the type of access 
granted to the WORLD (all users 
on the system). When a bit is 
set, it means the type of access 
is granted; otherwise the type of 
access is denied. (Bit is the 
low-order bit.) 



Bit Associated Type of Access 

Delete 

1 Read (the data file) or 
Display (the directory) 

2 Write (to the data file) or 
Add Entry (to the directory) 

3 Update (read and write to 
the file) or Change Access 
(to the directory) 



GREAT E$TIME 



The date and time that the file 

was created, expressed as the 
number of seconds since midnight, 

January 1, 1978. (You can 

convert this date/time to ASCII 
characters by calling 
DQ$DECODE$TIME.) 
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LAST$MOD$TIMK The date and time that the file 
or directory was last modified. 
For data files, modified means 
written or truncated; for 
directories, modified means an 
entry was changed or an entry was 
added. (You can convert this 
date/time to ASCII characters by 
calling DQ$DECODE$TIME.) 

except$ptr A POINTER to a WORD where the system places the 

condition code. Condition codes are described In 
Appendix B. 



DESCRIPTION 

The DQ$FILE$INFO returns Information about a data file or a directory 
file. 
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DQ$FREE 



DQ$FREE returns to the system a segment of memory obtained earlier by 
DQ$ALLOCATE. 



CALL DQ$FREE (base$addr, except$ptr); 



INPUT PARAMETER 
base$addr 



A TOKEN containing the base address of the segment 
to be deleted. This value Is the token returned 
by DQ$ALLOCATE when the segment was obtained. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

The DQ$FREE system call returns the specified segment to the memory pool 
from which it was allocated. 
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DQ$GET$ ARGUMENT 



The DQ$GET$ ARGUMENT system call returns arguments, one at a time, from a 
command line entered at the system console. This command line is either 
that which Invoked the program containing the DQ$GET$ARGUMENT call or a 
command line entered while the program was running. 



delimit$char = DQ$GET$ARGUMENT (argument$ptr, except$ptr); 



INPUT PARAMETER 
argument$ptr 



A POINTER to a louffer which will receive the 
argument in the form of a STRING. The buffer must 
be at least 81 bytes long. 



OUTPUT PARAMETERS 
delimit$char 
except $ptr 



A BYTE which receives the delimiter character. 

A POINTER to a WORD where the system places the 

condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

Your program can call GET$ARGUMENT to get arguments from a command line. 
Each call returns an argument and the delimiter character following the 
argument. 

Your program can use this command in two ways. One way is to get 
arguments from the command line used to invoke the program at the 
console. In this case, you can assume that the command line is already 
in a buffer that has automatically been provided for this purpose. 

The other way to use this command is to get arguments from command lines 
that are entered in response to requests from your program. In this 
case, your program must supply a buffer when calling DQ$READ, so this is 
the buffer you want to be used when your program calls DQ$GET$ARGUMENT. 
To set this up, your program must call DQ$SWITCH$BUFFER before the call 
to DQ$GET$ARGUMENT. 



UDI 2-26 



DQ$GET$ARGUMENT 



A delimiter is returned only if the exception code is zero. The 
following delimiters are recognized by the IRMX 86 Operating System: 

,)( = #!$% \ + - >< ~ 

as well as a space ( ) and all characters with ASCII values in the range 
through 20H. 

Before returning arguments in response to DQ$GET$ARGUMENT, the system 
does the following editing on the contents of the command buffer: 

• It strips out ampersands (&) and semicolons (;). 

• Where multiple blanks are adjacent to each other between 
arguments, it replaces them with a single blank. (Tabs are 
treated as blanks.) 

• It converts lowercase characters to uppercase unless they are 
part of a quoted string. 

When returning arguments in response to DQ$GET$ARGUMENT , the system 
considers strings enclosed between matching pairs of single or double 
quotes to be literals. The enclosing quotes are not returned as part of 
the argument. 



EXAMPLE 

The following example illustrates the arguments and delimiters returned 
by successive calls to DQ$GET$ ARGUMENT. The example assumes that the 
contents of the buffer are 

PLM86 LINKER. PLM PRINT(:LP:) NOLIST 

The following shows what is returned in this case if DQ$GET$ARGUMENT is 
called five times. 



CALL NUMBER ARGUMENT RETURNED DELIMITER RETURNED 

1 (05H)PL1^186 space 

2 (OAH) LINKER. PLM space 

3 (05H)PRINT ( 

4 (04H):LP: ) 

5 (06H)N0LIST cr 

Note that the argument returned has the form of an iRMX 86 string, with 

the first byte devoted to specifying the length of the string. In the 

second call, there are ten characters in the argument, so the first byte 
contains OAH. 

Note that the last delimiter for each example is a carriage return (cr). 
This is how your program can determine that there are no more arguments 
in the command line. 
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DQ$GET$CONNECTION$STATUS 



The DQ$GET$CONNECTION$ STATUS system call returns Information about a file 
connection. 



CALL DQ$GET$CONNECTION$STATUS (connection, lnfo$ptr, except$ptr) ; 



INPUT PARAMETER 
connection 



A WORD containing a token for the connection whose 
status Is desired. 



OUTPUT PARAMETERS 
lnfo$ptr 



A POINTER to a structure Into which the Operating 
System Is to place the status information. The 
structure has the following format: 

DECLARE INFO STRUCTURE( 

OPEN BYTE , 

ACCESS BYTE, 
SEEK BYTE , 

FILE$PTR$ DWORD); 



Where: 
OPEN 



1 if the connection is open; 2 
otherwise. 



ACCESS Access privileges of the 

connection. The right is granted if 
the corresponding bit Is set to 1. 
(Bit is the low-order bit.) 



Bit 



Access 






Delete 




1 


Read 




2 


Write 




3 


Update 
write) 


(read and 
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SEEK 



Types of seek supported. 
Value Meaning 




3 



No seek allowed 
Seek forward and 
backward 



FILE$PTR 



except$ptr 



Other values are not meaningful. 

This DWORD integer marks the current 
position in the file. The position 
is expressed as the number of bytes 
from the beginning of the file, the 
first byte being byte 0. This field 
is undefined if the file is not open 
or if seek is not supported by the 
device. (For example, seek 
operations are not valid for a line 
printer.) 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

DQ$GET$CONNECTION$ STATUS returns information about a file CONNECTION. 
You might use this system call, for example, if your program has 
performed several read or write operations and it is necessary to 
determine where the file pointer is now located. 
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DQ$GET$EXCEPTION$HANDLER 



DQ$GET$EXCEPTION$HANDLER returns the address of the current exception 
handler. 



CALL DQ$GET$EXCEPTION (address$ptr, except$ptr); 



OUTPUT PARAMETERS 
address$ptr 

except$ptr 



A POINTER to a POINTER Into which this system call 
returns the entry point of the current exception 
handler. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

DQ$GET$EXCEPTION$HANDLER is an system call that returns to your program 
the address of the current exception handler. This is the address 
specified in the most recent call, if any, to DQ$TRAP$EXCEPTION. 
Otherwise the value returned is the address of the system default 
exception handler. 

This routine always returns a two-word pointer, even if called from a 
program compiled under the SMALL model of segmentation. 

DQ$GET$EXCEPTION$HANDLER is used in conjunction with DQ$TRAP$EXCEPTION 
and DQ$DECODE$EXCEPTION. See the descriptions of these calls for more 
information. 
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DQ$GET$SIZE 



DQ$GET$SIZE returns the size of a previously-allocated memory segment. 



size = DQ$GET$SIZE (base$addr, except$ptr); 



INPUT PARAMETER 
base$addr 



A TOKEN for a segment of memory that has been 
allocated by the DQ$ALLOCATE call. This is the 
same address returned by DQ$ALLOCATE when the 
segment was allocated. 



OUTPUT PARAMETERS 
size 



except$ptr 



A WORD which, 

if not zero, contains the size, in bytes, of 
the segment Identified by the base$addr 
parameter. 

if zero, indicates that the size of the segment 
is 65536 (64K) bytes. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

The GET$SIZE system call returns the size, in bytes, of a segment. The 
size of the segment might not be exactly what was originally requested 
for the segment, because DQ$ALLOCATE allocates memory in 16-byte 
paragraphs. If a request is for a size that is not a multiple of 16, 
DQ$ALLOCATE increases the size of the request to the next higher multiple 
of 16 before acting upon the request. 
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DQ$GET$SYSTEM$ID 



DQ$GET$SYSTEM$ID returns the identity of the operating system providing 
the environment for the UDI. 



CALL DQ$GET$SYSTEM$ID (id$ptr, except$ptr); 



OUTPUT PARAMETERS 
ld$ptr 

except$ptr 



A POINTER to a 21-byte buffer Into which 
DQ$GET$SYSTEM$ID places a STRING identifying the 
operating system. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call returns the string: 

IRMX 86 
followed by 13 blanks. 
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DQ$GET$TIME 



DQ$GET$TIME returns the current date and time in character format. 



CALL DQ$GET$TIME (buff$ptr, except$ptr); 



This system call performs no action except that it returns. It is 
included only for compatibility with previous versions of the UDI. 
should use the DQ$DECODE$TIME system call for this function. 



You 
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DQ$OPEN 



The DQ$OPEN system call opens a file for I/O operations, specifies how 
the file will be accessed, and specifies the number of buffers needed to 
support the I/O operations. 



CALL DQ$OPEN (connection, access, nimi$buf, except$ptr); 



INPUT PARAMETERS 
connection 
access 



A TOKEN for the file connection to be opened. 

A BYTE specifying how the connection will be used 
to access the file. This value Is encoded as 
follows: 



num$buf 



Value Me aning 

1 Read only 

2 Write only 

3 Update (both reading and writing) 

A BYTE containing the ntamber of buffers needed for 
this connection. Specifying a value larger than 
implicitly requests that "double buffering" (that 
Is, read-ahead and/or write-behind) is to be 
performed automatically. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call prepares a connection for use with DQ$READ, DQ$WRITE, 
DQ$SEEK, and DQ$TRUNCATE commands. Any number of connections to the same 
file may be open simultaneously. 

The DQ$OPEN system call does the follovring: 
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• Creates the requested buffers. 

• Sets the connection's file pointer to zero. This a place marker 
that tells where In the file the next I/O operation is to begin. 

• Starts reading ahead if num$buf is greater than zero and the 
access parameter is "Read only" or "Update." 



Selecting Access Rights 

The system does not allow reading using a connection open for writing 
only nor writing using a connection open for reading only. If you are 
not certain how the connection will be used, specify updating. However, 
if the specified connection does not support the specified type of 
access, an exception code is returned. 



Selecting the Number of Buffers 

The process of deciding how many buffers to request is based on three 
considerations — compatibility, memory, and performance. 



COMPATIBILITY . If you expect to run your UDI program on other systems , 
you should request no more than two buffers. 

MEMORY . The amount of memory used for buffers is directly proportional 
to the number of buffers. So you can save memory by using fewer buffers. 



PERFORMANCE . The performance consideration is more complex. Up to a 
certain point, the more buffers you allocate, the faster your program can 
run. The actual break-even point, where more buffers don't improve 
performance, depends on many variables. Often, the only way to determine 
the break-even point is to experiment. However, the following statements 
are true of every system: 

• To overlap I/O with computation, you must request at least two 
buffers. 

• If performance is not at all important but memory is, request no 
buffers. 

Requesting zero buffers means that no buffering is to occur. That is, 
each DQ$READ or DQ$WRITE is followed immediately by the physical I/O 
operation necessary to perform the requested reading or writing. 
Interactive programs should open :CI: and :C0: with a request for no 
buffers. 
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If your program normally calls DQ$SEEK before calling DQ$READ or 
DQ$WRITE, It should request one buffer., 

Your program can use the DQ$RESERVE$IO!?MEMORY call to reserve memory that 
the UDI can use for its internal data structures when the program calls 
DQ$ATTACH and for buffers when the projjram calls DQ$OPEN. The advantage 
of reserving memory is that the memory is guaranteed to be available when 
needed. If memory is not reserved, a call to DQ$OPEN might not be 
successful because of a memory shortage. See the description of 
DQ$RESERVE$IO$MEMORY later in this chapter for more information about 
reserving memory. 
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DQ$OVERLAY 



In systems using overlays, the root module calls DQ$OVERLAY to load an 
overlay module. 



CALL DQ$OVERLAY (name$ptr, except$ptr); 



INPUT PARAMETER 
name$ptr 



A POINTER to a STRING containing the name of an 
overlay module. The name must be in uppercase. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

A root module in an overlay system calls DQ$OVERLAY each time it wants to 
load an overlay module. 

If your assembly language or PL/M-86 program uses the DQ$OVERLAY 
procedure, you should take care to ensure that you link the UDI library 
to your program correctly. The lAPX 86, 88 FAMILY UTILITIES USER'S GUIDE 
contains an example of linking an overlay program. This example lists a 
two-step link process, as follows: 

1. Link the root and each of the overlays separately, specifying the 
OVERLAY control, but not the BIND control, in each LINK86 command. 

2. Link all the output modules together in one module, specifying 
the BIND control, but not the OVERLAY control. 

This is the same process you should use when linking your IRMX 86 overlay 
programs. 
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In addition, you must link the entire UDI library to the root portion of 
the program and not to any of the overlays. To do this, use the INCLUDE 
control to Include the UDI externals file when assembling or compiling 
the root portion of the program. By including this file with the root 
module, you ensure that the root module makes external references to all 
UDI routines. This prevents unsatisfied external references when the 
root is linked to the overlays. 
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DQ$READ 



The DQ$READ system call copies bytes from a file Into a buffer. 



bytes$read = DQ$READ (connection, buff$ptr, bytes$max, 

except$ptr); 



INPUT PARAMETERS 
connection 



buff$ptr 
bytes$max 



A TOKEN for the connection to the file. This 
connection must be open for reading or for both 
reading and writing, and the file pointer of the 
connection must point to the first byte to be read. 

A POINTER to the buffer that is to receive the 
data from the file. 

A WORD containing the maximum number of bytes to 
be read from the file. 



OUTPUT PARAMETERS 
bytes$read 

except$ptr 



A WORD containing the number of bytes actually 
read. This number is always equal to or less than 
the bytes$max. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call reads a collection of contiguous bytes from the file 
associated with the connection. The bytes are placed into the buffer 
specified in the call. 



The Buffer 

The buff$ptr parameter tells the Operating System where to place the 
bytes when they are read. Your program must provide this buffer. 
DQ$READ copies as many bytes as it is instructed to copy (unless it 
encounters the end of the file), so if the buffer is not long enough, 
copying continues beyond the end of the buffer. 
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Niimber of Bytes Read 

The number of bytes that your program requests is the maximum number of 
bytes that DQ$READ copies into the buffer. However, there are two 
circumstances under which the system reads fewer bytes. 

• If the DQ$READ detects an end O'f file before reading the number 
of bytes requested, it returns only the bytes preceding the end 
of file. In this case, the bytes$read parameter is less than the 
bytes$desired parameter, yet no exceptional condition is 
indicated. 

• If an exceptional condition occurs during the reading operation, 
information in the buffer and the value of the bytes$read 
parameter are meaningless and should be ignored. 



Connection Requirements 

The connection must be open for reading or updating. If it is not, 
DQ$READ returns an exceptional condition. 




UDI 2--40 



DQ$RENAME 



DQ$RENAME 



The DQ$RENAME system call changes the pathname of a file. 



CALL DQ$RENAME (path$ptr, new$path$ptr, except$ptr); 



INPUT PARAMETERS 
path$ptr 

new$path$ptr 



A POINTER to a STRING that specifies the pathname 
for the file to be renamed. 

A POINTER to a STRING that specifies the new 
pathname for the file. This path must not refer 
to an existing file. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call allows your programs to change the pathname of a data 
file or a directory. Be aware that when you rename a directory, you are 
changing the pathnames of all files contained In the directory. When you 
rename a file to which a connection exists — this is permitted — the 
connection to the renamed file remains established. 

A file's pathname may be changed in any way, provided that the file or 
directory remains on the same volijime. 
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D Q$RESERVE$I 0$MEMORY 



The DQ$RESERVE$IO$MEMORY lets your program reserve enough memory to 
ensure that it can open and attach the files it will be using. 



CALL DQ$RESERVE$ 10$ MEMORY (number$ files, number$buf f ers, except$ptr) ; 



INPUT PARAMETERS 
number$f iles 



number$buffers 




OUTPUT PARAMETER 
except$ptr 



The maximum number of files the program will have 
attached simultaneously. This value must not be 
greater than 12. Moreover, no more than 6 of 
these files may be open simultaneously. 

The total number of buffers (up to a maximum of 
12) that will be needed at one time. For example, 
if your program will have two files open at the 
same time, and each of them has two buffers 
(specified when they are opened), number$files 
should be two and number$buffers four. 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

DQ$RESERVE$IO$MEMORY sets aside memory on behalf of the calling program, 
guaranteeing that it will be available when needed later for attaching 
and opening files. This memory is used for internal UDI data structures 
when the program requests file connections via DQ$ATTACH and for buffers 
when the program opens file connections via DQ$OPEN. Memory reserved in 
this way is not eligible to be allocated by DQ$ALLOCATE. Your program 
should call DQ$RESERVE$IO$MEMORY before making any calls to DQ$ALLOCATE. 

In the call to DQ$RESERVE$IO$MEMORY, you may specify as many as 12 files 
(that can be attached using the reserved memory) and as many as 12 
buffers (that can be requested when opening files). 
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NOTE 

If a program calls DQ$RESERVE$IO$MEMORY 
after making one or more calls to 
DQ$ATTACH or DQ$OPEN, the memory used 
by those calls are immediately applied 
against the file and buffer counts 
specified in the DQ$RESERVE$IO$MEMORY 
call, possibly exhausting the memory 
supply being requested. 

If your program calls DQ$RESERVE$IO$MEMORY more than once in a program, 
it singly changes the amount of memory reserved. 



RESTRICTION 

This system call is effective only if your program uses exclusively UDI 
system calls to communicate with the JLRMX 86 Operating System. 
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DQ$SEEK moves the file pointer associated with the specified connection. 



CALL DQ$SEEK (connection, mode, move$count, except$ptr) 



INPUT PARAMETERS 
connection 

mode 



move$ count 



A TOKEN for the open connection whose file pointer 
is to be moved. 

A BYTE indicating the type of file pointer 
movement being requested, as follows: 

Mode Meaning 

1 Move the pointer backward by the 
specified move count. If the move 
count is large enough to position the 
pointer past the beginning of the file, 
set the pointer to the first byte 
(position zero). 

2 Set the pointer to the position 
specified by the move count. Position 
zero is the first position in the 
file. Moving the pointer beyond the 
end of the file is permitted. 

3 Move the file pointer forward by the 
specified move count. Moving the 
pointer beyond the end of the file Is 
permitted. 

4 First move the pointer to the end of 
the file and then move it backward by 
the specified move count. If the 
speclJiied move count would position the 
pointer beyond the front of the file, 
set the pointer to the first byte in 
the file (position zero). 

A DWORD specifying how far, in bytes, the file 
pointer is to be moved. 
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OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

When performing non-sequential I/O, your programs can use this system 
call to position the file pointer before using the DQ$READ, DQ$TRUNCATE, 
or DQ$WRITE system calls. The location of the file pointer specifies 
where in the file a DQ$READ, DQ$WRITE, or DQ$TRUNCATE operation is to 
begin. If your program is performing sequential I/O on a file, it need 
not use this system call. 

It is legitimate to position the file pointer beyond the end of a file. 
If your program does this and then invokes the DQ$READ system call, 
DQ$READ behaves as though the read operation began at the end of file. 
If your program calls DQ$WRITE when the file pointer is beyond the end of 
the file, the data Is written as requested. Be aware that if you expand 
your file in this manner, the expanded portion of the file can contain 
undefined information. 
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DQ$SPECIAL 



DQ$SPECIAL specifies whether line editing features are to be available to 
operators entering information at the console. 



CALL DQ$SPECIAL (mode, conn$ptr, except$ptr) ; 



INPUT PARAMETERS 
mode 




conn$ptr 



A BYTE used to «pecify the mode of terminal 
input. The values and their meanings are: 



Value 
1 
2 
3 



Meaning 
Transparent 
Line editing 
Immediate transparent 



Each of these tj^^pes is explained in the 
DESCRIPTION section. 

A POINTER to a TOKEN for a connection to the :CI: 
file. The connciction must have been established 
by DQ$ATTACH. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call changes the mode in which your program receives Input 
from a console input device. When your system starts to run, the mode is 
line editing (mode 2). But by using DQ$SPECIAL you can change from line 
editing to one of the transparent modes, or back to line editing. 
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The Line Editing Modes 

The meanings of the mode parameter are as follows: 



Value 



Meaning 



Transparen t, Interactive programs often need to obtain 
characters from the console exactly as they are typed. 
This is made possible by transparent mode. In transparent 
mode, all characters are placed in the buffer specified by 
the call to DQ$READ. (The only exceptions are CTRL/C , 
which terminates the program, and CTRL/D, which is 
dlscardedt. ) DQ$READ returns control to the calling 
program when the number of characters entered equals the 
number of characters specified in the read request. 

Line Editing . This option means that the console operator 
has the opportunity to correct typing errors with special 
keys before the application program receives the 
characters typed. Line editing characters and their 
effects are described following the descriptions of these 
line editing modes. 

Immediate Transparent . This option is nearly the same as 
Transparent 1 mode, except that in Transparent 3 mode 
DQ$READ returns control to your program immediately after 
it is called, regardless of whether any characters have 
been typed since the last call to DQ$READ. If no 
characters have been typed, this is indicated by the 
bytes$read parameter of the DQ$READ call. Characters that 
are typed between successive calls to read the terminal 
are held in the "type-ahead" buffer. 



The Line Editing Characters 

The following characters and control characters have the following 
special editing capabilities on console input when line editing mode 
(mode 2) is in effect: 

CARRIAGE RETURN Terminates the current line and positions the 

or cursor at the beginning of the next line. 

LINE FEED Entering either of these characters adds a 

carriage return/line feed pair to the input line. 



RUBOUT 



Deletes (rubs out) the previous character in the 
input line. Each RUBOUT removes a character from 
both the screcin and the type-ahead buffer, and 
moves the cursor back to that character position. 
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CTRL/R 



If the current 
character reprl 
performed. ThJ 
effects of the 
recent line ter 
current line Is 
previous line, 
previous lines 
displayed. Aft 
displays the la 



input line is not empty, this 
iits the line with editing already 
Ls enables the operator to see the 
editing performed since the most 
minator was entered. If the 
enpty, CTRL/R reprints the 
Additional CTRL/Rs display 
until all saved lines have been 
er that, each additional CTRL/R 
!5t line again. 



CTRL/U 
CTRL/X 



Discards the current line and the entire contents 
of the type-ahead buffer. 

Discards the current input line. It also displays 
the "#" character at the terminal, followed by a 
carriage return/ line feed. 
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DQ$SWITCH$BUFFER 



DQ$SWITCH$BUFFER substitutes a new command line for the existing one. 



char$offset = DQ$SWITCH$BUFFER (buff$ptr, except$ptr); 



INPUT PARAMETER 
buff$ptr 



A POINTER to a STRING containing the "new" command 
line, that is, the one whose arguments are to be 
returned by subsequent calls to DQ$GET$ ARGUMENT. 



OUTPUT PARAMETERS 
char$of f set 



except$ptr 



A WORD into which the UDI places a number. This 
number represents the number of bytes from the 
beginning of the "old" command line to the last 
character of the last argument so far processed by 
DQ$GET$ARGUMENT. In other words, the value in 
char$offset tells how many characters in the old 
command line have been processed by the time of 
this call. 

A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

When your program is invoked from the console, the Operating System 
places the invocation command into a buffer. Typically, your program 
will use DQ$GET$ARGUMENT to obtain the arguments in that command. If 
your program subsequently calls DQ$READ to obtain an additional command 
line from the console, it can call DQ$SWITCH$ BUFFER to designate the 
buffer with the new command line as that from which arguments are to be 
obtained when DQ$GET$ ARGUMENT is called. 

You can use DQ$SWITCH$BUFFER any number of times to point to different 
strings in your program. However, you cannot use DQ$SWITCH$BUFFER to 
return to the command line that invoked the program, because only the 
Operating System knows the location of that buffer. Therefore, you 
should use DQ$GET$ARGUMENT to obtain all arguments of the invocation 
command line before issuing the first call to DQ$SWITCH$BUFFER. 
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A second service of DQ$SWITCH$BUFFER iss that it returns the location of 
the last byte of the last argument so far obtained from the old buffer by 
calls to DQ$GET$ARG11MENT. Therefore, in addition to using 
DQ$SWITCH$BUFFER to switch buffers, you can use it after one or more 
DQ$GET$ARGIMENT calls to determine where in the buffer the next argument 
starts* However, doing this "resets" the buffer, in the sense that the 
next call to DQ$GET$ARGUMENT would return the first argument in the 
buffer. To return to the desired point in the buffer, where you can 
continue to extract arguments, call DQ$SWITCH$BUFFER again, but when 
doing so, use the sum of the starting address of the buffer and the value 
returned by the previous call to DQ$SW]:TCH$BUFFER. The following is an 
example showing how to use the second service of DQ$SW1TCH$BUFFER: 



DECLARE 

mybuffer$ptr 
buff$ptr 
arg$ptr 
buff 



next$char 
char$offset 
condition$code 
delimit$char 



POINTER, 

POINTER, 

POINTER, 

STRUCTURE ( 
offset 
segment 

WORD, 

WORD, 

WORD, 

BYTE; 



WORD, 

WORD) AT (@buff$ptr). 



/* initialize buff$ptr and next$char */ 
buff$ptr = mybuff$ptr; 
next$char = 0; 



/* determine where in the buffer the next argument starts */ 

char$offset = DQ$SWITCH$BUFFER( buff$ptr, @condition$code ); 

if condition$code <> E$OK then /* do error processing */ 
next$char = char$offset + next$char; 

/* return to desired point In buffer */ 

buff. offset = buff. offset + char$offset; 

char$offset = DQ$SWITCH$BUFFER( buff$ptr, @condition$code ); 
if condltion$code <> E$OK then /* do error processing */ 

/* get next argument */ 

delimit$char = DQ$GET$ARGUMENT( arg$ptr, @conditlon$ptr ); 

if condition$code <> E$OK then /* do error processing */ 
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DQ$TRAP$CC 



The DQ$TRAP$CC lets you specify a procedure that Is to get control if an 
operator enters CTRL/C at the console. 



CALL DQ$TRAP$CC (entry$pnt, except$ptr); 



INPUT PARAMETER 
entry$pnt 



A POINTER to the entry point of your CTRL/C 
procedure. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

Normally, when an operator enters CTRL/C at the console, the system 
empties the type-ahead buffer and aborts the currently-executing 
program. By calling DQ$TRAP$CC, your program can designate any other 
procedure, so that it will automatically get control instead whenever 
CTRL/C is entered at the console. 
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DQ$TRAP$EXCEPTION 



DQ$TRAP$EXCEPTION substitutes an alternate exception handler for the 
default exception handler provided by the operating system. 



CALL DQ$TRAP$EXCEPTION (address$pt]:, except$ptr); 



INPUT PARAMETER 
address$ptr 



A POINTER to a POINTER containing the entry point 
of the alternate exception handler. 




OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

Normally, the exception handler terminates the program that made the call 
producing the exception condition and displays a message to that effect 
on the console screen. DQ$TRAP$EXCEPT10N designates an alternative 
exception handler as the one to which control should pass when an 
exceptional condition occurs. 

See the section EXCEPTION-HANDLING SYSTEM CALLS at the beginning of this 
chapter for an explanation of the conditions of the stack when your 
exception handler receives control. 
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DQ$TRUNCATE 



DQ$TRUNCATE moves the encl-of-file to the current position of a named file 
connection's file pointer, thereby freeing the portion of the file lying 
beyond the file pointer. 



CALL DQ$TRUNCATE (connection, except$ptr); 



INPUT PARAMETER 
connection 



A TOKEN for a connection to the named data file 
that is to be truncated. The file pointer of this 
connection marks the place where truncation is to 
occur. The byte indicated by the pointer is the 
first byte to be dropped from the file. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B, 



DESCRIPTION 

This system call truncates a file at the current setting of the file 
pointer and releases all file space beyond the pointer for reallocation 
to other files. If the pointer is at or beyond the end of file, no 
truncation is performed. Unless the file pointer is already at the 
proper location, your program should use the DQ$SEEK system call to 
position the pointer before calling DQ$TRUNCATE. 

The connection should have write, or read and write access rights, 
established when the connection was opened. 



UDI 2-53 



DQ$WRITE 



DQ$WRITE 



The DQ$WRITE system call copies a collection of bytes from a buffer into 
a file. 



CALL DQ$WRITE (connection, buff$ptr, count, except$ptr; 



INPUT PARAMETERS 
connection 

buff$ptr 
count 



A WORD containing a token for the connection to 
the file into which the information is to be 
written. 

A POINTER to a buffer containing the data to be 
written to the specified file. 

A WORD containing the number of bytes to be 
written from the buffer to the file. 



OUTPUT PARAMETER 
except$ptr 



A POINTER to a WORD where the system places the 
condition code. Condition codes are described in 
Appendix B. 



DESCRIPTION 

This system call causes the Operating EJystem to write the specified 
number of bytes from the buffer to the file. 



Connection Requirements 

If the connection is not open for writing or updating, DQ$WRITE returns 
an exception code. 
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Nijmber of Bytes Written 

Occasionally, DQ$WRITE writes fewer bytes than requested by the calling 
program. This happens under the following two circumstances: 

• When DQ$WRITE encounters an I/O error. 

• When the volume to which your program is writing becomes full. 



Where the Bytes Are Written 

DQ$WRITE starts writing at the location specified by the connection's 
file pointer. After the writing operation is completed, the file pointer 
points to the byte immediately following the last byte written. 

If your program must reposition the file pointer before writing, it can 
do so by using the DQ$SEEK system call. 



*** 
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CHAPTER 3 
UDI EXAMPLE 



This chapter presents an example of UDI system calls. After the program 
listing are the compiler and linker commands used to build the program, 
and a listing of the link map. 



THE EXAMPLE LISTING 

$corapact 
$optimlze(3) 

/* 

* 

* Program UPPER 
* 

* This program demonstrates the use of UDI file-handling and 

* command-line-parsing system calls. The program reads an input 

* file of characters and converts all lowercase alphabetic characters 

* to uppercase. The converted data are written to a second file. 

* UPPER expects the command line that invokes it to be of the form: 
* 

* UPPER inflle [TO outfile] 
* 

* (If "TO outfile" is not specified, :C0: is assumed.) 

* , , 

*/ 

upper: DO; 

/* Literal declaration of TOKEN as SELECTOR */ 

$include( :lnclude:ltksel.lit) 

/* External declaration files for UDI system calls */ 

$lnclude( :include:uexit.ext) 
$include( : include: uclose. ext) 
$include( :include:uwrite.ext) 
$include( : Include: uread. ext) 
$lnclude( :include:uopen.ext) 
$include( : include: ucreat. ext) 
$include( :include:ugtarg.ext) 
$include( : Include: uatach. ext) 
$lnclude( :include:udcex.ext) 
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DECLARE 

CR LITERALLY 'ODH' , 

LF LITERALLY 'OAH' , 

E$OK LITERALLY '0' 

TOKEN LITERALLY 'SELECTOR'; 

DECLARE 

co$conn TOKEN; 

$subtltle( 'check$exception' ) 

/* 



* Procedure to check an exception code. If the exception code is 

* not E$OK, print a message and exit. 

* , 

*/ 



check$ except ion: PROCEDURE(exception, info$p) REENTRANT; 
DECLARE 

exception WORD, 

info$p POINTER, 

info BASED info$p STRUCTURE( 

count BYTE , 

chard ) BYTE), 

exc$buf STRUCTURE ( 

count BYTE , 

char(80) BYTE), 

dummy WORD ; 

IF exception <> E$OK THEN 
DO; 

CALL dq$decode$exception( exception, @exc$buf, ©durany); 

CALL dq$write(co$conn, @exc!5buf .char, ex c$buf .count, @dummy); 

CALL dq$write(co$conn, @(': '), 2, @dumnty); 

CALL dq$write(co$conn, @info.char, info. count, @dummy); 

CALL dq$write(co$conn, @(CR, LF) , 2, @dummy); 

CALL dq$exit(3); 

END; 

END check$exception; 
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$subtitle( 'Main') 
/* 

A 
* 
A 
A 

*/ 



MAIN PROGEIAM 



DECLARE St WORD; 



DECLARE 






in$name(50) 


BYTE, 




out$name(50) 


BYTE, 




in$conn 


TOKEN, 




out$conn 


TOKEN, 




dellm 


BYTE; 




DECLARE 






buffer(1024) 


BYTE , 




in$bp 


POINTER , 




in$char 


BASED in$bp 


BYTE, 


next char 


BASED in$bp 


(2) BYTE, 


in$ count 


WORD, 




1 


WORD; 





/* 

* Create a connection to :C0: (console output). 

A 

A/ 

co$conn = dq$create( @(4, ':C0:'), gst); 
CALL dq$open(co$conn, 2, 0, @st); 



/* 

* Ignore the name of the program (the first argument). 

A ,.,, 

A/ 

dellm = dq$get$argument(@buffer, @st); 
CALL check$exceptlon(st, 0); 
IF delim = CR THEN 
CALL dq$exlt(0); 
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/* 

* Attach the input file, and open it. 
* , , 

*/ 



delim = dq$get$argument( @in$name, @st); 
CALL check$exception(st , 0); 

in$conn = dq$attach( @in$name, @st); 
CALL check$exception(st, @in$name); 

CALL dq$open(in$conn, 1, 2, @st); 
CALL check$exception(st, @in$name); 



/* 

* Find out if there is an output file specified. If so, attach 

* and open it. If not, use :C0 5 for output. 

*,,,,, , 

*/ 



IF delim <> CR THEN 
DO; 

delim = dq$get$argument( @buf fer, @st); 
CALL check$exception(st, 0); 
IF (delim = CR) OR 

(buffer(O) <> 2) OR 
(buffer(l) <> 'T' ) OR 
(buffer(2) <> '0') THEN 
DO; 

CALL dq$write(co$coim, @( 'Invalid output file', CR, 

LF), 21, @st); 
CALL dq$exit(3); 
END; 

delim = dq$get$argument( @out$name, @st); 
CALL check$exception(st, 0); 

out$conn = dq$create(@out$n£une, (§st); 
CALL check$exception(st , @out$name); 

CALL dq$open(out$conn, 2, 2, (3s t); 
CALL check$exception(st, @out$name); 
END; 
ELSE 

out$conn = co$conn; 
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/* 

* Read from input, convert, and wirite to output 
* , 

*/ 



DO WHILE 1; 

ln$count = dq$read(in$conn, @buffer, size(buf fer) , @st); 
CALL check$exception(st, (3in$name) ; 
IF ln$count = THEN 
GOTO end$of$flle; 

DO 1=0 TO in$count-l; 

IF (bufferd) >= 'a') AND (buffer(l) <= 'z' ) THEN 
buffer(i) = buffer(i) + 'A'- 'a'; 
END; 

CALL dq$write(out$conn, (abuffer, in$count, @st); 
CALL check$exceptlon(st, @out$name); 
END; 
end$of$f lie: 



/* 

* Close input and output files , and exit 
*, 

*/ 



CALL dq$close(in$conn, @st); 

CALL check$exception(st, @in$name); 

CALL dq$close(out$conn, @st); 

CALL check$exception(st, @out$name)5 

CALL dq$exit(0); 

END upper; 



COMPILING AND LINKING 

The program UPPER was compiled and linked on an iRMX 86-based system with 
the following commands: 

attachfile :sd:lib/rmx86 as :lib: 

plm86 upper. p8 6 

link86 upper, obj, :lib: compac. lib to upper bind mempool(5000H) 

The link map is on the next page. 
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IRMX 86 8086 LINKER, V2.0 

INPUT FILES: UPPER. OBJ, :LIB:COMPAC.LIB 

OUTPUT FILE: UPPER 

CONTROLS SPECIFIED IN INVOCATION COMMAND: 

BIND MEMPOOL(5000H) 
DATE: 14/02/83 TIME: 12:05:37 

LINK MAP OF MODULE UPPER 



LOGICAL SEGMENTS INCLUDED: 

LENGTH ADDRESS ALIGN SEGMENT 

02F6H W CODE 

OOIEH W CONST 

047 5H — W DATA 

0454H W STACK 

000 OH W MEMORY 

OOOOH G ??SEG 



CLASS 

CODE 

CONST 

DATA 

STACK 

MEMORY 



OVERLAY 



INPUT MODULES INCLUDED: 

UPPER. OBJ (UPPER) 

:LIB:COMPAC.LIB(DQATTACH) 

: LIB :COMPAC.LIB(DQC LOSE) 

:LIB:COMPAC.LIB(DQCREATE) 

:LIB:COMPAC.LIB(DQDECODEEXCEPTION) 

:LIB:COMPAC.LIB(DQEXIT) 

: LIB : COMPAC.LIB(DQGETARGUMENT) 

:LIB:COMPAC.LIB(DQOPEN) 

: LIB : COMPAC.LIB(DQREAD) 

:LIB:COMPAC.LIB(DQWRITE) 

: LIB : COMPAC.L IB( SYSTEMSTACK) 



GROUP MAP 

GROUP NAME: CGROUP 

OFFSET SEGMENT NAME 
OOOOH CODE 

GROUP NAME: DGROUP 

OFFSET SEGMENT NAME 
OOOOH CONST 

OOIEH DATA 



SYMBOL TABLE OF MODULE UPPER 
BASE OFFSET TYPE SYMBOL 



BASE 



OFFSET TYPE SYMBOL 



G(l) 0293H PUB DQATTACH 

G(l) 02A9H PUB DQCREATE 

G(l) 02BFH PUB DQEXIT 

G(l) 02D5H PUB DQOPEN 

G(l) 02EBH PUB DQWRITE 



G(l) 029EH PUB DQCLOSE 

G(l) 02B4H PUB DQDECODEEXCEPTION 

G(l) 02CAH PUB DQGETARGUMENT 

G(l) 02E0H PUB DQREAD 

S(4) 006CH PUB SYSTEMSTACK 



*** 
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The following data types are recognized by the IRMX 86 Operating System. 



BYTE 
WORD 
INTEGER 

POINTER 



OFFSET 

SELECTOR 
TOKEN 

STRING 
DWORD 



An unsigned, eight-bit binary ntimber. 
An unsigned, two-byte, binary number. 

A signed, two-byte, binary number. Negative numbers 
are stored in two's-complement form. 

Two consecutive words containing the base address of a 
(64K-byte processor) segment and an offset in the 
segment. The offset is in the word having the lower 
address. 

A word whose value represents the distance from the 
base address of a segment. 

The base address of a segment. 

A word or selector whose value identifies an object. 
A token can be declared literally a WORD or a SELECTOR 
depending on your needs. 

A sequence of consecutive bytes. The value contained 
in the first byte is the number of bytes that follow 
it in the string. 

A 4-byte unsigned binary number. 



*** 
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iRMX™ 86 CONDITION CODES 



This appendix contains the exception codes that are generated by the 
IRMX 86 Operating System. Exception codes are any condition codes other 
than E$OK, the normal code. Exception codes are classed as either 
"Environmental Conditions" or "Programmer Errors", although the latter 
includes certain hardware errors as well as errors that result from 
programming. 

The values of these exception codes fall into ranges based on the IRMX 86 
layer which first detects the condition. Table B-1 lists the layers and 
their respective ranges, with numeric values expressed in hexadecimal 
notation. 



Table B-1. Exception Code Ranges 



Layer 


Environmental 


Programming 


Nucleus 


IH to IFH 


8000H to 801FH 


I/O Systems 


2 OH to 5FH 


802 OH to 805FH 


Application Loader 


60H to 7FH 


8060H to 807FH 


Human Interface 


80H to AFH 


808 OH to 80AFH 


Universal Development 


COH to DFH 


80C0H to 80DFH 


Interface 






Reserved for Intel 


EOH to 3FFFH 


80E0H to BFFFH 


Reserved for users 


400 OH to 7FFFH 


COO OH to FFFFH 



The IRMX 86 NUCLEUS REFERENCE MANUAL gives the value of each code and its 
associated mnemonic, as well as a short description of Its significance. 
In addition, the table shows the layer(s) of the system that could 
generate the code, in case you wish to refer the the appropriate manual. 
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CHAPTER 1 
INTRODUCTION 



The iElMX 86 and iRMX 88 I/O Systems are each implemented as a set of file 
drivers and a set of device drivers. File drivers provide the support 
for particular types of files (for example, the named file driver 
provides the support for named files). Device drivers provide the 
support for particular devices (for example, an iSBC 215 device driver 
provides the facilities that enable you to use an iSBG 215 Generic 
Winchester controller to control a Winchester-type drive with the I/O 
System). Each type of file has its own file driver, and each device has 
its own device driver. 

One of the reasons that the I/O Systems are broken up in this manner is 

to provide device-independent I/O. Application tasks communicate with 
file drivers, not with device drivers. This allows tasks to manipulate 

all files in the same manner, regardless of the devices on which the 
files reside. File drivers, in turn, communicate with device drivers, 
which provide the instructions necessary to manipulate physical devices. 
Figure 1-1 shows these levels of communication. 



APPLICATION TASK 



file independent interface 



FILE DRIVER 



device independent interlace 



DEVICE DRIVER 



Figure 1-1. Communication Levels 
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The I/O System provides a standard interface between file drivers and 
device drivers. To a file driver, a device is merely a standard block of 
data in a table. To manipulate a device, the file driver calls the 
device driver procedures listed in the table. To a device driver, all 
file drivers seem the same. Every file driver calls device drivers in 
the same manner. This means that the device driver does not need to 
concern itself with the concept of a file driver. It sees itself as 
being called by the I/O System, and it returns information to the I/O 
System. This standard interface has the following advantages: 

• The hardware configuration can change without extensive 
modifications to the software. Instead of modifying entire file 
drivers when you want to change devices, you need only substitute 
a different device driver and modify the table. 

• The I/O System can support a greater range of devices. It can 
support any device, as long as you supply a device driver that 
interfaces to the file drivers in. the standard manner. 



I/O DEVICES AND DEVICE DRIVERS 

Each I/O device consists of a controller and one or more units. A device 
as a whole is identified by a unique device number. Units are identified 
by unit number and by device-unit number. The device number identifies 
the controller among all the controllers in the system, the unit number 
identifies the unit within the device, and the unique device-unit number 
identifies the unit among all the units of all of the devices. Figure 
1-2 contains a simplified drawing of three I/O devices and their device, 
unit, and device-unit numbers. 
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Figure 1-2. Device Numbering 
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You must provide a device driver for every device in your hardware 
configuration. That device driver must handle the I/O requests for all 
of the units the device supports. Different devices can use different 
device drivers; or if they are the same kind of device, they can share 
the same device driver code. (For example, two iSBC 215 controllers are 
two separate devices and each has its own device driver. However, these 
device drivers can share common code.) 



I/O REQUESTS 

To the device driver, an I/O request is a request by the I/O System for 
the device to perform a certain operation. Operations supported by the 
I/O System are: 

Read 

Write 

Seek 

Special 

Attach device 

Detach device 

Open 

Close 

The I/O System makes an I/O request by sending to the device driver an 
I/O request/result segment (lORS) containing the necessary information. 
(The lORS is described in Chapter 2.) The device driver must translate 
this request into specific device commands to cause the device to perform 
the requested operation. 



TYPES OF DEVICE DRIVERS 



The I/O System supports four types of device drivers: custom, common, 
random access, and terminal. A custom device driver is one that the user 
creates in its entirety. This type of device driver can assume any form 
and can provide any functions that the user wishes, as long as the I/O 
System can access it by calling four procedures, designated as Initialize 
I/O, Finish I/O, Queue I/O, and Cancel I/O. 

The I/O System provides the basic support routines for the common, random 
access, and terminal device driver types. These support routines provide 
a queueing mechanism, an interrupt handler, and other features needed by 
common, random access, and terminal devices. If your device fits into 
the common, random access, or terminal device classification, you need to 
write only the specialized, device-dependent procedures and interface 
them to the ones provided by the I/O System to create a complete device 
driver. 
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HOW TO READ THIS MANUAL 

This manual is for people who plan to write device drivers for use with 
iRMX 86- and/or iRMX 88-based systems. Because there are numerous 
terminology differences between the two IRi-lX systems, the tone of this 
manual is general, unlike that of other manuals for either system. For 
IRMX 88 users, this should not be a problem. But iRMX 86 users should 
take note of the following: 

• In a number of places the phrase "the location of" is substituted 
for "a token for". 

• The "device data storage area" that is alluded to in many places 
is actually an iRMX 86 segment. 

• The term "resources" usually means "objects." The intended 
meaning of "resources" is clear from its context. 



*** 
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CHAPTER 2 
DEVICE DRIVER INTERFACES 



Because a device driver is a collection of software routines that manages 
a device at a basic level, It must transform general Instructions from 
the I/O System into device-specific instructions which it then sends to 
the device itself. Thus, a device driver has two types of interfaces: 

• An interface to the I/O System, which is the same for all device 
drivers. 

• An interface to the device itself, which varies according to 
device. 

This chapter discusses these interfaces. 



I/O SYSTEM INTERFACES 

The interface between the device driver and the I/O System consists of 
two data structures: the device-unit information block (DUIB) and the I/O 
request/result segment (lORS). 



DEVICE-UNIT INFORMATION BLOCK (DUIB) 

The DUIB is an Interface between a device driver and the I/O System, in 
the sense that the DUIB contains the addresses of one of the following 
routines: 

• The device driver routines (in the case of custom device drivers). 

• The device driver support routines (in the case of terminal 
drivers, common drivers, and random access drivers). 

By accessing the DUIB for a unit, the I/O System can call the appropriate 
device driver/device driver support routine. All devices, no matter how 
diverse, use this standard Interface to the I/O System. You must provide 
a DUIB for each device-unit in your hardware system. You supply the 
information for your DUIBs as part of the configuration process. 
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DUIB Structure 

This section lists the elements that make up a DUIB, When creating DUIBs 
for iRMX 86 applications, code them in the format shown here (as 
assembly-language structures). The iRMX 86 Interactive Configuration 
Utility (ICU) includes your DUIB file In the assembly of IDEVCF.A86 (a 
Basic I/O System configuration file). '[DEVCF.A86 contains the definition 
of the structure. 

Unlike the iRMX 86 ICU, the iRMX 88 ICU prompts you for some fields in 
the DUIB structure. The ICU automatically fills in the other fields, 
depending upon factors such as the type of device you are configuring. 
The IRMX 88 ICU generates the DUIBs and places them in the device 
configuration source file. 



DEFINE DUIB < 


& 


NAME (14), 


& 


FILE$DRIVERS , 


& 


FUNCTS , 


& 


FLAGS , 


& 


DEV$GRAN, 


& 


DEV$SIZE, 


& 


DEVICE, 


& 


UNIT, 


& 


DEV$UNIT, 


& 


INIT$IO, 


& 


FINISH$IO, 


& 


QUEUE$IO , 


& 


CANCEL$IO, 


& 


DEVICE$INFO$P, 


& 


UNIT$INFO$P, 


& 


UPDATE$TIMEOUT, 


& 


NUM$BUFFERS , 


& 


PRIORITY, 


& 


FIXED$UPDATE, 


& 


MAX$BUFFERS , 


& 


RESERVED, 


& 


> 



byte (14) 

word 

byte 

byte 

word 

dword 

byte 

by t e 

word 

word 

word 

word 

word 

pointer 

pointer 

word 

word 

by t e 

byte (iRMX 86 DUIB only) 

byte (iRMX 86 DUIB only) 

byte (IRM 86 DUIB only) 



Device Drivers 2-2 



DEVICE DRIVER INTERFACES 



where: 

NAME 



FILE$DRIVERS 



FUNCTS 



A 14-BYTE array specifying the name of the DUIB. 
This name uniquely identifies the device-unit to 
the I/O System. Use only the first 13 bytes. The 
fourteenth is used by the I/O System. 

You supply the name when configuring your 
application system. If you are an iRMX 86 user, 
you specify the DUIB name when attaching a unit via 
the RQ$A$PHYSICAL$ATTACH$DEVICE system call. 
Device drivers can ignore this field. 

For the iRMX 88 Executive, the DUIB name is the 
device name portion of the name$p parameter for the 
DQ$ATTACH or the DQ$CREATE system calls. 

WORD specifying file driver validity. Setting bit 
number "i" of this word implies that the 
corresponding file driver can attach this 
device-unit. Clearing bit number "i" implies that 
the file driver cannot attach this device-unit. 

The low-order bit is bit 0. The bits are 
associated with the file drivers as follows: 



Bit 




1 
3 



File Driver 

physical 

stream (iRMX 86 only) 

named 



The remaining bits of the word must be set to 
zero. Device drivers can ignore this field. 

BYTE specifying the I/O function validity for this 
device-unit. Setting bit number "i" implies that 
the device-unit supports the corresponding 
function. Clearing bit number "i" implies that the 
device-unit does not support the function. The 
low-order bit is bit 0. The bits are associated 
with the functions as follows: 



Bit "i" 


Function 




1 
2 

3 

4 
5 


read 

write 
seek 
special 
attach device 
detach device 


6 
7 


open 
close 



Bits 4 and 5 should always be set. 
driver requires these functions. 
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This field is used for Informational purposes 
only. Setting or clearing bits in this field does 
not limit the device driver from performing any I/O 
function. In fact, each device driver must be able 
to support any I/O function, either by performing 
the function or by returning a condition code 
indicating the inability of the device to perform 

that function. However, to provide accurate status 
information, this field should indicate the 

device's ability to perform the I/O functions. 
Device drivers can ignore this field. 



FLAGS 



BYTE specifying characteristics of diskette 
devices. The significance of the bits is as 
follows, with bit being the low-order bit: 



Bit 



Meaning 





1 
2 
3 
4 



5-7 



= bits 1-7 not significant 

1 = bits 1-7 significant 

= single density; 1 = double 
density 

= single sided; 1 = double 
sided 

= 8-inch diskettes 
1=5 1/4-inch diskettes 

= standard diskette, meaning 

that track is 
single-density with 
128-byte sectors 

1 = not a standard diskette or 

not a diskette 
reserved 



If bit is set to 1, then a driver for the device 
can read track when asked to do so by the I/O 
System. 



DEV$GRAN 



WORD specifying the device granularity, in bytes. 
This parameter applies to random access devices. 
It specifies the minimum number of bytes of 
information that the device reads or writes in one 
operation. If the device is a disk or magnetic 
bubble device, you should set this field equal to 
the sector size for the device. Otherwise, set 
this field equal to zero. 



DEV$SIZE 



DWORD specifying the number of bytes of information 
that the device-unit can store. 



DEVICE 



BYTE specifying the device number of the device 
with which this device-unit is associated. Device 
drivers can ignore this field. 



Device Drivers 2-4 



DEVICE DRIVER INTERFACES 



UNIT 



DEV$aNIT 



INIT$IO 



FINISH$IO 



QUEUE$IO 



CANCEL$IO 



BYTE specifying th€i unit number of this 
device-unit. This distinguishes the unit from the 
other units of the device. 

WORD specifying the device-unit number. This 
number distinguishes the device-unit from the other 
units in the entire hardware system. Device 
drivers can ignore this field. 

WORD specifying the address of the Initialize I/O 
procedure associated with this unit. When creating 
the DUIB, use the procedure name as a variable to 
supply this information. Device drivers can ignore 
this field. 

WORD specifying the address of the Finish I/O 
procedure associated with this unit. When creating 
the DUIB, use the procedure name as a variable to 
supply this information. Device drivers can ignore 
this field. 

WORD specifying the address of the Queue I/O 
procedure associated with this unit. When creating 
the DUIB, use the procedure name as a variable to 
supply this information. Device drivers can ignore 
this field. 

WORD specifying the address of the Cancel I/O 
procedure associated with this unit. When creating 
the DUIB, use the procedure name as a variable to 
supply this information. Device drivers can ignore 
this field. 



DEVIGE$INFO$P 



POINTER to a structure which contains additional 
information about the device. The common, random 
access, and terminal device drivers require, for 
each device, a Device Information Table, in a 
particular format. 

This structure is described in Chapter 3. If you 
are writing a custom driver, you can place 
Information in this structure depending on the 
needs of your driver. Specify a zero for this 
parameter if the associated device driver does not 
use this field. 



UNIT$INFO$P 



POINTER to a structure that contains additional 
information about the unit. Random access and 
terminal device drivers require this Unit 
Information Table in a particular format. Refer to 
Chapter 3 for further information. If you are 
writing a custom device driver, place information 
in this structure, depending on the needs of your 
driver. Specify a zero for this parameter if the 
associated device driver does not use this field. 
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UPDATE$TIMEOUT 



WORD specifying the number of system time units 
that the I/O System must wait before writing a 
partial sector after processing a write request for 
a disk device. In the case of drivers for devices 
that are neither disk nor magnetic bubble devices, 
set this field to OFFFFH during configuration. 
This field applies only to the device for which 
this is a DUIB, and is independent of updating that 
is done either because of the value in the 

FIXED$UPDATE field of the DQIB or by means of the 
A$UPDATE system call of the I/O System. Device 
drivers can ignore this field. 



NUM$BUFFERS 



WORD which, if not zero, both specifies that the 
device is a random access device and indicates the 
number of buffers the I/O System allocates. The 
I/O System uses these buffers to perform data 
blocking and deblocking operations. That is, it 
guarantees that data is read or written beginning 
on sector boundaries. If you desire, the random 
access support routines can also guarantee that no 
data is written or read across track boundaries in 
a single request (see the section on the Unit 
Information Table In Chapter 3). A value of zero 
indicates that the device is not a random access 
device. Device drivers can ignore this field. 



PRIORITY 



BYTE specifying the priority of the I/O System 
service task for the device. Device drivers can 
ignore this field. 



FIXED$ UPDATE 



BYTE indicating whether the fixed update option was 
selected for the device when the application system 
was configured. This option, when selected, causes 
the I/O System to finish any write requests that 
had not been finished earlier because less than a 
full sector remained to be written. Fixed updates 
are performed throughout the entire system whenever 
a time interval (specified during configuration) 
elapses. This is independent of the updating that 
is indicated for a particular device (by the 
UPDATE$TIMEOUT field of the DUIB) or the updating 
of a particular device that is indicated by the 
A$UPDArE system call of the I/O System. 

A value of OFFH indicates that fixed updating has 
been selected for this device, and a value of zero 
indicates that it has not been selected. Device 
drivers can ignore this field. 

The FIXED$UPDATE field is not present in the 
iRMX 88 DUIB. 
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MAX$BUFFERS BYTE sspeclfying the maximum number of buffers that 

the Extended I/O System (of the iRMX 86 Operating 
System) can allocate for a connection to this 
device when the connection Is opened by a call to 
S$OPEN. The value in this field is specified 
during configuration. Device drivers can ignore 
this field. 

The MAX$BUFFERS field is not present in the iRMX 88 
DUIB. 

RESERVED BYTE reserved for future use. 

The RESERVED field is not present in the iRMX 88 
DUIB. 



Using the DUIBs 

To use the I/O System to communicate with files on a device-unit, you 
must first attach the unit. If you are an iRMX 88 user, attaching the 
unit occurs automatically when you first attach or create a file on the 
unit. If you are an iRMX 86 user, you attach the unit by invoking the 
RQ$A$PHYSICAL$ATTACH$DEVIGE system call (refer to the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL for a description of this system call). 

When you attach a unit, the I/O System assumes that the device-unit 
Identified by the device name field of the DUIB has the characteristics 
identified in the remainder of the DUIB. Thus, whenever the application 
software makes an I/O request via the connection to the attached 
device-unit, the I/O System ascertains the characteristics of that unit 
by examining the associated DUIB. The I/O System looks at the DUIB and 
calls the appropriate device driver/device driver support routines listed 
there to process the I/O request. 

If you want the I/O System to assume different characteristics at 

different times for a particular device-unit, you can supply multiple 
DUIBs, each containing identical device number, unit number, and 

device-unit number parameters, but different DUIB name parameters. Then 
you can select one of these DUIBs by specifying the appropriate dev$name 
parameter in the RQ$A$PHYSICAL$ATTACH$DEVICE system call (for iRMX 86 
users) or the appropriate device name when calling DQ$ATTAGH or DQ$GREATE 
(for iRMX 88 users.) However, before you can switch the DUIBs for a 
unit, you must detach the unit. 



Figure 2-1 illustrates this concept. It shows six DUIBs, two for each of 
three units of one device. The main difference within each pair of DUIBs 
in this figure is the device granularity parameter, which is either 128 
or 512. With this setup, a user can attach any unit of this device with 
one of two device granularities. In Figure 2-1, units and 1 are 
attached with a granularity of 128 and unit 2 with a granularity of 512. 
To change this, the user can detach the device and attach it again using 
the other DUIB name. 
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NOTE 

For iRMX 86 systems only, when the 
I/O System accesses a device containing 
named files, it obtains information 
such as granularity, density, size 
(5-1/4" or 8" for diskettes), or the 
number of sides (single or double) from 
the volume label. Therefore it is not 
necessary to supply a different DUIB 
for every kind of volume you intend to 
use. However, for iRllX 86 
applications, you must supply a 
separate DUIB for every kind of volume 
you intend to format via the FORMAT 
Human Interface command. 



NAME = UNITA 
DEV$aRAN-128 



DEVICE = 1 
UNIT = 
DEV$UNIT = 6 



NAME = UNITA1 
DEV$GRAN=512 



DEVICE - 1 

UNIT=0 

DEV$UNIT=>6 



CALL RO$A$PHYSICAL$ATTACH$DEVICE (UNITA,...) 



NAME = UNITB 
OEV$GRAN-128 



DEVICE - 1 
UNIT - 1 
DEV$UNIT-7 



NAME-UNITB1 
DEVSGRAN => 51 2 



DEVICE = 1 
UNIT = 1 
DEVSUNIT =■ 7 



DUIBS FOR 
DEVICE-UNIT 6 



DUIBS FOR 
DEVICE-UNIT 7 



CALL ROSA$PHYSICAL$ATTACH$DEVICE (UNITB,...) 



NAME = UNITC 
DEV$GRAN-'12e 



DEVICE = 1 
UNIT -2 
DEVSUNIT = B 



NAME = UNtTC1 
DEV$GRAN = 512 



DEVICE - 1 
UNIT -2 
DEVSUNIT ~ B 



7" 



r 

CALL ROSASPHYSICALSATTACHSDEVICE (UNITC1 ,...) 

Figure 2-1. Attaching Devices 



DUIBS FOR 
DEVICE-UNITS 



Creating DUIBs 

During interactive configuration, you must provide the Information for 
all of the DUIBs. The configuration file, which the ICU produces, sets 
up the DUIBs when it executes. Observe the following guidelines when 
supplying DUIB information: 
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• Specify a unique name for every DUIB, even those that describe 
the same device-unit. 

• For every device-unit in the hardware configuration, provide 
information for at least one DUIB. Because the DUIB contains the 
addresses of the device driver/device driver support routines, 
this guarantees that no device-unit is left without a device 
driver to handle its I/O. 

• Make sure to specify the same device driver/device driver support 
procedures in all of the DUIBs associated with a particular 
device. There is only one set of device driver/device driver 
support routines for a given device, and each DUIB for that 
device must specify this unique set of routines. 

• If you write a common or random access device driver, you must 
supply a Device Information Table for each device. If you write 
a random access device driver, you must also supply a Unit 

Information Table for each unit. See Chapter 4 for 
specifications of these tables. If you are using custom device 
drivers and they require these or similar tables, you must supply 
them, as well. 

• For iRMX 86 systems only, if you write a terminal driver, you 
must supply terminal device information table for each terminal 
device driver, as well as a unit information table for each 
terminal. See Chapter 7 for specifications of these tables. 



I/O REQUEST /RESULT SEGMENT (lORS) 

An I/O request/result segment (lORS) is the second structure that forms 
an interface between a device driver and the I/O System. The I/O System 
creates an lORS when a user requests an I/O operation. The lORS contains 
information about the request and about the unit on which the operation 
is to be performed. The I/O System passes the lORS to the appropriate 
device driver, which then processes the request. When the device driver 
performs the operation indicated in the lORS, it must modify the lORS to 
indicate what it hds done and send the lORS back to the response mailbox 
(exchange) indicated in the lORS. 

The lORS is the only mechanism that the I/O System uses to transmit 
requests to device drivers. The lORS structure is always the same. 
Every device driver must be aware of this structure and must update the 
information in the lORS after performing the requested function. The 
lORS is structured as follows: 
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DECLARE 






lORS 


STRUCTURE ( 




STATUS 


WORD, 




UNIT$STATUS 


WORD, 




ACTUAL 


WORD, 




ACTUAL$FILL 


WORD, 




DEVICE 


WORD , 




UNIT 


BYTE, 




FUNCT 


BYTE, 




SUBFUNCT 


WORD, 




DEV$LOC 


DWORD , 




BUFF$P 


POINTER, 




COUNT 


WORD, 




COUNT$FILL 


WORD, 




AUX$P 


POINTER, 




LINK$FOR 


POINTER, 




LINK$BACK 


POINTER, 




RESP$MBOX 


SELECTOR, 




DONE 


BYTE , 




FILL 


BYTE, 




CANCEL$ID 


SELECTOR, 




GONN$T 


SELECTOR); ( iRMX 86 lORS only) 



where: 



STATUS WORD in which the device driver must place the 
condition code for the I/O operation. The E$OK 
condition code indicates successful completion of the 
operation. For a complete list of possible condition 
codes, see either the iRMX 86 NUCLEUS REFERENCE 
MANUAL, the iRMX 86 BASIC I/O SYSTEM REFERENCE 
MANUAL, and the IRMX 36 EXTENDED I/O SYSTEM REFERENCE 
MANUAL, or the IRMX 88 REFERENCE MANUAL. 

UNIT$STATUS WORD in which the device driver must place additional 
status information if the status parameter was set to 
indicate the E$IO condition. The unit status codes 
and their descriptions are as follows: 



Code 



Mnemonic 



Description 




1 
2 



4 
5* 

6* 



IO$UNCLASS Unclassified error 

IO$SOFT Soft error; a retry is possible 
IO$HARD Hard error; a retry is 
impossible 

IO$OPRINT Operator intervention is 

required 
IO$WRPROT Write-pro tec ted volume 
IO$NO$DATA No data on the next tape record 
IO$MODE A read (or write) was attempted 

before the previous write (or 

read) completed 



*For iRMX 86 systems only. 
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ACTUAL 

ACTaAL$FILL 
DEVICE 

UNIT 

FUNGT 



The I/O System reserves values through 3 (the least 
significant four bits) of this field for unit status 
codes. The high 12 bits of this field can be used 
for any other purpose that you wish. For example, 
the iSBC 204 driver places the controller's result 
byte in the high eight bits of this field. For more 
information about the data returned by your device 
controller, refer to the hardware reference manual 
for your controller. 

WORD which the device driver must update upon 
completion of an I/O operation to indicate the number 
of bytes of data actually transferred. 

Reserved WORD. 

WORD into which the I/O System places the number of 
the device for which this request is intended. 

BYTE into which the I/O System places the number of 
the unit for which this request is intended. 

BYTE into which the I/O System places the function 
code for the operation to be performed. Possible 
function codes are: 



Code 

1 
2 
3 
4 
5 
6 
7 



Function 

F$READ 

F$WRITE 

F$SEEK 

F$SPEGIAL 

F$ATTAGH$DEV 

F$DETAGH$DEV 

F$OPEN 

F$GLOSE 



SUBFUNCT 



WORD into which the I/O System places the actual 
function code of the operation, when the F$SPECIAL 
function code was placed into the FUNCT field. The 
value in this field depends upon the file driver to 
be used with this device. The possible subfunctions 
and the driver types to which they apply are as 
follows: 



File Driver 


Subfunct 




For Connection 


Value 


Function 


Physical* 
S tream 
S tream 




1 


Format track 

Query 

Satisfy 


Physical or Named 
Physical 


2 
3 


Notify 

Get disk/ tape 
data 
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File Driver 


Subfunct 




For Connection 


Value 


Function 


Physical 
Physical 
Physical 
Physical 
Physical 


4 
5 
6 

7 
8 


Get terminal data 
Set terminal data 
Set signal 

Rewind tape 
Read tape file 
mark 


Physical 
Physical 


9 

10 
11-32767 


Write tape file 

mark 
Re tens ion tape 
Reserved for 

other Intel 

products 



*These functions apply both to iRMX 86 and 
IRMX 88 systems. The other functions are 
iRMX 86-specific. 

The values from 32768 to 65535 are available for 
user-written/custom device drivers. 

DEV$LOC DWORD into which the I/O System initially places the 
absolute byte location on the I/O device where the 
operation is to be performed. For example, for a 
write operation, this is the address on the device 
where writing begins.. The I/O System fills out this 
information when it passes the lORS to the driver 
support routines. 

If the device driver is a random access driver, the 
random access support: routines modify the information 
in the DEV$LOC field before passing the lORS on to 
user-written driver procedures listed in Chapter 5. 
The value that the random access support routines 
fill out depends upon the TRACK$SIZE field in the 
unit's Unit Information Table (see Chapter 3). 

• If the TRACK$SIZE field is zero, the random 
access support routines divide the value in 
DEV$LOC by the device granularity and place that 

value (the absolute sector number) in the DEV$LOC 
field. 

• If the TRAGK$SIZIi field is nonzero, the random 
access support routines use the absolute byte 
number in DEV$LOG to calculate the track and 
sector numbers. The routines then place the 
track number in the high-order WORD (of DEV$LOG) 
and the sector number in the low-order WORD (of 
DEV$LOC) . 

BUFF$P POINTER which the I/O System sets to indicate the 

internal buffer where data is read from or written to. 
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COUNT WORD which the I/O System sets to indicate the number 

of bytes to transfer. 

COUNT$FILL Reserved WORD. 

AUX$P POINTER which the I/O System can set to indicate the 

location of auxiliary data. Normally, the I/O System 
uses AUX$P to pass or receive the additional data 
that the various subfunctions of the SPECIAL call 
require. 

The following paragraphs define the particular data 
structures pointed to by AUX$P. The data structure 
actually pointed to depends upon the SUBFUNCT field 
of the lORS. 

In a request to format a track on a disk or diskette, 
FUNCT equals special, SUBFUNCT equals format track, 
and AUX$P points to a structure of the form: 

DECLARE FORMAT$TRACK STRUCTURE ( 

TRACK$NUMBER WORD, 

INTERLEAVE WORD, 

TRACK$OFFSET WORD, 

FILL$aiAR BYTE); 

These fields are defined as follows: 



track$number 



interleave 



track$off set 



fill$char 



The number of the track to be 
formatted. Acceptable values are to 
(number of tracks on the volume - 1). 

The interleaving factor for the track. 
(That is, the number of physical 
sectors to advance when locating the 
next logical sector.) The supplied 
value, before being used, is evaluated 
MOD the number of sectors per track. 

The number of physical sectors to 
advance when locating the first logical 
sector on the next track. 

The byte value with which each sector 
is to be filled. 



NOTE 

The rest of the information about the 
AUX$P field is iRMX 86-specific. 
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In a request to set up an iRMX 86 mailbox, where the 
IRMX 86 I/O System is to send an object whenever a 
door to a flexible disk drive is opened or the STOP 
button on a hard disk drive is pressed, FUNGT equals 
special, SUBFUNCT equals notify, and AUX$P points to 
a structure of the form: 

DECLARE SETUP$NOTIFY STRUGTURE( 

MAILBOX SELECTOR, 
OBJECT SELECTOR) ; 

where the fields are defined in the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. Random access drivers do 
not have to process such requests because they are 
handled by the I/O System. 

In a request to obtain information about iSBC 215 or 
iSBC 220 (supported) disk devices, FUNCT equals 
special, SUBFUNCT equals get device characteristics, 
and AUX$P points to a structure of the form: 

DECLARE D1SK$DRIVE$DATA STRUCTURE( 

CYLINDERS WORD , 

FIXED BYTE, 

REMOVABLE BYTE , 

SECTORS BYTE, 

SECTOR$SIZE WORD, 

ALTERNATES BYTE); 

where the fields are defined in the iRl^X 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. 

In a request to obtain information about iSBX 217 
tape drives (associated with an iSBC 215G board), 
FUNCT equals special, SUBFUNCT equals get device 
characteristics, and AUX$P points to a structure of 
the form: 

DECLARE TAPE$DRIVE$DATA STRUCTURE( 
TAPE WORD , 

RESERVED(7) BYTE); 

where the fields are defined in the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. 

In a request to read or write terminal mode 
information for a terminal being driven by a terminal 
driver, FUNCT equals special, SUBFUNCT equals get 
terminal attributes (for reading) or set terminal 

attributes (for writing), and AUX$P points to a 
structure of the form: 
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DECLARE TERMINAL $ATTRIBUTES STRUCTURE ( 



NUM$ WORDS 


WORD, 


NUM$USED 


WORD, 


CONNECTION$FLAGS 


WORD, 


TERMINAL $FLA.GS 


WORD, 


IN$BAUD$RATE 


WORD, 


OUT$BAUD$RATE 


WORD, 


SCROLL$ LINES 


WORD, 


X$Y$SIZE 


WORD, 


X$Y$OFFSET 


WORD, 


FLOW$CONTROL 


WORD, 


HIGH$WATER$MARK 


WORD, 


LOW$WATER$MA.RK 


WORD, 


FG$ON$CHAR 


WORD, 


FG$OFF$GHAR 


WORD) ; 



where the fields are defined in the IRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. If you are using the 
Terminal Support Code, this special subf unction is 
invisible to the terminal device driver. 

In a request to set up special character recognition 
in the input stream of a terminal driver for 
signalling purposes, FUNGT equals special, SUBFUNCT 
equals signal, and AUX$P points to a structure of the 
form: 

DECLARE SIGNALICHARAGTER STRUCTURE ( 
SEMAPHORE SELECTOR 

CHARACTER BYTE); 

where the fields are defined in the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. In a request to read a tape 
file mark, FUNCT equals special, SUBFUNCT equals read 
tape file mark, and AUX$P points to a structure of 
the form: 

DECLARE READ$FILE$MARK STRUCTURE( 
SEARCH BYTE) ; 

where the field is defined in the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. 

LINK$FOR POINTER that the device driver/device driver support 
routines can use to implement a request queue. This 
field points to the location of the next lORS in the 
queue. 

LINK$BAGK POINTER that the device driver/device driver support 
routines can use to implement a request queue. This 
field points to the location of the previous lORS in 
the queue. 
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RESP$MBOX SELECTOR that the I/O System fills with either an 

iRMX 86 token for the response mailbox or the address 
of an iRl^lX 88 exchange. Upon completion of the I/O 
request, the device driver/device driver support 
routines must send the lORS to this response mailbox 
or exchange. 

DONE BYTE that the device driver can set to TRUE (OFFH) or 

FALSE (OGH) to indicate whether the entire request 
has been completed. 

FILL Reserved BYTE. 

GANGEL$ID SELECTOR used to identify queued I/O requests that 
CANCEL$IO can remove from the queue. 

CONN$T SELECTOR used in requests to the iRMX 86 I/O System. 
This field contains the token of the iRMX 86 file 
connection through which the request was issued. 



DEVICE INTERFACES 

To carry out I/O requests, one or more of the routines in every device 

driver must actually send commands to the device itself. The steps that 
a procedure of this sort must go through vary considerably, depending on 
the type of I/O device. Procedures supplied with the I/O System to 
manipulate devices such as the iSBC 204 and iSBC 206 devices use the 
PL/M-86 builtins INPUT and OUTPUT to transmit to and receive from I/O 
ports. Other devices may require different methods. The I/O System 
places no restrictions on the method of communicating with devices. Use 
the method that the device requires. 



*** 
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CHAPTER 3 

CATEGORIES AND PROPERTIES 

OF DEVICES AND DRIVERS 



There are four types of device drivers in the iRMX 86 environment: 
common, random access, custom, and terminal. There are three types of 
device drivers in the iRMX 88 environment: common, random access, and 
custom. This chapter defines the distinctions between the types of 
drivers and discusses the characteristics and data structures pertaining 
to common and random access device drivers. Chapters 5, 6, and 7 are 
devoted to explaining how to write the various types of device drivers. 



CATEGORIES OF DEVICES 

Because the I/O System provides procedures that constitute the bulk of 
any common or random access device driver, you should consider the 
possibility that your device is a common or random access device. If 
your device falls in either of these categories, you can avoid most of 
the work of writing a device driver by using the supplied procedures. 
The following sections define the four types of devices. 



COMMON DEVICES 

Common devices are relatively simple devices other than terminals, such 
as line printers. This category includes devices that conform to the 
following conditions: 

• A f irst-ln/first-out mechanism for queuing requests is sufficient 
for accessing these devices. 

• Only one interrupt level is needed to service a device. 

• Data either read or written by these devices does not need to be 
broken up into blocks. 

If you have a device that fits into this category, you can save the 
effort of creating an entire device driver by using the common driver 
routines supplied by the I/O System. Chapter 5 of this manual describes 
the procedures that you must write to complete the balance of a common 
device driver. 



RANDOM ACCESS DEVICES 

A random access device is a device, such as a disk drive, in which data 
can be read from or written to any address of the device. The support 
routines provided by the I/O System for random access assume the 
following conditions: 
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• A f irst-ln/f irst-out mechanism for queuing requests is sufficient 
for accessing these devices. 



• 



Only one interrupt level is needed to service the device. 

• I/O requests must be broken up into blocks of a specific length. 

• The device supports random access; seek operations. 

If you have devices that fit into the random access category, you can 
take advantage of the random access support routines provided by the I/O 
System. Chapter 5 of this manual describes the procedures that you must 
write to complete the balance of a random access device driver. 

TERMINAL DEVICES 

A terminal device is characterized by the fact that it reads and writes 
single characters, with an interrupt for each character. Because such 
devices are entirely different than common, random access, and even 

custom devices, terminal drivers and their required data structures are 
described in Chapter 7. The remainder of this chapter applies only to 
common, random access, and custom device drivers. 



CUSTOM DEVICES 

If your device fits neither the common nor the random access category, 

and is not a terminal or terminal-like device, you must write the entire 
driver for the device. The requirements of a custom device driver are 
defined in Chapter 6. 



I/O SYSTEM-SUPPLIED ROUTINES FOR COMMON AND RANDOM ACCESS DEVICE DRIVERS 

The I/O System supplies the common and random access routines that it 
calls when processing I/O requests. Flow charts for these procedures 
appear in Appendix A. The names and functions of these procedures are as 
follows: (The "RAD$" prefix applies to IRMX 88 routine names.) 

Routine Function 

(RAD$)INIT$IO Creates the resources needed by the remainder of 

the driver routines, creates an interrupt task, 
and calls a user-supplied routine that 
initializes the device itself. 

(RAD$)FINISH$IO Deletes the resources used by the other driver 

routines, deletes the interrupt task, and calls a 
user-supplied procedure that performs final 
processing on the device itself. 
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Routine Function 

(RAD$) QUEUE! 10 Places I/O requests (lORSs) on the queue of 

requests. 

(RAD$)CANGEL$IO Removes one or more requests from the request 

queue, possibly stopping the processing of a 
request that has already been started. 

These routines process I/O requests for both common and random access 
devices. They distinguish between categories based on the value of the 
NUM$BUFFERS field In the unit's device-unit Information block (DUIB) . 
(When calling each of these routines, the I/O System supplies a pointer 
to the DUIB as one of the parameters.) If the NUM$BUFF£RS field Is 
nonzero, the routines assume the device Is a random access device. If 
the NUM$BUFFERS field Is zero, the routines assume the device Is a common 
device. 

In addition to the routines just described, the I/O System supplies an 
interrupt handler (interrupt service routine) and an Interrupt task 
(called INTERRUPT$TASK) which respond to all interrupts generated by the 
units of a device, process those Interrupts, and start the device working 
on the next I/O request on the queue. The INIT$IO procedure creates the 
interrupt task. 

After a device finishes processing a request, it sends an Interrupt to 
the processor. As a consequence, the processor calls the Interrupt 
handler. This handler either processes the interrupt Itself or Invokes 
an Interrupt task to process the Interrupt. Since an interrupt handler 
Is limited in the types of system calls that it can make and the number 
of Interrupts that can be enabled while it is processing, an Interrupt 
task usually services the interrupt. The interrupt task feeds the 
results of the Interrupt back to the I/O System (data from a read 
operation, status from other types of operations). The Interrupt task 
then gets the next I/O request from the queue and starts the device 
processing this request. This cycle continues until the device is 
detached. 
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Figure 3-1 shows the interaction between an interrupt task, an I/O 
device, an I/O request queue, and the Queue I/O device driver procedure. 
The interrupt task in this figure is in a continual cycle of waiting for 
an interrupt, processing it, getting the next I/O request, and starting 
up the device again. While this is going on, the Queue I/O procedure 
runs in parallel, putting additional I/O requests on the queue. 



REQUEST QUEUE 



INTERRUPT TASK 



I/O REQUEST 



I/O REQUEST 






I/O REQUEST 



(J) GET REQUEST 



(D SERVICE 
INTERRUPT 



(T) START DEVICE 




QUEUE I/O PROCEDURE 



PUT REQUESTS ON QUEUE 



X-67B 



Figure 3-1. Interrupt Task Interaction 



I/O SYSTEM ALGORITHM FOR CALLING THE DEVICE DRIVER PROCEDURES 

The I/O System calls each of the four device driver procedures in 
response to specific conditions. Figure 3-2 is a flow chart that 
illustrates the conditions under which three of the four procedures are 
called. The following numbered paragraphs discuss the portions of Figure 
3-2 labeled with corresponding circled numbers. 

1. To start I/O processing, an application task must make an I/O 
request. It can do this by invoking any of a variety of system 
calls. However, if you are an IRMX 86 user, the first I/O request to 
each device-unit must be an RQ$A$PHYSIGAL$ATTACH$DEVIGE system call, 
and if you are an iElMX 88 user, the first request to each device-unit 
must be either a DQ$ATTACH or a DQ$CREATE system call. 
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2. If the request results from an RQ$A$PHYSICAL$ATTACH$DEVICE, a 
DQ$ATTACH, or a DQ$CREATE system call, the I/O System checks to 
see if any other units of the device are currently attached. If 
no other units of the device are currently attached, the I/O 
System realizes that the device has not been initialized and calls 
the Initialize I/O procedure first, before queueing the request. 

3. Whether or not the I/O System called the Initialize I/O procedure, 
it calls the Queue I/O procedure to queue the request for 
execution. 

4. If you are an iRMX 86 user and the request just queued resulted 
from an iRMX 86 RQ$A$PHYSICAL$DETACH$DEVICE system call, the I/O 
System checks to see if any other units of the device are 
currently attached. If no other units of the device are attached, 
the I/O System calls the Finish I/O procedure to do any final 
processing on the device and clean up resources used by the device 
driver routines. 

If you are an iRMX 88 user and the request just queued resulted 
from either a DQ$DETAGfl or a DQ$DELETE system call, the I/O System 
checks to see if any other units of the device are currently 
attached. If no other units of the device are attached, the I/O 
System calls the Finish I/O procedure to do any final processing 
on the device and clean up resources used by the device driver 
routines. 

The iRMX 86 I/O System calls the fourth device driver procedure, the 
Cancel I/O procedure, under the following conditions: 

• If the user makes an RQ$A$PHYSICAL$DETAGH$DEVIGE system call 
specifying the hard detach option, to forcibly detach the 
connection objects associated with a device-unit. The iRMX 86 
BASIC I/O SYSTEM REFERENCE MANUAL describes the hard detach 
option. 

• If the job containing the task which made a request is deleted. 
The iRMX 88 I/O System does not call the Cancel I/O procedure. 
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THE USER MAKES AN I/O REQUEST 
VIA A SYSTEM CALL 




® 



VES 




I/O SYSTEM CALLS THE 

INITIALIZE I/O PROCEDURE TO 

INITIALIZE THE DEVICE 



I/O SYSTEM CALLS THE QUEUE I/O 

PROCEDURE TO PLACE THE 

REQUEST ON THE QUEUE 




I/O SYSTEM CALLS THE FINISH I/O 
PROCEDURE TO CLEAN UP THE 
DEVICE AND DELETE OBJECTS 



Figure 3-2. How the I/O System Calls the Device Driver Procedures 
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REQUIRED DATA STRUCTURES 

In order for the I/O System-supplied routines to be able to call the 
user-supplied routines, you must supply the addresses of these 
user-supplied routines, as well as other information, in a Device 
Information Table. In addition, processing I/O requests through a random 
access driver requires a Unit Information Table. Each DUIB contains one 
pointer field for a Device Information Table and another for a Unit 
Information Table . 

DUIBs that correspond to units of the same device should point to the 
same Device Information Table, but they can point to different Unit 
Information Tables, if the units have different characteristics. Figure 
3-3 illustrates this. 



Device 1 
Unit 



Unit 



Device 
1 


Unit 

1 



Device 1 
Unit 1 



DEVSINFOSI 



UNIT$INF0S2 




Devtce 2 
Unit 



DEV$INF0S2 



UNIT$INF0$2 



Unit 



Device 
2 





Figure 3-3. DUIBs, Device and Unit Information Tables 
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DEVICE INFORMATION TABLE 

Common and random access Device Information Tables contain the same 
fields in the same order. When creating Device Information Tables for 
IRMX 86 applications, code them in the format shown here (as 
assembly- language structures). If you give the iRMX 86 ICU the pathname 
of your Unit Information Table file, the ICU includes the file in the 
assembly of IDEVCF.A86 (a Basic I/O System configuration file). 
IDEVCF.A86 contains the definition of the structure. 

The fields DEVICE$INIT, DEVICE$FINISH , DEVICE$START, DEVICE$STOP, and 
DEVICE$ INTERRUPT contain the names of user-supplied procedures whose 
duties are described in Chapter 5. When creating the file containing 
your Device Information Tables, specify external declarations for these 
user-supplied procedures. This allows the code for these user-supplied 
procedures to be Included into the assembly of the I/O System. For 
example, if your procedures are named DEVICE$INIT, DEVICE$FINISH, 
DEVICE$START, DEVICE$STOP, and DEVICE$ INTERRUPT, include the following 
declarations in the file containing your Device Information Tables: 

extrn device$init: near 
extrn device$f inish: near 
extrn device$start: near 
extrn device$stop: near 
extrn device! interrupt: near 

The iRMX 88 ICU prompts you for each field in the Device Information 
Table structure. The, iRMX 88 ICU generates the Device Information Table 
and places it in the device configuration source file. 

Use the following format when coding your Device Information Tables: 



RADEV_DEV_INFO < 




& 


LEVEL, 


word 


& 


PRIORITY, 


byte 


& 


STAGK$SIZE, 


word 


& 


DATA$SIZ£, 


word 


& 


NUM$UNITS, 


word 


& 


DEVICE$INIT, 


word 


& 


DEVICE$FINISH, 


word 


& 


DEVICE$START, 


word 


& 


DEVICE$STOP, 


word 


& 


DEVICE$ INTERRUPT 


word 


& 


> 




e: 

LEVEL WORD specifying 


an en 



the device will interrupt. The interrupt task uses 
this value to associate itself with the correct 
interrupt level. The values for this field are 
encoded as follows: 



Device Drivers 3-8 



CATEGORIES AND PROPERTIES OF DEVICES AND DRIVERS 



iRMX 86 VALUES 



Bits 



Value 



15-7 

6-4 First digit of the interrupt level 
(0-7). 

3 If one, the level is a master level and 
bits 6-4 specify the entire level 
number. 

If zero, the level is a slave level and 
bits 2-0 specify the second digit. 

2-0 Second digit of the interrupt level 
(0-7), if bit 3 is zero. 



PRIORITY 



STACK$SIZE 



DATA$SIZE 



NUM$ UNITS 



iRMX 88 VALUES 

The values available are through 3FH. Refer to 
the iRMX 88 REFERENCE MANUAL for further 
information. 

BYTE specifying the initial priority of the 
interrupt task. The actual priority of an 
iRMX 86 interrupt task might change because the 
iRMX 86 Nucleus adjusts an interrupt task's 
priority according to the interrupt level that it 
services. Refer to the iRMX 86 NUCLEUS REFERENCE 
MANUAL for further information about this 
relationship betvveen interrupt task priorities 
and interrupt levels. 

WORD specifying the size, in bytes, of the stack 
for the user-written device interrupt procedure 
(and procedures that it calls). This number 
should not include stack requirements for the I/O 
System-supplied procedures. They add their 
requirements to this figure. 

WORD specifying the size, in bytes, of the user 
portion of the device's data storage area. This 
figure should not include the amount needed by 
the I/O System-supplied procedures; rather, it 
should include only that amount needed by the 
user-written routines. This then is the size of 
the read or write buffers plus any flags that the 
user-written routines need. 

WORD specifying the number of units supported by 
the driver. Units are assumed to be numbered 
consecutively, starting with zero. 
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DEVICE$INIT 



DEVIGE$FINISH 



DEVICE$START 



WORD specifying the start address of a 
user-written device initialization procedure. 
The format of this procedure, which INIT$IO 
calls, is described in Chapter 5. 

WORD specifying the start address of a 

user-written device finish procedure. The format 
of this procedure, which FINISH$IO calls, is 
described in Chapter 5. 

WORD specifying the start address of a 
user-written device start procedure. The format 

of this procedure, whicn QIJEUE$IO and 
INTERRUPT$TASK call, is described in Chapter 5. 

WOR.D specifying the start address of a 
user-written device stop procedure. The format 
of this procedure, which CANCEL$IO calls, is 
described in Chapter 5. 

WORD specifying the start address of a 
user-written device interrupt procedure. The 
format of this procedure, which INTERRUPT$rASK 
calls, is described in Chapter 5. 

Depending on the requirements of your device, you can append additional 

information to the RADEV_DEV INFO structure. For example, most devices 
require you to append the I/U' port address to this structure, so that the 
user-written procedures have access to the device. 



DEVIGE$STOP 



DEVICE$ INTERRUPT 



UNIT INFORMATION TABLE 

If you have random access device drivers in your system, you must create 
a Unit Information Table for each different type of unit in your system. 
Each random access device-unit's DUIB must point to one Unit Information 
Table, although multiple DUIBs can point to the same Unit Information 
Table. The Unit Information Table must include all information that is 
unit-dependent. 

When creating Unit Information Tables for iRi'iX 36 applications, code them 

in the format shown here (as assembly-language structures). If you give 
the iRMX 86 ICU the pathname of your Unit Information Table file, the ICU 
includes the file in the assembly of IDEVCF.A86 (a Basic I/O System 
configuration file). IDEVCF.A86 contains the definition of the structure. 

The iRMX 88 ICU prompts you for some fields in the Unit Information Table 
structure. The iRMX 88 ICU generates the Unit Information Table and 
places it in the device configuration source file. 

The minimum requirements for the structure of the Unit Information Table 
are as follows: 
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RADEV_UNIT_INFO < 
& rRACK$SIZE, 
& MAX$RETRY, 
& CYLINDER$SIZE 
& > 



; word 
; word 
: word 



where: 



TRACK$SIZE 



MAX$RETRY 



CYLINDER$SIZE 



WORD specifying the size, in bytes, of a single track 
of a volume on the unit. If the device controller 
supports reading and writing across track boundaries, 
and your driver is a random-access driver, place a 
zero in this field. If you specify a zero for this 
field, the I/O System-supplied random access support 
procedures place an absolute sector number in the 
DEV$LOC field of the lORS . If you specify a nonzero 
value for this field, the random access support 
procedures guarantee that read and write requests do 
not cross track boundaries. They do this by placing 
the sector number in the low-order word of the DEV$LOC 
field of the lORS and the track number in the 
high-order word of the DEV$LOC field before calling a 
user-written device start procedure. Instructions for 
writing a device start procedure are contained in 
Chapter 5. 

WORD specifying the maximum number of times an I/O 

request should be tried if an error occurs. Nine is 
the recommended value for this field. When this field 
contains a nonzero value, the I/O System-supplied 
procedures guarantee that read or write requests are 
retried if the user-supplied device start or device 
interrupt procedures return an IO$SOFT condition in 
the IORS.UNIT$STATUS field. (The IORS.UNIT$STATUS 
field is described in the "lORS Structure" section of 
Chap ter 2 . ) 

For iRMX 86 systems, a WORD whose meaning depends on 
its value, as follows: 

The I/O System never requests a seek 
operation. Instead, it expects the device 
driver/controller to perform implied "seeks" 
when a read/write on the unit begins on a 

cylinder which is different from the one 
associated with the current position of the 
read/write head. 

1 The I/O System automatically requests a seek 
operation (to seek to the correct cylinder) 
before performing a read or write. The 

device driver for the unit must call the 
SEEK$COMPLETE procedure immediately 

following each seek operation. 



Device Drivers 3-11 



CATEGORIES AND PROPERTIES OF DEVICES AND DRIVERS 



Other Any other value specifies the number of 

sectors in a cylinder on the unit. The I/O 
System automatically requests a seek 
operation whenever a requested read or write 
operation on the unit begins in a different 
cylinder thsin that associated with the 
current position of the read/write head. 
The device driver for the unit must call the 
S£EK$GOMPLET£ procedure immediately 

following each seek operation. 



RELATIONSHIPS BETWEEN I/O PROCEDURES AND I/O DATA STRUCTURES 

This section brings together several of the procedures and data 

structures that have been described so far in this manual. Figure 3-4 
shows the many relationships that exist among these entities, with solid 
arrows indicating procedure calls and dotted arrows indicating pointers. 
Note that the I/O System contains the address of each DUIB, which in turn 
contains the addresses of the procedures that the I/O System calls when 

performing I/O on the associated device-unit. The DUIB also contains the 
address of the Device Information Table and, if the device is a random 
access device, the Unit Information Table. The Device Information Table, 
in turn, contains the addresses of the procedures that are called by the 
procedures that the I/O System calls. It is through these links that the 
appropriate calls are made in the servicing of an I/O request for a 
particular device-unit. 
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PROCEDURE CALL 
REFERENCE 



Figure 3-4. Relationships Between I/O Procedures and I/O Data Structures 



DEVICE DATA STORAGE AREA 

The common and random access device drivers are set up so that all data 

that is local to a device is maintained in an area of memory. The 
Initialize I/O procedure creates this device data storage area, and the 

other procedures of the driver access and update information in it as 
needed. Storing the device-local data in a central area serves two 
purposes. 

First, all device driver procedures that service individual units of the 
device can access and update the same data. The Initialize I/O procedure 
passes the address of the area back to the I/O System, which in turn 
gives the address to the other procedures of the driver. 
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They can then place information relevant to the device as a whole Into 
the area. The Identity of the first lORS on the request queue Is 
maintained In this area, as well as the attachment status of the 
individual units and a means of accesslnjg the Interrupt task. 

Second, several devices of the same type can share the same device driver 
code and still maintain separate device data areas. For example, suppose 
two ISBC 204 devices use the same device driver code. The same 
Initialize I/O procedure is called for each device, and each time it is 
called it obtains memory for the device data. However, the memory areas 
that it creates are different. Only the incarnations of the routines 
that service units of a particular device are able to access the device 
data area for that device. 

Although the common and random access device drivers already provide this 
mechanism, you may want to include a device data storage area in any 
custom driver that you write. 



WRITING DRIVERS FOR USE WITH BOTH IRMX'" 86- AND IRMX™ 88-BASED SYSTEMS 

A common or random access device driver that makes no system calls is 
compatible with both the IRMX 86 and IRMX 88 I/O Systems. Consequently, 
such a device driver can be "ported" between applications based on the 
two IRMX systems. 



*** 
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CHAPTER 4 
I/O REQUESTS 



This chapter contains two kinds of Information that writers of drivers 
for devices other than terminals will find useful. Presented first are 
summaries of the actions that the I/O System takes in response to the 
various kinds of I/O requests that application tasks can make. Next are 
three tables — one for each type of device driver — that show which 
DUIB and lORS fields device drivers should be concerned with. 



I/O SYSTEM RESPO NSES T O I/O REQUESTS 

This section shows which device driver procedures the I/O System calls 
when it processes each of the eight kinds of I/O requests. When there 
are multiple calls, the order of the calls is significant. 



ATTACH DEVICE REQUESTS 

When the I/O System receives the first attach device request for a 
device, it makes the following calls, in order, to device driver 
procedures: 



The Call 



Initialize I/O 



Queue I/O, with the 
FUNCT field of the lORS 
set to F$ ATTACH (=4) 



The Effects of the Call 

The driver resets the device as a whole 
and creates the device data storage 
area and interrupt task(s). 

The driver resets the selected unit. 



When the I/O System receives an attach device request that is not the 
first for the device, it makes the following call: 



The Gall 

Queue I/O, with the 
FUNCT field of the lORS 
set to F$ ATTACH (=4) 



The Effects of the Call 



The driver resets the selected unit. 
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DETACH DEVICE REQUESTS 

When the I/O System receives a detach device request, and there is more 
than one unit of the device attached, it makes the following call: 



The Call 



The Effects of the Call 



Queue I/O, with the 
FUNCT field of the lORS 
set to F$DETACH (=5) 



The driver performs cleanup operations 
for the selected unit, if necessary. 



When the I/O System receives a detach device request, and there is only 
one attached unit on the device, it makes the following calls, in order, 
to device driver procedures: 



The Call 



The Effects of the Call 



Queue I/O, with the 
FUNCT field of the lORS 
set to F$DETACH (=5) 

Finish I/O 



The driver performs cleanup operations 
for the selected unit, if necessary. 



The driver performs cleanup operations 
for the device as a whole (if 
necessary) and deletes the objects 
created by Initialize I/O. 



READ, WRITE, OPEN, CLOSE, SEEK, AND SPECIAL REQUESTS 

When the I/O System receives a read, write, open, close, seek, or special 
request, it makes the following call to a device driver procedure: 



The Call 

Queue I/O, with the FUNCT 
field of the lORS set to 
F$READ (=0), F$WRITE (=1), 
F$OPEN (=6), F$CLOSE (=7), 
F$SEEK (=2), or F$SPECIAL 
(=3), depending on the type 
of the I/O request. 



T he Effects of the Call 

The driver performs the requested 
operation. (F$OPEN and F$CLOSE 
usually require no processing.) 



CANCEL REQUESTS 

When a connection is deleted while I/O might be in progress, such as when 
an iRMX 86 job is deleted, the I/O System makes the following calls, in 
order, to device driver procedures: 



Device Drivers 4-2 



I/O REQUESTS 



The Call 



Cancel I/O 



Queue I/O, with the 

FUNGT field of the 
lORS set to F$CLOSE 
(=7) 



The Effects of the Call 

The driver removes from the request 
queue all requests that contain the 
same Cancel ID value as that in the 
current request, and stops processing 

if necessary. 

When this request reaches the front of 

the queue, it is simply returned to the 
indicated response mailbox (exchange). 



DUIB AND IQRS FIELDS USED BY DEVICE DRIVERS 

Tables 4-1, 4-2, and 4-3 indicate, for each type of device driver, the 
fields of DUIBs and lORSs with which user-written portions of device 
drivers need to be concerned. 



Device Drivers 4-3 



1/0 REQUESTS 



Table 4-1. DUIB and lORS Fields Used by Common Device Drivers 





Attach Detach 

Device Device Open Close 


Read 


Write 


Seek 


Special 


DUIB 
Name 

File$drivers 
Functs 
Flags 
Dev$gran 
Dev$size 
Device 
Unit 

Dev$unit 
Init$io 
Finish$io 
Queue$io 
Cancel$io 
Device$info$p 
Unit$info$p 
Update$ timeout 
Nura$buffers 
Priority 
Fixed$update 
Max$buffers 

lORS 

Status 

Unit$ status 

Actual 

Actual$fill 

Device 

Unit 

Funct 

Subfunct 

Dev$loc 

Buff$p 

Count 

Gount$fill 

Aux$p 

Link$for 

Link.$back 
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Table 4-2. DUIB and lORS Fields Used by Random Access Device Drivers 
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Table 4-3. DUIB and lORS Fields Used by Custom Device Drivers 
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CHAPTER 5 

WRITING COMMON OR RANDOM 

ACCESS DEVICE DRIVERS 



This chapter contains the calling sequences for the procedures that you 
must provide when writing a common or random access device driver. Where 
possible, descriptions of the duties of these procedures accompany the 
calling sequences. 

In addition to providing information about the procedures that common or 
random access drivers must supply, this chapter describes the purpose and 
calling sequence for each of five procedures, two of which random access 
device drivers in iRMX 86 applications must call under certain conditions. 



INTRODUCTION TO PROCEDURES T H AT DEVICE DRIVERS MUST SUPPLY 

The routines that are provided by the I/O System and that the I/O System 
calls (INIT$IO, FINISH$IO, QUEUE$IO, GANCEL$IO, and INTERRUPT$TASK for 
iRMX 86 systems) (RAD$INIT$IO, RAD$FINISH$IO, RAD$QUEUE$IO, 
RAD$CANCEL$IO, and INTERRRUPT$TASK for iPJ^X 88 systems) constitute the 
bulk of a common or random access device driver. These routines, in 
turn, make calls to device-dependent routines that you must supply. 
These device-dependent routines are described here briefly and then are 
presented in detail: 

A device initialization procedure. This procedure must perform any 
initialization functions necessary to get the device ready to process 
I/O requests. INIT$IO calls this procedure. 

A device finish procedure. This procedure must perform any 
necessary final processing on the device so that the device can be 
detached. FINISH$IO calls this procedure. 

A device start procedure. This procedure must start the device 
processing any possible I/O function. QUEUE$IO and INTERRUPT$TASK 
(the I/O System-supplied Interrupt task) call this procedure. 

A device stop procedure . This procedure must stop the device from 
processing the current I/O function, if that function could take an 
indefinite amount of time. CANCEL$IO calls this procedure. 

A device interrupt procedure. This procedure must do all of the 
device-dependent processing that results from the device sending an 
interrupt. INTERRUPT$TASK calls this procedure. 
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DEVICE INITIALIZATION PROCEDURE 

The INIT$IO procedure calls the user-written device initialization 
procedure to initialize the device. The format of the call to the 
user-written device initialization procedure is as follows: 



CALL device$init(duib$p, ddata$p, status$p); 



where: 



device$init 



Name of the device initialization procedure. You can 
use any name for this procedure, as long as it doesn't 
conflict with other procedure names and you include 
the name in the Devicsi Information Table. 



duib$p 



POINTER to the DUIB of the device-unit being 
attached. From this DUIB, the device Initialization 
procedure can obtain the Device Information Table, 
where information such as the I/O port address is 
stored. 



ddata$p 



POINTER to the user portion of the device's data 
storage area. You must specify the size of this 
portion in the Device Information Table for this 
device. The device iaitialization procedure can use 
this data area for whatever purposes it chooses. 
Possible uses for this data area include local flags 
and buffer areas. 



status$p POINTER to a WORD in which the device initialization 

procedure must return the status of the initialization 
operation. It should return the E$OK condition code 
if the initialization is successful; otherwise it 
should return the appropriate exceptional condition 
code. If initialization does not complete 
successfully, the device initialization procedure must 
ensure that any resources it creates are deleted. 

If you have a device that does not need to be initialized before it can 
be used, you can use the default device Initialization procedure supplied 
by the I/O System. The name of this procedure is DEFAULT$INIT. Specify 
this name in the Device Information Table. DEFAULT$INIT does nothing but 
return the E$OK condition code. 



DEVICE FINISH PROCEDURE 

The FINISH$IO procedure calls the user-written device finish procedure to 
perform final processing on the device, after the last I/O request has 
been processed. The format of the call to the device finish procedure is 
as follows: 



GALL device$finish(duib$p, ddata$p); 
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where: 



device $ finish 



duib$p 



ddata$p 



Name of the device finish procedure. You can use any 
name for this procedure, as long as it doesn't 
conflict with other procedure names and you include 
the name in the Device Information Table. 

POINTER to the DUIB of the device-unit being 
detached. From this DUIB, the device finish procedure 
can obtain the Device Information Table, where 
information such as the I/O port address is stored. 

POINTER to the user portion of the device's data 
storage area. The device finish procedure should 
obtain, from this data area, identification of any 
resources other user-written procedures may have 
created, and delete these resources. 



If you have a device that does not require any final processing, you can 
use the default device finish procedure supplied by the I/O System. The 
name of this procedure is DEFAULT$FINISH. Specify this name in the 
Device Information Table. DEFAULT$FINISH merely returns control to the 
caller. It is normally used when the default initialization procedure 
DEFAULT$INIT is used. 



DEVICE START PROCEDURE 

Both QUEUE$IO and INTERRUPT$TASK make calls to the device start procedure 
to start an I/O function. QUEUE$IO calls this procedure on receiving an 
I/O request when the request queue is empty. INTERRUPT$TASK calls the 
device start procedure after it finishes one I/O request if there are one 
or more I/O requests on the queue. The format of the call to the device 
start procedure is as follows: 



CALL device$start(iors$p, dulb$p, ddata$p); 



where: 

device$ start 



Name of the device start procedure. You can use any 
name for this procedure, as long as it doesn't 
conflict with other procedure names and you include 
the name in the Device Information Table. 



iors$p 



POINTER to the lORS of the request. The device start 
procedure must access the lORS to obtain information 
such as the type of I/O function requested, the 
address on the device of the byte where I/O is to 
commence J and the buffer address. 
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duib$p POINTER to the DUIB of the device-unit for which the 
I/O request is intended. The device start procedure 
can use the DUIB to access the Device Information 
Table, where information such as the I/O port address 
is stored. 

ddata$p POINTER to the user portion of the device's data 

storage area. The device start procedure can use this 
data area to set flags or store data. 



The device start procedure must do the following: 

• It must be able to start the device processing any of the 
functions supported by the device and recognize that requests for 
nonsupported functions are error conditions. 

• If it transfers any data, it must update the lORS. ACTUAL field to 
reflect the total number of byteis of data transferred (that is, 
if it transfers 128 bytes of dafcj, it must put 128 in the 

lORS. ACTUAL field). 

• If an error occurs when the device start procedure tries to start 
the device (such as on an write request to a write-protected 
disk), the device start procedure must set the lORS. STATUS field 
to indicate an E$IO condition and the IORS.UNIT$STATUS field to a 
nonzero value. The lower four bits of the field should be set as 
indicated in the "lORS Structure" section of Chapter 2. The 
remaining bits of the field can be set to any value (for example, 
the iSBC 204 device driver returns the device's result byte in 
the remainder of this field). If the function completes without 
an error, the device start procedure must set the lORS. STATUS 
field to indicate an E$OK condition. 

• If the device start procedure determines that the I/O request has 
been processed completely, either because of an error or because 
the request has completed successfully, it must set the lORS.DONE 
field to TRUE. The I/O request will not always be completed; it 
may take several calls to the device interrupt procedure before a 
request is completed. However, if the request is finished and 
the device start procedure does not set the lORS.DONE field to 
TRUE, the device driver support routines wait until the device 
sends an interrupt and the device interrupt procedure sets 
lORS.DONE to TRUE, before determining that the request is 
actually finished. 



DEVICE STOP PROCEDURE 

The CANCEL$IO procedure calls the user-written device stop procedure to 
stop the device from performing the current I/O function. The format of 
the call to the device stop procedure is as follows: 
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CALL device$stop(iors$p,, dulb$p, ddata$p); 



where: 



device$stop 



iors$p 



duib$p 



ddata$p 



Name of the device stop procedure. You can use any 
name for this procedure, as long as it doesn't 
conflict with other procedure names and you include 
this name in the Device Information Table. 

POINTER to the lORS of the request. The device stop 
procedure needs this information to determine what 
type of function to stop. 

POINTER to the DUIB of the device-unit on which the 
I/O function is being performed. 

POINTER to the user portion of the device's data 
storage area. The device stop procedure can use this 
area to store data, if necessary. 



If you have a device which guarantees that all I/O requests will finish 
in an acceptable amount of time, you can omit writing a device stop 
procedure and use the default procedure supplied with the I/O System. 
The name of this procedure is DEFAULT$STOP . Specify this name in the 
Device Information Table. DEFAULT$STOP simply returns to the caller. 



DEVICE INTERRUPT PROCEDURE 

INTERRUPT$TASK calls the user-written device interrupt procedure to 
process an interrupt that just occurred. The format of the call to the 
device Interrupt procedure is as follows? 



CALL device$interrupt(iors$p, duib$p, ddata$p); 



where: 

device$ interrupt 



Name of the device interrupt procedure. You can 
use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you Include this name in the Device Information 
Table . 



iors$p 



duib$p 



POINTER to the lORS of the request being 
processed. The device interrupt procedure must 
update information in this lORS. A value of zero 
for this parameter indicates either that there 
are no requests on the request queue and the 
interrupt is extraneous or that the unit is 
completing a seek or other long-term operation. 

POINTER to the DUIB of the device-unit on which 
the I/O function was performed. 
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ddata$p POINTER to the user portion of the device's data 

storage area. The device interrupt procedure can 
update flags in this data area or retrieve data 
sent by the device. 

The device interrupt procedure must do the following: 

• It must determine whether the interrupt resulted from the 
completion of an I/O function by the correct device-unit. 

• If the correct device-unit did send the interrupt, the device 
interrupt procedure must determine whether the request is 

finished. If the request is finished, the device interrupt 
procedure must set the lORS.DONE field to TRUE. 

• It must process the interrupt. This may involve setting flags in 
the user portion of the data storage area, tranferring data 
written by the device to a buffer, or some other operation. 

• If an error has occurred, it must set the lORS. STATUS field to 
indicate an E$IO condition and the IORS.UNIT$STATUS field to a 
nonzero value. The lower four bits of the field should be set as 
indicated in the "lORS Structure" section of Chapter 2. The 
remaining bits of the field can be set to any value (for example, 
the iSBC 204 and 206 device drivers return the device's result 
byte in the remainder of this field). It must also set the 
lORS.DONE field to TRUE, indicating that the request is finished 
because of the error. 

• If no error has occurred, it must set the lORS. STATUS field to 
indicate an E$OK condition. 



PROCEDURES THAT IRMX'" 86 RANDOM ACCESS DRIVERS MUST CALL 

There are several procedures that random access drivers in IRMX 86 
applications can call under certain well-defined circumstances. They are 
NOTIFY, SEEK$COMPLETE , and procedures for the long-term operations 
(BEGIN$LONG$TERM$OP, END$LONG$TERM$OP, and GET$IORS). 



NOTIFY PROCEDURE 

Whenever a door to a flexible diskette drive is opened or the STOP button 
on a hard disk drive is pressed, the device driver for that device must 
notify the I/O System that the device is no longer available. The device 
driver does this by calling the NOTIFY procedure. When called in this 
manner, the I/O System stops accepting I/O requests for files on that 
device unit. Before the device unit can again be available for I/O 
requests, the application must detach it by a call to 
A$PHYSICAL$DETACH$DEVICE and reattach it by a call to 

A$PHYSICAL$ATTACH$DEVICE. Moreover, the application must obtain new file 
connections for files on the device unit. 
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In addition to not accepting I/O requests; for files on that device unit, 
the I/O System will respond by sending an object to a mailbox. For this 
to happen, however, the object and the mailbox must have been established 
for this purpose by a prior call to A$SPEGIAL, with the spec$func 
argument equal to FS$NOTIFY (2). (The A$SPEGIAL system call is described 
in the BASIC I/O SYSTEM REFERENCE MANUAL.,) The task that awaits the 
object at the mailbox has the responsibility of detaching and reattaching 
the device unit and of creating new file connections for files on the 
device unit. 

The syntax of the NOTIFY procedure is as follows: 

GALL NOTIFY(unit, ddata$p); 



where: 



unit BYTE containing the unit number of the unit on the 

device that went off-line. 

ddataifp POINTER to the user portion of the device's data 

storage area. This is the same pointer that is passed 
to the device driver by way of either the device$start 
or the device$interrupt procedure. 



SEEK$GOMPL£TE PROCEDURE 

In most applications, it is desirable to overlap seek operations (which 

can take relatively long periods of time) with other operations. To 
facilitate this, a device driver receiving a seek request can take the 
following actions in the following order;: 

1. The device start procedure starts the requested seek operation. 

2. Depending on the kind of device, either the device start 

procedure or the device interrupt procedure sets the DONE flag in 
the lORS to TRUE (OFFH). 

• Some devices send only one interrupt in response to a seek 
request — the one that indicates the completion of the 
seek. If your device operates in this manner, the device 
start procedure sets the DONE flag to TRUE (OFFH) immediately. 

• Some devices send two interrupts in response to a seek 
request — one upon receipt of the request and one upon 
completion of the seek. If your device operates in this 
manner, the device start procedure leaves the DONE flag in 
the lORS set to FALSE (0). 

When the first interrupt from the device arrives, the device 
interrupt procedure sets the DONE flag to TRUE (OFFH). 
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3. When the interrupt from the device arrives (the one that 
indicates the completion of the seek), the device interrupt 
procedure calls the SEEK$COMPLETE procedure to signal the 
completion of the seek, operation. 

This process enables the device driver to handle I/O requests for other 
units on the device while the seek is in progress, thereby increasing the 
performance of the I/O System. 

The syntax of the call to SEEK$GOMPLETE :Ls as follows: 

CALL SEEK$COMPLETE(unit, ddata$p); 
where: 

"nit BYTE containing the number of the unit on the device 

on which the seek operation is completed. 

ddata$p POINTER to the user portion of the device's data 
storage area. This is the same pointer that the 
random access support routines passes to the device 
start and device interrupt procedures. 

Note that if your device driver calls the SEEK$COMPLETE procedure when a 
seek operation is completed, the CYLINDER$S IZE field of the Unit 
Information Table for the device unit should be configured greater than 
zero. On the other hand, if the driver does not call SEEK$GOMPLETE, then 
GYLINDER$SIZE must be configured to zero. 



PROCEDURES FOR OTHER LONG-TERM OPERATIONS 

The iRMX 86 Operating System provides three procedures which device 
drivers can use to overlap long-term operations (such as tape rewinds) 
with other I/O operations. The procedures are BEGIN$LONG$TERM$OP, 
END$LONG$TERM$OP, and GET$IORS. These procedures are intended 
specifically for use with devices that do not support seek operations 
(such as tape drives). 



BEGIN$LONG$TERM$OP Procedure 

The BEGIN$LONG$TERM$OP procedure informs the random access support 
routines that a long-term operation is in progress, and that the support 
routines do not have to wait for the operation to complete before 
servicing other units on the device. Calling BEGIN$LONG$TERM$OP allows 
the controller to service read and write requests on other units of the 
device while the long-term operation is in progress. 
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To use BEGIN$LONG$TERM$OP, the device driver receiving the request for 
the long- terra operation should take the following actions: 

1. The device start procedure starts the long-term operation. 

2. Depending on the kind of device, either the device start 
procedure or the device interrupt procedure sets the DONE flag in 
the lORS to TRUE (OFFH). 



• 



Some devices send only one interrupt in response to a request 
for a long-term operation — the one that indicates the 
completion of the operation. If your device operates in this 

manner, the device start procedure sets the DONE flag to TRUE 
(OFFH) immediately. 

• Some devices send two interrupts in response to a request for 
a long-term operation — one upon receipt of the request and 
one upon completion of the operation. If your device 
operates in this manner, the device start procedure leaves 
the DONE flag in the lORS set to FALSE (0). When the first 
interrupt from the device arrives, the device interrupt 
procedure sets the DONE flag to TRUE (OFFri). 

3. The procedure that just set the DONE flag to TRUE (either the 
device start or device Interrupt procedure) calls 
BEGIN$LONG$TERM$OP . 

The syntax of the call to BEGIN$LONG$TERM$OP is as follows: 

CALL BEG IN$LONG$TERM$OP( unit, ddata$p) ; 

where: 

unit BYTE containing the number of the unit on the device 

which is performing the long-terra operation. 

ddata$p POINTER to the user portion of the device's data 

storage area. This is the same pointer that the 
random access support routines passes to the device 
start and device interrupt procedures. 

If your driver calls BEGIN$LONG$TERM$OP, it must also call 
END$LONG$TERM$OP when the device sends an interrupt to indicate the end 
of the long-term operation. 



END$LONG$TERM$OP Procedure 

The END$LONG$TERM$OP procedure informs the random access support routines 
that a long-term operation has completed. A driver that calls 
BEGIN$LONG$TERM$OP must also call END$LONG$TERM$OP or the driver cannot 
further access the unit that performed the long-terra operation. 
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Specifically, when the unit sends an Interrupt Indicating the end of the 
long-term operation, the device Interrupt procedure must call 
END$LONG$TERM$OP. 

The syntax of the call to END$LONG$TERM$OP Is as follows: 

CALL END$LONG$TERM$OP(unlt, ddata$p); 

where: 

unit BYTE containing the number of the unit on the device 

which performed the long-term operation, 

ddata$p POINTER to the user portion of the device's data 
storage area. This Is the same pointer that the 
random access support routines passes to the device 
start and device Interrupt procedures. 



GET$IORS Procedure 

Long-term operations on some units involve multiple operations. For 
example, performing a rewind on some tape drives requires you to perform 
a rewind and a read file mark. The GET$IORS procedure allows your driver 
procedures to handle this situation without forcing you to write a custom 
driver for each device that is different,, 

GET$IORS allows your driver procedure to obtain the token of the lORS for 
the previous long-term request, so that It can modify the TORS to 
initiate new I/O requests. The IORS$P that INTERRUPT$TASK passed to the 
device interrupt procedure is set to zero (for units busy performing a 
seek or other long-term operation). Therefore, the driver can only 
access the lORS In this manner. 

To use GET$IORS, the device driver performing the long-term operation 
should take the following actions: 

1. The device driver starts the long-term operation and calls 
BEGIN$LONG$TERM$OP in the usual manner (as described in the 
"BEGIN$LONG$TERM$OP Procedure" section). 

2. When the unit sends an interrupt indicating the end of the 
long-term operation, the device interrupt procedure calls 
GET$IORS to obtain the lORS. 

3. The device interrupt procedure modifies the FUNCT and SUBFUNCT 
fields of the lORS to specify the next operation to perform. It 
also sets the DONE flag to FALSE (0). 

4. The device interrupt procedure calls END$LONG$TERM$OPERATION. 
The syntax of the call to GET$IORS Is as follows: 

iors$base = GET$IORS(unit , ddata$p); 
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where: 



iors$base SELECTOR in which the random access support 

routines return the base portion of the lORS . 
Use the PL/M-86 built-in procedure BUILD$FrR 
(specifying an offset of 0) to obtain a pointer 
to the lORS. 

unit BYTE containing the number of the unit on the 

device which performed the long-term operation. 

ddata$p POINTER to the user portion of the device's data 
storage area. This is the same pointer that the 
random access support routines passes to the device 
start and device interrupt procedures. 



FORMATTING CONSIDERATIONS 

If you write a random access driver and you intend to use the Human 
Interface FORMAT command (for iRMX 86 systems) or the RQ$FORMAT call (for 
iRMX 88 systems) to format volumes on that device, your driver routines 
must set the status field in the lORS in the manner that the FORMAT 
command expects. 

When formatting volumes, the FORMAT command issues system calls 
(A$SPECIAL or S$SPECIAL) to format each track. It knows that formatting 
is complete when it receives an E$SPAC£ exception code in response. To 
be compatible with FORMAT, your driver must also return E$SPACE. 

In particular, if your driver must perform some operation on the device 
to format it, your device interrupt procedure must set the lORS. STATUS to 
E$SPAGE after the last track has been formatted. 

However, if the device requires no physical formatting (for example, when 
formatting is a null operation for that device), your device start 
procedure can set lORS. STATUS to E$SPACE immediately after being called 
to start the formatting operation. 



*** 
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Custom device drivers are drivers that you create in their entirety 
because your device doesn't fit into either the common or random access 
device category, either because the device requires a priority-ordered 
queue, multiple interrupt levels, or because of some other reasons that 
you have determined. When you write a custom device driver, you must 
provide all of the features of the driver, including creating and 
deleting resources, implementing a request queue, and creating an 
interrupt handler. You can do this in any manner that you choose as long 
as you supply the following four procedures for the I/O System to call: 

An Initialize I/O Procedure . This procedure must initialize the 
device and create any resources needed by the procedures in the 
driver. 

A Finish I/O Procedure . This procedure must perform any final 
processing on the device and delete resources created by the 
remainder of the procedures in the driver. 

A Queue I/O Procedure . This procedure must place the I/O requests on 
a queue of some sort, so that the device can process them when it 
becomes available. 

A Cancel I/O Procedure . This procedure must cancel a previously 
queued I/O request. 

In order for the I/O System to communicate with your device driver 
procedures, you must provide the addresses of these four procedures for 
the DUIBs that correspond to the units of the device. 

The next four sections describe the format of each of the I/O System 
calls to these four procedures. Your procedures must conform to these 
formats. 



INITIALIZE I/O PROCEDURE 

The IRMX 86 I/O System calls the Initialize I/O procedure when an 
application task makes an R.Q$A$PHYSIGAL$ATTACH$DEVIGE system call and no 
units of the device are currently attached. The IRMX 88 I/O System calls 
the Initialize I/O procedure when an application task attaches or creates 
a file on the device and no other files on the device are currently 
attached. In either case, the I/O System calls the Initialize I/O 
procedure before calling any other driver procedure. 
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The Initialize I/O procedure must perform any initial processing 
necessary for the device or the driver. If the device requires an 
interrupt task, (or region or device data area, in the case of iRMX 86 
drivers), the Initialize I/O procedure should create it (them). 

The format of the call to the Initialize I/O procedure is as follows: 

CALL init$io(duib$p, ddata$p, status$p); 



where : 

init$io 



duib$p 



ddata$p 



status$p 



Name of the Initialize I/O procedure. You can use any 
name for this procedure as long as it does not 
conflict with other procedure names. You must, 
however, provide its starting address in the DUIBs of 
all device-units that it services. 

POINTER to the DUIB of the device-unit for which the 
request is intended. The lnit$io procedure uses this 
DUIB to determine the characteristics of the unit. 

POINTER to a WORD in which the init$io procedure can 
place the location of a data storage area, if the 
device driver needs such an area. If the device 
driver requires that a data area be associated with a 
device (to contain the head of the I/O queue, DUIB 
addresses, or status information), the init$io 
procedure should create this area and save its 
location via this pointer. If the driver does not 
need such a data area, the init$io procedure should 
return a zero via this pointer. 

POINTER to a WORD in which the init$io procedure must 
place the status of the initialize operation. If the 
operation is completed successfully, the init$io 
procedure must return the E$OK condition code. 
Otherwise it should return the appropriate exception 
code. If the init$io procedure does not return the 
E$OK condition code, it must delete any resources that 
it has created. 



FINISH I/O PROCEDURE 

The iRMX 86 I/O System calls the Finish I/O procedure after an 
application task makes an RQ$A$PHYSICAL$DETACH$DEVICE system call to 
detach the last unit of a device. The iRMX 88 I/O System calls the 
Finish I/O procedure when an application task detaches or deletes the 
last remaining file connection for the device. 

The Finish I/O procedure performs any necessary final processing on the 
device. It must delete all resources created by other procedures in the 
device driver and must perform final processing on the device itself, if 
the device requires such processing. 
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The format of the call to the Finish I/O procedure is as follows: 
GALL finish$io(duib$p, ddata$t); 



where: 

flnish$io 



duib$p 



ddata$t 



Name of the Finish I/O procedure. You can specify 
any name for this procedure as long as it does not 
conflict with other procedure names. You must, 
however, provide its starting address in the DUIBs 
of all device-units that it services. 

POINTER to the DUIB of the device-unit of the 
device being detached. The finlsh$io procedure 
needs this DUIB in order to determine the device on 
which to perform the final processing. 

SELECTOR containing the location of the data 
storage area originally created by the init$io 
procedure. The finish$io procedure must delete 
this resource and any others created by driver 
routines. 



QUEUE I/O PROCEDURE 

The I/O System calls the Queue I/O procedure to place an I/O request on 
queue, so that it can be processed when the device is not busy. The 
Queue I/O procedure must actually start the processing of the next I/O 
request on the queue if the device is not busy. The format of the call 
to the Queue I/O procedure is as follows: 

CALL queue$io(iors$t, duib$p, ddata$t); 



where: 

queue$io 



iors$t 



Name of the Queue I/O procedure. You can use any 

name for this procedure as long as it does not 

conflict with other procedure names. You must, 

however, provide its starting address for the DUIBs 
of all device-units that it services. 

SELECTOR containing the location of an lORS. This 
lORS describes the request. When the request is 
processed, the driver (though not necessarily the 
queue$io procedure) must fill in the status fields 
and send the lORS to the response mailbox 
(exchange) indicated in the lORS. Chapter 2 
describes the format of the lORS. It lists the 
information that the I/O System supplies when it 
passes the lORS to the queue$io procedure and 
indicates the fields of the lORS that the device 
driver must fill in. 
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dulb$p POINTER to the DUIE of the device-unit for which 

the request is inte-nded. 

ddata$t SELECTOR containing the location of the data 

storage area originally created by the init$io 
procedure. The queue$io procedure can place any 
necessary information in this area in order to 
update the request queue or status fields. 



CANCEL I/O PROCEDURE 

The I/O System can call the Cancel I/O procedure in order to cancel one 
or more previously queued I/O requests. The iRMX 88 I/O System does not 
call Cancel I/O, but in the iRMX 86 environment Cancel I/O is called 
under either of the following two conditions: 

• If the user makes an RQ$A$PHYSICAL$DETACH$DEVICE system call and 
specifies the hard detach option (refer to the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL for a description of this call). This 
system call forcibly detaches all objects associated with a 
device-unit. 

• If the job containing the task which made an I/O request is 
deleted. The I/O System calls the Cancel I/O procedure to remove 
any requests that tasks in the deleted job might have made. 

If the device cannot guarantee that a request will be finished within a 
fixed amount of time (such as waiting for input from a terminal 
keyboard), the Cancel I/O procedure must actually stop the device from 
processing the request. If the device guarantees that all requests 
finish in an acceptable amount of time, the Cancel I/O procedure does not 
have to stop the device itself, but only removes requests from the queue. 

The format of the call to the Cancel I/O procedure is as follows: 

CALL cancel! io(cancel$ id, duib$p, ddata$t); 



where: 



cancel$id Name of the Cancel I/O procedure. You can use any 
name for this procedure as long as it doesn't 
conflict with other procedure names. You must, 
however, provide its starting address in the DUIBs of 
all device-units that it services. 

cancel$id WORD containing the id value for the I/O requests 

that are are to be cancelled. Any pending requests 
with this value in the cancel$id field of their 
lORS's must be removed from the queue of requests by 
the Cancel I/O procedure. Moreover, the I/O System 
places a CLOSE request with the same cancel$id value 
in the queue. The CLOSE request must not be 
processed until all other requests with that 
cancel$id value have been returned to the I/O System. 
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duib$p POINTER to the DUIB of the device-unit for which 

the request cancellation is intended. 

ddata$t SELECTOR containing the location of the data 

storage area originally created by the init$lo 
procedure. This area may contain the request queue. 



IMPLEMENTING A REQUEST QUEUE 

Making I/O requests via system calls and the actual processing of these 
requests by I/O devices are asynchronous activities. When a device is 
processing one request, many more can be accumulating. Unless the device 
driver has a mechanism for placing I/O requests on a queue of some sort, 
these requests will become lost. The common and random access device 
drivers form this queue by creating a doubly linked list. The list is 
used by the QUEUE$IO and CANC£L$IO procedures, as well as by 
INTERRUPT$TASK. 

Using this mechanism of the doubly linked list, common and random access 
device drivers implement a FIFO queue for I/O requests. If you are 
writing a custom device driver, you might want to take advantage of the 
LINK$FOR and LINK$BACK fields that are provided in the lORS and implement 
a scheme similar to the following for queuing I/O requests. 

Each time a user makes an I/O request, the I/O System passes an lORS for 
this request to the device driver, in particular to the Queue I/O 
procedure of the device driver. The common and random access driver 
Queue I/O procedures make use of the LINK$FOR and LINK$BACK fields of the 
lORS to link this lORS together with lORSs for other requests that have 
not yet been processed. 

This queue is set up in the following manner. The device driver routine 
that is actually sending data to the controller accesses the first lORS 
on the queue. The LINK$FOR field in this lORS points to the next lORS on 
the queue. The LINK$FOR field in the second lORS points to the third 
lORS on the queue, and so forth until, in the last lORS on the queue, the 
LINK$FOR field points back to the first lORS on the queue. The LINK$BACK 
fields operate in the same manner. The LINK$BAGK field of the last lORS 
on the queue points to the previous lORS. The LINK$BACK field of the 
second to last lORS points to the third to last lORS on the queue, and so 
forth, until, in the first lORS on the queue, the LINK$BACK field points 
back to the last lORS in the queue. A queue of this sort is illustrated 
in Figure 6-1. 

The device driver can add or remove requests from the queue by adjusting 
LINK$FOR and LINK$BACK pointers in the lORSs. 
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Figure 6-1. Request Queue 



To handle the dual problems of locating the queue and ascertaining 
whether the queue is empty, you can use a variable such as head$queue. 
If the queue is empty, head$queue contains the value 0. Otherwise, 
head$queue contains the address of the first lORS in the queue. 



*** 
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CHAPTER 7 
TERMINAL DRIVERS 



Both the iRMX 86 and iRMX 88 Operating Systems supply a Terminal Handler 
that can serve as an interface between the Nucleus and a terminal 
device. This interface is minimal and allows limited interaction between 
the terminal operator and the Operating System. However, the iRMX 86 
Operating System also provides an interface to terminals via the Basic 
I/O System. This interface allows tasks to use the power and convenience 
of I/O System calls when communicating with terminals. To add support 
for new terminal controllers in the Basic I/O System, you can write 
device drivers, which provide the software link between the Operating 
System software (called the Terminal Support Code) and the terminal. 

The iElMX 88 Executive does not support terminal drivers as outlined in 
this chapter. 

This chapter explains how to write a terminal driver whose capabilities 

include handling single-character I/O, parity checking, answering and 
hanging up functions on a modem, and automatic baud rate searching for 
each of several terminals. Such a driver is neither common, random 
access, nor custom. Consequently, this chapter is more self-contained 
than Chapters 5 and 6; it describes the data structures used by terminal 
drivers, as well as the procedures that you must provide. 



TERMINAL SUPPORT CODE 

As in the case of common and random access drivers, the I/O System 
provides the procedures that the I/O System invokes when performing 
tenninal I/O. They are known collectively as the Terminal Support Code . 
Figure 7-1 shows schematically the relationships between the various 
layers of code that are involved in driving a terminal. 

Among the duties performed by the Terminal Support Code are managing 
buffers and maintaining several terminal-related modes. 
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Figure 7-1. Software Layers Supporting Terminal I/O 



DATA STRUCTURES SUPPORTING TERMINAL I/O 

The principal data structures supporting terminal I/O are the Device-Unit 
Information Block (DUIB), Device Information Table, Unit Information 
Table, and the Terminal Support Code (TSC) data structure. These data 
structures are defined in the next few paragraphs. 



DUIB 

This section lists the elements that make up a DUIB for a device-unit 
that is a terminal. When creating DUIBs for iRMX 86 applications, code 
them in the format shown here (as assembly-language structures). If you 
give the iRMX 86 ICU the pathname of your Unit Information Table field, 
the IRMX 86 Interactive Configuration Utility (ICU) includes your DUIB 
file in the assembly of IDEVCF.A86 (a Basic I/O System configuration 
file). IDEVCF.A86 contains the definition of the structure. 
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DEFINE DUIB < 


& 


NAME, 


& 


1, 
OFBH, 


& 


0, 
0, 


& 
& 


0, 
DEVICE, 




UNIT, 
DEV$UNIT, 


& 


TSINITIO, 
TSFINISHIO, 


& 


TSQUEUEIO, 
TS CANCEL 10 , 


& 


DEVIGE$INFO$P, 


& 


UNIT$INFO$P, 


& 


OFFFFH, 
0, 


& 


PRIORITY, 


& 


0, 


& 


0, 

RESERVED, 


& 


> 



byte (14) 

word - file$drlvers - (physical) 

byte - functs - (no seek) 

byte - flags - (not disk) 

word - dev$gran - (not random access) 

dword - dev$size - (not storage device) 

byte - (device dependent) 

byte - (unit dependent) 

word - (device and unit dependent) 

word - init$io - (terminal device) 

word - finish$io - (terminal device) 

word - queue$io - (terminal device) 

word - cancel$io - (terminal device) 

pointer - (address of 

TERM INAL$DEVICE$ INFO) 

pointer - (address of 
TERMINAL$UNIT$INFO) 

word - update$ timeout - (not disk) 
word - num$buffers - (none) 
byte - (I/O System dependent) 
byte - fixed$update - (none) 
byte - raax$buffers - (none) 
byte 



DEVICE INFORMATION TABLE 

A terminal's Device Information Table provides information about a 
terminal controller. When creating these tables, code them in the format 
shown here (as assembly-language declarations). If you give the iRMX 86 
ICU the pathname of your Unit Information Table field, the ICU includes 
the file in the assembly of IDEVCF.A86 (a Basic I/O System configuration 
file). 

The fields TERM$INIT, TERM$FINISH, TERM$SETUP, TERM$OUT, TERM$ANSWER, 
TERM$HANGUP, and TERM$GHEGK contain the names of user-supplied procedures 
whose duties are described later in this chapter. When creating the file 
containing your Device Information Tables, specify external declarations 
for these user-supplied procedures. This allows the code for these 
user-supplied procedures to be included in the generation of the I/O 
System. For example, if your procedures are named TERM$INIT, 
TERM$FINISH, TERM$SETUP, TERM$OUT, TERM$A.NSWER, TERM$HANGUP, and 
TERM$CHECK, include the following declarations in the file containing 
your Device Information Tables: 

extrn term$init: near 

extrn term$flnish: near 

extrn term$ setup: near 

extrn term$out: near 

extrn term$answer: near 

extrn term$hangup: near 

extrn term$check: near 
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Use the following format when coding your Device Information Tables: 

TERMINAL$DEVICE$ INFORMATION 
DW NUM$UNITS 
DW DRIVER$DATA$SIZE 
DW STAGK$SIZE 
DW TERM$INIT 
DW T£RM$FINISH 
DW TERM$SETUP 
DW TERMIOUT 
DW TERM$ANSWER 
DW TERM$HANGUP 
DW NUM$ INTERRUPTS 
INTERRUPTS 

DW INTERRUPT$LEVEL 

DW TERM$GHEGK 

; define interrupt$level and 
; term$check for each interrupt 
; level 
DRIVERS INFO 

m DRIVER$INF0$1 

DB DRIVER$INF0$2 



where: 

NUM$UNITS 

DRIVER$DATA$SIZE 
STAGK$SIZE 
TERM $ IN IT 



WORD containing the number of terminals on this 
terminal controller. 

WORD containing the number of bytes in the 
driver's data area pointed to by the 
USER$DATA$PTR field of the TSG Data structure. 

WORD containing the number of bytes of stack 
needed collectively by the user-supplied 
procedures in this device driver. 

WORD specifying the address of this controller's 
user-written terminal initialization procedure. 
When creating the Device Information Table, use 
the procedure name as a variable to supply this 
information. 



TERM$FINISH 



TERM$SETUP 



WORD specifying the address of this controller's 
user-written terminal finish procedure. When 
creating the Device Information Table, use the 
procedure name as a variable to supply this 
information. 

WORD specifying the address of this controller's 
user-written terminal setup procedure. When 
creating the Device Information Table, use the 
procedure name as a variable to supply this 
inf orma tion . 
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TERM$OUT 



WORD specifying the address of this controller's 
user-written terminal output procedure. When 
creating the Device Information Table, use the 
procedure name as a variable to supply this 
information. 



TERM$ANSWER 



TERM$HANGUP 



WORD specifying the address of this controller's 
user-written terminal answer procedure. When 
creating the Device Information Table, use the 
procedure name as a variable to supply this 
Information. 

WORD specifying the address of this controller's 
user-written terminal hangup procedure. When 
creating the Device Information Table, use the 
procedure name as a variable to supply this 
information. 



NUM$ INTERRUPTS 



INTERRUPT$LEVEL 



TERM$GHECK 



WORD containing the number of interrupt lines 
that this controller uses. You must define an 
INTERRUPT$LEVEL and TERM$CHEGK word for each 
interrupt. 

WORDs containing the level numbers of the 
interrupts that are associated with the terminals 
driven by this controller. You must supply one 
such word for each interrupt the controller uses. 

WORDs specifying the addresses of this 
controller's user-written terminal check 
procedures. Each TERM$GHEGK field specifies the 
terminal check procedure for the INTERRUPT$L£VEL 
immediately preceding it. When creating the 
Device Information Table, use the procedure names 
as the variables to supply this information. If 
any of the TERM$GHEGK words equals zero, there is 
no term$check procedure associated with the 
corresponding interrupt level. Instead, 
interrupts on these levels are assumed to be 
output ready interrupts which will cause TERM$OUT 
to be called. 



DRIVER$INFO 



BYTES or WORDS containing driver-dependent 
information. 
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NOTE 



Usually, terminal drivers are concerned 
only with the DRIVER$:[NFO fields of the 
Device Information Table. Therefore, a 
terminal driver can declare a structure 
of the following form when accessing 
this data: 

DECLARE 

TERMINAL$D£VICE$ INFO STRUCTURE( 
FILLER(nbr$ofywords) WORD, 
DRIVER$INF0$1 BYTE, 
DRIVER$INF0$2 BYTE, 



DRIVER$INF0$N BYTE); 

where nbr$of$words equals 10 + 
2*(number of interrupt levels used by 
tne driver) 



You must supply the TERM$INIT, TERM$FINI.SH, TERM$SETUP, T£RM$OJT, 
TERM$ANSWER, TERM$HANGUP, and TERM$CHECK procedures. However, if your 
terminals are not used with modems, the TERM$ANSWER and TERM$HANGUP 
procedures can simply contain a RETURN. Also, if your application does 
not need to perform special processing when all of the terminals on the 
controller are detached, the TERM$FINISH procedure also can simply 
contain a RETURN. 



UNIT INFORMATION TABLE 

A terminal's Unit Information Table provides information about an 
individual terminal. Although only one Device Information Table can 
exist for each driver (controller), several Unit Information Tables can 
exist if different terminals have different characteristics (such as baud 
rate, duplex, or parity, for example). When creating Unit Information 
Tables, code them in the format shown here (as assembly-language 
declarations). If you give the iRMX 86 ICU; the pathname of your Unit 
Information Table field, the ICU includes! the file in the assemgly of 
IDEVCF.A86 (a Basic I/O System configuration file). 
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TERMIML$UNIT$INFORMATION 

DW GONN$FLAGS 

DW TERM$FLAGS 

DW IN$RATE 

DW OUT$RATE 

DW SGROLL$NUMBER 

DW FLOW$GONTROL* 

DW HIGH$WATER$MARK* 

DW LOW$WATER$MARK* 

DW FG$ON$GHAR* 

DW FG$OFF$GHAR* 

*These elements apply only to buffered device drivers and are useful 
only if you must specify them at configuration time. 



where: 

GONN$FLAGS 



WORD specifying the default connection flags for 
this terminal. Refer to the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL for more information 
about these flags. The flags are encoded as 
follows. (Bit is the low-order bit.) 



Bits 



0-1 



Value and Meaning 
Line editing control. 

= Invalid Entry. 

1 = No line editing (transparent mode). 

2 = Line editing (normal mode). 

3 = No line editing (flush mode). 
Echo control. 

= Echo. 

1 = Do not echo. 
Input parity control. 

= Set parity bit to 0. 

1 = Do not alter parity bit. 
Output parity control. 

= Set parity bit to 0. 

1 = Do not alter parity bit. 
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Bits Value and Meaning 

5 Output control character control. 

= Accept output control characters in the 

input stream. 

1 = Ignore output control characters in the 

input stream. 

6-7 OSG control sequence control. 

= Act upon OSC sequences that appear in 

either the input or output stream. 

1 = Act upon OSC sequences in the input 

stream only. 

2 = Act upon OSC sequences in the output 

stream only. 

3 = Do not act upon any OSC sequences. 

8-15 Reserved bits. For future compatibility, 
set to 0. 

TERM$FLAGS WORD specifying the terminal connection flags for 

this terminal. Refer to the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL for more information 
about these flags. The flags are encoded as 
follows. (Bit is the low-order bit.) 

Bits Value and Meaning 

Reserved bit. Set to 1. 

1 Line protocol indicator. 

= Full duplex. 

1 = Half duplex. 

2 Output medium. 

= Video display terminal (VDT). 

1 = Printed (Hard copy). 

3 Modem indicator. 

= Not used with a modem. 

1 = Used with a modem. 
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Bits Value and Meaning 
4-5 Input parity control. 

= Always set parity bit to 0, 

1 = Never alter the parity bit. 

2 = Even parity is expected on input. Set 

the parity bit to unless the received 
byte has odd parity or there is some 
other error, such as (a) the received 
stop bit has a value of (framing 
error) or (b) the previous character 
received has not yet been fully 
processed (overrun error.) 

3 = Odd parity is expected in input. Set 

the parity bit to unless the received 
byte has even parity or there is some 
other error, such as (a) the received 
stop bit has a value of (framing 
error) or (b) the previous character 
received has not yet been fully 
processed (overrun error.) 

6-8 Output parity control. 

= Always set parity bit to 0. 

1 = Always set parity bit to 1. 

2 = Set parity bit to give the byte even 

parity. 

3 = Set parity bit to give the byte odd 

parity. 

4 = Do not alter the parity bit. 
9 OSG Translation control. 

= Do not enable translation. 

1 = Enable translation. 



10 Terminal axes sequence control. This 

specifies the order in which Cartesian-like 
coordinates of elements on a terminal's 
screen are to be listed or entered. 

= List or enter the horizontal coordinate 
first. 
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Bits Value and Meaning 

1 = List or enter the vertical coordinate 
first. 

11 Horizontal axis orientation control. This 
specifies whether the coordinates on the 
terminal's horizontal axis Increase or 
decrease as you move from left to right 
across the screen. 

= Coordinates increase from left to right. 

1 = Coordinates decrease from left to right. 

12 Vertical axis orientation control. This 
specifies whether the coordinates on the 
terminal's vertical axis increase or 
decrease as you move from top to bottom 
across the screen. 

= Coordinates increase from top to bottom. 

1 = Coordinates decrease from top to bottom. 

13-15 Reserved bits. For future compatibility, 
set to 0. 



NOTE 

If bits 4-5 contain 2 or 3, and bits 
6-8 also contain 2 or 3, then they must 
both contain the same value. That is, 
they must both reflect the same parity 
convention (even or odd). 



IN$RATE 



OUT$RATE 



WORD indicating the input baud rate. The word is 
encoded as follows: 

= Invalid. 

1 = Perform an automatic baud rate search. 
Other = Actual input baud rate, such as 9600. 

WORD indicating the output baud rate. The word 
is encoded as follows: 

= Use the input baud rate for output. 

Other = Actual output baud rate, such as 9600. 
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Most applications require the input and output 
baud rates to be equal. In such cases, use 
IN$RATE to set the baud rate and specify a zero 
for OUT$RATE. 

SOROLL$NUMBER WORD specifying the number of lines that are to 

be sent to the terminal each time the operator 
enters the appropriate control character 
(Control-W is the default). 

The Unit Information Table can contain additional data, depending on the 
needs of the controller. Refer to the "Additional Information for 
Buffered Devices" section of this chapter for information about other 
fields you can add to the table. 



TERl^INAL SUPPORT CODE (TSG) DATA AREA 

DUIBs, Device Information Tables, and Unit Information Tables are 
structures that you set up at configuration time to provide information 
about the initial state of your terminals. During configuration, the ICU 
assembles these tables into the code segment of the Basic I/O System. 
Therefore, they remain fixed throughout the life of the application 
system. 

However, the Basic I/O System also provides a structure in the data 
segment (this section calls it the TSG Data Area) which changes to 
reflect the current state of the terminal controller and its units. 

The TSG Data Area consists of three portions: 

• A 30H-byte controller portion which contains information that 
applies to the device as a whole. 

• A 400H-byte unit portion for each unit in the device. The 
NUM$UNITS field in the Device Information Table specifies the 
number of unit portions that the Basic I/O System creates. 

• A user portion which the user-written driver routines can use in 
any manner they choose. The DRIVER$DATA$SIZE field in the 
Device Information Table specifies the length of this portion. 
One of the fields in the controller portion (USER$DATA$PTR) 
points to the beginning of this field. 

Figure 7-2 illustrates the TSG Data Area graphically. 
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Figure 7-2. TSC Etata Area 



When the Basic I/O System calls one of your user-written driver 

procedures, it passes, as a parameter, a pointer either to the start of 
the TSC Data Area or to the start of one of the unit portions of the fSG 
Data Area. Your driver routines can then obtain information from the TSC 
Data Area or modify the information there. 



The TSC Data Area always starts on a segment boundary 
as follows: 



Its structure is 
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DECLARE TSC$DATA STRUCTURE ( 




IOS$DATA$SEGMENT 




SELECTOR, 


STATUS 




WORD, 


INTERRUPT$TYPE 




BYTE, 


INTERRUPTING$UNIT 




BYTE, 


DEV$INFO$PTR 




POINTER, 


USER$DATA$PTR 




POINTER, 


RESERVED (34) 




BYTE, 


DECLARE UNIT$DATA(*) 


STRUGTURE( 




UNIT$INFO$PTR 




POINTER, 


TERM INAL$ FLAGS 




WORD , 


IN$RATE 




WORD, 


OUT$RATE 




WORD, 


SGROLL$ NUMBER 




WORD, 


RESERVED! (901) 




BYTE , 


BUFFERED$DEVICE$DATA( 11 ) 


BYTE, 


RESERVED2(100) 




BYTE) ; 



where: 



IOS$DATA$ SEGMENT 



STATUS 



SELECTOR containing the base address of the I/O 
System's data segment. The I/O System's terminal 
support routine TSINITIO fills in this 
information during initialization. 

WORD in which the user-written terminal 
initialization procedure must return status 
information. 



INTERRUPT$TYPE 



BYTE in which the user-written terminal check 
procedure must return the encoded interrupt 
type. The possible values are: 




1 
2 
3 
4 
5 



None 

Input interrupt 
Output interrupt 
Ring Interrupt 
Carrier interrupt 
Delay interrupt 



If the terminal check procedure detects that 
there are more interrupts to service, the 
terminal check procedure adds the following value: 



8 



More interrupts 



INTERRUPT ING$UNIT 



to the encoded Interrupt type it returns. 

For more information about these codes and their 
values, see the description of the terminal check 
procedure in the next section. 

BYTE in which the user-written terminal check 
procedure must return the unit number of the 
interrupting device. This value identifies the 
unit that is interrupting. 
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DEV$INFO$PTR 



aSER$DATA$PTR 



UNIT$DATA 



UNIT$INFO$PTR 



TERMINAL$FLAGS 



POINTER to the Terminal Device Information Table 
for this controller. The I/O System's terminal 
support routine TSINITIO fills in this data 
during initialization. 

POINTER to the beginning of the user portion of 
the TSG Data Area. This user area can be used by 
the driver, as needed. The I/O System's terminal 
support routine TSINITIO fills in this pointer 
value during initialization. 

smUCTUREs containing unit portions of the TSG 
Data Area. There is one structure for each unit 
(terminal) of the device. When a user attaches 
the unit (via the A$PHYSIGAL$ATTAGH$DEVIGE system 
call or the ATTAGliDEVIGE Human Interface command, 
for example), the 1/0 System's terminal support 
routines initialize the appropriate UNIT$DATA 
structure. They perform the initialization by 
filling in all the fields of the UNIT$DATA 
structure with information from the DUIB and the 
Unit Information Table. 

POINTER to the Unit Information Table for this 
terminal. This is the same information as in the 
UNIT$INFO$P field of the DUIB for this 
device-unit (terminal). 

WORD specifying the connection flags for this 
terminal. Refer to the IRMX 86 BASIC I/O SYSTEM 
REFERENCE MANUAL for more information about these 
flags. The flags are encoded as follows. (Bit 
is the low-order bit.) 



Bits Value and Meaning 

Reserved bit. Set to 1. 

1 Line protocol indicator. 

= Full duplex. 

1 = Half duplex. 

2 Output medium. 

= Video display terminal (VDT). 

1 = Printed (Hard copy). 

3 Modem indicator. 

= Not used with a modem. 

1 = Used with a modem. 
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Blti? Value and Meaning 
4-5 Input parity control. 

= Always set parity bit (bit 7) to 0. 

1 = Never alter the parity bit. 

2 = Even parity is expected on input. Set 

the parity bit to unless the received 
byte lias odd parity or there is some 
other error, such as (a) the received 
stop bit has a value of (framing 
error) or (b) the previous character 
received has not yet been fully 
processed (overrun error.) 

3 = Odd parity is expected in input. Set 

the parity bit to unless the received 
byte has even parity or there is some 
other error, such as (a) the received 
stop bit has a value of (framing 
error) or (b) the previous character 
received has not yet been fully 
processed (overrun error.) 

6-8 Output parity control. 

= Always set parity bit to 0. 

1 = Always set parity bit to 1. 

2 = Set parity bit to give the byte even 

parity. 

3 = Set parity bit to give the byte odd 

parity. 

4 = Do not alter the parity bit. 
9 OSC Translation control. 

= Do not enable translation. 

1 = Enable translation. 



10 Terminal axes sequence control. This 

specifies the order in which Cartesian-like 
coordinates of elements on a terminal's 
screen are to be listed or entered. 

= List or enter the horizontal coordinate 
first. 
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Bits Value and Meaning 

1 = List or enter the vertical coordinate 
first. 

11 Horizontal axis orientation control. This 
specifies whether the coordinates on the 
terminal's horizontal axis increase or 
decrease as you move from left to right 
across the screen. 

= Coordinates Increase from left to right. 

1 = Coordinates decrease from left to right. 

12 Vertical axis orientation control. This 

specifies whether the coordinates on the 
terminal's vertical axis Increase or 

decrease ass you move from top to bottom 
across the screen. 

= Coordinates increase from top to bottom. 

1 = Coordinates decrease from top to bottom. 

13-15 Reserved bits. For future compatibility, 
set to 0. 



NOTE 

If bits 4-5 contain 2 or 3, and bits 
6-8 also contain 2 or 3, then they must 
both contain the same value. That is, 
they must both reflect the same parity 
convention (even or odd). 



IN$RATE 



OUT$RATE 



WORD indicating the input baud rate. The word is 
encoded as follows: 

= Invalid. 

1 = Perform an automatic baud rate search. 

Other = Actual input baud rate, such as 9600. 

WORD indicating the output baud rate. The word 
is encoded as follows: 

= Use the input baud rate for output. 
Other = Actual output baud rate, such as 9600. 
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Most applications require the Input and output 
baud rates to be equal. In such cases, use 
IN$RATE to set the baud rate and specify a zero 
for OUT$RATE. 

SGROLL$NUMBER WORD specifying the number of lines that are to 

be sent to the terminal each time the operator 
enters the appropriate control character 
(Control-W is the default). 

BUFFERED$DEVICE$- BYTES that contain additional information that 
DATA applies to drivers of buffered devices 

(intelligent communications processors that 
maintain their own internal memory buffers). 
Refer to the "Additional Information for Buffered 
Devices" section to see how to access these bytes. 



PROCEDURES THAT TERMINAL DRIVERS MUST SUPPLY 

The routines that make up the Basic I/O System's Terminal Support Code 
constitute the bulk of the terminal device driver. These routines, in 
turn, make calls to device-dependent routines that you must supply. The 
following paragraphs describe the routines briefly. Sections that follow 
describe the routines in more detail. 

A terminal initialization procedure. This procedure must perform any 
initialization functions necessary to get the terminal controller 
ready to process I/O requests. TSINITIO calls this procedure. 

A terminal finish procedure. This procedure must perform any final 
processing so that the terminal controller can be detached. 
TSFINISHIO calls this procedure. 

A terminal setup procedure. This procedure sets up the terminal in 
the proper mode (baud rate, parity, etc.). TSQUEUEIO and the 
Terminal Support Code's interrupt task call this procedure. 

A terminal answer procedure. This procedure sets the Data Terminal 
Ready (DTR) line for modem support. TSQUEUEIO and the Terminal 
Support Code's interrupt task call this procedure. 

A terminal hangup procedure. This procedure clears the Data Terminal 
Ready (DTR) line for modem support. TSQUEUEIO and the Terminal 
Support Code's Interrupt task call this procedure. 

A terminal check procedure. This procedure determines which terminal 
sent an interrupt signal and what type of interrupt it is. The 
Terminal Support Code's interrupt handler calls this procedure. 

A terminal output procedure. This procedure displays a character at 
a terminal. TSQUEUEIO and the Terminal Support Code's interrupt task 
call this procedure. 
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A set output waiting procedure. This procedure signals the Terminal 
Support Code that a terminal is ready to perform character 
transmission and interrupt handling. 

When the Terminal Support Code calls these procedures, it passes, as a 
parameter, a pointer to the TSG Data Area described in the previous 
section. If the called procedure is to perform duties on behalf of all 
of the terminals connected to the controller, the Terminal Support Code 
passes a pointer to the beginning of the TSG Data Area (the device 
portion). On the other hand, if the procedure is to perform duties for 
just a particular terminal, the Terminal Support Code passes a pointer to 
the unit portion of the TSG Data Area that corresponds to the terminal. 

Because the TSG Data Area always starts on a paragraph boundary, a 
procedure that receives a pointer to a unit portion of the data area can 
construct a pointer to the beginning of the TSG Data Area. It does this 
by calling the PL/M-86 builtin procedure BUILD$PTR using the base part of 
the pointer it received and an offset of 0. Also, if a procedure, such 
as term$check, receives a pointer to the beginning of the TSG data area, 
it can calculate where any unit portion of the data area starts by using 
the following formula: 

unit$data$p = base(of TSG data area):[30H + (unit number * 400H)] 



TERI^INAL INITIALIZATION PROCEDURE 

This procedure must initialize the controller. The nature of this 
initialization is device-dependent. When finished, the terminal 
initialization procedure must fill in the STATUS field of the TSG Data 
Area, as follows: 

• If initialization is successful, it must set STATUS to E$OK (0). 

• If initialization is not successful, it should normally set 
STATUS equal to E$IO (2BH). However, it can set the STATUS field 
to any other value, in which case the Basic I/O System returns 
that value to the task that is attempting to attach the device. 
(The Human Interface ATTAGHDEVIGE command expects the procedure 
to return the E$IO status if initialization is unsuccessful.) 

The syntax of a call to the user-written terminal initialization 
procedure Is as follows: 

GALL term$init(tsc$data$ptr) ; 
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where : 



term$inlt Name of the terminal initialization procedure. 

You can use any name for this procedure, as long 
as it doesn't conflict with other procedure names 
and you include the name in the Device 
Information Table. 

tsc$data$ptr POINTER to the beginning of the TSC Data Area. 



TERMINAL FINISH PROCEDURE 

The Terminal Support Code calls this procedure when a user detaches the 
last terminal unit on the terminal controller. The terminal finish 
procedure can simply do a RETURN, It can clean up data structures for the 
driver, or it can clear the controller. The syntax of a call to the 
user-written terminal finish procedure is as follows: 

CALL term$finish(tsc$data$ptr); 

where: 

term$finish Name of the terminal finish procedure. You can 

use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you include the name In the Device Information 
Table . 

tsc$data$ptr POINTER to the beginning of the TSC Data Area. 



TERMINAL SETUP PROCEDURE 

This procedure "sets up" one terminal according to the TERMINAL$FLAGS, 
IN$RATE, OUT$RATE, SCROLL$NUMBER, and BUFFERED$DEVICE$DATA fields in the 
corresponding UNir$DATA portion of the TSC Data Area. In particular, if 
IN$RATE is 1, then the term$setup procedure must start a baud rate 
search. (The terminal check procedure usually finishes the search and 
then fills in IN$RATE with the actual baud rate.) If OUT$RATE is 0, the 
terminal setup procedure assumes the output baud rate is the same value 
as the input baud rate. 

If your terminal controller is a buffered device (an intelligent device 
that manages its own internal data buffers), the terminal setup procedure 
must also set one of the reserved fields of the UNIT$DATA structure. 
Refer to the "Buffered Devices" section in this chapter for more 
information. 

If your terminal driver supports a modem, the terminal setup procedure 
might have to perform additional services. Refer to the "Terminal 
Hangup" section for more information. 
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The terminal setup procedure must call the set output waiting procedure. 

Refer to a later section in this chapter for more information on the set 
output waiting procedure. The syntax of a call to the user-written 

terminal setup procedure is as follows: 



CALL term$setup(unit$data$n$ptr); 



where : 

term$ setup 



Name of the terminal setup procedure. You can 
use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you include the name in the Device Information 
Table . 



unit$data$n$ptr 



POINTER to the terminal's UNrr$DATA structure in 
the TSC Data Area. 



TERMINAL ANSWER PROCEDURE 

This procedure activates the Data Terminal Ready line for a particular 

terminal. The Terminal Support Code calls the terminal answer procedure 
only when both of the following conditions are true: 

• Bit 3 of TERMINAL$FLAGS in the terminal's UNIT$DATA structure 
(the modem indicator) is set to 1. 

• The Terminal Support Code has received a Ring Indicate signal 
(the phone is ringing) or an answer request (via an OSC modem 
answer sequence) for the terminal. Refer to the iRMX 86 BASIC 
I/O SYSTEM REFERENCE MANUAL for more information about OSC 
sequences. 

The sjmtax of a call to the user-written terminal answer procedure is as 
follows: 

CALL term$answer(unit$data$n$p) ; 
where: 



term$answer 



unit$data$n$p 



Name of the terminal answer procedure. You can 
use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you include the name in the Device Information 
Table . 

POINTER to the terminal's UNrf$DATA structure in 
the TSC Data Area. 
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TERMINAL HANGUP PROCEDURE 

This procedure clears the Data Terminal Ready line for a particular 
terminal. The Terminal Support Code calls the terminal hangup procedure 
only when both of the following are true: 

• Bit 3 of TERMINAL$FLAGS in the terminal's UNIT$DATA structure 
(the modem indicator) is set to 1. 

• The Terminal Support Code has received a Carrier Loss signal (the 
phone is hung up) or a hangup request (via an OSC modem hangup 

sequence) for the terminal. Refer to the iRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL for more information about OSC sequences. 

The syntax of a call to the user-written terminal hangup procedure is as 
follows: 

CALL terra$hangup(unit$data$n$p) ; 
where: 

terra$ hangup Name of the terminal hangup procedure. You can 

use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you include the name in the Device Information 
Table . 

unit$data$n$p POINTER to the terminal's UNIT$DATA structure in 

the Terminal Support Code data Area. 



NOTE 

Some modem devices recognize only 
carrier detect as an indication that 
someone is calling and loss of carrier 
detect as an indication of hangup. 
However, most of these devices require 
the Data Terminal Ready line to be 
active before they can recognize 
carrier detect. For these devices, the 
terminal setup procedure must activate 
the Data Terminal Ready line. 
Likewise, the terminal hangup procedure 
must clear the Data Terminal Ready line 
and then reactivate it. 
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TERMINAL CHECK PROCEDURE 

The Terminal Support Code calls this procedure whenever an interrupt 

occurs, which usually signals that a key on that terminal's keyboard has 
been pressed. When called, the terminal check procedure should determine 
the kind of Interrupt and the interrupting unit, as follows: 

1. Check all terminals on the device for an input character. 

2. If no input character is available, check for a transmitter ready 
to send another character. 

3. If no transmit character is available, check for a change in 
status (such as a ring or carrier interrupt). 

When the terminal check procedure finds the first valid interrupt, it 
should quit scanning other units. Then it should place the unit number 
of the interrupting unit in the INTERRUPTING$UNIT field of the TSC Data 
Area and information about the type of interrupt in the INTERRUPT$TYPE 
field. The Terminal Support Code interprets values in the INTERRUPT$TYP£ 
field as follows: 

no interrupt 

1 input interrupt 

2 output interrrupt 

3 ring interrupt 

4 carrier interrupt 

5 delay interrupt 

Also, if the terminal check procedure detects another interrupt while it 
is returning information about the first Interrupt, it should add the 
following value: 

8 more interrupts 

to the value it places in the INTERRUPT$TYPE field. Adding this value 
signals the Terminal Support Code to call the terminal check procedure 
again after it processes the current intesrrupt. 

Unless the controller hardware guarantees that an additional interrupt 
will be set after one of multiple pending interrupts is serviced, the 
terminal check procedure should always signal that more interrupts are 
available unless it cannot detect interrupts at all. That is, it should 
always return one of the following values in the INTERRUPT $TYPE field: 

OH no interrupt 
9H input interrupt plus more 
OAH output interrupt plus more 
OBH ring interrupt plus more 
OCH carrier Interrupt plus more 
ODH delay interrupt plus more 
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By returning these values, the terminal check procedure ensures that the 

Terminal Support Code calls it again. Otherwise, the driver could lose 
characters. If, in fact, there are no more interrupts to service, the 

terminal check procedure can return a zero value (no interrupt) the last 
time it is called. 

If your terminal driver supports a baud rate search to determine the baud 
rate of an individual terminal, the terminal check procedure must 
ascertain the terminal's baud rate, as follows: 

1. The first time the terminal check procedure encounters an input 
interrupt for a particular terminal, it should examine the 

IN$RATE field of that terminal's UNIT$DATA structure to determine 
the baud rate. 

2. If the IN$RAT£ field is set to 1 (perform automatic baud rate 
search), the terminal check procedure should examine the input 
character to determine if it is an uppercase "U". (It can 
usually check for 19200, 9600, and 4800 baud in one attempt.) 

3. If the terminal check procedure determines the baud rate, it 
should set the IN$RATE field of the UNIT$DATA structure to 
reflect the actual input baud rate. 

4. If the terminal check procedure cannot determine the baud rate, 
it should increment the IN$RATE field in the UNIT$DATA 
structure. When the next input interrupt occurs, the terminal 
check procedure can try again to determine the baud rate. Refer 
to the example terminal driver in Appendix B to see how to 
implement a baud rate scan. 

5. Place a value of ODH in the INTERRUPr$TYPE field (delay interrupt 
plus more). The ODH value tells the Terminal Support Code that a 
baud rate scan is in progress. The Terminal Support Code then 
waits a few clock cycles and calls the terminal setup procedure 
to "set up" the terminal for the new baud rate. 

If the terminal check procedure encounters an input interrupt, it must 
also return the input character to the procedure that called it, 
adjusting the parity bit according to bits 4 and 5 of the TERMINAL$FLAGS 
field in the interrupting unit's UNIT$DATA structure. If the interrupt 
is not an input interrupt, the terminal check procedure can return any 
value. 

The syntax of the call to the user-written terminal check procedure is as 
follows: 

input$char = term$check( tsc$data$ptr) 

where: 

input$char BYTE in which the terminal check procedure 

returns the input character, if the interrupt was 
an input interrupt. If the interrupt was not an 
input Interrupt, this parameter can have any 
value. 
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terra$ check 



tsc$data$ptr 



Name of the terminal check procedure. You can 
use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you include the name in the Device Information 
Table. 

POINTER to the start of the Terminal Support Code 
Data Area. 



TERMINAL OUTPUT PROCEDURE 

The Terminal Support Code calls this procedure to display a character at 
a terminal. The Terminal Support Code passes it the character and a 
pointer to the terminal's UNIT$DATA structure. If bits 6 through 8 of 
the TERMINAL$ FLAGS field of the UNIT$DATA structure so indicate, the 
terminal output procedure should adjust the character's parity bit and 
then output the character to the terminal. 

The syntax of the call to the user-written terminal output procedure is 
as follows: 



CALL term$out(unit$data$n$p, output$character) ; 



where: 



term$out 



unit$data$n$p 
ou tpu t$charac ter 



Name of the terminal output procedure. You can 
use any name for this procedure, as long as it 
doesn't conflict with other procedure names and 
you include the name in the Device Information 
Table . 

POINTER to the terminal's UNIT$DATA structure in 
the TSC Data Area. 

BYTE containing a character that the terminal 
output procedure should send to the terminal. 



SET OUTPUT WAITING PROCEDURE 

This procedure notifys the Terminal Support Code that the particular 
terminal is ready to perform data transmission. 

The syntax of a call to the set output waiting procedure is as follows: 

CALL xts$set$output$waiting (unit$data$n$p) ; 
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where: 



xts$set$output 
$waitlng 



unit$data$n$ptr 



Name of the Terminal Support Code provided 
procedure. The terminal setup procedure 
that you write must declare 

xts$set$output$waiting as an external procedure 
with one pointer parameter. 

POINTER to the terminal's UNIT$DArA structure in 
the TSG Data Area, This si the same pointer 
passed to the terminal setup procedure by the 
Terminal Support Code. 



ADDITIONAL INFORMATION FOR BUFFERED DEVICES 

If you are writing a driver for a buffered communications device (an 
intelligent communications processor like the iSBG 544 board that manages 
its own buffers of data separately from the ones managed by the Terminal 
Support Code), your driver routines must make use of the 
BUFFERED$DEVIGE$DATA fields of the UNIT$DATA structure. In so doing, 
they should impose the following structure on those 11 bytes: 

DECLARE BUFFERED$DEVICE$DATA STRUCTURE( 

BUFFERED$DEVICE BYTE, 

FLOW$GONTROL WORD, 

HIGH$WATER$MARK WORD, 

LOW$WATER$MARK WORD, 

FC$ON$CHAR WORD, 

FC$OFF$CHAR WORD) ; 



where: 

BUFFERED$DEVIGE 

FLOW$CONTROL 



When true, a BYTE that specifies whether the unit 
requires handling as a buffered device. 

WORD specifying whether the communications board 
sends flow control characters (selected by the 
FG$ON$CHAR and FG$OFF$GHAR fields, but usually 
XON and XOFF) to turn input on and off. The 
low-order bit (bit 0) controls this option, as 
follows: 







Disable flow control. 



Enable flow control. 



HIGH$WATER$MARK 



When flow control is enabled, the communication 
board can control the amount of data sent to it 
to prevent buffer overflow. 

When the communication board's input buffer fills 
to contain the number of bytes specified in this 
WORD, the board sends the flow control character 
to stop input. 
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LOW$WATER$MARK When the number of bytes in the communication 

board's input buffer drops to the number 
specified in this WORD, the board sends the flow 
control character to start input. 

FC$ON$GHAR WORD specifying an ASCII character that the 

communication board sends to the connecting 
device when the number of bytes in its buffer 
drops to the low-water mark. Normally this 

character tells the connecting device to resume 
sending data. 

FC$OFF$GHAR A WORD specifying an ASCII character that the 

communication board sends to the connecting 
device when the number of characters in its 
buffer rises to the high-water mark. Normally 
this character tells the connecting device to 
stop sending data. 

When a user attaches a unit on any terminal device, the Terminal Support 
Code calls the terminal setup procedure. If the device is a buffered 
device, the terminal setup procedure must set the aUFFERED$DEVICE field 
to TRUE (OFFH). It should also fill in the other fields of the 
BUFFERED$DEVICE$DArA Structure. In addition, it should enable the 
communication device's on-board receiver interrupt (the one for the unit 
being attached) so that it can accept data from the connected terminal. 

When a user detaches a unit on a buffered device, the Terminal Support 
Code sets the BUFFERED$DEVIGE field to FALSE (OH) and again calls the 
terminal setup procedure. The terminal setup procedure should disable 
the communication device's on-board receiver interrupt (the one for the 
unit being detached) to prevent extraneous characters from being received. 

To distinguish between an "attach device" and a "detach device", the 

terminal setup procedure should establish its own internal flags (one for 

each unit) in addition to the 3UFFERED$DEVICE fields. It can use these 
flags as follows: 

1. Initially, the terminal initialization procedure sets the flag of 
each unit to FALSE to indicate that no devices are attached. 

2. When the Terminal Support Code calls the terminal setup procedure 
to attach a unit, both the BUFFERED$DEVIGE field and the internal 
flag are FALSE. The terminal setup procedure recognizes from 
this combination that the operation is an "attach device." 

3. The terminal setup procedure performs the "attach device" 
operations and sets the internal flag and the BUFFERED$DEVIGE 
flag to TRUE to indicate that the device is attached. 

4. When the unit is detached, the Terminal Support Code sets the 
BUFFERED$DEVICE flag to FALSE and calls the terminal setup 
procedure. In this situation, the BUFFERED$DEVIGE field is 
FALSE, but the internal flag is TRUE. The terminal setup 
procedure recognizes from this combination that the operation is 
a "detach device." 
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PROCEDURES' USE OF DATA STRUCTURES 

Table 7-1 helps you sort out the responsibilities of the various 
procedures in a terminal device driver. In the table, the following 
codes refer to those procedures: 



(1) terminal initialization 

(2) terminal finish 

(3) terminal setup 

(4) terminal answer 

(5) terminal hangup 

(6) terminal check 

(7) terminal output 

Also, "System" and "ICU" are used in Table 7-1 to indicate the IRMX 86 
software and the IRMX 86 Interactive Configuration Utility, 
respectively. In addition, "Term$flags" is an abbreviation of 
"Terminal$ flags," and numbers following immediately after "Term$flags" 
are bit numbers in that word. 
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Table 7-1. Uses of Fields 


in Terminal 


Driver 


Data 


Structures 


Filled in/Changed by 


Gan 


or Will be Used by 


TSG$DATA 










IOS$DATA$SEGMENT 


System 






(l)-(7) 


STATUS 


(1) 






System 


INTERRUPT$TYPE 


(6) 






System 


INTERRUPTING$UNIT 


(6) 






System 


DEV$INFO$PTR 


System 






(l)-(7) 


USER$DATA$PTR 


System 






(l)-(7) 


UNIT$DATA 










UNIT$INFO$PTR 


System 






System 


TERM$ FLAGS (0-2) 


System 






System 


TER1-I$FLAGS (3) 


System 






(3) 


TERM$FLAGS (4-5) 


System 






(3), (6) 


TERM$FLAGS (6-8) 


System 




(3) 


,(6), (7) 


IN$RATE 


System, (3) 


,(6) 




(3) 


OUT$RATE 


System 






(3) 


SCROLL$NUMBER 


Sys tern 






System 


BUFFERED$DEVICE$DATA 


(3) 






System, (3) 


TERMINAL$DEVICE$ INFORMATION 










NUM$UNITS 


ICU 






Sys tem 


DRIVER$DATA$SIZE 


ICU 






System 


STAGK$SIZE 


IGU 






System 


TERM$INIT 


ICU 






System 


TERM$ FINISH 


IGU 






System 


TERM$SETUP 


IGU 






System 


TERM$OUT 


IGU 






System 


TERM$ ANSWER 


IGU 






System 


TERM$ HANGUP 


IGU 






System 


TERM$CHEGK 


IGU 






System 


INTERRUPTS 










INTERRUPT$ LEVEL 


IGU 






System 


TERM$CHEGK 


IGU 






System 


DRIVER$INFO 


IGU 






(l)-(7) 



*** 
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CHAPTER 8 

BINDING A DEVICE DRIVER 

TO THE I/O SYSTEM 



You can write the modules for your device driver In either PL/M-86 or the 
ASM86 Macro Assembly Language. However, you must adhere to the following 
guidelines: 

• If you use PL/M-86, you must define your routines as reentrant, 
public procedures, and compile them using the ROM and COMPACT 
controls. 

• If you use assembly language, your routines must follov; the 
conditions and conventions used by the PL/M-86 COMPACT size 
control. In particular, your routines must function in the same 
manner as reentrant PL/M-86 procedures with the ROM and COMPACT 
controls set. The ASM86 MACRO ASSEMBLER OPERATING INSTRUCTIONS 
manual describes these conditions and conventions. 



USING THE IRMX'" 86 INTERACTIVE CONFIGURATION UTILITY 

To use the IRMX 86 Interactive Configuration Utility to configure a 
driver that you have written for your application system, you must 
perform the following steps: 

1. For each device driver that you have written, assemble or 
compile the code for the driver. 

2. Put all the resulting object modules in a single library, such 
as DRIVER. LIB. 

3. Ascertain the device numbers and device-unit numbers to use in 
the DUIBs for your devices. 

a. Use the ICU to configure a system containing all the 
Intel-supplied drivers you require. 

b. Use the G option to generate that system. 

c. Use a text editor to examine the file IDEVCF.A86. Among 
other things, this file contains DUIBs for all the 
device-units you defined in your configuration. 

d. Look for the DEFINE_DUIB structures In the file. Chapter 2 
lists the format of these structures. Note the device 
number (eighth field) and the device-unit number (tenth 
field) of the last DUIB defined in the file. 

Figure 8-1 lists part of an IDEVCF.86 file which contains 
this information (the file you examine might look 
different, depending on how you configure your system). 
The arrows in the figure point to the relevant fields. 
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e. Use the next available device numbers and device-unit 
numbers in your DUIBs. 



DEFINEDUIB < 

& 'Ip', 
& OOOOIH, 

& 0F2H, 

& 00, 

& 00, 

& 00, 

& 00, 
> & 00004H, 

& 00, 
> & OOOOBH, 

& INITIO, 

& FINISHIO, 

& QUEUEIO, 

& GANCELIO, 

& DI1VIF004, 

& 00, 

& OFFFFH, 

& OOOOOH, 

& 130, 

& FALSE, 
& OOOOOH, 

& 

&> 

NUMDUIB EQU (THIS BYTE - DUIBTABLE) / SIZE DEFINEDUIB 

BIOSCODE ENDS 

%DEVICETABLES(NUMDUIB,0000GH,005H,003E8H) 

GODE SEGMENT 

ASSUME GS:GGROUP 



Figure 3-1. Example IDEVGF.A86 File 
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4. Create the following: 

a. A file containing the DUIBs for all the device-units you 
are adding. Use the DEFINEJDUIB structures shown in 
Chapter 2. Place all the structures in the same file. 
Later, the ICU includes this file in the assembly of the 
IDEVCF.A86 file. 

b. A file containing all the device information tables you are 
adding. Use the ElADEy_DEV_INFO structures shown in Chapter 
2 for any random access drivers you add. Later, the ICU 
includes this file in the assembly of the IDEVCF.A86 file. 

c. If applicable, any unit information table(s). Use the 
RADEV_UNIT_INFO structures shown in Chapter 2 for any 
random access drivers you add. Add these tables to the 
file created in step b. 

d. External declarations for any procedures that you write. 
The names of these procedures appear in either the DUIB or 
the Device Information Table associated with this device 
driver. Add these declarations to the file created in step 
b. 

5. Use the ICU to configure your final system. When doing so: 

a. Answer "yes" when asked if you have any device drivers not 
supported by the ICU (this means drivers that you have 
written). 

b. As input to the "User Devices" screen, enter the pathname 
of your device driver library. This refers to the library 
built in step 2j for example, :F1: DRIVER. LIB. 

c. Also, enter the information the ICU needs to include your 
configuration data in the assembly of IDEVCF.A86. The 
information needed includes the following: 

• DUIB source code pathname (the file created in step 
4a). 

• Device and Unit source code pathname (the file created 
in steps 4b through 4d). 

• Number of user defined devices. 

• Number of user defined device-units. 

The ICU does the rest. 

Figure 3-2 contains an example of the "User Devices" screen. The 
underlined text represents user input to the ICU. In this example, the 
file :F1: DRIVER. LIB contains the object code for the driver, :F1:DUIB.SRG 
contains the source code for the DUIBs, and :F1:DEVINF.SRC contains the 
source code for the Device and Unit Information Tables along with the 
necessary external procedure declarations. 
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The code in the DRIVER. LIB file supports one device with two units. 
Refer to the iRMX 86 CONFIGURATION GUIDE for instructions on how to use 
the ICU. 



User Devices 

(OPN) Object Code Path Name [1-45 characters] 

NONE 
(DPN) Duib Source Code Path Name [1-45 characters] 

(DUP) Device and Unit Source Code Path Name [1-45 characters] 

(ND) Number of User Defined Devices [0-OFFH] OOOIH 

(NDU) Number of User Defined Device-Units [0-OFFH] OOOIH 

Enter Changes [Abbreviations ?/= nev'/_value] : OPN = ;F1 ;DRIVER.LIB 
: DPN = :F1;DUIB.SRC 
: DUP = ;F1;DEVINF.SRC 
: ND = 1 
: NDU = 2 



Figure 8-2. Example User Devices Screen 



USING THE IRMX" 88 INTERACTIVE CONFIGUR/^TION UTILITY 

To use the iRMX 88 Interactive Configuration Utility to configure a 
driver that you have written for your application system, you must 
perform the following steps in the following order: 

1. For each driver, assemble or compile the code. 

2. When using the ICU: 

a. Answer "208", "215", "common", "random", or "custom" when 
asked for device type. 

b. When prompted, enter the information for the DUIBs, the 
device information tables, and, if applicable, the unit 
information table. 

c. When prompted for linking information, enter the names of 
the appropriate modules. 

The ICU does the rest. 



irk* 
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APPENDIX A 

RANDOM ACCESS DRIVER 

SUPPORT ROUTINES 



This appendix describes, in general terms, the operations of the random 
access device driver support routines. The routines described include: 

INrr$IO 

FINISH$IO 

QUEUE$IO 

CANCEL$IO 

INTERRUPT$TASK 



NOTE 



For iRMX 88 systems, these names are 
prefixed by "RAD$". 



These routines are supplied with the I/O System and are the device driver 
routines actually called when an application task makes an I/O request to 
support a random access or common device,, These routines ultimately call 
the user-written device initialize, device finish, device start, device 
stop, and device interrupt procedures. 

This appendix provides descriptions of these routines to show you the 
steps that an actual device driver follows. You can use this appendix to 
get a better understanding of the I/O System-supplied portion of a device 
driver to make writing the device-dependent portion easier (the random 
access driver support routines follow essentially the same pattern). Or 
you can use it as a guideline for writing custom device drivers. 



INIT$IO PROCEDURE 

The iRMX 86 I/O System calls INrr$IO when an application task makes an 

RQ$A$PHYSIGAL$ATTACH$DEVIGE system call and there are no units of the 
device currently attached. The iRMX 88 I/O System calls INITIIO when an 
application task attaches or creates a file on the device and no other 
files on the device are attached. 

INIT$IO initializes objects used by the remainder of the driver routines, 
creates an interrupt task, and calls a user-supplied procedure to 
initialize the device itself. 



Device Drivers A-1 



RANDOM ACCESS DRIVER SUPPORT ROUTINES 

When the I/O System calls INIT$IO, it passes the following parameters: 

• A pointer to the DUIB of the device-unit to initialize 

• In the iRMX 86 environment, a pointer to the location where 
INIT$IO must return a token for a data segment (data storage 
area) that it creates 

• A pointer to the location where INIT$IO must return the condition 
code 

The following paragraphs show the general steps that the INIT$IO 

procedure goes through in order to initialize the device. Figure A-1 
illustrates these steps. The numbers in the figure correspond to the 
step numbers in the text. 





INITSIO 


t) 


CREATES DATA OBJECT FOR 
DEVICE AND STARTS FILLING IT 




^' 





CREATES THE REUION FOR 
ACCESS TO THE QUEUE 




^ 


' 





CREATES THE INTERRUPT TASK 




) 


' 


« 


CALLS USER-SUPPLIED PROCEDURE 
TO INITIALIZE DEVICE 




' 


' 





RETURNS TO I/O SYSTEM 

PASSING DATA OBJECT AND 

CONDITION CODE 



Figure A-1. Random Access Device Driver Initialize I/O Procedure 
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1. It creates a data storage area ttiat will be used by all of the 
procedures in the device driver. The size of this area depends 
in part on the number of units in the device and any special 
space requirements of the device. INIT$IO then begins 
initializing this area and eventually places the following 
information there: 

• The value of the DS (data segment) register. 

• A token (identifier) for a region (exchange) for mutual 

exclusion. 

• An array which will contain the addresses of the DUIBs for 
the device-units attached to this device. INIT$IO places the 
address of the DUIB for the first attaching device unit to 
this array. 

• A token (Identifier) for the interrupt task. 



• 



Other values indicating that the queue is empty and the 
driver is not busy. 



It also reserves space in the data storage area for device data. 

2. It creates a region. The other procedures of the device driver 

receive control of this region whenever they place a request on 
the queue or remove a request from the queue. INIT$IO places the 
token for this region in the data storage area. 

3. It creates an interrupt task to handle interrupts generated by 
this device. INIT$IO passes to the interrupt task a token for 
the data storage area. This area is where the interrupt task 
will get information about the device. Also, INIT$IO places a 
token for the interrupt task in the data storage area. 

4. It calls a user-written device initialization procedure that 
initializes the device itself. It gets the address of this 
procedure by examining the Device Information Table specified in 
the DUIB. Refer to Chapter 3 for information on how to write 
this initialization procedure. 

5. It returns control to the I/O System, passing a token for the 
data storage area and a condition code which indicates the 
success of the initialize operation. 



FINISH! 10 PROCEDURE 

The iRMX 86 I/O System calls FINISH$IO when an application task makes an 
RQ$A$PHYSICAL$DETACH$DEVICE system call and there are no other units of 
the device currently attached. The iRMX 88 I/O System calls FINISH$IO 

when an application detaches or deletes a file and no other files on the 
device are attached. 
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FINISrt$IO deletes the objects used by the other device driver routines, 
deletes the interrupt task, and calls a user-supplied procedure to 
perform final processing on the device itself. 

When the I/O System calls FINISH$IO, it passes the following parameters: 

• A pointer to the DUIB of the device-unit just detached 

• A selector to the data storage area created by INIT$IO 

The following paragraphs show the general steps that the FINISH$IO 
procedure goes through to terminate processing for a device. Figure A-2 
illustrates these steps. The numbers in the figure correspond to the step 
numbers in the text. 

1. It calls a user-written device finish procedure that performs any 

necessary final processing on thei device itself. FINISH$IO gets 
the address of this procedure by examining the Device Information 
Table specified in the DUIB. Refer to the Chapter 4 for 
information about device information tables. 





FINISMSO 


o 


CALLS USER-SUPPLIED 

PROCEDURE TO FINISH UP 

PROCESSING ON THE DEVICE 




1 


\ 





DELETES INTERRUPT TASK FOR 
DEVICE AND RESETS INTERRUPT 




1 


' 





DELETES REGION AND DATA OBJECTS 
USED BY THIS DEVICE DRIVER 




1 


f 





RETURNS TO THE I/O SYSTEM 



Figure A-2. Random Access Device Driver Finish I/O Procedure 
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2. It deletes the interrupt task originally created for the device 
by the INIT$IO procedure and cancels the assignment of the 
interrupt handler to the specified interrupt level. 

3. It deletes the region and the data storage area originally 
created by the INir$IO procedure, allowing the operating system 
to reallocate the memory used by these objects. 

4. It returns control to the I/O System. 



QUEUE$IO PROCEDURE 

The I/O System calls the QUEUE$IO procedure to place an I/O request on a 
queue of requests. This queue has the structure of the doubly-linked 
list shown in Figure 2-2. If the device itself is not busy, QUEUE$IO 
also starts the request. 

When the I/O System calls QUEUE$IO, it passes the following parameters 

• A token (identifier) for the lORS 

• A pointer to the DUIB 

• A token (identifier) for the data storage area originally created 
by INIT$IO 

The following paragraphs show the general steps that the QUEUE$IO 
procedure goes through to place a request on the I/O queue. Figure A-3 
illustrates these steps. The numbers in the figure correspond to the 
step numbers in the text. 

1. It sets the DONE field in the lORS to OH, indicating that the 

request has not yet been completely processed. Other procedures 
that start the I/O transfers and handle interrupt processing also 
examine and set this field. 

2. It receives control of the region and thus access to the queue. 
This allows QUEUE$IO to adjust the queue without concern that 
other tasks might also be doing this at the same time. 

3. It places the lORS on the queue. 

4. It calls an I/O System-supplied procedure to start the processing 
of the request at the head of the queue. This results in a call 
to a user-written device start procedure which actually sends the 
data to the device Itself. This start procedure is described in 
Chapter 5. If the device is already busy processing some other 
request, this step does not start the data transfer. 

5. It surrenders control of the region, thus allowing other routines 
to have access to the queue. 
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GANCEL$IO PROCEDURE 

The I/O System calls CANCEL$IO to remove one or more requests from the 
queue and possibly to stop the processing of a request, if it has already 
been started. The iRMX 86 I/O System calls this procedure in one of two 
instances: 

• If an iRMX 86 user makes an RQ$A$PHYSICAL$DETACH$DEVICE system 
call and specifies the hard detach option (refer to the iRMX 86 
BASIC I/O SYSTEM REFERENCE MANUAL for information about this 
system call). The hard detach removes all requests from the 
queue. 





QUEl 


IES10 


« 


SETS STATUS! FIELDS 
IN THE ions 






' 


t) 


GAINS ACCESS 
FROM THE REGION 




1 


' 


Ci) 


PLACES the: lORS 
ON THE QUEUE 




> 


' 


w 


STARTS THE PROCESSING OF THE REQUEST, 
IF THE DEVICE IS NOT BUSY 




' 


r 





SURRENDERS ACCESS 
TOTHEREOION 




' 






RETURNS TO THE I/O SYSTEM 



Figure A-3. Random Access Device Driver Queue I/O Procedure 
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• If the job containing the task that makes an I/O request is 
deleted. In this case, the I/O System calls CANCEL$IO to remove 
all of that task's requests from the queue. 

When the I/O System calls CANCEL$IO, it passes the following parameters: 

• An ID value that identifies requests to be cancelled 

• A pointer to the DUIB 

• A token (identifier) for the device data storage area 

The following paragraphs show the general steps that the CANCEL$IO 
procedure goes through to cancel an I/O request. Figure A-4 illustrates 
these steps. The numbers in the figure correspond to the step numbers in 
the text. 

1. It receives access to the queue by gaining control of the 
region. This allows it to remove requests from the queue without 
concern that other tasks might also be processing the lORS at the 
same time . 

2. It locates a request that is to be cancelled by looking at the 
cancel$id field of the queued lORSs, starting at the front of the 
queue. 

3. If the request that is to be cancelled is at the head of the 
queue, that is, the device is processing the request, CANCEL$IO 
calls a user-written device stop procedure that stops the device 
from further processing. Refer to the Chapter 5 for information 
on how to write this device stop procedure. 

4. If the request is finished, or if the lORS is not at the head of 
the queue, CANCEL$IO removes the lORS from the queue and sends it 
to the response mailbox (exchange) indicated in the lORS. 

5. It surrenders control of the region, thus allowing other 
procedures to gain access to the queue. 



NOTE 

The additional CLOSE request supplied 
by the I/O System will not be processed 
until all other requests with the given 
cancel$id value have been dealt with. 
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® 



® 



® 



CANCELSIO 



GAINS ACCESS 
FROM THE REGION 



OBTAIN lORS 

WITH SPECIFIED 

CANCELSIO VALUE 




IS 

the device 'n^ yes 
Currently processing 

THE request 

? 



® 



CALLS THE USER-WRITTEN 
DEVICE STOP PROCEDURE 



YES 



REMOVES THE lORS 
FROM THE QUEUE 




SENDS THE lORS 

TO THE RESPONSE 

MAILBOX 




VES 



Figure A-4. Random Access Device Driver Cancel I/O Procedure 
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INTERRUPT TASK ( INTERRUPT$TASK) 

As a part of its processing, the INIf$IO procedure creates an interrupt 
task for the entire device. This interrupt task responds to all 
interrupts generated by the units of the device, processes those 
interrupts, and starts the device working on the next I/O request on the 
queue. 

The following paragraphs show the general steps that the interrupt task 

for the random access device driver goes through to process a device 
interrupt. Figure A-5 illustrates these steps. The numbers in Figure 
A-5 correspond to the step numbers in the text. 

1. It uses the contents of the processor's DS register to obtain a 
token (identifier) for the device data storage area. This is 
possible because of the following two reasons: 

• When INIT$IO created the Interrupt task, instead of 

specifying the correct contents of the DS register, it passed 
the token of the data storage area as the contents of the 
task's DS register. 

• When the INIT$IO procedure created the data storage area, it 
included the correct contents of the DS register in one of 
the fields. 

When the interrupt task starts running, it saves the contents of 
the DS register (to use as the address of the data storage area) 
and sets the DS register to the value listed in the field of the 
data storage area. Thus the task has the correct value in its DS 
register, and it has the address of the data storage area. This 
is the mechanism that is used to pass the address of the device's 
data storage area from the INIT$IO procedure to the interrupt 
task. 

2. For iRMX 86 systems, it makes an RQ$SET$ INTERRUPT system call to 
indicate that it is an interrupt task associated with the 
interrupt handler supplied with the random access device driver. 
It also Indicates the interrupt level to which it will respond. 

For iRilX 88 systems, it makes an RQ$ELVL system call to enable 
the nucleus-provided default interrupt handler. 

3. It begins an infinite loop by waiting for an interrupt of the 
specified level. 

4. Via a region, it gains access to the request queue. This allows 
it to examine the first entry in the request queue without 
concern that other tasks are modifying it at the same time. 

5. It calls a user-written device-interrupt procedure to process the 
actual interrupt. This can involve verifying that the interrupt 
was legitimate or any other operation that the device requires. 
This interrupt procedure is described further in Chapter 3. 
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INTERRUPTSTASK 



ADJUSTS DS REGISTER TO OBTAIN 
THE DATA OJECTOR FOR THE DEVICE 



SETS INTERRUPT LEVEL AT WHICH TO 

RESPOND AND INDICATES DEVICE 

HANDLER 



WAITS FOR INTERRUPT AT THE 
SPECIFIED LEVEL 



GAINS ACCESS FROM REGION 



® 



® 



® 



® 



CALLS THE USER-WRITTEN INTERRUPT 

PROCEDURE TO PROCESS 

THE INTERRUPT 




REMOVES THE lORS FROM THE 

QUEUE AND SENDS A MESSAGE TO 

THE RESPONSE MAIL BOX 



® 



Figure A-5. Random Access Device Driver Interrupt Task 
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6. If the request has been completely processed, (one request can 
require multiple reads or writes, for example), the interrupt 
task removes the lORS from the queue and sends it as a message to 
the response mailbox (exchange) indicated in the lORS. If the 
request is not completely processed, the interrupt task, leaves 
the lORS at the head of the queue. 

7. If there are requests on the queue, the interrupt task initiates 
the processing of the next I/O request by calling the 
user-written device-start procedure. 

8. In any case, the interrupt task then surrenders access to the 

queue, allowing other routines to modify the queue, and loops 
back to wait for another interrupt. 



*** 
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DEVICE DRIVERS 



This appendix contains four examples of device drivers. The first 
example is a common driver which drives a line printer. The second is a 
random access driver, which drives a iSBC 206 disk controller. The third 
example is an 8274 terminal driver. (The contents of the INCLUDE files 
that these drivers use are listed in the last section of this appendix.) 

Note that the names of the procedures in the examples are not 
device$start, device$lnterrupt, etc., as in the text of this manual. 
This is because the actual names are placed in the appropriate DUIBs 
during configuration. 

Table B-1 lists the device driver example file names and the pages on 
which they appear. 

Table B-1. Device Driver Examples 



File 


Description 


Page 


iprntr.p86 
i206ds.p86 
x8274.p86 


Driver for a line printer 

Driver for an iSBC 206 disk controller 

8274 terminal driver 

INCLUDE files for above device drivers 


B-2 
B-6 
B-20 
B-39 
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PL/11-86 COMPILER xprntr.p86 

iR«X 86 PL/M-B6 V2.3 CONPILftTION OF HQDULE XPRNTR 

OBJECT MODULE PLACED IN :F1:XPRNTR.0BJ 

CCHPILER INVOKED BY: :LANG!pl986 !Fl!l(PRNTR.PB6 COIfPflCT 0PTI«IZE(3) ROH Pft6EWIDTH(132) NOTYPE 



Ititle ('xprntr.p86') 

* xprntr.pSi 
» 

* This module isplesents centronix-type interface line printer 
« driver. It is written as a 'coiion' device driver. It is 

* assused that the reader is faailiar Nith the 8255 chip. 

* 

* LftNGUASE DEPENDENCIES: 

» COHPACT ROM 0PTIMIZE(3) 
«/ 

/# 

* INTEL CORPORATION PROPRIETARY INFORMATION 
» 

* This software is supplied under the teras of a 
» license agreeient or nondisclosure agree«ent with 

* Intel Corporation and my not be copied or disclosed 

* except in accordance with the tens of that agreetent. 
* 

»/ 



« 



sprntr; DO: 

linclude(:fl:xcoiiion.lit) 
Isave nolist 

$include(:fl:):par3ii.lit) 
tsave nolist 

finclude(;f hxnutyp.lit) 
Isave nolist 
linclude(:fl;nors.lit) 
Isave nolist 
linclude(:fi:xduib,lit) 
Isave nolist 
linclude(:fl:sprntr.lit) 
Isave nolist 
tinclude(:fl:«3255.1it) 
Isave nolist 

linclude!;fl!xprerr.lit) 
Isave nolist 

linclude(:fO!nsiBep.est) 
ISAVE NOLIST 
/* 

* literal declaration 

*/ 

DECLARE 

"" TABICHAR LITERALLY 'OW, 
SPACE LITERALLY ■20H'; 



lsubtitle{ 'printerlstartlinterrupt ' 1 

/♦ 

» printerlstart/printerlinterrupt 
» start/interrupt procedure for the line printer 

« 

♦ CALLING SEQUENCE: 

* CALL printerlstartlinterrupt (iorsip, duiblp, ddatalp!; 
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* INTERFACE VfiRIABLESs 

iorsip - I/O request/result seqient pointer 
duib$p - pointer to the device-unit info, block 
ddataJp - pointer to the device(printerl data sequent. 

CALLS: None 

/ 

printer*5tart*interrupt! PROCEDURE (iorsip, <'"ib*P,s^'lata*p! 

PUBLIC RlENTRhNii 



25 2 DECLARE 

(iorstp, duib$p, ddatalp) POINTER| 

26 2 DECLARE 

iors BASED iorsfp IQIREQ$REStSES, 
duib BASED duiblp DEVIUNITIINFOtBLQCKj 

27 2 DECLARE 

dinfolp POINTER. 

dinfo BASED dinfo*p PRINTERIDEVICEJINFO; 

28 2 DECLARE 

bufferip POINTER, 
(char BASED bufterlpKl) BYTE; 

29 2 dinfolp = duib.devicelinfolpj 

I* 

* test for spurious interrupts 
♦/ 

30 2 IF iorsip = THEN 

31 2 DO) 

/* 

* turn off the interrupt and return 
*/ 

32 3 OUTPUT (dinfo.Controllportl = INT$DISABLE; 

33 3 RETURN; 

34 3 END; 

35 2 DO CASE (iors.funct); 

/♦ read »/ 

36 3 DO; 

37 4 iors. status = EtlDDR; 
33 4 iors. done = TRUE; 

39 4 END; 

/♦ write */ 

40 3 DO; 

/♦ get the buffer pointer ♦/ 

41 4 buffertp = iors.bufftp; 



/♦ disable printer interrupt ♦/ 

42 4 QUTPUT(dinfo.Control*pQrt) = INTtDISABLE; 

43 4 DO WHILE (iors, actual < iors. count); 

/♦ 

t test for printer ready and not paper out. if not ready 
* or paper out then «ait forever. 

44 5 DO WHILE (((INPUT(dinfo.Clport) AND PRINTERtREADY! = 0) OR 

((INPUT(dinfo.Ctport) AND PAPERIQUT) <> 0)); 
/♦ sleep for 100 nucleus clock intervals */ 

45 6 CALL rqtsleepdOO, §iors. status); 

46 6 END; 
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/* 

* convert TAB character to a SPACE character if the 

♦ printer does not handle the* 
*/ 

47 5 IF ( (char (iors. actual) = TABfCHAR) AND 

((dinfo.tabtcontrol) = FALSE)) 
43 5 THEN chariiors. actual) = SPACE; 

/* 
t I's coapleaent the character and send it to the 

♦ printer. Port-A is the data port 
♦/ 

49 5 OUTPUT(dinfo.A*pDrti = NOT(char(iors. actual)); 

/♦ 

* strobe the line printer 

» this is a nay of telling the printer that there is 

t valid data on thii bus 

♦/ 

OUTPUT(dinfo.CDntroJ,lport) = STROBEION: 
OUTPUT (dinfo.ControUport) = STRQBEIOFF; 
/* 

♦ increnent the count of chars printed 
♦/ 

iors. actual = iors. actual + 1; 
/♦ 

* test Mhether printer acknowledgenent bit is set 
*/ 

IF (INPUT(dinfD.Cip()rt) AND CHARfACK AND CHARIACKICOHPLETE) = 
THEN 
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J) 



printer didn't acknoMledge. Hopefully it has 



♦ started printing. So enable the printer interrupt 

♦ and returnfprinter will interrupt when it's done) 
H 

55 6 OUTPUT(dinfo.ControIlport) = INT$ENABLE; 

56 6 RETURN; 

57 6 END; 

58 5 END; /» end of DO WHILE stateisent */ 

!* 

* set iors. done to TRUE 

* set iors.status to OK 
*/ 

iors.status = EtOK; 
iors. done = TRUE; 
END; 

/♦ seek ♦/ 
DO; 

iors.status = EIIDDR; 

iors. done = TRUE; 
END; 

/♦ special */ 
DO; 

iors.status = E*IDDR; 

iors. done = TRUE; 
END; 

/* attach device */ 
70 3 DO; 

/« initialize the 8255 */ 

QUTPUT(dinfo.Controllport) = HODEtWQRD; 

iors.status = EIOK; 

iors, done = TRUE; 
END; 
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/* detach device ♦/ 
DO; 

iors. status = E*QKj 

iors.done = TRUE; 
END; 

I* open »/ 
DO; 

iors. status = EfOK; 

iors.done = TRUE; 
END; 

/♦ close */ 
DO; 

iors. status = EtOK; 

iors.done = TRUE; 
END; 

37 3 END; /♦ end of DQ CASE statenent */ 

88 2 END printer*5tart$interrupt; 



/* 
« printer$stop 

♦ stop procedure ior the line printer 
t 

♦ CALLING SEQUENCE: 

♦ CALL printerJstop (iorstp, duib*p, ddatafp); 
* 

♦ INTERFACE VARIABLES: 

i iorsip - I/D request/result segment pointer 

« duiblp - pointer to the device-unit info, block 

♦ ddatatp - pointer to the device(printer! data segment. 
* 

♦ CALLS: None 
t 

#/ 



t 



printerJstop: PROCEDURE (iorsJp, inihip, ddatalp) PUBLIC REENTRANT; 

90 2 DECLARE 

iiorslp, duib$p, ddatalp) POINTER; 

91 2 DECLARE 

iors BASED iorsfp IGIREQ*RESISEG. 

duib BASED duiblp DEVfUNITtlNFOIBLOCK; 

92 2 DECLARE 

dinfolp POINTER, 

dmfo BASED dinfolp PRINTERIDEVICEIINFO; 

li 

* turn off the printer interrupt 
i set iors.done to TRUE 
« set iors. status to EIOK 
♦/ 

93 2 dinfoJp = duib.deviceJinfo$p| 

94 2 QUTPUT!dinfo.Contral*portl = INTfDISABLE; 

95 2 iors. status = EIGK; 

96 2 iors.done = TRUE; 

97 2 END printerlstop; 
93 1 END sprntr; 



B-5 



EXAMPLES OF DEVICE DRIVERS 



PL/M-B6 COMPILER xZOids.pBA 

Module Header 

iR«X 86 PL/11-86 V2.3 COMPILATION OF MODULE )(206DS 

OBJECT MODULE PLACED IN :F1:)(206DS.0BJ 

COMPILER INVOKED BY: :LANG!pl«86 :F1:X204DS.P86 COMPACT 0PTIMIZE(3) ROM PAGEWIDTH!132) NQTYPE 



ttitle('x206ds.p86') 
$5ubti tie ('Module Header') 

/» 

* x206d5.p86 
t 

t iSBC 206 device 

♦ LANBUAGE DEPENDENCIES: COMPACT ROM OPTIMIZE (3) 
♦/ 

«206d5: DO; 



i INTEL CORPORATION PROPRIETARY INFORMATION 

* 

* This software is supplied under the terns oi a 

* license agreement or nondisclosure agreement with 

t Intel Corporation and «ay not be copied or disclosed 

* except in accordance with the tens of that agreeaent, 

♦/ 

tinc!ude(:f liKCOson.lit) 
tsave nolist 

■|include(:f Uxnutyp.lit) 
Isave nolist 

lincludei:fl;xparai.lit) 
Isave nolist 

tinclude(;f hxiotyp.lit) 
tsave nolist 
linclude(:f hxiors.lit) 
$savB nolist 
*include(:fl:i!duifa.lit) 
tsave nolist 

lincludeiif Uiidrinf ,lit) 
Isave nolist 
Iinclude(:f!:x206in.lit) 
Isave nolist 
Iinclude(:fl:x206dv.!it) 
Isave nolist 
linclude!:f hxexcep.lit! 
Isave nolist 
lincludB(;fl;xioexc.!it) 
Isave nolist 
iincludel:f!:xradsf.litl 
Isave nolist 

Iinclude(!fl:x206dp,extl 
Isave nolist 

Iinclude(:fl:x206dc.ext) 
Isave nolist 
Iinclude(:fl!x206fi.ext) 
Isave nolist 
linclude(:f !:xnotif.ext; 
Isave nolist 
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46 ! 



l5ubtit!e( 'Local Data') 

/* 

* needlreset array used to determine if device needs to tie 

* reset after an error. Indsised by status. 
*/ 



DECLARE 

needlreset (24) 
FALSE, 
TRUE, 
FALSE, 
FALSE, 
TRUE, 
FALSE, 
FALSE, 
FALSE, 
FALSE, 
FALSE, 
FALSE, 
TRUE, 
TRUE, 
FALSE, 
FALSE, 
FALSE, 
FALSE, 
FALSE, 
FALSE, 
TRUE, 
FALSE, 
FALSE, 
FALSE, 
FALSE! ; 



BYTE DATA( 



/* Successful CQijpletion */ 

/» ID field misconpare */ 

/* Data field CRC error »/ 

/t special for incorrect resultltype ♦/ 

/* Seek error »/ 



/♦ Illegal Record Address ♦/ 

/* ID Field CRC error »/ 

/* Protocol error »/ 

/♦ Illegal Cylinder Address »/ 

/* Record not found *l 
/« Data Hark Missing ♦/ 
/♦ Format Error »/ 
/» Write Protected ♦/ 

/♦ Write Error */ 



/♦ Drive ?lot Ready */ 



/♦ 

« unitlstatus is used to set unit status field m iors. 
♦ Indexed by status, 
*/ 



DECLARE 

ariit*5tatusi24) 
lOIUNCLASS, 
IO*SOFT, 
lOISOFT, 
lOIHARD, 
IQtSQFT, 
IQIUNCLhSS, 
lOtUMCLASS, 
IQIUNCLASS, 
IGIHARD, 
IOIUNCLhSS, 
IO$SQFT, 
IO$SQFT. 
IOJKARD, 
lOfUNCLASS, 
IQISGFT, 
IQfSOFT, 
IQISOFT 
lOliifiPRdT. 
lOIUNCLASS, 
lOISOFT, 
lOIUNCLASS, 
lOIUNCLASS, 
lOIUNCLASS, 
lOIOPRINT); 



BYTE DATA( 



/♦ Successful completion »/ 

/* ID field miscotpare ♦/ 

/♦ Data field CRC error »/ 

/* special for incorrect resultltype */ 

/♦ Seek error */ 



/♦ Illegal Record Address */ 

y* ID Field CRC error »/ 

/♦ Protocol error ♦/ 

/* Illegal Cylinder Address */ 

/* Record not found »/ 
/♦ Data Hark Missing */ 
/* Format Error */ 
/♦ Urite Protected ♦/ 

/* iiirite Error »/ 



/* Drive Not Ready ♦/ 



/♦ 

* drivelready is used to find the drive ready bit 

* in the drive status. 
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43 1 DECLARE 

drivelready(41 BYTE DATA';02OH,04OH,0lOH,O2OHli 

*5ubtitle('i206l5tart') 

/* 
t i206*5tart 

* start procedure for the iSBC 20i 
♦ 

* CALLIN6 SEQUENCE: 

t CALL i206lstart(ior5*(i, duiblp, ddataipl; 

t 

* INTERFACE VARIABLES: 

* iorslp - I/O Request/Result sepuent pointer 

* duibtp - pointer to Device-Unit Inforaation Block 

* ddatalp - device data sequent pointer. 
* 

* CALLS: 

* io$206 

* far«att206 

» 5endt206$iapb 

* 

♦/ 

49 1 i20Al5tart! PROCEDUREIiorsIp, duibtp, ddatalp) PUBLIC REENTRANT; 

50 2 DECLARE 

iarsip POINTER, 

duibfp POINTER, 

ddataJp POINTER; 

51 2 DECLARE 

iors BASED ion;lp lOIREEIRESJSEG, 

duib BASED duibJp DEVIUNITtlNFQIBLOCK, 

dinfoip POINTER, 

dinto BASED dinfolp I206*DEVICE$INFO, 

uinfolp POINTER, 

uinfo BASED uinfo*p I206tlJNIT*INF0, 

ddata BASED ddatalp I0IPARHIBL0CKI206, 

base i^ORD, 

dudiiy BYTE; 

dinfoip = duib.devicelinfdip; 
base = dinfo.base; 
uinfolp = duib.unitlinfolp; 

!F iddata. restore! THEN 
RETURN; 

dolcaselfunct! 

DO CASE iors.funct; 

/» 

* in the folloHinq calls the Sddata is literally 

♦ iopblp (i.e., the pointer to the iopb). 
*/ 

caselread: 
DO; 

CALL iol206(base, iorsip, duiblp, iddata!; 
END caselread; 

caselnrite: 
DO; 

CALL iol206(b35e, iorsip, duiblp, iddata! ; 
END caselwrite; 

caselseek: 
DQ" 

CALL iol206(ba5e, iorsip, duiblp, Sddata); 
END caselseek; 
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67 3 caselspeclfunct: 

DO; 



68 


4 


69 


4 


70 


4 


71 


5 


72 


5 


73 


5 


74 


5 


75 


4 


76 


3 


77 


4 


73 


4 


79 


4 


BO 


5 


8i 


5 


82 


5 


83 


5 


84 


5 


85 


s 


86 


4 


87 


4 


88 


4 



89 


4 


90 


5 


91 


5 


92 


5 


93 


5 


94 


5 


95 


4 


96 


3 


97 


4 


93 


4 


99 


4 



!0o 



IF iors.sublfunct = FSJFORPIATITRACK THEN 

CALL fQrBat$206iba5e, iorstp, duiblp, eddata); 
ELSE 
DO; 

iars.status = EtIDDR} 
iors. actual = 0; 
iors.done = TRUE: 
END; 
END casetspectfunct; 

casefattachldevicfi! 
DO; 

duaay = (duib.devlgran = 512); 

IF ( (input (5ub$5ystei*port) OR 073H) <> OFBH) OR 

(( (input (disHconngtport) AND SHL(010H,SHRiduib.unit,2))) <> 0) <> dumny) THEN 
DO; 

iors. status = EIIO: 
iors.unittstatus = lOMPRINT; 
iors. actual = 0; 
iors. done = TRUE; 
RETURN; 
END; 
ddata. inter = inter*onl«ask; 
ddata.instr = restorelop; 
IF NOT 5endl206liapb(ba5e, 8ddata) THEN 
/♦ 

* the board *touId not accept the iopb 

♦ so... 
♦/ 

DO; 

iors. status = EflO; 

iors.unittstatus = fOitSOFT OR SHL!input(resuItlbytelport), 3); 

iors. actual = 0; 

iors. done = TRUE; 
END! 
END caselattachldevice; 

case*detachldevice! 
DO; 

iors. status = EIOK; 

iors. done •= TRUE; 
END caseldetachldevice; 



100 3 caselopen: 



■•! 



101 4 iors. status = E*QK; 

102 4 iors. done = TRUE; 
END caselopen; 



104 3 caseJciose: 

DO; 

105 4 iors. status = EIOK; 

106 4 iors. done = TRUE; ' 

107 4 END caselclose; 

103 3 END dolcaselfunct; 

109 2 END i206l5tart; 
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fsubtitleCiZOelinterrupt') 

/♦ 
t i206$interrupt 

♦ interrupt procedure for the iSBC 206 

♦ CALLING SEQUENCE: 

♦ CALL i206*interrupt(iDr5*p, duibJp, ddatalpl; 

t INTERFACE VARIABLES: 

♦ iorslp - I/O Requ95t/Re5ult segaent pointer 

♦ duiblp - pointer to Device-Unit Intoriation Block 

♦ ddatalp - device data segsent pointer. 

♦ CALLS; 

♦ i206t5tart 

♦ 5endl206liopb 

♦ rqlsend'lnessage 
t 

»/ 

110 1 i206linterrupt; PROCEDUREdorsIp, duibfp, ddatalpl PUBLIC REENTRANT: 
HI 2 DECLARE . m h , 

lorslp POINTER, 

duib$p POINTER, 

ddatalp POINTER; 

112 2 DECLARE 

lors BASED iorslp lOIREOIRESISEB, 

du'.b BASED duibJp DEVIUNITIINFOIBLOCK, 

dinfolp POINTER, 

dinfo BASED dinfolp I206IDEVICEIINF0, 

ddata BASED ddat,ilp I0IPARMIBL0CKI206, 

teap BYTE, 

base WORD, 

spindle WORD, 

status WORD; 

113 2 dinfolp = daib.devicelinfoSp; 

114 2 base = dinfo. base; 

115 2 spindle = 5hr(duib.unit,.2}; /« 4 units/spindie ♦/ 

116 2 IF (inputfresultltvpelport) AND 3) = THEN 

117 2 donelint: 

DO; 

118 j status = input frssultlbytelport); 

I!'? 3 IF ddata. restore THEN 

120 3 didlrestore: 

DO' 

121 4 ' ddata. restore = FALSE; 

122 4 ddata. statu;s(spindlel = status; 

123 4 IF iorsip <;> THEN 

124 4 restart: 

CO; 

125 5 CALL i206l5tart (iorsip, ddatalp, duiblp); 
12o 5 END rettart; 

127 4 RETURN; 

128 4 END didlrestore; 



I no 



ddata. statusfspindle) = status; 



130 3 IF iorsip <> THEM 

131 3 validliors: 

DO; 

132 4 IF status <> THEN 

133 4 badlstatus: 

BO: 
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iors. status = EIIO: 

IF (status <= OlOH) THEN 

tesp = status; 
ELSE 

teaip = 5hr (status, 4) + OOFH; 
iors.unittstatus = uriitl5tatus(teiiip) OR SHL(status,8); 
iors, actual - 0: 
iors. done = TRUE; 
IF needlreset(ddata.5tatus(iors.unit / 4)) THEN 

142 5 recalibrate: 

DO; 
/« 

* Note: must index drive select 

* bits froa iors. unit. 
*/ 

143 6 ddata. inter = interlontiask; 

144 6 ddata. instr = rsstorelcp: 

145 6 ddata. restore = 59ndJ206iiopb(dinfo.base, Iddata); 

146 6 END recalibrate; 

147 5 END badlstatus; 

148 4 ELSE oklstatus: 

DQ; 

149 5 iors. actual = iors. count; 

150 5 iors. done = TRUE; 

151 5 END Qktstatus; 

152 4 END validJiors; 

153 3 END donetint; 

154 2 ELSE statuslint: 

DO; 

155 3 temp = inputlinterlstatlport); 
154 3 DQ spindle=0 TO 3; 

157 4 IF (tesp AND SHLd, spindle!! (> THEN 

158 4 GOTO foundlspindle; 

159 4 END; 



160 3 foundtspindle: 

spindle = SHL(5pindle,2!: 

161 3 DO tfiip^spindle TO 5pindle+3 



162 4 IF ((inputiresultlbyteJport) AND drivetreadyispindle)! =0! THEN 

163 4 CALL notify(teup, iddata); 

164 4 END; 

165 3 END statuslint; 

164 2 END i206linterrupt; 
$subtitle('i206tinit'l 

/* 

* i204finit 

* init procedure for the iSBC 206 
» 

* CALLING SEQUENCE: 

* CALL i206linit(duiblp, ddata*p, statusfp); 
f 

* INTERFACE VARIABLES: 

- pointer to Device-Unit Inforsation Block 

- device data secjient pointer. 

- pointer to WORD indicating status of operation 







* duifafp 

* ddatalp 

* status$p 






♦ CALLS: 

t <none> 


167 
168 


1 
2 


i206linit; PRGCE 
DECLARE 



i206linit; PROCEDURE (duibJp, ddata*p, statusip) PUBLIC REENTRANT; 
— ARE 

duib$p POINTER, 
ddatalp POINTER, 
statusip POINTER; 
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169 2 DECLftfiE 

duib BASED duiblp DEV$UNIT*1NF0*BL0CK, 



dinfo*p POINTER, 

dinfo BASED dinfotp I2O6IDEVICEIINF0, 

ddata BASED ddatalp I0$PARHIBL0CKI206, 

status BASED statusip HORD; 



1/0 2 DECLARE 

i HQRO; 

171 2 dinfQ$p = duib.deviceJinfolp; 



♦ Reset 206; not there or not hard disk ==> Oops! 
»/ 



172 
173 


2 

2 




output (resEtlport! = 0; 
status = EIOK; 


174 


2 




ddata. restore = FALSE; 


175 


2 




END i206tinit; 


176 


1 


END 


x206ds; 



HQDULE INFORMATION: 

CODE AREA SIZE = 0300H 763D 
CONSTANT AREA SIZE = 0034H 52D 
VARIABLE AREA SIZE = OOOOH OD 

nmmn stack size = oo46h 70d 

1037 LINES READ 
PROSRAH WARNINGS 
PROGRAil ERRORS 

DICTIONARY SUMMARY: 

9iKB HEHORY AVAILABLE 
18KB MEMORY USED (lOX) 
0KB DISK SPACE USED 

END OF PL/M-86 COMPILATION 

PL/M-86 COMPILER ;;206io.pe6: iSBC 206 I/O Module 
Module Header 

i9M 86 PL/M-e6 V2.3 COMPILATION OF MODULE X206IQ 

OBJECT MODULE PLACED IN :Fl! 1(20610. OBJ 

COMPILER INVOKED BY: iLANGipkSi :F1:)(206I0.P86 COMPACT 0PTIMIZE(3) ROM PAGEHIDTH(132) NOTYPE 



nitleC>;206ic.pa6: iSBC 206 I/O Module') 
lsubtitle( 'Nodule Header') 
x206io: DO; 



/♦ 

♦ INTEL CORPORATION PROPRIETARY INFORMATION 
t 

♦ This software is suppliiid under the terins of a 

♦ license aqreejsent or nondisclosure agreement «ith 

♦ Intel Corporation and Jiiiy not be copied or disclosed 

♦ except in accordance with the terms of that agreeaent. 

♦/ 
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/« 

* This iRodule nodifies the 206 paraieter block and passes the 
« address o^ it to the iSBC 206. 

* 

« LAN6UAGE DEPENDENCIES: COMPftCT ROM OPTIMIZE!!) 
*/ 

lindudelsfhxcoion.lit) 
= tsave nolist 

linclude(:f hxnutyp.lit) 
= tsave nolist 

tindudeiiflixiotyp.lit) 
= Isave nolist 

lincludef.'fhxparaa.lit) 
= Isave nolist 

Iinclude(:fl:x206dy.lit) 
= tsave nolist 

tinclude!:H:x206in.lit) 
= tsave nolist 

lincludefsn.'xiors.lit) 
= tsave nolist 

tinclude(:f hxduib.lit) 
= tsave nolist 

tinclude(:f Irxtrsec.iit) 
= tsave nolist 

tindudedf lisexcep.litl 
= tsave nolist 

linclude(:f hxioexc.litl 
= tsave nolist 

tinclude!:fl:x206dc.extl 
= tsave nolist 

/« 

* this Module also does seeks 
♦/ 

32 1 DECLARE 

i206toptcod85 (t) BYTE DATA( 

READtQP, 

WRITEtOP, 

SEEKtOP 
\. 

t5ubtitle!'iot206! iSBC 206 I/O Module' ) 

/♦ 

* iot206 

* I/O iTioduls (read/write/seek) 
* 

* CALLIN3 SEQUENCE: 

* CALL iot206 (base, iorsip, duibtp, iopbtp);. 
* 

* INTERFACE VARIABLES; 

* base - base address of the board. 

* iorstp - I/O Request/Result segiiient pointer 

* duibtp - pointer to Device-Unit Infomation Block 

* iopbtp - pointer to I/O paraaetsr block. 
♦ 

* CALLS: 

* 5endt206tiopb(base, §iopb) 
#/ 

33 1 iDt206: PROCEDURE (base, iorsip, duibtp, iopblp; REENTRANT PUBLIC; 

34 2 DECLARE 

base WORD, 

iorsip POINTER, 

duibtp POINTER, 

iopblp POINTER; 
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35 2 DECLARE 

iors BASED iorsfp lOIREGtREStSES, 

ts DWORD, 

tslQ TRACKJSECTORISTRUCT AKets), 

duib BASED duibtp DEVIUNITtlNFOIBLOCK, 

iopb BASED iopbJp lOIPARMIBLOCKtZOA, 

platter BYTE, 

spindle BYTE, 

surface BYTE; 

36 2 ts = iors.devlloc; 

37 2 spindle = shr (iors.unit, 2); /♦ 4 units/spindle ♦/ 

38 2 platter = iors.unit AND 003H; /♦ (as above ) »/ 

39 2 surface = tsto. track AND OOOOIH; /♦ select surface */ 

40 2 iopb. inter = INTER*QN*MASK; 

41 2 iopb.cylladd = shr (tslo. track, U; /♦ track/2 = cylinder »/ 

42 2 iopb.ifistr = i206fop*codesiior5.funct) QR 

shl (spindle, '^1 OR 
shl (platter, b) QR 
shKsurfacB, 3); 

/♦ 

i note: the controller only supports 512 or 123 byte sectors 
♦ so no checking is done. 
*/ 

43 2 iopb.rlcount = iors. count / duib.devlgran; /♦ divide by sectors size ♦/ 

44 2 iopb.rectadd = (ts$a. sector + 1) QR 

shr (tslo. track AND 0200H, 21; /♦ (cyl AND OlOOH) / 2 */ 

45 2 iapb.bufftp = iors.buffip; 

46 2 IF NOT 5endl206liDpb(ba5e, Siopb) THEN 

/♦ 

t the board did not accept the iopb so... 
»/ 

47 2 DO) 

48 3 iors. status = lOISOFT; 
4? 3 iors. actual = 0; 

50 3 iors. done = TRUE; 

5! 3 END) 

52 2 END iof206; 

53 I END !!206iQj 



flODULE INFORMATION: 

CODE AREA SIZE = 00D5H 213D 
CONSTANT AREA SIZE = 0003H 3D 
VARIABLE AREA SIZE = OOOOH OD 
ilflXmUtl STACK SIZE = 0022H 34D 
605 LINES READ 
PROGRAM WARNIN6S 
PROGRAM ERRORS 

DICTIONARY SUMMARY: 

96KB MEMORY AVAILABLE 
12KB MEMORY USED (125!) 
0KB DISK SPACE USED 

END OF PL/M-SS COMPILATION 
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PL/11-86 COMPILER x206dc: iSBC 206 paraiieter handler 
Module Header 

iRMX 86 PL/ri-96 y2.3 C0I1PILATI0N OF MODULE U%K 

OBJECT MODULE PLACED IN :Fl!l(206DC.OBJ 

COMPILER INVOKED BY: :LfiN8:p!»86 :F1:)(206DC.PS6 COMPACT QPTIMIZE(3) ROM PA6EWIDTH(132) NOTYPE 



*title('x204dc: iSBC 206 paraieter handler') 
l5ubtitle( 'Module Header') 
I x206dc! DO; 

/♦ 

♦ INTEL CORPORATION PROPRIETARY INFORMATION 

* 

♦ This Boftware is supplied under the terss of a 

♦ license agreeaent or nondisclosure agreesent with 

♦ Intel Corporation and may not be copied or disclosed 

♦ except in accordance with the teras of that aqreesent. 
* 

♦/ 

/* 

♦ This sodule contains the coisands for the 206 controller. 
» 

♦ LAN6UAGE DEPENDENCIES: COMPACT ROM OPTIMIZE (3) 
*/ 

tinclude!:fl;xcoi«on.lit) 
= fsave nolist 

linclude(:f l:;<nutyp.lit) 
= tsave nolist 

*incltjde!:fl:x206dv.lit) 
= Isave nolist 

IsubtitleCSend 206 I/O Parameter Block'! 

/♦ 

* 5endl206tiopb 

* send the iSBC 206 the address of the parameter block 
* 

* CALLINS SEQUENCE: 

» CALL 5end$206tiopb (bass, iopblp); 
* 

t INTERFACE VARIABLES: 

* base - base address of board. 

* iopblp - I/O paraaieter block pointer 

♦ 

« CALLS: 

* (none) 
*/ 

9 I 5endl206Jiopb; PROCEDURE (base, iopblp! BOOLEAN REENTRANT PUBLIC: 

10 2 DECLARE 

base NORD, 
iopblp POINTER; 

11 2 DECLARE 

iopblpto PIOVERLAY ATlSiopbfp), 

iopb BASED iopbfp IQIPARMIBLQCK$206, 

drive BYTE; 

!2 2 drive = shrdopb.instr AND 030H, 4); 

13 2 drive = shl (OIH, drive); 

H 2 IF (input(contrQllerlstat)) = (CGMMANDISUSY OR drive) THEN 

15 2 RETURN (FALSE); 

16 2 output (lolofflport) = low (iopblplo.offsetl; 



B-15 



EXAMPLES OF DEVICE DRIVERS 



17 2 IF (inputicontrollerl^stat! AND C0«MftND$8USY) <> THEN 

18 2 RETURN (FALSE); 

/» 

* lade it to here sci output rest of iopb address 
♦/ 

19 2 output (lo*5eg*port) = low (iopblpfo.base): 

20 2 output (hi$seglport) = high (iopblpfo-baseh 

21 2 output (hi*oH*port) = high (iopbtp*o. offset)) 

22 2 RETURN (TRUE); 

23 2 END sendt206liopb; 

24 ! END x206dc| 



PIODULE INFORHATIONs 

CODE AREA SIZE = 0060H 96D 
CONSTANT AREA SIZE = OOOOH OD 
VARIABLE AREA SIZE = OOOOH OD 

mxmn stack size = oooch i2D 

203 LINES READ 
PROGRAM WARNINGS 
PRGSRAM ERRORS 

DICTIONARY SUHNARY: 

96KB MEMORY AVAILABLE 
5KB MEMORY USED (5D 
0KB DISK SPACE USED 

END OF PL/«-fl6 COMPILATION 



PL/M-86 COMPILER i{206fi.p84 

Module Header 

IRMK 86 PL/M-86 V2.3 COMPILATION OF NODULE X206FM 

OBJECT MODULE PLACED IN !F1:)(206FM.0BJ 

COMPILER INVOKED BY: :LANG:pli86 :F1:K206FM.PB6 COMPACT 0PTIMIZE(3) ROM PAGEWIDTH(132) NOTYPE 



Ititle('»206fffl.pa6') 
IsubtitleCModuIe Header') 

/* 

» x206f(i.p86 
t 

* iSBC 206 device 

* fortats one track on hard disk 
« 

* LANGUAGE DEPENDENCIES: COMPACT ROM OPTIMIZE (3) 
«/ 

x206fiii! DO; 
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/# 

♦ INTEL CORPORATION PROPRIETARY INFORMATION 

♦ This 5oftnare is supplied under the terms of a 

» license agreeaent or nondisclosure agreetent with 

♦ Intel Corporation and nay not be copied or disclosed 

« except in accordance with the tens of that agreeient. 

* 

»/ 

/« 
t This nodule builds the 206 paraneter block and passes the 

♦ address of it to the iSBC 206, 
« 

♦ note; this forisat procedure deduces taxfsectors froi the 

♦ DEVIUNITtlNFOfBLOCK (duib.devlgran). it does NOT check to see if 

♦ the operator has set the switches on the controller correctly. 

♦ sectors «ay be 128 or 512 bytes. 
* 

#/ 

linclude(;f hxconon.lit) 
tsave nolist 
linclude(:f hxnutyp.Iit) 
♦save nolist 
*includei!fI:xiotyp.lit) 
fsave nolist 
lincludeiiflixparaa.lit) 
$save nolist 

Iinc!ude!:fl:s206dv.lit) 
tsave nolist 
$includel:fl:x206in.Iitl 
tsave nolist 

*include!:fl!!(rad5f.lit) 
Isave nolist 
linclude(:f hxiors.lit) 
$save nolist 
linclude(:fl!xduib.lit) 
$save nolist 

lincludeiif hxtrsec.Iit) 
Isave nolist 

lindudedf l:xexcep.litl 
fsave nolist 
Jincludedf !:xioexc.lJt) 
Isave nolist 

lincludeiif l:x20fldc.ext! 
fsave nolist 



I5ubtitlerforiiiat-I206: Format track procedure' 



t fori8atl206 

* forsat a track on the 206 
* 

* CALLINS SEQUENCE: 

« CALL forisatl206 (base, iorsip, duiblp, iopfaJp); 

* 

* INTERFACE VARIABLES: 

* base - base address of board. 

* iorsip - I/O Request/Result segiient pointer 

* duiblp - pointer to Device-Unit Inforsation Block 

* iopblp - I/O paraiseter block pointer. 
« 

* CALLS: 

* buildl206lfBtttable 
» sendl206liopb 

♦/ 
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36 
37 



38 2 



40 


7 


41 


2 


42 


7 
J 


43 




44 


3 


45 


3 


46 


3 


47 


2 


48 


2 


49 


2 


50 


2 


m 


n 


Jl 


i 


52 


9 


53 


2 



54 2 



56 



forflatt206: PROCEDURE (base, iorsip, duiblp, iopbJpl REENTRANT PUBLIC; 
DECLARE 

WORD, 
POINTER, 
POINTER, 
POINTER; 



base 
iorstp 
duiblp 
iopblp 
DECLARE 
iors 



BASED iorsfp ICHREGIRESISEG, 
^oriattinfotp POINTER, 
foriatJinlo BASED forsattiofolp FORHATIINFOISTRUCT, 
duib BASED duibtp DEVtUNITtlNFOfflLQCK, 
iopb BASED iopb*p I0$PARMIBLQCKI206, 
platter BYTE, 
spindle BYTE, 
surface BYTE, 
aaxlsectors BYTE; 

for«atfinfo*p = iors.auxJp; 
IF forsatlinfo.track*nui > i206$TRACK$MAX THEN 
DO; 

iors. status = EISPACE; 
iors. actual = 0; 
iors. done = TRUE: 
RETURN; 
END; 

spindle = shrdors.unit, 2); 

platter = iors. unit AND 003H; 

surface = formatlinfo-tracklnui AND OOOOIH; 



/« 4 units/spindle ♦/ 
/* (as above ) */ 
/* select surface ♦/' 



iopb. inter = INTERtONIHASK OR FQRHATtlRACKtON; 

iopb.cylJadd - shrlfQrmatlinfo.trackJnui, 1); /« track/2 = cylinder */ 

iapb.recfadd = shr(fQr(iattinfo.track*nua AND'0200H, 2); /* set if over 256 cylinders »/ 

iopb.instr = fomatlop OR 

shl (spindle, 4) OR 

shl (platter, 6! OR 

shl (surface, 3); 

iopb. buf ftp = Siopb.fcrnat'ltable; 

IF duifa.devlgran = 128 THEN 

ffiaxtsectors = 36; 
ELSE 
/* 

♦ if not 128 then ><UST be 512 byte sectors 
*/ 
fjaKlsectors = 12; 



59 



CALL build$206$fijtnabl8(§iQpb.forfflatnable, 

fomatlinfo.traciclnus, 
farnatlinfQ.trflckf inter leave, 
forsatlmfo.tracklsksH, 
forinatlinfo.f illtchar, 
maxJsectorsl; 

IF NOT 5Endl206liopb(base, Siopb) THEN 
/* 

* the board did not accept the iopb so... 
»/ 



60 
61 
62 
63 
64 


2 
3 
3 
3 
3 




DO; 

iors. status = lOISOFT; 

iors. actual = 0; 

iors. done = TRUE; 
END; 


65 


1. 


END 


fori3t*206; 
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/« 
t buildl206*fst*table 

* fill out format table 

i 

* CALL INS SEQUENCE: 

t CALL buiId*206llBt*tableibuf$p, track, intffact, skew, filllchar, taxlsectors); 

« INTERFACE VARIABLES: 

* buf*p - address of forsat table. 

* trad - track to be forniattedl, 
» intffact - interleave factor. 

« ske« - squBw froi physical sector one. 

* filllchar - used to fill sectors. 

* iaxisectors - saiiiauB nu/Bber of sectors 
« 

* CALLS: 

* <nQne> 
# 

* No error checking on skew, intlfact paraBeters; if nonsense, the algoritha 

* cofflpletes i for»ats the track in a strange lanner. 
♦/ 

66 1 build*206lfBt$table: PftOCEDUR£(buf*p, track, inttfact, skeN, filUchar,aax*sectors) REENTRANT; 

67 2 DECLARE 

buflp POINTER, 

tract WORD, 

int$fact SrTE, 

skew BYTE, 

fillkhar BYTE, 

jtaxlsectors BYTE; 

68 2 DECLARE 

s BYTE, 
i BYTE; 

69 2 DECLARE 

fmtltab BASED buflp (36! STRUCTURE! 
recordladdress BYTE, 
filllchar BYTE!; 

DO i = TO (Baxlsectors - 1); 



70 


2 


T* 


■? 


,' 1 





■7? 


T 


1 i. 


■J 


■7T 


•7 


,'J 


■J 


74 


1 


75 


2 


76 


3 


77 


4 


78 


4 


79 


T 


80 




81 


"\ 


32 


2 


83 


1 



fratltab(i).recordladdres5 = OFFH; 
fiiitltab(i). filllchar = filllchar; 
END; 

5 = skew MOD iBaxIsectors; 

DO i = 1 TO (Tiaxlsectors; 

DO WHILE fBtltab!s).recordladdres5 <> OFFH 

END 



s = (5 + 1) MOD fliaxlsectors; 



fistltab(5!.recordladdress = i; 
5 = (5 t intlfact) HDD saxlsectors; 
END; 



END buildl206lf(itltablE; 



END x206fin; 



NODULE INFORMATION: 

CODE AREA SIZE = 0192H 402D 
CONSTANT AREA SIZE = OOOOH 00 
VARIABLE AREA SIZE = OOOOH OD 
MAXIMUM STACK SIZE = 0028H 40D 
743 LINES READ 
PROGRAM WARNIN6S 
PROGRAM ERRORS 

DICTIONARY SUMMARY: 

96KB MEMORY AVAILABLE 
13KB MEMORY USED (137.) 
0KB DISK SPACE USED 

END OF PL/M-B4 COMPILATION 
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PL/H-86 COMPILER x8274: 8274 teminal device driver 
Module Header 

iRMX 86 PL/n-86 V2.3 COMPILATION OF MODULE )(8274 

OBJECT MODULE PLACED IN :F!!X3274.0BJ 

COMPILER INVOKED BY: :LfiNG!pli86 :FI: 1(8274. P86 COMPACT QPTIM[ZE(3) ROM PAGEKIDTH(132I NOTYPE 



ttitle('s8274! 8274 terainal device driver') 
$subtitle( 'Module Header") 

/* 

♦ TITLE: K8274 
« 

♦ DATE: 27 FEB 84 
♦ 

♦ ABSTRACT: This module is the interface between the iRHX 86 

♦ Terdinal Support, and the 8274 MPSC. It is a 

♦ rewritten version of a.sodule of the sate nase dated 

♦ 20 Jan 83. The rewritting was necessary to correct 

♦ initialization tiuing probless and to add support for 

« various tiner devices, i.e. 8253-4, 80130, and 90186-8. 

# 

♦ LANBUASE DEPENDENCIES: PLM86 COMPACT ROM 
»/ 

't 

'* INTEL CORPORATION PROPRIETARY INFORMATION 

* 

♦ This softHare is supplied under the terms of a 

♦ license agreeaent or nondisclosure agreesent with 

♦ Intel Corporation and may not be copied or disclosed 

♦ except in accordance mith the terns of that agreement. 

♦ 

»/ 

x3274: DO; 

finclude(:f!:xcasQn.!it! 
Isave noli St 

lirfclude(:f hsnutyp.lit) 
Isavs nolist 
*include!:f hxiotyp.iit) 
tsave nolist 
tiriclude(:f lixexcep.lit) 
Isave nolist 

linclude!:f l;xt55ow.est! 
tsave nolist 

finclude(:fl;xtstiiii.ext) 
/* 

♦ External Declaration 

♦ for tiiner support procedure. 
«/ 

ISAVE NOLIST 
linc!udei:f!:xdelav.ext! 
tSAVE NOLIST 

IsufatitleCData structures and literals') 

♦ 3274 register values 
*/ 
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20 I 



22 



DECLftRE 






HRO 


LITERALLY 


'OOH 


«R1 


LITERALLY 


■OIH 


HR2 


LITERALLY 


■02H 


«R3 


LITERALLY 


'03H 


NR4 


LITERALLY 


■04H 


NR5 


LITERALLY 


'05H 


m 


LITERALLY 


■OiH 


HR7 


LITERALLY 


■07H 


RRO 


LITERALLY 


'OOH 


RR! 


LITERALLY 


■OIH 


RR2 


LITERALLY 


'02H 


/* 






« 8274 cDiJiand values 






♦/ 






DECLARE 






NULL CHD 


LITERALLY 


'OOH 


NULL "VECTOR 


LITERALLY 


'OOH 


RESET EH INT 


LITERALLY 


•lOH 


CHANNEL RESET 


LITERALLY 


'18H 


ENABLE INT NEXT RX 


LITERALLY 


'20H 


RESET rx 1ST ■ 


LITERALLY 


'28H 


ERROR'RESET 


LITERALLY 


'30H 


END.QF.INT 


LITERALLY 


'38H 


/* 






* 8274 write register 


CDitffiands. 




DECLftRE 






WRl !NIT 


LITERALLY 


'01i( 



«RI NO RX INT 
JfRfNO'INT 



ii|R2 INIT 
WR3'i'NIT 



WR3 RX 3ISABLE 
«IR4"INTT 



WR5 TX ENABLE 



wr5 tx disable 
«r5"dtr on 
wrs'dtr'off 



LITERALLY '004H', 
LITERALLY '004H', 



LITERALLY '004H', 
LITERALLY 'OCIH', 



LITERALLY 'OCOH', 
LITERALLY ■044H', 



LITERALLY 'OEAH' 



LITERALLY '0E2H' 
LITERALLY 'OEAH' 
LITERALLY '06AH' 



/* int on all Rx chars and 

* special conditions. 

* Parity affects vector, 
» variable vector, 

* Tx int enable, No 
« external int. 

*/ 

/* disable Rs interrupts ♦/ 
/♦ Disable Rx and Tx 

* interrupts 
*/ 

I* non vectored int */ 
/* Rs 8 bits/char, 

* Rs enable 
*/ 

/* I6X clock, e bit data, 

* 1 stop bit, no parity 
*/ 

/♦ Ts 8 bits data, 
« Tx enable, RT3 enable 
*/ 



/* 

* status register bit stasks 
»/ 

DECLARE 

VECTOR NASK literally 'OEOH', 

TEST VICTOR LITERALLY 'OASH', 

INT PENDING LITERALLY '002H', 

NO INT VECT LITERALLY 'OICH', 

RX'CHAR RDY LITERALLY 'OOIH', 

TX'BUFFCR EMPTY LITERALLY '004H', 

i8274IINP0TJERR0R LITERALLY '070H'i 
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24 1 



25 1 



/« 






* Flags values 






t/ 






DECLARE 






EVENIMODE 


LITERALLY 


■003H', 


QDDItlODE 


LITERALLY 


'OOIH', 


NOIPARITY-inODE 


LITERALLY 


'OOOH', 


!N$PARITY$NASK 


LITERALLY 


'030H', 


OUTIPftRITYJHASK 


LITERALLY 


'ICOH', 


STRIPflNPUTIPARITYIMQDE 


LITERALLY 


'OOOH', 


PASSfINPUT$PARITYIMQDE 


LITERALLY 


■OlOH', 


EVENflNPUTJPARITYtHQDE 


LITERALLY 


'020H', 


ODDIINPUTIPARITYIHDDE 


LITERALLY 


■030H'. 


SPACEIOUTPUTtPARITYtMQDE LITERALLY 'OOOH 


HARKIOUTPOTJPARITYJMODE LITERALLY 


■040H', 


EVEN*a'JTPUTfPARITYI!10DE LITERALLY 


'080H', 


ODDIOUTPUTIPARITYiMODE 


LITERALLY 


'OCOH', 


PASSiaUTPUTIPARITYfMODE 


LITERALLY 


'lOOH', 


OOTJPARtCHECK 


LITERALLY 


'080H'; 


/» 
t Baud rate values 






DECLARE 






HARDWAREIBAODISELECT 


LITERALLY 


'0', 


AUTQ$BAUD*SELECT 


LITERALLY 


'3', 


OUTIBAUD*SAME 


LITERALLY 





* interface to terminal support 
♦/ 



26 1 DECLARE 

MOREIINTERRUPT LITERALLY '08H', 

NQIINTERRUPT LITERALLY 'OOH', 

DELAYIINTERRUPT LITERALLY '05H + 

INPUT* INTERRUPT LITERALLY 'OIH + 

DUTPUTIINTERRUPT LITERALLY '02H + 

RINGtINTERRUPT LITERALLY 'OSH + 

CARRIERIINTERRUPT LITERALLY ■04H + 



nOREIINTERRUPT', 
MOREIINTERRUPT', 
MOREIINTERRUPT', 
MOREtlNTERRUPT', 
MOREIINTERRUPT'; 



♦ Controller Data Structure 



Z7 1 



3ECLARE 
TSICDATA 



LITERALLY 



■•:TRUCTURE( 



TStCDATAI, 
TSICDATA2)': 



23 1 



DECLARE 

TStCDATAI 



LITERALLY 



T3ICDATA2 LITERALLY 



'icsldatalsegisent 
status 

interruptJtype 
interruptinglunit 
din-folp 

drivericdatalp 
'reserved (34) 
lidataU) 



SEBMENT, 

HORD, 

BYTE, 

BYTE, 

POINTER, 

pointer', 

BYTE, 



BYTE 
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/♦ 



29 1 



'0 1 



31 1 



« Unit Data Sti 
♦/ 


ructtire 




DECLARE 
TStUDATA 


LITERALLY 


■structure; 

TStUDATAl, 
TStUDflTA2, 
TSIU0ATA3i 


DECLARE 

TStUDATA! 


LITERALLY 


'uinfolp 
terntfiags 
intrate 
OLittrate 
scroiltnumtier 
translationiB?) 


TStUDATA2 


LITERALLY 


■inpiittcontrQlttable(3 
uriitlnuaber 


TStUDATA3 


LITERALLY 


■fill(8911 


/* 

t 8274 Device 
*/ 


information 


Structure 


DECLARE 

i8274IC0NTR0LLERtINF0 


LITERALLY 'STRUCTURE 



POINTER, 

■ORD, 

hQRD, 

HORD, 

MORD, 

byte', 

) BYTE, 
BYTE', 

BYTE'! 



i8274$INFQ$l, 
i8274tINFQt2, 
i8274tINFQt3, 
ia274tINF0t4, 
i8274*!NF0t5, 
i8274tINFQt6, 
i8274t!NF0t7!' 



DECLARE 

i8274tINFQIl 
i8274tINFaJ2 



i8274tIHFQt4 



LITERALLY 
LITERALLY 



i3274tINFa$3 LITERALLY 



.ITERALLY 



i8274tINFOI5 LITERALLY 



i8274IINF0t6 LITERALLY 



i3274tINF0t7 LITERALLY 



[ler(12) 
data_port 



'til 
ch a status port 



WORD' 
WORD, 
WORD, 
«CRD, 
WORD' 
iilQRD, 



b_data_part 
_l!"statii5_port 
'ch"a'in rati port 
ch"a"irrrate"ciiid_port 5I0RD, 
ch'a'in rate'couiiier BYTE, 
ch>;;in"rate"freq DWORD', 
'ch'a'ouf rate_port WORD, 
ch'a"out'rate~cid port '^ORD, 
ch'a'out'rate'counter BYTE, 
ch"a"oufrate'freq DWORD', 
'ch'b'in rate port WORD, 
!:h"b"in"rate*cud_port WORD, 
ch'b'in'rate'counter BYTE, 
ch^b'in'rate'freq DWORD', 
'ch'b'cuE rate port WORD, 
ch~b'out>ate2ci!id_port WORD, 
ch'b'out'rate'cQunter BYTE, 
ch'b'oufratejreq DWORD', 
'ch a'tiaer type BYTE, 
ch^'tijier'type BYTE'; 
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33 1 

34 2 



36 



Isubtitle('i8274*init') 

I* 

t TITLE: i8274$init 
* 

♦ CALLING SEQUENCE: 

» CALL i8274$init!cdatatp)i 

* INTERFACE VARIABLES: 

* cdata$p POINTER to cantroller data 
♦ 

* CALLS: 

♦ none 
♦ 

♦ ABSTRACT: 

t Initializes the 3274 chip. 
♦/ 

i8274iinit: PROCEDURE(cdatalp) REENTRANT PUBLIC; 



DECLARE 
cdatalp 
cdata BASED cdatatp 

DECLARE 



POINTER, 
TSICDATA; 



iB274Jinfolp POINTER, 

i3274linfQ BASED ia274$infQ*p i8274IC0NTROLLERtINF0; 



DECLARE 
port 



WORD; 



38 



39 


2 


40 


2 


41 


2 


42 


? 


43 


2 


44 


2 


45 


2 


4i 


1 


47 


2 


48 


2 


49 


2 


50 


2 


Cf 


T 


j1 




52 


2 



* 









Get the configuration info 

i8274'linfolp = cdata. dinfolp; 

Initialize driver data area (10 bytes in length! 

CALL sEtb(OFFH, cdata. driverkdatalp, 10); 

Reset and Initialize thi? 3274. 

DISABLE; 

port = i8274linfo,ch_a_statuB_pQrt; 

OUTPUTiport) = MRO; /* point to WRO */ 

CALL delayilOi; /* insure delay between cutouts */ 

OUTPUT(port! = CHANNEL ^^ESET; /« reset channel A */ 

CALL delayUO!; " /* insure delay between outputs */ 

ENABLE; 

DISABLE; 

port = i3274linfo.ch_b_status_port; 

OUTPUTiport) = WRO; /♦ point to MRO */ 

CALL delavdO); /* insure delay betwe'^' outputs */ 

OUTPUTiport) = CHANNEL RESET; /» reset channel A ♦/ 

CALL delay(lO); " /* insure delay between outputs */ 

ENABLE; 
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53 


2 


54 


2 


55 


2 


56 


2 


57 


2 


58 


2 


59 


2 


60 


7 


61 


2 


62 


2 


63 


2 


64 


2 


65 


2 


66 


n 


67 


2 


68 


n 


69 


2 


70 


2 


71 


2 


72 


2 


73 


2 


74 


2 


75 


2 


76 


2 


77 


2 


78 


2 


79 


2 


BO 


n 


81 


2 


82 


2 


83 


2 


34 


7 


35 


o 




86 




87 


2 


83 


2 


39 


-J 


90 


2 


91 


1 


92 


2 


93 


2 


94 


•7 


95 


2 


96 




97 


2 


98 




99 


■■J 


100 


2 


101 


2 


102 


2 


103 


2 


104 




105 


2 


106 


2 


107 


2 


108 


2 



DISABLE; 

OUTPUT(port) = WR4: 
CALL del ay (10); 
OUTPUT (port I = MR4 INIT: 
CALL delay(lO); " 
ENABLE; 

DISABLE; 

OUTPUT (port) = «R5: 

CALL defaydO); 

OUTPUT (port) = IIR5 TX ENABLE; 

CALL delay (10); ' " 

ENABLE; 

DISABLE; 

OUTPUT(port) = mZ\ 
CALL delay (10); 
OUTPUT(port) = WR3 INIT; 
CALL delay(lO); 
ENABLE; 



DISABLE; 
OUTPUT (port) 



NRl; 



CALL del ay (10); 
OUTPUT(port) = «R1 NO INT; 
CALL delay (10); " ' 
ENABLE; 



/« point to WR4 ♦/ 

/♦ insure delay between outputs */ 

/♦ initialize m */ 

/♦ insure delay between outputs */ 



/♦ point to WfiS »/ 
/♦ insure delay between outputs ♦/ 
/* initialize WR5 - Tx enabled */ 
/♦ insure delay between outputs »/ 



/t point to WR3 ♦/ 
/♦ insure delay between outputs */ 
/« initialize WR3 - Rx enabled ♦/ 
/* insure delay between outputs ♦/ 



/* point to WRl ♦/ 

/♦ insure delay between outputs ♦/ 

/* initialize »R1 - Interrupts disabled ♦/ 

/♦ insure delay between outputs ♦/ 



DISABLE; 

port = i8274$info.ch_a_5tatu5_part; 



OUTPUT (port) = WR4; 
CALL delay (10); 
OUTPUT(pQrt) = WR4 INIT; 
CALL delay (10!; ' 
ENABLE; 

DISABLE" 

OUTPUTlport! = WR5; 

CALL deiay(lO); 

OUTPUT (port) = WR5 U ENABLE; 

CALL delaydO); 

ENABLE; 

DISABLE; 

OUTPUT (port! = WR3; 

CALL deiaydO); 

OUTPUT (port) = WR3 INIT; 

CALL delay (10); ' 

ENABLE; 

DISABLE; 

OUTPUT (Dort) = WRl; 

CALL del ay (10) J 

OUTPUT(port) = mi NO INT; 

CALL del ay (10); " ' 

ENABLE; 



/* point to WR4 ♦/ 

/♦ insure delay between OUTPUTS ♦/ 

/* initialize «R4 ♦/ 

/♦ insure delay between OUTPUTS ♦/ 



/* point to WR5 »/ 
/♦ insure delay between OUTPUTS */ 
/* initialize WR5 - Tx enabled */ 
/* insure delay between OUTPUTS */ 



/t point to WR3 »/ 
/» insure delay between QUTPUTs */ 
/* initialize i!lR3 - Rx enabled */ 
/* insure delay between OUTPUTS */ 



/♦ point to WRl »/ 

/* insure delay between QUTPUTs ♦/ 

/« initialize HRl - Interrupts disabled */ 

/* insure delay between OUTPUTS »/ 



DISABLE; 

port = i8274tinfo.ch_a_statu5_port; 



OUTPUT(port) = WR2; 
CALL delaydO); 
flUTPUT(pQrt) = WR2 INIT; 
CALL delavdO); ' 
ENABLE; ' 



/♦ point to iilR2 ♦/ 

/* insure delay between OUTPUTS ♦/ 

/♦ initialize WR2 - non vectored int */ 

/* insure delay between OUTPUTs */ 



B-25 



EXAMPLES OF DEVICE DRIVERS 



109 
110 
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DISABLE; 

port = i8274tinfo.ch_b_statu5..port; 
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OUTPUTiportl = HR2; 

CALL delaydO); 

OUTPUT (port) = NULL VECTOR; 

ENABLE; 



/» point to WR2 ♦/ 

/» insure delay faetHeen OUTPUTS »/ 

/♦ initialize WR2 - non vectored int */ 



/t 

* Set the interrrupt vector in R2B to some value, and then read it 

* back to see if the chip is really there, then set to the desired 

* value. 
»/ 



cdata. status = EIDK; 

OUTPUTiport) = MR2; 

CALL delay(lO); 

OUTPUT (port) = TEST.VECTOR; 

CALL TIMEdO); 

OUTPUT (port) = RR2; 
CALL delay (10); 



/t point to «R2 */ 

/♦ insure delay between OUTPUTS ♦/ 

/* interrupt vector for RR2B »/ 



/* point to RR2 */ 

/* insure delay between OUTPUTS */ 



IF (INPUT(port) AND VECTOR «ft:3KI <> (TEST VECTOR AND VECTOR MASK) 
THEN 

cdata. status = E$IO; 

CALL TI«E(10); 



QUTPUT(pQrt) = mi] 

CALL del ay (10); 

OUTPUT (port) =NULL.VECTQR; 

CALL TIHEdO); 

flUTPUT(port) = RR2; 
CALL del ay (10); 

IF (INPUT (port) AND VECTOR MASK) 
THEN 

cdata. status = EtIO; 

END i8274finit; 

lsubtitlsCi3274l5etup') 



/♦ point to NR2 »/ 

/* insure delay between OUTPUTS »/ 

/* null interrupt vector for RR2B ♦/ 



/♦ point to RR2 «/ 

/* insure delav between OUTPUTS ♦/ 



TITLE; ie274lsetup 

CALLINB SEQUENCE: 

CALL i8274lsetup(udatalp); 

INTERFACE VARIABLES; 

udatatp POINTER to unit data 



* 

* 

* 
♦ 
« CALLS: 

♦ none 
t 

♦ ABSTRACT: 

t InitialijBS the baud rate generator to the configured 

t rate, and sets up the 3274 for asychronous node, 

♦ divide by 16, 8 data bits, 1 stop 

♦ bit; paritv generation per configuration, 
t/ 
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134 1 
!35 2 



i8274l5etup! PROCEDURE (udatafp) REENTRANT PUBLIC; 



136 2 



137 2 



DECLARE 
udatalp 
udatatpla 



cdata 
udata 



BASED 
BASED 



STRUCTURE', 

offset 
base 

udatatplo.base 

udata$p 



DECLARE 

1 827411 nfolp 
ia274*infQ BASED 



i 8274*1 nfQ$p 



POINTER, 

WORD. 

SELECTOR) AT(§udata$p), 

TSICDATA, 

TSIUDATA; 

POINTER. 
ia274fCQNTR0LLERtINF0; 



DECLARE 
ch p 
ch' BASED 



ch_p 



ch rate p 
ch'rate'BASED 



POINTER, 
STRUCTURE ( 

data port 
status port 

POINTER, 
ch rate p STRUCTURE ( 
in_port 
in^cBid port 
in^CDunter 
in'freq 
auf_part 
out'ciid port 
Gut'cQunUr 



driver^datatp 
driverldata BASED 



POINTER, 
driverldatalp STRUCTURE ( 
ch atinlrate 
ch^alouttrate 
ch"alparity 
ch'blinlrate 
ch"blout$rate 
ch'bfparity 



WORD, 
WORD !, 



WORD, 

WORD, 

BYTE. 

DWORD, 

WORD, 

WORD, 

BYTE, 

DWORD), 



WORD, 
WORD, 
BYTE, 
WORD, 
WORD, 
BYTE)! 



DECLARE 
tetp 
port 
out ^c aid 
parrtytaiode 
tiaierftype 
ratelcount 
intrate 
outlrate 
parity 



BYTE 
WORD 
BYTE 
BYTE 
BYTE 
WORD 
WORD 
WORD 
BYTE 
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i3274*infotp = 
driverldatafp 



cdata. dinfcifp; 
= cdata. driverkdatalp; 



IF udata. unit*nufliber = THEN 
DO; 

ch p = Si8274linfo.ch a data port; 

ch'rate p = Si8274$infQrch_ajn_ratejcrt; 

tiierltype = i8274linfo.ch"a'tiier type; 

inlrate = driverldata.ch afinlratef 

outlrate = driverldata.cfi aloutlrale; 

parity = driverldata.ch afparity; 
END; 
ELSE 
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3 
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3 
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3 
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3 
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164 




165 




166 




167 




168 




169 





DO; 

ch p = eiB274linfo.ch b datii port) 

ch rate p = 6i8274Jinfo.ch tfin rate port) 

tiierltypB = i8274linfo.ch"irtiBer type; 

inlrate = drivBrfdata.ch_blin$ratef 

out$rate = driverldata.ch biiouttrate; 

parity = drivertdata.ch bfpiirity; 
END; 

158 2 out_cid = «R5 JXJNflBLEj 

It 

* Initialize the input rate generator if the baud rate has changed, or 
» H^ a baud rate scan is in progress, and if it's prograsaable. 

*/ 

159 2 IF (inlrate (> udata.in*rate) ftfID 

(ch rate.in freq <> 0) AND (udata. inlrate <> HARDNAREtBflUDISELECT) 
THEN 

160 2 DO; 

IF udata. inlrate <= AUTOIBAIIDISELECT THEN 
DO; 

ratelcount = SHR(19200, iudata.inlratB-l>*3l: 

out cad = HR5 TX DISABLE; 
END: ■ ■ " 

ELSE 
DO; 

ratelcount = udata. inlrate; 

inlrate = udata. inlrate; 
END; 

/♦ 

» The initial tiser value iii the timer input frequency 
* divided bv the configured baud rate, 
*/ 

temp = FALSE; 

IF (ch rate.in freq HOD rati-lcount) >= SHR (ratelcount,!) THEN 

teijp = TRUE; 
ratelcount = (ch rate.in frsq / ratelcount); 
IF teiip THEN 

ratelcount = ratelcount ^ 1; 

176 3 CALL 5etlbaudlratelcount(ch_r3te.in_ciid port, 

chjate.in'porl, 

tiiiierltypej' 

ch .rate.in counter, 

raf-elcountf; 

177 3 END; 

/♦ 

* initialiie the output baud rate generator, if there is one, and it has 

* changed, and it's progranBable. 
t/ 

178 2 IF (outlrate <> udata. outlrate) AND 

(ch rate. out freq <> 0) AND (udata. outlrate <> HARDWAREIBAUDISELECT) 
THES 
DO; 

IF udata. outlrate <> OUTIBAllDISAflE THEN 
DO; 

tetp = FALSE; 

IF (ch rate.-out freq MOD udata. outlrate) >= SHR(udata. outlrate,!) 
THEN 

teap = TRUE; 
ratelcount = (ch_ratB.oiit_freq / udata. outlrate); 
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186 

187 
188 

139 



190 



191 



IF teap THEN 

ratelcount = rate:tcDunt + 1; 
END; 

outJrate = udata.out*rate; 

/♦ 

♦ The initial tiser value is the tiaer output frequency 
» divided by the configured baud rate. 
»/ 

CALL 5Bt*baudlrate$count(ch_rate.Qut_CBd port, 
chjate.out'porf, 
tiierltype, 
ch rateiout_counter, 
ratelcount); 



END; 



192 2 

193 2 

194 2 



* figure out the parity control part of the aode word. 
»/ 

IF (udata.terilflags AND OyTIPARITYIMASK) = EVENJQUTPUTtPARITYIflODE THEN 

paritytiBode = EVENIMQDEj 
ELSE 



195 3 
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198 3 
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i. 



IF (udata.terniJflags AND OUTfPARITYIIIASK) = ODDIOUTFUTIPARITYJMODE 
THEN 

paritytiBode = ODDfHODE; 
ELSE 

paritylJiode = NOIPARITYIMODE; 



END; 



port = ch.Etatusjort; 

/* 

» If a new parity is specified, set up this 8274 channel accordingly. 
♦/ 

IF paritytfflode <)■ parity THEN 
DO; 

parity = paritylmode; 

OUTPlJT(port) = «R4; /* point to JIR4 */ 

CALL delaydOS; /* insure delay between OUTPUTS ♦/ 

QUTPUT(port) = WR4.INIT GR paritylsode; 

CALL TINEilO); 



END; 

OUTPUT (port) = MRS; 
CALL del ay (10); 
OUTPUT(port) = out.cid; 

CALL TIME (10); 

OUTPUT (port I = WR3; 
CALL del ay (10); 
OUTPUT(port) = <m INIT; 
CALL delay(lO); ' 



/* point to WR5 ♦/ 
/t insure delay between outputs »/ 



/» point to WR3 */ 
/» insure delay between outputs */ 

/♦ insure delay between outputs »/ 
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216 
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220 2 

221 2 

997 9 



223 
224 
''25 
226 



/* 

* ThroM away anv chars iroe baud rate search, 
♦/ 

DO WHILE (INPUKch. status port) AND RX CHAR ROY) <> 0; 

tenp = INPUT(ch.data.portl| 

CALL delay(lO); /♦ insure delay between outputs ♦/ 

END; 

/t 

* If the 8274 is ready for output, tell the terminal support 
» to send a char. 

t/ 

CALL deiaydO): /» insure delay between outputs t/ 

IF !INPUT!ch. status port! AHD TX BUFFER EMPTY) <> THEN 
CALL xt5lsetlDutputtwaiting(udata*pT; 

/t 

* Allow Ts and Rs interrupts now. 
»/ 

CALL delay(lO); 
QUTPUT(port) = HRl; 
CALL delay(lO); 
QUTPUT(porti = «R1 INIT; 



/* insure delay between outputs «/ 

/* point to MRl ♦/ 
/» insure delay between outputs ♦/ 



997 



END i8274l5etupi 

tsubtitle('i8274lcheck') 

/» 

i TITLE: ie274lcheck 
« 
t CALLS: 

* none 
t 

* INTERFACE VARIABLES: 

* cdatalp POINTER to controller data 
* 

t CALLING SESUENCt: 

» ch = ia274$check (cdatalp) I 

* 

t ABSTRACT: 

* Temlchec); procedure, connected to 3274 input interrupt. 

* Gets input char, strips oft parity if required, and sets 

* up flags for teminal support. 
»/ 



228 1 

229 2 

230 2 



iB274$check 



PROCEDURE (cdatalp) BYTE REENTRANT PUBLIC; 



DECLARE 
cdatalp 
cdata BASED cdatalp 



POINTER, 
TSICDATA; 



DECLARE 

i8274linfolp POINTER, 

iS274linfo BASED i3274tinfotp i8274IC0NTRQLLERIINF0, 
udatalp POINTER, 

udatatpio STRUCTURE ( 

offset WORD, 

base SELECTOR ) AT (Sudatalp), 
udata BASED udatalp TSIUDATA; 
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254 
255 



231 2 DECLARE 

ch p POINTER, 

ch" BASED ch p STRUCTURE ( 

data port WORD, 

status port WORD ). 
ch rate p ' POINTEft, 

ch'rate BASED ch rate p STRUCTURE ( 
'in port MQRD, 

in "cad port SORD, 

in" counter BYTE, 

in'freq DWORD, 

oul port WORD, 

outIcfl!d_port WORD, 

out'cDuiiter BYTE, 

out^^freq DMRD )j 

232 2 DECLARE 

unit BYTE, 

vector BYTE, 

duiffly BYTE, 

fQundlrate BYTE, 

i WORD, 

char BYTE; 

233 2 i3274linfQfp = cdata.dinfofpj 

/* 

t find out what caused the interrupt by reading RR2B 
»/ 

234 2 0UTPUT(i8274tinfD.ch b status port) = 002H; 

235 2 CALL dslay(51: /♦ insure delay between outputs »/ 
234 2 vector = INPUT!i8274tinfo.ch b status port)} 

237 2 CALL delay(201; ' " /♦ insure delay between outputs ♦/ 

238 2 IF ((vector AND NO INT VECT) = NO INT VECT) AND 

':(INPUT(i8274*info.ch a status'porf) AND INT PENDING! = 0) THEN 
139 2 DO; 

240 3 cidata.interruptltype = NQflNTERRUPT; 

241 3 RETURN char; 

242 3 END; 

243 2 IF (vector AND lOH) = lOH THEN 

244 2 DO; 

245 3 ch = Si3274$info.ch a data port; 

24a 3 ch'rate p = Si8274tinfQ.ch_a_in_ratejort; 

247 3 C'lSata.lnterruptinglunit = 0; 

243 3 END; 

249 2 ELSE 

DO; 

250 3 ■ ch p = §i3274linfo.ch b data port; 

25! 3 ch'rate^p = Si8274$inforch..bjn.rate_port; 

252 3 c*3ata.interruptinglunit = 1; 

253 3 END; 



♦ ( thai: is, adel !Q2^ to the pointer for' each unit ) 



* Set up udatafj) to goint to the interrupting units data. 
■ ■■ at is. 



udatalp = icdata.udata: 

udatalpto. offset = udatalpfo. offset + 

SHL (DOUBLE icdata. interrupt inglunit!,lC 



254 2 vector = (SHR(vectQr,2) AND 03H); 
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/♦ 

♦ ilodify the vector so that Special Rx Condition interrupts 
» are handled in the Rs Char. Available case, 
♦/ 

257 2 IF vector = 3 THEN 

258 2 DO; 

259 3 vector = 2; 

260 3 OUTPUTfch. status port) = ERROR RESET; 

261 3 CALL delay(2); " ' /* insure delay between outputs ♦/ 

262 3 END; 

263 2 IF vector = 2 THEN 

264 2 DO; 

/» Rx Char, available 'H 

265 3 char = INPUTich.data.piirt); 

/* 

* H in auto baud rate search, check character *or 

* an identifiable baud rate 
t/ 

IF udata.inlrate <= AUTOtBAUDISELECT THEN 
DO; 

char = char AND 071-H; 
IF (char = 55H) THEN 
foundlrate = Oi; 
ELSE 
DO; 

IF char = 66H "HEN 
foundlrate = !; 
ELSE 
DO; 
■ IF char = 7SH THEN 
foundfrate = 2; 
ELSE 
DO; 
■ IF char = THEN 
DO; 
/*■ 

* Go to next baud rate range and 

* condition terainai support to call setup 

* in about 150 ins. 
♦/ 

udiita.inlrate = udata,inlrate + 1; 

IF 'idata.inlrate > AUTQIBAUDfSELECT THEN 
udata,intratB = 1; 

OUTPUT (ch. status port) = NRl; 

CALL delay! 10); 7* insure delay between outputs */ 

OUTPUT (ch. status port) = JIRl NO RH INT; 

CALL del ay (10); ?♦ insure delay between outputs */ 

cdata.interruptttype = DELAY$INTERRUPT; 

OUTPUTich. status port) = «R3; 

CALL delaydO); 7« insure delay between outputs ♦/ 

OUTPUTich. status port) = '^R3 RX DISABLE; 

CALL delaydO); h insure deFay between outputs »/ 

/* CALL TIMEdO); ♦/ 

GUrPUT(ia274tinfo.ch a status port) = END OF INT; 

RETURN char; ' " " - - 
END: 
ELSE 
DO" 
' IF udata.inJrate <> 3 THEN 

DO;; 

cdata.interruptltype = MOREIINTERRUPT; 
RETURN char; 

END: 

ELSE 
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DO; 



END 



Bu, 



END; 
END; 
END; 



udata.inJrate = 110; 

OUTPUT (ch. status port) = «R1; 

CALL delay(lO); 7* insure delay bettteen outputs ♦/ 

OUTPUT (ch. status port) = WRl NO RX INTj 

CALL del ay (10); 7* insure deFay befweeh outputs ♦/ 

cdata.interruptltype = DELfiYJINTERRUPT; 

OUTPUT(ch. status port) = WR3! 

CALL delay(lO); ?♦ insure delay between outputs */ 

OUTPUT(ch. status port) = WR3 RX DISABLE; 

CALL delaydOl; 7« insure delay between outputs */ 

/* CALL flME(iO); ♦/ 

0UTPUT(i8274$infc.ch a status port) = END OF INT; 

RETURN char; 



/♦ 

t Calculate recognized baud rate 
♦/ 

udata.in*rate = SHR(19200, (udata.in$rate-l) * 3 + foundlrate); 
OUTPUT(ch. status port) = WRl: 
CALL deiay(lO); 7* insure delay between outputs »/ 
OUTPUT (ch. status port) = MRl NQ.RX INT; 
CALL del ay (10); 7* insure delay be!«een outputs »/ 
cdata.interruptftype = DELAYtlNTERRUPT; 
OUTPUT(ch. status port) = WR3: 
CALL delaydOl; 1* insure delay between outputs ♦/ 
OUTPUTich. status port! = WR3 RX DISABLE; 
CALL delay(IO); 7* insure delay between outputs ♦/ 
/« CALL TIME (10); ♦/ 

0UTPUT(ie274$inlo.ch a status port) = END OF INT; 
RETURN char; 
END; 

/* 

♦ check input parity node & strip parity it desired 
«/ 

IF (udata.terrlHags AND INIPARITYtMASKl <> PASSIINPUTJPARITY-JMODE 

THEN 
DO; 

IF (udata.terntjnags AND INJPARITYfllABK) = 
STRIPIINPUT-IPARITYtHODE THEN 
char = char AND 07fh; 
ELSE 
DO; 

IF (udata.terrJHags AND OUTIPAR-JCHECK) (> THEN 
DO; 

OUTPUT(ch. status port! = RRl: /* point to RRl ♦/ 
CALL delay(3); 7* insure delay between outputs ♦/ 
IF (input (ch. status port) AND i8274*INPUT$ERR0R) (> 
THEN 



DO; 



END; 
END: 
ELSE 



char = char OR 080H; 

OUTPUT(ch. status port! = ERRQR.RESET; 

CALL delay (10!; 7* insure delay between outputs ♦/ 

OUTPUT (ch. status port) = WR3; 

CALL delaydO); 7* insure delay between outputs */ 

OUTPUT(ch.status.port) = WR3_IMIT; 
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DOj 

352 i IF (uda1:a.terii$nags AND INIPflRITYIMASK) = 

EVENi;iNPUT$PARlfyfMQDE THEN 

353 6 DO; 

354 7 duiiiy = 0; 

355 7 char'= char OR dueiiy; 

356 7 IF PARITY THEN 

357 7 char = char AND 07FH! 

358 7 ELSE 

char = char OR 080H: 

359 7 END; 

360 6 ELSE 

DO; 

361 7 dudfly = 0; 

362 7 char = char OR duiiy; 

363 7 IF NOT PARITY THEN 

364 7 char = char AND 07FH; 

365 7 ELSE 

char = char OR 080H; 

366 7 END; 

367 6 END; 
363 5 END; 

369 4 END; 

370 3 0UTPUT(i3274$info.ch.a_5tatii5jort) = END.OFJNT; 
37! 3 cdata.interruptnypi! = INPUTf INTERRUPT; 

372 3 END; 

373 2 ELSE 

DO; 

374 3 IF vector = THEN 

375 3 DO; /* Ts Buffer eapty -U 

llh 4 OUTPUTtch. status port) = RESET TX INT; 

377 4 CALL delay(5); /t insure delay between outputs */ 

378 4 cdata.interruptltypii = OUTPUTIINTERRLPT; 

379 4 0yTPUT(i8274linto.ch.a.5tatu5.port) = END.OFJNT; 

330 4 END: 

381 3 ELSE 

DO; /* Ext/Status Changi! */ 

332 4 OUTPOTich. status port) = RESET EXT !NT; 

383 4 cdata.interrupt-l!ypi! = M0RE$INTERRDPT; 

334 4 CALL delav(5); /* insure delav between outputs */ 

385 4 0UTPUT(iS574lintD.clLa_5tatu5.port) = END.OFJHT; 

386 4 END; /» E>!t/Status Chanqe */ 

387 3 END; 

338 2 RETURN char; 
389 2 END iS274lcheck; 
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$subtitle('i8274tanswer'l 

/* 

t TITLE: i8274lan5«er 
♦ 

« CALLINB SEQUENCE: 
t CALL i8274lansi«rCu(latalp); 

i INTERFACE VARIABLES; 

♦ udatafp PQIiSIES to unit data 
t 

# CALLS: 

♦ none 
i 

t ABSTRACT: 

* Sends a tode word to the 8274 to place DTR active. 
« 

♦/ 

390 1 ia274Janswer: PROCEDME(udata$p) REENTRANT PUBLIC; 

391 2 DECLARE 

udatatp POINTER, 

udatalpjQ STRUCTUfiE( 

Offset WORD, 

base SELECTOR) AT(gudata*p) , 

cdata BASED udatalpto.base TSICDATA, 

udata BASED udata$p TSIUDATA; 

392 2 DECLARE 

i8274linfD$p POINTER, 

i8274tinfo BASED i3274lintolp i8274*CQNTRaLLERIINF0; 

393 2 DECLARE 

ch p POINTER, 

ch' BASED ch p STRUCTURE ! 

data port WORD, 

statils.port WORD ); 

394 2 ie274tinfQ*p = cdata. dinfo$p; 

395 2 IF udata. unitlnuiiber = THEN 

396 2 ch p = 8i3274$infQ.ch a data port; 

397 2 ELSE ' 

ch_p = 8i8274linfo.ch.b_data_port; 

398 2 OUTPUTfch. status port) = WR5; 

399 2 CALl delaydOl; " /* insure delay between outputs ♦/ 

400 2 OUTPUT (ch.status.port) = «R5_DTR_QN| 

40! 2 END i32741an5Ner; 
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*subtitieri8274*hangup') 



402 
403 



404 2 



405 



40i 

407 
408 

409 



410 
411 
412 

413 



/ 



TITLE: iB274$hangup 

CALLING SEQUENCE: 

CftLL i3274*hangup(udatalp); 

INTERFACE VARIABLES: 

udatatp POINTER to unit data 

CALLS: 
none 

ABSTRACT: 

Sends a sode word to the 3274 to place DTR inactive. 



i8274lhangup: PROCEDUREfudatalp) REENTRANT PUBLIC; 

POINTER, 



DECLARE 
udatalp 
udatafpto STRUCTURE ( 

offset WORD. 

base SELECTOR) AT(eudatalp) , 
cdata BASED udataiplo.base TSfCDATA, 
udata BASED udatalp TSIUDATA; 

DECLARE 

i8274linfDtp POINTER. 

i8274$info BASED i8274*info$p i8274$C0NTRQLLER*INFOi 

DECLARE 

ch p POINTER, 

ch' BASED ch p STRUCTURE ( 

data port WORD, 

statusjort WORD I; 

i3274tinfolp = cdata. dinfolp; 

IF udata. unitlniiisber - THEN 

ch_p = Si.S274linfa.ch_a_dat3_port; 

ELSE 

ch.p = «i8274*ir!fo.ch_b.data_port! 

OUTPUT(ch.stdtiJs_portl = MRS; 

CALL delay(lO); /* insure delav between outputs ♦/ 

0UTPUT(ch.5tatus_portl = WR5.DTR.0FF; 

END i3274lhdngup; 
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$5ubtitle('i8Z74tout') 

* TITLE: ia274lout 

* CALLING SEQUENCE! 

i CALL i8274fout(udata*p,char); 

i INTERFACE VARIABLES: 

* udataJp POINTER to unit data 
« char BYTE to OUTPUT 

t 

* CALLS: 

» none 
« 

* ABSTRACT: 

* OUTPUTS a char to selected channel q+ the 8274. 

* Harking or spacing parity is handled here if enabled, 

* and the char is sent QutI 
» 

414 1 i8274lout: PROCEDURE(udflta*p,char! PUBLIC REENTRANT; 

415 2 DECLARE 

udatalp POINTER, 

udata*p*o STRUCTUREf 

offset WORD, 

base SELECTOR) AT(8udatalp!, 

cdata BASED udatalpto.base TSICDATA, 

udata BASED udatafp TSIUDATA; 

416 2 



417 



DECLARE 

ia274l!nfQlp 
iB274$info BASED 


POINTER. 
iS274linfolp ia274$C0NTROLLERIINFO; 


DECLARE 
ch p 
ch' BASED ch.p 


POINTER, 
STRUCTURE ! 

data port WORD, 
status.port WORD 1; 


DECLARE 
char 
isode 


BYTE, 
WORD; 



418 



419 2 iS274*infGlp = cdata. dinfoJp; 

420 2 IF udata. unitlnuuber = THEN 

421 2 ch_p = 8i3274tiRto.ch_3.d3td_port; 

422 2 ELSE 

ch_p = «i3274linto.ch_b_data_port; 

423 2 Biode = udata. termlfiags AND 0UTIPARITYIt1ASI'::| 

424 2 IF mode <= f.ARKIOyTPUTfPARITYIMODE THEN 

425 2 DO; 

42b :^ IF (node = MARK-iaUTPUriPARITYIMODE THEN 

427 3 char = char DR SOH; 

428 3 ELSE 

char = char AND 07FH; 

429 3 END; 



430 2 OUTPUTich.data.port! = char; 

431 2 END i8274$aut; 

B-37 



432 1 

433 2 

434 2 
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I5ubtitle('i8274lfini5h') 

/« 

* TITLE! i8274IHnish 
« 

* CALLING SEQUENCE: 

* CALL i8274$fini5h(cdata*pli 
« 

* INTERFACE VARIABLES: 

* cdata$p - pointer to controller data. 
f 

» CALLS: 

* none 

i 

* ABSTRACT: 

» Procedure disabl(?s TX, RX and interrupts. 

*/ 
i8274lfini5h; PROCEDURE (cdata$p) PUBLIC REENTRANT; 

DECLARE 
cdatalp 
cdata BASED cdatnJp 



POINTER, 
TS*CDATA; 



DECLARE 

i8274*infolp POINTER, 

i8274$in^o BASED i8274*infolp i8274IC0NTROLLER$INFQ; 

DECLARE 

port WORD; 



436 



/♦ 
i 

»/ 



Get the csnfiguriition info 
i3274linfDip = cdata, cinfofp; 



/« 

♦ Disable the 8274 TX, RX, and interrupts. 
*/ 



437 2 

433 2 

439 2 

440 2 



port = iB274$i^^^D.ch.,b.5tatu5_pDrt; 



441 
442 
443 



444 
445 

446 



447 

443 
449 
450 



451 
452 
453 



454 2 

455 2 

456 2 



457 2 

458 1 



OUTPUT (port) = yR5; 
CALL delav(lO); 

QUTPUT(port) = WR5 TX DISABLE; 
CALL delaydOl; " " 



/* point to HR5 */ 

/* insure delay between 

/* disable Tx 

/t insure delay between 



OUTPUT (port) = WR3; 

CALL delavdO); 

OUTPUT(poft) = WR3 RX DISABLE; /♦ disable Rx 

CALL delaydO); /♦ insure delay between 



/* point to WR3 */ 

/* insure delay between 



OUTPUT (port) = WRl; 
CALL delay (10); 
QUTPUTiport) ='WR1 NO INT; 
CALL delaydO); ' " 



/» point to WRI »/ 
/♦ insure delay between 
/♦ disable interrupts 
/* insure delay between 



port = i8274Jinfo.ch_a.5tatu5_port; 

OUTPUT(pDrt) = «R5; /* point to WR5 */ 

CALL delaydO); /« insure delay between 

OUTPUT(pDrt) = WR5 TX DISABLE; /« disable U 

CALL delaydO); /* insure delay between 

OUTPUT(pDrt) = «R3; /* point to WR3 ♦/ 

CALL delaydO); /» insure delay between 

OUTPUTiport) = WR3.RX.DISABLE; /♦ disable Rx 



outputs ♦/ 
outputs */ 

outputs ♦/ 
outputs */ 

outputs ♦/ 
outputs */ 

outputs »/ 
outputs */ 



CALL delaydO); 

DUTPUTfport) = HRl; 
CALL delaydOl; 
OUTPUT(port) = WRI NO INT; 
CALL delaydO); ' ' 



outputs »/ 
/♦ insure delay between outputs »/ 



/* point to WRI ♦/ 

/♦ insure delay between outputs */ 

/* disable interrupts 

/♦ insure delay between outputs ♦/ 



END i8274*fini5h; 
END K8274; 
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MODULE INFORMATION: 



CODE AREA SIZE = 0943H 2371D 
CONSTANT AREA filZE = OOOOH OD 
VARIABLE AREA SIZE = OOOOH CD 
MAHMUM STACK SIZE = 0030H 4SD 
1394 LINES READ 
PROGRAM WARNINSS 
PROGRAM ERRORS 

DICTIONARY SUMMARY: 

96KB MEMORY AVAILABLE 
22KB MEMORY USED (227.) 
0KB DISK SPACE USED 

END OF PL/M-8i COMPILATION 



x8255.1it 
B255 is prograaned as foIloHs; 



Group A: 
Group 3: 



Mode 1 
Mode 



Port A and Lower Port C: 
Port B and Upper Port C: 



OUTPUT 
INPUT 



I* 
* 

* 
f 

t Port C definition (bit is LSB; bit 7 is KSB)i 
t 

* 

i 
* 

* 

t 

DECLARE 



Bit 



Character strobe to the printer 

not used 

not used 

Character acknowledge fro«i the printer is 

Printer ready 

Paper out 

Printer interrupt enable 

Character acknowledge from the printer 



:D«pIete 



MODEIWORD 

CHARtACKICOHPLETE 

PRINTERIREADY 

PAPERIOUT 

CHARIACK 

iNTIENABLE 

INTIDISABLE 

STROBEION 

STROBEIOFF 



LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 



'OAAH', 

■OSH', 

■lOH', 

■20H', 

'80H', 

'ODH', 

'OCH', 

'OIH', 

■OOH'; 



/# 
* 



xprntr.Iit 

Common device driver infomation 



level! 
priority; 



stackJsize: 

* datalsize: 

* nuinlunits: 

» devicelinit! 

* devicel'finish: 

* devicslstart: 
« devictlstop: 

* devicetinterrupt! 



Interrupt level 
Priority of interrupt task 
Stack 5i:e tor interrupt task 
Device local data size 
Nusber of units on device 
Init device procedure 
Finished with device procedure 
Start device procedure 
Stop device procedure 
Device interrupt procedure 



DECLARE COHftONiDEVflNFO LITERALLY 



level 

priority 

stacklsiJB 

datalsize 

nuntunits 

devicelinit 

devicelfinish 

devicelstart 

deviceJstop 

devicetinterrupt 



WORD, 
BYTE, 
MORD, 
MORD, 
HQRD, 
WORD, 
»ORD, 
WORD, 
»ORD, 
WORD'! 
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DECLARE i8255$INF0 LITERALLY 
Alport WORD, 

BfDort WORD, 

Cl'port WORD, 

Controltport WORD ; 



DECLARE 

PRINTERIDEVICEflNFO LITERALLY 'STRUCTURE! 
COHHQNJDEVtlNFO, 
iB255*INF0, 
tab$CQntroi MORD)'; 



fsave nolist 
/♦ 

♦ x206dv.lit 

* Defines literals for 206 dn 
♦ 

♦/ 



ver 



It 

i 
t 
* 
t 

* 

* 

* 



The iopb fields (first 9 bytes! must be first!! 
They are used later and the other procedures 
do not knoH of status or restore. 

Note that each spindle has up to 4 platters, and each 206 can support 
up to 4 spindles. Thus, there are 4 statuses: one for each spindle. 

Restore is used to indicate that there is a restore in progress, 
it is set when a restore is started after a request returns an 
error Khich requires a restore to resiet the drive. A new request 
is not started when there is a restore in progress, instead the 
interrupt routine starts the request and resets restore when 
the restore finishes. 



DECLARE 

I0$PARHIBL0CK$206 
inter 
instr 
rtcount 
cylladd 
recladd 
bufflp 
st,itusl4) 
restore 
forii!atnable(72) 

I* 

♦ defines nasks 
*/ 



LITERALLY 'STRUCTURE! 
BYTE, 
BYTE, 
BYTE, 
BYTE, 
BYTE, 
POINTER, 
BYTE, 
BYTE, 
BYTE)': 



DECLARE 

interfonttask 

intertofftsask 

FQRHATJTRACKIQN 

i206ITRACK$MA)( 

i206*SECT0RIHAl! 

comsiandlbusy 

* defines op-codes 
♦/ 

DECLARE 
nolop 
seekfop 
forsatlop 
restoretop 
readlop 
verifylop 
writeiop 



LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 



'008H , 

'018H', 

'040H', 

'SCO', 

■36', 

■OBOH'; 



LITERALLY 'OOH', 

LITERALLY 'OIH', 

LITERALLY '02H', 

LITERALLY '03H', 

LITERALLY ■04H', 

LITERALLY '05H', 

LITERALLY '06H'i 



li bit 4 := 16-bit data */ 



/* 400 tracks ♦ 2 surfaces t/ 
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/* 

* defines ports 
♦/ 

declare 

EubJsvBtBftlpDrt LITERALLY 

resultttypelport LITERALLY 

controllerlstat LITERALLY 

resultlbytstport LITERALLY 

interl5tat*port LITERALLY 

diskfcQnMglpart LITERALLY 

lofsBQlpor! LITERALLY 

hilseglport LITERALLY 

lolc!f?*port LITERALLY 

hilo^ftport LITERALLY 

startldiagnoEtic LITERALLY 

resetiport LITERALLY 



'base 

'base 

'base 

'base 

'base 

'base 

'base', 

'base', 

'base + r, 

'base + 2', 

'base + 5', 

'dinfo.base + 7'; 






Irestore 



$save nclisL 

/» 

* x206in.lit 

* 

* 206 Driver info 

* Adds to the devicelinfo and unitlinfo structures, 

* using CGmiaon device support and randoa access 

* device support. 
t 

*/ 

/* 

* Per device inforaation 
*/ 

DECLARE 

I206IDEVICEJINFQ LITERALLY 'STRUCTURE( 
RADEV$DE''/iCE$INFQ, 
base WORD)'; 

/* 

* Per unit information 
*/ 

DECLARE 

I206tUNITIINFO LITERALLY 'STRyCTURE'RADIUNITIINFOl '; 
Irestore 



Isave nolist 
/* 

♦ i<206dc.ext 
»/ 

5endt20Aliopb! PROCEDURE (base, iopblp) BOOLEAN EXTERNAL; 
DECLARE 

base MORD, 
lopbfp POINTER; 
END send*206liopb; 

Jrestore 
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$5ave nolist 

/♦ 

♦ x206dp.est 
♦/ 

io*206: PROCEDURE (base, iorstp, duiblp, iopb*p) EXTERNAL) 
DECLARE 

base WORD, 

iorstp POINTER, 

duibfp POINTER, 

iopbfp PQINTERi 
END i 0*206; 

trestore 



$5ave nolist 

/♦ 

t x206fi.ext 
«/ 

for«atJ20i: PROCEDURE (base, iorsip, duib$p, iopbfp) EXTERNAL; 
DECLARE 

base WORD, 

iorstp POINTER, 

duibtp POINTER, 

iQpb$p POINTER; 
END forRatl206; 

Irestore 



tSAVE NCLIST 

/* 
* nsleep.ext 

»/ 

rqislesp: PROCEDURE! tisellinit, 

excepttptr i EXTERNAL; 

DECLARE tinetlijiit WORD, 

exceptlptr POINTER; 

END rqJsleep; 

IRESTORE 



Isave nolist 
/* 

* ifCDHon.Iit 

* Oft-used literals. 
« 

♦/ 

DECLARE 

BOOLEAN LITERALLY 'BYTE', 

TRUE LITERALLY 'OFFH', 

FALSE LITERALLY 'OOOH', 

FOREVER LITERALLY 'WHILE TRUE', 

PTRIOVERLAY LITERALLY ■3TRUCTURE(oH5et WORD, base TOKEN)', 

PJQVERLAY LITERALLY 'STRUCTURE (oHset WORD, base WORD)', 

STRING LITERALLY 'STRUCTUREdenqth BYTE, chard) BYTE)', 
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/* 
♦/ 



^restore 



DWORD 

NQ*TIHEtLINIT 

BYTEIHAX 

WORDIHAX 

FIFQ*Q 

PRI0I8 



LITERALLY 'POINTER', 

LITERALLY 'OFFFFH', 

LITERALLY 'OFFH', 

LITERALLY 'OFFFFH', 

LITERALLY 'OOOH', 

LITERALLY 'OOIH'; 



/* select FIFO queueing »/ 
It select PRIO queueing */ 



ISAVE NOLIST 

/* 

« sdeUy.ext 
»/ 

* External Declaration for Delay Procedure. 
♦/ 

delay: PROC£DURE(units! EHERNAL; 



DECLARE 




units 


BYTE; 


END delay; 




frestore 




tsave nolist 




/* 




* xdrinf.lit 




* Driver information 
* 


for comuon and random access devices 


/'* 




* RandoiR-accsss driver information 

It 


t 

« level: 


Interrupt level 


* priority: 


Priority of interrupt task 


« stacklsize: 


Stack size for interrupt task 


♦ dataJsize: 


Device local data siie 


* nusilunits: 


Number of units on device 


* devicetinit; 


Init device procedure 
Finished witn device procedure 


♦ devicelfinish: 


♦ devicefstart: 


Start device procedure 


* devicststop; 


Stop device procedure 


* devicelinterrupt! 
»/ 


Device interrupt procedure 


DECLARE 




RADEVJDEV ICE* INFO 


LITERALLY 


'level 


I^QRD, 


priority 


BYTE, 


stacktsize 


WORD, 


datalsize 


WORD, 


nuffllunits 


WORD, 


devicelinit 


WORD, 


devicet-finish 


WORD, 


devicelstart 


WORD, 


devicelstop 


WORD, 


devicelinterro 


pt WORD'; 
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/* 

* Unit info for radev 
i 

* track$5i:e! Size in bytes of track. Used for calculating 

* track/sector. Requests to device will not cross 
t track boundaries. 

* taxtretry: NuBfaer of tites to retry on a soft 10 error. 
*/ 

DECLARE 

RfiDtUNITIINFO LITERALLY 
'track$5ize WORD, 
laslretrv WORD, 
cylinderisize WORD ; 
Irestore 



Isave nolist 
/* 

* iiduib.lit 

* Device-Unit Infornation Block definition. 
♦ 

*/ 

/♦ 

t nans! ASCII naae of dev-unit, null padded 

* fileldriver: bitii! ==> file-driver !i+l) is ok for this device. 

* See i-devnig.pla 

t functs! from EPS, bit i -■=> functionii) supported by the driver. 

* flags: For 215 only. Seu EPS. 

« functions are FIFDRMAT, FIREAD, etc. 

* devlgran: device granularity in bytes. 

» devlsize: size (in bytes) of device-unit 

* device: device nuiber /device code 

* unit: device specific njiber of controller sub-unit (i.e., 

* for a 204, could be 0,1 to indicate different drives) 

t devtunit: unique nunber identifying a device/unit pair for device 

* . allocation purposes 

* initfio: driver procedure for initializing driver 

* finishtio: driver procedure for turning off/deallocating driver 

* queuelio: driver procedure for queueing I/O requests 

* cancellio: driver procedure for cancelling I/O requests 
t devicelinfolp: device specific inforaation pointer, 

i unit$infoJp: unit specific information pointer. 

* updateftieeout: time (ticks) before update on this unit 

* nusilbuffers: number of deblocking/buffering buffers for this unit 

* priority: service task pricity. 

* fixedlupdate: boolean to indicate use of wall clock updates. 

* .naslbuffers; aaxisiuia no. of buffers for device (used by EI03! 

* fill: filler bvte 
♦/ 

DECLARE 

DUIBtPARTIONE LITERALLY 
'naaeiDEVtNAMEtLEN) BYTE, 
fileldriver WORD, 
functs BYTE, 
flags BYTE, 
devlgran WORD 



devlsize DWORD, 

device BYTE, 

unit BYTE, 

devtunit SJORD , 
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DUIBfPARTITWO LITERALLY 



'initlio 
finishfio 
queuetio 
canceiliD 
device*infQ$p 
unitfinfolp 
updateltiieout 
nujilbuffers 
priority 
Hxedlupdate 
•astbuffers 
fill 



HORD, 

WORD, 

WORD, 

WORD, 

POINTER, 

POINTER, 

WORD, 

WORD, 

BYTE, 

BYTE, 

BYTE, 

byte' 



DEVIUNITtlNFOIBLOCK LITERALLY 'STRUCTOREi 
DUIB*PARTtONE, 
DUIBIPAfiT*T«Or; 

DECLARE 

VFWUTO LITERALLY 'f, 

VFIDENSITY LITERALLY '2', 

VF*SIDES LITERALLY '4', 

VF$I1IN1 LITERALLY '8'; 
Irestore 



tsave nolist 
/♦ 

* KeKcep.lit 

i I/O Systeii Exception Code f!ne«oniC5. 

*/ 

fincludeiiHixnerro.lit) 

/» 

♦ IDS Synchronous Avoidable exception codes. 



DECLARE 
EINOIJSER 
EtNOPREFIX 



LITERALLY '08021H'. 
LITERALLY '03022H'j 



/t Job has no Default User Object »/ 
/♦ Job has no Default Prefix Object */ 



* lOS Asynchronous exception codes. 



DECLARE 
EIFEXIST 
EJFNEXI3T 
EIDEVFD 
EtSUPPORT 
EJEMPTYIENTRY 
E*DIRtEND 
E$FACCESS 
EIFTYPE 
EJSHARE 
EI3PACE 
EtIDDR 
EtIO 

EIFLUSHING 
EflLLVOL 
EIDEV-IOFFtLINE 
EtIFDR 



LITERALLY '00020H' 

LITERALLY '00021H' 

LITERALLY ■00022H' 

LITERALLY '00023H' 

LITERALLY ■00024H' 

LITERALLY '00025H' 

LITERALLY 'OOOZiH' 

LITERALLY •00027H' 

LITERALLY '00028H' 

LITERALLY '00029H' 

LITERALLY ■0002AH' 

LITERALLY '0002BH' 

LITERALLY '0002CH' 

LITERALLY 'OOOZDH' 

LITERALLY ■0002EH' 

LITERALLY '0002FH' 



/* 

* EIID expanded with unitstatus codes 
*/ 



/t File Exists *i 

/* Non-existant File ♦/ 

/♦ Device & File Driver IncoiRpatahie */' 

/* iJn-supported Request ♦/ 

/t Empty Directory Entry */ 

/♦ End of Directory ♦/ 

/♦ Access to File Not Granted */ 

/* Bad File Type */ 

/♦ Isiproper File Sharing Requested */ 

/♦ No Space Left */ 

/* Illegal Device Driver Request */' 

/♦ I/O Error */ 

/* Connection is flushing requests »/ 

/* Illegal voluae ♦/ 

/* Device Was Off Line »/ 

/» Illegal File Driver Request ♦/ 
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DECLARE 

ElIOJUNCLflSS 

E*IQtSOFT 

ElIQIHftRD 

EflOIOPRINT 

EJIQINRPROT 

EflOtNOfDATA 

EilOmODE 



Irestore 



tsavs nolist 



t XiOBKCllt 

*/ 

/» 
* !0 exception codes 



LITERALLY 'OOOSOH', /t Unclassified ♦/ 

LITERALLY 'OOOSIH', ft Soft error ♦/ 

LITERALLY 'i)0052H', !* Hard error */ 

LITERALLY '00053H', /» Operator intervention required */ 

LITERALLY '00054H', /* Write protected ♦/ 

LITERALLY '00055H', /» No further data */ 

LITERALLY '00056H'; /* Mode violation */ 



DECLARE 

lOIUNCLASS 

lOtSOFT 

lOIHARD 

lOIOPRINT 

IQIMRPfiOT 

lOINQIDATA 

lOIHODE 



Irestore 



LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 



■V, 



tsave nolist 
/♦ 

* xiofct.lit 

* IQ function codes 



DECLARE 
F*READ 
'f WRITE 
PISEEK 
FISPECIAL 
FJATTACHJDEV 
FtDETACHIDEV 
FIOPEN 
FICLQSE 
FIGETCS 
FtGETFS 
FISETEKT 
F'ISETEXT 



LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 
LITERALLY 



FINULLICHIACCESS LITERALLY 
FtNULL*DELETE LITERALLY 
FIRENAHE LITERALLY 
FfGETtPATHtCOMP LITERALLY 
FtGETIDIRIENTRY LITERALLY 
FtTRUNC LITERALLY 
FIDETACH LITERALLY 
FtNU«IFUNCT LITERALLY 



'8 

9 

10 

11 

'12 

13 

14 

15 

16 

17 

18 

19 
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/» 

» Function codes for internal use only. 
t The rqkoBnonlattach and coMontioltask use F$flTTACH*THRU. 
* The reqiupdate and coMonlioltask use FIUPDATE. 
#/ 

DECLARE 

FIATTACHITHRU LITERALLY 'l?', 
FIUPDATE LITERALLY '20'; 

^restore 



fsave nolist 




/* 




♦ xiotvp.lit 

» mm I/O 

« 

♦/ 




Systeii "type" literals 




DECLARE 




CONNECTION LITERALLY 'TOKEN', 


USER LITERALLY 'TOKEN', 
BLOCKtNUH LITERALLY '(3) BYTE'; 


trestore 




tsavB nolist 




/» 




t xiors.lit 




* I/O Request/Result Segisent 


*/ 




DECLARE 




lORSIPARTIONE I 


.ITERALLY 


'status 


WORD, 


unitlstatui 


i WORD, 


actual 


WORD, 


actuallfill 


1 WORD, 


device 


WORD, 


unit 


BYTE, 


funct 


BYTE, 


subfunct 


WORD. 

DWORd, 

POINTtR', 


devlloc 


butftp 


IQRS*PARTtTWO LITERALLY 


'count 


WORD, 


CQuntlfill 


WORD, 


auxlp 


POINTER, 


linklfor 


POINTER, 


linklback 


POINTER, 


resplflbox 


MAILBOX, 


done 


BOOLEAN, 


iorslfill 


BYTE, 
TOKEN, 


canceltid 


connit 


token'. 



!Q*REQJRESISEG LITERALLY 'STRUCTURE( 
lORSIPARTIONE, 
I0RS*PART$TWOl'i 

/* 

* Define nuBber of actual bytes of data (i.e., before links) 
♦/ 

DECLARE 

lORSIUATAISIZE LITERALLY '30'; 
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linclude(:fl:xiofct.lit) 
^restore 



Jsave nolist 

/♦ 

* xnotif.ext 
t 

* External for notify support procedure 

* Called by randaa accsss supported drivers 
*/ 

notify: PRQCEDURE(unit, Jdatalpl EXTERNAL; 
DECLARE 

unit BYTE, 

ddatatp POINTER; 
END notify; 

^restore 



Isave nolist 






/* 






« snerro.lit 






DECLARE 






EIOK 


LITERALLY 


'OOOOOH', 


t-ITINE 


LITERALLY 


■OOOOIH', 


ElflEM 


LITERALLY 


'00002H', 


EISUSY 


LITERALLY 


■00003H', 


EJLIMIT 


LITERALLY 


'00004H', 


EICQNTEXT 


LITERALLY 


■00005H', 


EfEHST 


LITERALLY 


'00006H', 


EISTftTE 


LITERALLY 


'00007H', 


EtNOTfCONFISURED 


LITERALLY 


■OC008H'i 


DECLARE 






E$ZERO$DIVIDE 


LITERALLY 


'03000H', 


EIOVERFLOM 


LITERALLY 


'08001H', 


£$TYPE 


LITERALLY 


'08002H', 


EI80UNDS 


LITERALLY 


'03003H', 


EIPARAH 


LITERALLY 


'08C04H', 


ElBADtCALL 


LITERALLY 


'03005H'; 



•trestore 

Isave nolist 
/* 
^ xnut vD « 1 i t 

t " 'm/U Nucleus "type" literais. 
f 



DECLARE 
TOKEN 
3E6I1ENT 
TASK 
REGION 
SEMAPHORE 
MAILBOX 
JOB 
EXTENSION 

DECLARE 

TlilAILBOX 
TtSEGHENT 
trestore 



LITERALLY 'SELECTOR', 

LITERALLY 'TOKEN', 

LITERALLY 'TOKEN', 

LITERALLY 'TOKEN'. 

LITERALLY 'TOKEN', 

LITERALLY 'TOKEN', 

LITERALLY 'TOKEN', 

LITERALLY 'TOKEN'; 



LITERALLY '03H', 
LITERALLY '06H'; 
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Isave nolist 
/» 

« xparan.lit 

« I/O Systet paraneter literals. 
» 
«/ 



DECLARE 

DEVINAMEILEN LITERALLY '14', H device naise is 14 bytes ♦/ 

PATHtCQHP*LEN LITERALLY '14', /* path component 5i2e ♦/ 

UPICQMP LITERALLY •■■■"■", /* "up" cosponent character »/ 

PATHISEP LITERALLY '"/'", /♦ path coBponent seperatar character »/ 

DEFIPREFIXICHAR LITERALLY '"r"; /♦ default-prefix character »/ 

DECLARE 

ATTIDEVtTASKtSTACKISIZE LITERALLY '512', 

CONNIJOBJDELETEITflSKISTACKISIZE LITERALLY '512', 
TIHERmSKISTACK$SIZE LITERALLY '512', 

COtlHONIDRIVERtSTACKISIZE LITERALLY '512'; 



DECLARE 

IQStOSIEXTENSION 

DECLARE 

XFACEtQJLEN 
CQNNIDELtQILEN 
^restore 



LITERALLY '192'; 

LITERALLY '(5*2)', 
LITERALLY ■(5»2)'; 



/* OS extension vector */ 



/* xface iibox queue length = 5*4 «/ 

/'♦ conn job-del Bbos queue length = 5*4 ♦/ 



tsave nolist 

/♦ 

« xprerr.lit 
♦/ 

It 

* error codes 
♦/ 
DECLARE 

EIOK LITERALLY 'OOOOH', 
£*IDDR LITERALLY '002AH'; 
^restore 



Isave nolist 

/* 
* iitrsec.lit 



DECLARE TRrCKISECTORISTRUCT LITERALLY 'STRUCTURE'! 

sector WORD, 

track WORD)'; 
•frsstore 



Isave nolist 

/« 

* xtsscw.est 
«/ 

xtslsetloutputlwaitinq: PROCEDURECudatalp) SnERNAL; 
DECLARE 

■ udatalp POINTER; 
END xtslselloutputlwaiting; 

Irestore 
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tSAVE NOLIST 

It 
t xtstia.est 

♦/ 

/» 

* Esternal Declaration 
» for tiier support procedure. 

♦/ 

5etfbaud*rate*count! PROCEDURE (comnand port, counter port, tiaer type, 
counter_nuiiber7 rate_count) EXTERNAL; 

DECLARE 

(coniiiand_port, counterjort, rate count) WORD, 
(ti«er_type, counter_nu«ber) ' BYTE; 

END settbaudfratelcount; 

RESTORE 



$save nolist 
/» 

* xradsf.lit 

* Randoa-AccBss driver Special-Function ttneaonics. 
* 

♦/ 

DECLARE 

FSJFDRHAT*TRACK LITERALLY '0'; /* fonat a track »/ 

/♦ 

* Fornat info structure to foriat one track on 
« a diskfhard or Hoppyi 

t used by 204 k 206 drivers 

t 

a 

DECLARE 

FCRMATIINFOISTRUCT LITERALLY 'STRUCTURE! 
tracktnuffi WORD, 
tracktinterleave WORO, 
track*skeM WORD, 
filllchar BYTE)'; 

/* 

* Device label special function. Asks driver to supply 

* device infomacion for naaed file label. 
♦ 

*/ 

DECLARE 

FSIDEVICEILABEL LITERALLY '3'; 

I* 

* Special tape functions. 
* 

♦/ 

DECLARE 

FStREHIND LITERALLY '7', 

FSIREAD$FILEtl1ARK LITERALLY '8' 

F3IWRITE$FlLE*f1ARK LITERALLY '9', 

FS$RETENSION LITERALLY '10 ; 

Irestore 



¥¥¥ 



B-50 



Primary references are underscored. 



assembly language 111, 8-1 
attach device requests 4-1 

baud rate 7-16, 7-19 
BEGIN$LONG$TERM$OP procedure S^S 
buffered devices 7-17, 7-2 5 
buffers 2-6, 2-7 

CANCELS 10 procedure 2-5, 3-3, 6-4, A- 6 

cancel requests 4-2 

close requests 4-2 

common device driver 1-3, 5-1 

device Information table 3-8 

example B-2 

support routines A-1, B-55 
common device 3-1 
communication levels 1-1 
configuration 2-1, 8-1 
connection 2-16 
creating DUIBs 2-8 
custom device drivers 1-3, 6-1 
custom devices 3-2 
cylinder 3-11 

data storage area 3-9, 3-1 3 
data structures 3-7, 3-12 
DEFAULT$FINISH procedure 5-3 
DEFAULT$INIT procedure 5-2 
DEFAULTS STOP procedure 5-5 
detach device requests 4-2 
device 

buffered 7-17, 7-25 

granularity 2-4 

Interfaces 2-13 

number 1-2 , 2-5, 2-11 
device data storage area 3-9, 3-13 , A-3, A-9 
device driver 

Interfaces 2-1 

sample INCLUDE files B-55 

type 1-3 
DEVICE$FINISH procedure 3-10, 5-2 
Device Information Table 2-5, 3-R , 7-3, 7-27 
DEVICES INIT procedure 3-10, 5-2 
DEVICESINTERRUPT procedure 3-10, 5-5 
DEVICESSTART procedure 3-10, 5-3 



Device Drivers Index-1 



INDEX (continued) 



DEVICE$STOP procedure 3-10, 5-4 
device-unit information block (DUIB) 2-2 

creation 2-8 

structure 2-2 

use of 2-7 , 4-3 
device-unit 

name 2-3 

number 1-2 , 2-5 
doubly linked list 6-5 
driver configuration 8-1 
DQ$ATTACH system call 2-3, 3-4 
DQ$CREATE system call 2-3, 3-4 
DUIB, see: device-unit information block 

END$LONG$TERM$OP procedure 5-9 
examples of device drivers B-1 

device driver INCLUDE files B-55 

disk controller driver B-8 

printer driver B-2 

terminal driver B-2 9 

file connection 2-16 

file drivers 1-2, 2-3 

FINISH$IO procedure 2-5, 3-2, 3-10, 6-2, A- 3 

fixed updating 2-6 

FORMAT command 5-11 

functions 2-3 , 2-11 

GET$IORS procedure 5-10 
granularity 2-4, 2-7 

I206DS.P86 disk-controller driver source file B-8 

INIT$I0 procedure 2-5, 3-2, A-1 , A-9 

Intel-supplied routines 5-1 

Interactive Configuration Utility (ICU) 8-1 

Interfaces to the device driver 2-1 

Interrupt 

handlers and tasks 3-3 

level 3-8, 7-5 

task A- 3 

task priority 3-9 

type 7-13, 7-22 
INTERRUPT$TASK procedure 3-3, A-9 
I/O functions 2-3 
I/O request/result segment (lORS) 1-3, 2-9 , A-5, A-7, A-11 

structure 2-9 

use of 4-3 
I/O requests 1~3, 4-1 
I/O System Interfaces 2-1 
I/O System responses 4-1 
I/O System-supplied routines 5-1 
IPRNTR.P86 printer driver source file IH2 

levels of communication 1-1 
linked list 6-5 



Device Drivers Index-2 



INDEX (continued) 



long-term operations 5-8 

modem 7-8 

name of device-unit 2-2 
notify procedure 2-14, 5-6 
numbering of devices 1-2 

open requests 4-2 

parity 7-7 

PL/M-86 111, 5-11, 8-1 
portable device drivers 3-14 
priority 3-9 

0UEUE$IO procedure 2-5, 3-3, 6-3, A- 5 

RAD$ procedure-name prefix (JJR.MX 88 systems onlv) 3-2, A-1 

random access device drivers 1-3, 5-1 

random access devices 3-1 

random access driver example B-8 

read requests 4-2 

request queue 6-5 

requests 1-3, 4-1 

requirements for using the common device driver 3-1 

retry limit 3-11 

RQ$A$PHYSICAL$ATTACH$DEVICE system call 2-3, 3-4, 3-5, 6-4, A-1 

RQ$ELVL system call A-9 

RQ$FORMAT system call 5-11 

RO$SET$INTERRUPT system call A-9 

SEEK$COMPLETE procedure 3-11, 5-7 

seek requests 4-2 

set output waiting (XTS$SET$OUTPUT$WAITING) procedure 7-18, 7-24 

signal character 2-15 

source files, device drivers B-1 

special requests 4-2 

stack size 3-9 

support (INCUDE) files B-55 

tape drives 2-14, 5-8 

rewinding of 5-8 
terminal 

attributes 2-15 

baud rate 7-16, 7-19 

Device Information Table 2-5, 3^8, 7-3, 7-27 

devices 3-3 

driver example B-29 

drivers 7-1 

flags _7z§.» ''"1^ 
modem 7-8 

parity 7-7 

terminal answer (TERM$ANSTfli:R) procedure 7-17, 7-20 . 7-27 

terminal check (TERM$CHECK) procedure 7-17, 7-22, 7-27 



Device Drivers Index-3 



INDEX (continued) 



terminal controller data 7-14 , 7-27 

terminal finish (TERM$FINISH) procedure 7-17, 7-19 , 7-27 

terminal hangup (TERM$HANGUP) procedure 7-17, 7-21 , 7-27 

terminal initialization (TERM$INIT) procedure 7-17, 7-18 , 7-27 

terminal output (TERM$OUT) procedure 7-17, 7-24 , 7-27 

terminal setup (TERM$SETUP) procedure 7-17, 7-19 . 7-27 

Terminal Support Code 7-11 

terminal unit data 7-4, 7-14, 7-27 

track size 3-11 

types of device drivers 1-3 

Unit Information Table 2-5, 3-10 , 7-6 
unit number h;;^, 2-5, 2-11 
unit status codes 2-10 
updating output to a device 2-6 
using DUTBs 2-7 

volume granularity 2-7 

write requests 4-2 

X8274.P86 terminal driver source file B-29 
XTS$SET$OUTPUT$WAITING procedure 7-24 



A** 



Device Drivers Index-4 



iRMX"" 86 PROGRAMMING TECHNIQUES 




CONTENTS 



PAGE 

CHAPTER 1 

SELECTING A PL/M-86 SIZE CONTROL 

Purpose of This Chapter 1-1 

Making the Selection 1~1 

Ramifications of Your Selection 1-1 

Restrictions Associated with Compact 1-2 

Restrictions Associated with Medium 1-2 

Decision Algorithm 1-2 



CHAPTER 2 

INTERFACE PROCEDURES AND LIBRARIES 

Purpose of This Chapter 2-1 

Definition of Interface Procedure 2-1 

Interface Libraries ». 2-3 



CHAPTER 3 
TIMER ROUTINES 

Purpose of This Chapter. 3-1 

Procedures Implementing the Timer 3-1 

Restrictions 3-2 

Call lnlt_tlme First 3-2 

Only One Timer 3-2 

Source Code 3-3 



CHAPTER 4 

ASSEMBLY LANGUAGE SYSTEM CALLS 

Purpose of This Chapter 4-1 

Calling the System 4-1 

Selecting a Size Control. 4-2 



CHAPTER 5 

COMMUNICATION BETWEEN IRMX" 86 JOBS 

Purpose of This Chapter... 5-1 

Passing Large Amounts of Information Between Jobs 5-1 

Passing Objects Between Jobs 5-3 

Passing Objects Through Object Directories •• 5-3 

Passing Objects Through Mailboxes 5-5 

Passing Parameter Objects 5-5 

Avoid Passing Objects Through Segments or Fixed Memory Locations. 5-6 

Comparison of Object-Passing Techniques 5-6 



Programming Techniques ill 




CONTENTS 
(continued) 



PAGE 

CHAPTER 6 

SIMPLIFYING CONFIGURATION DURING DEVELOPMENT 6-1 



CHAPTER 7 

DEADLOCK AND DYNAMIC MEMORY ALLOCATION 

Purpose of This Chapter 7-1 

How Memory Allocation Causes Deadlock 7-1 

System Calls That Can Lead to Deadlock 7-2 

Preventing Memory Deadlock 7-3 



CHAPTER 8 

GUIDELINES FOR STACK SIZES 

Purpose of This Chapter 8-1 

Stack Size Limitation for Interrupt Handlers 8-1 

Stack Guidelines for Creating Tasks and Jobs 8-2 

Stack Guidelines for Tasks to be Loaded or Invoked 8-2 

Arithmetic Technique * 8-2 

Stack Requirements for Interrupts 8-3 

Stack Requirements for System Calls 8-3 

Computing the Size of the Entire Stack 8-5 

Empirical Technique 8-5 



TABLES 

2-1. Interface Libraries and iRMX" 86 Subsystems 2-4 

8-2. Stack Requirements for System Calls 8-4 



FIGURES 

1-1. Decision Algorithm for Size Control 1~^ 

2-1. Direct Location-Dependent Invocation • 2-2 

2-2 . Complex Location-Independent Invocation 2-2 

2-3. Simple Invocation Using an Interface Procedure 2-3 



*** 



Programming Techniques iv 




CHAPTER 1 
SELECTING A PL/M-86 SIZE CONTROL 



This chapter applies to you only if you have decided to program your 
IRMX 86 tasks using PL/M-86. In order to understand the following 
explanation, you should be familiar with 

• The PL/M-86 programming language 

• PL/M-86 models of segmentation 

• IRMX 86 jobs, tasks, and segiaients 



PURPOSE OF THIS CHAPTER 

Whenever you invoke the PL/M-86 Compiler, you must specify (either 
explicitly or by default) a program size control (SMALL, COMPACT, MEDIUM, 
or LARGE). This size control determines which model of segmentation the 
coupller uses and, consequently, greatly affects the amount of memory 
required to store your application's object code. 

The following section explains which size control to use in order to 
produce the smallest object program while still satisfying the 
requirements of your system. 



MAKING THE SELECTION 

When you compile your programs using the PL/M-86 SMALL control, all 
POINTER values are 16 bits long. This leads to a number of restrictions, 
including the inability to address the contents of an iRMX 86 segment 
that has been received from another job. Because of these restrictions, 
the iRMX 86 Operating System is currently not compatible with PL/M-86 
procedures compiled using the SMALL size control. 

Since you cannot use the SMALL size control, you must choose between 
COMPACT, MEDIUM and LARGE. The algorithm for selecting a size control is 
presented later in this chapter. However, before you examine the 
algorithm, you should be aware that your choice can place restrictions on 
your system. 



RAMIFICATIONS OF YOUR SELECTION 

If you decide to use the COMPACT or MEDIUM size controls, the 
capabilities of your system will be slightly restricted. Only the LARGE 
size control preserves all of the features of the system. 
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Restrictions Associated With Compact 

If you decide to use PL/M-86 COMPACT, you will not be able to use 
exception handlers. However, you can still process exceptional 
conditions by dealing with them in your task's code. 



Restrictions Associated With Medium 

If you decide to use PL/M-86 MEDIUM, you lose the option of having the 
IRMX 86 Operating System dynamically allocate stacks for tasks that are 
created dynamically. This means that you must anticipate the stack 
requirements of each such task, and you must explicitly reserve memory 
for each stack during the process of configuring the system. 



DECISION ALGORITHM 

Before you attempt to use the flowchart (Figure 1-1) to make your 
decision, note that three of the boxes are numbered. Each of these three 
boxes asks you to derive a quantity that represents a memory requirement 
of your iRMX 86 job. In order to derive the quantity requested in each 
of the boxes, follow the directions provided below in the section having 
the same number as the box. 

1. COMPUTE MEMORY REQUIREMENTS FOR STATIC DATA 

Box 1 asks for an estimate of the amount of memory required to 
store the static data for all the tasks of your iRMX 86 job. 
Static data consists of all variables other than: 

• parameters in a procedure call 

• variables local to a reentrant PL/M-86 procedure 

• PL/M-86 structures that are declared to be BASED 

To obtain an accurate estimate of this quantity, use the COMPACT 
size control to compile the code for each task in your job. For 
each con^ilation, find the MODULE INFORMATION area at the end of 
the listing. Within this area is a quantity labeled VARIABLE 
AREA SIZE and another labeled CONSTANT AREA SIZE. 

Now you must compute the static data size for each individual 

con^ilation by adding the VARIABLE AREA SIZE to the CONSTANT AREA 
SIZE. 

Once you have computed the static data size for each compilation 
in the job, add them to obtain the static data size for the 
entire job. 
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2, COMPUTE MEMORY REQUIREMENTS FOR CODE 

Box 2 asks for an estimate of the amovint of memory required to 
store the code for all the tasks of your IRMX 86 job. To obtain 
this estimate, perform the following steps: 

• Using the COMPACT size control, compile the code for each 
task in your job. 

• For each compilation, find the MODULE INFORMATION area at the 
end of the listing. In this area is a value labeled CODE 
AREA SIZE. This value is the amount of memory required to 
store the code generated by this Individual compilation. 

• Sum the code requirements for all the compilations in the 
job. The result is the code requirement for the entire job. 



3. COMPUTE MEMORY REQUIREMENTS FOR STACK 

Box 3 asks for an estimate of the amount of memory required to 
store the stacks of all the tasks in your IRMX 86 job. If you 
plan to have the IRMX 86 Operating System create your stacks 
dynamically, your stack requirement (for the purpose of the 
flowchart) is zero. 

If, on the other hand, you plan to create the stacks yourself, 
you can estimate the memory requirements by performing the 
following steps™ Refer to the MODULE INFORMATION AREA of the 
compilation listings that you obtained while working with Box 2. 
Within this area is a value labeled MAXIMUM STACK SIZE. To this 
number, add the system stack requirement that you can determine 
by following the procedure in Chapter 8 of this manual. The 
result is an estimate of the stack requirement for one 
compilation. To compute the requirements for the entire job, 
just sum the requirements for all the compilations in the job. 
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Figure 1-1. Decision Algorithm For Size Control 
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CHAPTER 2 
INTERFACE PROCEDURES AND LIBRARIES 



This chapter is for anyone who writes programs that use iRMX 86 system 
calls. In order to understand this chapter, you should be familiar with 
the following concepts: 

• the notion of system call 

• the process of linking object modules 

• the notion of an object library 

• PL/M-86 size control 

PURPOSE OF THIS CHAPTER 

Familiarity with interface procedures is a prerequisite to understanding 
several of the programming techniques discussed later in this manual. 
The primary purpose of this chapter is to define the concept of an 
interface procedure and explain how it is used in the IRMX 86 Operating 
System. 



DEFINITION OF INTERFACE PROCEDURE 

The iRMX 86 Operating System uses interface procedures to simplify the 
process of calling one software module from another. In order to 
Illustrate the usefulness of interface procedures, let's examine what 
happens without them. 

Suppose you are writing an application task that will run in some 
hypothetical operating system. Figure 2-1 shows your application task 
calling two system procedures. If the system calls are direct (without 
an interface procedure serving as an intermediary), the application task 
must be bound to the system procedures either during compilation or 
during linking. Such binding causes your application task to be 
dependent upon the memory location of the system procedures. 
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APPLICATION SOFTWARE 








OPE RAT 


ING SYSTEM 






PHOC ABC 




CALL ABC (...) 




-^^-^,,__ 


- 


PROC DEF 











Figure 2-1. Direct Location-Dependent Invocation 



Now suppose that someone updates your operating system. If, during the 
process of updating the system, some of the system procedures are moved 
to different memory locations, then your application software must be 
relinked to the new operating system. 

There are techniques for calling system procedures that do not assume 
unchanging memory locations. However, most of these techniques are 
conqslex (Figure 2-2) and assume that the application programmer is 
intimately familiar with the interrupt architecture of the processor. 



APPLICATION SOFTWARE 



APPLICATION TASK 



u 



COMPLEX MEiCHANISM 



1- 



F 



^ 



Lh 



OPERATING SYSTEM 




El 



VISIBLE TO APPLICATION CODE 



r 



J 



Figure 2-2. Coii5)lex Location-Independent Invocation 
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The IRMX 86 Operating System uses interface procedures to mask the 
details of location-independent invocation from the application software 
(Figure 2-3). Whenever application programmers need to call a system 
procedure from application code, they use a simple procedure call (known 
as a system call). This system call invokes an interface procedure 
which, in turn, invokes the actual system procedure. 



.INTERFACE PROCEDURES 



APPLICATION TASK 



CALL 
RO$ABC 



CALL 
ROSDEF 



MECHAN ISM 



FROM 

APPLICATION 

CODE 







PROC ABC 






^ 








PHOC DEF 




u 















Figure 2-3. Simple Invocation Using An Interface Procedure 



INTERFACE LIBRARIES 

The iRMX 86 Operating System provides you with a set of object code 
libraries containing PL/M-86 interface procedures. These procedures 
preserve address independence while allowing you to invoke system calls 
as simple PL/lyt-86 procedures. 

During the process of configuring an application system you must link 
your application software to the proper object libraries. Table 2-1 
shows the correlation between subsystems of the iRMX 86 Operating System, 
the PL/^t-86 size control, and the interface libraries. To find out which 
libraries you must link to, find the column that specifies the PL/M-86 
size control that you are using, and the rows that specify the subsystems 
of the iRMX 86 Operating System that you are using. You must link to the 
libraries that are named at the intersections of the column and the rows. 



Programming Techniques 2-3 



INTERFACE PROCEDURES AND LIBRARIES 



Table 2-1. Interface Libraries and IRMX™ 86 Subsystems 





COMPACT 


LARGE OR 
MEDIUM 


NUCLEUS 


RPIFC.LIB 


RPIFL.LIB 


BASIC I/O 
SYSTEM 


IPIFC.LIB 


IPIFL.LIB 


EXTENDED 
I/O SYSTEM 


EPIFC.LIB 


EPIFL.LIB 


APPLICATION 
LOADER 


LPIFC.LIB 


LPIFL.LIB 


HUMAN 
INTERFACE 


HPIFC.LIB 


RPIFL.LIB 


THE UNIVERSAL 

DEVELOPMENT 

INTERFACE 


COMPAC.LIB 


LARGE. LIB 



***; 
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CHAPTER 3 
TIMER ROUTINES 



This chapter is for anyone who writes programs that must determine 
approximate elapsed time. In order to make use of this chapter, you 
should be familiar with the following concepts: 

• INCLUDE files 

• IRMX 86 interface procedures 

• iRMX 86 tasks 

• initialization tasks 

• using the LINK86 utility 

Furthermore, if you want to understand how the timer routines work, you 
must be fluent in PL/M-86 and know how to use IRMK 86 regions. 



PURPOSE OF THIS CHAPTER 

The IRMX 86 Basic I/O System provides GET$TIME and SET$TIME system 
calls. These two calls supply your application with a timer having units 
of one second. However, if your application requires no features of the 
Basic I/O System other than the timer, you can reduce your memory 
requirements by dropping the Basic I/O System altogether and implementing 
the timer in your application. 

This chapter provides the source code needed to build a timer into your 
application. 



PROCEDURES IMPLEMENTING THE TIMER 

Four PL/M-86 procedures are used to implement the timer. In brief, the 
procedures are: 

• get_time 

This procedure requires no input parameter and returns a double 
word (POINTER) value equal to the current contents of the timer 
in seconds. This procedure can be called any number of times. 

• set_time 

This procedure requires a double word (POINTER) input parameter 
that specifies the value (in seconds) to which you want the timer 
set. This procedure can be called any number of times. 
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lnit_tlme 

This procedure creates the timer, initializes it to zero seconds, 
and starts it running. This procedure requires as input a 
POINTER to the WORD which is to receive the status of the 
initialization. This status will be zero if the timer is 
successfully created and nonzero otherwise. This procedure 
should be called only once. 



main tain_t ime 

This procedure is not called directly by your application. 
Rather, it runs as an IRMX 86 task that is created when your 
application calls init_time. The purpose of this task is to 
increment the contents of the timer once every second. 



RESTRICTIONS 

There are two important restrictions that you should keep in mind when 
using the timer routines: 



CALL init_time FIRST 

Before calling set_time or get_time, your application must call init 
time. You can accomplish this by calling the init_time procedure from 
your job's initialization task. 



ONLY ONE TIMER 

These procedures implement only one timer. They do not allow you to 
maintain a different timer for each of several purposes. For example, if 
one job changes the contents of the timer (by using the set_tlme 
procedure), all jobs accessing the tinier will be affected. 
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SOURCE CODE 

You can compile the following PL/M-86 source code as a single module. 
This will yield an object module that you can link to your application 
code. However, before compiling these procedures, you must create files 
containing the external procedure declarations for the IRMX 86 interface 
procedures. The names of these files are specified in the $INCLUDE 
statements below. 



$title( 'INDEPENDENT TIMER PROCEDURES') 

/A**** A A********* A*********** A*** A A A************* A************************ 

A 

This module consists of four procedures which implement a timer * 

having one-second granularity. The outside world has access to only * 
three of these procedures- 



A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 



lnit_tirae 

set_time 

get_time 

The fourth procedure, maintaln_time, is invoked by init_time and 
is run as an iRMX 86 task to measure time and increment the time 
counter. 



AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA/ 

timer: DO; 

/ AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA 

* The following LITERAlLLY statements are used to improve the * 

* readability of the code. * 

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA/ 



DECLARE 

FOREVER 

DWORD 

TOKEN 

REGION 

E$OK 

PRIORITY_QUEUE 

TASK 



LITERALLY 'WHILE OFFH' 

LITERALLY 'POINTER', 

LITERALLY 'WORD', 

LITERALLY 'TOKEN', 

LITERALLY 'OOOOOH', 

LITERALLY '!', 

LITERALLY 'TOKEN'; 
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/ ************************************************************************* 

* * 

* The following INCLUDE statements cause the external procedure * 

* declarations for some of the IRMX 86 system calls to be included * 

* in the source code. * 

* * 

*A**********************************A************************************^ 

$INCLUDE(:fl:icrtas.ext) /* rq$create$task interface proc.*/ 



$INCLUDE(:fl:icrreg.ext) /* rq$create$region 
$INCLUDE(:fl:isleep.ext) /* rq$sleep 
$INCLUDE(:fl:idereg.ext) /* rq$delete$region 
$INCLUDE(:fl:iregio.ext) /* rq$send$control 

/* and rq$receive$control 



*/ 
*/ 
*/ 
*/ 
*/ 



$subtitle( 'Local Data') 
/************************************************************************* 

* The following variables can be accessed by all of the procedures * 

* in this module. * 
*************************************************************************/ 



DECLARE 

time region 



time in sec 



REGION, /* Guards access to time_in 

sec.*/ 

DWORD, /* Contains time in seconds.*/ 



time-in sec o 



/* Overlay */ 

STRUCTURE( /* used to obtain */ 
low WORD, /* high and low */ 
high WORD) /* order words. */ 
AT (@time in sec). 



data_seg_p 
data seg p o 



POINTER, /* Used to obtain loc of data 

seg.*/ 

STRUCTUREC /* Overlay used to */ 
offset WORD,/* obtain loc of */ 
base WORD)/* data segment. */ 
AT (@data seg p); 
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$subtltle( 'Time maintenance task' ) 

/ *************************************** A** A**************** A************* 

* maintain_time * 
A * 

* This procedure Is run as an IRMX 86 task. It repeatedly * 

* performs the following algorithm- * 

* * 

* Sleep 1 second. * 

* Gain exclusive access to time_in_sec. * 

* Add 1 to time_in_sec. * 

* Surrender exclusive access to time_in_sec. * 

* * 

* If the last three steps in the preceding algorithm require * 

* more than one nucleus time unit, the time_in_sec counter * 

* will run slow. * 
A * 

* This procedure must not be called by any procedure other than * 

* init_time. * 

*********************************************************** A A****** ******/ 

maintain_time: PROCEDURE REENTRANT; 
DECLARE status WORD; 

timer_loop: 

DO FOREVER; 

CALL rq$sleep( 100, @status ); /* Sleep for one 

second. */ 

CALL rq$receive$control /* Gain exclusive */ 

( t ime_r eglon , @status); /* access. */ 

time_in_sec_o.low = /* Add 1 second */ 

time_in secjo.low +1; /* to low order */ 

/* half of timer.*/ 

IF (time_in_sec o.low =0) /* Handle overflow.*/ 
THEN time_i'n_sec_o.high = 

time_in_sec_o.high + 1; 

CALL rq$send$control(@status) ; /* Surrender access*/ 

END timer_loop; 
END maintain time; 
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$subtltle( 'Get Time') 

/ ************************************************************************* 

* get time * 

* * 

* This procedure is called by the application code in order to * 

* obtain the contents of time in_sec. This procedure can be * 

* called any number of times. * 
******************************************** *****************************yr 

getjtime: PROCEDURE DWORD REENTRANT PUBLIC; 

DECLARE time DWORD, 
status WORD; 

CALL rq$receive$control /* Gain exclusive */ 

( time_region, Sstatus); /* access. */ 

time = time_in_sec; 

CALL rq$send$control(@status); /* Surrender access.*/ 

RETURNC time ); 

END get time; 



$subtitle( 'Set Time') 
/************************************************************************* 

* set_time * 
A * 

* Application code can use this procedure to place a specific * 

* double word value into time_in_sec. This procedure can be * 

* called any number of times. * 
*************************************************************************/ 

setjtime: PROCEDURE( time ) REENTRANT PUBLIC; 

DECLARE time DWORD, 

status WORD; 

CALL rq$receive$control /* Gain exclusive access.*/ 

(time_region, gstatus); 

time_in_sec = time; /* Set new time. */ 

CALL rq$send$control( @status); /* Surrender access. */ 

END set time; 
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$subtitle( 'Initialize Time') 



* 

A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 



init_time 

This procedure zeros the timer, creates a task to 
maintain the timer, and a region to ensure exclusive 
access to the timer. This procedure must be called 
before the first time that get__time or set_time is 
called. Also, this procedure should be called only 
once. The easiest way to make sure this happens is to 
call initjtime from your Initialization task. 

The timer task will run in the job from which this 
procedure is called. 

If your application experiences a lot of interrupts, 
the timer may run slow. You can rectify this 
problem by raising the priority of the timer 
task. To do this, change the 128 in the 
rq$create$task system call to a smaller number. 
This change may slow the processing of your 
interrupts. 



A 
A 
A 
A 
A 
A 
A 

A 
A 
A 
A 
A 
A 
A 
A 

A 
A 
A 

A 
A 



AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA/ 

init_time: PROCEDURE(ret status p) REENTRANT PUBLIC; 



DECLARE ret_status_jj 
ret_status 
timer_task_t 
local_status 

time in sec = 0; 



POINTER , 

BASED ret_status_p WORD, 

TASK, 

WORD; 



tlme_region = rq$create$region /* Create a region. */ 

(PRIORIT Y_QUEUE , re t_s tatu s_p ) ; 



IF (ret_status 

RETURN; 



E$OK) THEN 
data_seg_p = @data_8eg_p; 



/* Return w/ error. */ 

/* Get contents of 
DS register. */ 



timer_task__t = rq$create$task 
(128, 
©maintain time. 



/* Create timer task. */ 

/* priority */ 

. , /* start addr */ 

data_seg_p_o,base, /* data seg base */ 

0, /* stack ptr */ 

512, /* stack size */ 

0, /* task flags */ 

ret status p); 
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IF (ret_status E$OK) THEN 

CALL rq$delete$reglon /* Since could not */ 

(time_region, @local_status); /* create task, */ 

/* must delete */ 

/* region. */ 

END initjtlme; 

END timer; 



*** 



Programming Techniques 3-8 




CHAPTER 4 
ASSEMBLY LANGUAGE SYSTEM CALLS 



This chapter is for anyone who wants to use IRMX 86 system calls from 
programs written in ASMS 6 assembly language. In order to be able to use 
system calls from assembly language, you should be familiar with the 
following concepts: 

• IRMX 86 system calls 

• IRMX 86 interface procedures 

• PL/M-86 size controls 

You should also be familiar with PL/M-86 and fluent in ASM86 assembly 
language. 



PURPOSE OF THIS CHAPTER 

The purpose of this chapter is twofold. First, it briefly outlines the 
process involved in using an iRMX 86 system call from an assembly 
language program. Second, it directs you to other Intel manuals that 
provide either background information or details concerning interlanguage 
procedure calls. 



CALLING THE SYSTEM 

If you read Chapter 2 of this manual, you found that your programs 
communicate with the iRMX 86 System by calling interface procedures that 
are designed for use with programs written in PL/M-86. So the problem of 
using system calls from assembly language programs becomes the problem of 
making your assembly language programs obey the procedure-calling 
protocol used by PL/M-86. For example, if your ASM86 program uses the 
SEND$MESSAGE system call, then you must call rq$send$me8sage interface 
procedure from your assembly language code. 



NOTE 

The techniques for calling PL/M-86 
procedures from assembly language are 
completely described in the manual 
ASM86 MACRO ASSEJIBLER OPERATING 
INSTRUCTIONS for 8086-BASED DEVELOPMENT 
SYSTEMS . 
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SELECTING A SIZE CONTROL 

Before writing assembly language routines that call PL/M-86 Interface 
procedures, you must select a size control (COMPACT, MEDIUM, or LARGE) 
because conventions for making calls depend upon the model of 
segmentation. 

If all of your application is written in assembly language, you can 
arbitrarily select a size control and use the libraries for the selected 
control. However, you can obtain a size and performance advantage by 
using the COMPACT interface procedures, since their procedure calls are 
all NEAR. The LARGE interface, which has procedures that require FAR 
procedure calls, is only advantageous if your application code is larger 
than 64K bytes. 

On the other hand, if some of your application code is written in 
PL/I^86, your assembly language code should use the same interface 
procedures as are used by your PL/M-86 code. 



*** 
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CHAPTER 5 
COMMUNICATION BETWEEN 

[RMX™ 86 JOBS 



This chapter applies to anyone who wants to pass information from one 
iRMX 86 job to another. In order to understand this chapter, you must be 
familiar with the following concepts;: 

• iRMX 86 jobs, including object directories 

• iRMX 86 tasks 

• iRMX 86 segments 

• the root job of an iRMX 86 -based system 

• IRMX 86 mailboxes 

• IRMX 86 physical files or named files 

• iRMX 86 stream files 

• iRMX 86 type managers and coii^josite objects 

PURPOSE OF THIS CHAPTER 

In multiprogramming systems, where each of several applications is 
implemented as a distinct iRMX 86 job, there is an occasional need to 
pass information from one job to another. This chapter describes several 
techniques that you can use to accomplish this. 

The techniques are divided into two collections. The first collection 
deals with passing large amounts of Information from one job to another, 
while the second collection deals with passing IRMX 86 objects. 

PASSING LARGE AMOUNTS OF INFORMATION BETWEEN JOBS 

There are three methods for sending large amounts of information from one 
job to another: 

1) You can create an iRMX 86 segment and place the information in 
the segment. Then, using one of the techniques discussed below 
for passing objects between jobs, you can deliver the segment. 
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The advantages of this technique are: 

• Since this technique requires only the Nucleus, you can 
use it in systems that do not use other iRMX 86 subsystems. 

• The IRMX 86 Operating System does not copy the information 
from one place to anotlier. 



The disadvantages of this technique are: 

• The segment will occupy memory until it is deleted, either 
explicitly (by means oJ: the DELETE$ SEGMENT system call), 
or implicitly (when the job that created the segment is 
deleted). Until the segment is deleted, a substantial 
amount of memory is unavailable for use elsewhere in the 
system. 

• The application code may have to copy the information into 
the segment. 

2) You can use an IRMX 86 stream file. 
The advantages of this technique are: 

• The data need not be broken into records. 

• This technique can easily be changed to Technique 3. 

The disadvantage of this technique is that you must configure one 
or both I/O systems into your application system. 

3) You can use either the Extende>.d or the Basic I/O System to write 
the information onto a mass storage device, from which the job 
needing the information can read it. 

The advantages of this technique are: 

• Many jobs can read the Information. 

• This technique can easily be changed to Technique 2. 

• The information need not be divided into records. 

The disadvantages of this technique are: 

• You nrust incorporate one or both I/O systems into your 
application system. 

• Device I/O is slower than reading and writing to a stream 
file. 
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PASSING OBJECTS BETWEEN JOBS 

Jobs can also comnunicate with each other by sending objects across job 
boundaries. You can use any of several techniques to accomplish this, 
and you should avoid using one seemingly straightforward technique. In 
the following discussions you will see how to pass objects by using 
object directories, mailboxes, and parameter objects. You will also see 
why you should not pass object tokens by embedding them in an iRMX 86 
segment or in a fixed memory location. 

Although you can pass any object from one job to another, there is a 
restriction pertaining to connection objects. When a file connection 
created in one job (Job A) is passed to a second job (Job B) the second 
job (Job B) cannot successfully use the object to perform I/O. Instead, 
the second job (Job B) must create another connection to the same file. 
This restriction is discussed in the IRMX 86 BASIC I/O SYSTEM REFERENCE 
MANUAL and in the iRMK 86 EXTENDED I/O SYSTEM REFERENCE MANUAL. 



PASSING OBJECTS THROUGH OBJECT DIRECTORIES 

For the purpose of this discussion, consider a hypothetical system in 
which tasks in separate jobs must communicate with each other. 
Specifically, suppose that Task B in Job B must not begin or resume 
running until Task A in Job A grants permission. 

One way to perform this synchronization is to use a semaphore. Task B 
can repeatedly wait at the semaphore until it receives a unit, and Task A 
can send a unit to the semaphore whenever it wishes to grant permission 
for Task B to run. If Tasks A and B are within the same job, this would 
be a straightforward use of a semaphore. But the two tasks are in 
different jobs, and this causes some complications. 

Specifically, how do Tasks A and B access the same semaphore? For 
instance. Task A can create the semaphore and access it, but how can Task 
A provide Task B with a token for the semaphore? The trick is to use the 
object directory of the root job. 

In the following explanation, each of the two tasks must perform half of 
a protocol. The process of creating and cataloging the semaphore is one 
half, and the process of looking up the semaphore is the other. 

In order for this protocol to succeed, the programmers of the two tasks 
must agree on a name for the semaphore, and they must agree which task 
performs which half of the protocol. In this example, the semaphore is 
named permit_sem. And, because Task B must wait until Task A grants 
permission, Task A will create and catalog the semaphore, and Task B will 
look it up. 
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Task A performs the creating and cataloging as follows: 

1) Task A creates a semaphore with no units by calling the 

CREATE$ SEMAPHORE system call. This provides Task A with a token 
for the semaphore, 

2) Task A calls the GET$TASK$TOK]i:NS system call to obtain a token 
for the root job. 

3) Task A calls the CATALOG$OBJECT system call to place a token for 
the semaphore in the object directory of the root job under the 
name permit_sem. 

4) Task A continues processing, eventually becomes ready to grant 
permission, and sends a unit to permit_sem. 

Task B performs the look-up protocol as follows: 

1) Task B calls the GET$TASK$T0KE;NS system call to obtain a token 
for the root job. 

2) Task B calls the LOOKUP$OBJECT system call to obtain a token for 
the object named permit_sem. If the name has not yet been 
cataloged. Task B waits until it is, 

3) Task B calls the RECEIVE$UNITS system call to request a unit from 
the semaphore. If the unit is not available then Task A has not 
yet granted permission, and Task B waits. When a unit is 
available. Task A has granted permission, and Task B becomes 
ready. 



There are several aspects of this technique that you should be aware of: 

• In the example, the object directory technique was used to pass a 
semaphore. The same technique can be used to pass any type of 
iRMX 86 object. 

• The semaphore was passed via the object directory of the root 
job. The root job's object directory is unique in that it is the 
only object directory to which all jobs in the system can gain 
access. This accessibility allows one job to "broadcast" an 
object to any job that knows the name under which the object is 
cataloged. 

• The object directory of the root job must be large enough to 
accommodate the names of all the objects passed in this manner. 
If it is not, it will become full and the iRMX 86 Operating 
System will return an exception code when attempts are made to 
catalog additional objects. 
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If you use this technique to pass many objects, you could have 
problems ensuring unique names. If name management becomes a 
problem, different sets of jobs can adopt the convention of using 
an object directory other than that of the root job. To 
accomplish this, one of the jobs catalogs itself in the root 
job's object directory under an agreed-upon name. The other jobs 
can then look up the cataloged job and use Its object directory 
rather than that of the root job. 

In the example, the object-passing protocol was divided into two 

halves: the create-and-catalog half, and the look-up half. The 
protocol works correctly regardless of which half starts to run 
first. 



PASSING OBJECTS THROUGH MAILBOXES 

Another means of sending objects from one job to another is to use a 
mailbox. This is a two-step process in that the two jobs using the 
mailbox must first use the object directory technique to obtain mutual 
access to the mailbox, and then they vise the mailbox to pass additional 
objects. 



PASSING PARAMETER OBJECTS 

One of the parameters of the CREATE$JOB system call is a parameter 
object. The purpose of this parameter is to allow a task in the parent 
job to pass an object to the newly created job. Once the tasks in the 
new job begin running, they can obtain a token for the parameter object 
by calling GET$TASK$TOKENS. This technique is illustrated in the 
following example: 

Suppose that Task 1 in Job 1 is responsible for spawning a new job 
(Job 2), Suppose also that Task 1 maintains an array that is needed by 
Job 2, Task 1 can pass the array to Job 2 by putting the array into an 
iRMX 86 segment, and designating the segment as the parameter object in 
the CREATE$JOB system call. Then the tasks of Job 2 can call the 
GET$TASK$TOKENS system call to obtain a token for the segment. 

In the foregoing example, the parameter object is a segment. However, 
you can use this technique to pass any kind of IRMX 86 object. 
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AVOID PASSING OBJECTS THROUGH SEGMENTS OR FIXED MEMORY LOCATIONS 

In the current version of the IRMX 86 Operating System, tokens remain 
unchanged when objects are passed from job to job. However, Intel 
reserves the right to modify this rules. In other words, if you pass 
objects from one job to another and you want your software to be able to 
run on future releases of the IRMX 86 System, obey the following 
guidelines: 

• Never pass a token from one job to another by placing the token 
in an iRMX 86 segment and then passing the segment. 

• Never pass a token from one job to another by placing the token 
in any memory location that the two jobs both access. 



COMPARISON OF OBJECT-PASSING TECHNIQUES 

There are several guidelines to consider when deciding how to pass an 
object between jobs: 

• If you are passing only one object from a parent job to a child 
job, use the parameter object when the parent creates the child. 

• If you are passing only one object but not from parent to child, 
use the object directory technique. It is simpler than using a 
mailbox. 

• If you need to pass more than one object at a time, you can use 
any of the following techniques: 

Assign an order to the objects and send them to a mailbox 
where the receiving job can pick them up In order. 

- Give each of the objects a name and use an object directory. 

- Write a simple type manager that packs and unpacks a set of 
objects. Then pass the sest of objects as one composite 
object. 



*** 
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CHAPTER 6 

SIMPLIFYING CONFIGURATION 

DURING DEVELOPMENT 



For your convenience, the configuration Information found in this chapter 
has been added to the IRMX 86 CONFIGURATION GUIDE. For any information 
that you might need concerning the following topics, refer to the IRMX 86 

CONFIGURATION GUIDE. 

Data segments 

Configuration 

Freezing locations of entry points 

The Interactive Configuration Utility (ICU) 

The LOC86 command 

Padding memory segments 



*A* 



Programming Techniques 6-1 




CHAPTER 7 

DEEADLOCK AND DYNAMIC 

MEMORY ALLOCATION 



This chapter is for anyoae who writes tasks which dynamically allocate 
memory, send messages, create objects, or delete objects. In order to 
understand this chapter, you should be familiar with the following 
concepts: 

• memory management in the iRMX 86 Operating System 

• using either IRMX 86 semaphores or regions to obtain mutual 
exclusion 



PURPOSE OF THIS CHAPTER 

Memory deadlock is not difficult to diagnose or correct, but it is 
difficult to detect. Because memory deadlock generally occurs under 
unusual circumstances, it can lie dormant throughout development and 
testing, only to bite you when your back is turned. The purpose of this 
chapter is to provide you with some special techniques that can prevent 
memory deadlock. 



HOW MEMORY ALLOCATION CAUSES DEADLOCK 

The following example illustrates the concept of memory deadlock and 
shows the danger that IRMX 86 tasks can face when they cause memory to be 
allocated dynamically. 

Suppose that the following circumstances exist for Task A and B which 
belong to the same job: 

• Task A has lower priority than Task B. 

• Each task wants two iRMX 86 segments of a given size, and each 
asks for the segments by calling the C RE ATE$ SEGMENT system call 
repeatedly until both segments are acquired. 

• The job's memory pool contains only enough memory to satisfy two 
of the requests. 

• Task B is asleep and Task A is running. 
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Now suppose that the following events occur In the order listed: 

1) Task A gets Its first segment. 

2) An interrupt occurs and Task B is awakened. Since Task B is of 
higher priority than Task A, Task B becomes the running task. 

3) Task B gets its first segment. 

The two tasks are now deadlocked. Task B remains running and continues 
to ask for its second segment. Not only are both of the tasks unable to 
progress, but Task B is consuming a great deal, perhaps all, of the 
processor time. At best, the system is seriously degraded. 

This kind of memory allocation deadlock problem is particularly insidious 
because it quite likely would not occur during debugging. The reason for 
this is that the order of events is critical in this deadlock situation. 

Note that the key event in the deadlock example Is the awakening of Task 
B just after Task A invokes the first CREATE$ SEGMENT system call, but 
just before Task A invokes the second GREAT E$ SEGMENT call. Because this 
critical sequence of events occurs only rarely, a "thoroughly debugged" 
system might, after a period of flawless performance, suddenly fail. 

Such intermittent failures are costly to deal with once your product is 
in the field. Consequently, the most economical method for dealing with 
memory deadlock is to prevent it. 



SYSTEM CALLS THAT CAN LEAD TO DEADLOCK 

A task cannot cause memory deadlock unless it causes memory to be 
allocated dynamically. And the only means for a task to allocate memory 
is by using system calls. If your task uses any of the following system 
calls, you must take care to prevent deadlock: 

any system call that creates an object 

any system call belonging to a subsystem other than the Nucleus 

SEND$MESSAGE 

DELETE$JOB 

DELETE$EXTENSION 

If a task uses none of the preceding system calls, it cannot deadlock as 
a result of memory allocation. 
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PREVENTING MEMORY DEADLOCK 

Using any one of the following techniques, you can eliminate memory 
deadlock from your system: 

• When a task receives an E$MEM condition code, the task should not 
endlessly repeat the system call that led to the code. Rather, 
it should repeat the call only a predetermined number of times. 
If the task still receives the E$MEM condition, it should delete 
all its unused objects, and try again. If the E$MEM code is 
still received, the task should sleep for a while and then 
reissue the system call. 

• If you have designed your system so that a job cannot borrow 
memory from the pool of its parent, you can use an iRMX 86 
semaphore or region to govern access to the memory pool. Then, 
when a task requires memory, it must first gain exclusive access 
to the Job's memory pool. Only after obtaining this access may 
the task issue any of the system calls listed above. 

The task's behavior should then depend upon whether the system 
can satisfy all of the task's memory requirements: 

If the system cannot satisfy all requirements, the task 
should delete any objects that were created and surrender the 
exclusive access. Then the task should again request 
exclusive access to the pool. 

If , on the other hand, all requests are satisfied, the task 
should surrender exclusive access and begin using the objectSi 

This technique prevents deadlock by returning unused memory to 
the memory pool, where it may be used by another task. 

• If you have designed your system so that a job cannot borrow 
memory from the pool of its parent, prevent the tasks within the 
job from directly completing for the memory in the job's pool. 
You can do this by allowing no more than one task in each job to 
use the system calls listed earlier. 



*** 
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CHAPTER 8 
GUIDELINES FOR STACK SIZES 



This chapter is for three kinds of readers: 

• Those who write tasks that create iRMX 86 jobs or tasks. 

• Those who write interrupt handlers. 

• Those who write tasks that are to be loaded by the Application 
Loader or tasks to be invoked by the Human Interface. 

In order to understand all of this chapter, you must be familiar with the 
IRMX 86 Debugger, and you must know which system calls are provided by 
the various subsystems of the iRMX 86 Operating System, You also must 
know the difference between maskable and nonmaskable interrupts. 
Finally, if you are writing an interrupt handler, you must know what an 
interrupt handler is. 



PURPOSE OF THIS CHAPTER 

This chapter has three purposes. If your are writing a task that creates 
a Job or another task, the purpose of this chapter is to help you compute 
the amount of stack that you must specify in the system call that 
performs the creation. If you are writing an interrupt handler, the 
purpose of this chapter is to inform you of stack size limitations to 
which you must adhere. If you are ^nriting a task that is to be loaded by 
the Application Loader or invoked by the Human Interface, the purpose of 
this chapter is to show you how much stack to reserve during the linking 
and locating process. 



STACK SIZE LIMITATION FOR INTERRUPT HANDLERS 

Many tasks running in the iRMX 86 Operating System are subject to two 
kinds of interrupts — maskable, and nonmaskable. When these interrupts 
occur, the associated interrupt handlers use the stack of the interrupted 
task. Consequently, you must know how much of your task's stack to 
reserve for these interrupt handlers. 

The IRMX 86 Operating System assumes that all interrupt handlers, 
including those that you write, reqtiire no more than 128 (decimal) bytes 
of stack, even if a task is interrupted by both a maskable and a 
nonmaskable interrupt. If when writing an interrupt handler you fail to 
adhere to this limitation, you expose your system to the risk of stack 
overflow. 
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In order to stay within the 128 (decimal) byte limitation, you must 
restrict the number of local variables that the interrupt handler stores 
on the stack. For interrupt handlers serving maskable interrupts, you 
may use as many as 20 (decimal) bytes of stack for local variables. For 
handlers serving the nonmaskable interrupt, you may use no more than 10 
(decimal) bytes. The balance of the 128 bytes is consumed by the 
SIGNAL$INTEEIRUPT system call, and by storing the registers on the stack. 

For more information about interrupt handlers, refer to the IRMX 86 
NUCLEUS REFERENCE MANUAL. 



STACK GUIDELINES FOR CREATING TASKS AND JOBS 

Whenever you invoke a system call to create a task, you must specify the 
size of the task's stack. And, since every new job has an initial task 
that is created simultaneously with the job, you must also designate a 
stack size whenever you create a job. 

When you specify a task's stack size, you should do so carefully. If you 
specify a number that is too small, your task might overflow its stack 
and write over information following the stack. This situation can cause 
your system to fail. On the other hand, if you specify a number that is 
too large, the excess memory will be wasted. So ideally, you should 
specify a stack size tliat is only slightly larger than what is actually 
required. 

This chapter provides you with two techniques for estimating the size of 
your task's stack. One technique is arithmetic, and the other is 
empirical. For best results, you should start with the arithmetic 
technique and then use the empirical technique for tuning your original 
estimate. 



STACK GUIDELINES FOR TASKS TO BE LOADED OR INVOKED 

If you are creating a task that Is to be loaded by the Application Loader 
or invoked by the Human Interface, you must specify the size of the 
task's stack during the linking or locating process. The arithmetic and 
empirical techniques in this manual will help you estimate the size of 
your task's stack. 



ARITHMETIC TECHNIQUE 

This technique provides you with a reasonable overestimate of your task's 
stack size. After you use this technique to obtain a first 
approximation, you may be able to save several hundred bytes of memory by 
using the empirical technique described later in this chapter. 
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The arithmetic technique is based on the fact that there are at most 
three factors affecting a task's stack. These factors are: 

• interrupts 

• iRMX 86 system calls 

• requirements of the task's code 

(For example, the stack used to pass parameters to procedures or 
to hold local variables in reentrant procedures.) 

You can estimate the size of a task's stack by summing the amount of 
memory needed to accommodate these factors. The following sections 
explain how to compute the stack requirements for the first three factors. 



STACK REQUIREMENTS FOR INTERRUPTS 

Whenever an interrupt occurs while your task is running, the interrupt 
handler uses your task's stack while servicing the interrupt. 
Consequently, you must ensure that your task's stack is large enough to 
accommodate the needs of two interrupt handlers — one for maskable 
interrupts, and one for nonmaskable interrupts. All interrupt handlers 
used with the iRMX 86 Operating system are designed to to ensure that, 
even If two interrupts occur (one maskable, one not), no more than 128 
(decimal) bytes of stack are required by the interrupt handlers. 



STACK REQUIREMENTS FOR SYSTEM CALLS 

When your task invokes an iRMX 86 system call, the processing associated 
with the call uses some of your task's stack. The amount of stack 
required depends upon which system calls you use. 

Table 8-1 tells you how many bytes of stack your task must have to 
support various system calls. To find out how much stack you must 
allocate for system calls, compile a list of all the system calls that 
your task uses. Scan Table 8-1 to find which of your system calls 
requires the most stack. By allocating enough stack to satisfy the 
requirements of the most demanding sjrstem call, you can satisfy the 
requirements of all system calls used by your task. 
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Table 8-1. Stack Requirements For System Calls 



System Calls 


Bytes (Decimal) 


S$SEND$ COMMAND 

C$GET$INPUT$PATHNAME 

C$GET$OUTPUT$PATHNAME 

C$GET$INPUT$CONNECTION 

C$GET$OUTPUT$CONNECTION 

ALL OTHER 
HUMAN INTERFACE 
SYSTEM CALLS 


800 
600 


S$LOAD$IO$JOB 

A$LOAD$IO$JOB 

A$LOAD 

S$OVERLAY 


440 
400 


EXTENDED l/O 
SYSTEM CALLS 


400 


BASIC I/O 
SYSTEM CALLS 


300 


CREATE$JOB 

DELETE$EXTKNSION 

DELETE$JOB 

DELETE $TASK 

FORCE$DELETE 

RESET$INTERRUPT 

ALL OTHER NUCLEUS CALLS 


225 
125 
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COMPUTING THE SIZE OF THE ENTIRE STACK 

To compute the size of the entire stack, add the following three numbers: 

• the number of bytes required for interrupts (128 decimal bytes) 

• the number of bytes required for system calls 

• the amount of stack required by the task's code segment 

You can use the sum of these three nuiabers as a reasonable estimate of 
your task's stack requirements. If you desire more accuracy, use the sum 
as a starting point for the empirical fine tuning described later in this 
chapter. 



EMPIRICAL TECHNIQUE 

This technique starts with an overly large stack and uses the iRMX 86 
Debugger to determine how much of the stack is unused. Once you have 
found out how much stack is unused, you can modify your task- and 
job-creation system calls to create smaller stacks. 

The cornerstone of this technique is the iRMX 86 Debugger. In order to 
use the Debugger, you must include it when you configure your application 
system. Information on how to do this is provided in the iRMX 86 
CONFIGURATION GUIDE. 

The Inspect Task command of the Debugger provides a display that includes 
the number of bytes of stack that have not been used since the task was 
created. If you let your task run a sufficient length of time, you can 
use the Inspect Task command to find out how much excess memory is 
allocated to your task's stack. Then you can adjust the stack-size 
parameter of the system call to reserve less stack. 

The only judgment you must exercise when using this technique is deciding 
how long to let your task run before obtaining your final measurement. 
If you do not let the task run long enough, it might not encounter the 
most demanding combination of interrupts and system calls. This could 
cause you to underestimate your task's stack requirement and could, 
consequently, lead to a stack overflow in your final system. 

Underestimation of stack size is a risk inherent in this technique. For 
example, your task might be written so as to use its peak demand for 
stack only once every two months. Yet you probably don't want to let 
your system run for two months just to save several hundred bytes of 
memory. You can avoid such excessive trial runs by padding the results 
of shorter runs. For instance, you might run your task for 24 hours and 
then add 200 (decimal) bytes to the maximum stack size. This padding 
reduces the probability of overflowing your task's stack in your final 
system. 
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CHAPTER 1 
OVERVIEW OF THE TERMINAL HANDLER 



The Terminal Handler supports real-time, asynchronous I/O between an 
operator's terminal and tasks running under the iRMX 86 Nucleus. It is 
intended for use in applications which require only limited I/O through a 
terminal, and it generally is used in applications that do not include 
the IRMX 86 I/O System. The features of the Terminal Handler include the 
following: 

• Line editing capabilities. 

• Keystroke control over output, including output suspension and 
resumption, and deletion of data being sent by tasks to the 
termina 1. 

• Echoing of characters as thejr are entered into the Terminal 
Handler's line buffer. 

An output-only version of the Terminal Handler is available for use in 
applications in which tasks send output to a terminal but do not receive 
input from the terminal. 



NOTE 

The terminal handler is intended 
primarily to support character-by- 
character input from a terminal, rather 
than computer-to-computer input. 



ORGANIZATION OF THIS MANUAL 

This manual consists of four chapters: 

• Chapter 1 — Overview of the Terminal Handler 

This chapter discusses the purpose of the Terminal Handler and 
introduces some of the features. 

• Chapter 2 — Using a Terminal with the IRMX 86 Operating System 

This chapter provides information that the operator needs in 
order to use a terminal with the iRMX 86 Operating System. 
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Chapter 3 — Programming CotiKideratlons 

This chapter contains the information that a programmer needs to 
write tasks that send data to, or receive data from, the 
terminal. 

Chapter 4 — Configuration 

This chapter identifies and describes the configurable features, 
characteristics, and identifiers of the Terminal Handler. 
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CHAPTER 2 
USING A TERMINAL WITH THE iRMX™ 86 

OPERATING SYSTEM 



When you are using a terminal with the iRMX 86 Operating System, you must 
limit the maximum priority of your tasks or they could interfere with the 
proper functioning of your terminal. High priority processor-bound tasks 
can cause the Terminal Handler to drop input characters. 

While using a terminal that is under control of the Terminal Handler, an 
operator either reads an output message from the terminal's display or 
enters characters by striking keys on the terminal's keyboard. Normal 
input characters are those destined for input messages that are sent to 
tasks. Special input characters direct the Terminal Handler to take 
special actions. The special characters are RUBOUT, Carriage Return, Line 
Feed, ESCape, control-C, control-0, control-Q, control-R, control-S, 
control-X, and control-Z. The output-only version of the Terminal 
Handler does not support any of the special characters. In the remainder 
of this chapter, the handling of these two types is discussed, and the 
significance of each of the special characters is explained. 



NOTE 

This chapter contains several references 
to mailboxes and request messages used 
by tasks to communicate with the 
termiLnal. If you are puzzled by such a 
reference, look in Chapter 3 for an 
explanation. 



HOW NORMAL CHARACTERS ARE HANDLED 

The destination of a normal character, when entered, depends on whether 
there is an input request message at the Terminal Handler's input request 
mailbox. If there is an input request message, the character is echoed 
to the terminal's display and goes into the input request message. If 
there is not an input request message, the character is deleted. 



HOW SPECIAL CHARACTERS ARE HANDLED 

Table 2-1 lists the special characters and summarizes the effects of each 
of them. The following text comprises complete descriptions of the 
effects of the special characters. In these descriptions, there are 
several references to "the current line." The current line consists of 
the data, with editing, that has been entered since the last end-of-file 
character. 
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Table 2-1. Special Character Summary 



Special 


1 — — • " 1 .1 . .| 


Character 


Effect 


RUBOUT 


Deletes previously entered character. 


Carriage 




Re turn 


Signals end of line. 


Line Feed 


Signals end of line. 


Escape 


Signals end of line. 


control-C 


Calls an application program. 


control-0 


Kills or restarts output. 


control-Q 


Resumes suspended output. 


control-R 


Displays current line with editing. 


control-S 


Suspends output. 


control-X 


Deletes the current line. 


control-Z 


Sends empty message. 



The following descriptions concern the special characters needed when 
entering data at the terminal. Most of these characters are for 
line-editing. Each description is divided into two parts: internal 
effects and external effects. The difference is that internal effects are 
those that are not directly visible, whereas external effects are 
immediately shown on the terminal's display. 



RUBBING OUT A PREVIOUSLY-TYPED CHARACTER (RUBOUT) 

Internal Effects: Causes the most recently entered but not yet deleted 

character to be deleted from the current line. If the 
current line is empty, there is no internal effect. 
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External Effects: 



If the current line is empty, the BEL character (07H) 
is sent to the terminal. Otherwise, the character is 
"rubbed out" in accordance with one of two available 
rubout modes. See Chapter 4 for a description of 
rubout modes. 



DISPLAYING THE CURRENT LINE (CONTROL-R) 
Internal Effects: None,, 



External Effects: 



Sends a carriage return and line feed to the terminal, 
followed by the current line. If the current line is 
empty, the previous line is sent to the display, where 
it can be line-edited and submitted as a new input 
message. 



DELETING THE CURRENT LINE (CONTROL-X) 

Internal Effects: Empties the current line. 

External Effects: Causes the sequence (#, Carriage Return, Line Feed) to 

be sent to the terminal. 



SENDING AN EMPTY MESSAGE (CONTROL-Z) 



Internal Effects: 



Puts a zero in the ACTUAL field of the input request 
message currently being processed. The message is then 
sent to the appropriate response mailbox. 



External Effects: None. 



SIGNALLING THE END OF A LINE OF INPUT (CARRIAGE RETURN, LINE FEED, OR 
ESCAPE) 



Internal Effects: 



External Effects: 



Puts either the ASCII end-of-transmission character 
(OAH in the case of Carriage Return or Line Feed) or 
the ESCape character (IBH) in the current line. Each 
of these characters signals the end of a message, so 
the input request message currently being constructed 
is sent to the appropriate response mailbox. 

If the end-of-line indicator is either Carriage Return 
or Line Feed, both Carriage Return and Line Feed are 
sent to the terminal. If the indicator is ESCape, 
however, there is no effect on the display. 
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OUTPUT CONTROL 

Output request messages that are sent to output mailboxes can be processed 
in one of three ways: 

• They can be outputted as described later In Chapter 3. 

• They can be queued at the output mailbox where they remain until 
an operator at the terminal takes action to permit processing of 
the messages. 

• They can be discarded. 

In the descriptions that follow, these methods of dealing with output 
requests are called the normal mode, the queueing mode, and the 
suppression mode, respectively. Initially, output is in the normal mode. 



SUSPENDING OUTPUT (CONTROL-S) 

Puts output in the queueing mode. 

RESUMING OUTPUT (CONTROL-Q) 

Negates the effects of control-S by allowing the display of output 
requests that are sent to the output mailbox. The output that has 
been suppressed is displayed (very quickly) in the order in which it 
would have been displayed earlier if the control-S had not been 
pressed. If you are overwhelmed by this output, you can stop it again 
by pressing control-S. 



DELETING OR RESTARTING OUTPUT (CONTROL-O) 

If output is in the normal mode, control-O puts it in the suppression 
mode. If output is in the suppression mode, control-O restores it to 
the normal mode. If output is in the queueing mode, control-O has no 
effect. Internally, the request messages that tasks send while output 
is being suppressed are returned to those tasks just as if the output 
had not been suppressed. 



PROGRAM CONTROL 

The remaining control character affects system behavior. 
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CALLING A USER-WRITTEN PROCEDURE MANUALLY (CONTROL-C) 

Control-C invokes a parameter-less, user-written procedure named 
RQ$ABORT$AP. This procedure, which miist be compiled under the COMPACT 
control, can perform any actions that suit the application. Often, as its 
name suggests, RQ$ABORT$AP aborts an application. If it is written by the 
user (and it need not be), RQ$ABORT$AP is not required to have a RETURN 
statement. 

Control-C also causes the effects produced by control-Z; that is, it 
returns the current input request message with its ACTUAL field set to 
zero. This is the case even if the application system does not contain an 
RQ$ABORT$AP procedure. 
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CHAPTER 3 
PROGRAMMING CONSIDERATIONS 



The IRMX 86 Terminal Handler supports terminal input and output by 
providing mailbox interfaces. Figure 3-1 shows the use of these 
mailboxes. In the figure, an arrow pointing from a task to a mailbox 
represents an RQ$SEND$ MESSAGE system call. An arrow pointing from a 
mailbox to a task indicates an RQ$RECEIVE$MESSAGE system call. 



PROVIDED 
BY USER 



PROVIDED 
BY USER 




USER 
TASKS 




TERMINAL 
HANDLER 




USER 
TASKS 



TERMINAL 
HANDLER 



Figure 3-1. Input And Output Mailbox Interfaces 



The protocol that tasks observe is much the same for input and output. 
In each case, the task Initiates I/O by sending a request message to a 
mailbox. An input request mailbox (default name RQTHNORMIN) and an 
output request mailbox (default name RQTHNORMOUT) are provided. These 
mailboxes are cataloged in the root job directory. In the case of 
multiple terminals, one input and one output mailbox will be cataloged 
for each Terminal Handler. (See Chapter 4 for more information about 
multiple versions of the Terminal Handler. ) Figure 3-2 illustrates the 
protocol for finding the root job token and for obtaining the input and 
output mailbox tokens. 



Terminal Handler 3-1 



PROGRAMMING CONSIDERATIONS 



/ ****************** AAA A AAA********* A AAAAAit A* j(:*jt****A*A*AA**AA A AAA******** 

* This example illustrates the protocol for finding the root job token * 

* and for obtaining the input and output mailbox tokens. * 

************AAAAA***A*AAA**A**AAAAAA****A***AAAAA*******AAA*AAAAAAA****** 

DECLARE rtjb$token WORD; 

DECLARE root$job LITERALLY '3'; 

DECLARE status WORD; 

DECLARE input$mbx$token WORD; 

DECLARE wait$forever LITERALLY 'OFFFFH'; 

/*By setting the input parameter to three, the GET$TASK$TOKEN primitive 
will return the root job's TOKEN.*/ 

rtjb$token = RQ$GET$TASK$TOKENS (rtjb$token, 

@status); 

/*The following LOOKUP$OBJECT primitives use the default mailbox names.*/ 

input$mbx$ token = RQ$LOOKUP$ OBJECT (rtjb$token, 

(3(10, 'RQTHNORMIN' ), 

wait$forever, 

@status); 

output$mbx$token = RQ$LOOKUP$0 EJECT (rtjb$token, 

@(11, 'RQTHNORMOUT' ), 

wait$forever, 

@status); 



Figure 3-2. Protocol For Obtaining Root Job And Mailbox Tokens 



Refer to the iRMX 86 NUCLEUS REFERENCE MANUAL for more information 
concerning the individual primitives used in the previous example. When 
a task sends a message to the Terminal Handler mailbox, the Terminal 
Handler processes the request and then sends a response message back to 
the requesting task. The task waits at a response mailbox for the 
message. Thus, whether a task does input or output, it first sends and 
then receives. The full details of the input and output protocols are 
described later in this chapter. Output is discussed first because it is 
somewhat easier to understand. 

For both input and output, a task sends a message segment to the Terminal 
Handler. The format of a request message is depicted in Figure 3-2. The 
numbers in that figure are offsets, in bytes, from the beginning of the 
segment. The field names have different meanings for input and for 
output. For both input and output, the first four fields are WORD 
values. The MESSAGE CONTENT field can be up to 132 bytes in length for 
input and up to 65527 bytes in length for output. 
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REQUEST MESSAGE 



EXCEPTION CODE 



MESSAGE 
CONTENT 



x-602 



Figure 3-3. Request Message Format 



In the following discussions, the names F$WRITE and F$READ are literal 
names for the particular WORD values 5 and 1, respectively. 



OUTPUT 

The first thing a task does when transmitting output is prepare an output 
request message. The task must fill in the following fields prior to 
sending the message: 

FUNCTION F$WRITE. 

COUNT the number of bytes (not to exceed 65527) in the MESSAGE 

CONTENT field. 

MESSAGE CONTENT the bytes that are to be output. 
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Having prepared the message segment, the task must send It to the output 
request mailbox. Messages sent to this mailbox are processed in a 
first-in-first-out manner. Processing a message involves sending the 
characters in the MESSAGE CONTENT field to the terminal until a total of 
COUNT characters have been sent. There is one exception; when the 
Terminal Handler encounters the en d-of -transmission character (OAH), it 
sends a Carriage Return and a Line Feed to the terminal. 

When sending the output request message, the task specifies a user- 
supplied response mailbox. If no response mailbox is specified, the 
Terminal Handler will delete the segment that contained the message. But 
note, if the the system call DISABLE$DELETION was used by the application 
engineer to make the segment containing the output message immune to 
ordinary deletion, the Nucleus will put the Terminal Handler into the 
asleep state because the Terminal Handler cannot execute deletion of the 
segment. This situation effectively eliminates the Terminal Handler as a 
functioning task. 

In addition to transmitting the message to the terminal, the Terminal 
Handler fills in the remaining fields in the output request message. The 
requesting task can wait indefinitely at the response mailbox (that is, 
it can call the RQ$RECEIVE$MESSAGE system call with a time limit of 
OFFFFH) immediately after sending the output request. By observing this 
protocol, the task can learn of the success or failure of the output 
attempt. The fields that provide this information are the following: 

• EXCEPTION CODE the encoded result of the output operation: 

- E$OK the operation was successful. 

E$PARAM the FUNCTION field in the message did not 

contain F$WRITE. 

E$BOUNDS the COUNT field in the message is too big for 

the segment, that is, COUNT + 8 is greater 
than the length of the segment containing the 
message* 

• ACTUAL the actual number of bytes output. 



In summary, the protocol observed by tasks doing output is as follows: 

• Prepare the output request message segment, filling in the 
FUNCTION, COUNT, and MESSAGE CONTENT fields. 

• Send the segment, via the RQ$SEND$MESSAGE system call, to the 
output request mailbox. It Is advisable, but not necessary, to 
specify a response mailbox in the system call. 

• Wait indefinitely, via the RQ$RECEIVE$MESSAGE system call, at 
the response mailbox. When received, the message contains the 
results of the transmission in the EXCEPTION CODE and ACTUAL 
fields. 
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INPUT 

The protocol for obtaining Input Is much the same as that for 
outputting. A message Is prepared and sent to a request mailbox; then, 
after the data has been Input, the message Is received at a response 
mailbox. There is a significant difference, however, between input and 
output protocols. Because the input is contained in the message segment 
at the response mailbox, it is necessary to designate a response mailbox 
and then wait there. 




CAUTION 



When multiple tasks use the same 
mailbox for input from the terminal, it 
is possible for a task to get input 
that is intended for another task. 



A task needing input first prepares an input request message. It must 
fill in the FUNCTION and COUNT fields prior to sending its request. The 
FUNCTION field must contain F$READ. The COUNT field reflects the maximum 
possible number of input characters in the input message. The value of 
COUNT must not exceed 132; moreover, COUNT + 8 must not exceed the length 
of the Input request message segment. 

When sending the input request message, the task must specify the 
response mailbox in its call to RQ$SEND$ MESSAGE. The Terminal Handler 
obtains characters from the terminal and places them in the MESSAGE 
CONTENT field. The message is terminated by an end-of-line character 
(Carriage Return, Line Feed, or ESCape). The lone exception is when the 
end-of-line character has been "normalized" by being preceded by a 
control-P; then the end-of-line character is treated as a normal 
character. 



NOTE 

If more than COUNT characters are 
entered prior to the end-of-llne 
character, the extra characters are 
ignored, and the control-G character is 
activated. This character usually 
causes the terminal to emit a beep tone. 



After the message is complete, the Terminal Handler fills in the 
EXCEPTION CODE and ACTUAL fields as follows: 

• EXCEPTION CODE the encoded result of the Input operation, 

which is one of the following: 

E$OK the operation was successful. 
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E$PARAM either the FUNCTION field in the message did not 

contain F$READ or the COUNT field was greater 
than 132. 

E$BOUNDS COUNT + 8 is greater than the length of the 

message segment. 

• ACTUAL the number of bytes actually entered and placed in the 

MESSAGE CONTENT field. 

The requesting task must wait indefinitely (that is, it must make a 
RQ$RECEIVE$MESSAGE system call with a time limit of OFFFFH) at the 
designated response mailbox immediately after sending the input request. 

In summary, the input protocol is as follows: 

• Prepare the input request message segment, filling in the 
FUNCTION and COUNT fields. 

• Send the segment, via the RQ$SEND$MESSAGE system call, to the 
input request mailbox. In the call, specify a response mailbox. 

• Wait indefinitely, via the RQ$RECEIVE$MESSAGE system call, at the 
response mailbox. When received, the message segment will 
contain the results of the input operation in the MESSAGE 
CONTENT, EXCEPTION CODE, and ACTUAL fields. 



*** 
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CHAPTER 4 
CONFIGURATION 



The Terminal Handler is a configurable layer of the Operating System. It 
contains several options that you can adjust to meet your specific 
needs. To make configuration choices, Intel provides three kinds of 
information: 

• A list of configurable options. 

• Detailed information about the options. 

• Procedures to allow you to specify your choices. 

The balance of this chapter provides the first category of information. 
To obtain the second and third categories of information, refer to the 
IRMX 86 CONFIGURATION GUIDE. 



CONFIGURABLE OPTIONS 

Some Terminal Handler features, characteristics, and identifiers are 
configurable. Configurability is important for applications with unusual 
characteristics, such as a component hardware environment or multiple 
terminal handlers. The following sections describe the configurable 
options available on the Terminal Handler. 



SELECTING A VERSION OF THE TERMINAL Hj^USTOLER 

The iRMX 86 Terminal Handler is available in two different versions: 

• Input and Output 

• Output-only 

The input and output version allows you to enter characters at the 
terminal as well as receive data. The output-only version is useful in 
applications in which tasks send output to a terminal but do not receive 
input from the terminal. 
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BAUD RATE 

You can set the baud rate for the Terriltial Handler to any of the 
following values: 

110 

150 

300 

600 
1200 
2400 
4800 
9600 
19200 

The default baud rate for the Terminal Handler is 9600. 



Baud Count 

The baud count provides a way to calculate internal timer values given 
the clock input frequency. If your system's programmable interval timer 
(PIT) has a clock input frequency other than 1.2 288 megahertz, you must 
set the baud count. The default value for the baud count is 4. 



RUB OUT MODE AND BLANKING CHARACTER 

As previously mentioned, there are two ways to rubout a character: 

• Copying mode 

• Blanking mode 

In the copying mode, the character being deleted from the current line is 
re-echoed to the display. For example, entering "CAT" and then striking 
RUBOUT three times results in the display "CATTAC", 

In the blanking mode, the deleted character is replaced on the CRT screen 
with the blanking character. For example, entering "CAT" and then 
striking RUBOUT three times deletes all three characters from the display. 

The copy mode is the default mode. The default blanking character for 
the blanking mode is a space (20H). 
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USART 

The USART Is a device that, depending upon the application, can be used 
either to convert serial data to parallel data or to convert parallel 
data to serial data. The Terminal Handler requires a 825 lA USART as a 
terminal controller. You can specify 

• The port address of the USART. The default value for the port 
address is 0D8H 

• The interval between the port addresses for the USART. 

• The number of bits of valid data per character that can be sent 
from the USART. The default value for the number of bits is 7. 



PIT 

The Terminal Handler requires a PIT as an input to the USART. You can 
specify the following information about the programmable interval timer 
(PIT): 

• The port address of the PIT. The default value for the port 
address is ODOH. 

• The interval between the port addresses for the PIT. 

• The number of the PIT counter connected to the USART clock 
input. The default value is 2. 



MAILBOX NAMES 

You can change the default names of both the input mailbox (RQTHNOTMIN) 
and the output mailbox (RQTHNORMOUT). The new names must not be over 12 
alphanumeric characters in length. 



INTERRUPT LEVELS 

You can specify the interrupt levels used by the Terminal Handler for 
input and output. You choose interrupt levels by selecting a value that 
corresponds to a particular interrupt value. The default value for the 
input interrupt level is 68H and the default value for the output 
interrupt level is 78H. 
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CREATING MULTIPLE VERSIONS OF THE TER^[INAL HANDLER 

Your IRMX 86 system can contain multiple version of the Terminal 
Handler. This may be desirable If, for example, you have two tasks that 
use the Terminal Handler and you want to communicate with these tasks 
from separate terminals. In order to create multiple versions of the 
Terminal Handler, you must obey the following rules: 

• Each Terminal Handler must use different input and output mailbox 
names. 

• Each Terminal Handler must use a unique USART. 

• Each Terminal Handler must use different Interrupt levels. 

• The code for the Terminal Handlers must be located in different, 
non-overlapping areas; each Terminal Handler must have its own 
data area. 

• Each Terminal Handler must have a separate job. 



Refer to the iRMX 86 CONFIGURATION GUIDE for detailed Information about 
the previously described rules. If you adhere to these rules, you can 
create multiple versions of the Terminal Handler in your application 
system. 



**-f: 
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CHAPTER 1 
INTRODUCTION 



The development of almost every software application requires debugging. 
To aid in the development of iRMX 86 based systems, Intel provides 
various debugging tools. 



OVERVIEW OF IRMX 86 OPERATING SYSTEM DEBUGGING TOOLS 

This section will give an overview of some of the debugging tools 
available from Intel for UIMX 86 based systems 



iRMX 86 DEBUGGER 

The first tool available for system debugging is the IRMX 86 Debugger. 
The Debugger's essential power is in its ability to allow a software 
engineer to dynamically examine the data structures handled by the 
iRMX 86 operating system. For example, the Debugger can show which tasks 
are waiting at a particular mailbox while the application program is 
running. This capability permits you to easily debug a multitasking 
operation. 

The Debugger supplies its own Terminal Ftandler, which includes all of the 
capabilities described in the iRMX 86 TERMINAL HANDLER REFERENCE MANUAL. 
Your application software can make use of the Debugger's Terminal 
Handler, or you can include a separate version (or versions) of the 
Terminal Handler in your system configuration for application use. Refer 
to the iRMX 86 CONFIGURATION GUIDE for further configuration information. 



SYSTEM DEBUG MONITORS 

The second tool available to the programmer is the Intel series of 
monitors. In this group are the IRMX 86 System Debug Monitor (SDB), the 
ISDM 86 monitor, and the iSBC 286 monitor. All of these system debug 
monitors can, among many other functions, single step instruction code, 
set execution and memory breakpoints, display memory in various formats 
(such as ASCII), perform I/O read and write operations, and move, search, 
and compare blocks of memory. The IRMX System Debugger Monitor (SDB) 
extends the use of the monitors so that you can directly examine 
Operating System data structures. For more information on the monitors, 
consult the following manuals: iSDM 86 SYSTEM DEBUG MONITOR REFERENCE 
MANUAL; the iSDM 286 SYSTEM DEBUG MONITOR REFERENCE MANUAL; or the IRMX 
86 RELEASE 6 SYSTEM DEBUG REFERENCE MANIFAL. 
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IN-CIRCUIT EMULATORS 

The third debugging tool provided by Intel is the In-Circuit Emulator 
(ICE). The ICE lets you get closer to the system hardware by permitting 
you to examine the state of input pins and output ports, to set 
breakpoints, to look at the most recent 80 to 150 assembly language 
instructions, and to use the memory of your Intel Microprocessor 
Development System as if that memory were on your prototype board. For 
more information on the capabilities of the ICE, consult the 
ICE-86/ICE-88 MICROSYSTEMS IN-CIRCUIT EMULATOR OPERATION INSTRUCTIONS FOR 
ISIS-II USERS MANUAL. 



CRASH ANALYZER 

The fourth tool available for debugging iRMX 86 based systems is the 
Crash Analyzer. The Crash Analyzer is an utility used to dump the 
contents of memory into a file while formatting that information for 
display or printing. The file produced from the memory dump will allow 
you to see the state of every object at the time of the dump. For 
example, the programmer can see the size of memory segments when the dump 
occurred. For more information on the Crash Analyzer see the iRMX 86 
CRASH ANALYZER REFERENCE MANUAL. 



iRMX" 86 DEBUGGER IMPLEMENTATION ON iAPX 186/286 CPUs 

One of the advantages of the iRMX 86 Operating System is that it can be 
implemented using one of several Intel microprocessors. As a result, the 
use of the iRMX 86 Debugger does not change even though the 
microprocessor running the operating system maybe the iAPX 86, iAPX 18 6, 
IAPX 88, IAPX 188, or the iAPX 286 CPUs. This occurs because the 
Debugger acts on those features, such as registers, which the iAPX 86 and 
iAPX 186/286/88/188 microprocessors have in common. Thus, the iRMX 86 
Debugger will appear to see an iAPX 86 CPU although another 
microprocessor may be physically running the system. (In the iAPX 286 
microprocessor this is achieved by using the Real Address Mode.) 

The same principle of compatability mentioned previously applies for the 
Numeric Processor Extension (NPX) used by the particular 
microprocessors. The iRMX 86 Debugger will see only those registers 
which the 8087 NPX has in common with the other Numeric Processor 
Extensions (e.g. the iAPX 286/20 processor). 
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OVERVIEW OF THE CAPABILITIES OF THE IRMX" 86 DEBUGGER 
The iRMX 86 Debugger enables you to do the following: 

• Use the Debugger as a task, job, or system exception handler. 

• View IRMX 86 object lists, including the lists of jobs, tasks, 
ready tasks, suspended tasks, asleep tasks, task queues at 
exchanges, object queues at mailboxes, exchanges, and IRMX 86 
segments. 

• Inspect jobs, tasks, exchanges, segments composites, and 
extensions. 

• Examine and/or alter the contents of absolute memory locations. 

• Set, change, view, and delete breakpoints. 

• View the list of tasks that have incurred breakpoints and remove 
tasks from it. 

• Declare a task to be the breakpoint task. 

• Examine and/or alter the breakpoint task's register values. 

• Set, change, view, and delete special variables for debugging. 

• Deactivate the Debugger. 



INVOKING THE DEBUGGER 

You can invoke the Debugger from your iRMX 86 terminal by entering: 

control-D 

The Debugger responds with its sign-on message: 

IRMX 86 DEBUGGER <verslon no.> 
Copyright <year> Intel Corporation 



The asterisk is the prompt character for the Debugger. It Indicates that 
the Debugger is ready to accept additional Input from the terminal. 

In addition to the functions the Debugger can perform when it has been 
invoked, there are two services it can perform at any time, even when not 
invoked. First, if a task encounters a breakpoint, the Debugger responds 
as described In Chapter 4. 

Second, if a task has the Debugger as its exception handler and the task 
causes an exceptional condition, then the Debugger displays a message to 
that effect at the terminal. A task can get the Debugger as its 
exception handler in one of the following ways: 
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By using the SET$EXCEPTION$HANDLER system call. 

By acquiring the Debugger as the default exception handler. This 
is done at configuration time. Refer to the iRMX 86 CONFIGURATION 
GUIDE for a description of the this process. 

By having the Debugger declared as the exception handler when the 
task is created with CREATE$JOB or CREATE$TASK. An example of 
code setting up one of these calls is the following: 

RQ$DEBUGGER$EX: PROCEDURE (EX$CODE, PARAM$NO, RESERVED, 

NDP$STATUS, DUMMY$IF$COMPACT) EXTERNAL; 



DECLARE 




EX$CODE 


WORD, 


PARAM$NO 


BYTE , 


RESERVED 


WORD, 


NDP$STATUS 


WORD, 


DUMMY$ I F$ COMPACT 


WORD; 


END RQ$DEBUGGER$EX; 





DECLARE EXCEPT$ BLOCK STRUCTURE ( 
EXCEPT$PROC POINTER, 
EXCEPT$MODE BYTE) ; 



EXCEPT$BLOCK.EXCEPT$PROC = @RQ$DEBUGGER$EX ; 
EXCEPT$BLOCK.EXCEPT$MODE = ZERO$ONE$TWO$OR$THREE; 



RQ$CREATE$ JOB( . . . ,@EXCEPT$BLOCK, . . . ) ; 

or 
RQ$CREATE$TASK( . . . ,@EXCEPT$BLO<X, . . . ) ; 

For this code to work, the task code must be linked to the 
CROOT.LIB library that is supplied with the Nucleus. The 
DUMMY$IF$COMPACT parameter in the RQ$DEBUGGER$EX declaration is a 
dummy parameter that you must include if your task is compiled 
using the PL/M-86 COMPACT. 



*** 
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In addition to the Debugger commands listed in Chapter 4, the Debugger 
recognizes several special characters. This chapter lists these 
characters and describes their functions. 



END-OF-LINE CHARACTERS 

The Debugger obtains input one line at a time from its Terminal Handler. 
The end-of-line characters separate individual input lines. The Debugger 
recognizes three end-of-line characters. They are: 

Carriage Return 
Line Feed 
Escape 

Both Carriage Return and Line Feed send the current input line to the 
Debugger for processing. ESCape causes the Debugger to discard the 
current input line and display a prompt. 



CONTROL-S 



The Debugger generates display at the iRMX 86 terminal by sending output 
messages to its Terminal Handler. Application tasks can also send 
messages to the same terminal. To suppress output from application tasks 
during a debugging session, type control-S. The Debugger then stores the 
output from application tasks until you type control-Q. If you do not 
enter control-S, any output from tasks is interspersed with output from 
the Debugger. Control-S has no effect on output from the Debugger. 



CONTROL-Q 

Control-Q negates the effect of a previously entered control-S 
character. To resume the output from tasks, t3rpe control-Q. Control-Q 
also causes the Debugger to display all output that was suppressed by 
control-S. Control-Q has no effect on output from the Debugger. 



CONTROL-0 

Certain Debugger command responses are lengthy and can roll off the 
screen. To freeze the top part of such a display before it disappears, 
enter control-O. This discards all output including Debugger prompts 
until you enter another control-O. The discarded output cannot be 
retrieved. 
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CONTROL-D 

Occasionally you will want to terminate a Debugger memory command 
function response before it is finished. For example, if you asked for a 
display of memory locations OOOOH to OFFFFH, it would be natural to 
change your mind. To abort the display and regain the Debugger prompt, 
enter control-D. 

Note that control-0 affects the display only, whereas control-D stops the 
function entirely. 



AAA 
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COMMAND SYNTAX 



When using the IRMX 86 Debugger, you sit at a terminal and type 
commands. This chapter describes the syntactical standards for commands 
to the Debugger, and it introduces notatlonal conventions that are used 
throughout this manual. 



CONVENTION S 

The first one or two characters of a coiranand constitute a key sequence 
for the command: 

• Most Debugger commands are specified by one or two letters. The 
key letters or pairs of letters are BL, BT, D, DB , G, I, L, M, N, 
Q, R, V, and Z. 

• In a few cases, a command is specified by beginning the command 
with a name. A name, for the Debugger, must consist of a period 
followed by a variable name. 

After the key initial sequence, a command may be followed by one or more 
parameters or additional specifiers. Blanks are used as delimiters 
between elements of a command; they are mandatory except as follows: 

• Immediately after a command key that is not a name. 

• Between a letter or digit and a non-letter, non-digit. The legal 
characters of the latter type are the following: ; @ = / 
:()* + -, 



PICTORIAL REPRESENTATION OF SYNTAX 

In this manual, a schematic device illustrates the syntax of commands. 
The schematic consists of what looks like an aerial view of a model 
railroad setup, with syntactic entities scattered along the track. 
Imagine that a train enters the system at the upper left, drives around 
as much as it can or wants to (sharp turns and backing up are not 
allowed), and finally departs at the lower right. The command it 
generates in so doing consists, in order, of the syntactic entities that 
it encounters on its journey. For example, a string of A's and B's, in 
any order, would be depicted as: 
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_£ 



> •- 



<Z>- 



> *- 



<z>- 



^^ — >- 



If such a string has to begin with an A, the schematic could be drawn as: 




In the second drawing, it is necessary to represent the letter A twice 
because A is playing two roles. It is the first symbol (necessarily) and 
it is a symbol that may (optionally) be used after the first sjmibol. 
Note that a train could avoid the second A but cannot avoid the first A. 
The arrows are not necessary and henceforth are omitted. 



SPECIAL SYMBOLS FOR THE DEBUGGER 

The entities that will be used in the remainder of this manual, as A and 
B were used in the previous paragraph, are the following: 

• CONSTANT. Constants are always hexadecimal. Unlike such 
constants in PL/lyfr-86, they do not require an H as the last 
character. H's may be used if desired. Leading zeroes are not 
necessary unless they help to distinguish between constants and 
other things. For example, AH is a register in the iAPX 86, but 
OAH is a constant. 

• NAME. A name is a period followed by up to 11 characters, the 
first of which must be alphabetic. The other characters can be 
alphabetic, numeric, question marks (?), or dollar signs ($). 

Examples: 

.task 

.mailbox$7 
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ITEM. An Item is either an expression or one of the segment 
registers of the given CPU. The values of items are used 
variously as tokens and as offsets in Debugger commands. 
Graphically, an item is defined in Figure 3-2. 

EXPRESSION. As in algebra, an expression is either a term or is 
the result of adding and subtracting terms. Also as in algebra, 
a term is a product; each factor in the product is either a 
constant, a name, a parenthetical expression, or one of the 
registers AX, BX, CX, DX, DS, ES, SS, CS, IP, FL, SI, DI, BP, 
and SP. Graphically, term and expression are shown in Figure 
3-1: 



NOTE 

If the computed value of an expression 
is too large to fit into four 
hexadecimal digits, then only the low 
order four digits are used. 



ITEM: 




1542 



Figure 3-1. Syntax Diagram For Item 
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EXPRESSION: 



-<£>-■ 



Figure 3-2. Syntax Diagrams For Term And Expression 



*** 
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DEBUGGER COMMANDS 



This chapter presents the details of the Debugger commands. It is 
divided into several sections, each of which describes a related group of 
commands. The command groupings are as follows: 

Symbolic Name Commands 

Breakpoint Commands 

Memory Commands 

Commands to Inspect iRMX 86 Objects 

Commands to View Object Lists 

Commands to Exit the Debugger 

Each section contains a general information portion followed by detailed 
command descriptions. 

Between this introduction and the discussions of the individual commands 
is a command dictionary. This dictionary, which lists the commands in 
alphabetical order, includes short descriptions and page numbers of the 
complete descriptions in this chapter. Those commands which are not 
associated with specific command letters are listed at the end of the 
dictionary. 

Because the iRMX 86 operating system can run under several 
microprocessors, the generic term "CPU" will be used in place of the 
names iAPX 86, iAPX 186, lAPX 88, lAPX 188, and lAPX 286. 
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DEBUGGER COM^IANDS 
COMMAND DICTIONARY 

Connnand Page 

B — Viewing breakpoint parameters 4-15 

BL — Viewing the breakpoint list 4-18 

BT — Establishing the breakpoint task 4-19 

BT — Listing the breakpoint task 4-20 

D — Defining numeric variables 4-6 

DB — Defining a breakpoint 4-23 

G — Resuming task execution 4-27 

IC — Inspecting a composite 4-54 

IE — Inspecting an exchange 4-56 

IG — Inspecting a segment. 4-61 

IJ — Inspecting a job 4-63 

IT — Inspecting a task 4-67 

IX — Inspecting an extension. 4-70 

L — Listing numeric and breakpoint variables 4-7 

M — Changing memory 4-40 

M — Examining memory 4-48 

M — Setting the current display mode 4-52 

N — Altering the breakpoint task's NPX registers 4-28 

N — Viewing the breakpoint task's NPX registers 4-30 

Q — Exiting the Debugger 4-86 

R — Altering the breakpoint task's registers 4-32 

R — Viewing the breakpoint task's registers 4-34 

VA — Viewing asleep tasks 4-73 

VC — Viewing composites 4-74 

VE — Viewing exchanges 4-75 
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Command 



Page 



VG — Viewing segments 

V J — Vi ewing jobs 

VM — Viewing mailbox object queues. 

VR — Viewing ready tasks 

VS — Viewing suspended tasks....... 

VT — Vi ewing t asks 

VW — Viewing waiting task queues... 

VX — Viewing extensions 

Z — Deleting a breakpoint 

Z — Deleting numeric variables 

Changing a breakpoint 

Changing numeric variables 

Examining a breakpoint 



4-76 

4-77 

4-78 

4-79 

4-80 

4-81 

4-82 

4-83 

4-36 

4-9 

4-21 

4-5 

4-25 
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SYMBOLIC NAME CO M MANDS 

For your convenience during debugging, the Debugger supports the use of 
alphanumeric variable names that stand for numerical quantities. The 
names and their associated values can be accessed by the Debugger from 
any of the following sources: 

• A Debugger-maintained symbol table. The table contains 
name/value pairs that have been cataloged by the Debugger as 
numeric variables. This section describes commands for 
defining, changing, listing, and deleting numeric variables. 

• The object directory of the current job. The current job is 
defined to be the job that contains the breakpoint task. (The 
command used to establish the breakpoint task is contained in 
the "Breakpoint Commands" section of this chapter.) If there is 
no breakpoint task, the current job is the root job. 

• The object directory of the root job. 



When you use a symbolic name that is not the name of a breakpoint 
variable, the Debugger searches these sources in the order just listed. 

Suppose that you want to refer to a particular task by means of the name 
.TASKOOl. If the task is cataloged in the object directory of either the 
root job or the current job, then the Debugger will go to the appropriate 
directory and fetch a token for the task whenever the name .TASKOOl is 
used in a Debugger command. If the task is not so cataloged, you can use 
VJ (view job), IJ (inspect job), VT (view task), and IT (inspect task) 
commands to deduce a token for the task. Then you can define .TASKOOl to 
be a numeric variable whose value is that token. 
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CHANGING NUMERIC VARIABLES 



This command changes the value of an existing nimerlc variable, 
syntax for this command is as follows: 



The 




PARAMETERS 
NAME 
ITEM 



Name of an existing numeric variable. 

An expression or the name of an CPU segment register. 
The value of ITEM is associated with the variable name 

NAME. 



B 



DESCRIPTION 

This command removes from the Debugger symbol table the value originally 
associated with NAME, and replaces it with the value of ITEM. 



t 

If 



EXAMPLES 

.TASKA = 2F00 

This command changes the value of .TASKA to 2F00h. 
.TASKA = .TASKB 



This command changes the value of .TASKA to that of .TASKB. In a 
previous example, .TASKB had a value of 2B8Ch. Therefore, this command 
changes the value of .TASKA to 2B8Ch. 
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DEFINING NUMERIC VARIABLES — D 



This command associates a variable name with a numeric value. The syntax 
for the D coiranand is as follows: 




PARAMETERS 

NAME 



ITEM 



Name of the variable. This must be a period followed 
by up to 11 characters, the first of which must be 
alphabetic. The other characters can be alphabetic, 
numeric, question marks (?), or dollar signs ($), 

An expression or the name of an CPU segment register. 
The value of ITEM is associated with the variable name 
NAME. 



DESCRIPTION 

This command places NAME and the value of ITEM into the Debugger symbol 
table. You can use this command to create symbolic names for tokens, 
registers, or any other values. Then, you can use the symbolic names in 
other Debugger commands instead of entering the actual hexadecimal values. 



EXAMPLES 

D .TASKA = 2DC3 



This command creates a symbol called .TASKA in the Debugger's local 
symbol table and assigns this symbol the hexadecimal value 2DC3, 



Debugger 4-6 



LISTING NUMERIC AND BREAKPOINT VARIABLES - L 



LISTING NUMERIC AND BREAKPOINT VARIABLES — L 



This command lists numeric aad breakpoint variable names and their 
associated values. The syntax for the L command is as follows: 




PARAMETER 
NAME 



Name of an existing numeric or breakpoint variable. 
If entered, the Debugger lists the name and value of 
the Indicated name only. 



DESCRIPTION 

The L command lists all numeric and breakpoint variable names and their 
associated values. (Breakpoint variables are described in the 
"Breakpoint Commands" section of this chapter.) Specifying NAME instead 
of L causes only one pair to be listed. In either case, one pair is 
listed per line in the format: 

NAME=xxxx 

where xxxx Is the associated value. 



EXAMPLES 




L 
BP=2DC3:00FF 




MBOX 


2F34 


TASKA 


2DC3 


TASKS 


2B8C 


TASKC 


2D8A 


TASKD 


2CEF 


* 





This command lists the names and values of all the numeric and breakpoint 
variables in the Debugger's local s3raibol table. It lists one breakpoint 
variable (.BP) and four numeric variables (.TASKA, .TASKB, .TASKC, and 
.TASKD). 
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EXAMPLES (continued) 

.TAS KA 

TASKA=2DC3 
* 

This command lists the value associated with the variable .TASKA. 
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DELETING NUMERIC VARIABLES — Z 



This command deletes a rmmeric variable. The syntax for the Z command is 
as follows: 




PARAMETER 

NAME 



Name of an existing nimieric variable to be deleted. 



DESCRIPTION 

This command removes the NAME and associated value from the Debugger's 
symbol table. 



EXAMPLE 

Z .TASKA 

This command deletes the numeric variable .TASKA. 
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BREAKPOINT COMMANDS 

The Debugger provides you with the ability to set, change, view, or 
delete breakpoints. You set a breakpoint by defining an act which a task 
can perform. When a task performs the act, It incurs the breakpoint, 
causing its execution to cease. The Debugger supports three kinds of 
breakpoints: 

• Execution breakpoint. A task incurs an execution breakpoint 
when it executes an instruction that is at a designated location 
in memory. 

• Exchange breakpoint. A task incurs an exchange breakpoint when 
it performs a designated type of operation (send or receive) at 
a designated exchange. 

• Exception breakpoint. A task incurs an exception breakpoint if 
its exception handler has been declared to be the Debugger and 
the task causes an exceptional condition of the type that 
invokes its exception handler. 

When a task incurs a breakpoint (of any type), three things occur 
automatically: 

• The task is placed in a pseudostate called "broken". Depending 
on the breakpoint options selected, the broken task and the 
tasks in the containing Job might be suspended. 

• If suspended, the broken task (and suspended tasks, if any) is 
(are) placed on a Debugger-maintained list called the breakpoint 
list. You can resume a task on the breakpoint list or you can 
remove it from the list. 

• At the terminal, a display informs you that a breakpoint has 
been incurred. It also provides information about the event. 

Each task on the breakpoint list is assigned a breakpoint state, which 
reflects the kind of breakpoint last incurred by the task. The states 
are as follows: 

X The task Incurred an execution breakpoint. 

E The task incurred an exchange breakpoint. 

2 The task incurred an exception breakpoint. 

N The task was placed on the breakpoint list when 

another task in the same Job incurred a breakpoint 
which had been set with the DB command (described 
later) using the J option. 
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You set an execution or exchange breakpoint with the DB command by 
defining a breakpoint variable and assigning it a breakpoint request. 
The request specifies to the Debugger the nature of the breakpoint, and 
the variable provides you with a convenient means of talking to the 
Debugger about the breakpoint. Using the breakpoint variable, you can 
cancel the breakpoint or replace it with a new one. 

If you want to monitor a particular task that has not necessarily 
incurred a breakpoint, you can designate it to be the breakpoint task. 
If the task is not on the breakpoint list when you do this, the task is 
suspended. However, it is not placed on the breakpoint list. After 
designating a breakpoint task, you can examine and alter some of its 
registers. You can also ascertain the breakpoint state of the task. 
When ready, you can easily resume the task. 

The Debugger displays information when a task incurs a breakpoint. The 
format of the display depends on the kind of breakpoint incurred. 

When the task is accessing a region, the Debugger cannot process 

breakpoints normally. When this situation occurs, the Debugger displays ^- 

the following message: P 



TASK IN REGION INCURRED BREAKPOINT: bp-var, TASK=j JJ jJ/ttttT 
FULL BREAKPOINT INFORMATION NOT AVAILABLE 
TASK NOT PLACED ON BREAKPOINT LIST ^ 



wher e : 



bp-var The name of the breakpoint variable. 

trr 

jjjj A token for the task's job. 
tttt A token for the task,, 



EXECUTION BREAKPOINT DISPLAY 

The Debugger displays the following information when a task incurs an 
execution breakpoint. 



bp-var: E, TASK=j j j jJ/ttttq, CS=cccc, IP=iiii 



where: 

bp-var The name of the breakpoint variable, 
jjjj A token for the task's job. 
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tttt 

q 

cccc 
liii 



A token for the task. 

Either T (for task) or * (indicating that the task has 
overflowed its stack). 

The base of the code segment in which the breakpoint 
was set. 

The offset of the breakpoint within its code segment. 



EXCHANGE BREAKPOINT DISPLAY 



The Debugger displays the following information when a task incurs an 
exchange breakpoint: 



bp-var: a, EXCH=j jj jJ/xxxxe, TASK=j j j jj/ttttq, ITEM=itera 



where: 



bp-var 



JJJJ 



XXX X 



tttt 
q 

item 



The name of the breakpoint variable. 

Indicates which kind of operation (S for send or R for 
receive) caused the breakpoint to be incurred. 

A token for the job containing the exchange whose 
token follows. 

A token for the exchange. 

Indicates the type of the exchange (M for mailbox, S 
for semaphore, R for region). 

A token for the task. 

Either T (for task) or * (indicating that the task has 
overflowed its stack). 

One of the following: 

If the exchange is a mailbox, this field lists a pair 
of tokens, of the form: 

JJiJ-J/oooot, 

wher e : 

JJJJ A token for the mailbox's containing job. 



Debugger 4-12 



DEBUGGER COMMANDS 



oooo A token for the object being sent or 
received. 

t The type of the object being sent or 

received (J for job, T for task, M for 
mailbox, S for semaphore, G for segment, 
R for region, X for extension, and C for 
composite). 

If the kind of operation was receive, but no object 
was there to be received, item is 0000. 

If the exchange is a semaphore, this field lists the 
number of units held by the exchange. 



EXCEPTION BREAKPOINT DISPLAY 

The Debugger displays the following information when a task incurs an 
exception breakpoint: 



EXCEPTION: jjjjj/ttttT, CS=cccc, IP=iiii, TYPE=wwww, PARAM=vwv 



where: 



JJJJ 



tttt 



A token for the job which contains the task that 
caused the exception condition. 

A token for the task that caused the exceptional 
condition. 



cccc and Respectively, the contents of the lAPX 86 CS 
iiii and IP registers when the exceptional condition 
occurred. 



wwww 



WW 



The numerical value of the exception code; reflects 
the nature of the exceptional condition. Refer to 
the iRMX reference manuals for the mnemonic 
condition codes and their numerical equivalents. 

The number (0001 for first, 0002 for second, etc.) 
of the parameter that caused the exceptional 
condition. If no parameter was at fault, wvv is 
0000. 
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EXCEPTION BREAKPOINT DIFFERENCES 

Exception breakpoints differ from execution and exchange breakpoints in 
several respects: 

• It is not possible to set, change, view, or delete exception 
breakpoints by using the commands of the Debugger. Instead, each 
task can set an exception breakpoint by declaring the Debugger to 
be its exception handler. The task can subsequently delete the 
breakpoint by declaring a different exception handler. However, 
like the other kinds of breakpoints, once a task incurs an 
exception breakpoint and is placed on the breakpoint list, you 
can cause it to resume execution with the same command (the G 
command) that is used to resume other tasks on the breakpoint 
list. 

• An exception breakpoint is set for a particular task. Execution 
and exchange breakpoints are set for no particular task; any task 
can incur such a breakpoint. 

• An exception breakpoint is not known to the Debugger by a 
breakpoint variable name. 

The handling of exception breakpoints is significantly different from 
that of execution and exchange breakpoints. For example, exception 
breakpoints cannot be viewed, but the other breakpoints can be. Wherever 
this distinction applies, this chapter points it out. 
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VIEWING BREAKPOINT PARAMETERS — B 



This command displays the breakpoint parameters. The syntax for the B 
command is as follows: 



<I>- 



DESCRIPTION 

The B command performs the following three functions: 

• Displays the breakpoint list 

• Displays the breakpoint task 

• Displays the breakpoint variables 



Breakpoint List Display 

The B command first displays the breakpoint list in the following format: 

BL=jjjjJ/ttttT(s) jjjjj/ttttT(s) ... jjjjJ/ttttT(s) 



1 



n 



where: 



3322 



tttt 



A token for the job containing the task whose token 
follows. 

A token for a task on the breakpoint list. 

The breakpoint state of a task. Possible values are X 
(for execution), E (for exchange), Z (for exception), 
and N (for null). 
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Breakpoint Task Display 



The second effect of the B command is to display the breakpoint task 
originally selected with the BT command. The format of this display is 
as follows: 



BI^jjjjJ/ttttTCs) 



where: 



tttt 



A token for the job containing the breakpoint task. 

A token for the breakpoint task. 

The breakpoint state of the breakpoint task. Possible 
values are X (for execute), E (for exchange), Z (for 
exception), and N (for null). 



If there is no breakpoint task, the display is: 



BT=0 



Breakpoint Variables Display 

The third and final effect of the B command is to display the breakpoint 
variables. The format of the display depends on whether the variables 
are execution or exchange variables. 



Execution breakpoints are displayed as: 



bp-var = xxxx:yyyy z ops 



where: 



bp-var 



The name of the breakpoint variable. 
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xxxx 



yyyy 



The base portion of the address at which the 
breakpoint is set. 

The offset portion of the address at which the 
breakpoint is set. 



ops 



Indicates whether a task (T) or all the tasks in a job 
(J) are to be suspended and placed on the breakpoint 
list when the breakpoint is incurred. 

Indicates the breakpoint options. If any are present, 
they can be a C (for Continue task) and/or D (for 
Delete breakpoint). 



Exchange breakpoints are displayed as: 



bp-var = xxxx a z ops 



where: 



bp-var 



xxxx 



The name of the breakpoint variable. 

A token for the exchange at which the breakpoint is 
set. 



Indicates the kind of breakpoint activity at the 
exchange, either S (for Send), R (for Receive), or SR 
(for both). 



ops 



Indicates whether a task (T) or all the tasks in a job 
(J) are to be suspended and placed on the breakpoint 
list when the breakpoint is incurred. 

Indicates the breakpoint options. If any are present, 
they can be C (for Continue task) and/or D (for Delete 
breakpoint). 
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VIEWING THE BREAKPOINT LIST — BL 



This command displays the breakpoint list. The syntax for the BL command 
Is as follows: 




BL 



1548 



DESCRIPTION 

The BL command displays the entire breakpoint list at the user terminal. 
This list appears as follows: 



BI^jjjjJ/ttttTCs) jjjjJ/ttttT(s) ... jJjjj/ttttT(s) 



where: 



Jjjj A token for the job containing the task whose token 
follows. 

tttt A token for a task. 

s The breakpoint state of a task. Possible values are X 
(for execution), E (for exchange), Z (for exception), 
and N (for null). 
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ESTABLISHING THE BREAKPOINT TASK — BT 



This command designates a task to be the breakpoint task, 
the BT command is as follows: 



The syntax for 




PARAMETER 
ITEM 



A token for an existing task. 



DESCRIPTION 

The task designated by ITEM becomes the breakpoint task. The Debugger 
suspends the task but does not place it on the breakpoint list. 
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LISTING THE BREAKPOINT TASK — BT 



This conunand lists the job and task tokens associated with the breakpoint 
task. The syntax for the BT command is as follows: 




BT 



DESCRIPTION 

This command displays the following information about the breakpoint task: 



BT=jjjjJ/ttttT(s) 



where: 

jjjj A token for the job containing the breakpoint task. 

tttt A token for the breakpoint task. 

s The breakpoint state of the breakpoint task. Possible 

values are X (for execute), E (for exchange), Z (for 
exception), and N (for null). 

If there is no breakpoint task, the Debugger displays the following: 



B']> 
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CHANGING A BREAKPOINT 



This command changes an existing breakpoint. The syntax for this command 
Is as follows: 




PARAMETERS 



BREAKPOINT 
VARIABLE 



ITEM 



An existing Debugger breakpoint name. If the 
Debugger's syinbol table does not already contain this 
name, an error message will appear on the terminal's 
display. 

If you are changing an execution breakpoint, ITEM is 
used in combination with EXPRESSION to specify the 
address of the breakpoint. ITEM must contain the base 
portion of the address. It must be followed by ":" 
and an EXPRESSION, which must contain the offset 
portion. If you are changing an exchange breakpoint, 
ITEM must contain a token for an exchange. 



S and R To be used only when changing an exchange breakpoint. 
S means that the exchange breakpoint is for senders 
only, while R means that it is for receivers only. If 
you want to set an exchange breakpoint for both 
senders and receivers, omit both S and R, as well as 
both ":" and EXPRESSION. 
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T and J Ina cate which tasks are to be put on the breakpoint 
lis., wheu a breakpoint is Incurred. T indicates only 
the cask that incurred the breakpoint, while J 
indicates all of the tasks in that task's job. If 
neither T nor J is present, T is assumed. 

C Continue task execution option. This option directs 

the Debugger not to "break" tasks that incur the 
breakpoint, and not to put them on the breakpoint 
list. When a task incurs such a breakpoint, the 
Debugger generates a breakpoint display, but the task 
continues to run. 

D Delete breakpoint option. This option directs the 

Debugger to delete the breakpoint after it is first 
incurred by a task. The Debugger generates a 
breakpoint display and, unless the C option is also 
specified, places the task that incurred the 
breakpoint on the breakpoint list. 



DESCRIPTION 

This command deletes the breakpoint that was associated with the 
breakpoint variable name and replaces it with a new breakpoint, as 
specified in the command. The breakpoint variable name can be used when 
deleting or changing the breakpoint. 



EXAMPLE 




. BPOINT 
BPOINT=2F34 

A 


S T C 


.BPOINT = 2D2A S C 


* 




.BPOINT 

BPOINT=2D2A 
* 


S C 



In this example, the user lists a breakpoint variable, changes it, and 
lists it again. 
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DEFINING A BREAKPOINT — DB 



This command defines an execution or exchange breakpoint, 
the DB command Is as follows: 



The syntax for 



-<3k!5 




PARAMETERS 



BREAKPOINT 
VARIABLE 



ITEM 



S and R 



A Debugger name by which to identify the breakpoint. 
This name must consist of a period followed by up to 
11 characters, the first of which must be alphabetic. 
The other characters can be alphabetic, numeric, 
question marks (?), or dollar signs ($). If the 
Debugger's S5mibol table already contains this name, an 
error message will appear on the terminal's display. 

If you are setting an execution breakpoint, ITEM is 
used in combination with EXPRESSION to specify the 
address of the breakpoint. ITEM must contain the base 
portion of the address. It must be followed by ":" 
and an EXPRESSION, which must contain the offset 
portion. If you are setting an exchange breakpoint, 
ITEM must contain a token for an exchange. 

To be used only when setting an exchange breakpoint. 
S means that the exchange breakpoint is for senders 
only, while R means that it is for receivers only. If 
you want to set an exchange breakpoint for both 
senders and receivers, omit both S and R, as well as 
both •':" and EXPRESSION. 






w 
w 
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EXPRESSION To be used only when setting an execution breakpoint. 
EXPRESSION must contain the offset portion of the 
address of the execution breakpoint. 

T and J Indicate which tasks are to be put on the breakpoint 
list when a breakpoint is Incurred. T Indicates only 
the task that incurred the breakpoint, while J 
indicates all of the tasks in that task's job. The 
default is T. 

C Continue task execution option. This option directs 

the Debugger not to "break" tasks that incur the 
breakpoint, and not to put them on the breakpoint 
list. When a task Incurs such a breakpoint, the 
Debugger generates a breakpoint display, but the task 
continues to run. 




Delete breakpoint option. This option directs the 
Debugger to delete the breakpoint after it is first 
Incurred by a task. The Debugger generates a 
breakpoint display and, unless the C option is also 
specified, places the task that incurred the 
breakpoint on the breakpoint list. 



DESCRIPTION 

The DB command sets a breakpoint of the type indicated in the remainder 
of the command line. The name designated as the breakpoint variable can 
be used when altering or deleting the breakpoint. 



EXAMPLES 

DB .BP = 2DC3:0FF 



This command defines an execution breakpoint at address 2DC3:0FF and 
assigns the name .BP to this breakpoint. When a task Incurs this 
breakpoint, only the task Itself is placed on the breakpoint list. 



DB .BPOINT = .MBOX S C 

"35 — 



This command defines an exchange breakpoint at the mailbox whose token is 
specified by the numeric variable .MBOX. In a previous example, .MBOX 
had a value of 2F34; therefore the Debugger uses this value for the 
token. 
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EXAMINING A BREAKPOINT 



This command displays information about a particular breakpoint, 
syntax for this command is as follows: 



The 



BREAKPOINT 
VARIABLE 



PARAMETER 



BREAKPOINT The name of an existing breakpoint to be examined. 
VARIABLE 



DESCRIPTION 

The Debugger displays two kinds of output, depending on whether the 
specified breakpoint variable represents an execution or an exchange 
breakpoint. Exception breakpoints cannot be examined. 



EXECUTION BREAKPOINT OUTPUT 

If the designated breakpoint is an execution breakpoint, the Debugger 
sends the following display to the terminal: 



bp-var=xxxx:yyyy z ops 



where: 



bp-var 



xxxx 



yyyy 



ops 



The name of the breakpoint variable. 

Base portion of the breakpoint's address. 

Offset portion of the breakpoint's address. 

Indicates whether a single task (T) is to be "broken" 
and placed on the breakpoint list or all tasks in a 
job (J) are to be suspended and placed on the 
breakpoint list, when the breakpoint is incurred. 

Indicates the breakpoint options. If any are present, 
they can be C (for Continue task) and/or D (for Delete 
breakpoint). 
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EXCHANGE BREAKPOINT OUTPUT 



If the designated breakpoint is an exchange breakpoint, the Debugger 
sends the following display to the terminal: 



bp-var=xxxx a z ops 



where: 



bp-var 



xxxx 



The name of the breakpoint variable. 

A token for the exchange at which the breakpoint is 
set. 



ops 



Indicates the kind of breakpoint activity at the 
exchange, either S (for send), R (for receive), or SR 
(for both). 

Indicates whether a single task (T) is to be "broken" 
and placed on the breakpoint list or all tasks in a 
job (J) are to be suspended and placed on the 
breakpoint list, when the breakpoint is incurred. 

Indicates the breakpoint options. If any are present, 
they can be C (for continue task) and/or D (for delete 
breakpoint). 



EXAMPLES 



.BP 



BP=2DC3:00FF T 
* 

This command lists the address of the execution breakpoint associated 
with variable .BP. It also indicates that only the task is to be 
"broken" if a breakpoint is encountered. 

.BPOINT 

BPOINT=2F34 S T C 
* 

This command lists the address of the exchange breakpoint associated with 
variable .BPOINT. The S, T, and C Indicate that only tasks which send 
messages to the exchange will incur the breakpoint, only the task that 
incurs the breakpoint will be "broken", and the task will continue 
processing after incurring the breakpoint. 
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RESUMING TASK EXECUTION — G 



This command resumes execution of a task on the breakpoint list or the 
breakpoint task. The syntax for the G command is as follows: 




1654 



PARAMETER 
ITEM 



A token for a task on the breakpoint list or the 
breakpoint task. If the given token is not for a task 
on the breakpoint list or the breakpoint task, an 
error message will be displayed. If this parameter is 
omitted, the breakpoint task is assumed. 



DESCRIPTION 

The G command applies to the breakpoint task if ITEM is not present. 
Otherwise, it applies to the task on the breakpoint list whose token is 
represented by ITEM. 

The G command resumes execution of the designated task. If the task is 
in the broken state, it is made ready. If it is in the suspended state, 
its suspension depth is decreased by one. 

If the G command is invoked without ITEM when there is no breakpoint 
task, an error message is displayed at the terminal. 



s 



s 
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ALTERING THE BREAKPOINT TASK'S NPX REGISTERS — N 



This command modifies the; breakpoint task's Numeric Data Processor (NPX) 
register values. This command applies only to tasks that were specified 
at creation as having the ability to use the NPX. The syntax for this 
command is as follows: 
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PARAMETERS 



CW, SW, TW, Names of the breakpoint task's NPX 
IP, 00, OP, registers, as follows: 
PC through P7 

Name Description 



CW 


Control Word 


SW 


Status Word 


TW 


Tag Word 


IP 


Instruction Pointer 


oc 


Operation Code 


OP 


Operand Pointer 


P0-P7 


Stack elements 
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CONSTANT A hexadecimal number which is used for the new 

register value. CONSTANT can specify an 80-blt value 
for registers PO through P7, a 20-bit value for 
registers IP and OP, and a 16-bit value for the 
remaining registers. If this value is too large to 
fit in the specified register, the Debugger displays a 
SYNTAX ERROR message. 



DESCRIPTION 

This command requests that the breakpoint task's NPX register, as 
specified in the command request, be updated with the value of CONSTANT. 
This command applies only to tasks which were specified at creation as 
using the NPX. 



r 



1 
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VIEWING THE BREAKPOINT TASK'S NPX REGISTERS — N 



This command displays the breakpoint task's Numeric Data Processor (NPX) 
register values. This command applies only to tasks that were specified 
at creation as having the ability to iise the NPX. The syntax for this 
command is as follows: 



PARAMETERS 



<H> 



3 



<S> 



^ 



<5> 



CW, SW, TW, Names of the breakpoint task's NPX registers, 
IP, OC, OP, as follows: 
PC through P7 

Name Description 



CW 


Control Word 


SW 


Status Word 


TW 


Tag Word 


IP 


Instruction Pointer 


OC 


Operation Code 


OP 


Operand Pointer 


P0-P7 


Stack elements 



If no name is specified, the Debugger displays values 
for all registers. 
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DESCRIPTION 

This command lists NPX register values for the breakpoint task. It 
applies only to tasks which were specified at creation as using the NPX. 
If the command is simply "N", then all of the breakpoint task's NPX 
registers are displayed, in the following format: 



NCW == xxxx NSW == xxxx NTW = xxxx 

NIP = xxxxx NOC == XXX NOP = xxxxx 

NPO = xxxxxxxxxxxxxxxxxxxx 

NPl = xxxxxxxxxxxxxxxxxxxx 

NP2 = xxxxxxxxxxxxxxxxxxxx 

NP3 = xxxxxxxxxxxxxxxxxxxx 

NP4 = xxxxxxxxxxxxxxxxxxxx 

NP5 = xxxxxxxxxxxxxxxxxxxx 

NP6 = xxxxxxxxxxxxxxxxxxxx 

NP7 = xxxxxxxxxxxxxxxxxxxx 

NES = xxxx 



The size of the field indicates the number of hexadecimal digits that the 
Debugger displays. 

Registers PC through P7 are 80-bit registers that the Debugger displays 
in ten^jorary real format. 

The NES field contains the value of the NPX Status Word if an NPX 
exception caused the breakpoint task to be broken. The value for this 
field, under all other circumstances, is NONE. 

If the breakpoint task does not use the NPX, the Debugger returns an 
error message in response to this command. 
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ALTERING THE BREAKPOINT TASK'S REGISTERS — R 



This command alters one of the breakpoint task's CPU register values. 
The syntax for this command is as follows: 



-<I> 






© 
(Si 



€y 



■€>■ 



® 



■e- 
■e- 
■e- 



« 
» 
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PARAMETERS 



AH, AL, AX, 

BH, BL, BP, 

BX, CH, CL, 

CS, ex, DH, 

DI, DL, DS, 

DX, ES, FL, 
IP, SI,SP, SS 



Names of the breakpoint task's CPU registers, 
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EXPRESSION A Debugger expression whose value is used for the new 
register value. If this value Is too large to fit in 
the designated register, the Debugger fills the 
register with the low-order bytes of the value. 



DESCRIPTION 

This command requests that the breakpoint task's register, as specified 
in the command request, be updated with the value of the EXPRESSION. 
However, If the breakpoint task is in the null breakpoint state, its 
register values cannot be altered by the R command. 
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VIEWING THE BREAKPOINT TASK'S REGISTERS --- R 



This command lists one or all of the breakpoint task's CPU registers. 
The syntax for the R command is as folloi/7s: 



^ 



■€> 



© 

© 
© 
© 
© 
© 



■€>■ 









SI 

g) 
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PARAMETERS 



AH, AL, AX, 

BH, BL, BP, 

BX ) CH} CL) 

CS, ex, DH, 

DI, DL, DS, 

DX, ES, FL, 

IP, SI, SP, SS 



Names of the breakpoint task's CPU registers. 
If no name is specified, the Debugger displays 
values for all registers. 
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DESCRIPTION 

This command lists CPU register values for the breakpoint task. If the 
command is simply "R", then all of the breakpoint task's registers are 
displayed, in the following format: 



RAX=xxxx 
RBX=xxxx 
RCX=xxxx 
RDX=xxxx 



RSI=xxxx 
RDI=x:xxx 
RBP=xxxx 
RSP=x;xxx 



RCS=xxxx 
RD S=xxxx 
RSS=xxxx 
RES=xxxx 



RIP=xxxx 
RFL=xxxx 



If the command has the form Ryy, where yy is the register name, then the 
contents of the specified register are displayed, either as: 



Ryy=xxxx 



or as: 



Ryy=xx 



depending on whether yy is a byte-size register (like AH) or a word-size 
register (like AX). 

If the breakpoint task Is in the null breakpoint state, only its BP, SP, 
CS, DS, SS, IP, and FL register contents are displayed. The remaining 
register displays consist of question marks. 

In certain circumstances the breakpoint task, when suspended, is in a 

state which prevents the Debugger from obtaining its register contents. 

If this is the case, the Debugger displays question marks for all 
registers. 
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DELETING A BREAKPOINT — Z 



This command deletes a breakpoint. The syntax for the Z command is as 
follows: 




BREAKPOINT 
VARIABLE 




PARAMETER 



BREAKPOINT Name of an existing Debugger breakpoint to be deleted. 
VARIABLE 



DESCRIPTION 

The Z command deletes the specified breakpoint and removes the breakpoint 
variable name from the Debugger's symbol table. 



EXAMPLE 

Z .BP 



This command deletes the breakpoint associated with the variable .BP and 
removes .BP from the Debugger's symbol table. 
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MEMORY COMMANDS 

The commands in this section enable you to inspect or modify the contents 
of absolute memory locations. Figure 4-1 illustrates the syntax for all 
commands in this section. 




Figure 4-1. Syntax Diagram for Memory Commands 



As Figure 4-1 illustrates, all memory commands begin with "M". There are 
a variety of parameters that can be specified with "M"; these parameters 
are grouped into the following basic options: 

• Setting current display mode. This option begins with "!". 

• Changing memory locations. This option includes the "=". 

• Displaying memory locations. This option consists of the 
remaining parameters. 
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This section breaks up the description of the "M" command into these 
three groups and discusses the groups as separate commands. However, you 
can combine any number of "M" command options in a single command, as the 
syntax diagram in Figure 4-1 illustrates. 

In the descriptions of these commands, frequent mention is made of the 
current display mode, the current segment base, the current offset, the 
current address, and the display of memory locations. This terminology 
is defined as follows: 

• The current display mode determines the manner in which memory 
values are interpreted for display purposes. The possible modes 
are designated by the letters B, W, P, and A, and they stand, 
respectively, for byte, word, pointer, and ASCII. The effects of 
these modes are best explained in the context of an example. 
Suppose that memory locations 04 2B through 04 2E contain, 
respectively, the values 25, F3, 67, and 4C. If you ask for the 
display of the memory at location 04 2B, then the effects, which 
depend on the current display mode, are as follows: 



Current Display Mode 



Display 



B 
W 
P 
A 



25 
F325 
4C6 7:F325 
% 



Observe that words and pointers are displayed from high-order 
(high address) to low-order (low address). 

If a location contains a value which does not represent a 
printable ASCII character, and the current display mode is A, 
then the Debugger prints a period. The initial current display 
mode is B. 

The value of the current segment base is always the value of the 
most recently used CPU segment base. The initial value of the 
current segment base is 0. 

The current offset is a value the Debugger maintains and uses 
when reference is made to a memory location without explicitly 
citing an offset value. Except when the current offset has been 
modified by certain options of the M command, the current offset 
is always the value of the most recently used offset. The 
initial value of the current offset is 0. 

The current address is the iAPX 86 memory address computed from 
the combination of the current segment base and the current 
offset. 
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When memory locations are displayed, the format is as follows: 
xxxx: yyyy=value 



where xxxx and yyyy are the current segment base and current 
offset, respectively, and value is a byte, word, pointer, or 
ASCII character, depending on the current display mode. If 
several contiguous memory locations are being requested in a 
single request, each line of display is as follows: 



xxxx:yyyy==value value value ... value 



where xxxx, yyyy, and value are as previously described, and 
xxxx:yyyy represent the address of the first value on that line. 

The first such line begins with the first address in the request 
and continues to the end of that (16-byte) paragraph. If 
additional lines are required to satisfy the request, each of 
them begins at an offset which is a multiple of 16 (10 
hexadecimal) . 
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CHANGING MEMORY — M 



This command changes the contents of designated RAM locations. 



{cAUTJioin 



Because the Debugger Is generally used 
during system development, while your 
tasks, the Nucleus, the Debugger, and 
possibly other IRMX 86 components are 
In RAM, you should use these M command 
options with extreme care. 



The syntax for this command Is as follovrs: 



—(^ 




DESTINATION; 
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PARAMETERS 

As shown In the syntax diagram, the parameters for this command are 
divided Into DESTINATION and SOURCE parameters which are separated with 
an equal sign. 
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Destination Parameters 

These parameters define the memory location or locations that are going 
to be changed. All parameters change the current offset, and some of 
them change the current base. The valid parameter combinations are as 
follows: 

EXPRESSION This form of the DESTINATION option implies that the 

address to be changed has the current base as its base 
value and the value of EXPRESSION as its offset. 

ITEM: EX- This form of the DESTINATION option implies that the 
PRESSION address to be changed has the value of ITEM as its 

base value and the value of EXPRESSION as its offset. 



EXPRESSION TO 
EXPRESSION 



This form of the DESTINATION option implies that a 
series of consecutive locations will be changed. The 
EXPRESSIONS determine the beginning and ending 
offsets, respectively. The current base is used as a 
base value. After memory has been changed, the 
current offset is set to the value of the second 
EXPRESSION. 



ITEM: EX- 
PRESSION TO 
EXPRESSION 



This form of the DESTINATION option is the same as the 
previous one, except that ITEM is used as the base 
value of the locations. 



If no DESTINATION option is specified, the location specified by the 
current segment base and current offset is changed. However, if the 
previous command was a "Display Memory" command of the form: 

M EXPRESSION TO EXPRESSION 

the entire range of locations specified in that command is changed. 
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Source Parameters 



These parameters define the information that will be placed into the 
DESTINATION memory. The valid parameter combinations are as follows: 

EXPRESSION This form of the SOURCE option can be used only if the 
current display mode is byte or word. It implies that 
the value represented by EXPRESSION will be copied 
into the byte or word at the current address. 
However, if the DESTINATION option (supplied or 
default) specified a range of locations, this option 
Instead copies the value of EXPRESSION into each byte 
or word in DESTINATION. 

Examples: 

(1) When the DESTINATION option did not 
specify a range of values: 

M = 4C 
0400:0008 09 
0400:0008 4C 
* 

This example changes the contents of the 
current location (0400:0008) from 09 to 4C. 
Notice that the Debugger displays both the 
old and the new contents of memory. 

(2) When the DESTINATION option specified a 
range of values: 

M 1 TO 4 

0400:0001 06 07 08 09 
* 

M = 4C 

0400:0001 06 07 08 09 

0400:0001 4C 4C 4C 4C 

In this example, because the previous 
command was an examination of a range of 
memory, the command to change memory changes 
the entire range of memory. 

M EXPRESSION This form of the SOURCE option uses the current 

segment base and the offset indicated by the value of 
EXPRESSION to compute an address. It copies the value 
at that computed address into the location specified 
by the current address. 
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However, If the DESTINATION option (supplied or 
default) specified a range of locations, the value at 
the computed address is instead copied to each of the 
locations in the destination field. 

Examples: 

(1) When the DESTINATION option did not specify a 
range of values: 

M_9 

0400:0009 11 
* 

M = M 6 

0400:0009 11 

0400:0009 4C 
* 

This example replaces the value in location 
4000:0009 (11) with the value in location 
4000:0006 (4C). 

(2) When the DESTINATION option specified a range 
of values: 

M 100 

0400:0100 FF 
* 

M 100 TO 103 = M 6 
0400:0100 FF AO 16 

0400:0100 4C 4C 4C 
* 

In this example, the command to change memory 
included a DESTINATION option that specified a 
range of values. Thus the contents of location 
0400:0006 (4C) are copied into each of the 
DESTINATION locations. 

M ITEM:EX- This form of the SOURCE option uses ITEM and 
PRESSION EXPRESSION as base and offset, respectively, to 
compute an address. It copies the value at that 
computed address into the location specified by the 
current address. However, if the DESTINATION option 
(supplied or default) specified a range of locations, 
the value at the computed address is instead copied to 
each of the locations in the destination field. 
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Examples: 

(1) When the DESTINATION option did not specify a 
range of values: 

M 9 

0400:0009 4C 
* 

M = M 300 : 2643 
0400: 0009 ~?(: 

0400:0009 21 
* 

This example takes the value in location 

0300:2643 (21) and copies it into the current 

location (0400:0009). 

(2) When the DESTINATION option specified a range 
of values: 

M 100 TO 1 3 = M 300:2643 
0400:0100 4C 4C 4C 22 
0400:0100 21 21 21 21 

This example copies the contents of location 
0300:2643 (21) into each of the locations 
specified in the DESTINATION option. 



M EXPRESSION This form of the SOURCE option uses the current 
TO EXPRESSION segment base and, in order, the offsets indicated by 
the EXPRESSIONS, to compute a beginning address and 
an ending address. It copies the sequence of values 
bounded by the computed addresses to the sequence of 
locations that begin at the current address. 
However, if the DESTINATION option (supplied or 
default) specified a range of locations, the sequence 
of values bounded by the computed addresses is copied 
to the destination field, with the source values 
being truncated or repeated as required. 
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Examples: 

(1) When the DESTINATION option did not specify a 
range of values: 

M 400:104 
0400:0104 El 
* 

M = M A TO C 
0400:0104 El F2 OA 

0400:0104 OB OC OD 
* 

In this example, the contents of the range of 

locations specified in the SOURCE option 

(0400: OOOA - 0400: OOOC) are copied into the range 

of locations that begin with the current address 

(0400:0104). 

(2) When the destination option specified a range 
of values: 

M 1 TO 4 = M A TO C 
0400:0001 4C 4C 4C 4C 
0400:0001 OB OC OD OB (first value 
* repeated) 

This example copies the contents of three 
locations (O4O0:000A - 0400:000C) into four 
locations (0400:0001 - 0400:0004). Notice that 
the values start repeating; 0400:0001 contains 
the sarnie value as 0400:0004 (OB). 

M ITEM: EX- This form of the SOURCE option uses ITEM as a base and 
PRESSION TO the EXPRESSIONS as offsets to compute a beginning and 
EXPRESSION an ending address. The sequence of values bounded by 
the computed addresses is copied to the sequence of 
locations beginning at the current address. However, 
if the DESTINATION option (supplied or default) 
specified a range of values, the sequence of values 
bounded by the computed addresses is copied to the 
destination field, with the source values being 
truncated or repeated as required. 

Examples: 

(1) When the DESTINATION option did not specify a 

range of values: 

D .VALUE = 2643 
* 

M 1 



0400:0001 OB 
* 

M = M 300: .VALUE TO .VALUE + 4 

0400:0001 OB OC OD OB 4C 

0400:0001 21 47 E2 C8 31 
* 
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In this example, the contents of the range of 
locations specified in the SOURCE option 
(0300:2643 - 0300:2647) are copied into the range 
of locations that begin with the current address 
(0400:0001). 

(2) When the DESTINATION option specified a range 
of values: 

M 101 TO 10 4 

0400:0101 21 21 21 OB 

* 

M = M 300:2643 TO 2647 



0400:0101 

0400:0101 
* 



21 21 21 OB 
21 47 E2 C8 



(last value 
truncated) 

This example copies the contents of five 
locations (0300:2643 - 0300:2647) into four 
locations (0400:0101 - 0400:0104). Notice that 
the value of the fifth location (0300:2647) is 
not copied. 



DESCRIPTION 

This command changes the contents of designated RAM locations. The 
DESTINATION options affect the current siegment base and offset values. 
The SOURCE options do not affect these values. 

When executing this command, the Debugger displays the contents of the 
designated locations, then updates the contents, and finally displays the 
new contents. Thus, if you inadvertently destroy some important data, 
the information you need to restore it Is available. 



This command copies data in the byte mode, 
not affected by these copying options. 



The current display mode is 
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NOTE 

When using the M command, be aware of 
the following hazards: 

• It is possible for you to modify 
memory within IRM 86 components, 
such as the Nucleus and Debugger, 
Doing so can jeopardize the 
integrity of your application 
system, and should therefore be 
avoided. 

• It is possible to request that 
non-RAM memory locations be 
modified. If you attempt to read or 
write to a non-RAM location, nothing 
happens to memory and the displays 
indicate that the specified 
locations contain zeros. 

• A memory request might cross segment ^ 
boundaries. In processing such a 
request, the Debugger ignores such 
boundaries, so don't assume that a 
boundary will terminate a request. 

i 
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EXAMINING MEMORY ~ M 



This command displays memory locations without changing their contents. 
The syntax for this command is as follows: 







PARAMETERS 

To avoid confusion, this section lists examples of complete commands in 
explaining the parameters. 



M/ 



M 



This option increments the current offset according to 
the current display mode: by one for byte or ASCII, by 
two for word, or by four for pointer. Then it 
displays the contents of the new current address. 

Example: VU_ 

0400:0009 OA 
* 

This example increments the current offset and 
displays the address and contents of the location. 

This option is just like M/, except that the current 
offset is decremented. 



Example: M_ 

0400:0008 08 
* 

This example decrements the current offset and 
displays the address and contents of the location. 
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M When used by Itself, M is an abbreviated way of 

specifying M/ or M , whichever was used most 
recently. If neither has been used in the current 
Debugging session, M. Is interpreted as an M/ request. 

Example: M 

0400:0007 08 
* 

M 

0400:0006 07 
* 

Since M was used most recently, these 

commands decrement the current offset before 

displaying the address and contents of 
memory . 

M@ This option sets the current offset equal to the value 

of the word beginning at the current address. Then 
the value at the adjusted current address Is displayed. 

Example: M!B 
* 

M@ 

0400:0807 46 
* 

Even though byte mode was selected, this 
example sets the current offset equal to 
contents of the word at offset 07. From the 
previous example you can see that this word 
is Indeed 0807. 

M EXPRESSION This option sets the current offset equal to the value 
of the EXPRESSION and displays the value at the new 
current address. 

Example: M 3 

0400:0003 04 
* 

This example sets the current offset to 3 
and displays the contents of that location. 

M ITEM: EX- This option is just like M EXPRESSION, except that 
PRESSION ITEM is used as the base in the address calculation, 
and after the operation ITEM is the new current 
segment base. 

Example: M 300:2 644 

0300:2644 47 

A 

This example sets the current base to 300 
and the current offset to 2644. It also 
displays the contents of that location. 
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M EXPRESSION This option displays the values of a series of 
TO EXPRESSION consecutive locations. The EXPRESSIONS determine the 
beginning and ending offsets, respectively; the 
second EXPRESSION must be greater than the first. 
The current segment base is used as a base. After 
displaying the locations, the Debugger sets the 
current offset to the value of the second 
expression. If the specified range of locations is 

incompatible with the current display mode for 

example, an odd number of locations is not compatible 

with the word or pointer modes then all words or 

pointers that lie partially or totally inside the 
range are displayed. 

Examples: (1) M 4 TO 6 

0300:0004 15 26 37 
* 

CO M!W 
* 

M 4 TO 6 

0300:0004 2615 4837 
* 

These examples display a consecutive series 
of memory locations in both byte and word 
mode. Notice that the base set in the last 
example (300) is still used. 



M ITEM:EX- This option is just like M EXPRESSION TO EXPRESSION, 
PRESSION TO except that ITEM is used as a base in the address 
EXPRESSION calculation, and after the operation ITEM is the new 
segment base. 

Example: W.B_ 
* 

D .MEM = 100 
* 

M 400; .MEM TO .MEM +4 
0400:0100 FF AG 16 22 El 
* 

After setting the output mode to byte and 
defining a numeric variable .MEM, this 
example setis the base to 400 and displays 
five consecutive memory locations beginning 
with offset 100 (.MEM). Upon completion of 
this example, the current offset is 400 and 
the current base is 104. 
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DESCRIPTION 

This command displays the contents of memory without disturbing those 
contents. Be aware, however that all of the options change the current 
offset, and some of them change the current segment base. None changes 
the current display mode. 



P 



TT 
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SETTING THE CURRENT DISPLAY MODE — M 



This command specifies the way in which the Debugger will display 
output. The syntax for the M command is as follows: 




PARAMETERS 
I 

B, W, 
P, A 



DESCRIPTION 



Indicates that the display mode is being changed. 

Specifies the mode of display. B indicates byte mode, 

W indicates word mode, P indicates pointer mode, and 
A indicates ASCII mode. 



This command sets the display mode for further Debugger output. When the 
Debugger next displays memory, it will display the memory according to 
the mode specified with this command. 



EXAMPLES 

M!B 
* 

This command instructs the Debugger to display all further output in byte 
mode. 

M!W 
* 

This command instructs the Debugger to display all further output in word 
mode. 
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COMMANDS TO INSPECT SYSTEM OBJECTS 

The commands in this section allow you to examine iRMX 86 objects in 
detail. They give specific information about the Nucleus object types. 
Figure 4-2 illustrates the general syntax for all the commands in this 
section. 








<J^> 
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Figure 4-2. Syntax Diagram For Inspecting System Objects 



1 
1 



The second letter of the command indicates the type of object to inspect, 
as follows: 



J 


Job 


T 


Task 


E 


Exchange 


G 


Segment 


C 


Composite 


X 


Extension 



The remainder of this section describes the commands in detail. 
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INSPECTING A COMPOSITE ~ IC 



This command displays the principal attributes of the specified 
composite. The syntax for the IC command is as follows: 




PARAMETER 

ITEM Token for the composite object to be Inspected. 



DESCRIPTION 

The IC command displays the principal attributes of the composite object 
whose token is represented by ITEM. Figure 4-10 depicts the form of the 
display produced by IC. 



iRMX86 COMPOSITE REPORT 

COMPOSITE TOKEN bbbb CONTAINING JOB gggg 

EXTENSION TOKEN cccc # TOKEN SLOTS hhhh 

TOKEN(S) ffffj/dddde ffffj/dddde ffffj/dddde ffffj/dddde 

NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 
aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 



Figure 4-3. An IRMX" 86 Composite Report 



The following describes the fields in Fijjure 4-3: 



Field 



aaaaaaaaaaaa 



bbbb 



M eaning 

Each such field contains a name under which the 
composite is cataloged in the object directory of 
either the job containing the composite or the root 
job. If the composite is not cataloged in either 
directory, "NONE FOUND" is displayed here. 

Hexadecimal token for the composite. 
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Field 



Meaning 



cccc 



Hexadecimal token for the extension that represents 
license to create this type of composite. 



dddd 



Hexadecimal token for one of the components of the 
composite object. 

Single letter that Indicates the type of object dddd. 
This field can have any of the following values: 

C composite 

G segment 

J job 

M mailbox 

R region 

S semaphore 

T task 

X extension 

* a task whose stack has overflowed or whose 

code was loaded by the IRMX 86 Application 

Loader 



ffff 



Hexadecimal token for the job that contains object 
dddd. 



gggg 



Hexadecimal token for the job that contains composite 
object bbbb. 



hhhh 



Hexadecimal value specifying the maximum allowable 
number of component objects that the composite object 
can comprise. 



Debugger 4-55 



INSPECTING AN EXCHANGE-IE 



INSPECTING AN EXCHANGE — IE 



This command displays the principal attributes of a mailbox, semaphore, 
or region whose token is specified. The syntax of the IE command is as 
follows: 




PARAMETER 

ITEM Token for the exchange to be inspected. 

DESCRIPTION 

The IE command displays the principal attributes of the mailbox, 
semaphore, or region whose token is represented by ITEM. It produces 
three kinds of output, one for each kind of exchange. 

Mailbox Display 

Figure 4-4 depicts the form of display produced by IE for a mailbox. 



1RMX86 MAILBOX REPORT 

MAILBOX TOKEN bbbb CONTAINING JOB hhhh 

# TASKS WAITING cccc # OBJECTS WAITING 1111 

FIRST WAITING ddddf/eeeef QUEUE DISCIPLINE jjjjjjjj 
CACHE SIZE gggg 

NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 
aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 

Figure 4-4. An IRMX" 86 Mailbox Report 
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The following describes the fields in Figure 4-4: 



Field 



aaaaaaaaaaaa 



bbbb 



Meaning 

Each such field contains a name under which the 
mailbox is cataloged in the object directory of either 
the mailbox's containing job or the root job. If the 
mailbox is not cataloged in either directory, "NONE 
FOUND" is displayed here. 

Hexadecimal token for the mailbox. 



cccc 



dddd 



eeee 



Number, in hexadecimal, of tasks in the mailbox's task 
queue. 

Token for the containing job of either the first task 
waiting in the task queue or the first object waiting 
in the object queue. Because at least one of these 
queues is empty, dddd is not ambiguous. If both 
queues are empty, dddd is absent. 

Token for either the first task waiting in the task 
queue or the first object waiting in the object 
queue. Because at least one of these queues is empty, 
eeee is not ambiguous. If both queues are empty, eeee 
is 0000. 

Single letter that indicates the type of the first 
task waiting in the task queue or the first object 
waiting in the object queue. Because at least one of 
these queues is empty, f is not ambiguous. If both 
queues are empty, f is blank. Otherwise, f has one of 
the following values: 



1 
1 



c 


composite 


G 


segment 


J 


job 


M 


mailbox 


R 


region 


S 


semaphore 


T 


task 


X 


extension 



gggg 



Number, in hexadecimal, of objects that the 
mailbox's high performance object queue is 
capable of holding. 



hhhh 



Hexadecimal token for the job containing the 
mailbox. 
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Field 



liil 



jjjjjjjj 



Meaning 

Number, In hexadecimal, of objects In the 
mailbox's object queue. 

Description of the manner in which waiting tasks 
are queued in the mailbox's task queue. The 
possible values are FIFO and PRIORITY. 



Semaphore Display 

Figure 4-5 depicts the form of the display produced by IE for a semaphore. 



iRMX86 SEMAPHORE REPORT 

SEMAPHORE TOKEN bbbb CONTAINING JOB gggg 

# TASKS WAITING cccc QUEUE DISCIPLINE hhhhhhhh 

CURRENT VALUE dddd MAXIMUM VALUE iiii 
FIRST WAITING eeeeJ/fff fT 

NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 

aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 



Figure 4-5. An IRMX™ 8(3 Semaphore Report 



The following describes the fields in Figure 4-5: 



Field 



aaaaaaaaaaaa 



bbbb 
cccc 

dddd 

eeee 



Meaning 

Each such field contains a name under which the 
semaphore is cataloged in the object directory of 
either the semaphore's containing job or the root 
job. If the semaphore is not cataloged in either 
directory, "NONE FOUND" is displayed here. 

Hexadecimal token for the semaphore. 

Number, in hexadecimal, of tasks waiting in the 
queue. 

Number, in hexadecimal, of units currently in the 
custody of the semaphore. 

Hexadecimal token for the containing job of the 
first waiting task. It is absent if no tasks are 
waiting. 
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Field 
ffff 

gggg 
hhhhhhhh 

1111 



Meaning 

Hexadecimal token for the first waiting task. It Is 
0000 If no tasks are waiting. 

Hexadecimal token for the semaphore's containing job. 

Description of the manner In which waiting tasks are 
queued In the semaphore's task queue. The possible 
values are FIFO and PRIORITY. 

Maximum allowable number, In hexadecimal, of units 
that the semaphore may have In Its custody. 



Region Display 

Figure 4-6 depicts the form of display produced by IE for a region. 



REGION TOKEN 
# TASKS WAITING 
TASK IN REGION 



1RMX86 REGION REPORT 

bbbb CONTAINING JOB 
cccc QUEUE DISCIPLINE 
dddd FIRST WAITING 



eeee 

ffffffff 

gggg 



NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 
aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 



Figure 4-6. An IRMX™ 86 Region Report 



The following describes the fields In Figure 4-7: 
Field Meaning 



aaaaaaaaaaaa 



bbbb 



cccc 



Each such field contains a name under which the region 
Is cataloged In the object directory of either the job 
containing the region or the root job. If the region 
is not cataloged in either directory, "NONE FOUND" is 
displayed here. 

Hexadecimal token for the region. 

Number, in hexadecimal, of tasks awaiting access to 
the data protected by the region. 
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Field 



Meaning 



dddd 



Hexadecimal token for the task that currently has 
access. 



eeee 
ffffffff 



Hexadecimal token for the job that contains the region. 

Manner in which waiting tasks are queued at the 
region. Possible values are FIFO, PRIORITY, and 

INVALID. 
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INSPECTING A SEGMENT — IG 



This command displays the principal attributes of the specified segment. 
The syntax for the IG command is as follows: 




PARAMETER 
ITEM 



Token for the segment to be inspected. 



DESCRIPTION 

The IG command displays the principal attributes of the segment whose 
token is represented by ITEM. Figure 4-7 depicts the form of the display 
produced by IG. 



SEGMENT TOKEN 
SEGMENT BASE 



iRMX86 SEGMEN^r REPORT 

bbbb CONTAINING JOB 

cccc SEGMENT LENGTH 



dddd 
eeeee 



NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 
aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 



Figure 4-7. An iRMX™ 86 Segment Report 



The following describes the fields in Figure 4-7: 
Field Meanin g 



aaaaaaaaaaaa 



bbbb 



Each such field contains a name under which the 
segment is cataloged in the object directory of either 
the segment's containing job or the root job. If the 
segment is not cataloged in either directory, "NONE 
FOUND" is displayed here. 

Hexadecimal token for the segment. 



Debugger 4-61 



INSPECTING A SEGMENT- IG 



Field 

cccc 

dddd 

eeeee 



Meanin g 

Base address of the segment. 

Hexadecimal token for the job that contains the 
segment. 

Number, in hexadecimal, of bytes in the segment. 
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INSPECTING A JOB — IJ 

This command lists the principal attributes of a specified job. 
syntax for the IJ command is as follows: 



The 




1=^ 



PARAMETERS 
ITEM 




A token for the job to be inspected. 

If this option is included, the job's object directory 
is also listed. If omitted, the object directory is 
not listed. 



DESCRIPTION 

The IJ command lists the principal attributes of a job whose token is 
represented by ITEM. It also lists the object directory if the option 
is included. If there is a large number of entries in the object 
directory, the control-0 character can be used to prevent data from 
rolling off the screen. The control-0 special character is described in 
Chapter 2. 

Figure 4-8 depicts the form of the display produced by the IJ command. 
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JOB TOKEN 


- IKMX.! 
bbbb 


POOL MAXIMUM 


cccc 


CURRENT ALLOCATED 


dddd 


CURRENT # OBJECTS 


eeee 


MAXIMUM # OBJECTS 


ffff 


CURRENT # CHILD JOBS 


gggg 


EXCEPTION MODE 


hhhh 


MAXIMUM PRIORITY 


lill 



iRMX86 JOB REPORT 



PARENT JOB 
POOL MINIMUM 
CURRENT UNALLOCATED 
CURRENT # TASKS 
MAXIMUM # TASKS 
DELETION PENDING 
EXCEPTION HANDLER 



kkkk 
1111 

mmmm 
nnnn 

PPP 
qqqq:rrrr 



NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 
aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 



MAXIMUM SIZE 
NAME TOKEN 
ssssssssssss tttt 



- OBJECT DIRECTORY 

uuuu VALID ENTRIES vwv 

NAME TOKEN NAME TOKEN 
ssssssssssss tttt ssssssssssss tttt 



Figure 4-8. An IRMX" 86 Job Report 



The following describes the fields in Figure 4-8: 



Field 



aaaaaaaaaaaa 



Meaning 

Each such field contains a name under which the job is 
cataloged in the objesct directory of either the job's 
parent job or the root job. If the job is not 
cataloged in either directory, "NONE FOUND" is printed 
here. 



bbbb 



cccc 



dddd 



eeee 



Hexadecimal token for the job. 

Maximum number, in hexadecimal, of 16-byte paragraphs 
that the job's pool can contain. 

Number of paragraphs that have been either allocated 
to tasks in the job or lent to child jobs. 

Number, in hexadecimal, of existing objects in job 
bbbb. 



ffff 



gggg 



Maximum number, in hexadecimal, of objects that can 
exist simultaneously in job bbbb. 

Number, in hexadecimal, of existing jobs that are 
offspring of job bbbb. 
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Field 



hhhh 



Meaning 

Exception mode for the job's default exception 
handler. Possible values are as follows: 



Value 


1 
2 
3 
INVALID 



When to Pass Control 
To Exception Handl e r 

Never 

On programmer errors only 

On environmental conditions only 

On all exceptional conditions 

Never 



ilii 



Hexadecimal value that indicates the maximum 
(numerically lowest) allowable priority for tasks in 
the job. 



jjjj 



1CK.K.K. 



Hexadecimal token for the parent of job bbbb. If job 
bbbb is the root job, however, jjjj is "ROOT". 

Minimum number, in hexadecimal, of 16-byte paragraphs 
that the job's pool can contain. 



1111 



mmmm 



nnnn 



PPP 



Number, in hexadecimal, of unused 16-byte paragraphs 
in the job's initial pool. 

Number, in hexadecimal, of tasks currently in the job. 

Maximum number, in hexadecimal, of tasks that can 
exist simultaneously in job bbbb. 

Indicator which tells whether a task has attempted to 
delete the job but was unsuccessful because the job 
has obtained protection from the DISABLE$DELETION 
system call. The possible values of ppp are YES and 
NO. 



qqqq 



rrrr 



ssssssssssss 



Base, in hexadecimal, of the start address of the 
job's default exception handler. 

Hexadecimal offset, relative to qqqq, of the start 
address of the job's default exception handler. 

Each such field contains the name under which an 
object is cataloged in the job's object directory. If 
there are no entries in the object directory, these 
fields are blank. 



tttt 



Each such field contains a token, in hexadecimal, of 
the object whose name (in the directory) appears next 
to it. 
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Field 



Meaning 



uuuu 



Maximum allowable nimiber, in hexadecimal, of entries 
In the job's object directory. 



vwv 



Number, In hexadecimal, of entries currently In the 
job's object directory. 
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INSPECTING A TASK ~ IT 



This command lists the principal attributes of a specified task, 
syntax for the IT command is as follows;: 



The 




PARAMETER 
ITEM 



Token for the task to be inspected. 



DESCRIPTION 

The IT command displays the principal attributes of the task whose token 
is represented by ITEM. Figure 4-9 depicts the form of display produced 
by IT. 





1RMX86 


TASK REPORT 




TASK TOKEN 


bbbb 


CONTAINING JOB 


kkkk 


STACK SEGMENT BASE 


cccc 


STACK SEGMENT OFFSET 


1111 


STACK SEGMENT SIZE 


dddd 


STACK SEGMENT LEFT 


mmmm 


CODE SEGMENT BASE 


eeee 


DATA SEGMENT BASE 


nnnn 


INSTRUCTION POINTER 


ffff 


TASK STATE 


pppppppp 


STATIC PRIORITY 


gggg 


DYNAMIC PRIORITY 


qqqq 


SUSPENSION DEPTH 


hhhh 


SLEEP UNITS REQUESTED 


rrrr 


EXCEPTION MODE 


1111 


EXCEPTION HANDLER 


ssss: tttt 


NPX TASK 


jjj 






NAME(S) aaaaaaaaaaaa 


aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 


aaaaaaaaaaaa 


aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 


Figure 4- 


-9. An 


IRMX"' 86 Task Report 





The following describes the fields in Figure 4-9: 



Field 



aaaaaaaaaaaa 



Meaning 

Each such field contains a name under which the task 
is cataloged in the object directory of either the 
task's containing Job or the root job. If the job is 
not cataloged in either directory, "NONE FOUND" is 
displajred here. 
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Field 



bbbb 



M eaning 
Hexadecimal token for the task. 



cccc 

dddd 
eeee 

ffff 

gggg 
hhhh 

llil 



332 

kkkk 
1111 

mnnnm 



Base address, in hexadecimal, of the task's stack 
segment. 

Size, in bytes, of the task's stack segment. 

Base address, in hexadecimal, of the task's code 
segment. 

Current value, in hexadecimal, of the task's 
instruction pointer. 

Hexadecimal priority of the task. 

Current number, in hexadecimal, of "suspends" against 
the task. Before the task can be made ready, each 
"suspend" must be countered with a "resume". 

Exception mode for the task's exception handler. 
Possible values are as follows: 



Value 


1 
2 
3 



When to Pass Control 
To Exception Handle r 

Never 

On programmer errors only 

On environmental conditions only 

On all exceptional conditions 



Indicator which tells whether the task uses the NPX. 
The possible values of jjj are YES and NO. 

Hexadecimal token for the task's containing job. 

Hexadecimal offset, relative to cccc, of the task's 
stack segment. 

Hexadecimal number of bytes currently available in the 
task's stack. 



nnnn 



PPPPPPPP 



qqqq 



Base address, in hexadecimal, of the task's data 
segment. 

Current execution state of the task. Possible values 
are "READY", "ASLEEP", "SUSPENDED", "ASLEEP/SUSP", 
"BROKEN", and "INVALID". 

A temporary, hexadecimal priority that is sometimes 
assigned to the task by the Nucleus. This is done to 
improve system performance. 
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Field Me aning 

rrrr If the task is asleep or asleep/suspended, this is the 

number of l/lOO second sleep units that the task 
requested just prior to going to sleep. If the task 
is ready or suspended, qqqq is 0000. 

ssss Base, in hexadecimal, of the start address of the 

task's exception handler. 

tttt Hexadecimal offset, relative to ssss, of the start 

address of the task's exception handler. 
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INSPECTING AN EXTENSION — IX 



This command displays the principal attributes of the specified extension 
object. The syntax for the IX command Is as follows: 




PARAMETER 
ITEM 



Token for the extension object to be Inspected. 



DESCRIPTION 

The IX command displays the principal attributes of the extension whose 
token is represented by ITEM, Figure 4-10 depicts the form of the 
display produced by IX. 



EXTENSION TOKEN 
TYPE CODE 



iRMX86 EXTENSION REPORT 

bbbb CONTAINING JOB dddd 

cccc DELETION MAILBOX eeee 



NAME(S) aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 
aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa aaaaaaaaaaaa 



Figure 4-10. An IRMX" 86 Extension Report 



The following describes the fields in Fl;gure 4-10: 
Field Meaning 



aaaaaaaaaaaa 



bbbb 



Each such field contains a name under which the 
extension is cataloged in the object directory of 
either the job containing the extension or the root 
job. If the extension is not cataloged in either 
directory, "NONE FOUND" is displayed here. 

Hexadecimal token for the extension. 
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Field Meaning 

cccc Hexadecitnal type code associated with composite 

objects licensed by this extension. 

dddd Hexadecimal token for the job containing this 

extension. 

eeee Hexadecimal token for the deletion mailbox associated 

with the extension. If there is no deletion mailbox 
for the extension, "NONE" is displayed here. 
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COMMANDS TO VIEW O BJECT LISTS 

The commands in this section allow you to view lists of iRMX 86 objects. 
Figure 4-11 illustrates the general syntax for commands in this section. 





ITEM 



1 



Figure 4-11. Syntax Diagram For Viewing iRMX™ 86 Object Lists 



The second letter of the command indicates the type of object list to 
display, as follows: 



J 


Jobs 


T 


Tasks 


R 


Ready tasks 


S 


Suspended tasks 


A 


Asleep tasks 


E 


Exchanges 


W 


Waiting Task queues 


M 


Mailbox quevies 


G 


Segments 


C 


Composites 


X 


Extensions 



The remainder of this section describes the commands in detail. 
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VIEWING THE ASLEEP TASKS — VA 



This command displays a list of asleep tasks. The syntax for the VA 
command is as follows: 




VA 




ITEM ^)- 



1 



PARAMETER 
ITEM 



Token for a job. If this option is Included, the 
Debugger lists only those asleep tasks that are 
contained in the specified job. If this option is 
omitted, all asleep tasks in the system are listed. 



DESCRIPTION 

The VA command displays suspended tasks as: 



SA = jjjjJ/ttttT jjjjj/ttttT ... jjJjJ/ttttT 



where: 



tttt Token of an asleep task. 

jjjj Token for the job containing the task. An asterisk 
following the task token indicates that the task has 
overflowed its stack. 



Debugger 4-73 



VIEWING COMPOSITES-VC 



VIEWING COMPOSITES ~ VC 



This command displays a list of composite objects. The syntax for the VC 
command Is as follows: 




PARAMETER 
ITEM 



1573 



Token for a Job. If this option is Included, the 
Debugger lists only the composite objects contained in 
the specified job. If this option is omitted, all 
composite objects in the system are displayed. 



DESCRIPTION 

The VC command displays composite objects as: 



CL = jjjjj/ccccC jjjjJ/ccccC ... JjjjJ/ccccC 



where: 



cccc 



JJJJ 



Token for a composite object. 

Token for the job containing the composite object. 
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VIEWING EXCHANGES ~ VE 



This command displays a list of exchanges. The syntax for the VE command 
is as follows: 




PARAMETER 
ITEM 



Token for a job. If this option is included, the 
Debugger lists only those exchanges that are contained 
in the specified job. If this option is omitted, all 
exchanges in the system are listed. 



DESCRIPTION 

The VE command lists exchanges as: 



EL = jjjjJ/xxxxt jjjjj/xxxxt ... jjjjj/xxxxt 



where: 



xxxx 



Jjjd 



Token for an exchange. 

Type of the exchange (M for mailbox, S for semaphore, 
or R for region). 

Token for the job containing the exchange. 
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VIEWING SEGMENTS — VG 



This command displays a list of segments. The syntax for the VG command 
Is as follows: 




PARAMETER 
ITEM 



Token for a job. If this option is included, the 
Debugger lists only the segments contained in the 
specified job. If this option is omitted, all 
segments in the system are displayed. 



DESCRIPTION 

The VG command displays segments as: 



GL = jjjjJ/ggggG jjjjJ/ggggG ... jjJjJ/ggggG 



where: 



gggg Token for a segment. 

jjjj Token for the job containing the segment. 
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VIEWING JOBS ~ VJ 



This command displays a list of jobs. The syntax for the VJ command Is 
as follows: 




VJ 




1 



1576 



PARAMETER 
ITEM 



Token for a job. If this option is included, the 
Debugger lists only those jobs that are children of 
the specified job. If this option is omitted, all 
jobs in the system are listed. 



DESCRIPTION 

The VJ command displays jobs as: 



JL = PPPpJ/jjjjJ PPPpJ/jjjjJ ... PPPpJ/jjjjJ 



where: 



jjjj Job token. 

pppp Token of its parent job. If the job designated by 
jjjj is the root job, then "ROOT" replaces "ppppj". 
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VIEWING MAILBOX OBJECT QUEUES ~ VM 



This command displays object queues at mailboxes, 
command Is as follows: 



The syntax for the VM 




PARAMETER 
ITEM 



VM 




1 



1577 



Token for a mailbox or a job. If you specify a 
mailbox token for this option, the Debugger lists only 
the object queue associated with the specified 
mailbox. If you specify a job token for this option, 
the Debugger lists all object queues in the specified 
job. If you omit this option, the Debugger displays 
object queues for all exchanges in the system. 



DESCRIPTION 

The VM command displays object queues at mailboxes as: 



ML JjjjJ/mmmmM = jjjjj/oooot jjjjj/oooot ... jjjjJ/oooot 
ML jjjjj/mmraniM = jjjjJ/oooot jjjjJ/oooot ... jjjjj/oooot 



ML jjjjJ/mmmmM = jjjjJ/oooot jjjjj/oooot ... jjjjj/oooot 



where: 



mmmm Token for a mailbox. 

oooo Token for an object in that mailbox's object queue. 

t Type of the object (J for job, T for task, M for 

mailbox, S for semaphore, and G for segment). 

jjjj Token for the job containing the mailbox or object. 
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VIEWING READY TASKS ~ VR 

This command displays a list of ready tasks, 
command is as follows: 



The syntax for the VR 




VR 




1 



PARAMETER 
ITEM 



Token for a job. If this option is included, the 
Debugger lists, in priority order, the ready tasks 
that are contained in the specified job. If this 
option is omitted, all ready tasks in the system are 
listed in order of priority. 



DESCRIPTION 

The VR command displays ready tasks as: 



RL = jjjjJ/ttttT jjjjj/ttttT ... jjjjj/ttttT 



where: 



tttt Token of a ready task. 

jjjj Token for the job containing the task. An asterisk 
following a task token indicates that the task has 
overflowed its stack. 
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VIEWING SUSPENDED TASKS — VS 



This command displays a list of suspended tasks, 
command Is as follows: 



The syntax for the VS 




PARAMETER 
ITEM 



Token for a job. If this option is included, the 

Debugger lists only those suspended tasks that are 

contained in the specified job. If this option is 

omitted, all suspended tasks in the system are listed. 



DESCRIPTION 

The VS command displays suspended tasks as: 



SL = jjJjJ/ttttT jjjjJ/ttttT 



jJjjj/ttttT 



where: 



tttt Token of a suspended task. 

jjjj Token for the job containing the task. An asterisk 
following a task token indicates that the task has 
overflowed its stack. 
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VIEWING TASKS — VT 



This conunand displays a list of tasks, 
as follows: 



The syntax for the VT command is 




1680 



PARAMETER 
ITEM 



Token for a job. If this option is included, the 
Debugger lists only those tasks that are contained in 
the specified job. If this option is omitted, all 
tasks in the system are listed. 



DESCRIPTION 

The VT command displays tasks as: 



TL = jjjjJ/ttttT jjjjj/ttttT ... jjjjj/ttttT 



where: 



tttt 
jjjj 



Task token. 

Token for the job that contains the task. An asterisk 
following a task token indicates that the task has 
overflowed its stack. 
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VIEWING WAITING TASK QUEUES — W 



This command displays the waiting task queues at exchanges. The syntax 
for the VW command is as follows: 




PARAMETER 
ITEM 



Token for an exchange or a job. If you specify an 
exchange token for this option, the Debugger lists 
only the task queue associated with the specified 
exchange. If you specify a job token for this option, 
the Debugger lists all task queues in the specified 
job. If you omit this option, the Debugger displays 
task queues for all exchanges in the system. 



DESCRIPTION 

The VW command displays task queues at exchanges as: 



WL jjjjj/xxxxt = jjjjj/ttttT jJjjJ/ttttT 
WL jjJjJ/xxxxt = jjjjJ/ttttT jjjjJ/ttttT 



jjjjJ/ttttT 
jjjjj/ttttT 



WL jjjjJ/xxxxt = jjjjJ/ttttT jjjjj/ttttT ... jjjjj/ttttT 



where: 



xxxx 
t 

tttt 
jjjj 



Token for an exchange. 

Type of the exchange (M for mailbox, S for semaphore, 
or R for region) . 

Token for a task which is queued at that exchange. 

Token for the job containing the task. An asterisk 
indicates that either the task has overflowed its 
stack or the task was loaded by the Application Loader. 
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VIEWING EXTENSIONS ~ VX 



This command displays either a list of extension objects or a list of 
composite objects associated with a particular extension object. The 
syntax for the VX command Is as follows: 




PARAMETER 
ITEM 



Token for an extension object. If this option is 
Included, the Debugger lists all composite objects 
associated with the specified extension object. If 
this object Is omitted, the Debugger lists all 
extension objects in the system. 



DESCRIPTION 

If the ITEM parameter is omitted, the VX command displays extension 
objects as follows: 



XL = jjjjJ/xxxxX jjjjJ/xxxxX ... JjJjj/xxxxX 



where: 



xxxx 



jjdj 



Token for an extension object. 

Token for the job containing the extension. 



If the ITEM option is included, the VX command lists the composite 
objects associated with a particular extension object as follows: 



XL jjjjJ/xxxxX = kkkkJ/ccccC kkkkJ/ccccC ... kkkkJ/ccccC 



where: 



xxxx 



Token for the extension object. 
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jjjj 



Token for the job containing the extension. 



cccc Token for the composite object that is associated with 
the specified extension. 



kkkk 



Token for the job containing the composite object. 
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DEBUGGER COMMANDS 



COMMANDS TO EXIT THE DEBUGGER 

The Q command described in this section allows you to exit the Debugger 
and resume processing. 
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EXITING THE DEBUGGER-Q 



EXITING THE DEBUGGER ~ Q 



This command exits the Debugger. The syntax for the Q command is as 
follows: 




Q 



DESCRIPTION 

The Q command deactivates the Debugger. When a debugging session is 
terminated, the tables and lists the Debugger maintains are not 
destroyed. Q also displays the message "EXIT IRMX 86 DEBUGGER". 



*** 
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CHAPTER 5 
CONFIGURATION 



The Debugger Is a configurable layer of the Operating System. It 
contains several options that you can adjust to meet your specific 
needs. To make configuration choices, Intel provides three kinds of 
information: 

• A list of configurable options. 

• Detailed information about the options. 

• Procedures to allow you to specify your choices. 

The balance of this chapter provides the first category of information. 
To obtain the second and third categories of information, refer to the 
iRMX 86 CONFIGURATION GUIDE. 

Debugger configuration is almost identical to Terminal Handler 
configuration (except that only one Debugger can be present in the 
application system). Debugger configuration Involves selecting 
characteristics of the Debugger's Terminal Handler and specifying 
information about the processor board and the terminal. The following 
sections describe the configurable options available on the Debugger. 



BAUD RATE 

You can set the baud rate for the Debugger's Terminal Handler to any of 
the following values: 

110 

150 

300 

600 
1200 
2400 
4800 
9600 
19200 

The default baud rate for the Debugger's Terminal Handler is 9600. 



Debugger 5-1 



CONFIGURATION 



BAUD COUNT 

The baud count provides a way to calculate Internal timer values given 
the clock Input frequency. The baud count sets the limits on the baud 
rate attributes of the Debugger's Terminal Handler. If your system's 
programmable interval timer (PIT) has a clock input frequency other than 
1.2288 megahertz, you must set the baud count. The default value for the 
baud count is 4. 



RUBOUT MODE AND BLANKING CHARACTER 
There are two ways to rubout a character: 

• Copying mode 

• Blanking mode 

In the copying mode, the character being deleted from the current line is 
re-echoed to the display. For example, entering "CAT" and then striking 
RUBOUT three times results in the display "CATTAC". 

In the blanking mode, the deleted character is replaced on the CRT screen 
with the blanking character. For example, entering "CAT" and then 
striking RUBOUT three times deletes all three characters from the display. 

The copy mode is the default mode. The default blanking character for 
the blanking mode is a space (20H). 



USART 

The USART is a device that, depending upon the application, can be used 
either to convert serial data to parallel data or to convert parallel 
data to serial data. The Debugger's Terminal Handler requires a 825 lA 
USART as a terminal controller. You can specify: 

• The port address of the USART. The default value for the port 
address is 0D8H. 

• The interval between the port addresses for the USART. 

• The number of bits of valid data per character that can be sent 
from the USART. The default value for the number of bits is 7. 
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PIT 

You can specify the following information about the programmable interval 
timer (PIT): 

• The port address of the PIT. The default value for the port 
address is ODOH. 

• The Interval between the port addresses for the PIT. 

• The number of the PIT counter connected to the USART clock 
input. The default value is 2. 



MAILBOX NAMES 

You can change the default names of both the input mailbox (RQTHNORMIN) 
and the output mailbox (RQTHNORMOUT). The new names must not be over 12 
alphanumeric characters in length. 



INTERRUPT LEVELS 

You can specify the interrupt levels used by the Debugger's Terminal 
Handler for input and output. You choose interrupt levels by selecting a 
value that corresponds to a particular interrupt value. The default 
value for the input interrupt level is 68H and the default value for the 
output interrupt level is 78H. 



*** 
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APPENDIX A 
ERROR MESSAGES 



This appendix lists the error messages that can occur when you enter 
Debugger commands. Since the Debugger reads commands on a line-by-line 
basis, it will not issue an error message for a command until you 
terminate the command with an end-of-line character (carriage return or 
line feed). Then, if the Debugger detects an error, it generates a 
display of the following form: 

command portion # 
error message 

where command portion consists of the command up to the point where the 
Debugger detected the error, and error message consists of one of the 
following: 



Mes 



sage 



ATTEMPT TO MODIFY NON-RAM 
LOCATION 

BREAKPOINT TASK NOT AN 
NDP TASK 



Description 

You tried to define a breakpoint at a 
non-RAM memory location. 

You specified the N command, but the 
breakpoint task was not designated as 
an Numeric Processor Extension task at 
its creation. 



COMMAND TOO COMPLEX 



DEBUGGER POOL TOO SMALL 



DUPLICATE SYMBOL 



In order to process your commands, the 
Debugger maintains a semantic stack, on 
which it places all the semantic 
entitles of your command. Your command 
was too complex and overflowed this 
stack. To correct this problem, you 
should first define numeric variables 
for some of your more complex 
expressions, and then use these 
variables in your command in place of 
the expressions. 

In order to process your command, the 
Debugger tried to create an iRMX 86 
segment. However, there was not enough 
free space in the system to create this 
segment. 

You attempted to define a numeric or 
breakpoint variable name that was 
already defined. 
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Message 

EXECUTION BREAKPOINT 
ALREADY DEFINED 



Descrip tion 

You attempted to define (or redefine) 
an execution breakpoint at an address 
which already specifies an execution 
breakpoint. This breakpoint may have 
been set up by the Debugger or by the 
iSBC 9i)7B Monitor and must be deleted 
before a new one can use this location. 



INTERRUPT TASK NOT ON 
BREAKPOINT LIST 



INVALID TASK STATE 



You attempted to make an interrupt 
task the current breakpoint task 
without first suspending that interrupt 
task. An Interrupt task can only be 
made the current breakpoint task by 
first incurring a breakpoint. 

The Nucleus-maintained task descriptor 
contains inconsistent Information. You 
have probably overwritten this area of 
memory,. It is unlikely that the task 
can continue to run. 



INVALID TOKEN 



You specified a token for a different 
kind of object than that required by 
the command. 



ITEM NOT FOUND 



You tried to delete or change a 
nonexistent numeric variable. 



NO BREAKPOINT TASK 

SYNTAX ERROR 

TASK NOT ON BREAKPOINT LIST 



You entered the R or N command without 
first establishing a breakpoint task. 

The command is syntactically incorrect. 

You tried to remove a task from the 
breakpoint list with the G command when 
the task was not on the list. 



TASK NOT SUSPENDABLE. 
WILL BE BROKEN WHEN 
SUSPENDABLE 



UNDEFINED SYMBOL 



You entered the BT command to estab- 
lish a breakpoint task, but the 
Debugger could not suspend the task in 
its current state (for example, the 
task currently has access to a 
region) . The Debugger will suspend the 
task when It becomes possible to do 
this. 

The Debugger was unable to find the 
specified sjraibol in the local symbol 
table, the object directory of the 
breakpoint task's job, or the root 
object directory. 
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UNKNOWN BREAKPOINT The D«5 bugger encountered a breakpoint 

lAPX 86, 88 MONITOR for which it had no record. It tried 

NOT CONFIGURED to pass the breakpoint to the Monitor 

but could not because the Monitor is 
not included in your system. 



*** 
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CHAPTER 1 
ORGANIZATION 



This manual contains four chapters. Some of the chapters contain 
introductory or overview material that you might not need to read if you 
are already familiar with the iSBC 957B, ISDM 86, or ISDM 286 monitor. 
Other chapters contain reference material that you can use as you debug 
your system. You can use this chapter to determine which of the other 
chapters you should read. 

The remaining chapters of the manual are the following: 

Chapter 2 This chapter describes the features of the System 

Debugger and its relationship to the other tools for 
debugging IRMX 86 applications. You should read this 
chapter if you are going through the manual for the 
first time. 

Chapter 3 This chapter gives a variety of facts pertaining to 

the use of the System Debugger. You should read this 
chapter if you are installing the System Debugger 
and/or configuring it into your system. 

Chapter 4 This chapter contains detailed descriptions of the 

System Debugger commands. The commands are listed in 
alphabetical order for easy referencing. When you are 
debugging your system you should refer to this chapter 
for specific Information about the format and 
parameters of the commands. 



A* A 
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CHAPTER 2 
INTRODUCTION 



The development of almost every system requires debugging. To aid you in 
the development of iRMX 86-based application systems, Intel provides the 
iRi^ 86 Debugger, the ICE-86 In-Circuit Emulator, the iSDM 86 and 
iSDM 286 System Debug Monitors, and the iSBC 957B monitor. The System 
Debugger extends the capabilities of the three monitors. This manual 
describes the System Debugger extension. The iRMX 86 DEBUGGER REFERENCE 
MANUAL describes the iJRMX 86 Debugger. The USER'S GUIDE FOR THE 
iSBC 957B iAPX 86, 88 INTERFACE AND EXECUTION PACKAGE describes the 
iSBC 957B monitor. The iSDM 86 SYSTEM DEBUG MONITOR REFERENCE MANUAL 
describes the iSDM 86 monitor. And the iSDM 286 SYSTEM DEBUG MONITOR 
REFERENCE I-IANUAL describes the iSDM 286 monitor. The following sections 
describe the relative advantages of the various debugging tools. 



ADVANTAGES OF THE iRMX" 86 DEBUGGER 

The iRMX 86 Debugger is a debugging tool that is "sensitive" to the data 
structures that the Nucleus maintains. The iRMX 86 Debugger allows you 
to: 

• Manipulate or examine any task while other tasks in the system 
continue to run. This distinguishes the IRMX 86 Debugger from 
the iRMX 86 System Debugger, which requires that the application 
system be "frozen." 

• Monitor system activity without interfering with execution. 

• Examine and interpret data structures that are associated with 
the Nucleus and the Nucleus objects. 



ADVANTAGES OF THE ICE®-86 EMULATOR 

The ICE-86 emulator provides in-cireuit emulation for iAPX 86, 88 
microprocessor-based systems, meaning that it "stands in" for the 8086 or 
8088 microprocessor in your target iRMX 86-based system during 
development. The ICE-86 emulator allows you to: 

• Get closer to the hardware level by examining the contents of 
input pins and input ports. 

• Change the values at output ports. 

• Examine individual components rather than an entire board. 

• Look at the most recent 80 to 150 assembly language instructions 
executed. 
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ADVANTAGES OF THE iSBC® 957B , ISDM'" 86, AND ISDM'" 286 MONITORS 

The ISBC 957B, ISDM 86, and ISDM 286 monitors each support both 
interactive commands and system I/O routines. Each allows you to: 

• Disassemble code. 

• Set execution and memory breakpoints. 

• Display memory. 



ADVANTAGES OF THE IRMX'" 86 SYSTEM DEBUGGER 

You can extend the capabilities of the iSBC 957B, ISDM 86, or ISDM 286 
monitor the System Debugger part of your operating system. In addition 
to retaining the features of the monitors, the System Debugger: 

• Identifies and interprets IRMX 86 system calls. 

• Displays IRMX 86 objects. 

• Examines the stack of a task to determine which IRM 86 system 
calls it has made recently. 



REQUIREMENTS OF THE IRMX™ 86 SYSTEM DEBUGGER 

In order to use the System Debugger, you must have exactly one of the 
following hardware configurations, with whatever support hardware that is 
required (independent of the System Debugger): 

• A terminal connected directly to an lAPX 86-, 88-, 186-, 188-, or 
286-based board. 

or 

• An Intellec system connected to an iAPX 86-, 88-, 186-, 188-, or 
286-based board. 

You must also have: 

• The monitor portion of the iSBC 957B iAPX 86, 88 Interface and 
Execution Package or the iSDM 86 or iSDM 286 System Debug Monitor. 

• At least the minimal configuration of the Nucleus. The System 
Debugger needs only a small portion of valid Nucleus code, so 
most of the System Debugger commands will function even if you 
accidentally write over part of the Nucleus. 

See the next chapter for more information about configuring and 
installing the System Debugger. 

AAA 
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CHAPTER 3 
USING THE SYSTEM DEBUGGER 



This chapter contains various facts about using the iRMX 86 System 
Debugger. 



HOW THE SYSTEM DEBUGGER IS SUPPLIED 

The System Debugger is supplied as a file along with the other parts of 
the iRMX 86 Operating System. 



USE RESTRICTIONS OF THE SYSTEM DEBUGGER 

One of the capabilities of the System Debugger is that it can display 
information about specific invocations of system calls. However, it can 
do this correctly only for applications that use the PL/M-86 SMALL, 
COMPACT, or LARGE model of segmentation. 



CONFIGURING THE SYSTEM DEBUGGER 

To use the System Debugger to debug your application, you must configure 
it into the application. You do this simply by responding to two prompts 
that the iRMX 86 Interactive Configuration Utility issues. One of the 
prompts asks whether jmu want the System Debugger to be part of your 
system. The other, which applies only if you respond affirmatively to 
the first prompt, asks which interrupt level you want to use to invoke 
the System Debugger manually. 



INVOKING THE SYSTEM DEBUGGER 

There are two ways of invoking the System Debugger. As the previous 
section implies, one way is to press the button that is physically tied 
to the interrupt level you specify during configuration. The other way, 
which requires that your system include the Human Interface, is to use 
the DEBUG command. 
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The DEBUG command syntax requires the pathname of a loadable file, DEBUG 
loads the indicated file and then passes control to the iSBC 957B, iSDM 
86, or iSDM 286 monitor. Normally, the file the DEBUG command loads is 
the file that is to be debugged. However, in this case the file to be 
debugged (the application system Incorporating the System Debugger) is 
already in memory. To satisfy the requirement that the DEBUG command 
load some file, but without corrupting your application, specify the 
pathname of a file that the DEBUG command can load harmlessly into an 
area of memory not used by the application. A file you can use for this 
purpose is the TIME command of the Human Interface. It requires little 
memory and, when loaded, is automatically located where it does not 
interfere with the application. 

See the iRMX 86 OPERATOR'S MANUAL for more information concerning the 
DEBUG command. 

After the DEBUG command loads the file into memory or after you press the 
interrupt button, the monitor issues its period (.) prompt, and you can 
begin entering System Debugger commands. These commands are the subject 
of the next chapter. 



RETURNING TO YOUR APPLICATION 

When you have finished debugging your application system, you can start 
it up again by means of the go (G) command of the monitor. 



*A* 
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CHAPTER 4 
COMMANDS 



This chapter contains detailed descriptions of the iRMX 86 System 
Debugger commands, in alphabetical order. There is also a Command 
Dictionary that lists the commands in functional groups. 

This chapter uses "CS:IP" to mean "code segment: instruction pointer." 
The chapter also contains several examples of System Debugger commands 
entered at the terminal. In the examples, user input is underscored to 
distinguish it from System Debugger output. Carriage returns are not 
shown after the user input but they are required for the System Debugger 
to execute the command. 



CHECKING VALIDITY OF TOKENS 

The iRMX 86 Operating System maintains tokens in doubly-linked lists. 
Whenever you enter a command that requires a token as a parameter, the 
System Debugger checks the validity of that token by looking at the 
token's forward and backward links. It checks tokens that you enter as 
parameters for the VD, VK, VJ, VO, VR, VT, and VU commands as well as the 
tokens that are listed in the displays. 

If one of a token's links is bad, the System Debugger generates an error 
message along with the information the command that you entered usually 
displays. The token you enter as a parameter of the System Debugger 
command always appears in each line as the center value in the display of 
tokens. The displays for forward- and backward-link errors are as 
follows: 

Forward link ERROR: 4111~>4E85 411K — 4E85~>4155 ?FFFF<~4155 

Back link ERROR: 4111~>410F? 411 1<~4E85~>4155 4E85<~4155 

Arrows to the right indicate forward links and those to the left indicate 
backward links. A question mark appearing before or after a value 
signals a forward or backward link error. 

If both links are bad, the System Debugger considers the token invalid 
and displays the following message: 

*** INVALID TOKEN *** 
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The presence of a link error means that; 
corrupted. The most common reason for 
of your tasks might have accidentally w 
data structures and/or code. If you ar 
interrupt, another possible cause of a 
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System). Only then can you use the VD, 
commands without getting another link e 
manual for more information about initi 
your system. 



iRMX 86 data structures have been 
this problem is overwriting. One 
ritten over part of the system 
e using the non-maskable 
link error is that you interrupted 

links. If either of these things 
em Debugger (and perhaps your 

VJ, VK, VO, VR, VT, and VU 
rror. See Chapter 3 in this 
alizing the System Debugger on 



PICTORIAL REPRESENTATION OF SYNTAX 

This manual uses a schematic device to illustrate the syntax of 
commands. The schematic consists of what looks like an aerial view of a 
model railroad, with syntactic elements scattered along the track. 
Imagine that a train enters the system at the far left, drives around as 
much as it can or wants to (sharp turns and backing up are not allowed), 
and finally departs at the far right. The command it generates in doing 
so consists of the syntactic elements that it encounters on its journey. 
The following pictorial syntax shows two valid sequences: AC and BC. 




The pictorial syntax of the commands in this chapter does not show spaces 
as elements. However, the SDB does allow one or more spaces between the 
command and the parameter. For example, even though the syntax for VR is: 




you can enter: x.456 

. VR XXX X 

The space between "VR" and "xxxx" does not affect the result of the 
command. 

Even though all syntax diagrams show uppercase letters, such as VR, 
entering lowercase equivalents of those letters produces the same effect. 



DISPLAY OF NUMERICAL VALUES 

In all of the displays that this chapter discusses, all nxmerical values 
are given in hexadecimal form. 
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COMMAND DICTIONARY 



Command Page 

DISPLAYING mMX 86 DATA STRUCTURES 

VD — Display a Job's Object Directory 4-7 

VJ — Display the Job Hierarchy 4-1 2 

VK — Display Ready and Sleeping Tasks 4-15 

VO — Display the Objects in a Job 4-17 

VR — Display an I/O Request/Result Segment 4-20 

VT~Display an IRMX 86 Object 4-29 

RECOGNIZING AND DISPLAYING IRMX 86 SYSTEM CALLS 

VC — Display System Call Information 4-4 

VS — Display Stack and System Call Information 4-24 

VU — Display System Calls in Task's Stack 4-48 

OTHER COMMANDS 

VH--Dlsplay Help Information 4-10 
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VC — Display System Call Information 



The VC command checks to see If a CALL instruction Is an IRMX 86 system 
call. 




PARAMETER 



pointer 



The optional pointer parameter can be any valid 
ISBC 95 7B, iSDM 86, or ISDM 286 address. The 
System Debugger uses this address as the address 
of the CALL instruction to be checked. 

If you do not supply a pointer, the System Debug 
Monitor uses the default pointer, which is the 
current CS:IP. If you specify an IP value but 
not a CS value, the System Debugger uses the 
current CS as the default base. 



DESCRIPTION 

If the CALL instruction is an IRMX 86 system call, the VC command 
displays information about the CALL instruction as shown in Figure 4-1. 



S/W Int: XX (subsystem) 



entry code xxxx 



system call 



Figure 4-1. Format Of VC Output 



The fields in Figure 4-1 are defined as follows: 



S/W int: xx (subsystem) 

entry code xxxx 
system call 



The software interrupt number and the 
IRMX 86 subsystem that corresponds to 
that number. 

The entry code for the system call 
within the subsystem. 

The name of the IRMX 86 system call. 
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NOTE 

The System Debugger uses the software 
interrupt number associated with the 
displayed entry code to determine 
whether the CALL instruction represents 
a system call. It is possible, but not 
likely, that the System Debugger can 
interpret a sequence of bytes as a 
software interrupt (INT) instruction 
and then (inaccurately) reported that a 
CALL instruction is an iRMX 86 system 
call. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VC 
command: 



Error Message 

Syntax Error 

Not a system CALL 



Descripti on 

You made an error in entering the command. 

The parameter you specified points to a CALL 
instruction that is not an iRMX 86 system 
call. 



Not a CALL instruction The parameter you specified does not point 

to any kind of call instruction. 



EXAMPLES 

Suppose you disassembled the following code using the DX command of the 
iSBC 957, iSDM 86, or iSDM 286 monitor: 



49A4:006D 50 


PUSH 


AX 


49A4:006E E8AD1E 


CALL 


A = IFIE ;$+7856 


49A4:0071 E8DD03 


CALL 


A = 0451H ;$+992 


49A4:0074 B80000 


MOV 


AX,0 


49A4:0077 50 


PUSH 


AX 


49A4:0078 8D060600 


LEA 


AX, WORD PRT 006H 


49A4:007C IE 


PUSH 


DS 


49A4:007D 50 


PUSH 


AX 


49A4:007E E8411E 


CALL 


A = 1EC2H ;$+7748 


49A4:0081 A30000 


MOV 


WORD PTR 0000H,AX 



If you use the VC command on the CALL instruction at address 49A4:006E, 
that is, you enter: 

.VC 49A4:006E 
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the System Debugger responds by displaying the following Information: 

S/W Int: B8 (Nucleus) entry code 0801 set exception handler 

The "S/W Int: B8 (Nucleus)" means that the software interrupt number, 
"B8", identifies this call as a Nucleus call. The entry code within the 
Nucleus is "0801" which corresponds to an RQ$SET$EXCEPTION$HANDLER system 
call. 

Now suppose you want to see if the CALL Instruction at 49A4:0071 is a 
system call. Enter: 

. VC 49A4:0071 

The System Debugger responds with the following message. 

Not a system CALL 

Finally, if you use the VC command on the instruction at 49A4:0074, the 
System Debugger responds with: 

Not a CALL instruction 
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VD — Display A Job's Object Directory 



The VD command displays a job's object directory. 





VD ) ( job token 




PARAMETER 



job token 



The token for the job whose object directory you 
want to display. 



DESCRIPTION 

If the parameter is a valid job token, the System Debugger displays the 
job's object directory, as shown in Figure 4-2. 



Directory size: xxxx 



Entries used: xxxx 



name 2^ 
name 2 



token 1 



tasks waiting token2. . .token^^ 



name^ 

invalid entry 
namejj^ 



token-: 



tokenj^ 



namen 



t oken 



n 



Figure 4-2. Format Of VD Output 



The fields in Figure 4-2 are as follows: 
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Directory size 

Entries used 

namei- ..namen 
tokeni . • • token^ 
tasks waiting 



Invalid entry 



The maximum allowable number of entries this 
job can have in its object directory. 

The number of entries used presently in the 
directory. 

The names under which objects are cataloged. 

Tokens for the cataloged objects. 

Signifies that one or more tasks have 
performed an RQ$LOOKUP$0 EJECT on an object 
that is not cataloged. The tokens following 
this field identify the tasks that are still 
waiting for the objects to be cataloged. 

This field appears only if the specified 
job's object directory has been destroyed or 
written over. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VD 
command: 



Error Message 
Syntax Error 

TOKEN is not a Job 



Description 

You did not specify a parameter for the 
command, or you made an error in entering 
the command. 

You entered a valid token that is not a job 
token. 



*** INVALID TOKEN *** The value you entered for the token is not a 

valid token. 
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EMMPLES 

If you want to look at the object directory of job "528F," you can enter: 

. VD 528F 
The System Debugger responds as follows: 

Directory size: OOOA Entries used: 0003 



$ 


5229 


R7I0USER 


5201 


RQGLOBAL 


528F 



The symbols "$," "R7I0USER," and "RQGLOBAL" are the names of the objects, 
and their respective tokens are 5229, 5201, and 528F. There are no 
waiting tasks or invalid entries. 
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VH — Display Help Information 



The VH command displays and describes the ten System Debugger commands. 




VH 



PARAMETERS 



There are no parameters for this call. 



DESCRIPTION 



The VH command lists all of the System Debugger commands, along with 
their parameters and a short description of each command. 



ERROR MESSAGE 

The System Debugger returns the following error message for the VH 
command: 



Error Message 
Syntax Error 



Description 

You made an error in entering the command. 



EXAMPLE 

If you enter: 

.VH 

the System Debugger responds as shown in Figure 4-3, where the brackets 
indicate optional parameters. 
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xRMX. 86 SYSTEM DEBUGGER, Vx.y 



vc [<POINTER>] 

vd <Job TOKEN> 

vh 

vj [<Job TOKEN>] 

vk 

vo <Job TOKEN> 

vr <Seg TOKEN> 

vs [<Count>] 

vt <TOKEN> 

vu <Task TOKEN> 



Display system call, 

Display job's object directory. 

Display help Information. 

Display job hierarchy from specified level. 

Display ready and sleeping tasks. 

Display list of objects for specified job. 

Display I/O Request/Result Segment. 

Display stack and system call information. 

Display IRMX 86 object. 

Display system calls on stack of specified task, 



Figure 4-3. VH Display 



NOTE 

If you use zero (0) for any of the 
optional parameters shown in Figure 
4-3, the effect is the same as if you 
omitted the parameter altogether. 
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VJ — Display The Job Hierarchy 



The VJ command displays the portion of the job hierarchy that descends from 
the level you specify. 




PARAMETER 




job token The token for the job whose descendant job hierarchy you 
want to display. 

If you do not specify a job token, VJ assumes the 
default job, which is the root job. 

The specified job, vrhether it is specified explicitly or 
whether it is the default (root) job, should not have 
more than 44 generations of job descendants. Otherwise, 
the display of the excessively-long branch is 
discontinued, an error message is displayed, and the 
System Debugger prorjpts for another command. 



DESCRIPTION 

The VJ command displays the token of the specified job and all the tokens 
of its descendant jobs. It also displays the tokens of the jobs (and their 
descendants) at the same level as the sipecified job. The descendant jobs 
are indented three spaces to show their position in the hierarchy. This 
command displays the job hierarchy as shown in Figure 4-4. 



iRMX/86 Job Tree 

token ][ 
token2 
token3 

token4 
token5 
token5 



Figure 4-4. Format Of VJ Output 
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The fields in Figure 4-4 are as follows: 



tokeri]^ 

token2. ..tokeng 



The token for the root job or the job you 
specify. 

The tokens for the descendant jobs of the root 
job or the job you specify. 



In Figure 4-4, jobs 2 and 6 are both indented three spaces to signify that 
they are children of job 1. Similarly, jobs 3 and 5 are depicted as 
children of job 2, and job 4 is shown as the child of job 3. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VJ command: 



Error Message 
Syntax Error 
TOKEN is not a Job 



Description 

You made an error in entering the command. 

You entered a valid token that is not a job 
token. 



*** INVALID TOKEN *** The value you entered for the token is not a 

valid token. 



Error looking for 
root job 

SDB job nest limit 
exceeded 



The System Debugger cannot find the root job. 



The job specified in the command invocation (or 
the default job) has more than 44 generations 
of job descendants. 



EXAMPLES 

If you want to examine the hierarchy of the root job, enter: 

.VJ 

Suppose the System Debugger responds with the following job tree. 

lRMX/8 6 Job Tree 

57DE 
528F 
5 ICE 
4F9F 
5741 
57B5 

The display shows "5 7DE" to be the root job. 
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If you want to display the descendant jobs of "5 ICE", enter: 

. VJ 5 ICE 

The System Debugger displays the following job tokens: 

5 ICE 
4F9F 



NOTE 

The VJ command (without a parameter) 
requires the Nucleus Interrupt vector 
and a small part of the Nucleus code in 
order to function correctly. If you 
destroy the Nucleus Interrupt vector 
(by pressing the RESET switch) or if 
you write over the required part of 
Nucleus code, this command does not 
operate properly. You must 
re-initialize your system in order to 
restore the VJ command. 
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VK — Display Ready And Sleeping Tasks 



The VK command displays the tokens for the tasks that are in the ready 
and sleeping states. 



e 



PARAMETERS 



This command has no parameters. 



DESCRIPTION 



The VK command displays the tokens for the tasks that are ready and 
asleep, in the format shown in Figure 4-5. 



Re ady t asks : xxxx 
Sleeping tasks: xxxx 



Figure 4-5. Format Of VK Output 



The fields in Figure 4-5 are as follows: 

Ready tasks The tokens for all ready tasks in the system. 



Sleeping tasks 



The tokens for all sleeping tasks in the 
system. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VK 
command: 
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Error Messages 

Ready tasks: Can't locate 
Sleeping tasks: 

Can't locate 

Syntax error 



Description 

The system is corrupted. See the 
following explanation. 



You made an error in entering the 
command. 



The System Debugger uses the Nucleus interrupt vector and some Nucleus 
code in order to identify the ready and sleeping tasks. If you somehow 
destroy the Nucleus interrupt vector or the required code, the System 
Debugger can't identify the ready and sleeping tasks. 

The most common reasons for this type of error are: 

• Pressing the RESET switch during debugging. 

• Not Initializing the Nucleus Interrupt vector. 

• Tasks writing over the Nucleus code. 

• Tasks writing over iRMX 86 objects. 

If any of these problems apply to your system, you must re-initialize 
your system. 



EXAMPLE 



If you want to display a list of all the ready and sleeping tasks in your 
system, enter: 

. VK 

In this example, the System Debugger responds as follows: 

Ready tasks: 4F02 

Sleeping tasks: 56F5 558A 56BF 5204 51B3 5090 55EC 5052 

5021 4FFE 5697 5238 51 IF 566E 563A 5769 

50D1 2302 
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VO — Display Objects In A Job 



The VO command displays the tokens for the objects in a job. 




PARAMETER 



job token 



The token for the job whose objects you want to 
display. 



DESCRIPTION 

The VO command lists the tokens for a job's child jobs, tasks, mailboxes, 
semaphores, regions, segments, extensions, and composites in the format 
shown in Figure 4-6. 



Child jobs: 


xxxx 


xxxx 


xxxx . . . 


Tasks: 


xxxx 


xxxx 


xxxx ... 


Mailboxes: 


xxxx 


xxxx 


xxxx . . . 


Semaphores: 


xxxx 


xxxx 


xxxx . . . 


Regions: 


xxxx 


xxxx 


xxxx . . . 


Segments: 


xxxx 


xxxx 


xxxx ... 


Extensions: 


xxxx 


xxxx 


xxxx . . . 


Composites: 


xxxx 


xxxx 


xxxx ... 



Figure 4-6. Format Of VO Output 



The fields in Figure 4-6 are as follows: 



Child jobs 



The tokens for the specified job's offspring 
jobs. 



Tasks 



The tokens for the tasks in the specified 
job. 
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Mailboxes 



Semaphores 



Regions 



Segments 



Extensions 



Composites 



The tokens for the mailboxes within the 
job. A lower-case "o" immediately following 
a mailbox token means that one or more 
objects are queued at the mailbox. A 
lower-case "t" immediately following a 
mailbox token means that one or more tasks 
are queued at the mailbox. 

The tokens for the semaphores in the 
specified job. A lower-case "t" Immediately 
following a semaphore token means that one 
or more tasks are queued at the semaphore. 

The tokens for the regions in the specified 
job. A lower-case "b" (busy) immediately 
following a region token means that a task 
has access to information guarded by the 
region. 

The tokens for the segments in the specified 
job. 

The tokens for the extensions in the 
specified job. 

The tokens for the composites in the 
specified job. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VO 
command 



Error Message 
Syntax Error 



Descriptio n 

You did not specify a parameter for the 
command or you made an error in entering the 
command. 



TOKEN is not a Job You entered a valid token that is not a job 

token. 

*** INVALID TOKEN *** The value you entered for the token is not a 

valid token. 



EXAMPLE 

Suppose you want to look at the objects in "5 ICE. 
.VO 5 ICE 
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The System Debugger responds with the following display: 



Child jobs: 

Tasks: 

Mailboxes: 


4F9F 
511F 
5119 


50D1 
5110 


5090 
5100 t 


5052 
50FB t 


5021 
50CE t 


4FFE 
5089 


Semaphores: 

Regions: 

Segments: 


50FE 
5 IOC 


501F t 
5103 


508C 


504E 


4FE6 


4FCB 


Extensions: 
Composites: 


511C 


5113 


50C8 


5083 


4FF3 


4FED 



The previous display shows the tokens for the child jobs, tasks, 
mailboxes, semaphores, regions, segments, extensions, and composites in 
the job. It also tells you that there are tasks waiting at four 
mailboxes and at one semaphore. 
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VR — Display I/O Request/Result Segment 



The VR command displays Information about the IRMX 86 Basic I/O System 
I/O request/result segment (lORS) that corresponds to the segment token 
that you enter. 




PARAMETER 



Segment token 



The token for a segment containing the lORS you 
want to display. This segment must be an lORS or 
the VR command returns Invalid Information. 



DESCRIPTION 

The VR command displays the names and values for the fields of a specific 
lORS. The System Debugger cannot determine whether the segment contains 
a valid lORS, so it is up to you to ensure that the segment does indeed 
contain an lORS. If the parameter is a valid segment token for a segment 
containing an lORS, the System Debugger displays information about the 
lORS as shown in Figure 4-7, 

The contents of the lORS pertain to the most recent I/O operation in 
which this lORS was used. For more information concerning the following 
fields, see the GUIDE TO WRITING DEVICE DRIVERS FOR THE IRMX 86 AND 
IRMX 88 I/O SYSTEMS. 



I/O Request Result Segment 



Status 


xxxx 


Unit status 


xxxx 


Device 


xxxx 


Unit 


XX 


Function 


xxxxx 


Subf unction 


xxxxxxx 


Count 


xxxxxxx 


Actual 


xxxx 


Device location 


xxxxxxxx 


Buffer pointer 


xxxx: xxxx 


Rasp mailbox 


xxxx 


Aux pointer 


xxxx: xxxx 


Link forward 


xxxx: xxxx 


Link backward 


xxxx: xxxx 


Done 


xxxx 


Cancel ID 


xxxx 



Connection token xxxx 



Figure 4-7. Format Of VR Output 



System Debugger 4-20 



VR-DISPLAY I/O REQUEST/RESULT SEGMENT 



The fields In Figure 4-7 are as follows: 

Status The condition code for the I/O operation. 

See the description of I/O Request /Result 
Segments in the iRMX 86 BASIC I/O SYSTEM 
REFERENCE MANUAL for further information. 



Unit status 



Device 



Unit 



Function 



Additional status information. The contents 
of this field are meaningful only when the 
Status field is set to the E$IO condition 
(002BH). 

See the description of I/O Request/Result 
Segments in the IRMX 86 BASIC I/O SYSTEM 
REFERENCE MANUAL for further information. 

The number of the device for which the last 
request was intended. 

The number of the unit for which this request 
was intended. 

The operation that was performed by the Basic 
I/O System. The possible functions are as 
follows: 



Function System Call 

Read RQ$A$READ 

Write RQ$A$WRITE 

Seek RQ$A$SEEK 

Special RQ$A$SPECIAL 

Att Dev RQ$A$PHYSICAL$ATTACH$DEVICE 

Det Dev RQ$A$PHYSICAL$DETACH$DEVICE 

Open RQ$A$OPEN 

Close RQ$A$CLOSE 



Subfunction 



If the function field contains an invalid 
value, the System Debugger displays the 
value in this field, followed by a space and 
two question marks. 

A further specification of the function that 
applies only when the Function field 
contains "Special. " The possible 
subfunctions and their descriptions are as 
follows: 
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Subf unction (con't) 



Subf unction 

For/Que 

Satisfy 

Notify 

Device char 

Get Term Attr 

Set Term Attr 

Signal 

Rewind 

Read File Mark 

Write File Mark 

Retention Tape 



Description 

Format or Query 

Stream file satisfy function 

Notify function 

Device characteristics 

Get terminal attributes 

Set terminal attributes 

Signal function 

Rewind tape 

Read file mark on tape 

Write file mark on tape 

Take up slack on tape 



Count 



Actual 



Device location 



If the Function field doesn't contain 
"Special", then the Subfunctlon field 
contains "N/A." If the Subfunctlon field 
contains an Invalid value, the System 
Debugger displays the value of the field 
followed by a space and two question marks. 

The number of bytes of data called for in the 
I/O request. 

The number of bytes of data transferred In 
response to the request. 

The eight-digit hexadecimal address of the 
byte where the I/O operation began on the 
specified device. 



Buffer pointer 



The address of the buffer from which the 
Basic I/O System read or to which it wrote in 
response to the request. 



Resp mailbox 
Aux pointer 



A token for the response mailbox to which the 
device sent the lORS after the operation. 

The pointer to the location of auxiliary 
data, if any. This field is significant only 
when the Function field contains "Special. " 



Link forward 



The address of the next lORS in the queue 
where the lORS waited to be processed. 



Link backward 



Done 



The address of the previous lORS in the queue 
where the lORS waited to be processed. 

This field Is always present but applies only 
to lORS's for I/O operations on random-access 
devices. When applicable, it Indicates 
whether the I/O operation has been 
completed. The possible values are TRUE 
(FFFFH) and FALSE (OOOOH). 
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Cancel ID 



A word that is used by device drivers to 
identify I/O requests that need to be 
cancelled. A value of indicates a request 
that cannot be cancelled. 



Connection token 



The token for the file connection that was 
used to issue the request for the I/O 
operation. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VR 
command: 



Error Message 
Syntax Error 



Description 

You did not specify a parameter for the 
command or you made an error in entering the 
command. 



TOKEN is not a Segment You entered a valid token that is not a 

segment token. 

*** INVALID TOKEN *** The value you entered for the token is not a 

valid token. 

Segment wrong size, The specified segment is neither four nor five 
not an lORS paragraphs in length, so It is not an I/O 

request/result segment. 
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VS — Display Stack And System Call Information 



The VS command identifies system calls (as does the VC command) and 
displays the stack. 




PARAMETER 



count 



A decimal or hexadecimal value that specifies the 
number of words from the stack that are to be 
included in the display. A suffix of T, as in 
16T, means decimal. No suffix or a suffix of H 
indicates hexadecimal. 



If you do not specify a count, VS assumes the 
default value, lOH. 



DESCRIPTION 

The VS command identifies iRMX 86 system calls for all iRMX 86 subsystems 
(as does the VC command) and interprets the parameters on the stack. If 
a parameter is a string, the System Debugger displays the string. See 
the appropriate iRMX 86 manual for additional information about system 
calls. 

The VS command interprets the CALL instruction at the current CS:IP. If 
you want to interpret a CALL instruction at a different CS:IP value, you 
must move the CS:IP to that value by using the iSBC 957B, iSDM 86, or 
iSDM 286 GO command. 

The VS command uses current values of the SS:SP (stack segmentrstack 
pointer) registers to display the current stack values. If the 
instruction is an iRMX 86 system call, VS displays the system call and 
the stack information, as shown in Figure 4-8. 
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xxxx: xxxx 


xxxx xxxx 


xxxx xxxx 


xxxx 


xxxx xxxx 


xxxx 


xxxx:xxxx 


xxxx xxxx 


xxxx xxxx 


xxxx 


xxxx xxxx 


xxxx 


S/W int: xx 


(subsystem) 


entry code 


xxxx 


system call 





:parameters. : 



Figure 4-8, Format Of VS Output 



The fields In Figure 4-8 are as follows: 

xxxx:xxxx The contents of the SS:SP. 

xxxx Stack values. 

parameters The names of the stack values. The 

parameters correspond to the stack values 
directly above them. 

The three remaining fields in Figure 4-8 are identical to those in the VC 
command. 

S/W int: xx (subsystem) The software interrupt number and the 

iRMX 86 subsystem that corresponds to that 
number. 



entry code xxxx 
system call 



The entry code for the system call within 
the subsystem. 

The name of the iRMX 86 system call. 



ERROR MESSAGES 

The System Debugger always displays the words at the top of the stack. 
If it encounters problems, it then returns one of the following error 
messages. 



Error Message 

Syntax Error 

Not a system CALL 



Description 

You made an error in entering the command. 

The CS:IP is pointing to a CALL instruction 
that is not a system call. 
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Unknown entry code This message indicates that one of two 

infrequent events has occurred. One is that 
the System Debugger has mistaken an operand 
for the software interrupt (INT) 
instruction. The other possibility is that 
a software link from user code into IRMX 86 
code has been corrupted. 

If the instruction is not a CALL instruction, VS displays the contents of 
the words on the stack and no message. 



EXAMPLES 

Suppose that by some means, such as the X command of the iSBC 957B , 
iSDM 86, or iSDM 286 monitor, you determine that the SS:SP is 4906:07CA. 
Suppose further that you then you use the VS command, as follows: 
.VS 



4906: 07CA 


0008 


4984 


4EAC 


4983 


4983 


0000 


0600 


4906 


4906:07DA 


49A4 


0020 


2581 


4EAC 


4EA1 


4EE7 


0000 


0000 



S/W int: B8 (Nucleus) entry code 0301 delete mailbox 
: . .excep$p. . : .mbox. : 



The parameter names identify the stack values directly above them. That 
is, the "excep$p" parameter name signifies that the first two words 
represent a pointer (4984:0008) to the exception code. Similarly, the 
"mbox" parameter signifies that the third word (4EAC) is the token for 
the mailbox being deleted. 

Now, suppose that you move the SS:SP to 4906:0700. If you invoke the VS 
command now, the debug monitor displays the stack as follows: 

.VS 



4906:07D0 


4983 


4983 


0000 


0600 


4906 


49A4 


0020 


2581 


4906:07E0 


F7C7 


F7C7 


F5C7 


F5C7 


F5C7 


F5C7 


F5CF 


F5CF 



Not a system CALL 

The System Debugger displays the stack and a message which informs you 
that the instruction is a CALL instruction but is not a system call. 

When an iRMX 86 system call is executed, its parameters are pushed onto 
the current stack, and then a CALL instruction is issued with the 
appropriate address. If you want to display the stack at such a call 
when there are more parameters than will fit on one line, the System 
Debugger automatically displays multiple lines of words from the stack, 
with corresponding lines of parameter description directly below them. 
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For example, suppose that you use the VS command as follows: 
.VS 



57CC:0F9A 
57CC:0FAA 
57CC:0FBA 



015A 60C7 
60EF 0028 
6609 5A5F 



0000 60C6 
2322 0000 
5AF8 660B 



60C6 0000 0600 
60C7 6618 6605 
0000 0000 0000 



S/W Int: B8 (Nucleus) entry code 0100 create job 



57CC 
6623 
0000 



• • •excep$p. . • :t$f Igs: stksze: ..sp..:>*ss*>:«.ds..:**lp.«; 
. .cs., :.pri. . : j$f Igs: .exp$inf o$p.. :maxpri:maxtsk:maxob j! 
poolmx:poolmn:param. :dirslz: 



This display Indicates that the CALL instruction is a Nucleus 
RQ$CREATE$JOB system call having 18 parameters. The names of these 
parameters are shown between the colons (:). As usual, the words on the 
stack correspond to the parameters shown directly below those words. 

The following display indicates that the CALL instruction is a Basic I/O 
System (BIOS) RQ$A$ATTACH$FILE system call having five parameters. The 
"subpath$p" parameter points to a string that is seven characters long. 
This string consists of the word "example." 

.VS 



57CC:0F4E 


0F8C 


57CC 


65FD 0000 


6600 69A2 


0000 


6602 


57CC:0F5E 


66 OB 


3C13 


6602 2325 


66D2 0F7C 


0DF7 


FFFF 


S/W Int: CO 


(BIOS) 


entry 


code 0002 


attach file 







: .. .excep$p.. . : .mbox. : . .subpath$p. . :prefix: .user. : 
subpath — >07 'example' 



The following display indicates that the CALL instruction at CS:IP is an 
Extended I/O System RQ$S$RENAME$FILE system call having three 
parameters. There are two parameters with strings in this example. The 
new$path$p parameter points to a string that is four characters long. 
This string contains "XY70. " The path$p parameter points to a string 
that is also four characters long and contains "tenp." 

.VS 



57CC:0F98 014A 60C7 


06A5 60EF 


06A5 60EF 


0000 


0600 


57CC:0FA8 57CC 60EF 


0028 2322 


0000 60C7 


00 OA 


6605 


S/W Int: CI (EIOS) entry 


code 0108 


rename file 






: . . .excep$p.. 


. : .new$path$p. 


. : . . .path$p. .. 


• 





new path— >04'XY70' 
path — > 04 'temp' 
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NOTE 

If a string is more than 50 characters 
In length, the System Debugger will 
display only the first 50 characters of 
the string. And if the pointer to a 
string is 0000:0000,, the System 
Debugger does not display the string. 
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VT — Display An IRMX 86 Object 



The VT command displays information about the iRMX 86 object associated 
with the token you enter. 




PARAMETER 



token 



The token for the object for which the 
System Debugger will display Information. 



DESCRIPTION 

The VT command ascertains the type of object represented by the token and 
displays information about that object. Both the Information and the 
format in which the System Debugger displays the Information depend 
entirely upon the type of the object. The following sections are divided 
into display groups. Each display group illustrates the format of the 
display for a particular type of object. 



ERROR MESSAGES 



The System Debugger returns the following error messages for the VT 
command 



Error Message 
Syntax Error 



Description 

You did not specify a parameter for the 
command or you made an error in entering the 
command. 



*** INVALID TOKEN *** The value you entered for the token Is not a 

valid token. 



JOB DISPLAY 

If the parameter that you supply is a valid job token, the System 
Debugger displays information about the job that has that token, as 
Figure 4-9 shows. 
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Object type = 1 Job 

Current tasks xxxx 

Current objects xxxx 

Directory size xxxx 

Except handler xxxxixxxx 

Pool mln xxxx 

Pool size xxxx 



Max tasks 


xxxx 


Max objects 


xxxx 


Entries used 


xxxx 


Except mode 


XX 


Pool Max 


xxxx 


Allocated 


xxxx 



Max priority xx 

Parameter obj xxxx 

Job flags xxxx 

Parent job xxxx 

Initial size xxxx 

Largest seg xxxx 



Figure 4-9. Format Of VT Output (Job Display) 



The fields in Figure 4- 
Current tasks 
Max tasks 



Max priority 

Current objects 
Max objects 

Parameter obj 

Directory size 

Entries used 
Job flags 
Except handler 



9 are as follows: 

The number of tasks currently existing in the job. 

The maximtim number of tasks that can exist in the 
job at the same time. This value was set when 
the job was created with the RQ$CREATE$JOB system 
call. 

The maximum (numerically lowest) priority allowed 
for any one task in the job. This value was set 
when the job was created. 

The number of objects currently existing in the 
job. 

The maximum number of objects that can exist in 
the job at the same time. This value was set 
when the job was created. 

The token for the object that the parent job 
passed to this job. This value was set when the 
job was created. 

The maximum nximber of entries the job can have in 
its object directory. This value was set when 
the job was created. 

The number of objects currently cataloged in the 
job's object directory. 

The job flags parameter that was specified when 
the job was created. 

The start address of the job's exception 
handler. This address was set when the job was 
created. 
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Except mode 

Parent job 
Pool min 

Pool max 

Initial size 
Pool size 
Allocated 
Largest Seg 



The value that indicates when control is to be 
passed to the new job's exception handler. This 
value was set when the job was created. 

The token for the job's parent. 

The minimum size (in 16-byte paragraphs) of the 
job's memory pool. This value was set when the 
job was created. 

The maximum size (in 16-byte paragraphs) of the 
job's memory pool. This value was set when the 
job was created. 

The initial size (in 16-byte paragraphs) of the 
job's memory pool. 

The current size (in 16-byte paragraphs) of the 
job's memory pool. 

The number of currently-allocated 16-byte 
paragraphs in the job's memory pool. 

The number of 16-byte paragraphs in the largest 
contiguous portion of the job's memory pool. 



TASK DISPLAY 

The System Debugger displays information about tasks in two different 
ways. The first display is for non-lnterrupt tasks and the second is for 
interrupt tasks. The format of the two types of tasks is shown in 
Figures 4-10 and 4-11. 



object type = 2 Task 

Static prl xx Dynamic pri xx 

Suspend depth xx Delay req xxxx 

Except handler xxxx: xxxx Except mode xx 

Containing job xxxx Interrupt task no 



Task state xxxx 
Last exchange xxxx 
Task flags xx 
Kernel saved ss:sp xxxx: xxxx 



Figure 4-10. Format Of VT Output (Non-lnterrupt Task) 



System Debugger 4-31 



VT-DISPLAY iRMX™ 86 OBJECT 



object type = 2 Task 



Static prl xx 
Suspend depth xx 
Except handler xxxx:xxxx 
Containing job xxxx 
Master mask xx 
Pending int xx 



Dynamic prl 


XX 


Task state 


xxxx 


Delay req 


xxxx 


Last exchange 


xxxx 


Except mode 


XX 


Task flags 


XX 


Interrupt task 


yes 


Int Level 


XX 


Slave mask 


xx 


Slave number 


XX 



Max Interrupts xx 



Kernel saved ss:sp xxxx:xxxx 



Figure 4-11. Format Of VT Output (Interrupt Task) 



The fields in Figures 4-10 and 4-11 are as follows 
Static pri 



Dynamic pri 



Task state 



Suspend depth 



Delay req 



The current priority of the task. This value was 
set when the task's containing job was created. 

A temporary priority that the Nucleus sometimes 
assigns to the task in order to Improve system 
performance. 

The state of the task. The five possible states, 
as they are displayed, are: 

State Description 

ready ready for execution 

asleep task is asleep 

SUSP task is suspended 

aslp/susp 1:ask is both asleep and suspended 

deleted task is being deleted 

If this field contains an Invalid value, the 
System Debugger displays the value follov/ed by a 
space and two question marks. 

The number of RQ!?SUSPEND$TASK system calls that 
have been applied to this task without 
corresponding RQ!?RESUME$TASK system calls. 

The number of sleep units the task requested when 
it last specified a delay at a mailbox or 
semaphore, or when it last called RQ$SLEEP, If 
the task has not done any of these things, this 
field contains 0„ 



Last exchange 



The token for the mailbox, region, or semaphore 
at which the task most recently began to wait. 
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Except handler 



Except mode 



Task flags 



The start address of the job's default 
exception handler. This value was set 
either when the task was created, by means 
of RQ$CREATE$TASK or RQ$CREATE$JOB , or later 
by means of RQ$SET$EXCEPTION$HANDLER. 

The value used to indicate the exceptional 
conditions under which control is to be 
passed to the new task's exception handler. 
This value was set either when the task was 
created, by means of RQ$CREATE$TASK or 
RQ$CREATE$JOB, or later by means of 
RQ$SET$EXGEPTION$HANDLER. 

The task flags parameter used when the task 
was created with the RQ$CREATE$TASK system 
call. 



Containing job 
Interrupt task 



Kernel saved ss:sp 
Int level 

Master mask 



The token of the job that contains this task. 

"No" signifies that the task is not an 
interrupt task. In this case, there are no 
fields following this field in the display. 
(See Figure 4-10.) 

"Yes" signifies that the task is an 
interrupt task. In this case, there are 
additional fields in the display. (See 
Figure 4-11.) 

The contents of the ss:sp registers when the 
task last left the ready state. 

The level that the interrupt task services. 
This level was set when this task called 
RQ$SET$INTERRUPT. 

The value associated with the interrupt mask 
for the master interrupt controller. This 
value represents the master interrupt levels 
that are disabled by virtue of the interrupt 
level that the task services. For example, 
if the task services interrupt level 51 (in 
octal), then master levels 6 and 7 are 
disabled, so the master mask field is 
UOOOOOOB (=COH). For more information 
concerning interrupt levels, see the IRMX 86 
NUCLEUS REFERENCE MANUAL. 
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Slave mask 



The value associated with the interrupt mask 
for a slave interrupt controller. This 
value represents the slave Interrupt levels 
that are disabled by virtue of the level 
that the task services. For example, if the 
task services interrupt level 51 (octal), 
then slave levels 2 through 7 are disabled, 
so the slave level field is IIHIIOOB 
(=FCH). For more information concerning 
interrupt levels, see the iRMX 86 NUCLEUS 
REFERENCE IVIANUAL. 



Slave number 



Pending int 
Max interrupts 



The programmable interrupt controller number 
of the slave that is referred to by the 
slave mask. This value depends entirely 
upon the interrupt level that the task 
services. If the value in the Int level 
field (after conversion to octal) is xy , 
then y+1 is the value in this field. 

The number of RQ$SIGNAL$INTERRUPT calls that 
are pending for this level. 

The maximum number of RQ$ S I GNAL$ INTERRUPT 
calls that can be pending for this level. 



MAILBOX DISPLAY 

The System Debugger displays information about mailboxes in three 
different ways. The first display appears when nothing is queued at the 
mailbox, the second appears when tasks are queued at the mailbox, and the 
third appears when objects are queued at the mailbox. The formats of the 
three types of display are shown in Figures 4-12, 4-13, and 4-14. 



Object type = 3 Mailbox 



Task queue head xxxx 
Queue discipline xxxx 
Containing job xxxx 



Object queue head xxxx 
Object cache depth xxxx 



Figure 4-12. Format Of VT Output (Mailbox With No Queue) 
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Object type = 3 Mailbox 



Task queue head xxxx 
Queue discipline xxxx 
Containing job xxxx 



Object queue head xxxx 
Object cache depth xxxx 



Task queue 



xxxx 



xxxx 



Figure 4-13. Format Of VT Output (Mailbox With Task Queue) 



Object type = 3 Mailbox 



Task queue head xxxx 
Queue discipline xxxx 
Containing job xxxx 

Object queue xxxx 



Object queue head 
Object cache depth 



xxxx 
xxxx 



xxxx 



Figure 4-14. Format Of VT Output (Mailbox With Object Queue) 



The fields in Figure 4-12, 4-13, and 4-14 are as follows: 



Task queue head 



Object queue head 



Queue discipline 



Object cache depth 



Containing job 



The token for the task at the head of the 
queue. If the task queue for this mailbox 
Is empty, this field contains 0. 

The token for the object at the head of the 
queue. If the object queue for this mailbox 
Is empty, this field contains 0. 

The manner In which tasks are queued at the 
mailbox. Tasks are queued 
"f irst-in/f Irst-out" (FIFO) or by priority 
(PRI), depending upon how the mailbox was 
specified to RQ$CEEATE$MAILBOX. 

The size of the high performance portion of 
the object queue that Is associated with the 
mailbox. This size was specified when the 
mailbox was created with RQ$CREATE$MAILBOX. 

The token for the job that contains this 
mailbox. 
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Task queue 



Object queue 



A list of tokens for the tasks queued at the 
mailbox in the order in which tasks are queued. 
If no tasks are queued at the mailbox, this list 
does not appear. 

A list of tokens for the objects queued at the 
mailbox in the order in which the objects are 
queued. If no objects are queued at the 
mailbox, this list does not appear. 



SEMAPHORE DISPLAY 

The System Debugger displays information about semaphores in two ways. The 
first display appears when no tasks are queued at the semaphore, and the 
second appears when tasks are queued at the semaphore. The formats for the 
two types of displays are shown in Figures 4-15 and 4-16. 



Object type = 4 Semaphore 

Task queue head xxxx 
Current value xxxx 
Containing job xxxx 



Queue discipline xxx 
Maximum value xxxx 



Figure 4-15. Format Of VT Output (Semaphore With No Queue) 



Object type = 4 Semaphore 



Task queue head 


xxxx 


Current value 


xxxx 


Containing job 


xxxx 


Task queue 


xxxx 



Queue discipline xxx 
Maximum value xxxx 



xxxx 



Figure 4-16. Format Of VT Output (Semaphore With Task Queue) 

The fields in Figures 4-15 and 4-16 are as follows: 

Task queue head The token for the task at the head of the queue. 
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Queue discipline 



Current value 
Maximum value 

Containing job 
Task queue 



The manner In which tasks are queued at the 
semaphore. The tasks are queued 
"flrst-ln/f irst-out" (FIFO) or by priority 
(PRI), depemding upon how the semaphore was 
specified when created with RQ$CREATE$ SEMAPHORE. 

The number of units currently held by the 
semaphore. 

The maximum number of units the semaphore can 
hold. This number was specified when the 
semaphore v;as created with RQ$CREATE$SEMAPHORE . 

The token for the job that contains the 
semaphore. 

A list of tokens for the tasks queued at the 
semaphore, in the order in which the tasks are 
queued there. If no tasks are queued at the 
semaphore, this list does not appear. 



REGION DISPLAY 

If the parameter that you supply is a valid token for a region, the System 
Debugger displays information about the associated region as shown in 
Figure 4-26. 



Object type = 5 Region 



Entered task xxxx 
Containing job xxxx 

Task queue xxxx 



Queue discipline 



xxxx 



xxxx 



Figure 4-17. Format Of VT Output (Region) 



The fields in Figure 4-17 are as follows: 



Entered task 



Queue discipline 



The token for the task that is currently 
accessing information guarded by the region. 

The manner in which tasks are queued at the 
region. The tasks are queued first-in/f irst-out 
(FIFO) or by priority (PRI), depending upon how 
the region was specified when created with 
RQ$CREATE$REGION. 
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Containing job 
Task queue 



The token for the job that contains the region. 

Tokens for the tasks waiting to gain access to 
data guarded by the region. This line Is 
displayed only If a task already has access to 
the data guarded by the region. 



SEGMENT DISPLAY 

If the parameter that you supply Is a valid token for a segment, the System 
Debugger displays Information about the associated segment as shown In 
Figure 4-18. 



Object type = 6 segment 
Num of paragraphs xxxx 



Containing job 



xxxx 



Figure 4-18. Format Of VT Output (Segment) 



The fields In Figure 4-18 are as follows: 
Num of paragraphs 



Containing job 



The number of 16-byte paragraphs In this 
segment. The size of the segment was specified 
when the segment was created with the 
RQ$CREATE$SEi3MENT system call. 

The token for the job that contains the segment. 



EXTENSION OBJECT DISPLAY 

If the parameter that you supply Is a valid token for an extension, the 
System Debugger displays Information about the associated extension as 
shown in Figure 4-19. 



Object type = 7 Extension 

Extension type xxxx 
Containing job xxxx 



Deletion mailbox xxxxx 



Figure 4-19. Format Of VT Output (Extension Object) 
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The fields in Figure 4-19 are as follov? 
Extension type 



Deletion mailbox 



Containing job 



The type code associated with composite objects 
licensed by this extension. This code was 
specified when the RQ$CREATE$ EXTENSION system 
call, was used to create this extension type. 
See the iRMX 86 NUCLEUS REFERENCE MANUAL for more 
information concerning extension types. 

The token for the deletion mailbox associated 
with this extension. This mailbox was specified 
when the RQ$CREATE$EXTENSION system call was used 
to create this extension type. 

The token for the job that contains the extension. 



COMPOSITE OBJECT DISPLAY 

There are five kinds of composite displays. The first kind depicts all 
composites except those defined in the Basic I/O System (BIOS). The second 
kind depicts BIOS user objects. The remaining kinds depict BIOS physical, 
stream, and named file connections. 

The format for the display of non-BIOS objects is as shown in Figure 4-20. 



Object type = 8 Composite 



Extension type xxxx 
Containing job xxxx 

Component list xxxx 



Extension obj 
Num of entries 



xxxx 



xxxx 



xxxx 
xxxx 

xxxx 



Deletion mbox 



xxxx 



Figure 4-20. Format Of VT Output (Composite Object Other Than BIOS) 



The fields in Figure 4-20 are as follows 
Extension type 



Extension obj 



The code for the extension type of the 
extension object used to create this 
composite. This code was specified when the 
extension object was created with 
RQ$CREATE$EXTENSION . 

The token for the extension object used to 
create this composite object. 
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Deletion mbox 



Containing job 



Num of entries 



Component list 



The token for the mailbox to which this 
composite goes when the composite is to be 
deleted. This mailbox was specified when 
the extension was created with 
RQ$CREATE$EXTENSION. 

The token for the job that contains the 
composite object. 

The number of component entries in the 
composite object. 

The list of tokens for the components of the 
composite,. 



The format for the Basic I/O System user object display is shown in 
Figure 4-21. 



Object type = 8 Composite 

Extension type xxxx 
Containing job xxxx 



Extension obj xxxx Deletion mbox 
Num of entries xxxx 



xxxx 



BIOS USER OBJECT: 
User segment xxxx Number of IDs xxxx 



User ID list 



xxxx 



xxxx 



Figure 4-21. Format Of VT Output (BIOS User Object Composite) 

The new fields introduced in Figure 4-21 are as follows: 
User segment 



Number of IDs 



User ID list 



The token for the segment containing the 
user IDs for the user object. 

The number of user IDs associated with the 
user object. 

List of the user IDs associated with the 
user object. 



The format for a (file) connection to a physical file is shown in Figure 
4-22. 
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Object type = 8 Conqioslte 



Extension type xxxx 
Containing job xxxx 



Extension obj 
Num of entries 



T$CONNECTION OBJECT 
File driver Physical Conn flags 



Open mode xxxx 
lORS cache xxxx 
Dynamic DUIB xxxxx 
Num of readers xxxx 
File drivers xxxx 
Device functs xxxx 



Open share 
File node 
DUIB pointer 
Num of writers 
Device gran 
Num dev conn 



xxxx 


Deletion mbox 


xxxx 


xxxx 






XX 


Access 


xxxx 


xxxx 


File pointer 


xxxxxxxx 


xxxx 


Device desc 


xxxx 


xxxx: xxxx 


Num of conn 


xxxx 


xxxx 


File share 


xxxxxxx 


xxxx 


Device size 


xxxxxxxx 


xxxx 


Device name 


xxxxxxxxxx 



Figure 4-22. Format Of VT Output (Physical File Connection) 



The new fields introduced in Figure 4-22 are as follows: 



File driver 



Conn flags 



Access 



The BIOS file driver to which this connection is 
attached. The three possible values are physical, 
stream, and named. If this field contains an 
invalid value, the System Debugger displays the 
value followed by a space and two question marks. 

The flags for the connection. If bit 1 is set to 
one, this connection is active and can be opened. 
If bit 2 is set to one, this is a device 
connection. (Bit is the low-order bit.) 

The access rights for this connection. This 
display uses a single character to represent a 
particular access right. If the file has the 
access right, the character appears. However, if 
the file does not have the access right, a hyphen 
(-) appears in the character position. The access 
rights, along with the characters that represent 
them, are as follows: 



Directory files: 



Delete 

List 

Add 



DLAC 



I Change 



Data Files: 



DRAU 

I Update 

Append 

Read 

Delete 
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Open mode 



Open share 



The mode established when this connection was 
opened. The possible values are: 

Open Mode Description 

Closed Connection is closed 

Read Connection Is open for reading 

Write Connection is open for writing 

R/W Connection is open for reading 
and writing 

If this field contains an invalid value, the 
System Debugger displays the value, followed by a 
space and two question marks. If this value is 
Read, Write, or R/W, this value was specified 
when the connection was opened. 

The sharing status established for this 
connection when it was opened. The sharing 
status for a connection is a subset of the 
sharing status of the file (see the File share 
field). The possible values are: 



Share Mod e 
Private 
Readers 
Writers 
ALL 



Description 

Private use only 

File can be shared with readers 

File can be shared with writers 

File can be shared with all 

users 



File pointer 



lORS cache 



File node 



Device desc 



If the connection is not open, then is 
displayed. If this field contains an invalid 
value, the System Debugger displays the value, 
followed by a space and two question marks. This 
probably indicates that the connection data 
structure has been corrupted. 

The current location of the file pointer for this 
connection. 

The token for the segment at the head of the BIOS 
list of used lORS's. These lORS's are being 
saved for the ELQ$WAIT$IO system call to use 
again. The list is empty if 0000 appears in this 
field. 

The token for a segment that the Operating System 
uses to maintain information about the 
connection. The information in this segment 
appears in the next two fields. 

The token for the segment that contains the 
device descriptor. The device descriptor is used 
by the Operating System to maintain information 
about the connections to the device. 
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Dynamic DUIB 



DUIB pointer 



Indicates whether a DUIB was created dynamically 
when the device associated with this connection 
was attached. 

The address of the Device Unit Information Block 
(DUIB) for the device unit containing the file. 
See the GUIDE TO WRITING DEVICE DRIVERS FOR THE 
iRMX 86 AND iRM 88 I/O OPERATING SYSTEMS for 
more information about the DUIB. 



Num of conn 
Num of readers 

Num of writers 

File share 



Tlie number of connections to the file. 

The number of connections to the file that are 
currently open for reading. 

The number of connections to the file that are 
currently open for writing. 

The share mode of the file. This parameter 
defines how other connections to the file can be 
opened. The share mode of a file is a superset 
of the sharing status of each of the connections 
to the file (see the Open share field). The 
possible values are: 



Share Mode 
Private 
Readers 
Writers 
ALL 



Description 

Private use only 

File can be shared with readers 

File can be shared with writers 

File can be shared with all users 



File drivers 



If this field contains an invalid value, the 
System Debugger displays the value, followed by a 
space and two question marks. This probably 
means that the internal data structure for the 
file or the fnode for the file has been 
corrupted. See the iRMX 86 BASIC I/O SYSTEM 
REFERENCE MANUAL for more information about 
sharing modes for files and connections. 

The file drivers that- the file can be connected 
to. If the file can be connected to a file 
driver, then the bit in the display is set to 1. 
Bit is the rightmost bit. 



Bit 

1 
2 
3 



Driver 

Physical file 
Stream file 
reserved 
Named file 
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Device gran 



The granularity (in bytes) of the device. This 
is the minimum number of bytes that can be 
written to or reiad from the device in a single 
(physical) I/O operation. 



Device size 
Device functs 



The capacity (in bytes) of the device. 

Describes the functions supported by the device 
on which this file resides. Each bit in the 
low-order byte of the field corresponds to one of 
the possible device functions. If that bit is 
set to 1, then the corresponding function is 
supported by the. device. 



Bit 


Function 





F$READ 


1 


F$WRITE 


2 


F$SEEK 


3 


F$SPECIAL 


4 


F$ATTACH$DEV 


5 


F$DETACH$DEV 


6 


F$OPEN 


7 


F$CLOSE 



Num dev conn 



The number of connections to the device. 



Device name 



The 14- (or fewer) character name of the device 
where this file resides. 



The format for a (file) connection to a stream file is shown in Figure 
4-23. 



Object type = 8 Composite 



Extension type xxxx 
Containing job xxxx 



Extension obj xxxx 
Num of entries xxxx 



Deletion mbx xxxx 



T$CONNECTION OBJECT 



File driver Stream 

Open mode xxxx 

lORS cache xxxx 

Dynamic DUIB xxxxx 

Num of readers xxxx 

File drivers xxxx 

Device functs xxxx 

Req queued xxxx 



Conn flags 
Open share 
File node 
DUIB pointer 
Num of writers 
Device gran 
Num dev conn 
Queued conn 



XX Access xxxx 

xxxx File pointer xxxxxxxx 

xxxx Device desc xxxx 

xxxx:xxxx Num of conn xxxx 

xxxx File share xxxxxxx 

xxxx Device size xxxxxxxx 

xxxx Device name xxxxxxxxxx 

xxxx Open conn xxxx 



Figure 4-23. Format Of VT Output (Stream File Connections) 
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The new fields Introduced in Figure A-23 are as follows: 
Req queued 



The number of requests that are currently 
queued at the stream file. 



The number of connections that are currently 
queued at the stream file. 



Queued conn 
Open conn 
The format for a named (file) connection display is sho\*m In Figure 4-24, 



The number of connections to the stream file 
that are currently open. 



Object type = 8 Composite 



Extension type 


XX XX 


Extension obj 


xxxx 


Deletion mbx 


xxxx 




Containing job 


xxxx 


Num of entries xxxx 








T$CONNECTION OBJECT 










File driver 


Named 


Conn flags 


XX 


Access 


xxxx 




Open mode 


xxxx 


Open share 


xxxx 


File pointer 


xxxxxxxx 




lORS cache 


xxxx 


File node 


XXXX 


Device desc 


xxxx 


^m 


Dynamic DUIB 


XXXXX 


DUIB pointer 


xxxx: xxxx 


Num of conn 


xxxx 


! 


Num of readers 


xxxx 


Num of writers 


xxxx 


File share 


xxxx 




File drivers 


xxxx 


Device gran 


xxxx 


Device size 


xxxxxxxx 


^ 


Device functs 


xxxx 


Num dev conn 


xxxx 


Device name 


xxxx 


^ 


Num of buffers 


xxxx 


Fixed update 


xxxx 


Update timeout 


xxxx 


^ 


Fnode number 


xxxx 


File type 


xxxx 


Fnode flags 


xxxx 


5 


Owner 


XXXXX 


Flle/Vol gran 


xxxx 


Fnode FTR(s) 


xxxx: xxxx 


V 


Total blocks 


xxxxxxxx 


Total size 


xxxxxxxx 


This size 


xxxxxxxx 




Volume gran 


xxxx 


Volume size 


xxxxxxxx 


Volume name 


XXXXX X 





Figure 4-24. Format Of VT Output (Named File Connection) 



The new fields introduced In Figure 4-24 are as follows: 



Num of buffers 



Fixed update 



The number of buffers allocated for blocking 
and unblocking I/O requests involving the 
device. A value of indicates that the 
device is not a random-access device. 

Indicates whether the device uses the fixed 

update feature. For more information about 

fixed updating, see the IRMX 86 BASIC I/O 
SYSTEM REFERENCE MANUAL. 
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Update timeout 



The length of the timeout for the update 
timeout feature, measured In Nucleus time 
units. For more information about update 
timeout, see the IRMX 86 BASIC I/O SYSTEM 
REFERENCE MANUAL. 



Fnode number 



File type 



The fnode number of this file. For more 
Information about f nodes , see the IRMX 86 
DISK VERIFICATION UTILITY REFERENCE MANUAL. 

The type of named file. The possible values 
are: 



Fnode flags 



File type 
DIR 
DATA 

SPACEMAP 
FNODEMAP 
BADBLOCKMAP 



Description 

Directory file 

Data file 

Volume free space map file 

Free fnodes map file 

Bad blocks file 



A word containing flag bits. If a bit is 
set to 1, the following description 
applies. Otherwise, the description does 
not apply. (Bit is the low-order bit.) 



Bit 


Description 







This fnode is 


allocated 


1 


The file Is a 


long file 


2 


Primary fnode 




3-4 


Reserved 




5 


This file has 


been modified 



7-15 



This file is marked for deletion 
reserved 



Owner 



File/Vol gran 
Fnode PTR(s) 

Total blocks 



The ID of the owner of the file. If this field 
has a value of FFFF , then the field is 
interpreted as "World." See the iRMX 86 BASIC 
I/O SYSTEM REFERENCE MANUAL for more 
information about owners of files. 

The granularity of the file (in volume 
granularity units). 

The values of the fnode pointers. See the 
IRMX 86 DISK VERIFICATION UTILITY REFERENCE 
MANUAL for more information about fnode 
pointers. 

The total number of volume blocks currently 
used for the file; this includes indirect 
blocks. See the iRMX 86 DISK VERIFICATION 
UTILITY REFERENCE MANUAL for more information 
about blocks. 
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Total size 



This size 

Volume gran 
Volimie size 
Volume name 



The total size (In bytes) of the file; this 
Includes actual data only. See the IRMX 86 
DISK VERIFICATION UTILITY REFERENCE MANUAL for 
more Information. 

The total number of bytes allocated to the file 
for data. See the IRMX 86 DISK VERIFICATION 
UTILITY REFERENCE MANUAL for more Information. 

The granularity (in bytes) of the volume. 

The size (in bytes) of the volume. 

The name of the volume. 
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VU — Display The System Calls In A Task's; Stack 



The VU command displays (unwinds) the IRMX 86 system calls In the stack of 
the task whose token you enter. 



PARAMETER 



token 



The token for the task whose stack is to be 
searched for system calls. 



DESCRIPTION 

The VU command accepts a token for a task and then searches the task's 
stack for IRMX 86 system calls, starting; at the top of the stack. For 
each system call it finds there, it displays two things: 

• The address of the next Instruction to be executed on behalf of 
the task after the system call has finished running. This is the 
return address for the call. 

• The VS display with two lines of stack values (or more if 
required for parameters), as if the CALL instruction for the 
system call were in the CS:IP register and the displayed stack 
values were at the top of the stack. 

This command requires that the task stack reside Inside an IRMX 86 segments 

The VU command uses internal IRMX 86 data structures to get some of Its 
Information. Immediately after the system call at the top of the task's 
stack runs to con?)letion, the data structures are updated. Therefore, 
there is a brief moment when the information the VU command uses is 
obsolete. This means that it is possible, although unlikely, that the 
first system call the VU command displays is not valid. 

Figure 4-25 illustrates the format of one system call display by the VU 
command. System calls can be nested, with one calling another, so some 
invocations of the VU command produce multiple displays of the type shown 
in the figure. The example that follows illustrates this. 

If there are no system calls in the stack of the indicated task, the VU 
command displays the message: 

No system calls on stack 
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Return cs:ip - yyyy:yyyy 

xxxx:xxxx xxxx xxxx xxxx xxxx xxxx xxxx xxxx xxxx 

xxxxrxxxx xxxx xxxx xxxx xxxx xxxx xxxx xxxx xxxx 

S/W int: xx (subsystem) entry code xxxx system call 

:parameters. : 

Figure 4-25. Format Of VU Output 



The fields in Figure 4-25 are as follows: 
Return cs:ip 



xxxxrxxxx 

xxxx 
parameters 

S/W int: xx 
(subsystem) 

entry code xxxx 
system call 



The return address for the system call of this 
display. 

The address of the (top of the) portion of the 
stack that is devoted to this call* 

Stack values. 

The parameter names associated with the stack 
values. The parameters correspond to the stack 
values directly above them. 

Tlie software interrupt number for this call and 
the iRMX 86 subsystem corresponding to that number. 

Tlie entry code for the system call within the 
subsystem. 

The name of the iRMX 86 system call. 



ERROR MESSAGES 

The System Debugger returns the following error messages for the VU 
command. 



Error Message 
Syntax Error 

*** INVALID TASK TOKEN *** 



Description 

You made an error in entering the 
command. 

The value you entered for the token 
Is not a valid task token. 



Stack not in an iRMX 86 segment The stack of the indicated task is 

not in an iRMX 86 segment, as is 
required. 
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EXAMPLE 

This example shows how the VU command responds when system calls are 
nested. The task for the example has called RQ$S$WRITE$MOVE of the 
Extended I/O System. RQ$S$WRITE$MOVE has called RQ$A$WRITE of the Basic 
I/O System. And RQ$A$WRITE has called RQ$RECEIVE$MESSAGE to wait for the 
data transfer to be completed. 

Before the message arrives signalling the completion of the transfer, the 
VU command is invoked, as follows: 

. VU ???? 

The System Debugger responds by displaying the following: 

Return cs:ip - 0104:57 6A 

416A:01B2 01C8 416A OICC 416A FFFF 376E 8763 2988 

416A:01C2 1550 0000 719E 2FF9 3440 E55E 5000 DD54 

S/W Int: B8 (Nucleus) Entry code 0303 Receive message 

: . . .excep$p. ..:... .resp$p. . . : .time. : .mbox. : 

Return cs:ip - 1756:08e7 

416A:01D4 OlEA 416A 3F56 0400 0000 42E9 429A 7866 

416A:01E4 1430 5246 OlFE 22F9 1400 021D 0000 OlFE 

S/W Int: CO (BIOS) Entry code OOOE Write 

: . . .excep$p. . . : .mbox. : .count: . .buf fer$p. . . : .conn. : 

Return cs:ip - 3A98:0 6FA 

416A:0218 0020 39F4 0400 0034 39F4 429A 5A84 9344 

416A:0228 4456 0000 0000 C7C7 C7C7 C7C7 C7C7 C7C7 

S/W Int: CI (EIOS) Entry code 0101 Write move 

: . . .excep$p. . . : .count:., .buf fer$p. . . : .conn. : 



AAA 
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CHAPTER 1 
INTRODUCTION 



ORGANIZATION OF THE MANUAL 

This manual is divided into four chapters. Some of the chapters contain 
introductory or overview material which you might not need to read if you 
are already familiar with the Crash Analyzer. Other chapters contain 
invocation information and reference material to which you can refer as 
you analyze the problems in your software following the failure of a 
system or an application program. . You can use this section to determine 
which of the other chapters you should read. 

The organization of the manual is as follows: 



Chapter 1 



This chapter describes the organization of the 
manual and introduces the Crash Analyzer. It 
describes the features and the environment of the 
Crash Analyzer. You should read this chapter if 
you are going through the manual for the first 
time. 



Chapter 2 



Chapter 3 



Chapter 4 



This chapter explains how to configure, 
initialize, and load the Dumper portion of the 
Crash Analyzer. You should read this chapter if 
you are going through the manual for the first 
time or if you need to re-load the Dumper, 

This chapter describes how to invoke the Crash 
Analyzer. You should read this chapter to learn 
how to invoke the Dumper and the Analyzer. You 
may also want to use this chapter as a reference 
to the options available when you invoke the 
Dumper or Analyzer. 

This chapter describes the formats and explains 
the fields in the print out that the Crash 
Analyzer generates. The individual formats are 
arranged in the order they appear in the print 
out. You should refer to this chapter during 
system analysis for specific information about 
the displays. 



REASONS FOR USING THE CRASH ANALYZER 

The Crash Analyzer aids you in debugging IRMX 86 applications. It 
provides you with an analysis of software problems following the failure 
either of your system or an application program in an IRMX 86 
environment. The Crash Analyzer helps you to determine the reasons for 
system failure by: 
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• Producing a dump file containing a memory Image of the crash 
situation. 

• Analyzing the dump file and producing a detailed, formatted 
report of the crash situation. 

• Listing system objects in detail and checking for inconsistencies 
where possible. 

The following section further describes the parts of the Crash Analyzer 
and the environments in which they run. 



PARTS OF THE CRASH ANALYZER 

The Crash Analyzer is a single product consisting of two parts: 

• The Dumper which produces a disk copy of a memory Image. This 
copy is called the dump file. The Dumper runs in the IRMX 86 
application system that you are debugging. 

• The Analyzer which reads the dump file and creates a formatted 
printout file. This printout file contains clearly labeled, 
formatted information about system data structures. The Analyzer 
runs on a Series III Microcomputer Development System. It 
requires a secondary storage device to contain the dump file and 
the formatted report. 



REQUIREMENTS OF THE CRASH ANALYZER 

In order to use the Crash Analyzer, the ISDM 86 Monitor must be part of 
your system. 



HOW THE CRASH ANALYZER IS SUPPLIED 

The Crash Analyzer is available on Release Diskettes in ISIS-II format or 
IRMX 86 format. You must perform the loading and configuration of the 
Dumper on a Series III Microcomputer Development System. Therefore, if 
you use the IRMX 86 format, you may have to copy some files to an ISIS-II 
format. 



*A* 



Crash Analyzer 1-2 




CHAPTER 2 

CONFIGURING, INITIALIZING, AND 

LOADING THE DUMPER 



In order to use the Crash Analyzer, you must configure, initialize, and 
load the Dumper. This chapter describes the options available when you 
use the iRMX 86 Interactive Configurator (ICU) to configure the Dumper 
into your system. It then describes how to initialize and load the 
Dumper module from a microcomputer development system, using the iSDM 86 
Monitor. The remainder of the chapter describes what to do if you must 
re -load the Dumper. 



USING THE INTERACTIVE CONFIGURATOR TO CONFIGURE THE DUMPER 

The iRMX 86 CONFIGURATION GUIDE explains how to use the ICU to Include 
the Dumper in your system. One of the options you have when configuring 
you system is whether to locate the Dumper in RAM or ROM. After you 
configure the Dumper, be sure to look up the address for 
RQ$DUMP$BOOT$INIT in the Dumper locate map SDUMPR.MP2. You will need 
this address to re-initialize the dumper if you have to reset the system 
or if you accidentally destroy data structures necessary to the Dumper 
and the iSDM 86 Monitor. 



INITIALIZING AND LOADING THE DUMPER 

When you configure and bootstrap load the system, it automatically 
initializes and loads the Dumper. You are now prepared to run the Crash 
Analyzer if it is necessary. If a system program or an application 
should fail, all you have to do is activate the iSDM 86 Monitor on your 
screen and invoke the Dumper. A common way to bring up the iSDM 86 
Monitor is to press the non-maskable interrupt. This procedure causes 
the iSDM 86 to display a prompt (.). When you invoke the Dumper, the 
system automatically initializes and loads the Dumper. See Chapter 3 to 
learn how to Invoke the Dumper. 



NOTE 

Avoid using the reset switch. If you 
do use the reset switch, you will have 
to re-initialize and possibly reload 
the Dumper. 
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RE-INITIALIZING AND RE-LOADING THE DUMPE R 

If you have to reset the system, or if you accidentally destroyed some 
data structures necessary to the Dumper and the iSDM 86 Monitor, you can 
still use the Dumper to create a valid dump file. To do this, you must 
re-initialize and possibly reload the Dumper. Rather than re-loading 
your system, you can initialize the Dumper by using the iSDM 86 Monitor 
go command (G) and the address for RQ$DUMP$BOOT$INIT (as listed in the 
Dumper locate map SDUMPR.MP2). 

. G <bbbb>:<oooo> 

The system responds with the Dumper sign-on message, a breakpoint, and a 
prompt as follows: 

iRMX 86 Dumper initialized 

*BREAK* at <bbbb>: <oooo> 



where <bbbb> and <oooo> are base and offset addresses for internal iSDM 
86 Monitor structures. 

If the sign-on message does not appear , the system responds with the 
following error message: 

Bad Command 

If the system returns a "Bad Command" error message, you must re-load the 
Dumper into memory by entering the iSDM 86 Monitor load (L) command at 
your microcomputer development system as follows: 

,L :fx: filename 



where ":fx:" is the disk identifier that corresponds to the disk on which 
the ICU placed the Dumper and "filename" is the name of the file that 
contains the Dumper on the diskette. 

After you have re-loaded the Dumper, you can enter the go command (as 
shown previously In this section) to re-initialize the Dumper. 



*** 
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CHAPTER 3 
INVOKING THE CRASH ANALYZER 



After you configure, initialize, and load the Dumper, you can invoke both 
the Dumper and the Analyzer portions of the Crash Analyzer any time you 
need them. (Refer to Chapter 2 for more information on configuring, 
initializing and loading.) This chapter presents a situation in which 
you would want to use the Dumper and the Analyzer. This situation is a 
general scenario of the steps you might take when an application fails. 
Following the scenario are detailed descriptions of how to invoke the 
Dumper and the Analyzer. 



SCENARIO OF HOW TO USE THE CRASH ANALYZER 

This section presents a general scenario of how, and in what kind of a 
situation, to use the Crash Analyzer. Your IRMX 86 System may differ 
slightly from the example used in Figure 3-1 but the procedure for using 
the Crash Analyzer is the same. 



THE EQUIPMENT AND THE PROBLEM 

Figure 3-1 shows a system consisting of the following equipment: 

• A target system with an iAPX 86, 88-based processor board, 
memory, any necessary controllers, and a compatible terminal. 

• A Series III Microcomputer Development System and a compatible 
printer. 

Your system can be any iRMX 86 System but you must connect the Series III 
Microcomputer Development System to the target system with the iSDM 86 
Monitor. 

Suppose you are running an application on an iRMX 86 System and for some 
reason your application fails. You can use the Crash Analyzer to help 
find out why the application failed. 
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SERIES III MICROCOMPUTER 
DEVELOPMENT 
SYSTEM 




SERIES III MICROCOMPUTER 
DEVELOPMENT SYSTEM 
PRINTER 



Figure 3-1. Example System 



USING THE CRASH ANALYZER 

This section describes the general steps you should take when you want to 
use the Crash Analyzer. The steps refer you to detailed explanations of 
the specific invocations. 

1» Activate the iSDM 86 Monitor and invoke the Dumper. A common way 
to bring up the iSDM 86 Monitor is to press the non-maskable 
interrupt on your target system. 

2. Invoke the Dumper on the target System. See "Invoking the 
Dumper" in this chapter. The Dumper uses the iSDM 86 link to 
create a disk file on the Series III Microcomputer Development 
System. This disk file (called the dump file) contains a copy of 
the system's memory. 

3. Invoke the Analyzer on the Series III Microcomputer Development 
System. See "Invoking the Analyzer" in this chapter. The 
Analyzer reads the dump file and produces a formatted print file 
which it sends to the printer or a disk file. This print file 
contains clearly labeled Information about the system data 
structures. 



4. Use listings in Chapter 4 to help you understand the information 
in the print file. 
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PICTORIAL REPRESENTATION OF SYNTAX 

This manual uses a schematic device to illustrate the sjmtax of 
commands. The schematic consists of what looks like an aerial view of a 
model railroad setup, with syntactic entities scattered along the track. 
Imagine that a train enters the system at the left, drives around as much 
as it can or wants to (sharp turns and backing up are not allowed), and 
finally departs at the right. The command it generates in so doing 
consists, in order, of the syntactic entities that it encounters on its 
journey. The following pictorial syntax shows two ways (A or B) of 
reaching "C": 




0— 



The schematics do get more complicated, but just remember that you can 
begin at any point on the left side of the track and take any route to 
get to the end as long as you do not back up. Some of the possible 
combinations of syntactic elements are: ACDF , BCEF , BF , AF , and F, 




G— 
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INVOKING THE DUMPER 

You can invoke the dumper by interrupting into the iSDM 86 Monitor (on an 
iRMX 86 application system) and using the VM conmiand. 




X-086 



PARAMETERS 
filename 



DATE 



(date) 



TIME 



( t ime ) 



The name of the ISIS-II file to which you want to dump 
the disk copy of the system memory. The beginning 
portion of this name can consist of a logical name 
enclosed in colons (such as :F1:). This indicates the 
drive on which to place the file. If you omit the 
logical name, the Dumper places the file resides in 
the default drive (:F0:). 

If you want the analysis header (explained in Chapter 
4) to include a date, you must enter the word "DATE" 
immediately preceding the actual date. 

The date that you invoke the Dumper. This parameter 
can be up to 20 characters in length and in any form 
you wish. The characters you enter for the date must 
be enclosed by parentheses. The date you enter is 
placed in the dumpfile and printed during analysis. 

The date is an optional parameter; if you do not 
specify a date, the Crash Analyzer omits the it in the 
analysis header. See Chapter 4 for more information 
about the analysis header. 

If you want the Analysis Header (explained in Chapter 
4) to include a time, you must enter the word "TIME" 
immediately preceding the actual time. 

The time that you invoke the Dumper. This parameter 
can be up to 10 characters in length and in any form 
you wish. The characters you enter for the time must 
be enclosed by parentheses. The time that you enter 
is placed in the dumpfile and printed during analysis. 

The time is an optional parameter; if you do not 
specify a time, the Crash Analyzer omits the time in 
the analysis header. See Chapter 4 for more 
information about the analysis header. 
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The dumper displays the following message immediately after you invoke it: 

Start iRMX 86 system dump V<x.x> 

When the Dumper finishes creating the dump file, it displays the 
following message: 

Dump complete to file <filename> 

where <filename> is the file name you specified in the VM command. The 
iSDM 86 Monitor then issues a new prompt (.). 

INVOKING THE ANALYZER 

You can invoke the Analyzer on the Series III Microcomputer Development 
System by using the following command. 




X-087 



PARAMETERS 
RUN 
SCRS86 
dump-f i lename 

TO 
print-filename 



The Series III RlIN command. 

The name of the /tnalyzer. 

The name of the file that is the source of the 
system memory image to be analyzed. This is the 
same file you specified when you invoked the Dumper. 

If you want to include a print file name, you must 
enter the word "TO" preceding the print file name 
you select. 

The name under which the Analyzer places the 
analyzed output. If you do not specify a 
"print-filename", the Analyzer uses the "dump 
filename" with "PRT" as the extension. Do not use 
the name of a device alone, unless the name 
specifies a device printer such as :LP: . 
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An optional format in which the Analyzer may print 
the contents of the IRMX 86 segments. If you 
specify the BYTE option, the Analyzer prints the 
contents of the IRMX 86 segments In BYTE format. 
An example of the BYTE format is as follows: 

contents: BBBB:0000 xx xx xx. . .*aaaaaaaaaaaaa* 

where: 



WORD 



BBBB:0000 The base and offset address of the 
IRMX 86 segments. 

XX A pair of hexadecimal digits 

representing a byte. 

*a. ..a* The ASCII representation of the 
corresponding byte (if 
printable). If the byte value 
cannot be printed, the Analyzer 
places a period (.) in its place. 

An optional format In which the Analyzer may print 
the contents of the IRMX 86 segments. If you 
specify the WORD option, the Analyzer prints the 
contents the IRMX 86 segments in hexadecimal WORD 
format. An example of the WORD format is as 
follows: 



contents: BBBB:0000 xxxx xxxx xxxx xxxx. .. 

wher e : 

BBBB:0000 The base and offset address of the 
IRMX 86 segments. 



xxxx 



Four hexadecimal digits 
representing a word. 



If you specify both BYTE and WORD, the IRMX 86 
segments are displayed in both formats. If you do 
not specify either BYTE or WORD, the contents of 
the IRMX 86 segments do not appear in the print 
file. 
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ERROR MESSAGES 

The following error messages appear on the your screen when you make an 
error in invoking the Analyzer or during a file operation. These errors 
cause the Analyzer to terminate all operations and display the error 
message. 



Message 



Description 



Argument size exceeds 
80 characters 



When you invoked the Analyzer, one of 
the arguments exceeded 80 characters 
in length. 



<filename>, error during 
<operatlon type> 
<filename>, EXCEPTION <nnnn>H 
<me8sage> 



The Analyzer encountered an 
exceptional condition when it tried 
to perform an operation on the file 
name. The <operation type> is one of 
the following: 



open 

create 

close 

detach 

read 

write 

seek 

The Analyzer also displays the 
exception code <nnnn>H and the 
mnemonic for the exception in 
<message>. Refer to the IRMX 86 
Operator's Manual to find out what 
the exception codes mean. 



<filename>, illegal 
file name 



The file name you specified when you 
invoked the Analyzer is not a valid 
ISIS II file name. 



<filename>, is not an 
IRMX 86 dump file 



The file name you specified when you 
invoked the Analyzer refers to a file 
that was not originally created by 
the Dumper. 



<filename>, no such file 



The Analyzer cannot find the file you 
specified. 



<keyword>, invalid keyword 



You specified a format option other 
than WORD or BYTE when you Invoked 
the' Analyzer. 



Non-blank delimiter in 
input string 



When you invoked the Analyzer, you 
us<;d a delimiter other than a blank. 
Th€^ only delimiter the Analyzer 
accepts is a blank. 
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Null dump file name 



You did not specify a name for the 
dump file when you Invoked the 
Analyzer. 



Null output file name 



When you invoked the Analyzer, you 
included "TO" but you did not specify 
a print file name. 



**A 
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CHAPTER 4 
LISTING FORMAT 



This chapter describes the format and explains the fields in the listing 
that the Analyzer outputs. These Individual sections of the listing are 
arranged in the order they appear in the printout. For quick reference, 
this chapter includes a Table of Contents that lists the pages on which 
the different sections of the listing jippear. 

Note: this manual will not explain some of the outputs on the display 
field since those outputs are meant for Intel in-house use only. 



LISTINGS 

SECTION PAGE 

Analysis Header 4-2 

Current Processor State ...........> .....••••••. 4-3 

86 Job Tree 4-5 

List of Ready Tasks .> 4-6 

List of Sleeping Tasks 4-7 

List of Extensions in System............. 4-8 

List of Interrupt Tasks 4-9 

Job Report Organization.... 4-10 

Job Report Header and Job Information. , 4-1 1 

Object Directory and Tasks Waiting For Object Lookup 4-14 

Objects Contained by Job ■ 4-16 

Pool Report 4-17 

Segments in Job 4-19 

Task Report 4-2 1 

Mailbox Report 4-26 

Semaphore Report 4-30 

Region Report. 4-33 

Extension Objects in Job 4-35 

Composite List Report. 4-37 

Composite List Report Header and Extension Sub-Header.... 4-38 

General Composite Object Report 4-39 

Physical File Driver Connection Report 4-41 

Stream File Driver Connection Report 4-44 

Named File Driver Connection Report. 4-45 

Dynamic Device Information Report. 4-47 

Logical Device Object Report 4-48 

I/O Job Object Report 4-49 

Stommary of Errors • 4-50 

Error Messages 4-51 
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ANALYSIS HEADER 

The section of the listing shown in Fl^^re 4-1 identifies the file being 
dumped along with the time and date of the dump. 



*********** A***A****A*A**************^;A***A:%5%AA;fei(,*it**A**A*AAA**A*A*A****A 
A 

* IRMX 86 Crash Analyzer - V<x.x> 

A 

* Date: <date of dump> 

A 

* Time: <time of dump> 

A 

* Dumpfile: <dumpfile name> 
* 

*A*A*******AAA***AAAAAAAAAA***AAAAAAA*AAAAAA**AAAAAA***A*AAA****AAA***ftA* 



Figure 4-1. Analysis Header 



The fields in Figure 4-1 are as follows: 

<date of dump> The date of the dump. You specified the data in 

this field when you Invoked the Dumper. 

<time of dump> The time of the dump. You specified the data in 

this field when you invoked the Dumper. 

<dumpfile name> The name of the dump file. You specified this 

field when you invoked the Dumper. 

See Chapter 3 for more information on the previous fields. 
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CURRENT PROCESSOR STATE 

The section of the listing In Figure 4-2 displays the state of both the 
CPU running the system and the Numeric Processor Extension at the time 
you Invoked the Dumper. If the registers of the processor are not 
available to the analyzer, it prints the message, "Registers not 
available" in place of the processor state. 



% 

% 

% 

% Current processor state 

% 

% 

% 

* 

* CPU state 
* 

AX = <xxxx> SP = <xxxx> CS = <xxxx:> IP = <xxxx> 

BX = <xxxx> BP = <xxxx> DS = <xxxx> FL = <0x Dx Ix Tx Sx Zx Ax Px Cx> 

CX = <xxxx> SI = <xxxx> SS = <xxxx> 

DX = <xxxx> DI = <xxxx> ES = <xxxx> 



* 

* NPX state 
* 






CW = <xxxx> SW = <xxxx> 


TW = 


<xxxx> 


IP = <xxxxx> OC = <xxx> 


OP = 


<xxxxx> 


ST(0) = <xxxxxxxxxxxxxxxxxxxxx> 






ST(1) = <xxxxxxxxxxxxxxxxxxxxx> 






ST(2) = <xxxxxxxxxxxxxxxxxxxxx> 






ST (3) = <xxxxxxxxxxxxxxxxxxxxx> 






ST(4) = <xxxxxxxxxxxxxxxxxxxxx> 






ST(5) = <xxxxxxxxxxxxxxxxxxxxx> 






ST(6) = <xxxxxxxxxxxxxxxxxxxxx> 






S T ( 7 ) = <xxxxxxxxxxxxxxxxxxxx x> 







Figure 4-2. Current Processor State 



The fields pertaining to the CPU in Figure 4-2 are as follows: 

AX, SP, CS, The hexadecimal values in the CPU's registers. 

IP, BX, BP, The names of the processor's registers are as 

DS, FL, CX, follows: 

SI, SS, DX, 

DI, ES 
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Name 


Description 


AX 


"A" Register 


SP 


Stack Pointer 


CS 


Code Segment 


IP 


Instruction Pointer 


BX 


"B" Register 


BP 


Base Pointer 


DS 


Data Segment 


FL 


Flags 


CX 


"C" Register 


SI 


Source Index 


SS 


Stack Segment 


DX 


"D" Register 


DI 


Destination Index 


ES 


Extra Segment 



The fields pertaining to the Numeric Processor Extension (NPX) in Figure 
4-2 appear only if your system Includes one. 

CW, SW, TW, The hexadecimal value in the NPX's register. The 
IP, OC, OP, names of the Numeric Processor Extension 

registers are as follows: 



Name 


Description 


CW 


Control Word 


SW 


Status Word 


TW 


Tag Word 


IP 


Instruction Pointer 


OC 


Operation Code 


OP 


Operand Pointer 



ST(0) through ST(7) The hexadecimal value of the NPX stack 

registers. The Analyzer displays these 80-bit 
registers In temporary real format. 
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JOB TREE 

The section of the listing in Figure 4-3 displays the tokens of all the 
jobs in your system. The offspring jobs are indented to show their 
position in the hierarchy. 



% 

% 

% 

% IRMX 86 job tree 

% 

% 

% 



<xxxx2> 
<xxxx3> 
<xxxx4> 
<xxxx5> 
<xxxx^> 



Figure 4-3. Job Tree 



The fields in Figure 4-3 are as follows: 

<xxxx2> The token for the root job. 

<xxxx2> through 

<xxxxg> The tokens for the offspring jobs of the root 

job. The offspring jobs are indented three 
spaces to show their position in the hierarchy. 
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LIST OF READY TASKS 

The section of the listing in Figure 4-4 displays the token for the task 
that is running followed by the the tokens for the ready tasks. 



% 

X _ __. 

% 

% List of ready tasks 

% 

% 

% 





Task 


Priority 


Running task 


<xxxx> J/ <yyyy>T 


<aa> 


Ready tasks 


<xxxx> J/ <yyyy>T 


<aa> 



<xxxx> J/ <yyyy>T <aa> 
Figure 4-4. List Of Ready Tasks 



The fields in Figure 4-4 are as follows: 



<xxxx>J The token representing the job which contains the 

task. 

<yyyy>T The token representing either the running task or 

a ready task. 

<aa> The priority of the task. 

Depending on what the processor was doing at the time of the dump, 
ROOTJ/IDLET can appear In either the running task or the ready task 
list. ROOTJ/IDLET represents the operating system's idle task; the idle 
task is a low-priority task that runs when no other tasks are running. 
If ROOTJ/DELET appears In the ready task list, a task requested deletion 
of itself or its job. See the IRMX 86 NUCLEUS REFERENCE MANUAL for more 
information about deleting a task or job. 
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LIST OF SLEEPING TASKS 

The section of the listing in Figure 4-5 displays the token for the tasks 
that are sleeping. The sleeping tasks are shown in increasing order of 
their remaining sleep-time. 



% 

%- 

% 

% 

% 

%- 

% 



List of sleeping tasks 



Task 



<xxxx> J/ <yyyy>T 



Priority 



<aa> 



Delay 
remaining 

<bbbb> 



Delay 
requested 

<cccc> 



<xxxx> J/ <yyyy>T 



<aa> 



<bbbb> 



<cccc> 



Figure 4-5. List Of Sleeping Tasks 



The fields in Figure 4-5 are as follows: 

<xxxx>J The token representing the job which contains the 

task. 

<yyyy>T The token representing the sleeping task. 

<aa> The priority of the task. 

<bbbb> The remaining time the task is required to sleep. 

This sleep-time is expressed in intervals of the 
system clock, so you must know the value of the clock 
interval in your system. 

<cccc> The sleep-time the task requested. This sleep-time 

is expressed in intervals of the system clock, so you 
must know the value of the clock interval in your 
system. 

If ROOTJ/DELET appears in the list of sleeping tasks, your system was not 
deleting a task or a job at the time of the dump. See the IRMX 86 NUCLEUS 
REFERENCE MANUAL for more information about deleting a task or job. 

If there are no tasks sleeping at the time of the dump, the Analyzer prints 
the sleeping task header and the message, "No tasks are sleeping." 
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LIST OF EXTENSIONS IN SYSTEM 

The section of the listing in Figure 4-6 displays information about each 
extension in your system. It also shows the deletion mailbox for each 
extension along with its containing job. 



% 

%- 

% 

% 

% 

%- 

% 



List of extensions 



Extension Extension Containing Deletion 
token type job mailbox 



<uuuu> 



<vwv> 



<WWWW>J 



<xxxx> J/ <yyyy>M 



<uuuu> 



<vwv> 



<WWWW>J 



<xxxx> J/ <yyyy>M 



Figure 4-6. List Of Extensions In System 



The fields in Figure 4-7 are as follows: 



<uuuu> 
<vvvv> 



The token for the extension. 

The WORD containing the type code for the new 
type. This type code was specified when the 
extension object was set up with system call 
CREATE$EXTENSION. 



<wwww>J 
<xxxx>J 



The token for the job that contains the extension. 

The token for the job that contains the deletion 
mailbox. 



<yyyy>M 



The token for the deletion mailbox set up with 
CREATE$EXTENSION. 
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LIST OF INTERRUPT TASKS 

The section of the listing in Figure 4-7 displays Information about your 
system's interrupt tasks in increasing order of interrupt level. 



% 

% 

% 

% List of interrupt tasks 

% 

% 

% 



Level Task Data segment 

base 

<dd> <xxxx>J/ <yyyy>T <zzzz> 



<dd> <xxxx>J/<yyyy>T <zzzz> 

Figure 4-7. List Of Interrupt Tasks 



The fields in Figure 4-7 are as follows: 

<dd> A byte containing the interrupt level that the task 

services. The level is encoded as follows: 

Bits Value 

7 

6-4 First digit of the interrupt level (0-7). 

3 If one, the level is a master level and 

bits 6-4 specify the entire level number. 

If zero, the level is a slave level and 
bits 2-0 specify the second digit. 

2-0 Second digit of the interrupt level 
(0-7), if bit 3 is zero. 

<xxxx>J The token for the job that contains the interrupt 
task. 

<yyyy>T The token for the interrupt task. 

<zzzz> The token for the interrupt handler's data segment. 
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JOB REPORT ORGANIZATION 

The Analyzer prints an entire job report for each Job in your system. 
Because each job report consists of a number of detailed displays, this 
report is divided into sections as follows: 

Job Report Header 

Information about the Job 
Job Descriptor 

Object Directory 

Tasks Waiting for Object Lookup 

Objects Contained by Job 

Pool Report for Job 

Segments in Job 

Task Report 

Non-Interrupt Tasks 
Interrupt Tasks 

Mailbox Report 

Semaphore Report 

Region Report 

Extension Objects in Job 

Composites in Job 

Extension Sub^Header 
Composite Object Report 
Special Composite Objects 

Physical File Driver Connection Report 

Stream File Driver Connection Report 

Named File Driver Connection Report 

Dynamic Device Information Report 

Logical Device Object Report 

I/O Job Object Report 
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JOB REPORT HEADER AND JOB INFORMATION 

The section of the listing in Figure 4-8 contains the Job Report Header 
and the token of the job being printed,, This header is followed by a 
"deletion pending message" and by information about the attributes of the 
job. Next is internal information about the job descriptor. 



***************************************************************** 
* 

* Job report, token = <xxxx> 
* 

***************************************************************** 

***************************************************************** 

* 

<deletion pending me8sage> 



Current tasks <xxxx> Max tasks <xxxx> 

Current objs <xxxx> Max objects <xxxx> 

Except handler <xxxx:xxxx> Except mode <xx> 

Job flags <xxxx> 



Max priority <xx> 
Parameter obj <xxxx> 
Parent job <xxxx> 



* 
* 
* 



Job descriptor 



BBBBtOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-8. Job Report Header And Job Information 



The fields in Figure 4-8 are as follows: 



<deletion pending 
message> 



This message is present only if there is some type 
of deletion pending against the job. The 
messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 



Current tasks 
Max tasks 



The number of tasks currently existing in the Job. 

The maximum number of tasks that can exist in the 
job at the same time. This value was set when 
the job was created with the system call 
RQ$CREATE$JOB. 
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Max priority 

Current objs 
Max objects 

Parameter obj 
Except handler 
Except mode 



Parent job 
Job flags 



The maximum (lowest numerically) priority allowed 
for any task in the job. This value was set when 
the job was created with the system call 
RQ$CREATE$JOB, 

The number of objects currently existing in the 
job. 

The maximum number of objects that can exist in 
the job at the same time. This value was set 
when the job was created with the system call 
RQ$CREATE$JOB. 

The token for the object the parent job passed to 
this job. This value was set when the job was 
created with the system call RQ$CREATE$JOB, 

The start address of the job's exception 
handler. This address was set when the job was 
created with the system call RQ$CREATE$JOB. 

The value that Indicates when control is to be 
passed to the new job's exception handler. It is 
encoded as follows: 



Value 


1 
2 
3 



When Control Passes 
To Exception Handler 

Never 

On programmer errors only 

On environmental conditions only 

On all exceptional conditions 



This value was set when the job was created with 
the system call RQ$CREATE$JOB. 

The token for the parent job of this job. 

The job flags parameter that was specified when 
the job was created. The bits (where bit 15 is 
the high-order bit) have the following meanings: 



Bit 



15-2 



Meaning 

Reserved. 

If 0, then whenever a task in 
the new job or any of its 
descendent jobs makes a Nucleus 
system call, the Nucleus checks 
the parameters for validity. 
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If 1, the Nucleus does not check 
the parameters of Nucleus system 
calls made by tasks in the new 
job. However, if any offspring of 
the new job has been created with 
this bit set to 0, there will be 
parameter checking for the new job. 

Reserved. 

The job descriptor has information which is not useful to application and 
system programmers. You should ignore this information. 



I 
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OBJECT DIRECTORY AND TASKS WAITING FOR OBJECT LOOKUP 

The section of the listing in Figure 4-9 displays the names and tokens 
for the objects cataloged in the job's object directory. This 
information is followed the uncataloged names of the objects for which a 
task is waiting. For each such object, the Analyzer displays the 
requested name, the token for the task, and the token for the containing 
job of the first task waiting for object lookup. 



* Object directory 



Maximum entries: <aaaa> Entries used: <bbbb> 

Name 



<namej> 



<namen> 



Length Hex representation 
in hex 



<z> 
<z> 



<XX XX XX XX. ..> 
<XX XX XX XX. ..> 



Object 

<xxxx> J/ <yyyy>t 
<xxxx> J/ <yyyy>t 



* Tasks waiting for object lookup 

* 



Name 


Length 


requested 


in hex 


<nameg^> 


<z> 


. 




<name2> 


<z> 



Hex representation 

<XX XX XX XX. ..> 
<XX XX XX XX. ..> 



Task 

<xxxx> J/ <yyyy>T 
<xxxx> J/ <yyyy>T 



Figure 4-9. Object Directory And Tasks Waiting For Object Lookup 



The fields in Figure 4-9 are as follows: 



Maximum entries 



Entries used 

<namei> through 
<namejj> 



<z> 



The maximum allowable number of entries this job 
can have in its object directory. 

The number of entries used within the directory. 

The names under which the objects are cataloged. 
The printable characters are shown for each name 
in the list. Characters which cannot be printed 
are replaced with a period (.) in this listing. 

The length of the name in bytes. 
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<XX XX XX XX. ..> 
<XXXX>J 

<yyyy>t 



The hexadecimal representation of each letter in 
the name. 

The token for the job that contains the object. 

The token for the object where "t" is one of the 
following characters that identify IRMX 86 object 
types: 



Character 

C 
G 
J 
M 
R 
S 
T 
X 



Object Type 

composite 

segment 

job 

mailbox 

region 

semaphore 

task 

extension 



The fields pertaining to the tasks waiting for object lookup in Figure 
4-9 are as follows: 



<nameg^> through 
<name2.> 



<z> 

<XX XX XX XX. . . > 



<XXXX>J 

<yyyy>T 



The name of the object the task has requested. 

The length of the name in bytes. 

The hexadecimal representation of each letter in 
the name. 

The token for the job that contains the task. 

The token for the task. 
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OBJECTS CONTAINED BY JOB 

The section of the listing In Figure 4-10 lists the tokens for a job's 
child jobs, task, mailboxes, semaphores, regions, segments, extensions, 
and composites. 



* 
ft 

* 


Objects con 


tained by 


job <xxxx> 






Child jobs: 


<xxxx> 


<xxxx> 


<xxxx> . . . 


<xxxx> 




Tasks: 


<xxxx> 


<xxxx> 


<xxxx>.. . 


<xxxx> 




Mailboxes: 


<xxxx> 


<xxxx> 


<xxxx> . . . 


<xxxx> 




Semaphores: 


<xxxx> 


<xxxx> 


<xxxx>. . . 


<xxxx> 




Regions: 


<xxxx> 


<xxxx> 


<s;xxx> . . . 


<xxxx> 




Segments: 


<xxxx> 


<xxxx> 


<xxxx>.. . 


<xxxx> 




Extensions: 


<xxxx> 


<xxxx> 


<x:xxx> ... 


<xxxx> 




Composites: 


<xxxx> 


<xxxx> 


<x;xxx>. • . 


<xxxx> 



Figure 4-10. Objects Contained By Job 



The fields in Figure 4-10 are as follows: 



Child jobs 

Tasks 

Mailboxes 



Semaphores 

Regions 

Segments 

Extensions 

Coiif)osites 



The tokens for the child jobs within the job. 

The tokens for the tasks within the job. 

The tokens for the mailboxes within the job. A 
lower-case "o" immediately following a token for 
a mailbox means that one or more objects are 
queued at the mailbox. A lower-case "t" 
immediately following a token for a mailbox means 
that one or more tasks are queued at the mailbox. 

The tokens for all the semaphores within the 
job. A lower-case "t" immediately following a 
token for a semaphore means that one or more 
tasks are queued at the semaphore. 

The tokens for all the regions within the job. A 
lower-case "b" (busy) immediately following a 
token for a region means that a task is accessing 
information guarded by the region. 

The tokens for all the segments within the job. 

The tokens for all the extensions within the job. 

The tokens for all the composites within the job. 
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POOL REPORT 

The section of the listing in Figure 4-11 displays Information about the 
job's memory pool. It also shows the base address and size of any 
unallocated memory areas. 



% 

% 

% 

% Pool report for job xxxx 

% 

% 

% 



Pool min <xxxx> Pool Max <xxxx> Initial size <xxxx> 
Pool size <xxxx> Largest seg <xxxx> 

A 

* Available pool memory areas 

Base Size 

<BBBB> <ssss> 

<BBBB> <ssss> 

Total available <xxxx> 

Total allocated <xxxx> 

Figure 4-11. Pool Report 



The fields in Figure 4-11 are as follows: 

Pool min The minimum size (in 16-byte paragraphs) of the 

job's memory pool. This value was set when the 
job was created. 

Pool max The maximum size (in 16-byte paragraphs) of the 

job's memory pool. This value was set when the 
job was created. 

Initial size The Initial size (in 16-byte paragraphs) of the 

job's memory pool. 

Pool size The current size (in 16-byte paragraphs) of the 

job's memory pool. 

Largest seg The number of 16-byte paragraphs in the largest 

segment in the job's memory pool. 
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The fields pertaining to the available pool memory areas in Figure 4-11 
are as follows: 



<BBBB> 



The base address of the unallocated memory area. 
Each memory area is located at an offset of 
from the given base. 



<ssss> 



The size of the unallocated memory area In 
16-byte paragraphs. 



Total available 



The total amount of unallocated memory In 16-byte 
paragraphs. 



Total allocated 



The total amount of allocated memory in 16-byte 
paragraphs. 
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SEGMENTS IN JOB 

The section of the listing in Figure 4-12 displays information about the 
segments in the pool of the job. It displays the token and the size of 
the segment along with the contents of the segment. 



% 
%- 
% 
% 



Segments in Job <xxxx> 



Segment 
token 



Size 



<xxxx> <yyyy> descriptor: BBBB:0000 <xxxx> <xxxx>... 
<deletion pending message> 

contents: BBBB:0000 <xx> <xx>. ..*a. . .a* 



<xxxx> 



<yyyy> 



descriptor: BBBB:0000 <xxxx> <xxxx>... 
contents: BBBB:0000 <xx> <xx>. . .*a.. .a* 



Figure 4-12. Segments In Job 



The fields in Figure 4-12 are as follows: 



<deletion pending 
message> 



This message is present only if there is some type 
of deletion pending against the object. The 
messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 



<xxxx> 

<yyyy> 

descriptor 
contents 



The token for the segment. 

The size of the segment in 16-byte paragraphs. 

The segment descriptor contains information which 
is not useful to application and system 
programmers. You should ignore this information. 

If you specified the BYTE option when you invoked 
the Analyzer, the contents of the segment will be 
displayed in byte format as shovm in Figure 4-13. 
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BBBB:OO00 The base and offset address 
of the segment. 

<xx> A pair of hexadecimal digits 

representing a byte. 

a The ASCII representation of 

the corresponding byte (if 
printable). If the byte 
cannot be printed, the 
Analyzer places a period (.) 
in its place. 

If you specified the WORD option, the contents of 
the segment is displayed in WORD format with 8 
words to a line. The ASCII representation 
<*a,..a*> is not displayed in the WORD format. 

If you did not specify the BYTE or the WORD 
option when you invoked the Analyzer, the 
contents display does not appear. 

If you specified both the BYTE and WORD option 
when you invoked the Analyzer, the contents field 
appears in both formats. 
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TASK REPORT 

The Analyzer lists information about tasks in two different ways. Figure 
4-13 shows the format for a non-interrupt task and Figure 4-14 shows the 
format for an interrupt task. 



% 

% 

% 

% Task report, token = <xxxx> 

% 

% 

% 



<deletion pending message> 

Static pri <xx> Dynamic pri <xx> Task state <xxxx> 

Suspend depth <xx> Delay req <xxxx> Last exchange <xxxx> 

Except handler <xxxx:xxxx> Except mode <xx> Task flags <xx> 

Containing job <xxxx> Interrupt task no 

* 

* Task descriptor 

A 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

ft 

* Task stack segment 
* 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx>.,. 
Figure 4-13. Non- Interrupt Task Report 
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% 

%- 

% 

% 

% 

%- 



Task report, token = <xxxx> 



<deletion pending message> 



Static pri <xx> 


Dynamic pri 


Suspend depth <xx> 


Delay req 


Except handler <xxxx:xxxx> 


Except mode 


Containing job <xxxx> 


Interrupt task 


Pending int <xx> 


Max interrupts 


Slave mask <xx> 


Slave niunber 


A 

* Task descriptor 
* 





<xx> Task state <xxxx> 

<xxxx> Last exchange <xxxx> 

<xx> Task flags <xx> 

yes Int level <xx> 

<xx> Master mask <xx> 
<xx> 



BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

* 
BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

A 

* Task stack segment 
* 

Tasks SS:SP xxxxrxxxx 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx>... 

Figure 4-14. Interrupt Task Report 



The fields in Figure 4-13 and 4-14 are as follows: 



<deletion pending 
message> 



Static pri 



This message is present only if there is some type 
of deletion pending against the object. The 
messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 

The current priority of the task. This value was 
set when the job was created with the system call 
RQ$CREATE$TASK. 
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Dynamic pri 



Task state 



Suspend depth 

Delay req 

Last exchange 
Except handler 



Except mode 



A temporary priority that the Nucleus sometimes 
assigns to the task (temporarily) in order to 
improve system performance. 

The state of the task. There are five possible 
states: 



State 

ready 

asleep 

suspended 

asleep/susp 

deleted 



Description 

ready for execution 

task is asleep 

task is suspended 

task is both asleep and suspended 

task is being deleted 



If this field can't be interpreted, the Analyzer 
displays the actual hexadecimal value followed by 
a space and two question marks. 

The current number of outstanding RQ$SUSPEND$TASK 
system calls applied to this task without 
corresponding RQ$RESUME$TASK system calls. 

The number of sleep units the task requested. 
See the iRMX 86 NUCLEUS REFERENCE MANUAL for more 
information on sleep units. 

The token for the mailbox, region, or semaphore 
at which the task is currently waiting. 

The start address of the task's exception 
handler. This value was set when the task was 
created with RQ$CREATE$TASK, RQ$CREATE$JOB, or 
RQ$CREATE$IO$JOB, or when 
RQ$SET$EXCEPTION$HANDLER was used. 

The value used to indicate when control is to be 
passed to the task's exception handler. It is 
encoded as follows: 



When Control Passes 
Value To Exception Handler 

Never 

1 On programmer errors only 

2 On environmental conditions only 

3 On all exceptional conditions 

This value was set when the task was created with 
RQ$CREATE$TASK,, RQ$CREATE$JOB, or 
RQ$CREATE$IO$JOB, or when 
RQ$SET$EXCEPTION$HANDLER was used. 
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LISTING FORMAT 



The task flags parameter used when the task was 
created with the system call RQ$CREATE$TASK. The 
bits (where 15 is the high-order bit) have the 
following meanings: 

Bit Meaning 

15-1 Reserved bits which should be set 
to zero. 



Containing job 
Interrupt task 



Int level 

Pending int 
Max interrupts 
Master mask 



If one, the task contains 

floating-point instructions. 
These instructions require the 
8087 component for execution. 

If zero, the task does not contain 
floating-point instructions. 

The token for the job which contains this task. 

"No" signifies that the task is not an interrupt 
task. In this case, there are no more fields in 
the display (see Figure 4-14). 

"Yes" signifies that the task is an interrupt 
task. In this case, there are six more fields in 
the display (see Figure 4-15). 

The interrupt level that the interrupt task 
services. This level was set when the system 
call RQ$SET$INTERRUPT was used. 

The number of RQ$SIGNAL$INTERRUPT calls that are 
pending. 

The maximum number of RQ$SIGNAL$ INTERRUPT calls 
that can be pending. 

The hexadecimal value associated with the 
interrupt mask for the master interrupt 
controller. This value comes from the bits that 
correspond to the different master interrupt 
levels. Remember that bit numbers corresponds to 
interrupt level numbers. For example, bit 
corresponds to interrupt level and bit 7 
corresponds to Interrupt level 7. If the bit is 
set, the corresponding interrupt is disabled. 
For more information see the iRMX 86 NUCLEUS 
REFERENCE MANUAL. 
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Slave mask The hexadecimal value associated with the 

interrupt mask for a slave interrupt controller. 
This value comes from the bits that correspond to 
the different slave interrupt levels. Remember 
that bit numbers correspond to interrupt level 
niombers. For example, bit corresponds to 
interrupt level and bit 7 corresponds to 
interrupt level 7, If the bit is set, the 
corresponding interrupt is disabled. For more 
information see the iRMX 86 NUCLEUS REFERENCE 
MANUAL. 

Slave number The programmable interrupt controller number of 

the slave that is referred to by the slave mask. 
For more information see the iRMX 86 NUCLEUS 
REFERENCE MANUAL. 

The task descriptor has information which is not useful to application 
and system programmers. You should ignore this information. 

The task stack segment displays the address of the stack segment: stack 
pointer (SS:SP) along with a hexadecimal display of the contents of the 
task's stack segment beginning at SS:SP. The task's stack segment 
contains part of the data in your task beginning at SS:SP. 
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MAILBOX REPORT 

The Analyzer lists information about mailboxes in three different ways. 
The first listing (Figure 4-15) appear S5 when nothing is queued at the 
mailbox, the second listing (Figure 4-16) appears when objects are queued 
at the mailbox, and the third listing (Figure 4-17) appears when tasks 
are queued at the mailbox. 



% 

% 

% Mailbox report, token = <xxxx> 

% 

% 

% 

<deletion pending message> 



Containing Job <xxxx> 
Task queue head <xxxx> 
Object cache depth <xx> 



Queue discipline <xxxx> 
Object queue head <xxxx> 



* Mailbox descriptor 
* 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-15. Mailbox Report (Mailbox With No Queue) 
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% 

% 

% 

% Mailbox report, token = <xxxx> 

% 

% 

% 



<deletlon pending message> 

Containing job <xxxx> 

Task queue head <xxxx> 

Object cache depth <xxxx> 



Queue discipline <xxxx> 

Object queue head <xxxx> 



Object queue <xxxx>J/<yyyy>t <xxxx>J/<yyyy>t <xxxx>J/<yyyy>t. . 



* Mailbox descriptor 
* 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-16. Mailbox Report (lyiailbox With Object Queue) 



% 

% 

% 

% Mailbox report, token = <xxxx> 

% 

% 

% 



<deletlon pending message> 



Containing job <xxxx> 
Task queue head <xxxx> 
Object cache depth <xxxx> 



Queue discipline <xxxx> 
Object queue head <xxxx> 



Task queue 



<xxxx>J/<yyyy>T <xxxx>J/<yyyy>T <xxxx>J/<yyyy>T., 



* Mailbox descriptor 
* 



BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 

Figure 4-17. Mailbox Report (Mailbox With Task Queue) 
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The fields in Figures 4-15, 4-16, and 4-17 are as follows: 

<deletion pending This message is present only if there is some type 
message> of deletion pending against the object. The 

messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING," 

Containing job The token for the job that contains this mailbox. 

Queue discipline The order in which you specified the tasks 

(making requests from the mailbox) be queued. 
This order is set up with RQ$CREATE$MAILBOX. The 
tasks can be order in a "f irst-ln/f irst-out" 
(FIFO) method or in a priority-based method (PRI). 

Task queue head The token for the task at the head of the queue. 

Object queue head The token for the object at the head of the queue. 

Object cache depth The maximum number of entries allowed in the 

high-performance queue associated with the 
mailbox. The size of this cache was set up when 
the mailbox was created with RQ$CREATE$MAILBOX. 

When the list of tokens in the object queue is 
greater than the object cache depth, you have 
temporarily overflowed your high-performance 
queue. Succeeding objects are stored in a 
low-performance queue associated with the mailbox. 



Object queue 



A list of tokens for the objects queued at the 
mailbox and their containing jobs where: 

<xxxx>J The token for the job that contains the 
object. 

<yyyy>t The token for the object where "t" is 
one of the following characters that 
identify IRMX 86 object types: 



Character 


Object Type 


C 


composite 


G 


segment 


J 


job 


M 


mailbox 


R 


region 


S 


semaphore 


T 


task 


X 


extension 



This list appears in the display only if there 
are objects que'ued at the mailbox. 



Crash Analyzer 4-28 



LISTING FORMAT 



Task queue A list of tokens for the tasks queued at the 

mailbox and their containing jobs where: 

<xxxx>J The token for the job that contains the 
task. 

<yyyy>T The token for the task. 

This list appears In the display only If there 
are tasks queued at the mailbox. 

The mailbox descriptor contains lnform<itlon which Is not useful to system 
and application engineers. You should ignore this Information. 
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SEMAPHORE REPORT 

The Analyzer lists information about semaphores in two ways. The first 
listing (Figure 4-18) appears when no tasks are queued at the semaphore, 
and the second listing (Figure 4-19) appears when tasks are queued at the 
semaphore. 



% 

% 

% 

% Semaphore report, token = <xxxx> 

% 

% 

% 



<deletion pending message> 



Containing job <xxxx> 
Task queue head <xxxx> 
Current value <xxxx> 



Queue discipline <xxxx> 
Maximum value <xxxx> 



* Semaphore descriptor 
* 



BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-18. Semaphore Report (Semaphore With No Queue) 
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% 

% 

% 

% Semaphore report, token = <xxxx> 

% 

I—. 

% 



<deletion pending message> 



Containing job 
Task queue head 
Current value 

Task queue 



<xxxx> 
<xxxx> 
<xxxx> 



Queue discipline <xxxx> 
Maximum value <xxxx> 



<xxxx> J/ <yyyy>T <xxxx> J/ <yyyy>T <xxxx>J/<yyyy>Ti 



* Semaphore descriptor 
* 



BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBB : 0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-19. Semaphore Report (Semaphore With Task Queue) 



The fields In Figures 4-18 and 4-19 are as follows: 



<deletion pending 
message> 



This message is present only if there is some type 
of deletion pending against the object. The 
messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 



Containing job 
Queue discipline 



Task queue head 
Maximum value 

Current value 



The token for the job which contains the 
semaphore. 

The way the tasks are ordered in the queue. The 
tasks can be ordered in a "first-in/first-out" 
(FIFO) method or a priority based method (PRI) 
when the semaphore is created with 
RQ$CREATE$SEMAPHORE . 

The token for the task at the head of the queue. 

The maximum number of units the semaphore can 
have. This number was set when the semaphore was 
created with RQ$CREATE$SEMAPHORE. 

The number of units currently contained in the 
semaphore. 
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Task queue A list of tokens for the tasks queued at the 

semaphore and their containing jobs where: 

<xxxx>J The token for the job that contains the 
task. 

<yyyy>T The token for the task. 

This list appears in the display only if there 
are tasks queued at the semaphore. 

I The semaphore descriptor has information which is not useful to 
application and system programmers. You should ignore this information. 
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REGION REPORT 

The Analyzer lists information about regions in two ways* The first list- 
ing (Figure 4-20) appears when no tasks are queued at the region, and the 
second listing (Figure 4-21) appears when tasks are queued at the region. 

■"% 

% 

% 

% Region report, token = <xxxx> 

% 

% 

% 



<deletion pending me8sage> 

Containing Job <xxxx> Queue discipline <xxxx> 

Entered task <x5i3cx> 

* 

* Region descriptor 
* 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-20. Region Report (Region With No Queue) 



% 

% 

% 

% Region report, token = <xxxx> 

% 

% „ . 

% 



<deletion pending message> 

Containing Job <xxxx> Queue discipline <xxxx> 

Entered task <xxxx> 

Task queue <xxxx>J/<y5ryy>T <xxxx>J/<yyyy>T <xxxx>J/<yyyy>T. , , 

* 

* Region descriptor 
* 

BBBB:0000 <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 
BBBBrOOOO <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> <xxxx> 



Figure 4-21. Region Report (Region With Task Queue) 
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The fields in Figures 4-20 and 4-21 are as follows: 



<deletion pending 
me s sage > 



Containing job 
Queue discipline 

Entered task 
Task queue 



This message is present only if there is some type 
of deletion pending against the object. The 
messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 

The token for the job that contains the region. 

The way you ordered the tasks In the queue. The 
tasks can be ordered In a "f irst-ln/f irst-out" 
(FIFO) method or in a priority-based method (PR!) 
when the region is created with RQ$CREATE$REGION. 

The token for the task that is currently 
accessing Information guarded by the region. 

A list of tokens for the tasks queued at the 
region and their containing jobs where: 

<xxxx>J The token for the job that contains the 
task. 

<yyyy>T The token for the task. 

This list appears in the display only If there 
are tasks queued at the region. 



The region descriptor contains information which is not useful to 
application and system Engineers. You should Ignore this information. 
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EXTENSION OBJECTS IN JOB 

This section of the listing displays tVie tokens for all of the extension 
objects contained by the job as shown in Figure 4-2 2. It then displays 
information about each extension along with its descriptor. 



% 

% 

% 

% Extension objects in job <xxxx> 

% 

% 



Token Extension Deletion 
type mailbox 

<aaaa> <bbbb> <cccc> 
<deletion pending message> 



descriptor: 
composite list: 



BBBB:0000 <xxxx> <xxxx>... 
BBBB:0000<xxxx>xxxx. . . 
<xxxx> J/ <yyyy>X 
<xxxx>J/ <yyyy>X. . . 



<aaaa> <bbbb> 



<cccc> descriptor: 

composite list: 



BBBB: 0000<xxxx>xxxx. . . 
BBBB : 0000<xxxx>xxxx. . . 
<xxxx> J/ <yyyy>X 
<xxxx>J/ <yyyy>X. . . 



Figure 4-22. Extension List 



The fields in Figure 4-22 are as follows: 

<aaaa> The token for the extension object. 



<bbbb> 



<cccc> 



<deletion pending 
message> 



The extension type code for the extension. This 
code was specified when the extension was created 
with RQ$CREATE$EXTENSION. This extension object 
represents the license to create composite 
objects of this type./ 

The token for the mailbox to which this extension 
goes when It is to be deleted. This mailbox was 
specified when the extension was created with 

RQ$CREATE$EXTENSION. 

This message is present only if there is some type 
of deletion pending against the object. The 
messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 
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The extension descriptor contains information which is not useful to 
application and system Engineers. You should ignore this information. 

The conposite list consists of a list of composite tokens and the jobs 
that contain the tokens for the objects of this extension type, where: 

<xxxx>J The token for the job that contains the object. 

<yyyy>X The token for the object where "X" identifies the 

token as an extension. 
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COMPOSITE LIST REPORT 

If the job contains any composite objects, the Analyzer displays a 
Composite List Report. Tlie Composite List Report consists of the 
following sections: 

• Composite List Report Header 

• Extension Sub^Header 

• Composite Object lieport 

The Composite List Report contains a composite list report header 
followed by one extension sub-header (Figure 4-23) for each extension 
type with composite objects in the job. Each extension sub-header 
consists of information about the extension type, the extension object, 
the extension's containing job, and the deletion mailbox for the 
extension object. 

Each extension sub-header is followed by a list of Composite Object 
Reports. The Analyzer displays either a general composite object report 
or one of six special reports for Basic I/O System (BIOS) composites. 
The types of reports for BIOS composites are as follows: 

• Physical File Driver Connection Report 

• Steam File Driver Connection Report 

• Named File Driver Connection Report 

• Dynamic Device Information Report 

• Logical Device Object Report 

• I/O Job Object Report 

Each of the special reports contain information from the general 
composite object report along with information special to the specific 
composite. Because some fields shown in the figures in this section are 
repeated, this manual avoids unnecessary repetition by explaining only 
those fields introduced in the figure. 
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COMPOSITE LIST REPORT HEADER AND EXTENSION SUB-HEADER 

Figure 4-23 shows the composite list report header followed by an 
extension sub-header. Each sub-header contains general information 
concerning the extension object. 



NOTE 

Remember that the extension object can 
be contained in a different job than 
the one that contains the composite 
object. You should refer to the 
Extension Report in the extension's 
containing job for more detailed 
information on the extension object. 



% 

% 

% 

% Composites in job <xxxx> 

% 

X 

% 



A 



* Extension type <xxx:s> 

* Extension object <xxxx> 

* Extensions containing job <xxx;!c> 
Deletion mailbox <xxxx> 



* 



Figure 4-23. Composite List Report Header And Extension Sub-Header 



The fields in the extension's subheader (Figure 4-23) are as follows: 

Extension type The extension type code for the composite. 

This code was specified when the composite was 
created with RQ$CREATE$COMPOSITE. 

Extension object The token for the extension object that 

represents the license to create this type of 
composite. 

Extensions containing The token for the job that contains the 
job composite. 

Deletion mailbox The token for the mailbox to which this 

composite goes when it is to be deleted. This 
mailbox was specified when the extension was 
created with RQ$CREATE$EXTENSION. 
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GENERAL COMPOSITE OBJECT REPORT 

Figure 4-24 shows the composite object report for all composites except 
special composites. Special composites include Physical File Driver 
Connection reports. Stream File Driver Connection reports. Named File 
Driver Connection reports. Dynamic Device Information, Logical Device 
Information, and I/O Job Object reports. These special composites 
displays appear in place of the general composite object report. 



* Composite object, token = <xxxx> 
* 

<deletion pending message> 

Extension type <xxxx> descriptor: BBBB:0000 <xxxx> <xxxx>... 

BBBB:0000 <xxxx> <xxxx>... 

BBBB:0000 <xxxx> <xxxx>... 
Number of slots <xxxx> 
Object size <xxxx> 
Component List <xxxx>J/<yyyy>t <xxxx>J/ <yyyy>t <xxxx>J/<yyyy>t. 

Figure 4-24. General Composite Object Report 



The fields in Figure 4-24 are as follows: 

<deletion pending This message is present only if there is some type 
message> of deletion pending against the object. The 

messages are either, "DELETION PENDING" or 
"FORCED DELETION PENDING." 

Extension type The extension type code for the composite. This 

code was specified when the composite was created 
with RQ$CREATE$COMPOSITE. 

Number of slots The number of positions available in the 

composite for tokens of component objects. This 
value was set v?hen the composite was created with 
RQ$CREATE$COMPOSITE . 

Object size The size of the object in paragraphs. 

The descriptor contains information which is not useful to application 
and system Engineers. You should ignore this information. 

The component list consists of a list of tokens and their containing jobs 
for the objects that currently make up the composite, where: 
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<xxxx>J The token for the job that contains the object. 

<yyyy>t The token for the object where "t" is one of the 

following characters that identify iRMX 86 object 
type s : 



Character 


Object Type 


C 


composite 


G 
J 

M 


segment 

job 

mailbox 


R 
S 
T 


region 

semaphore 

task 


X 


extension 
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PHYSICAL FILE DRIVER CONNlilCTION REPORT 

Figure 4-25 shows the listing for a connection to a physical file. 



* 
* 
* 



Physical file driver connection, token = <xxxx> 



<deletlon pending message> 

Extension type <xxxx> descriptor: BBBB:0000 

BBBB:0000 
BBBB:0000 
Containing job <xxxx> Conn flags <xx> 

Open mode <xxxx> Open share <xxxx> 

File node <xxxx> Device desc <xxxx> 

Num of conn <xxxx> Num of readers <xxxx> 

File type <xxxx> File share <xxxx> 



<xxxx> <xxxx> <xxxx>... 

<xxxx> <xxxx> <xxxx>. . . 

<xxxx> <xxxx> <xxxx>... 
Access <xxxx> 

File pointer <xxxx:xxxx> 
DUIB pointer <xxxx:xxxx> 
Num of writers <xxxx> 
Device conn <xxxx> 



Figure 4-25. Physical File Driver Connection Report 



The fields introduced in Figure 4-25 are as follows: 



Conn flags 



Access 



The flags for the connection. The connection is 
active if bit 1 is set to one; the connection is 
a device connection if bit 2 is set to one. 

The access rights for this connection. The 
access rights are displayed in the same format as 
the display access rights for the DIR command in 
the Human Interface. This display uses a single 
character to represent a particular access 
right. If the file has the access right, the 
character appears. However, if the file does not 
have the access right, a dash (-) appears in the 
character position. The access rights along with 
the characters that represent them are as follows: 



Directory files: 



f-:: 



- Delete 

- List 

- Add 

- Change 



DLAC 



Data Files: 



DRAU 
I 



Update 

Append 

Read 

Delete 
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The mode established when this connection was 
opened. The possible values are: 



Open Mode Description 
Closed Connection is closed 
Read Connection is open for reading 
Write Connection is open for writing 
R/W Connection is open for reading 
and writing 



Open share 



If this field can't be interpreted, the Analyzer 
displays the actual hexadecimal value followed by 
a space and two question marks. This value is 
set during a RC)$S$OPEN or RQ$A$OPEN system call. 
See the iRMX 86 BASIC I/O SYSTEM REFERENCE MANUAL 
or the iRMX 86 EXTENDED I/O SYSTEM REFERENCE 
MANUAL for more information. 

The sharing status established when this 
connection was opened. The possible values are: 



Share Mode 
Private 
Readers 
Writers 
ALL 



Description 

Private use only 

File can be shared with readers 

File can be shared with writers 

File can be shared with all 

users 



If this field can't be interpreted, the Analyzer 
displays the actual hexadecimal value followed by 
a space and two question marks. This value is 
set during an RQ$S$OPEN or an RQ$A$OPEN system 
call. See the IRMX 86 BASIC I/O SYSTEM REFERENCE 
MANUAL or the iRMX 86 EXTENDED I/O SYSTEM 
REFERENCE MANUAL for more information. 



File pointer 



The current contents of the file pointer for this 
connection. 



File node 



Device desc 



A token for a segment that the Operating System 
uses to maintain information about the 
connection. The information in this segment 
appears in the next two fields. 

A token for th€! segment that contains the device 
descriptor. Thie device descriptor is used by the 
Operating System to maintain information about 
the connections to the device. 



DUIB pointer 



The address of the Device Unit Information Block 
(DUIB). See the GUIDE TO WRITING DEVICE DRIVERS 
FOR THE iRMX 86 AND IRMX 88 I/O OPERATING SYSTEMS 
for more Information on the DUIB. 
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Num of conn 
Num of readers 

Num of writers 

File type 

File share 



The number of connections to the file. 

The number of connections currently open for 
reading. 

The number of connections currently open for 
writing. 

The type of file. This field is for Named files 
only so it does not apply (N/A) to this display. 

The share mode of the file. This parameter 
defines how the file can be opened. The possible 
values are: 



Share Mode 

Private 

Readers 

Writers 

ALL 



Description 

Private use only 

File can be shared with readers 

File can be shared with writers 

File can be shared with all users 



Device conn 



If this field can't be interpreted, the Analyzer 
displays the actual hexadecimal value followed by 
a space and two question marks. This value is 
set during RQ$S$OPEN or RQ$A$OPEN system calls. 
See the iRMX 86 BASIC I/O SYSTEM REFERENCE MANUAL 
or the iRMX 86 EXTENDED l/O SYSTEM REFERENCE 
MANUAL for more information. 

The number of connections to the device. 
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STREAM FILE DRIVER CONNECTION REPORT 

Figure 4-26 shows the listing for a stream connection. 



* Stream file driver connection, token = <xxxx> 

A 

<deletlon pending message> 

Extension type <xxxx> descriptor: BBBB:0000 <xxxx> <xxxx> <xxxx>... 

BBBB:0000 <xxxx> <xxxx> <xxxx>. . . 
Containing job <xxxx> Conn flags <xx> Access <xxxx> 
Open mode <xxxx> Open share <xxxx> File pointer <xxxxxxxx> 
File node <xxxx> Device desc <xxxx> DUIB pointer <xxxx:xxxx> 
Num of conn <xxxx> Num of readers <xxxx> Num of writers <xxxx> 
File type <xxxx> File share <xxxx> Device conn <xxxx> 
Req queued <xxxx> Queued conn <xxxx> Open conn <xxxx> 

Figure 4-2 6. Stream File Driver Connection Report 



The fields introduced in Figure 4-26 are as follows: 

Req queued The number of requests that are currently queued 

at the stream file. 

Queued conn The number of connections that are currently 

queued at the stream file. 

Open conn The number of connections that are currently open 

on the stream file. 

See the IRMX 86 BASIC I/O SYSTEM REFERENCE MANUAL for more Information 
about the previous fields. 
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NAMED FILE DRIVER CONNECTION REPORT 

Figure 4-27 shows the listing for a named file connection. 



* Named file driver connection, token = <xxxx> 
* 



<deletion pending message> 
Extension type <xxxx> 



Containing job 
Open mode 
File node 
Num of conn 
File type 
Fnode flags 
File gran 
Alloc size 
Volume gran 



<xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxxxxxx> 

<xxxx> 



descriptor: 



Conn flags 
Open share 
Device desc 
Num of readers 
File share 
Owner 

Fnode ptr(s) 
File size 
Volume size 



BBBB:0000 
BBBB : 0000 

<xx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxx:xxxx> 

<xxxxxxxx> 

<xxxxxxxx> 



<xxxx> <xxxx> <xxxx> ... 
<xxxx> <xxxx> <xxxx>. . . 



Access 
File pointer 
DUIB pointer 
Num of writers 
Device conn 
File ID 
Total blocks 
Volume name 



<xxxx> 

xxxxxxxx 

<xxxx:xxxx> 

<xxxx> 

<xxxx> 

<xxxx> 

<xxxxxxxx> 

<xxxxxx> 



Figure 4-27. Named File Driver Connection Report 



The fields Introduced in Figure 4-27 are as follows: 

File type The type of file. The possible values are: 



Fnode flags 



File Type 

DIR 

DATA 



Description 
Directory file 
Data file 



A word containing flag bits. Each bit has a 
corresponding description. If that bit is one, 
then the corresponding description is true; If 
the bit is zero, then the corresponding 
description is false. 



Bit 

1 
2 

3-4 
5 
6 

7-15 



Description 

This fnode is allocated 

The file is a long file 

Primary fnode 

Reserved 

This file has been modified 

This file is marked for 

deletion 

Reserved 
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Owner 



File ID 

File gran 
Fnode ptr(s) 

Total blocks 



Alloc size 

File size 

Volume name 
Volume gran 
Volume size 



The ID of the owner of the file. If this field 
has a value of FFFF , then the field is 
interpreted as "WORLD." See the iRMX 86 DISK 
VERIFICATION UTILITY REFERENCE MANUAL for more 
information. 

The number of the file's fnode. The fnode is a 
Basic I/O System data structure containing file 
attribute and status data. 

The granularity of the file (in volume 
granularity units). 

The values of the fnode pointers. See the iRMX 
86 DISK VERIFICATION UTILITY REFERENCE MANUAL for 
more information. 

The total number of volume blocks currently used 
for the file; this includes indirect blocks. See 
the iRMX 86 DISK VERIFICATION UTILITY REFERENCE 
MANUAL for more information. 

The total size (in bytes) allocated to the file. 
See the iRMX 86 DISK VERIFICATION UTILITY 
REFERENCE MANUAL for more information. 

The size (in bytes) of the file. See the IRMX 86 
DISK VERIFICATION UTILITY REFERENCE MANUAL for 
more information. 

The name of the volume. 

The granularity (in bytes) of the volume. 

The size (in bytes) of the volume. 
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DYNAMIC DEVICE INFORMATION REPORT 

Figure 4-28 shows the information the Analyzer displays when a file has a 
dynamically created Device Unit Inform.ation Block (DUIB). 



* Dynamic device information for connection <xxxx> 
* 



File drivers <xxxx> Device gran <xxxx> 
Device functs <xxxx> Device name <xxxx> 



Device size <xxxx> 



Figure 4-28. Dynamic Device Information Report 



The fields introduced in Figure 4-28 are as follows 
File drivers 



The validity of the file driver. The bits are 
associated with the file drivers as follows: 



Bit 


File Driver 





physical 


1 


stream 


3 


named 



Device gran 



Device size 



Device functs 



The value of the the volume granularity specified 
when the volume was formatted. 

The number of bytes of information that the 
device-unit can store. 

The I/O function validity for this device-unit. 
The bits associated with the functions as follows: 



It^ 


Function 





READ 


1 


WRITE 


2 


SEEK 


3 


SPECIAL 


4 


ATTACH DEVICE 


5 


DETACH DEVICE 


6 


OPEN 


7 


CLOSE 



Device name 



The name of the DUIB. 



See the GUIDE TO WRITING DEVICE DRIVERS FOR THE iRMX 86 l/O SYSTEM for 
more information concerning the previous fields. 
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LOGICAL DEVICE OBJECT REPORT 

The listing in Figure 4-29 shows the device names and system logical 
names of the logical device composite object. 



* 

* Logical device object, token = <xxxx> 

A 

<deletion pending message> 
Extension type <xxxx> descriptor BBBB:0000 xxxx xxxx xxxx. .. 

BBBB : 0000 xxxx xxxx xxxx. . . 
Containing job <xxxx> Physical conn <xxxx> File driver xx 
Owner ID <xxxx> 

Name Length Hex representation 

Device name <aaaaaaa> <bb> <xx xx xx xx xx xx. ..> 
Sys logical name(s) <aaaaaaa> <bb> <xx xx xx xx xx xx. ..> 



Figure 4-29. Logical De.vice Object Report 



The fields introduced in Figure 4-29 are as follows: 

Physical conn The token for the physical connection. 

Device Name The 1-to l4-character name under which the 

logical device object is cataloged. This name 
was specified when RQ$LOGICAL$ATTACH$DEVICE was 
called. 

Sys logical name(s) The 1-to 14-character name under which the the 

system logical name is cataloged. This name was 
specified when RQ$LOGICAL$ATTACH$DEVICE was 
called. 

<bb> The length of the device name or the system 

logical name. This name was specified in the 
DUIB during Basic I/O System configuration. 

<xx> The hexadecimal representation of each letter in 

the device name or the system logical name. 
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I/O JOB OBJECT REPORT 

The section of the listing in Figure 4-30 displays information about exit 
messages in I/O job objects. 



* 

* I/O job object, token = <xxxx> 

A 

Extension type <xxxx> descriptor: BBBBtOOOO <xxxx> <xxxx>.., 

BBBB:0000 <xxxx> <xxxx>... 
Exit message token <xxxx> 
Exit message mbx <xxxx> 



Figure 4-30. I/O Job Object Report 



The fields introduced in Figure 4-30 are as follows: 

Exit message token The token for the segment containing the exit 

message. 

Exit message mbx The mailbox that contains the exit message 

segment. 

See the iRMX 86 EXTENDED I/O SYSTEM REFERENCE MANUAL for more information 
about the previous fields. 
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SUMMARY OF ERRORS 

Figure 4-31 shows the header for the summary of errors. This summary 
lists all error messages that the Analyzer encountered during the 
analysis. The summary also includes the page number of the listing on 
which the error occurred. For more information on error messages and 
their meanings, see the section in this chapter entitled, "Error 
Messages." 



% 

% 

% 

% Summary of errors detected by analysis 

% 

% 

% 

error message Page xx 



error message Page xx 

Figure 4-31. Summary Of Errors 



The fields in Figure 4-31 are as follows: 

error message The error message(s) that the Analyzer detected 

during analysis. 

page The page number of the listing on which the error 

message is printed. 
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ERROR MESSAGES 

The Analyzer can detect two kinds of errors: 

• Operational Errors 

Errors that occur when you invoke the Analyzer or errors that 
occur during file operations. These errors are described in 
Chapter 3. 

• Dump File Errors 

Errors within the dump file. 



This section lists the Dump File Errors error messages and their 
descriptions. Dump file errors are errors that the Analyzer detects 
within the dump file. The Analyzer prints these errors in the section of 
the listing in which they occur. It also prints the error messages along 
with the page numbers on which they occur in the section of the listing 
entitled "Summary of Errors Detected by Analysis." 



Message 

Nucleus entry or data 
segment corrupted, analysis 
terminated 



Internal iRMX 86 <type> 
field corrupted at 
<BBBB>:<0000> 



Internal iRMX 86 <type> 
field corrupted at 
<BBBB>:<0000> Object 
token: <cccc> 



Stack overflow 



Registers not available 



Description 

The Analyzer uses the Nucleus 
interrupt vector to locate the Nucleus 
code segment. It then uses the code 
segment to find the data segment. 
The Analyzer uses the data segment as 
the basis for analysis. If any item 
in this chain is damaged, the 
Analyzer cannot function correctly. 

The Analyzer discovered an error 
in an internal operating system 
structure of <type> BYTE, WORD, or 
POINTER. The problem is located at 
base <BBBB> and offset <0000>. 

The Analyzer discovered an error 
in an internal operating system 
structure of <type> BYTE, WORD, or 
POINTER. The problem is located at 
base <BBBB> and offset <0000>. The 
error is in the object whose token is 
<cccc>. 

This message appears when a task 
overflows its stack segment. 

The processor's registers were not 
available to the Dumper. This 
message appears only under the 
"Current Processor State" portion of 
the listing. 



Crash Analyzer 4-51 



LISTING FORMAT 



Task stack segment not 
distinct: above display 
may contain other data in 
addition to stack 



Task SS:SP not known: 
stack segment not displayed 



The task's stack is in a segment that was 
not allocated when the task was created. 
This message appears following the task 
segment listing because the Analyzer 
cannot distinguish stack data from other 
data in the segment. Therefore, this 
particular message indicates a lack of 
information necessary to the Crash 
Analyzer rather than a problem. 

The Analyzer could not find a valid 
stack segment: stack pointer (SS:SP). 
This message appears following a task 
segment display. This particular 
message indicates a lack of information 
necessary to the Crash Analyzer rather 
than a problem. 



Unable to locate complete 
<block name>. Missing area 
is <address> for <size> bytes 



Unable to located job pool 
information 



Unable to locate list of 
<object type> in job <job 
token> 



The Analyzer could not find the entire 
<block name>. The block name is one of 
the following: 

connection object 
job directory 
task stack 
NPX save area 
composite list 
mailbox cache 
logical device object 
segment contents 

The <address> is the base and offset 
address of the missing information. The 
<sl5i:e> is the size of the missing 
information In hexadecimal. 

This message appears in the pool report 
for a job when the Analyzer cannot find 
the Information describing a job's pool. 

The Analyzer cannot find the list of a 
particular object type for a job. This 
message appears in place of the list of 
an object type in the section entitled, 
"Objects Contained by Job" The <object 
type> is one of the following: 

child jobs 

tasks 

mailboxes 

semaphores 

regions 

segments 

extensions 

composites 
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Unable to locate file node 
for <connection token> 



Unable to locate device 
descriptor for connection 
<connection token> 



The <job token> is the token for the 
job In which the Analyzer cannot find 
the object type. 

This message appears when the Analyzer 
is unable to read the contents of the 
fnode because the pointer to the 
fnode has been destroyed. 

This message appears when the Analyzer 
cannot find the device descriptor for 
a connection. This may happen 
because one of your tasks wrote over 
and internal data structure. 



Unable to locate object 
queued on mailbox <token>. 
Token of missing object is 
<object token> 

End of stack segment not 
known; stack segment not 
displayed 



This message appears in the "Mailbox 
Report" when the Analyzer cannot find 
an object queued at the mailbox. 



This message appears in the "Task 
Report" when the Analyzer cannot find 
the end of the stack segment. 



LINK ERROR 

The iRMX 86 Operating System maintains tokens in doubly-linked lists. 
So, whenever a listing contains a token, the Analyzer automatically 
checks the validity of that token by looking at the token's forward links. 

A forward link error means that the iRMX 86 data structures have been 
damaged or destroyed. The most common reason for this problem is 
overwriting. You or one of your tasks may have accidentally written over 
part of the Operating System's data structures and/or code. Another 
possible reason for the problem (if you are using a non-maskable 
interrupt) could be that you interrupted the Nucleus while it was setting 
up the links. 

If a token's forward link is bad, the Analyzer generates a forward link 
error message along with the information that the particular listing 
usually displays. The forward link error message is as follows: 

Forward link ERROR: <aaaa> ~> <bbbb> ?<cccc> <~ <bbbb> 

The arrows represent links. A right pointing arrow represents a forward 
link. The object with the token <aaaa> is linked forward to the object 
with token <bbbb>. The object with the token <bbbb> should be linked 
back to the object with the token <aaaa> rather than <cccc>. Therefore, 
the Crash Analyzer assumes the link from <aaaa> to <bbbb> is incorrect 
and terminates the analysis of the objects in the portion of the listing 
in which the error appears. 



**A 
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CHAPTER 1 
INTRODUCTION 



The Bootstrap Loader is a means of loading part or all of an application 
from secondary storage into RAM, either upon system reset or under 
program control. With the Bootstrap Loader you have flexibility that can 
simplify system maintenance and increase the versatility of your hardware. 

The Bootstrap Loader operates in two stages. The first stage determines 
the location of the second stage and the name of the load file, then 
loads part of the second stage and passes control to the second stage. 
The second stage finishes loading itself, transfers the load file into 
memory, and passes control to the load file. The load file usually 
consists of an iRMX 86 application system. Getting the load file into 
memory and passing control to it is the objective of the bootstrap 
loading process. 

A device driver is a small program that interfaces between your software 
and a hardware device (or a controller for the device). When you perform 
Bootstrap Loader configuration, which is independent of application 
system configuration with the ICU, you specify the device drivers that 
the Bootstrap Loader requires. As you complete the Bootstrap Loader 
configuration process, the device drivers needed for bootstrap loading — 
which are distinct from (although possibly identical to) the drivers 
needed by the application Itself — are linked in automatically. 

The following sections contain miscellaneous facts that will enable you 
to understand the later discussion about incorporating the Bootstrap 
Loader into your system. 



THE FIRST STAGE OF THE BOOTSTRAP LOADER 

The first stage consists of two parts. One part is the code for the 
first stage. It varies from 100 to 1000 bytes (and averages about 500 
bytes) in length, depending upon the options you request during 
configuration. The other part is a set of minimal device drivers the 
first and second stages need to accomplish their objectives. 

When the bootstrap loading process begins, the first stage can be in 
either of two places. If you are still developing your application, you 
can keep your first stage in secondary storage on your development 
system, then load it and start it running by means of the iSBC 957B 
package or the iSDM 86 or iSDM 286 System Debug Monitor. You can also 
burn the first stage into ROM along with the iSDM 86 or iSDM 286 
monitor. When your application is finished and ready to use, you will 
probably burn the first stage into ROM, so it can be invoked when you 
turn on or reset your system. 
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THE SECOND STAGE OF THE BOOTSTRAP LOADE R 

Unlike the first stage, the second stage is not configurable. That is, 
it is always the same — its size is less than 8K bytes — and does not 
depend on the application in any way. Because of this, the software that 
formats iRMX 86-based random access volumes places the random-access 
version of the second stage on every nsimed volume it formats, so it is 
always available for loading applications residing on random-access 
devices. 

When the application system begins to run, RAM that had been used or 
occupied by the first and/or second stage becomes part of the memory pool 
for the application system. 



NOTE 



You must ensure that the memory 
locations occupied by the first stage, 
the second stage, and the load file 
(application system) are mutually 
non-overlapping. 



THE LOAD FILE 

The load file must be placed on an IRMJ; 86-based named volume of 
secondary storage. Recall that this volume also contains the second 
stage of the Bootstrap Loader. 



DEVICE DRIVERS 

For every bootstrap device in your system, you must include a device 
driver. As part of the iRMX 86 product, Intel has provided you with many 
device drivers that are specifically for bootstrap loading. These 
drivers are for the following controllers: 

iSBC 204 Flexible Diskette Controller 

iSBC 206 Disk Controller 

iSBC 208 Flexible Disk Drive Controller 

iSBC 215 Winchester Disk Controller 

iSBX 218A Flexible Disk Controller when used with the iSBC 215 
controller 

iSBX 218A Flexible Disk Controller when used on a CPU board 
iSBC 220 SMD Disk Controller 
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• iSBX 251 Bubble Memory Controller 

• iSBC 254 Bubble Memory Controller 

• SASI (Shugart Associates Systems Interface) Peripheral Bus 
Controller 

• SCSI (Small Computer Systems Interface) Peripheral Bus Controller 

These drivers are small, ranging from 300 to 1000 bytes in length, and 
averaging about 500 bytes. 

If you need additional device drivers, see Chapter 4. 



■itieic 
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CHAPTER 2 
CONFIGURATION 



The key to using the Bootstrap Loader Is to ensure that the first stage 
is properly configured into your application. How to do that is the 
subject of this chapter. (Recall that the second stage is constant and 
therefore does not have to be configured.) 

Configuring the first stage of the Bootstrap Loader consists of editing 
three or more configuration files. If you have devices for which Intel 
does not supply a device driver, you must prepare a device driver for 
each of them. Chapter 4 describes how to do this. 

The configuration files are the following: 



BS1.A86 



BSERR.A86 



B204.A86 

B206.A86 

B208.A86 

B215.A86 

B218.A86 

B251.A86 

B254.A86 

BSASI.A86 

BSCSI.A86 



This assembly language source file consists primarily 
of macros that describe the device units that can be 
used for bootstrap loading and the manner in which the 
bootstrap device and load file are to be selected. 

This assembly language source file consists primarily 
of macros that tell the Bootstrap Loader what to do 
when bootstrap loading is not successful. 

These assembly language source files contain 
configuration information about device drivers that 
your bootstrap system can use. 



BSl.CSD This SUBMIT file contains the commands needed to 

assemble the preceding source files, to link together 
the resulting modules (and any others that you 
supply), and to locate the resulting object module. 

The files requiring editing are BS1.A86, BSERR.A86, and BSl.CSD. 



BS1.A86 CONFIGURATION FILE 

The BS1.A86 file, shown in Figure 2-1, consists of two INCLUDE statements 
and several macros. The BSl.INC file contains the definitions of the 
macros in the BS1.A86 file. 
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188/A8 board 
186/03 and 186/51 
boards 



name bsl 

$lnclude( :f 1 :bcico. inc) 
$include( : f 1 :bsl .inc) 

%cpu(8086) 

;iAPX_186_INIT(y, of c38h, none, 80bbh, none, 003bh) 
;lAPX_186_INIT(y, none, none, 80bbh, none, 0038h) 

%console 

%manual 

%auto 

%loadf lie 

%defaultf ile( '/systeiii/rmx86' ) 

%retries(5) 

;cico 

iSBC 86/05/12A/14/30 
serial_channel(8251a,0d8h,2,8253,0d0h,2,2,8) 

iSBC 351 (on iSBX #0) 
serial_channel(8251a,0A0h,2,8253,0B0h,2,2,8) 

8MHz iSBC 186/03/51 
serial_channel(8274,0d8h,2,80186,0ff00h,2,0,0dh) 
serial_channel(827A,0dah,2,80186,0ff00h,2,l,0dh) 
serial_channel(8274,0dah,2,80130,0e0h,2,2,034h) 

6MHz iSBC 186/03/51 
serial_channel(8274,0d8h,2,80186,0ff00h,2,0,0ah) 
serlal_channel(8274,0dah,2,80186,0ff00h,2,l,0ah) 
serial_channel(8274,0dah,2,80130,0e0h,2,2,027h) 

ISBC 188/48 sec #1 
serlal_channel(82530,0d0h,l,82530,0d0h,l,0,0eh,a) 
serial_channel(82530,0d2h,l, 82530, 0d2h,l,0,0eh,b) 



%device(fO, 0, deviceinit204, deviceread204) 
%device(fl, 1, devlceinlt204, deviceread204) 
%device(f2, 2, device init204, deviceread204) 
%device(f3, 3, devicelnit204, devlceread204) 
%device(afO, 0, devlceinit208gen, devlceread208gen) 
%device(afl, 1, devicelnit208gen, deviceread208gen) 
%device(af2, 2, deviceinit208gen, devlceread208gen) 
%devlce(af3, 3, deviceinit208gen, deviceread208gen) 

Figure 2-1. First Stage Configuration File BS1.A86 
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%device(dO, 0, deviceinit206 , deviceread206) 
%device(wO, 0, deviceinit215gen, deviceread215gen) 
%device(wfO, 8, deviceinit215gen, deviceread215gen) 
%device(wfl, 9, device init215gen, deviceread215gen) 
%device(wf2, 10, device inlt215gen, deviceread215gen) 
%device(wf3, 11, deviceinit215gen, deviceread215gen) 
%device(pmfO, 0, deviceinit218Agen„ deviceread218Agen) 
%device(bxO, 0, deviceiiiit251 , deviceread251) 
%device(bO, 0, deviceinit254, deviceread254) 
%device(saO, 0, deviceinitsasi, devicereadsasi) 
%device(scO, 0, deviceinitscsi, devicereadscsi) 
%end 

Figure 2-1. First Stage Configuration File BSl .A86 (continued) 



The following sections describe the functions of the macros in the 
BS1.A86 file. For each macro, if a percent sign (%) precedes the name, 
then the macro is included (invoked). If a semicolon (;) precedes the 
name, then the macro is treated as a comment and is not included. 

The BS1.A86 file does not specifically mention iSBC 220 SMD devices 
because they are covered by the entries containing "215". 

In each %DEVICE macro shown in Figure 2-1 as having "gen" as a suffix on 
its last two parameters, those parameters can also be present without the 
suffix. That is, for each of those macros, Intel has supplied two 
versions of the device$init and device$read procedures, one with the 
"gen" suffix and one without the suffix. The "gen" (for general) 
versions, which provide automatic device recognition (see Appendix A), 
require more (about 500 bytes) code. 



%CPU MACRO 

You must include the %CPU macro, to identify the type of CPU that 
performs the bootstrap loading operation. 

The form of the %CPU macro is: 

%CPU(cpu_type) 

where: 

cpu_type 8086, 8088, 80186, 80188, or 80286. These are 

informal names for the Intel processors whose formal 
names are iAPX 86, iAPX 88, iAPX 186, iAPX 188, and 
iAPX 286, respectively. 
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iAPX_186_INIT MACRO 

The iAPX_186_INIT macro specifies the Initial chip select and mode values 
for 80186 and 80188 CPUs. Include this macro if and only if the GPU type 
is either 80186 or 80188. 

The form of the %iAPX_186_INIT macro is: 

%iAPX_186_INIT(RMX, UMCS, LM GS , MMCS , MPGS, PAGS) 

where RMX must contain "y" as it does in the file. The remaining 
parameters define initial values for the chip-select control registers. 
They stand, respectively, for upper-memory chip-select, lower-memory 
chip-select, midrange-memory chip-select, memory- peripheral chip-select, 
and peripheral-address chip-select block address. These registers are 
described in the data sheets for the iAPX 186 and iAPX 188 processors. 



%C0NS0LE, %MANUAL, AND %AUTO MACROS 

The %CONSOLE, %MANUAL, and %AUTO macros let you specify how the first 
stage is to identify the load file and the device where the file will be 
found. 

You can include any combination of the %CONSOLE, %MANUAL, and %AUTO 
macros. Because including %MANUAL causes the automatic inclusion of both 
%CONSOLE and %AUTO, there are five functionally-distinct combinations of 
these macros. The following Indicates the significance of each of the 
five combinations. 

None (Requires that the device list, defined by means of 

the %DEVIGE macro, have only one entry.) 

• It (the Bootstrap Loader) tries once to load from 
the device in the device list. 

• It tries once to load the file with the default 
pathname (either the system default or one you 
define by means of the optional %DEFAULTFILE macro). 

%CONSOLE (Requires that the device list have only one entry.) 

only 

• It tries once to load from the device in the device 
list. 

• It issues an asterisk (*) prompt for a pathname at 
the application system terminal and then tries once 
to load the file the operator specifies. 

If a pathname is entered, it loads the file 
with that pathname. 

If only <cr> is entered, loads the file with 
the default pathname. 
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%MANUAL 
only 



%AUTO 
only 



%AUTO 

and 

%CONSOLE 



(Requires a device list with at least one entry.) 

• It issues an asterisk (*) prompt for a pathname at the 
application system terminal. 

• It chooses a device depending upon the operator's 
response. 

- If a device name is entered, it loads from the 
device with that device name. It tries to load 
until the device becomes ready or until no more 
tries are allowed (as limited by the optional 
%RETRIES macro). 

- If no device name is entered before the carriage 
return, it looks for a ready device by searching 
through the list of devices (in the order in which 
they appear in the BS1.A86 file). The search 
continues until a ready device is found or until 
no more tries are allowed (as limited by the 
optional RETRIES macro). If it finds a ready 
device, it loads from that device. 

• It chooses a file depending upon the operator's 
response to the prompt. 

If a pathname is entered, it tries once to load 
the file with that pathname. 

If no file name is entered, it tries once to load 
the file with the default pathname. 

(Requires a device list with at least one entry.) 

• It looks for a ready device by searching through the 
list of devices (in the order in which they appear in 
the BS1.A86 file). The search continues until a ready 
device is found or until no more tries are allowed (as 
limited by the optional RETRIES macro). 

• If it finds a ready device, it tries once to load the 
file with the default file name. 

(Requires a device list with at least one entry.) 

• It issues an asterisk (*) prompt for a pathname at the 
application system terminal. 

• If the operator responds with a pathname that contains 
no device name, it looks for a ready device by 
searching through the list of devices (in the order in 
which they appear in the BS1.A86 file). The search 
continues until a ready device is found or until no 
more tries are allowed (as limited by the optional 
%RETRIES macro). 
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• If it finds a ready device or the operator 

responds with a pathname containing a device 
name, it tries once to load the file indicated by 
the operator's response. 

If a pathname is entered, it tries to load 
the file with that pathname. 

If only <cr> is entered, it tries to load 
the file with the default pathname. 

In the foregoing macro descriptions, there are several references to an 
asterisk (*) prompt. If you have a monitor in PROM, with a pointer to 
its location in position 3 of the interrupt vector table, then when 
responding to this prompt you can use the Bootstrap Loader's Debug 
switch, which is described in Chapter 3. 

The forms of the %CONSOLE, %MANUAL, and %AUTO macros are: 

%CONSOLE 

%MANUAL 

%AUTO 



%LOADFILE MACRO 

The %LOADFILE macro causes the Bootstrap Loader to display at the console 
the pathname of the file it loads. It displays the pathname after 
loading the second stage and before loading the load file. The form of 
the %LOADFILE macro is: 

%LOADFILE 



%DEFAULTFILE MACRO 

The %DEFAULTFILE macro specifies the hierarchical path of the default 
file. Its form is: 

%DEFAULTFILE ( pa thname ) 

where pathname is the hierarchical path of the file enclosed in single 
quotes, as, for example, ' /SYSTEM/TEST/EIMX86' . If this macro is omitted, 
the pathname '/SYSTEM/RMX86' Is assumed. 

Do not omit this macro if you include the %LOADFILE macro. 
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%RETRIES MACRO 

The %RETRIES macro, when Included along with the %AUTO or %MANUAL macro, 
limits the number of times that the first stage goes through the device 
list in search of a ready device. If this macro is not included along 
with %AUTO or %MANUAL, and no device in the list is ready, then the 
search continues indefinitely. The form of the %RETRIES macro is: 

%RETRIES (number) 

where number, which must lie in the range 1 through OFFFEH, is the 
maximum number of times the first stage checks each device for a ready 
condition. 



%CICO MACRO 

The %CICO macro specifies that console input and output are to be 
performed by standalone CI and CO routines, that is, routines that are 
not part of an iSDM 86, iSDM 286, or iSBC 957B monitor. If you include 
the %CICO macro, you must do some other things as well, depending upon 
whether the CI and CO routines you want to use are your own or those 
supplied by Intel. 

If you use the Intel-supplied standalone CI and CO routines, you must do 
the following: 

• Change the line in the BSl.CSD file that reads 

& :f 1 :bclco.obj , & 
to 

:fl:bclco.obj , & 

• Include exactly one instance of the %SERIAL_CHANNEL macro 
(described next) in the BS1.A86 file. 

If you supply your own stjmdalone CI and CO routines, you must do the 
following: 

• Change the line In the BSl.CSD file that reads 

& :fl:bcico.obj, & 

to 

:f l:mycico.obj , & 

where mycico.obj is an object file containing the CI and CO 
routines and a file called CINIT, which performs initialization 
functions required to prepare the console for input and output 
operations. 

• Include no instances of the %SERIAL_CHANNEL macro. 
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The form of the %CICO macro is: 
%CICO 

%SERIAL_CHANNEL MACRO 

Your CPU board can communicate over a serial channel by means of either 
an 8251A USART, an 8274 Multi-Protocol Serial Controller, or an 82530 
Serial Communications Controller. The %SERIAL_CHANNEL macro, which 
requires you to Include the %CICO macro, allows you to specify which 
serial controller device your CPU board uses as well as information that 
defines the use characteristics of the device. 

You can omit this macro if your system does not use a terminal during 
bootstrap loading, if your supply your own CI and CO routines, or if you 
system use the iSDM 86, iSDM 286, or iSBC 957B monitor. Otherwise, 
include one instance of it in your BS1.A86 file for the serial controller 
device that supports the terminal your system uses for bootstrap 
loading. Including multiple %SERIAL_CHANNEL macros causes an assembly 
error when the BSl.CSD file runs. 

The format of the %SERIAL_CHANNEL macro is as follows: 

%SERIAL_CHANNEL (serial_type, serial_base_port, serial_port_delta, 

counter_type, counter_base_j>ort, counter_port_delta, 
baud_counter, count, flags) 

where: 



serial_type 
serial_base_port 



The serial controller device you are using, 
valid values are 8251A, 8274, and 82530. 



The 



The 16-bit address of the base port used by the 
device. This port varies according to the type 
of the device and, if applicable, the channel 
used on the device, as follows: 



8251A 

8274 Channel A 
8274 Channel B 
82530 Channel A 
82530 Channel B 



Data Register Port 
Channel A Data Register Port 
Channel B Data Register Port 
Channel A Command Register Port 
Channel B Command Register Port 



serial_port_delta 



counter type 



The number of bytes between consecutive ports 
used by the serial device. 

The type of device containing the timer your CPU 
board uses to generate a baud rate for the serial 
device defined by this macro. The valid values 
are 8253, 8254, 80130, 80186, 82530, and NONE. 
Specifying NONE implies that the baud rate timer 
is automatically initialized and the Bootstrap 
Loader does not have to perform this function. 
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*-*-* BSl.CSD *-*-* 

Generate the lAPX 86, 88 Bootstrap Loader V5.0 first stage. 
Invocation: submit bsKfirst stage location, second stage location) 
run 



asm86 :fl:bsl.a86 

asm86 :f 1 :bserr.a86 

asm86 :fl:b204.a86 

asm86 :fl:b206.a86 

asm86 :fl:b208.a86 

asm86 :fl:b215.a86 

asm86 :f 1 :b218a.a86 

asm86 :fl:b251.a86 

asm86 :fl:b254.a86 

asm86 :f 1 :bsasi.a86 

asm86 :f 1 :bscsi.a86 



raacro(50) 
macro(50) 
macro(50) 
macro (50) 
macro(50) 
macro(50) 
macro(50) 
macro(50) 
macro(50) 
macro(50) 
macro(50) 



object(:f:l 
object( :f 1 
objectC :f 1 
object( :f 
object(:f 
object( :f 
objectC :f 
object( :f 
objectC :f: 
object( :f 
objectC :f 



ibsl.obj) 

rbserr.obj ) 

:b204.obj) 

:b206.obj) 

:b208.obj) 

:b215.obj) 

:b218.obj) 

:b251.obj) 

:b254.obj) 

:bsasi.obj) 

:bscsi.obj) 



printC:fl:bsl.lst) 

printC :f Irbserr.lst) 

printC:fl:b204.1st) 

print(:fl:b206.1st) 

printC:fl:b208.1st) 

print(:fl:b215.1st) 

printC:fl:b218.1st) 

print(:fl:b25I.lst) 

printC:fl:b254.1st) 

printC :f Irbsasi.lst) 

printC :f l:bscsi.lst) 



links 6 

:f 1 rbsl.obj , 
:f l:bserr.obj , 

& :fl rbcico.obj , 



fl:b204.obj, 

fl:b206.obj, 

fl:b208.obj, 

fl:b215.obj, 

fl:b218.obj, 

fl:b251.obj, 

fl:b254.obj, 

f 1 rbsasi.obj , 

f 1 :bscsi.obj , 

flrbsl.lib 



& 

& ;for standalone serial channel 

& ; support 

& 

& 

& 

& 

& 

& 

& 

& 

& 

& 



to :fl:bsl.lnk print( :fl:bsl.mpl) & 

nopublics excep tC firs ts tage , boo t_186 , boo ts trap_entry ) 

5 

loc86 :fl:bsl.lnk & 

addresses(classesCcode(%0) ,stack(%l)) ) & 

order(classes(code,code_error, stack, data, boot)) & 
noinitcode & 

startCfirststage) & 

& ; change above line to startCboot_186) if iAPX_186_INIT is invoked 
segsizeCboot(1800H)) & 

map printC :fl:bsl.mp2) & 

; Add "bootstrap" to loc86 when locating the first stage in ROM 



Figure 2-2. First Stage Configuration File BSl.CSD 
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exit 
> 



; Bootstrap Loader first stage generation complete. 



Figure 2-2. First Stage Configuration File BSl.CSD (continued) 



counter_base_jport 



The 16-bit address of the base port used by the 
baud rate timer. This port varies according to 
the type of the device and, if applicable, the 
channel used on the device, as follows: 



8253 

8254 

80130 

80186 

82530 Channel A 

82530 Channel B 



Counter Count Register Port 
Counter Count Register Port 
ICWl Register Port 
Use OFFOOH on all Intel boards 
Channel A Command Register Port 
Channel B Command Register Port 



counter_port_delta The number of bytes between consecutive ports 

used by the timer. 



baud counter 



The baud rate-generating counter on the timer. 
The devices and the counters you can specify for 
them are as follows: 



8253 


0, 1, and 2 


8254 


0, 1, and 2 


80130 


2 


80186 


0, 1 


82530 






count 



A value that, when loaded into the timer 
register, generates the desired baud rate. The 
method of calculating this value is described in 
the paragraphs following these parameter 
definitions. 



flags 



A value that, when present, specifies which 
channel of an 32530 Serial Communications 
Controller will serve as your serial controller. 
If you give any value except 82530 for the 
serial_type parameter, omit this parameter; that 
is, write the macro as if the count parameter is 
the last parameter. If you give 82530 as the 
value of the serial_type parameter, specify A 
(for Channel A) or B (for Channel B) for this 
parameter. 
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To derive the correct value for the count parameter, you must perform a 
short series of computations. The starting values for these computations 
are the desired baud rate and the clock input frequency to the timer. 

The first computation yields a temporary value and depends upon the timer 
used, as follows: 

temporary_value = (clock frequency in Hertz)/ (baud rate x 16) 

if the timer is an 8253, 8254, 80130, or 80186, but 

temporary_value = ((clock frequency in Hertz) /(baud rate x 2)) - 2 

if the timer is an 82530. 

The second computation yields the fractional part of the temporary value, 
as follows: 

fraction = temp orary_ value - INT ( temporary_value) 

where the INT function gives the integer portion of temporary_value. 

The third and fourth computations yield the desired count value and 
another value, called error_fraction. The error_f raction value is then 
used to determine whether the calculated count value is feasible, given 
the clock frequency specified in the first computation. These 
computations, which are performed according to the size of the value of 
"fraction" from the second computation, are as follows: 

count = INT (result) + 1 
error_fraction = 1 - fraction 

if the value of "fraction" is greater than or equal to .5, but 

count = INT (result) 
error_fraction = fraction 

if the value of "fraction" is less than .5. 

The fifth and final computation, which yields the percentage of error 
that occurs when the given clock frequency is used to generate the given 
baud rate, is as follows: 

% error = (error_f raction / count) x 100 

If the % error value is less than 3, then the calculated count value is 
appropriate and will lead to the desired baud rate being generated by the 
specified clock frequency. However, if the % error value is 3 or 
greater, you must do either or both of the following two things: 

• Provide a higher clock frequency 

• Select a lower baud rate 
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After choosing one or both of these options, go through the series of 
computations again so as to get a new value of "count" and to see whether 
the revised value of "% error" is less than 3. 

Continue this process — raise the clock frequency and/or lower the baud 
rate, then do the computations — until you finally get a "% error" value 
lower than 3. 

The % SERIAL_CHANNEL macro can generate the following error messages: 

ERROR - invalid port delta for the Serial Device 

ERROR - <ser_type> is an invalid Serial Port type 

ERROR - Invalid port delta for the Baud Rate Timer 

ERROR - 8253/4 Baud Rate Counter is not 0, 1, or 2 

ERROR - 2 is the only valid 80130 Baud Rate Timer 

ERROR - 80186 counter counter_type is not a valid baud rate counter 

ERROR - <counter_type> is an invalid Baud Rate Timer type 

ERROR - Counter is the only valid 82530 baud rate counter 

ERROR - 82530 channel must be specified as A or B only 

ERROR - Baud Rate Count must be greater than 1 



%DEVICE MACRO 

The XDEVICE macro defines a device unit from which your application 
system can be bootstrap loaded. If the BS1.A86 file contains multiple 
%DEVICE macros, their order in the file is the order in which the first 
stage searches for a ready device unit. Recall that multiple %DEVICE 
macros may be included only if the %AUTO or %MANUAL macro is included. 
(Otherwise, there is an assembly error when the BSl.CSD file runs.) The 
form of the %DEVICE macro is: 

%DEVICE(name , unit, device$init, device$read) 

where: 



name 



unit 



The physical name of the device, not enclosed in 
quotes or between colons. The first stage passes 
the physical name to the second stage, which, in 
turn, passes it to the load file. If the 
Automatic Boot Device Recognition (see Appendix 
A) capability is configured into the load file, 
then the physical names in the %DEVICE macro 
invocations musit match the device unit names in 
the load file. Otherwise, the load file will not 
initialize properly and could "hang." 

The number of this unit on this device. 
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device$init 



device$read 



The name of the device$init procedure of the 
device driver the first stage will call for this 
device unit. If you are using an Intel-supplied 
driver, specify the procedure name as shown in 
Figure 2-1. (You may omit the "gen" suffix; see 
the discussion of this topic earlier in this 
chapter.) If you are supplying your own driver, 
which you have written in accordance with the 
instructions in Chapter 4, use the name of the 
initialization procedure. 

The name of the device$read procedure of the 
device driver the first stage will call for this 
device unit. If you are using an Intel-supplied 
driver, specify the procedure name as shown in 
Figure 2-1. (You may omit the "gen" suffix; see 
the discussion of this topic earlier in this 
chapter.) If you are supplying your own driver, 
which you have written in accordance with the 
instructions in Chapter 4, use the name of the 
read procedure. 



%END MACRO 

The %END macro is required at the end of the BS1.A86 and BSERR.A86 
assembly language source files. Its form is: 

%END 



BSERR.A86 CONFIGURATION FILE 

The BSERR.A86 file, shown in Figure 2-3, defines what the first stage of 
the Bootstrap Loader does if it cannot load the load file. 



name bserr 

$include( :f 1 :bserr.inc) 

; console 

%text 

%list 

%again 

;lnt3 

;halt 



%end 



Figure 2-3. First Stage Configuration File BSERR. A86 
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The BSERR.A86 file consists of an INCLUDE statement and several macros. 
The BSERR.INC file in the INCLUDE statement contains the definitions of 
the macros in the BSERR.A86 file. 

The following sections describe the functions of the macros in the 
BSERR.A86 file. For each macro, if a percent sign (%) precedes the name, 
then the macro is Included (invoked). If a semicolon (;) precedes the 
name, then the macro is treated as a comment and is not included. 

The first three macros, %CONS0LE, %TEXT, and %LIST, determine what the 
Bootstrap Loader displays at the console whenever a bootstrap loading 
error occurs. The other three macros, %AGAIN, %INT3, and %HALT, 
determine what recovery steps, if any, the Bootstrap Loader takes 
whenever a bootstrap loading error occurs. Only one of the latter three 
macros can be included in the BSERR.A86 file. 



%CONSOLE MACRO 

The %CONSOLE macro causes the Bootstrap Loader to display a brief message 
at the console whenever a bootstrap loading error occurs. This message 
indicates the nature of the error. The messages are given in Chapter 3. 
The form of the %CONSOLE macro is: 

%CONSOLE 

This %CONSOLE macro is completely unrelated to the %CONSOLE macro in the 
BS1.A86 file. Be careful not to confuse them with each other. 



%TEXT MACRO 

The %TEXT macro resembles the %CONSOLE macro in that it causes the 
Bootstrap Loader to display a message at the console whenever a bootstrap 
loading error occurs. The advantage of the %TEXT macro is that its 
messages are longer and more descriptive. The disadvantage of the %TEXT 
macro is that it generates more code and therefore makes the assembled 
BSERR.OBJ file larger. The %TEXT macro has the form: 

%TEXT 

If you include the %TEXT macro, the %CONSOLE macro is automatically 
included, as well. 
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%LIST MACRO 

The %L1ST macro causes the Bootstrap Loader to display a list of the 
ready device units whenever the operator enters an invalid device unit 
name. You may include this macro only if you include the %MANUAL macro 
in the BS1.A86 file, described earlier in this chapter. The %LIST macro 
has the form: 

%LIST 

If you include the %LIST macro, the %CONSOLE and %TEXT macros are 
automatically included, as well. 



%AGAIN MACRO 

The %AGAIN macro causes the bootstrap loading sequence to return to the 
beginning of the first stage whenever a bootstrap loading error occurs. 
It is a good idea to include this macro if you include the %CONSOLE macro 
in the BSERR.A86 file, either directly or by including the %TEXT or %LIST 
macro. The form of the %AGAIN macro is: 

%AGAIN 

Exactly one of the %AGAIN, %INT3, and %HALT macros must be included, or 
there will be an assembly error when the BSl.CSD file runs. 



%INT3 MACRO 

The %INT3 macro causes the Bootstrap Loader to execute an INT 3 (software 
interrupt) instruction whenever a bootstrap loading error occurs. If you 
are using the iSDM 86 or iSDM 286 System Debug Monitor or the iSBC 957B 
package, then the INT 3 instruction passes control to the monitor. 
Otherwise, the INT 3 instruction will not produce the desired results 
unless you have placed the appropriate address in position 3 of the 
Interrupt vector table. The form of the %INT3 macro is: 

%INT3 

Exactly one of the %AGAIN, %INT3, and %HALT macros must be included, or 
there will be an assembly error when the BSl.CSD file runs. 

The %INT3 macro and the %HALT macro (described next) are reasonable 
choices if none of the %CONSOLE, %TEXT, and %LIST macros are included in 
the BSERR.A86 file. 
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%HALT MACRO 

The %HALT macro causes the Bootstrap Loader to execute a halt instruction 
whenever a bootstrap loading error occurs. The form of the %HALT macro 
is: 

%HALT 

Exactly one of the %AGAIN, %INT3, and %HALT macros must be included, or 
there will be an assembly error when the BSl.CSD file runs. 

The %HALT macro and the %INT3 macro are reasonable choices if none of the 
%CONSOLE, %TEXT, and %LIST macros are included in the BSERR.A86 file. 



INTEL-SUPPLIED DEVICE DRIVER CONFIGURATION FILES 

There is a separate configuration file for each device driver provided 
with the Bootstrap Loader. These filei! are named B204.A86, B206.A86, 
B208.A86, B215.A86, B218.A86, B251.A86,, B254.A86, BSASI.A86, and 
BSCSI.A86. Each consists of an include; statement and a macro call. The 
include statement always has the form: 

$include( :f 1 :bxxx.inc) 

where: 

XXX Either 204, 206, 208, 215, 218, 251, 254, SASI, 

or SCSI, depending upon the device driver. 

The macro call has a form that depends upon the device driver. This form 
is discussed in the following sections. The default parameter values for 
the macros in these sections are compatible with the default parameter 
values of the iRMX 86 Interactive Configuration Utility. 



%B204 MACRO 

The %B204 macro has the form: 

%B204(io_base, sector_size, track_size) 



I/O port address selected (jumpered) on the iSBC 
204 controller board. 

Sector size for the device, in bytes. 

Track size for the device, in bytes. 



whe 


re: 




io base 




sector size 




track size 
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The default form of this macro in the B204.A86 file is: 
%B204(0A0H, 128, 26) 

%B206 MACRO 

The %B206 macro has the form: 

%B206(io_base) 

where: 

io_base I/O port address selected (jumpered) on the iSBC 

206 controller board. 

The default form of this macro in the B206.A86 file is: 

%B206(068H) 

%B208 MACRO 

The %B208 macro has the form: 

%B208(io_base) 

where: 

io_base I/O port address selected (jumpered) on the iSBC 

208 controller board. 

The default form of this macro in the B208.A86 file is: 
%B208(180H) 

%B215 AND %B220 MACROS 

The B215.A86 file contains two macros, of which you can use only one. 
They are the %B215 and the %B220 macros. Both of them have the form: 

%Bxxx(wakeup, cylinders, fixed_heads, removable_heads, sectors, 
dev_gran, alternates) 

where : 

XXX Either 215 or 220. 

wakeup Base address of the wakeup port 
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removable_heads 

sectors 

dev_gran 
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CONFIGURATION 

Number of cylinders on the disk drive or drives. 
(Note that, if your %DEVICE macro for 215 or 220 
devices in the BS1.A86 file has deviceunit215 
(rather than deviceunit215gen) as its third 
parameter, then all iSBC 215 or iSBC 220 drives 
used by the Bootstrap Loader must have the same 
characteristics. That is, they must have the 
same number of cylinders per platter, fixed 
heads, removable heads, sectors per track, bytes 
per sector, and alternate cylinders. However, if 
the %DEVICE macro specifies deviceunit215gen, 
these restrictions do not apply and these values 
are not used. ) 

Number of heads on fixed platters. 

Number of headis on removable platters. 

Number of sectors per track. 

Number of bytes per sector. 

Number of cylinders set aside as backups for 
cylinders having imperfections. 



In the B215.A86 file, the default form of the %B2.15 macro is: 

%B215(100H, 256, 2, 0, 9, 1024, 5) 
and the default form of the %B220 macro is: 

7,B220(100H, 256, 2, 0, 9, 1024, 5) 



%B218 MACRO 

The %B218 macro has the form: 

%B218(base_port_address, motor_flag) 
where : 

base port-address 



motor flag 



The base port address of this device unit, as 
selected on the iSBX 218A controller board. 

A value Indicating whether the motor of a 5 1/4" 
flexible diskette drive should be turned off 
after bootstrap loading. Specify Yes, which 
slows bootstrap loading, only if this device is 
not the system device. For Yes, specify OFFH, 
and for No, specify 0. 



The default form of this macro in the B218.A86 file is; 
%B218(80H, OOH) 
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%B251 MACRO 

The %B251 macro has the form: 

%B251(io_base, dev_gran) 

where: 

io_base I/O port address selected (jumpered) on the iSBX 

251 controller board. 

dev_gran Page size, In bytes. 

The default form of this macro in the B251.A86 file is: 

%B251(80H, 64) 

%B254 MACRO 

The %B254 macro has the form: 

%B254(io_base, dev_gran, num_boards , board_size) 

where: 

io_base I/O port address selected (jumpered) on the iSBC 

254 controller board. 

dev_gran Page size, in bytes. 

num_boards Number of boards grouped in a single device unit. 

board_size Number of pages in one iSBC 254 board. 

The default form of this macro in the B254.A86 file is: 

%B254(0880H, 256, 8, 2048) 

%BSASI MACRO 

The %BSASI macro has the form: 

%BSASI(a_port, b_jport, c_port, control-port, init_command, 
init_byte_count, init_bytes) 

where: 

a_j)ort The address of Port A of the 8255 Programmable 

Peripheral Interface (PPI) used by this SASI 
driver. 
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b_port 
c_port 

control-port 
Init command 



inl t_by te_ 
count 

init bytes 



The address of Port B of the 8255 PPI used by 
this SASI driver. 

The address of Port C of the 8255 PPI used by 
this SASI driver. 

The address of the control word register of the 
8255 PPI used by this SASI driver. 

The command that initializes the controller. (If 
the controller does not require initialization, 
use the SCSI driver instead of the SASI driver.) 
For the initialization command, look in the 
owner's manual for the controller. It might be 
labelled there either as a "command" or as an 
"opcode." 

The number of initialization bytes that follow 
this parameter. 

A list of initialization bytes, separated by 
commas, that define the characteristics of the 
drive. These values depend upon both the type of 
the controller and the type of the drive. The 
values can be found in the owner's manual for the 
controller. 



NOTE 



The BSASI macro is different than the 
other macros in that, if there are 
multiple occurrences of it in the 
BSASI. A86 file, then the corresponding 
devices must be either identical or 
completely compatible. That is, the 
devices must have Identical 
specifications and can differ only in 
their unit number. 



The default form of this macro in the BSASI. A86 file is: 

%BSASI(C8H, CAH, CCH, CEH, OCH, 8, OIH, 32H, 6, 0, OFFH, 0, 
OFFH, OBH) 

This default macro definition is for a Xebec S1410 5 1/4-inch Winchester 
disk controller and a Computer Memories, Inc. CMI-5419 19-megabyte 
Winchester disk drive. 
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%BSCSI MACRO 

The %BSCSI macro has the form: 

%BSCSI(a_port, b_port, c_j)ort, control_port, host_id, arbitrate) 

where: 

ajport The address of Port A of the 8255 Programmable 

Peripheral Interface (PPI) used by this SCSI 
driver, 

b_port The address of Port B of the 8255 PPI used by 

this SCSI driver., 

c_j)ort The address of Port C of the 8255 PPI used by 

this SCSI driver. 

control_port The address of the control word register of the 

8255 PPI used by this SCSI driver. 

host-id The ID of the host computer on the SCSI bus. 

arbitrate A flag indicating whether bus arbitration is 

supported. Set to 0, which signifies that bus 
arbitration is not supported. 

The SCSI driver can be used to bootstrap load from any Winchester device 
on the SCSI bus. 

The default form of this macro in the BSCSI.A86 file is: 

%BSCSI(C8H, CAH, CCH, CEH, 8 OH, OOH) 

The default macro definition is for an iSBC 186/03 board. 



USER-SUPPLIED DRIVERS 

If you want to bootstrap load your system from a device other than one 
controlled by an iSBC 204, 206, 208, 215, 218A, 220, 251, or 254 board, 
or one that interfaces with the SASI or SCSI driver, you must write your 
own init and read device driver procedures. In addition, you must 
specify their procedure names in the %DEVICE macro in the BS1.A86 file, 
and you must assemble them and link them to the rest of the Bootstrap 
Loader object files and libraries. Chapter 4 describes how to write the 
device driver procedures. 
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GENERATING THE BOOTSTRAP LOADER SYSTEM 

To generate the bootstrap loading system, enter the command 

SUBMIT BSl.CSD(first_stage_address, second_stage_address) 

where the parameters specify the low-memory addresses of the stages. 

The size of the first stage area depends upon the device drivers in the 
first stage. If you use Intel-supplied drivers, the size is always less 
than 8K bytes, even with all of the drivers configured in at once. 

Recall that the first stage can be either in PROM or in RAM. 
The second stage area, which includes the code of the second stage and 
the data areas for both stages, consists of slightly less than 8K 
contiguous bytes. The second stage always resides in RAM. 



*** 
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CHAPTER 3 
USING THE BOOTSTRAP LOADER 



This chapter describes how to set up and invoke the Bootstrap Loader and 
what to do if it fails to perform as expected. 



PREPARING TO USE THE BOOTSTRAP LOADER 

There are four ways to bootstrap load your application. The key to each 
of these methods is the first stage of the Bootstrap Loader: where you 
put it and how you invoke it. The four methods are as follows: 

• Place the first stage, configured for standalone operation, in 
PROM. In this case, bootstrap loading commences — that is, the 
first stage begins to run — vrhen you turn on the system 
hardware or press the RESET button. 

• Place the first stage in secondary storage, and then load it by 
means of external commands. Doing this requires you to use the 
iSDM 86, iSDM 286, or iSBC 957B monitor, or an ICE in-circuit 
emulator, first to load the first stage into RAM and then to 
invoke the first stage. 

• Augment the iSDM 86, iSDM 286,, or iSBC 957B monitor by 
reconfiguring the first stage of the Bootstrap Loader to Include 
the device driver(s) needed for bootstrap loading, and program 
new PROMs with the combination of the monitor and the first 
stage of the Bootstrap Loader,. With this method, you Initiate 
bootstrap loading by means of the B command of the monitor. 

• Place the first stage in secondary storage, and then load it 
programmatically . 

In the first method, you must add the BOOTSTRAP control to the LOC86 
command used in the BSl.CSD file, as indicated in the last comment in 
that file. Otherwise, each of the first two methods is straightforward 
and therefore is not described in this manual. 

The instructions for using the third method lie outside of this chapter. 
To use this method with the iSDM 86 monitor, follow the instructions 
given in the iSDM 86 SYSTEM DEBUG MONITOR REFERENCE MANUAL. In addition. 
Appendix B of this manual has a short section that describes a required 
modification of a file that is listed in the iSDM 86 manual. 

To use the third method with the iSDM 286 monitor, refer to Appendix B of 
this manual, as well as the iSDM 286 SYSTEM DEBUG MONITOR REFERENCE 
MANUAL. 
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To use the third method with the iSBC 957B monitor, follow the directions 
given in the USER'S GUIDE FOR THE iSBC 957B iAPX 86, 88 INTERFACE AND 
EXECUTION PACKAGE. 

Note that error handling, as described later in this chapter, does not 
take place when you use the third method of bootstrap loading with the 
iSBC 957B package. 

The rest of this section gives instructions for using the fourth method. 

-4 

Although bootstrap loading is performed usually in response to an 
external event, it can be initiated by an executing program by means of a 
call to the PUBLIC symbol BOOTSTRAP_ENTRY. To prepare for such a call, 
do the following: 

• Place a call to BOOTSTRAP_ENTRY in the code of the invoking 
program, and define BOOTSTRAP__ENTRY as an EXTERNAL symbol 
there. The form of the call is: 

CALL BOOTSTRAP_ENTRY(@filename) 

where: 

filename An ASCII string containing either the 

pathname of the load file followed by a 
carriage return, or only a carriage return. 
If the string contains only a carriage 
return, then the default file, as defined by 
the %DEFAULTFILE macro in the BS1.A86 
configuration file, Is loaded. Otherwise, 
the file whose pathname Is contained In the 
string is loaded. 

The call must follow the PL/M--86 LARGE model of segmentation. 
(Even though this is a call, rather than a jump, it does not 
return.) 

• Link the calling program to a version of the first stage of the 
Bootstrap Loader. You can do this by following the BSl.CSD file 
as a model, with the following changes: 

- Place the calling program in the link sequence. 

If appropriate, "comment out" the locate sequence. 



OPERATOR'S ROLE IN BOOTSTRAP LOADING 

Depending upon the method used for Bootstrap Loading, an operator might 
be required to enter the name of the bootstrap device, the name of the 
load file, or both names. (Another poissibillty , depending upon how the 
Bootstrap Loader is configured, is that the operator can enter neither 
device name nor file name. This section refers to what the operator 
enters as the specification of the load file.) Along with the 
specification of the load file, the operator can specify, by means of the 
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Debug switch, that control should pass to the monitor after loading has 
been completed. These are the subjects of this section. 



SPECIFYING THE LOAD FILE 

There are two times at which an operator can enter the specification of a 
load file. One time is when one of the monitors has issued a period (.) 
prompt. In that case, the operator can enter the monitor's B (bootstrap) 
command, followed by the specification. The other time is when the first 
stage of the Bootstrap Loader has Issued an asterisk (*) prompt at the 
terminal. When this prompt appears on the screen, the first stage waits 
for an operator to enter the specification of the load file. 

Once the period or asterisk prompt has been issued, the specification 
that the operator enters depends three things. They are: 

• Which file is the load file. 

• Which device unit contains the load file. 

• Which of the %CONSOLE, %MANUAL, and %AUTO macros were in the 
BS1.A86 file when the present configuration of the Bootstrap 
Loader was defined. 

For a discussion of the possible operator actions and their effects, see 
the description of the %CONSOLE, %MANUAL, and %AUTO macros in Chapter 2. 



THE DEBUG SWITCH 

Along with the specification of the load file, the operator can include 
the Bootstrap Loader's Debug (D) switch. When specified, the Debug 
switch instructs the second stage of the Bootstrap Loader to do the 
following immediately after loading has been completed: 

• Set a breakpoint at the first instruction to be executed by the 
system. 

• Pass control to the monitor, which displays a "*BREAK* at 
xxxx:xxxx" (iSDM 86 and iSBC 957B monitors) or an "Interrupt 3 
at <xxxx:xxxx>" (iSDM 286 monitor) message at the terminal, 
issues its prompt, and waits for a command from the terminal. 
(To start up the loaded system, enter "G<cr>" . ) 

One advantage of the Debug switch is that the monitor's message tells you 
that the loading process is successful. When a system fails, it is 
sometimes difficult to determine whether the bootstrap loading was 
unsuccessful or whether the system loaded successfully and then failed 
during initialization. The presence or absence of the message makes this 
clear when you use the Debug switch. 

The Debug switch also allows you to alter the contents of specific memory 
locations before your system begins to run. 
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To use the Debug switch with a monitor's period (.) prompt, follow the B 
command in the command line by the letter "D", which, in turn, can be 
followed by the pathname of the load file. For example, any of the 
following command lines invokes the Bootstrap Loader with the Debug 
switch: 

.bd 

.b d 

•bd /systera/rmx86 

.b d :w0:system/rmx86 

Similarly, the way to use the Debug switch with the first stage's 
asterisk (*) prompt is to precede the load file specification with the 
letter "D." Examples of this are: 

*d 



*d /system/rmx86 

* d :w0:system/rmx86 

The only restriction concerning the use of spaces in these command lines 
is that there must be a space between the letter "D" and the pathname of 
the load file. 

Note that the Debug switch is available only in second stages residing on 
secondary storage volumes that have been formatted using the Release 6 
(or later) versions of the iRMX 86 Format command. If you use the Debug 
switch with older second stages, the letter "D" is ignored, and the 
loadfile is loaded and run without the effects the Debug switch has when 
used with Release 6-compatible volumes. 



ANALYZING BOOTSTRAP LOADING FAILURES 

The Bootstrap Loader has the ability to display messages on the screen 
when bootstrap loading is not successful. As you saw in Chapter 2, the 
%CONSOLE, %TEXT, and %LIST macros in the BSERR.A86 file determine whether 
such messages are to be displayed, how detailed the messages are, and 
under what circumstances they are to be displayed. This section 
describes two ways of analyzing bootstrap loading errors: first, when 
messages are being displayed; and second, when there are no messages. 

After responding to an error by pushing a word onto the stack and 
optionally displaying a message, the Bootstrap Loader either tries again, 
passes control to a monitor, or halts, depending upon whether your 
BSERR.A86 file contains a %AGAIN, %INT.3, or %HALT macro. 
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WITH DISPLAYED ERROR MESSAGES 

If your BSERR.A86 file contains the %CONSOLE, %TEXT, or %LIST macro, then 
the Bootstrap Loader displays an error message at your terminal whenever 
a failure occurs in the bootstrap loading process. The message consists 
of one or two parts. The first part, which is always displayed, is a 
numerical error code. The second part, which is displayed only if the 
%TEXT or %LIST macro was Included, is a short verbal description of the 
error. 

Each numerical error code has two digits. The first digit indicates, if 
possible, the stage of the bootstrap loading process where the error 
occurred. The second digit distinguishes among types of errors that can 
occur in a particular stage. There are three possible values for the 
first digit: 

First Digit Stage 

Can't tell 

1 First 

2 Second 

The error codes, their abbreviated display messages, and their causes and 
meanings are as follows. 

Error Code: 01 
Description: I/O error 

An I/O error occurred at some undetermined time during the bootstrap 
loading process, but it is not clear when the error occurred. To 
help you further diagnose this problem if the %CONSOLE macro is 
included, the Bootstrap Loader places a code in the high-order byte 
of the word it pushes onto the stack. This byte identifies the 
driver for the device that produced the error, as follows: 

Code Driver 



04H 


204 


06H 


206 


08 H 


208 


15H 


215 (with or without 218A) or 220 


18H 


218A on CPU board 


51H 


251 


5AH 


254 


OEOH 


SCSI 


OEIH 


SASI 



other (in range AOH-DFH) driver for your custom device 

Note that this device code is overwritten during the printing of the 
description in case the %TEXT or %LIST macro has been included. 

The last entry in the list of device codes assumes that you have 
written a device driver for your device and have identified the 
driver by some code in the indicated range — other values are 
reserved for Intel drivers. For information about how to incorporate 
this code into the driver, see Chapter 4. 
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Error Code: 11 

Description: Device not ready. 

The specific device designated for bootstrap loading is not ready. 
This error occurs only when your BSERR.A86 file does not contain the 
%AUTO macro. Therefore, either the operator has specified a 
particular device or there is only one device in the Bootstrap 
Loader's device list, and the device is not ready. 

Error Code: 12 

Description: Device does not exist. (If BSERR.A86 contains the %LIST 
macro, the display then shows the list of known devices.) 

The device name entered at the console does not have an entry in the 
Bootstrap Loader's device list. This error occurs only when your 
BSERR.A86 file contains the %MANUAL macro and you enter a device 
name, but the device name you entered is not known to the Bootstrap 
Loader. After displaying the message, the Bootstrap Loader displays 
the names of the devices in its device list. 

Error Code: 13 

Description: No device ready. 

None of the devices in the Bootstrap Loader's device list are ready. 
This error occurs only when your BSERR.A86 file contains the %AUTO or 
%MANUAL macro and you do not enter a device name at the console. 

Error Code: 21 
Description: File not found. 

The Bootstrap loader was not able to find the indicated file on the 
designated bootstrap device. This is the default file if no pathname 
was entered at the console. Otherwise, it is the file whose pathname 
was entered. 

Error Code: 22 
Description: Bad checksum. 

While trying to load the load file, the Bootstrap Loader encountered 
a checksum error. Each file consists of several records, and 
associated with each record is a checksum value that specifies the 
numerical sum (ignoring overflows) of the bytes in the record. When 
the Bootstrap Loader loads a file, it computes a checksum value for 
each record and compares that value to the recorded checksum value. 
If there is a discrepancy for any record in the file, it usually 
means that one or more bytes of the file have been corrupted, so the 
Bootstrap Loader returns this message instead of continuing the 
loading process. 



Error Code: 23 

Description: Premature end of file. 

The Bootstrap Loader did not find the required end-of-file records at 
the end of the load file. 
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Error Code: 24 

Description: No start address found in input file. 

The Bootstrap Loader successfully loaded the load file but was unable 
to transfer control to the file because when it got to the end of the 
file it still had not found initial CS and IP values. 



WITHOUT DISPLAYED ERROR MESSAGES 

In most cases, by observing the behavior of the Bootstrap Loader when it 
fails to load the application successfully, you can determine the cause 
of the failure and take steps to correct it. Table 3-1 shows the 
correlation between the behavior of the Bootstrap Loader and most of the 
possible causes of its failure. The table assumes that the Bootstrap 
Loader is set up to halt if it detects an error. Before halting, the 
Bootstrap Loader places the error code into the CX register. 

Another possible cause of failure of the Bootstrap Loader, the effects of 
which are completely unpredictable, is that the device controller block 
(as determined by the device's wake-up address) can be corrupted. To 
avoid this kind of failure, see that neither the second stage nor the 
load file overlaps the device controller block for the device. 
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Table 3-1. Postmortem Analysis Of Bootstrap Loader Failure 



Behavior Of Loader 


Possible Causes 


Bootstrap loading fails 
in the first stage. 


The indicated device is not ready 
or is not known to the Bootstrap 
Loader. 

An I/O error occurred during the 
first stage operation. 


Bootstrap loading fails 
in the second stage. 


The indicated file is not on the 
device. 

The file had no end-of-file record 
or no start address. 

The file contained a checksum 
error. 

An I/O error occurred during the 
second stage operation. 


Bootstrap Loader enters 
second stage, but does not 
halt or pass control to 
the loaded file. 


The Bootstrap Loader is 
attempting to load the system on 
top of the second stage. 

The Bootstrap Loader is attempting 
to load the system into 
nonexistent memory. 
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CHAPTER 4 

WRITING A DRIVER 

FOR A BOOTSTRAP LOADING DEVICE 



The IRMX 86 Bootstrap Loader can be configured to run with many kinds of 
devices. If you plan to use one of the devices for which Intel supplies 
a device driver, you may skip this chapter. 

If you want to use the Bootstrap Loader with a device other than those 
supported by Intel, you must write your own device driver. The purpose 
of this section is to provide you with guidelines for writing a 
customized driver. 

Two procedures must be included in every device driver for the Bootstrap 
Loader. The initialization procedure initializes the bootstrap device. 
The reading procedure loads information from the device into RAM. 

The rest of this chapter refers to the two procedures as DEVICE$INIT, and 
DEVICE$READ. However, you can give them any names you want during 
configuration. You must specify each of their names in a %DEVICE macro 
in the BS1.A86 file. 

Both device driver procedures must conform to the LARGE model of 
segmentation of the PL/M-86 programming language. This means that the 
procedures must be FAR (not NEAR) and all pointers must be 32 bits long. 

You may write the procedures in assembly language, rather than in 
PL/M-86, but if you do, you must adhere to the interfacing and 
referencing conventions of the PL/M-86 LARGE model. 



DEVICE$INIT PROCEDURE 

The DEVICE$INIT procedure must present the following PL/M-86 interface to 
the Bootstrap Loader: 

DEVICE$INIT: PROCEDURE (unit) WORD PUBLIC; 
DECLARE unit WORD; 

. (code) 

END DEVICE$INIT; 

where: 

unit The device's unit number, as defined during 

Bootstrap Loader configuration. 
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The WORD value returned by the procedure must be the device granularity, 
in bytes, if the device is ready, or zero if the device is not ready. 

The following outline shows the steps i:hat the DEVICE$INIT procedure must 
perform to be compatible with the Boo t£i trap Loader: 

1. Test to see if the device is present. If it is not, return the 
value zero. 



2. 



3. 



Initialize the device for reading. This is a device-dependent 
operation. For guidance in initializing the device, refer to 
the hardware reference manual for the device. 



Test to see if device initialization was successful, 
not, return the value zero. 



If it was 



Obtain the device granularity, For some devices, only one 
granularity is possible, while for others several granularities 
are possible. This is a device-dependent issue that is 
explained in the hardware reference manual for your device. 

Return the device granularity. 



DEVICE$READ PROCEDURE 

The DEVICE$READ procedure must present the following PL/M-86 Interface to 
the Bootstrap Loader: 

DEVICE$READ: PROCEDURE (unit, blk$num, buf$ptr) PUBLIC; 



DECLARE 


unit 


WORD, 




blk$num 


DWORD, 




buf$ptr 


POINTER; 


• 

. (code) 






END DEVICE$READ; 






where: 






unit 


The device' 


s unit numbe 



blk$num 



configuration. 

A 32-bit number specifying the number of the 
block that the Bootstrap Loader wants the 
procedure to read. 



buf$ptr 
The DEVICE$READ procedure does not return a value to the caller 



A 32-bit POINTER to the buffer that is to receive 
the information from the secondary storage device. 
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The following outline shows the steps that the DEVICE$READ procedure must 
perform to be compatible with the Bootstrap Loader: 

1. Read the block specified by the blk$num parameters from the 
bootstrap device specified by the unit parameter into the memory 
location specified by the buf$ptr parameter. 

2. Check for I/O errors. If none occurred, return to the caller. 
Otherwise, combine the device code, if any, for the device with 
01 (in the form <device code>01), push the resulting word value 
onto the stack, and call the BSERROR procedure. For example, if 
the device code is 0B3H, push B301H onto the stack. If there 
isn't a device code, use 00. 

In PL/M-86, adding the following statements will accomplish this; 

DECLARE BSERROR EXTERNAL j 

DECLARE IO_ERROR LITERALLY 'OBSOlH' ; 

CALL BSERROR(I0_ERROR); 

If you are calling the BSERROR procedure from assembly language, 
note that BSERROR follows the PL/M-86 LARGE model of 
segmentation; that is, declare BSERROR as: 

extrn bserror:far 



•*** 



Bootstrap Loader 4-3 




APPENDrXA 
AUTOMATIC BOOT DEVICE RECOGNITION 



Automatic boot device recognition allows the iRMX 86 Operating System to 
recognize the device from which it was bootstrap loaded and to assign a 
logical name (normally :SD:) to represent that device. 

If you use this feature, you can configure versions of the Operating 
System that are device independent, that is, versions you can load and 
run from any device your system supports. 

This section describes the automatic boot device recognition feature in 
detail. It consolidates the information found in the other iRMX 86 
manuals and answers the following questions: 

• How does automatic boot device recognition work? 

• How do you configure a version of the Operating System that 
includes this feature? 



HOW AUTOMATIC BOOT DEVICE RECOGNITION MORKS 

The Nucleus, the Extended I/O System, and the second stage of the 
Bootstrap Loader combine to provide the automatic boot device recognition 
feature, as follows: 

1. The second stage of the Bootstrap Loader, after loading the 
Operating System, places a pointer in the DI:SI register pair. 
This pointer points to a string containing the name of device 
from which the system was loaded. The name it uses is the one 
you (or whoever performed the configuration) supplied as a 
parameter in the %DEVICE macro when configuring the Bootstrap 
Loader. 

2. The second stage sets the CX and DX registers to the value 
123AH. This value signifies that the pointer contained in the 
DI:SI register pair is valid. 

3. The root job checks CX and DX and then, if both contain 1234H, 
uses the pointer in DI:SI to obtain the device name. The root 
job sets a Boolean variable to indicate whether it found the 
name of the boot device. 

4. The Nucleus checks the root job's Boolean variable and, if it is 
true (equal to OFFH) , places the device name in a segment and 
catalogs that segjment in the root job's object directory under 
the name RQBOOTED. 
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The Extended I/O System looks up the name RQBOOTED and, if 
successful, obtains the device name from the segment cataloged 
there. If the name RQBOOTED is not cataloged in the root 
directory, the Extended I/O System uses a default device name 
that you must have specified during the configuration of the 
Extended I/O System (DPN prompt of the "EIOS" screen). 

The Extended I/O System attaches the device as the system 
device, assigning it the logical name that you must have 
specified during the configuration of the Extended I/O System 
(DLN prompt on the "EIOS" screen). 



HOW TO INCLUDE AUTOMATIC BOOT DEVICE RECOGNITION IN YOUR SYSTEM 

This section describes the operations you must perform to include the 
automatic boot device recognition feature in your application. The 
operations include: 

• The "EIOS" screen (see Figure A-1) contains several prompts that 
affect the automatic boot device recognition feature. They are: 
ABR, DLN, DPN, DFD, and DO. 

With the ABR prompt, you specify whether you want to include the 
automatic boot device recognition feature in your system. If 
you set ABR to "yes," the Extended I/O System automatically 
attaches the system device using the characteristics specified 
in the DLN, DFD, and DO prompts. You must not supply this 
information later in the "Logical Names" screen. 

If you set ABR to "no," the Extended I/O System does not attach 
a system device. In this case, the ICU does not display the 
DLN, DPN, DFD, and DO prompts. 



EIOS 

(ASC) All Sys Calls in EIOS Req 

— > (ABR) Automatic Boot Device Recognition [Yes/No] Yes 

— > (DLN) Default System Device Logical Name [1-12 characters] SD 
~> (DPN) Default System Device Physical Name [1-12 characters] wO 

— > (DFD) Default System Device File Driver [Phys/Str/Named] Named 

--> (DO) Default System Device Owners ID [0-OFFFFH] GOOOH 

(EBS) Internal Buffer Size [0-OFFFFh] 0400H 

(DDS) Default 10 Job Directory Size [5-OFFOh] 0032H 

(ITP) Internal EIOS Task's Priorities [0-FFH] 0083H 

(PMI) EIOS Pool Minimum [0-GFFFFH] 0180H 

(PMA) EIOS Pool Maximum [Q-QFFFFH] 0180H 

(EIR) Extended I/O System in ROM [Yes/No] No 



Figure A-1. EIOS Configuration Screen (ABR, DLN, DPN, DFD, and DO) 
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With the DLN prompt, you can specify the logical name for your 
system device. If you change this value from the default (SD), 
you must change all other references to the :SD: logical name to 
the new name you specify. The Extended I/O System creates the 
logical name you specify only if you set ABR to "yes." 

With the DPN prompt, you specify the physical name of a device 
that you want to use as your system device in case the Extended 
I/O System cannot find the name RQBOOTED cataloged in the root 
object directory. This situation normally occurs when you load 
your system using a means other than the Bootstrap Loader. For 
example, if you transfer the Operating System to your target 
system via the iSBC 957B load package or iSDM 86 or iSDM 286 
monitor, there is no bootstrap device. In this case, the 
Extended I/O System uses the device name specified in the DPN 
prompt as the system device. 

With the DFD and DO prompts, you set other characteristics 
associated with the system device. For most cases, the defaults 
(DFD=Named and DO=0000H) are the preferred values. 

• During configuration of the Basic I/O System, you must specify 
device-unit information for the devices you wish to support. One 
of the prompts on each "Device-Unit Information" screen (NAM) 
requires you to specify the name of the device-unit. Another 
parameter (UN) requires you to specify the unit number. (See 
Figure A-2 for an example of these prompts.) To enable the 
automatic boot device recognition feature to work correctly, 
assign device-unit names and unit numbers that match the device 
names and unit numbers assigned during the configuration of the 
Bootstrap Loader. 

• You assign the Bootstrap Loader device names and unit numbers by 
including or modifying %DEVICE macros in the first-stage 
configuration file (BS1.A86) or in the ISBC 957B configuration 
file. With the ICU, you can define device-unit names and unit 
numbers other than those that are valid for the Bootstrap 
Loader. But each Bootstrap Loader device name must have a 
corresponding device-unit name, and the unit numbers must be the 
same. 

Before you can use the automatic boot device recognition feature, you 
must format your system device using the Release 6 version of the FORMAT 
command. The IRMX 86 CONFIGURATION GUIDE describes how to set up your 
system device for use with Release 6. 



HOW TO EXCLUDE AUTOMATIC BOOT DEVICE RECOGNITION 

To configure a system that does not Include the automatic boot device 
recognition feature, set the ABR prompt In the "EIOS" screen to "No" (see 
Figure A-1). This disables the automatic boot device recognition feature. 
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Intel iSBC 215/iSBX 218 Device-Unit Information 
->(NAM) Device-Unit Name [1-13 chars] 

(PFD) Physical File Driver Required [Yes/No] 

(NFD) Named File Driver Required [Yes/No] 

(SDD) Single or Double Density Disks [Single/Double] 

(SDS) Single or Double Sided Disks [Single/Double] 

(EFI) 8 or 5 inch Disks [8/5] 

(GRA) Granularity [0-OFFFFH] 

(DSZ) Device Size [O-OFFFFFFFFH] 
->(UN) Unit Number on this Device [0-OFFH] 

(UIN) Unit Info Name [1-17 Chars] 

(UDT) Update Timeout [0-OFFFFH] 

(NB) Number of Buffers [nonrand = 0/rand = 1-OFFFFH] 

(FUP) Fixed Update [True/False] 

(MB) Max Buffers [0-OFFH] 



Yes 

Yes 

Single 

Single 

8 

0080H 

0003E900H 

OOOOH 

0064H 
0006H 
True 
OOFFH 



Figure A-2. Device-Unit Information Screen (NAM and UN) 



When you set ABR to "No", the ICU deletes the DLN, DPN, DFD, and DO 
prompts from the EIOS screen. Therefore, you must provide this 
information as input to the "Logical Names" screen. Figure A-3 shows an 
example of this screen after it has been filled in to include a logical 
name for the system device. The underlined information in Figure A-3 is 
the information you would supply if you set the ABR prompt in Figure A-1 
to "No" and you want the system device to be a flexible diskette drive 
controlled by an iSBC 208 board. 



Logical Names 

Logical Name : logical_name,device_name, file_driver, owners-id 

[1-12 Chars, 1-14 Chars, Physical/Stream/Named, O-OFFFFH] 

Logical Name : BB, BB, Physical, OOOOH 
Logical Name : STREAM, STREAM, Stream, OOOOH 
->Logical Name : SD, AFO, Named, OOOOH 



Figure A-3. Logical Names Screen 



*** 
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APPENDIX B 

PROMMING THE BOOTSTRAP LOADER 

WITH A SYSTEM DEBUG MONITOR 



In Chapter 3, it was mentioned that one of the ways in which you can 
prepare to use the Bootstrap Loader is to combine it with one of the 
Intel monitor packages and burn the combined code into PROM. This 
appendix supplies information that is not contained in the reference 
manuals for the iSDM 86 and iSDM 286 monitors. 



COMBINING WITH THE iSDM 86 SYSTEM DEBUG MONITOR 

The iSDM 86 SYSTEM DEBUG MONITOR REFERE'.NCE MANUAL correctly describes the 
procedure for combining the iRMX 86 Bootstrap Loader with the iSDM 86 
monitor. However, if you are going to combine the Release 6 version of 
the Bootstrap Loader with the iSDM 86 monitor, you must first modify one 
of the files described in that manual. This file, called SDMGNB.CSD, 
must be changed to the read as is shown in Figure B-1. In the figure, 
the lines that are different from the listing in the iSDM 86 manual are 
marked with comments on the right-hand side of the figure. 



COMBINING WITH THE iSDM 286 SYSTEM DEBUG MONITOR 

The iSDM 286 SYSTEM DEBUG MONITOR REFERENCE MANUAL does not describe the 
procedure for combining the iRMX 86 Bootstrap Loader with the iSDM 286 
monitor. This section gives the instructions required to burn the first 
stage and the iSDM 286 monitor into two 2764 EPROMs. You can modify this 
example to suit your own purposes, or you can follow it exactly. The 
step-by-step procedure is as follows: 

Enter the name of the (version 1.3 or later) software used with the iUPP 
Universal Prom Programmer: 

:fO:ipps 
Specify that the PROMs are 2764 EPROMs: 

type 2764 
Initialize the file type to be loaded: 

initialize 86 
This says that the load file is an 8086 Object Module Format file. 
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run 



asm86 :fl:bsl.a86 macro(90) 
asm86 :f 1 :bserr.a86 macro(50) 
;asm86 :fl:b20A.a86 macro(50) 
;asm86 :fl:b206.a86 macro(50) 
;asm86 :fl:b208.a86 macro(50) 
;asm86 :fl:b215.a86 macro(50) 
;asm86 :f 1 :b218a.a86 macro(50) 
;asm86 :fl:b251.a86 niacro(50) 
;asm86 :fl:b254.a86 macro(50) 
;asm86 :f 1 :bsasi.a86 macro(50) 
;asm86 :f l:bscsi.a86 macro(50) 
» 
links 6 & 

fl:sdm86.1ib(monitor), & 

fl:%0.obj, & 

fl:bsl.obj, & 

f l:bserr.obj , & 

f 1 : sdin86.obj , & 
& :fl:b204.obj, & 

& :fl:b206.obj, & 

& :fl:b208.obj, & 

& :fl:b215.obj, & 

& :fl:b218a.obj, & 

& :fl:b251,obj, & 

& :fl:b254.obj, & 

& :f Irbsasi.obj , & 

& :f l:bscsi.obj, & 

fl:bsl.llb, & 
8087. lib to :fl:%0.1nk 



; changed line 



;new line 

;new line 

;new line 

;new line 



;new line 

;new line 

;new line 

;new line 



loc86 & 

:fl:%0.1nk & 

addresses(classes(sdra86_data(400h) , & 
stackOcOOOh), & 
code(0f8000h))) & 
order(classes(sdm86_data, sdm86_stack, & 

stack, data, boot, & 

code)) & 
segsize(boot(1800h)) & 
start(Zl) bootstrap nolnitcode 



exit 



Figure B-1. Contents Of SDMGNB.CSD 
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Specify that the even-numbered bytes of the BSl (first stage) file are to 
go into EPROM and the odd-numbered bytes are to go into EPROM 1. (The 
address FD800H is an example value for a particular configuration. The 
numbers 3, 2, and 1 match ipps prompts for defining the information.) 

format :f 1 :bsl(FD800H) 

3 

2 

1 

to :fl:bsl.evn 

1 to :fl:bsl.odd 
<cr> 

Tell the software to program one EPROM with even-addressed bytes. (The 
address OCOOH is correct for the Bootstrap Loader-iSDM 286 combination.) 

copy :fl:mbsl.evn to prom(OCOOh) 
Do the same thing for the odd-numbered bytes. 

copy :fl:mbsl.odd to prom (OCOOh) 
Exit the ipps program. 

exit 



*** 
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Underscored entries are primary references. 
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